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DISCLAIMER 

The material contained herein has been developed by the American Iron and Steel Institute 
Committee on Framing Standards. The Committee has made a diligent effort to present 
accurate, reliable, and useful information on cold-formed steel framing design and installation. 
The Committee acknowledges and is grateful for the contributions of the numerous researchers, 
engineers, and others who have contributed to the body of knowledge on the subject. Specific 
references are included in the Commentary. 

With anticipated improvements in understanding of the behavior of cold-formed steel 
framing and the continuing development of new technology, this material will become dated. It 
is anticipated that AISI will publish updates of this material as new information becomes 
available, but this cannot be guaranteed. 

The materials set forth herein are for general purposes only.  They are not a substitute for 
competent professional advice. Application of this information to a specific project should be 
reviewed by a design professional. Indeed, in many jurisdictions, such review is required by 
law. Anyone making use of the information set forth herein does so at their own risk and 
assumes any and all liability arising therefrom. 
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PREFACE 

The American Iron and Steel Institute Committee on Framing Standards has developed 
AISI S211, the North American Standard for Cold-Formed Steel Framing – Wall Stud Design, to 
provide technical information and specifications for designing wall studs made from cold-
formed steel. This standard is intended for adoption and use in the United States, Canada and 
Mexico. 

This standard provides an integrated treatment of Allowable Strength Design (ASD), Load 
and Resistance Factor Design (LRFD), and Limit States Design (LSD). This is accomplished by 

including the appropriate resistance factors (φ) for use with LRFD and LSD, and the appropriate 

factors of safety (Ω) for use with ASD. It should be noted that LSD is limited to Canada and 
LRFD and ASD are limited to Mexico and the United States.   

The Committee acknowledges and is grateful for the contributions of the numerous 
engineers, researchers, producers and others who have contributed to the body of knowledge 
on the subjects. The Committee wishes to also express their appreciation for the support of the 
Steel Framing Alliance and the Canadian Sheet Steel Building Institute. 
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NORTH AMERICAN STANDARD FOR COLD-FORMED STEEL FRAMING – 

WALL STUD DESIGN 

A. GENERAL 

A1 Scope 

The design and installation of cold-formed steel studs for structural walls in buildings shall be 
in accordance with AISI S100 [CSA S136] and AISI S200, except as modified by the provisions of 
this standard. Alternatively, cold-formed steel studs for structural walls in buildings shall be 
permitted to be designed solely in accordance with AISI S100 [CSA S136]. 

This standard shall not preclude the use of other materials, assemblies, structures, or 
designs not meeting the criteria herein, when the other materials, assemblies, structures or 
designs demonstrate equivalent performance for the intended use to those specified in this 
standard. Where there is a conflict between this standard and other reference documents, the 
requirements contained within this standard shall govern.  

This standard shall include Sections A through C in their entirety.  

A2 Definitions 

Where terms appear in this standard in italics, such terms shall have meaning as defined in 
AISI S200. Terms included in square brackets are specific to LSD terminology. Terms not 
italicized shall have the ordinary accepted meaning in the context for which they are intended. 

A3 Loads and Load Combinations 

Buildings or other structures and all parts therein shall be designed to safely support all 
loads that are expected to affect the structure during its life in accordance with the applicable 
building code. In the absence of an applicable building code, the loads, forces, and combinations of 
loads shall be in accordance with accepted engineering practice for the geographical area under 
consideration as specified by the applicable sections of Minimum Design Loads for Buildings and 
Other Structures (ASCE 7) in the United States and Mexico, and the National Building Code of 
Canada (NBCC) in Canada. 

A3.1 Wind Loading Considerations in the United States and Mexico 

In the United States and Mexico, the design of the wall studs shall be based on the 
following design wind loading considerations: 

(a) Combined bending and axial strength based on Main Wind Force Resisting System 
(MWFRS) wind loads. 

(b) Bending strength based on Components and Cladding (C&C) wind loads. 

(c) Deflection limits based on 70% of Components and Cladding (C&C) wind loads 
with no axial loads. 
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A4 Referenced Documents 

The following documents or portions thereof are referenced in this standard and shall be 
considered part of the requirements of this document. 

1. AISI S100-12, North American Specification for the Design of Cold-Formed Steel Structural 
Members, American Iron and Steel Institute, Washington, DC. 

2. AISI S200-12, North American Standard for Cold-Formed Steel Framing – General Provisions, 
American Iron and Steel Institute, Washington, DC. 

3. ASCE 7-10 Including Supplement 1, Minimum Design Loads for Buildings and Other 
Structures, American Society of Civil Engineers, Reston, VA. 

4. CAN/CSA S136-07-12, North American Specification for the Design of Cold-Formed Steel 
Structural Members, Canadian Standards Association, Mississauga, Ontario, Canada. 

5. NBCC 2010, National Building Code of Canada, 2005 Edition, National Research Council of 
Canada, Ottawa, Ontario, Canada. 
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B. DESIGN 

Except as modified or supplemented in this standard, strength determinations shall be in 
accordance with the AISI S100 [CSA S136]. 

B1 Member Design 

Wall studs shall be designed either on the basis of an all steel design or on the basis of 
sheathing braced design. Webs shall be solid or have holes that satisfy AISI S100 [CSA S136]. 

(a) All Steel Design. Wall stud assemblies using an all steel design shall be designed 
neglecting the structural bracing and/or composite-action contribution of the 
attached sheathings. 

(b) Sheathing Braced Design.  Wall stud assemblies using a sheathing braced design 
shall be designed assuming that identical sheathing is attached to both sides of the 
wall stud and connected to the bottom and top horizontal members of the wall to 
provide lateral and torsional support to the wall stud in the plane of the wall. Wall 
studs with sheathing attached to both sides that is not identical shall be designed 
based on the assumption that the weaker of the two sheathings is attached to both 
sides. 

When sheathing braced design is used, the engineering drawings shall identify the 
sheathing as a structural element. 

In the United States and Mexico: When sheathing braced design is used, the wall 
studs shall be evaluated without the sheathing bracing for the following load 
combination: 

1.2D + (0.5L or 0.2S) + 0.2W (Eq. B1-1) 

Where: 
D = Dead load 
L = Live load 
S = Snow load 
W = Wind load 

In Canada: The provisions for sheathing braced design shall be in accordance with 
an appropriate theory, tests, or rational engineering analysis and shall comply with 
Chapter C of AISI S100 [CSA S136], as applicable. 

B1.1 Properties of Sections 

The properties of sections shall be determined in accordance with conventional methods 
of structural design. Properties shall be full cross section properties, except where use of a 
reduced cross section or effective design width is required by AISI S100 [CSA S136]. 

B1.2 Axial Load 

Both ends of the stud shall be connected to restrain rotation about the longitudinal stud 
axis and horizontal displacement perpendicular to the stud axis. 

(a) For all steel design of wall studs in compression, Section C4 and D4(a) of AISI S100 
[CSA S136] shall define the axial strength [resistance]. The effective length, KL, shall be 
determined by rational analysis and/or testing, or in the absence of such analysis or tests, Kx, 
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