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Foreword

Prior to the original publication of this standard in 1996, positive pressure ventilators (PPV’s) were tested to

ANSI/AMCA 210 [1]. The scope of ANSI/AMCA 210, however, includes only air moving devices designed with the

impeller enclosed within a shroud or housing. Due to variations in the design of PPV’s, some could be tested to

ANSI/AMCA 210 while others could not. In 1992, the Air Movement and Control Association International, Inc.

(AMCA) set out to develop a single method of test applicable to all PPV’s by creating the AMCA 240 Draft

Committee.

The test method devised by the committee is substantially the same as the outlet chamber test setup described in

ANSI/AMCA 210. The principal difference between ANSI/AMCA 210 and ANSI/AMCA 240 is that in ANSI/AMCA

210, the outlet of the test unit is either mounted directly to the test chamber or connected to a duct that is mounted

on the test chamber. In ANSI/AMCA 240, the test unit discharge is directed toward a doorway-sized opening into

the test chamber. This setup approximates a real-world application of the equipment, and also accounts for

entrained airflow.  

ANSI/AMCA 240 is a special case of ANSI/AMCA 210, and therefore, a sizeable portion of the standard originates

in ANSI/AMCA 210. This latest edition replaces many sections of text with reference to the parent standard in an

effort to simplify the standard by emphasizing differences over similarities.

Authority

This publication was approved by the AMCA International membership on 14 October, 2004.  It was approved as

an American National Standard and became effective on 17 April, 2006.
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Dexter Coffman Tempest Technology Corporation
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Objections to AMCA Standards and Certifications Programs

Air Movement and Control Association International, Inc. will consider and decide all written complaints regarding

its standards, certification programs, or interpretations thereof.  For information on procedures for submitting and

handling complaints, write to:

Air Movement and Control Association International

30 West University Drive

Arlington Heights, IL 60004-1893 U.S.A.

or

AMCA International, Incorporated

c/o Federation of Environmental Trade Associations

2 Waltham Court, Milley Lane, Hare Hatch

Reading, Berkshire

RG10 9TH    United Kingdom 

Disclaimer

AMCA uses its best efforts to produce standards for the benefit of the industry and the public in light of available

information and accepted industry practices.  However, AMCA does not guarantee, certify or assure the safety or

performance of any products, components or systems tested, designed, installed or operated in accordance with

AMCA standards or that any tests conducted under its standards will be non-hazardous or free from risk.
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