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1

Application of Sound Power

Level Ratings for Fans

1. Introduction

To apply Sound Power Level Ratings in the design of

an air system, the engineer must understand what

these ratings are and he must appreciate their

limitations.  For the many design engineers who are

not yet familiar with the techniques of applying

acoustical data, this publication may serve as an

introduction to the subject.

Before undertaking any system design calculations

using Sound Power Level Ratings, the chapter on

“Sound Control Fundamentals” in the ASHRAE

Handbook of Fundamentals should be reviewed.

The reference list included in the chapter will also

provide a good starting point for a detailed study of

this subject.

2. What are AMCA Sound Power Level

Ratings?

AMCA Sound Power Level Ratings are

measurements of the sound generated by a fan when

operated at various points within its normal operating

range. The ratings are obtained from tests conducted

by the method described in AMCA Standard 300 Test
Code for Sound Rating and are published in

accordance with AMCA Standard 301 Methods for
Calculating Fan Sound Ratings From Laboratory Test
Data.

Sound Power Ratings for ducted fans are given in

decibels (dB) in each of the eight octave bands of the

audible frequency spectrum. Non-ducted fans may

be rated in decibels (dB) Sound Power in eight

octave bands, or alternatively in single number LWA
(sound power, A-weighted) given in decibels.

Because different fans are applied in various ways,

AMCA Standard 300 includes several different test

setups. Depending on which of these has been used,

published Sound Power Level Ratings must indicate

whether they represent the total sound power of the

fan or that radiated from either the inlet or the outlet

only. Note that for non-ducted fans, the Sound Power

Rating is normally given for the inlet or the outlet.

2.1 How accurate are sound ratings?

Sound measurements cannot be made as precisely

as those used to establish air movement or heat

transfer ratings. Within the present state of the art,

differences in sound power levels of 2 dB or less are

not considered significant. In comparing products of

different manufacturers, it is good practice to

disregard differences of less than 4 dB. This is

particularly true in the first octave band where

differences of 6 dB or less should be disregarded.

2.2 What happens when sound travels

through an air system?

Sound Power Level Ratings alone do not provide a

measure of the sound intensity at the listener’s

location.  What is “heard” is a sound pressure level

which is determined, for any particular location, by

many factors, including the size of the room and

nature of its walls, ceilings and furnishings, etc. The

loudness level at the point of hearing is also related

to the distance from the sound source. In a ducted

system, the fan may be so remote from the

conditioned space that the other components, such

as mixing boxes, diffusers, and the ducts themselves

may be more significant as sound generators.

However, the fan is the logical starting point, and,

when proper and accurate consideration is given to

the other components of the system, Sound Power

Level Ratings in octave bands will allow calculation of

the resulting sound pressure levels in the conditioned

space.

Whenever sound passes from a small opening into a

large plenum or space, a phenomenon known as

“end reflection” occurs, which must be taken into

account by the system designer. When testing ducted

devices for rating, AMCA Standard 300 requires that

the sound reflected back into the system by the inlet

and the outlet be calculated and added to the values

obtained in the laboratory. The system designer must

reverse this process by subtracting appropriate

values to approximate the “reflection” occurring at

grilles and diffusers, etc. Detailed data related to

attenuation and reflection are given in the ASHRAE -

Handbook and Product Delivery, Systems Volume.
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2

2.3 How to specify sound power level ratings

Because of the effects of the system and the

occupied space on the sound pressure level, it will be

apparent that a statement of the sound pressure level

desired in the space will not be a satisfactory

specification for the fan.

One logical approach to the acoustical design of  a

system would be to take the sound power ratings of

a typical fan, suited to the air performance

requirements of the system, and to use these ratings

as the basis for calculating the resulting sound

pressure in the conditioned space. For most ducted

fans, the region of quietest operation is also that of

highest efficiency.

In general, the specification should state the

maximum sound power level acceptable in each of

the octave bands when the fan is operated at the

specified air performance capacity. In some cases,

the specification may be shortened by confining it to

only those bands of particular interest. Some

designers feel that control of just one, or a few, of the

bands results in practical control of the entire

acoustical spectrum.

A suggested general specification paragraph is:

“Sound Power Level Ratings shall comply with AMCA

Standard 301, Method for Calculating Fan Sound
Ratings From Laboratory test Data and shall be the

result of tests made in accordance with AMCA

Standard 300 Test Code for Sound Rating. All fans

shall be licensed to bear the AMCA Certified Sound

Ratings Seal.”

3. Sound Testing in the Field

It is a relatively simple matter to measure the sound

pressure level in the occupied space resulting from

the operation of the air system. However, it will rarely

be possible to use this information to establish the

sound power level of the fan. This would be possible

only where circumstances permitted simulation of a

laboratory setup, complete with a calibrated

Reference Sound Source, a reverberant room,

suitable duct connections, etc.

Field measurement will be useful as a means of

determining the acoustic performance of the total

system, but, in general, will be impractical as a test of

the rating accuracy of any single system component,

including the fan.

4. Terminology

There are relatively few terms required for a proper

understanding of Sound Power Ratings. The

definitions given below are as non-technical as

possible. Refer to the AMCA Standard 300 Test Code
for Sound Rating for precise definitions.

4.1 Sound power level

The acoustic power radiating from a sound source. It

can be expressed in watts or in decibels. AMCA

follows common practice in using decibels. A listener

does not hear sound power any more than he sees
the candle power of an electric light.

4.2 Sound pressure level

The acoustic pressure at a point in space where the

microphone or listener’s ear is situated. It can be

expressed in units of pressure or in decibels. AMCA

here also follows common practice and uses

decibels. A listener does hear sound pressure in the

same way that one sees the foot-candles of light

resulting from an electric light bulb. If it was possible

to ignore the effects of the room, sound pressure
level at a given distance could be related to sound

power at the source in the same way that foot

candles can be related to candle power. In practice,

these acoustic conditions are rarely found, and

calculations of sound pressure level usually require

extensive and detailed information concerning the

“acoustic environment.”

4.3 Decibels (dB)

A mathematical unit used to express level of sound

power or sound pressure. The range of values of both

power and pressure involved in ordinary hearing is so

large as to be unwieldy (dividing the highest sound

power level of ordinary interest by the lowest gives a

number in the order of 1018). Such numbers are

compressed into workable size when converted to

logarithms. The decibel is a logarithmic term.

Because sound pressure and sound power both can

be expressed in decibels, to avoid confusion it is

always best to say: “decibels, sound power level” or

“decibels, sound pressure level.”

4.4 Attenuation

The amount by which the sound is decreased as it

travels from the sound source to the listener. This

may be due to duct absorption, room absorption,

sound attenuators, sound traps, sound transmission

loss or division of sound. It can refer to the total

amount of sound reduction between the source and

the listener, or to that of any particular part of the system.
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