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1. Purpose

This application guide is intended to assist designers and 
users with the proper application, performance consider-
ations, selection and limitations of airflow measurement 
stations.

This publication provides information and important points to 
be considered when designing or specifying heating, venti-
lating and air conditioning (HVAC) and other applications in 
installations requiring an airflow measurement station (AMS) 
for use in temperatures from -30 °C to +120 °C (-20 °F to 
+250 °F), pressures to 250 Pa (10 in. wg) and velocities to 
28 m/s (5500 fpm).

2. Scope

The purpose of this document is to help avoid problems 
associated with misapplied or incorrectly installed AMSs. 
Problems may include incorrect location, inappropriate 
measurement range, mismatched accompanying instrumen-
tation and an AMS incompatible with intended application.

This guide provides an overview of permanently installed 
AMSs and their application. This publication does not 
address portable devices used to measure airflow in test-
and-balance applications.

It is not the intent of this manual to be used for detailed spec-
ifications; rather it serves as a guide toward understanding 
the various types of AMSs available and items to be consid-
ered for their proper use.

3. Definitions

3.1 Airflow

A flow of air or an air current, specifically one that passes 
through a dimensionally defined plane.

3.2 Airflow measurement station (AMS)

A sensing device that is used to measure the airflow rate 
in a system or fan appurtenance. It may consist of a single 
sensor or an array of sensors in permanent position in the 
air system. It may be supplied as a probe to be inserted into 
a ductwork or supplied in a casing approximating the size 
of the air system in which it is installed or as an air intake 
louver. 

3.3 Static pressure

That portion of the air pressure that exists by virtue of the 
degree of compression or expansion.

3.4 Total pressure

The air pressure that exists by virtue of the degree of 
compression and rate of motion. It is the algebraic sum of 
the velocity pressure and the static pressure at a point. Thus 
if the air is at rest, the total pressure will equal the static 
pressure.

3.5 Airflow measurement station performance 
variables

3.5.1 Tested AMS airflow rate (QAMS)
The AMS reported airflow rate or measurement as calcu-
lated according to the manufacturer’s instructions. This 
calculation is based upon the output (pressure, current or 
voltage) of the AMS.

3.5.2 AMS differential pressure
The observed differential pressure between the high pres-
sure output and the low pressure output of a differential 
pressure type AMS.

3.5.3 AMS electronic output
The observed voltage or current output of an electronic 
output type AMS that correlates directly and proportionately 
to the velocity of airflow in a duct.

3.5.4 Test AMS face area (AFACE)
The total cross sectional area of a louver, duct, wall or AMS 
opening.

3.5.5 AMS free area (AFREE)
The minimum area through which air can pass.

4. Principles of Operation

Proper application requires knowledge of the various types 
of AMSs and their principles of operation.

The airflow sensing devices used in an AMS include but are 
not limited to pitot types, differential pressure types, thermal 
dispersions, vortex shedding airflow sensors, orifice plates, 
fan inlets or air measurement louvers. These devices are 
explained as follows:
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4.1 Types of AMS devices

4.1.1 Pitot type
A pitot type AMS operates on the principle of measuring the 
separate components of total pressure and static pressure 
that exist within ducted airflow. The measurement process 
consists of subtracting static pressure from total pressure 
to obtain velocity pressure, then mathematically converting 
the velocity pressure into units of airflow velocity or volume.

The functions of subtracting static pressure from total pres-
sure and conversion of velocity pressure into an analog or 
digital signal is typically performed by a differential pressure 
transducer.

Transmitters can be equipped with mathematical computa-
tion capabilities that can convert velocity pressure into an 
analog or digital output corresponding to units of airflow 
velocity or volume. Figure 1 shows the components of total 
pressure and static pressure and how they are converted to 
air velocity measurements.

Airflow is related to velocity pressure by the formula:

Q = 2993 ADUCT(Pv /ρ)0.5	 (SI)

Q = 1097 ADUCT(Pv /ρ)0.5	 (I-P)

Where:
Q	 =	Airflow rate at actual conditions, m3/s (cfm)
ADUCT	=	Area inside of duct, m2 (ft2)
Pv	 =	Velocity pressure in the duct, Pa (in. wg)
ρ	 =	Actual airstream density, kg/m3 (lbm/ft3)

To obtain airflow measurements, nearly all pitot type AMS 
units use multiple points of pressure measurement to 
traverse the duct cross section, with the multiple points 
being pneumatically averaged to produce an average total 
pressure and an average static pressure as output signals.

Airflow straighteners are sometimes used on pitot type AMS 
devices to reduce both the presence of turbulence and the 
angularity of the airflow as it passes through the AMS.

Figure 2 shows a typical AMS with a flow straightener, 
Figure 3 shows a typical AMS without a flow straightener 
and Figure 4 shows a typical S type pitot tube measurement.

4.1.2 Pitot suction type
Pitot suction type AMS devices, also known as amplified 
pitot type, operate in a manner similar to pitot-type devices 
except that they use elements that create a suction pres-
sure rather than static pressure. The resulting differential 
pressure between suction pressure and velocity pressure 

follows the same form as with pitot type devices except that 
a flow coefficient (K) value other than one is used in the 
airflow computation. (See Figure 4.)

Q = 2993 ADUCT K (Pv /ρ)0.5	 (SI)

Q = 1097 ADUCT K (Pv /ρ)0.5	 (I-P)

Where:
Q	 =	Airflow rate at actual conditions, m3/s (cfm)
ADUCT	= 	Area inside of duct, m2 (ft2)
K	 = 	A dimensionless constant that pertains to 		
		  that specific S pitot tube
Pv	 =	Velocity pressure in the duct, Pa (in. wg)
ρ	 =	Actual airstream density, kg/m3 (lbm/ft)

4.1.3 Orifice plate
An orifice plate is a plate having a circular concentric hole 
that is slightly smaller in diameter than the inside diameter 
of the duct in which it is installed. When air flows through 
the orifice plate, the plate creates a differential pressure that 
is mathematically related to the airflow velocity. A measure-
ment of the differential pressure is achieved by measuring 
the upstream and downstream static pressure across the 
orifice plate using wall static pressure taps. (See Figure 5.)

For an orifice plate, airflow is related to differential pressure 
by the formulae:

Q = C (2 ΔP/ρ)0.5 A 	 (SI)

Q = C 1097 (2 ΔP/ρ)0.5 A	 (I-P)

C Cd= −( )1 1 4/ ( )β

Where:

Q 	 = Airflow through orifice, m3/s (cfm)
ΔP 	 = Measured differential pressure across orifice, Pa 		
		  (in. wg)
ρ	 = Air density, kg/m3 (lbm/ft3)
A	 = Area of orifice hole, m2 (ft2)
C	 = Orifice flow coefficient
β	 = d/D
Cd	 = Coefficient of discharge, dimensionless

Note: Cd is dependent upon the Reynolds number of the 
airflow system. Where sharp edge orifice plates are used in 
the duct system, Cd is also dependent upon the ratio of the 
orifice diameter to the duct diameter. For values of Cd, refer 
to values for K in ASME PTC 19.5.

The function of converting the differential pressure into an 
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