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Methods of test for structural fixings in concrete
and masonry

Part 2. Method for determination of resistance
to loading in shear

Revised text

Contents list

After the existing list of figures, insert the following new entry:

‘6 Undercut anchors — alternative profiles of
undercuts in the base material’

Foreword
After paragraph 5, insert the following new paragraph:
‘If the method in this standard is used for proof testing the

applied load and/or relative movement limits should be
specified by the user.’

Clause 1.3 Type of fixings

In line 1, after ‘expanded’, insert ‘and undercut’.

Clause 2 Definitions
After the existing definitions, insert the following new definition:
‘2.5 undercut anchors. Anchors held in drilled holes by

interlocking in under-reamed shapes during drilling or
setting (see figure 5).’

Clause 5.1.3 Specimen size

In listed item (a), after ‘expanding’, insert ‘and undercut’.

Clause 6.2 Expanding anchors

Delete the existing title ‘Expanding anchors’ and substitute ‘Expanding and undercut
anchors’.

In line 1, after ‘expanding’, insert ‘and undercut’.

In paragraph 2, line 2, after ‘bit’, insert ‘and any other special feature’.
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Clause 7.1 Arrangement of test apparatus

In paragraph 2 delete the first sentence and substitute the following:

‘Align the loading frame to ensure that the shear force is
applied parallel with the surface of the base material by a
suitable rod or bar. A sheet of low friction material such as
polytetrafluoroethylene (PTFE) shall be inserted between
the base material and the rig; however, this shall not exceed
2 mm in thickness.’

Clause 9 Test report

In listed item (a), after the first sentence, insert the following new sentence:

‘If tests are carried out on site then any deviation from
the requirements of this standard shall be detailed.’

In listed item (d) (1) delete the existing title and substitute the following:
‘(1) expanding and undercut anchors (see figure 4(a)):’
Insert the following new item (e):
‘(e) Where the dimensional requirements of 7.1 cannot
be complied with, e.g. in field tests as indicated in the
note to 7.1, a description of the test layout with the

actual dimensions adopted shall be reported.’

Renumber existing items (e), (f) and (g) as (f), (g) and (h), respectively.

Figure 2. Suitable form of loading apparatus

Delete the existing figure and substitute the new figure attached.

Figure 4. Types of fixing to show the dimensions required for reporting
their description

Delete the title of diagram (a) and substitute the following new title.

‘(a) Expanding and undercut anchors’

New figure 5

Insert the new figure 5 attached, immediately after figure 4.
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