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This AMPP Guide represents a consensus of those individual members who have reviewed this document, its scope, 
and provisions. Its acceptance does not in any respect preclude anyone, whether he or she has adopted the Guide or 
not, from manufacturing, marketing, purchasing, or using products, processes, or procedures not in conformance with 
this Guide. Nothing contained in this AMPP Guide is to be construed as granting any right, by implication or otherwise, 
to manufacture, sell, or use in connection with any method, apparatus, or product covered by letters patent, or as indem-
nifying or protecting anyone against liability for infringement of letters patent. This Guide represents minimum require-
ments and should in no way be interpreted as a restriction on the use of better procedures or materials. Neither is this 
Guide intended to apply in all cases relating to the subject. Unpredictable circumstances may negate the usefulness of 
this Guide in specific instances. AMPP assumes no responsibility for the interpretation or use of this Guide by other 
parties and accepts responsibility for only those official AMPP interpretations issued by AMPP in accordance with its 
governing procedures and policies which preclude the issuance of interpretations by individual volunteers.
 
Users of this AMPP Guide are responsible for reviewing appropriate health, safety, environmental, and regulatory docu-
ments and for determining their applicability in relation to this Guide prior to its use. This AMPP Guide may not necessar-
ily address all potential health and safety problems, or environmental hazards associated with the use of materials, 
equipment, and/or operations detailed or referred to within this Guide. Users of this AMPP Guide are also responsible for 
establishing appropriate health, safety, and environmental protection practices, in consultation with appropriate regula-
tory authorities, if necessary, to achieve compliance with any existing applicable regulatory requirements prior to the use 
of this Guide.
 
CAUTIONARY NOTICE: AMPP Guides may be revised or withdrawn at any time in accordance with AMPP standards 
committee procedures. The user is cautioned to obtain the latest edition. Purchasers of AMPP Guides may receive cur-
rent information on all AMPP publications by contacting AMPP Customer Support, 15835 Park Ten Place, Houston, TX 
77084-5145 (Tel: +1 281-228-6200, email: customersupport@ampp.org).

Document History

2023-02-06: Developed by AMPP Standards Committee (SC) 23, Coating System Application, Maintenance, and 
Inspection

AMPP values your input. To provide feedback on this standard, please contact standards@ampp.org

Full document details: AMPP guide 21614 2023

mailto:standards%40ampp.org?subject=
http://www.avadocuments.com/doc/ampp-guide-21614-2023
http://www.avadocuments.com/doc/ampp-guide-21614-2023


AMPP Guide 21614-2023
©2023 Association for Materials Protection and Performance (AMPP). All rights reserved. 

3

Guide for Improving the Statistical Quality 
of Dry Coating Thickness Data on Ferrous 
and Non-ferrous Metal Substrates Using 
Continuous Read/Scanning Technology

Foreword, Scope, and Rationale...................................................................................................................4
Referenced Standards and Other Consensus Documents...........................................................................4
Section 1	 General......................................................................................................................................5
Section 2	 Definitions..................................................................................................................................5
Section 3	 Background...............................................................................................................................5
Section 4	 Existing Research/Standards....................................................................................................5
Section 5	 Instrumentation Requirements..................................................................................................6
Section 6	 Pattern of Probe Movement......................................................................................................6
Section 7	 Advantages of Using Continuous Read/Scanning Technology.................................................6
Section 8	 Considerations When Using Continuous Read/Scanning Technology......................................7
Section 9	 Best Practices for Data Management........................................................................................7
Section 10	 Sample Language to Assist the Specification Writer in Invoking Continuous  

Read/Scanning Dry Film Thickness Measurement ..................................................................8
Other Referenced Documents.......................................................................................................................8

Full document details: AMPP guide 21614 2023

http://www.avadocuments.com/doc/ampp-guide-21614-2023
http://www.avadocuments.com/doc/ampp-guide-21614-2023

