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Technical Specification for
Ship Coating Repair

This AMPP standard represents a consensus of those individual members who have reviewed this document, its scope,
and provisions. Its acceptance does not in any respect preclude anyone, whether he or she has adopted the standard
or not, from manufacturing, marketing, purchasing, or using products, processes, or procedures not in conformance with
this standard. Nothing contained in this AMPP standard is to be construed as granting any right, by implication or other-
wise, to manufacture, sell, or use in connection with any method, apparatus, or product covered by Letters Patent, or as
indemnifying or protecting anyone against liability for infringement of Letters Patent. This standard represents minimum
requirements and should in no way be interpreted as a restriction on the use of better procedures or materials. Neither
is this standard intended to apply in all cases relating to the subject. Unpredictable circumstances may negate the use-
fulness of this standard in specific instances. AMPP assumes no responsibility for the interpretation or use of this stan-
dard by other parties and accepts responsibility for only those official AMPP interpretations issued by AMPP in accor-
dance with its governing procedures and policies which preclude the issuance of interpretations by individual volunteers.

Users of this AMPP standard are responsible for reviewing appropriate health, safety, environmental, and regulatory
documents and for determining their applicability in relation to this standard prior to its use. This AMPP standard may
not necessarily address all potential health and safety problems or environmental hazards associated with the use of
materials, equipment, and/or operations detailed or referred to within this standard. Users of this AMPP standard are
also responsible for establishing appropriate health, safety, and environmental protection practices, in consultation with
appropriate regulatory authorities, if necessary, to achieve compliance with any existing applicable regulatory require-
ments prior to the use of this standard.

CAUTIONARY NOTICE: AMPP standards are subject to periodic review and may be revised or withdrawn at any time
in accordance with AMPP technical committee procedures. AMPP requires that action be taken to reaffirm, revise, or
withdraw this standard no later than five years from the date of initial publication and subsequently from the date of each
reaffirmation or revision. The user is cautioned to obtain the latest edition. Purchasers of AMPP standards may receive
current information on all standards and other AMPP/NACE/SSPC publications by contacting AMPP Customer Support,
15835 Park Ten Place, Houston, Texas 77084-5145 (Tel: +1 281-228-6200, email: customersupport@ampp.org).

Document History
2022-02-28: Developed by AMPP Standards Committee (SC) 19, Maritime

AMPP values your input. To provide feedback on this standard, please contact: standards@ampp.org
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Foreword

This standard is based upon the technical requirements for coating repair developed by the National Marine Ship
Standardization Technical Committee Ship Repair Branch Technical Committee in China, but may be applicable for
use globally provided it meets the field requirements of marine maintenance and fulfills the environmental protection
requirements of the appropriate governing body.

Scope

This standard provides the technical requirements for surface coating inspection, preparation of steel substrates, coat-
ing application, and coating quality inspection of steel ships that have been in service. It specifies a coating survey be
performed on the steel surface, followed by surface preparation, coating application, and technical inspection require-
ments.. This standard is applicable to coating repairs on a steel substrate of a steel vessel. The standard may also be
used as a reference for other repairs.

Rationale

At present, the majority of coating standards are applicable only for new ship building. There is a need for a standard
for repairing coating on ships that have been in service. In the absence of such a standard, most ship repair facilities
utilize new ship building coating standards. The coating condition on a ship that has been in service differs from that on
a new ship. The repair work environment differs from ship building. Given the differences between repairing and ship
building, the standards for ship building are not completely adaptable to servicing a ship.

In AMPP standards, the terms shall and must are used to state requirements and are considered mandatory. The
term should is used to state something that is recommended, but is not considered mandatory. The term may is used
to state something considered optional.
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Section 1: General
This standard addresses the repair of in-service ship coatings and includes requirements for the coating repair process.

In addition to addressing abrasive blasting operations, it also covers ultra-high pressure water jetting, and includes
protective measures to avoid abrasive dust and paint mist.

Section 2: Definitions
CB: The mandatory shipbuilding industry standard of China.
CBI/T: Recommended shipbuilding industry standards of China.

Derusting: Refers to the preparation of a steel surface by abrasive blasting, ultra-high pressure water jetting, manual
and power tool cleaning.

GB/T: Recommended national standards of China.

Relevant Parties: Usually the “Relevant parties” include representatives from owner/paint manufacturer/shipyard.

Section 3: Survey

31 After the ship enters a shipyard or drydock, a site survey shall be conducted with relevant parties to determine
the location and scope of coating repair, the level of steel surface treatment, coating specification and its con-
struction requirements.

3.2 Shipyard survey staff shall be certified to work after training and have corresponding professional qualifications.

3.3 During the survey, the original condition of the steel surface should be checked, including coating status, rust,
surface abrasion, and oil pollution, etc.

34 During the survey of the ship’s hull, the condition of marine growth below the waterline should be checked. The
rating of the marine growth is in accordance with the requirements of NACE SP21421."

3.5 During inspection of the ship’s cargo hold or tanks, the objective is to evaluate the condition of the capacity
and structure, the design of the ventilation capacity of the fans, the erection of scaffolding, etc. For the special
coating of cargo hold or tanks, it is necessary to evaluate the condition of the deck, the location of equipment
and facilities, and the status of temporary openings created during coating to facilitate ventilation or working
hose access to the working area.

Section 4: Repair Requirements

4.1 General requirements
411 Cleaning steel substrate by high pressure water
4111 Before preparation of steel substrates, the steel surface should be cleaned with high

pressure fresh water to remove soluble salts, various marine growth, dirt (grime),
ineffective coatings, loose antifouling paint, and rust layers, etc. For firmly attached
marine growth, manual removal should be used.

41.1.2 The water pressure should not be less than 25 MPa or in accordance with the coat-

ing manufacturer specifications.
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4113 The distance between the fan-jet lance nozzle and the work surface should be 200
mm to 300 mm, and the swing range of the nozzle should be 800 mm to 1000 mm.

411.4 The operation shall be carried out from up to down and overlap between two passes.
4.1.2 Preparation of steel substrates
4.1.21 Preparation of steel substrates can be treated by abrasive blasting, high-pressure

water jetting, wet abrasive blasting, or manual and power tool cleaning. The technical
requirements of various treatment methods are detailed in Appendix A (mandatory).

4.1.2.2 After preparation of steel substrates, the content of soluble salts on the surface shall
be in accordance with the coating manufacturer, except for special requirements,
generally not more than 80 mg/m?2.

4.1.2.3 After preparation of the steel substrates, the surface roughness requirements shall
be determined in accordance with the coating film thickness, generally 60 um to 100
pMm. When the coating with a lower film thickness such as zinc-rich primer or inorgan-
ic zinc silicate is selected, the surface roughness should be 30 um to 75 pm.

41.3 Coating
4.1.31 The quality of preparation of steel substrates before coating shall be in accordance
with GB/T 34001.2
4.1.3.2 The technical requirements of steel surface coating are detailed in Appendix B (man-
datory).
4.1.3.3 The safety and environmental requirements of ship coating repair are detailed in
Appendix C (mandatory).
41.4 Coating of new steel

a) After the new steel enters the shipyard, its technical requirements for coating treatment
shall meet the requirements of CB/T 4231.3

b) For the new steel that meets the requirements of IMO’s Performance Standard for Pro-
tective Coatings (PSPC),* its secondary de-rust shall be accomplished in accordance with
CB/T 35135

4.2 Hull of ship

4.21 After the ship enters the drydock, the ship’s ballast water should be drained to avoid the excessive
temperature difference causing condensation on the surface of the steel plate and affecting the
paint application.

422 Before painting the ship’s hull, the anodes, echo sounder, speed log, Impressed Current Cathodic
Protection system (ICCP), running gear, side railings and other parts should be protected, so as to
prevent equipment damage or paint overspray.

4.2.3 Before painting, overboard discharges should be equipped with appropriate temporary water
guide pipe (water guide plate) or plugged with an object such as cork until the painting is finished
and the coating film is completely dry.

424 Before derusting, the waterline, draft marks, vessel name, port of registry, and other hull marks
should be recorded, and they should be painted carefully after painting of the hull is completed.
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