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3D Optical Imaging Techniques

This AMPP technical report represents the consensus of those individual members who have reviewed this document,
its scope, and provisions. Its acceptance does not in any respect preclude anyone, whether he or she has adopted the
technical report or not, from manufacturing, marketing, purchasing, or using products, processes, or procedures not in
conformance with this technical report. Nothing contained in this AMPP technical report is to be construed as granting
any right, by implication or otherwise, to manufacture, sell, or use in connection with any method, apparatus, or product
covered by letters patent, or as indemnifying or protecting anyone against liability for infringement of letters patent. This
technical report represents minimum requirements and should in no way be interpreted as a restriction on the use of
better procedures or materials. Neither is this technical report intended to apply in all cases relating to the subject. Un-
predictable circumstances may negate the usefulness of this technical report in specific instances. AMPP assumes no
responsibility for the interpretation or use of this technical report by other parties and accepts responsibility for only those
official AMPP interpretations issued by AMPP in accordance with its governing procedures and policies which preclude
the issuance of interpretations by individual volunteers.

Users of this AMPP technical report are responsible for reviewing appropriate health, safety, environmental, and regula-
tory documents and for determining their applicability in relation to this technical report prior to its use. This AMPP tech-
nical report may not necessarily address all potential health and safety problems, or environmental hazards associated
with the use of materials, equipment, and/or operations detailed or referred to within this technical report. Users of this
AMPP technical report are also responsible for establishing appropriate health, safety, and environmental protection
practices, in consultation with appropriate regulatory authorities, if necessary, to achieve compliance with any existing
applicable regulatory requirements prior to the use of this technical report.

CAUTIONARY NOTICE: AMPP technical reports may be revised or withdrawn at any time in accordance with AMPP
standards committee procedures. The user is cautioned to obtain the latest edition. Purchasers of AMPP technical re-
ports may receive current information on all AMPP publications by contacting AMPP Customer Support, 15835 Park Ten
Place, Houston, TX 77084-5145 (Tel: +1 281-228-6200, email: customersupport@ampp.org).

Document History

2023-05-25: Approved by AMPP Standards Committee (SC) 15, Pipelines & Tanks
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Foreword

3D corrosion measurement techniques described in this report can be performed in the field, laboratory, plant envi-
ronment, or other related facilities. Corrosion measurements are obtained under widely varying field conditions and
plant environments. This report provides the user with the background needed to make testing decisions in the field or
laboratory based on the technical facts available at the time of publication.

The latest 3D tool corrosion measurement techniques provided in this report were compiled from information submitted
by committee members and subject matter experts. Variations or other techniques not included can be equally effective.

Paragraph B6.3.4 of NACE SP0502, referenced in the U.S. Code of Federal Regulations (CFR) Title 49 Part 192,"
defines acceptable methods for assessing corrosion metal loss. At the time of the publication of NACE SP0502, 3D
optical imaging tools for corrosion depth measurements were not readily available. During the past several years,
advancements in 3D optical imaging technologies have resulted in several 3D optical imaging tools that can be used
to measure corrosion depths; many of the newer tools combine the measurement result with software to automatically
calculate the remaining strength of damaged infrastructure per 49 CFR Part 192 and NACE SP0502.

This technical report will focus on the 3D optical imaging technologies and the application of these technologies to the
assessment of corrosion anomalies. These include:

1. Laser scanning 3D Tools
2. Structured Light 3D Tools.

White light field imaging tools are commonly used in other industries and 3D optical imaging using time-of-flight (TOF)
techniques will not be discussed. White light field imaging is no longer used in non-destructive testing (NDT) and TOF
is unable to meet the accuracy and resolution requirements needed for measuring corrosion anomalies.

AMPP technical reports are intended to convey technical information or state-of-the-art knowledge regarding
corrosion. In many cases, they discuss specific applications of corrosion mitigation technology, whether considered
successful or not. Statements used to convey this information are factual and are provided to the reader as input
and guidance for consideration when applying this technology in the future. However, these statements are not
intended to be recommendations for general application of this technology and must not be construed as such.

Scope

This technical report provides descriptions of the corrosion pitting measurement techniques used on underground and
aboveground piping, tanks, and vessels using 3D optical imaging tools. This report includes those corrosion measure-
ment techniques that relate to the ASME B31.8, APl 579, or special conditions in NACE SP0502.

Rationale

This technical report is intended for use by corrosion control personnel concerned with corrosion defects of buried,
underground, or submerged pipelines, tank systems or similar structures, including those used to contain oil, gas, and
water.
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Referenced Standards and Other Consensus Documents

The latest edition, revision, or amendment of the referenced standards in effect shall govern unless otherwise dated.

AMPP/NACE/SSPC, www.ampp.org:
NACE SP0502 Pipeline External Corrosion Direct Assessment Methodology

NACE SP0285 Corrosion Control of Underground Storage Tank Systems by
Cathodic Protection

NACE SP0169 Control of External Corrosion on Underground or Submerged
Metallic Piping Systems

NACE Publication 10A190 (WITHDRAWN)  Measurement Techniques Related to Criteria for Cathodic
Protection of Underground or Submerged Steel Piping Sys-
tems (as Defined in NACE Standard RP0169-83)

NACE/ASTM G193 Standard Terminology and Acronyms Relating to Corrosion

ASME, www.asme.org:

ASME B31G & Modified B31G Manual for Determining the Remaining Strength of Corroded
Pipelines

ASME B31.4 Pipeline Transportation Systems Liquids

ASME B31.8 Gas Transmission and Distribution Piping Systems

API, www.api.org:

API 579 Fitness-for-Service Assessments

PRCI, www.prci.org:

PRCI Publication PR 3-805 A Modified Criterion for Evaluation the Remaining Strength of
Corroded Pipe” (RSTRENG)

PRCI Project EC-4-7 Performance of External Profiling Inspection

PRCI Project NDE-4F Development of an Industry ILI Test Facility and Qualification
Process

PRCI Project NDE-2-2 Depth Sizing of Gen 2 Seikowave Structured Light Profilometer

Section 1: General

This technical report provides information on the latest 3D optical imaging techniques used to measure corrosion pitting
and mechanical defects that are found on buried or submerged steel systems as well as above-ground vessels and
other steel components. Included are instrumentation and general measurement guidelines, procedures for these latest
testing methods, and recommendations on taking corrosion and defect measurements that will prevent incorrect data
from being collected and used. For additional information on performance and application of various in-ditch tools and
their impact on pipeline integrity using pipe samples within the PRCI Technology Development and Deployment Center,
see referenced standards above.

Personnel Qualifications
These 3D optical imaging techniques can be applied by personnel who have acquired, by education and related prac-
tical experience, knowledge of the corrosion measurements of pipelines, vessels, and other facilities. Such individuals

can be individuals qualified by professional education and related practical experience. Individuals conducting work are
certified for the level of work they are performing.
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Lighting Conditions

3D optical imaging techniques are effective under normal ambient lighting conditions. Conditions that can cause over-
exposure are like a 2D camera, i.e., shooting directly into the sun. However, dark conditions are not an issue with these
tools.

Main Features

Triangulation is the most common class of 3D imaging method used in non-destructive testing (NDT). Triangulation
methods for NDT applications typically fall into three major types: 1) stereo imaging or photogrammetry; 2) structured
light 3) laser line and point scanning. Stereo imaging does not produce 3D models of assets with the accuracy and
resolution needed for NDT measurements. Laser line and point scanning and structured light 3D imaging both produce
accurate 3D models and are suitable for NDT applications.

Fitness for Service

3D optical imaging tools are used for pipeline fithess-for-service evaluation in replacement of conventional methods
such as pit gauges and ultrasound probes. Corrosion and mechanical damage can now be characterized with high
accuracy and repeatability. Each optical imaging tool category has been tested for corrosion assessment on a pipeline.

Major Categories of Optical Imaging Tools

1. Laser scanning 3D tools
a. Laser point scanning
b. Laser line scanning
c. Laser profile captures
2. Structured light 3D tools.
a. Structured light imaging red light.

Optical imaging tool results are represented using free-form, unstructured three-dimensional data, usually in the form
of a point cloud or a triangle mesh. Certain types of optical imaging tools also acquire color information (not shown) for
applications where this is important, as shown in Figure 1 below.

Figure 1: Triangulated Mesh Representation

Images or scans are brought into a common reference system, where data is merged into a complete model. This
process, called alignment or registration, can be performed during the scan itself, called dynamic referencing, or as a
post-processing step. More information can be found in the following sections.
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