
Association for the Advancement of Medical Instrumentation
www.aami.org

ISBN 1-57020-246-X

A
N

SI/A
A

M
I ES 60601-1:2005/(R

)2012 &
 A

1:2012

AAMI Standards and Recommended Practices

ANSI/AAMI ES60601-1:2005/(R)2012
and A1:2012, C1:2009/(R)2012 and A2:2010/(R)2012 
(Consolidated Text)

Medical electrical equipment— 
Part 1: General requirements for 
basic safety and essential performance
(IEC 60601-1:2005, MOD).

Full document details: ANSI AAMI ES60601-1-2005 (2012)

http://www.avadocuments.com/doc/ansi-aami-es60601-1-2005-2012
http://www.avadocuments.com/doc/ansi-aami-es60601-1-2005-2012


Objectives and uses of AAMI standards and 
recommended practices 
 
 
It is most important that the objectives and potential uses of an 
AAMI product standard or recommended practice are clearly 
understood. The objectives of AAMI's technical development 
program derive from AAMI's overall mission: the advancement of 
medical instrumentation. Essential to such advancement are (1) a 
continued increase in the safe and effective application of current 
technologies to patient care, and (2) the encouragement of new 
technologies. It is AAMI's view that standards and recommended 
practices can contribute significantly to the advancement of 
medical instrumentation, provided that they are drafted with 
attention to these objectives and provided that arbitrary and 
restrictive uses are avoided. 

A voluntary standard for a medical device recommends to the 
manufacturer the information that should be provided with or on 
the product, basic safety and performance criteria that should be 
considered in qualifying the device for clinical use, and the 
measurement techniques that can be used to determine whether the 
device conforms with the safety and performance criteria and/or to 
compare the performance characteristics of different products. 
Some standards emphasize the information that should be provided 
with the device, including performance characteristics, instructions 
for use, warnings and precautions, and other data considered 
important in ensuring the safe and effective use of the device in the 
clinical environment. Recommending the disclosure of 
performance characteristics often necessitates the development of 
specialized test methods to facilitate uniformity in reporting; 
reaching consensus on these tests can represent a considerable part 
of committee work. When a drafting committee determines that 
clinical concerns warrant the establishment of minimum safety and 
performance criteria, referee tests must be provided and the reasons 
for establishing the criteria must be documented in the rationale.  

A recommended practice provides guidelines for the use, care, 
and/or processing of a medical device or system. A recommended 
practice does not address device performance per se, but rather 
procedures and practices that will help ensure that a device is used 
safely and effectively and that its performance will be maintained. 

Although a device standard is primarily directed to the 
manufacturer, it may also be of value to the potential purchaser or 
user of the device as a frame of reference for device evaluation. 
Similarly, even though a recommended practice is usually oriented 
towards healthcare professionals, it may be useful to the 
manufacturer in better understanding the environment in which a 
medical device will be used. Also, some recommended practices, 
while not addressing device performance criteria, provide 
guidelines to industrial personnel on such subjects as sterilization 
processing, methods of collecting data to establish safety and 
efficacy, human engineering, and other processing or evaluation 
techniques; such guidelines may be useful to health care 
professionals in understanding industrial practices. 

In determining whether an AAMI standard or recommended 
practice is relevant to the specific needs of a potential user of the 
document, several important concepts must be recognized: 

All AAMI standards and recommended practices are voluntary 
(unless, of course, they are adopted by government regulatory or 
procurement authorities). The application of a standard or 
recommended practice is solely within the discretion and 
professional judgment of the user of the document. 

Each AAMI standard or recommended practice reflects the 
collective expertise of a committee of health care professionals and 
industrial representatives, whose work has been reviewed 
nationally (and sometimes internationally). As such, the consensus 
recommendations embodied in a standard or recommended practice 
are intended to respond to clinical needs and, ultimately, to help 
ensure patient safety. A standard or recommended practice is 
limited, however, in the sense that it responds generally to 
perceived risks and conditions that may not always be relevant to 
specific situations. A standard or recommended practice is an 
important reference in responsible decision-making, but it should 
never replace responsible decision-making. 

Despite periodic review and revision (at least once every five 
years), a standard or recommended practice is necessarily a static 
document applied to a dynamic technology. Therefore, a standards 
user must carefully review the reasons why the document was 
initially developed and the specific rationale for each of its 
provisions. This review will reveal whether the document remains 
relevant to the specific needs of the user. 

Particular care should be taken in applying a product standard 
to existing devices and equipment, and in applying a recommended 
practice to current procedures and practices. While observed or 
potential risks with existing equipment typically form the basis for 
the safety and performance criteria defined in a standard, 
professional judgment must be used in applying these criteria to 
existing equipment. No single source of information will serve to 
identify a particular product as "unsafe". A voluntary standard can 
be used as one resource, but the ultimate decision as to product 
safety and efficacy must take into account the specifics of its 
utilization and, of course, cost-benefit considerations. Similarly, a 
recommended practice should be analyzed in the context of the 
specific needs and resources of the individual institution or firm. 
Again, the rationale accompanying each AAMI standard and 
recommended practice is an excellent guide to the reasoning and 
data underlying its provision. 

In summary, a standard or recommended practice is truly 
useful only when it is used in conjunction with other sources of 
information and policy guidance and in the context of professional 
experience and judgment. 
 
INTERPRETATIONS OF AAMI STANDARDS 
AND RECOMMENDED PRACTICES 
 
Requests for interpretations of AAMI standards and recommended 
practices must be made in writing, to the AAMI Vice President, 
Standards Policy and Programs. An official interpretation must be 
approved by letter ballot of the originating committee and 
subsequently reviewed and approved by the AAMI Standards 
Board. The interpretation will become official and representation of 
the Association only upon exhaustion of any appeals and upon 
publication of notice of interpretation in the "Standards Monitor" 
section of the AAMI News. The Association for the Advancement 
of Medical Instrumentation disclaims responsibility for any 
characterization or explanation of a standard or recommended 
practice which has not been developed and communicated in 
accordance with this procedure and which is not published, by 
appropriate notice, as an official interpretation in the AAMI News. 
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AAMI Standard 

This Association for the Advancement of Medical Instrumentation (AAMI) standard implies a consensus of those 
substantially concerned with its scope and provisions. The existence of an AAMI standard does not in any respect 
preclude anyone, whether they have approved the standard or not, from manufacturing, marketing, purchasing, or 
using products, processes, or procedures not conforming to the standard. AAMI standards are subject to periodic 
review, and users are cautioned to obtain the latest editions. 

CAUTION NOTICE: This AAMI standard may be revised or withdrawn at any time. AAMI procedures require that 
action be taken to reaffirm, revise, or withdraw this standard no later than five years from the date of publication. 
Interested parties may obtain current information on all AAMI standards by calling or writing AAMI, or by visiting the 
AAMI website at www.aami.org. 

All AAMI standards, recommended practices, technical information reports, and other types of technical documents 
developed by AAMI are voluntary, and their application is solely within the discretion and professional judgment of the 
user of the document. Occasionally, voluntary technical documents are adopted by government regulatory agencies 
or procurement authorities, in which case the adopting agency is responsible for enforcement of its rules and 
regulations. 
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Glossary of equivalent standards 

International Standards adopted in the United States may include normative references to other International 
Standards. AAMI maintains a current list of each International Standard that has been adopted by AAMI (and ANSI). 
Available on the AAMI website at the address below, this list gives the corresponding U.S. designation and level of 
equivalency to the International Standard.  

www.aami.org/standards/glossary.pdf  
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Background of ANSI/AAMI adoption of IEC 60601-1:2005 and Amendment 1 

As indicated in the foreword to the main body of this document (page viii), the International Electrotechnical 
Commission (IEC) is a worldwide organization for standardization comprising of all national electrotechnical 
committees. The United States is one of the IEC members that took an active role in the development of this 
standard, which was developed by the IEC Technical Subcommittee 62A, Common aspects of electrical equipment 
used in medical practice. 
 
U.S. participation in IEC/SC 62A is organized through the U.S. Technical Advisory Group for IEC/SC 62A, 
administered by Bernie Liebler of AdvaMed on behalf of the U.S. National Committee of the American National 
Standards Institute. The U.S. made a considerable contribution to this International Amendment and Standard. 
 
The U.S. adoption of IEC 60601-1:2005 was approved by the American National Standards Institute (ANSI) as a 
revision, with expanded scope, of AAMI ES1:1993, Safe current limits for electromedical apparatus, on 9 February 
2006. The AAMI Electrical Safety Committee initiated the U.S. adoption of IEC 60601-1:2005. This edition of IEC 
60601-1 has  significant  technical  changes  in  the  general  requirements  section  (clause  4),  electrical  safety  
(clause  8), mechanical safety (clauses 9 and 15), and thermal/fire safety (clause 11). 
 
The risk management philosophy introduced in clause 4.2 is the most significant change compared to ES1 and 
previous editions of IEC 60601-1. Manufacturers are now required to apply a risk management process in 
accordance with ISO 14971. For electrical safety under clause 8, this edition replaced the basic and 
double/reinforced insulations from the last edition with one or two "means of protection". The mechanical 
requirements contained in clauses 9 and 15 are far more extensive and detailed than in previous editions. Finally, 
clause 11 will also deal with flammability of materials used in the product in addition to requirements that address the 
temperature of components and surfaces that can be touched by users or patients. 
 
AAMI encourages its committees to harmonize their work with International Standards to the extent possible. Upon 
review of the final draft Amendment 1 to International Standard IEC 60601-1, the AAMI ES, Electrical Safety 
Committee, decided to adopt it verbatim and received the necessary approval from the U.S. TAG administrator. 
 
AAMI and ANSI procedures require that standards be reviewed every five years and, if necessary, revised to reflect 
technological advances that may have occurred since publication. 
 
AAMI (and ANSI) have adopted other IEC and ISO standards. See the Glossary of Equivalent Standards for a list of 
IEC and ISO standards adopted by AAMI, which gives the corresponding U.S. designation and the level of 
equivalency with the IEC and ISO standard. 
 
The concepts incorporated in this standard should not be considered inflexible or static. This standard, like any other, 
must be reviewed and updated periodically to assimilate progressive technological developments. To remain 
relevant, it must be modified as advances are made in technology and as new data come to light. 
 
This standard reflects the conscientious efforts of concerned health care professionals and medical device 
manufacturers to develop a standard for those performance levels that can be reasonably achieved at this time. 
 
Suggestions for improving this standard are invited. Comments and suggested revisions should be sent to Standards 
Department, AAMI, 4301 N. Fairfax Drive, Suite 301, Arlington, VA 22203-1633.  
 
NOTE-This background does not contain provisions of American National Standard, Medical electrical equipment – 
Part 1: General requirements for basic safety and essential performance, (ANSI/AAMI/IEC 60601-1), but it does 
provide important information about the development and intended use of the document. 
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AAMI deviations from IEC 60601-1:2005 

4 General requirements 

4.8 Components of ME EQUIPMENT 

Replacement: 

Because ANSI (American National Standards Institute) has published more component standards that are 
relevant to 
ME EQUIPMENT than either IEC or ISO, replace 4.8 b) with the following paragraph: 

b) where there is no relevant IEC/ISO standard, the relevant ANSI standard shall be applied; if no 
relevant ANSI standard exists, the requirements of this standard shall be applied. 

4.10.2   SUPPLY MAINS for ME EQUIPMENT and ME SYSTEMS 

Replacement: 

To reflect agreement with the NEC, replace the reference to "500 V" with "600 V" in the second and 
third dashes.  

Addition: 

To reflect agreement with the NEC, in the text of the second-to-last dash of this sub-clause, add "and 
the NEC" after the reference to "IEC 60364-4-41". 

6 *  Classification of ME EQUIPMENT and ME SYSTEMS 

6.6 Mode of operation 

Addition: 

To reflect agreement with NFPA 70, X-Ray systems shall be classified as long time operation (> 5 min) or 
momentary operation (< 5 sec). 

7 ME EQUIPMENT identification, marking and documents 

7.2.11 Mode of operation 

Addition: 

To reflect agreement with NFPA 70, X-Ray systems shall be marked as long time operation or momentary 
operation. 
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New Subclause: 

7.2.22 Colors of medical gas cylinders 
To reflect agreement with NFPA 99: Cylinders containing medical gases and their connection points shall 
be colored in accordance with the requirements of NFPA 99. 

8 *  Protection against electrical hazards from me equipment 

8.2 Requirements related to power sources 

Addition: 

To reflect agreement with the NEC, add the following requirement to this clause: 
All FIXED ME EQUIPMENT and PERMANENTLY INSTALLED ME EQUIPMENT shall be CLASS I ME 
EQUIPMENT. 

8.6.1 Application of requirements 

Addition: 

To reflect agreement with NFPA 99, the enclosure of X-ray ME EQUIPMENT operating over 600 Vac, 850 
Vdc MAINS VOLTAGE, or containing voltages up to 50 V peak and enclosed in protectively earthed 
enclosure as well as connections to X-ray tubes and other high voltage components that include high 
voltage shielded cables shall be PROTECTIVELY EARTHED. 
To reflect agreement with NFPA 99, non-current carrying conductive parts of X-Ray ME EQUIPMENT likely 
to become energized shall be PROTECTIVELY EARTHED. 

8.7.3 Allowable values 

Deletion: 

To reflect agreement with NFPA 99 which does not allow for allowance greater than the stated 
values, delete the second sentence and note to sub-clause 8.7.3 d) so that it reads: 

d)  The allowable values of the EARTH LEAKAGE CURRENT are 5 mA in NORMAL CONDITION 
and 10 mA in SINGLE FAULT CONDITION. 

8.11 MAINS PARTS, components and layout 

Addition: 

a) To reflect agreement with the NEC, add the following requirements to this clause: 
Permanently connected ME EQUIPMENT shall have provision for the connection of one of the wiring 
systems that is in accordance with the NEC. 
Exception: Fixed and stationary X-ray ME EQUIPMENT supplied from a branch circuit rated at 30 A or 
less, and ME EQUIPMENT that is not strictly portable but obviously is intended to be stationary, may be 
acceptable if provided with a length of attached hard service flexible cord - such as Type S, or the 
equivalent, for supply connection. 
The installation of connecting cords between EQUIPMENT parts shall meet the requirements of 
the NEC, as applicable. Cable used as external interconnection between units shall be as follows: 
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1)  If exposed to abuse, the cable shall be Type SJT, SJTO, SJO, ST, SO, STO, or equivalent 
flexible cord or similar multiple-conductor appliance-wiring material such as computer cable. 

2)  If not exposed to abuse, the cable shall be as indicated in item 1) above or shall be: 
i) Type SPT-2, SP-2, or SPE-2, or equivalent, 
ii) Type SVr, SVRO, SVE, or equivalent flexible cord or similar multiple-conductor appliance 

wiring material, or 
iii) An assembly of insulated wires each with a nominal insulation thickness of 0.8 mm (1/32 

inch) or more, enclosed in acceptable insulating tubing having a nominal wall thickness of 
0.8 mm (1/32 inch) or more. 

Receptacles provided as part of ME EQUIPMENT or ME SYSTEMS for use in the patient care areas 
of pediatric wards, rooms, or areas shall be listed tamper resistant or shall employ a listed tamper 
resistant cover in accordance with the NEC. 
b) For ME EQUIPMENT provided with NEMA configuration non-locking plug types 120 V/15 A, 125 V/20 A, 

250 V/15 A, 250 V/20 A “Hospital Grade” mains plug shall be provided and the POWER SUPPLY 
CORD shall be marked. 

8.11.3.2 Types 

Addition: 

To reflect agreement with the NEC, add the following requirement to this clause: 
The flexible cord shall be of a type that is acceptable for the particular application. It shall be acceptable 
for use at a voltage not less than the rated voltage of the appliance and shall have an ampacity, as given 
in the NEC, not less than the current rating of the appliance. 

8.11.3.3 Cross-sectional area of POWER SUPPLY CORDs 

Addition: 

To reflect agreement with NFPA 99, for X-Ray ME EQUIPMENT with an attachment plug, the current rating 
on a hospital grade plug should be 2X the maximum input current of the equipment. 
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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

 
MEDICAL ELECTRICAL EQUIPMENT – 

 
Part 1: General requirements for basic safety  

and essential performance 
 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising all 

national electrotechnical committees (IEC National Committees). The object of IEC is to promote international co-
operation on all questions concerning standardization in the electrical and electronic fields. To this end and in 
addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their preparation 
is entrusted to technical committees; any IEC National Committee interested in the subject dealt with may 
participate in this preparatory work. International, governmental and non-governmental organizations liaising with 
the IEC also participate in this preparation. IEC collaborates closely with the International Organization for 
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence between 
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any equipment 
declared to be in conformity with an IEC Publication. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and expenses 
arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent 
rights. IEC shall not be held responsible for identifying any or all such patent rights. 

 

This consolidated version of IEC 60601-1 consists of the third edition (2005) [documents 
62A/505A/FDIS and 62A/512/RVD], its amendment 1 (2012) [documents 62A/805/FDIS and 
62A/820/RVD] and its corrigenda of December 2006 and 2007. It bears the edition number 
3.1. 

The technical content is therefore identical to the base edition and its amendment and has 
been prepared for user convenience. Additions are displayed in blue and underlined. 
Deletions are displayed in red, with deletions being struck through. 
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International Standard IEC 60601-1 has been prepared by subcommittee 62A: Common aspects 
of electrical equipment used in medical practice, of IEC technical committee 62: Electrical 
equipment in medical practice. 

This third edition cancels and replaces the second edition published in 1988, its Amendment 1 
(1991) and Amendment 2 (1995), the second edition of IEC 60601-1-1 published in 2000 and the 
first edition of IEC 60601-1-4 published in 1996 and its Amendment 1 (1999). This edition 
constitutes a technical revision. This edition has been significantly restructured. Requirements in 
the electrical section have been further aligned with those for information technology equipment 
covered by IEC 60950-1 and a requirement for including a RISK MANAGEMENT PROCESS has been 
added. For an expanded description of this revision, see Annex A.3. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

In this standard the following print types are used: 
− Requirements and definitions: in roman type. 
− Test specifications: in italic type. 
− Informative material appearing outside of tables, such as notes, examples and references: in smaller type. 

Normative text of tables is also in a smaller type. 

− TERMS USED THROUGHOUT THIS STANDARD THAT HAVE BEEN DEFINED IN CLAUSE 3 AND ALSO GIVEN 
IN THE INDEX: IN SMALL CAPITALS. 

In referring to the structure of this standard, the term 
– “clause” means one of the seventeen numbered divisions within the table of contents, 

inclusive of all subdivisions (e.g. Clause 7 includes subclauses 7.1, 7.2, etc.); 
– “subclause” means a numbered subdivision of a clause (e.g. 7.1, 7.2 and 7.2.1 are all 

subclauses of Clause 7). 

References to clauses within this standard are preceded by the term “Clause” followed by the 
clause number. References to subclauses within this standard are by number only. 

In this standard, the conjunctive “or” is used as an “inclusive or” so a statement is true if any 
combination of the conditions is true. 

The verbal forms used in this standard conform to usage described in Annex G of the ISO/IEC 
Directives, Part 2. For the purposes of this standard, the auxiliary verb: 
1) “shall” means that compliance with a requirement or a test is mandatory for compliance 

with this standard; 
2) “should” means that compliance with a requirement or a test is recommended but is not 

mandatory for compliance with this standard; 
− “may” is used to describe a permissible way to achieve compliance with a requirement or 

test. 

An asterisk (* ) as the first character of a title or at the beginning of a paragraph or table title 
indicates that there is guidance or rationale related to that item in Annex A. 
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The committee has decided that the contents of the base publication and its amendments will 
remain unchanged until the stability date indicated on the IEC web site under 
"http://webstore.iec.ch" in the data related to the specific publication. At this date, the publication 
will be  

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 

NOTE The attention of National Committees is drawn to the fact that equipment manufacturers and testing 
organizations may need a transitional period following publication of a new, amended or revised IEC or ISO publication 
in which to make products in accordance with the new requirements and to equip themselves for conducting new or 
revised tests. It is the recommendation of the committee that the content of this publication be adopted for mandatory 
implementation nationally not earlier than 3 years from the date of publication. 

 

IMPORTANT – The “color inside” logo on the cover page of this publication indicates 
that it contains colors which are considered to be useful for the correct understanding 
of its contents. Users should therefore print this publication using a color printer. 
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INTRODUCTION 

In 1976, IEC subcommittee 62A published the first edition of IEC/TR 60513, Basic aspects of the 
safety philosophy for electrical equipment used in medical practice. The first edition of IEC/TR 
60513 provided the basis for developing: 
– the first edition of IEC 60601-1 (the parent safety standard for MEDICAL ELECTRICAL 

EQUIPMENT); 
– the IEC 60601-1-xx series of collateral standards for MEDICAL ELECTRICAL EQUIPMENT; 
– the IEC 60601-2-xx series of particular standards for particular types of MEDICAL ELECTRICAL 

EQUIPMENT; and 
– the IEC 60601-3-xx series of performance standards for particular types of MEDICAL 

ELECTRICAL EQUIPMENT. 

Aware of the need and the urgency for a standard covering electrical equipment used in medical 
practice, the majority of National Committees voted in 1977 in favor of the first edition of IEC 
60601-1, based on a draft that at the time represented a first approach to the problem. The 
extent of the scope, the complexity of the equipment concerned, and the specific nature of some 
of the protective measures and the corresponding tests for verifying them, required years of 
effort in order to prepare this first standard, which can now be said to have served as a universal 
reference since its publication. 

However, the frequent application of the first edition revealed room for improvement. These 
improvements were all the more desirable in view of the considerable success that this standard 
has enjoyed since its publication. 

The careful work of revision subsequently undertaken and continued over a number of years 
resulted in the publication of the second edition in 1988. This edition incorporated all the 
improvements that could be reasonably expected up to that time. Further developments 
remained under constant study. The second edition was amended in 1991 and then again in 
1995. 

The original IEC approach was to prepare separate BASIC SAFETY and performance standards for 
MEDICAL ELECTRICAL EQUIPMENT. This was a natural extension of the historical approach taken at 
the national and international level with other electrical equipment standards (e.g. those for 
domestic equipment), where BASIC SAFETY is regulated through mandatory standards but other 
performance specifications are regulated by market pressure. In this context, it has been said 
that, “The ability of an electric kettle to boil water is not critical to its safe use!” 

It is now recognized that this is not the situation with many items of MEDICAL ELECTRICAL 
EQUIPMENT, and RESPONSIBLE ORGANIZATIONS have to depend on standards to ensure ESSENTIAL 
PERFORMANCE as well as BASIC SAFETY. Such areas include the accuracy with which the 
equipment controls the delivery of energy or therapeutic substances to the PATIENT, or processes 
and displays physiological data that will affect PATIENT management. 

This recognition means that separating BASIC SAFETY and performance is somewhat inappropriate 
in addressing the HAZARDS that result from inadequate design of MEDICAL ELECTRICAL EQUIPMENT. 
Many particular standards in the IEC 60601-2-xx series address a range of ESSENTIAL 
PERFORMANCE requirements that cannot be directly evaluated by the RESPONSIBLE ORGANIZATION 
without applying such standards. (However, the current IEC 60601 series includes fewer 
requirements for ESSENTIAL PERFORMANCE than for BASIC SAFETY). 
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In anticipation of a third edition of IEC 60601-1, IEC subcommittee 62A prepared a second 
edition of IEC/TR 60513 [12]1) in 1994. It was intended that the second edition of IEC/TR 60513 
would provide guidance for developing this edition of IEC 60601-1, and for the further 
development of the IEC 60601-1-xx and IEC 60601-2-xx series. 

In order to achieve consistency in international standards, address present expectations in the 
health care community and align with developments in IEC 60601-2-xx, the second edition of 
IEC/TR 60513 includes two major new principles: 
– the first change is that the concept of “SAFETY” has been broadened from the BASIC SAFETY 

considerations in the first and second editions of IEC 60601-1 to include ESSENTIAL 
PERFORMANCE matters, (e.g. the accuracy of physiological monitoring equipment). Application 
of this principle leads to the change of the title of this publication from “Medical electrical 
equipment, Part 1: General requirements for safety” in the second edition, to “Medical 
electrical equipment, Part 1: General requirements for basic safety and essential 
performance”; 

– the second change is that, in specifying minimum safety requirements, provision is made for 
assessing the adequacy of the design PROCESS when this is the only practical method of 
assessing the safety of certain technologies such as programmable electronic systems. 
Application of this principle is one of the factors leading to introduction of a general 
requirement to carry out a RISK MANAGEMENT PROCESS. In parallel with the development of the 
third edition of IEC 60601-1, a joint project with ISO/TC 210 resulted in the publication of a 
general standard for RISK MANAGEMENT of medical devices. Compliance with this edition of 
IEC 60601-1 requires that the MANUFACTURER have in place a RISK MANAGEMENT PROCESS 
complying with parts of ISO 14971 (see 4.2). 

This standard contains requirements concerning BASIC SAFETY and ESSENTIAL PERFORMANCE that 
are generally applicable to MEDICAL ELECTRICAL EQUIPMENT. For certain types of MEDICAL 
ELECTRICAL EQUIPMENT, these requirements are either supplemented or modified by the special 
requirements of a collateral or particular standard. Where particular standards exist, this 
standard should not be used alone. 

Amendment 1 to this standard is intended to address: 
– issues identified by National Committees and other interested parties since the publication of 

IEC 60601-1:2005; 
– the way in which RISK MANAGEMENT has been introduced into IEC 60601-1:2005; and 
– the way the concept of ESSENTIAL PERFORMANCE is used in IEC 60601-1:2005. 
 

___________ 

1)  Figures in square brackets refer to the Bibliography. 
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INTRODUCTION TO THE AMENDMENT 

The third edition of IEC 60601-1 was published in 2005. At the time of publication, there were 94 
National Committee comments on the 2nd CDV and the FDIS that were deferred to a future 
amendment/revision. Each of their deferred comments was captured in an Issue Sheet by the SC 
62A secretariat. By the time of the Auckland meeting in April 2008, the Subcommittees had 
developed two Interpretation Sheets and the SC 62A secretariat has received an additional 15 
issues from National Committees and other interested parties. 

At the Auckland meeting, IEC/TC 62 approved a project to develop the 1st amendment to IEC 
60601-1:2005 based on the issues outstanding at the time. The TC approved developing the 1st 
amendment with a view to addressing outstanding issues, including but not limited to: 

– those listed in 62A/593/DC and 62A/602/INF; 
– the way in which risk management has been introduced into IEC 60601-1:2005; and 
– the way the concept of essential performance is used in IEC 60601-1:2005. 
Since the Auckland meeting, the secretariat has received 73 additional issues from National 
Committees or other interested parties for a total of 182 Issues Sheets. This amendment is 
intended to address those issues. 
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American National Standard ANSI/AAMI ES60601-1:2005 & A1:2012 
 
 
 
 

MEDICAL ELECTRICAL EQUIPMENT – 
Part 1: General requirements for basic safety  
and essential performance 
 
 

1 Scope, object and related standards 

1.1 *  Scope  
This International Standard applies to the BASIC SAFETY and ESSENTIAL PERFORMANCE of MEDICAL 
ELECTRICAL EQUIPMENT and MEDICAL ELECTRICAL SYSTEMS, hereafter referred to as ME EQUIPMENT 
and ME SYSTEMS. 

If a clause or subclause is specifically intended to be applicable to ME EQUIPMENT only, or to ME 
SYSTEMS only, the title and content of that clause or subclause will say so. If that is not the case, 
the clause or subclause applies both to ME EQUIPMENT and to ME SYSTEMS, as relevant. 

HAZARDS inherent in the intended physiological function of ME EQUIPMENT or ME SYSTEMS within 
the scope of this standard are not covered by specific requirements in this standard except in 
7.2.13 and 8.4.1. 
NOTE 1 See also 4.2. 

This standard can also be applied to equipment used for compensation or alleviation of disease, 
injury or disability. 

The IEC 60601 series does not apply to: 

– Inin vitro diagnostic equipment that does not fall within the definition of ME EQUIPMENT, which 
is covered by the IEC 61010 series 2). This standard does not apply to the implantable parts 
of active implantable medical devices covered by ISO 14708-1 3). [61]; 

– implantable parts of active implantable medical devices covered by the ISO 14708 series 
[69]; or 

– medical gas pipeline systems covered by ISO 7396-1 [68]. 
NOTE 2 ISO 7396-1 applies the requirement of IEC 60601-1-8 to certain monitoring and ALARM SIGNALS. 

1.2 Object 
The object of this standard is to specify general requirements and to serve as the basis for 
particular standards. 

___________ 
2)  IEC 61010 (all parts), Safety requirements for electrical equipment for measurement, control, and laboratory use 

3)  ISO 14708-1, Implants for surgery – Active implantable medical devices – Part 1: General requirements for safety, 
marking and for information to be provided by the manufacturer 
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1.3 *  Collateral standards  
In the IEC 60601 series, collateral standards specify general requirements for BASIC SAFETY and 
ESSENTIAL PERFORMANCE applicable to: 
– a subgroup of ME EQUIPMENT (e.g. radiological equipment); 
– a specific characteristic of all ME EQUIPMENT not fully addressed in this standard. 

Applicable collateral standards become normative at the date of their publication and shall apply 
together with this standard. 
NOTE 1 When evaluating compliance with IEC 60601-1, it is permissible to independently assess compliance with the 
collateral standards. 

NOTE 2 When declaring compliance with IEC 60601-1, the declarer should specifically list the collateral standards 
that have been applied. This allows the reader of the declaration to understand which collateral standards were part of 
the evaluation. 

NOTE 3 Members ofCollateral standards in the IEC 60601 family are numbered IEC 60601-1-xx.  The IEC maintains a 
registercatalog of valid International Standards. Users of this standard should consult this register  catalog at 
"http://webstore.iec.ch" to determine which collateral standards have been published. 

If a collateral standard applies to ME EQUIPMENT for which a particular standard exists, then the 
particular standard takes priority over the collateral standard. 

1.4 *  Particular standards  
In the IEC 60601 series, particular standards may modify, replace or delete requirements 
contained in this standard as appropriate for the particular ME EQUIPMENT under consideration, 
and may add other BASIC SAFETY and ESSENTIAL PERFORMANCE requirements. 
NOTE  Members of IEC and ISO maintain registers Particular standards in the IEC 60601 family that are developed 
by IEC committees are numbered IEC 60601-2-xx. In addition, particular standards developed by joint projects 
between ISO and IEC can be numbered either IEC 80601-2-xx or ISO 80601-2-xx depending on which committee 
administered the project. IEC and ISO maintain catalogs of valid International Standards. Users of this standard should 
consult these registerscatalogs at "http://webstore.iec.ch" and "http://www.iso.org/iso/store.htm" to determine which 
particular standards have been published. 

A requirement of a particular standard takes priority over this standard. 

2 *  Normative references  

The following referenced documents are indispensable for the application of this document. For 
dated references, only the edition cited applies. For undated references, the latest edition of the 
referenced document (including any amendments) applies. 

ATTENTION: Additional collateral standards of the IEC 60601 series, which are issued subsequent 
to publication of this standard, become normative at the date of their publication and shall be 
considered as being included among the normative references below. See 1.3. 

NOTE  Informative references are listed in the Bibliography on page 396. 

IEC 60065:2001, Audio, video and similar electronic apparatus – Safety 
requirementsIECrequirements  2) 

Amendment 1:2005  
Amendment 2:2010 

IEC 60068-2-2:1974, 2007, Environmental testing – Part 2-2: Tests – Test B: Dry heat 
Amendment 1 (1993) 
___________ 
2) There exists a consolidated edition 7.2 including IEC 60065:2001 and its Amendment 1 (2005) and Amendment 2 

(2010). 
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Amendment 2 (1994) 

IEC 60079-0, Electrical apparatus for explosive gas atmospheres – Part 0: General requirements 

IEC 60079-2, Electrical apparatus for explosive gas atmospheres – Part 2: Pressurized 
enclosures “p” 

IEC 60079-5, Electrical apparatus for explosive gas atmospheres – Part 5: Powder filling “q” 

IEC 60079-6, Electrical apparatus for explosive gas atmospheres – Part 6: Oil-immersion “o” 

IEC 60083, Plugs and socket-outlets for domestic and similar general use standardized in 
member countries of IEC 

IEC 60085, Electrical insulation – Thermal classification 

IEC 60086-4, Primary batteries – Part 4: Safety of lithium batteries 

IEC 60112, Method for the determination of the proof and the comparative tracking indices of 
solid insulating materials 

IEC 60127-1, Miniature fuses – Part 1: Definitions for miniature fuses and general requirements 
for miniature fuse-links 

IEC 60227-1:1993, 2007, Polyvinyl chloride insulated cables of rated voltages up to and 
including 450/750 V – Part 1: General requirements 4) 
Amendment 1 (1995) 
Amendment 2 (1998) 

IEC 60245-1:2003, Rubber insulated cables – Rated voltages up to and including 450/750 V – 
Part 1: General requirementsIECrequirements3  
Amendment 1:2007 

IEC 60252-1, AC motor capacitors – Part 1: General – Performance, testing and rating – Safety 
requirements – Guide for installation and operation 

IEC 60320-1, Appliance couplers for household and similar general purposes – Part 1: General 
requirements 

IEC 60335-1:2001, 2010, Household and similar electrical appliances – Safety – Part 1: General 
requirements 

IEC 60364-4-41, Electrical installations of buildings – Part 4-41: Protection for safety – 
Protection against electric shock 

IEC 60384-14:2005, Fixed capacitors for use in electronic equipment – Part 14: Sectional 
specification: Fixed capacitors for electromagnetic interference suppression and connection to 
the supply mains 

IEC 60417-DB:2002 ,60417, Graphical symbols for use on equipment 5). Available from: 
<http://www.graphical-symbols.info/equipment> 

___________ 
4)  There exists a consolidated edition 2.2 including IEC 60227-1:1993 and its Amendment 1 (1995) and Amendment 2 

(1998). 

3) There exists a consolidated edition 4.1 including IEC 60245-1:2003 and its Amendment 1 (2007). 

5)  "DB" refers to the joint ISO-IEC on-line database. 
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IEC 60445, Basic and safety principles for man-machine interface, marking and identification – 
Identification of equipment terminals and of terminations of certain designated conductors, 
including general rules for an alphanumeric system 

IEC 60447, Basic and safety principles for man-machine interface, marking and identification – 
Actuating principles 

IEC 60529:1989, Degrees of protection provided by enclosures (IP Code)  64) 
Amendment 1 (1999) 

IEC 60601-1-2, Medical electrical equipment – Part 1-2: General requirements for safety – 
Collateral standard: Electromagnetic compatibility – Requirements and tests 

IEC 60601-1-3, Medical electrical equipment – Part 1-3: General requirements for basic safety 
and essential performance. Collateral standard: General requirements for Radiation protection in 
diagnostic X-ray equipment 

IEC 60601-1-6, Medical electrical equipment – Part 1-6: General requirements for safety – 
Collateral standard: Usability 

IEC 60601-1-8, Medical electrical equipment – Part 1-8: General requirements for safety –- 
Collateral standard: General requirements, tests and guidance for alarm systems in medical 
electrical equipment and medical electrical systems 

IEC 60664-1:1992, 2007, Insulation coordination for equipment within low-voltage systems – Part 
1: Principles, requirements and tests 7) 

Amendment 1 (2000) 
Amendment 2 (2002) 

IEC 60695-11-10, Fire hazard testing – Part 11-10: Test flames – 50 W horizontal and vertical 
flame test methods 

IEC 60730-1:1999, 2010, Automatic electrical controls for household and similar use – Part 1: 
General requirements 8) 
Amendment 1 (2003) 

IEC 60825-1:1993, 2007, Safety of laser products – Part 1: Equipment classification and 
requirements and user's guide 9) 
Amendment 1 (1997) 
Amendment 2 (2001) 

IEC 60851-3:1996, 2009, Winding wires – Test methods – Part 3: Mechanical properties 10) 
Amendment 1 (1997) 
Amendment 2 (2003) 

IEC 60851-5:1996, 2008, Winding wires – Test methods – Part 5: Electrical properties 11) 

___________ 
64)  There exists a consolidated version 2.1, including IEC 60529:1989 and its Amendment 1 (1999). 

7)  There exists a consolidated edition 1.2 including IEC 60664-1:1992 and its Amendment 1 (2000) and Amendment 2 
(2002). 

8)  There exists a consolidated edition 3.1, including IEC 60730-1:1999 and its Amendment 1 (2003) 

9) There exists a consolidated edition 1.2, including IEC 60825-1:1993 and its Amendment 1 (1997) and Amendment 2 
(2001). 

10) There exists a consolidated edition 2.1, including IEC 60851-3:1996 and its Amendment 1 (1997). 
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Amendment 1 (1997) 
Amendment 2 (2004) 

IEC 60851-6:1996, Winding wires – Test methods – Part 6: Thermal properties 
Amendment 1 (1997) 

IEC 60878:2003, Graphical symbols for electrical equipment in medical practice 

IEC 60884-1, Plugs and socket-outlets for household and similar purposes - Part 1: General 
requirements 

IEC 60950-1:2001, Information technology equipment – Safety – Part 1: General requirements 

IEC 61058-1:2000, Switches for appliances – Part 1: General requirements 125) 
Amendment 1:2001 

IEC 61558-1:1997, Safety of power transformers, power supply units and similar – Part 1: 
General requirements and tests 13) 
Amendment 1 (1998)2:2007 

IEC 61558-2-1, Safety transformers, power supply units and similar – Part 2: Particular 
requirements for separating transformers for general use 

IEC 61672-1, Electroacoustics – Sound level meters – Part 1: Specifications 

IEC 61672-2, Electroacoustics – Sound level meters – Part 2: Pattern evaluation tests 

IEC 61965, Mechanical safety of cathode ray tubes 

ISO 31 (all parts), Quantities and units 

IEC 62133, Secondary cells and batteries containing alkaline or other non-acid electrolytes – 
Safety requirements for portable sealed secondary cells, and for batteries made from them, for 
use in portable applications 

IEC 62304:2006, Medical device software – Software lifecycle processes 

ISO 780, Packaging – Pictorial marking for handling of goods 

ISO 1000, SI units and recommendations for the use of their multiples and of certain other units 

ISO 1853, Conducting and dissipative rubbers, vulcanized or thermoplastic – Measurement of 
resistivity 

ISO 2878, Rubber, vulcanized – Antistatic and conductive products – Determination of electrical 
resistance 

ISO 2882 146), Rubber, vulcanized – Antistatic and conductive products for hospital use – 
Electrical resistance limits 

                                                                                                                                                                           
11) There exists a consolidated edition 3.2, including IEC 60851-5:1996 and its Amendment 1 (1997) and Amendment 

2 (2004). 

125) There exists a consolidated edition 3.1, 3.2, including IEC 61058-1:2000 and its Amendment 1 (2001) and 
Amendment 2 (2007) 

13) There exists a consolidated edition 1.1, including IEC 61558-1:1997 and its Amendment 1 (1998). 

146) ISO 2882 was withdrawn on 1 February 2005 and no replacement standard has been identified. 
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ISO 3746, Acoustics – Determination of sound power levels of noise sources using sound 
pressure – Survey method using an enveloping measurement surface over a reflecting plane 

ISO 3864-1:2002, Graphical symbols – Safety colors and safety signs – Part 1: Design principles 
for safety signs in workplaces and public areas 

ISO 5349-1, Mechanical vibration – Measurement and evaluation of human exposure to hand-
transmitted vibration – Part 1: General requirements 

ISO 7000-DB:2004 157), Graphical symbols for use on equipment – Collection of symbols 

ISO 7010:2003, 2011, Graphical symbols – Safety colors and safety signs – Registered safety 
signs used in workplaces and public areas 

ISO 9614-1, Acoustics – Determination of sound power levels of noise sources using sound 
intensity – Measurement at discrete points 

ISO 10993 (all parts), Biological evaluation of medical devices 

ISO 11134,11135-1:2007, Sterilization of health care products – Ethylene oxide – Part 1: 
Requirements for validation and routine control – Industrial moist heat sterilizationISO 11135, 
Medical devices – Validationdevelopment, validation and routine control of ethylene oxidea 
sterilization process for medical devices 

ISO 11137,11137-1:2006, Sterilization of health care products – Radiation – Part 1: 
Requirements for validation and routine control – Radiationdevelopment, validation and routine 
control of a sterilization process for medical devices 

ISO 13852,13857:2008, Safety of machinery – Safety distances to prevent dangerhazard zones 
being reached by the upper and lower limbs 

ISO 14971:2000, 2007, Medical devices – Application of risk management to medical devices 

ISO 15223,15223-1:2012, Medical devices – Symbols to be used with medical device labels, 
labeling and information to be supplied – Part 1: General requirements 

ISO 17665-1:2006, Sterilization of health care products – Moist heat – Part 1: Requirements for 
the development, validation and routine control of a sterilization process for medical devices 

ISO 23529, Rubber – General procedures for preparing and conditioning test pieces for physical 
test methods 

ISO 80000-1:2009, Quantities and units – Part 1: General 

3 *  Terminology and definitions  

For the purposes of this document, the following terms and definitions apply. 
NOTE 1 Where the terms “voltage” and “current” are used in this document, they mean the r.m.s. values of an 
alternating, direct or composite voltage or current unless stated otherwise. 

NOTE 2 The term “electrical equipment” is used to mean ME EQUIPMENT (see 3.63) or other electrical equipment. This 
standard also uses the term “equipment” to mean ME EQUIPMENT or other electrical or non-electrical equipment in the 
context of an ME SYSTEM  (see 3.64). 

NOTE 3 When the term "safety" is used in this document in roman or italic type, it does not mean "safety" as defined 
in ISO 14971, but rather is used to mean "the state of being protected from or guarded against hurt or injury; freedom 
from danger”. 

___________ 
157) "DB" refers to the joint ISO-IEC on-line database. 

NOTE 4 An index is found beginning on page 391. 
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3.1  
ACCESS COVER 
part of an ENCLOSURE or GUARD providing the possibility of access to electrical equipment parts 
for the purpose of adjustment, inspection, replacement or repair 

3.2  
ACCESSIBLE PART 
part of electrical equipment other than an APPLIED PART that can be touched by means of the 
standard test finger 
NOTE  See also 5.9.2.1. 

3.3  
ACCESSORY 
additional part for use with equipment in order to: 
– achieve the INTENDED USE, 
– adapt it to some special use, 
– facilitate its use, 
– enhance its performance, or 
– enable its functions to be integrated with those of other equipment 
[IEC 60788:2004, rm-83-06 modified] 
3.4  
ACCOMPANYING DOCUMENT 
document accompanying ME EQUIPMENT, an ME SYSTEM, equipment or an ACCESSORY and 
containing information for the RESPONSIBLE ORGANIZATION or OPERATOR, particularly regarding 
BASIC SAFETY and ESSENTIAL PERFORMANCE 

3.5  
AIR CLEARANCE  
shortest path in air between two conductive parts 
NOTE  Adapted from IEC 60664-1,1:2007, definition 1.3.2.3.2. 

3.6  
APPLIANCE COUPLER 
means enabling the connection of a flexible cord to electrical equipment without the use of a 
TOOL, consisting of two parts: a MAINS CONNECTOR and an APPLIANCE INLET 
NOTE  See Figure 1. 
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Figure 1 – Detachable mains connection 
(see definitions) 

3.7  
APPLIANCE INLET 
part of an APPLIANCE COUPLER either integrated in or FIXED to electrical equipment 
NOTE  See Figure 1 and Figure 2. 

3.8  
*  APPLIED PART 
part of ME EQUIPMENT that in NORMAL USE necessarily comes into physical contact with the 
PATIENT for ME EQUIPMENT or an ME SYSTEM to perform its function 
NOTE 1 See Figure 3, Figure 4 and Figure A.1 to Figure A.7 (inclusive). 

NOTE 2 See also 4.6 regarding the treatment of parts that do not fall within the definition of APPLIED PARTS but need to 
be treated as APPLIED PARTS as a result of applying the RISK MANAGEMENT PROCESS. 

NOTE 3 See also 3.78 for the definition of the associated term PATIENT CONNECTION. 

 
3.9  
*  BASIC INSULATION 
insulation providing basic protection against electric shock 
[IEV 826-12-14, modified] 
NOTE  BASIC INSULATION provides one MEANS OF PROTECTION. 
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Figure 2 – Example of the defined terminals and conductors 
(see definitions) 
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Figure 3 – Example of a CLASS I ME EQUIPMENT 

(see definitions) 
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Figure 4 – Example of a metal-enclosed CLASS II ME EQUIPMENT 
(see definitions) 
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3.10  
*  BASIC SAFETY 
freedom from unacceptable RISK directly caused by physical HAZARDS when ME EQUIPMENT is 
used under NORMAL CONDITION and SINGLE FAULT CONDITION 

3.11  
CATEGORY AP 
rating for ME EQUIPMENT or an ME EQUIPMENT part complying with specified requirements on 
construction, marking and documentation in order to avoid sources of ignition in a FLAMMABLE 
ANESTHETIC MIXTURE WITH AIR 

3.12  
CATEGORY APG 
rating for ME EQUIPMENT or an ME EQUIPMENT part complying with specified requirements on 
construction, marking and documentation in order to avoid sources of ignition in a FLAMMABLE 
ANESTHETIC MIXTURE WITH OXYGEN OR NITROUS OXIDE 

3.13  
CLASS I 
term referring to electrical equipment in which protection against electric shock does not rely on 
BASIC INSULATION only, but which includes an additional safety precaution in that means are 
provided for ACCESSIBLE PARTS of metal or internal parts of metal to be PROTECTIVELY EARTHED 
NOTE  See Figure 3. 

3.14  
CLASS II 
term referring to electrical equipment in which protection against electric shock does not rely on 
BASIC INSULATION only, but in which additional safety precautions such as DOUBLE INSULATION or 
REINFORCED INSULATION are provided, there being no provision for protective earthing or reliance 
upon installation conditions 
NOTE 1 See Figure 4. 

NOTE 2 CLASS II equipment can be provided with a FUNCTIONAL EARTH TERMINAL or a FUNCTIONAL EARTH CONDUCTOR. 
See also 8.6.8 and 8.6.9. 

3.15  
*  CLEARLY LEGIBLE 
capable of being read by a person with normal vision 
NOTE  See alsothe test in 7.1.2. 

3.16  
COLD CONDITION 
condition obtained if electrical equipment is de-energized for a sufficiently long time to attain the 
ambient temperature 

3.17  
*  COMPONENT WITH HIGH-INTEGRITY CHARACTERISTICS 
component where one or more characteristics ensure that its function is fault-free in relation to 
the safety requirements of this standard during the EXPECTED SERVICE LIFE of the ME EQUIPMENT in 
NORMAL USE and reasonably foreseeable misuse 

3.18  
*  CONTINUOUS OPERATION 
operation in NORMAL USE for an unlimited period of time without the specified limits of 
temperature being exceeded 
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3.19  
CREEPAGE DISTANCE 
shortest distance along the surface of the insulating material between two conductive parts 
[IEV 151-15-50, modified] 

3.20  
*  DEFIBRILLATION-PROOF APPLIED PART 
APPLIED PART that is protected against the effects of a discharge of a cardiac defibrillator to the 
PATIENT 

3.21  
*  DETACHABLE POWER SUPPLY CORD 
flexible cord intended to be connected to electrical equipment by means of a suitable APPLIANCE 
COUPLER for mains supply purposes 
NOTE See Figure 1, Figure 2 and Figure 3. 

3.22  
*  DIRECT CARDIAC APPLICATION 
use of APPLIED PART that can come in direct contact with the PATIENT’S heart 

3.23  
*  DOUBLE INSULATION 
insulation comprising both BASIC INSULATION and SUPPLEMENTARY INSULATION 
[IEV 195-06-08] 
NOTE DOUBLE INSULATION provides two MEANS OF PROTECTION. 

3.24  
*  DUTY CYCLE 
maximum activation (on) time followed by minimum deactivation (off) time necessary for the safe 
operation of the ME EQUIPMENT 

3.25  
EARTH LEAKAGE CURRENT 
current flowing from the MAINS PART through or across the insulation into the PROTECTIVE EARTH 
CONDUCTOR or a functional earthed connection according to 8.6.9 

3.26  
*  ENCLOSURE 
exterior surface of electrical equipment or parts thereof 
NOTE  For the purpose of testing to this standard, metal foil, with specified dimensions, applied in contact with parts 
of the exterior surface made of material with low conductivity or made of insulating material is considered a part of the 
ENCLOSURE (see Figure 2, Figure 3 and Figure 4). 

3.27  
*  ESSENTIAL PERFORMANCE 
performance necessary to achieve freedom from unacceptable RISK 
of a clinical function, other than that related to BASIC SAFETY, where loss or degradation beyond 
the limits specified by the MANUFACTURER results in an unacceptable RISK 
NOTE  ESSENTIAL PERFORMANCE is most easily understood by considering whether its absence or degradation would 
result in an unacceptable RISK. 

3.28  
EXPECTED SERVICE LIFE 
maximum period of useful life as defined by the MANUFACTURER  time period specified by the 
MANUFACTURER during which the ME EQUIPMENT or ME SYSTEM is expected to remain safe for use 
(i.e. maintain BASIC SAFETY and ESSENTIAL PERFORMANCE) 
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NOTE Maintenance can be necessary during the EXPECTED SERVICE LIFE. 

3.29  
F-TYPE ISOLATED (FLOATING) APPLIED PART (herein F-TYPE APPLIED PART) 
APPLIED PART in which the PATIENT CONNECTIONS are isolated from other parts of the ME 
EQUIPMENT to such a degree that no current higher than the allowable PATIENT LEAKAGE CURRENT 
flows if an unintended voltage originating from an external source is connected to the PATIENT, 
and thereby applied between the PATIENT CONNECTION and earth 
NOTE  F-TYPE APPLIED PARTS are either TYPE BF APPLIED PARTS or TYPE CF APPLIED PARTS. 

3.30  
FIXED 
term meaning fastened or otherwise secured at a specific location either permanently or so that it 
can only be detached by means of a TOOL 
EXAMPLE 1 Permanently affixed by welding, etc. 

EXAMPLE 2 Affixed by means of fasteners (screws, nuts, etc.) making removal/opening impossible without using a 
TOOL.  
NOTE See the taxonomy in the rationale for definition 3.63. 

3.31  
FLAMMABLE ANESTHETIC MIXTURE WITH AIR 
mixture of a flammable anesthetic vapor with air in such a concentration that ignition can occur 
under specified conditions 

3.32  
FLAMMABLE ANESTHETIC MIXTURE WITH OXYGEN OR NITROUS OXIDE 
mixture of a flammable anesthetic vapor with oxygen or with nitrous oxide in such a 
concentration that ignition can occur under specified conditions 

3.33  
*  FUNCTIONAL CONNECTION 
connection, electrical or otherwise, including those intended to transfer signals, data, power or 
substances 
NOTE  Connection to a FIXED SUPPLY MAINS socket-outlet, whether single or multiple, is not considered to result in a 
FUNCTIONAL CONNECTION. 

3.34  
FUNCTIONAL EARTH CONDUCTOR 
conductor to be connected to a FUNCTIONAL EARTH TERMINAL 
NOTE  See Figure 2. 

3.35  
*  FUNCTIONAL EARTH TERMINAL 
terminal, directly connected to a circuit or to a screening part, that is intended to be earthed for 
functional purposes 
NOTE  See Figure 2, Figure 3 and Figure 4. 

3.36  
GUARD 
part of equipment specifically used to provide protection by means of a physical barrier 
NOTE  Depending on its construction, a GUARD can be called a casing, cover, screen, door, enclosing guard, etc. A 
GUARD can act: 

– alone; it is then only effective when it is in place; 

– in conjunction with an interlocking device with or without guard locking; in this case, protection is ensured whatever 
the position of the GUARD. 
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3.37  
HAND-HELD  
 term referring to electrical equipment that, once installed and placed into service, is intended to be 
supported by the hand during NORMAL USE 

NOTE 1 Equipment can refer to ACCESSORIES or equipment parts. 

NOTE 2 See the taxonomy in the rationale for definition 3.63.. 

3.38  
*  HARM 
physical injury or damage to the health of people or animals, or damage to property or the 
environment 
[ISO 14971:2000,2007, definition 2.2, modified] 
3.39  
HAZARD 
potential source of HARM 
[ISO 14971:2000,2007, definition 2.3] 
3.40  
*  HAZARDOUS SITUATION 
circumstance in which people, property, or the environment are exposed to one or more 
HAZARD(S) 
[ ISO/IEC Guide 51:1999, 14971:2007, definition 3.62.4] 
3.41  
HIGH VOLTAGE 
voltage over 1 000 V a.c. or over 1 500 V d.c. or over 1 500 V peak value 

3.42  
HYDRAULIC TEST PRESSURE  
pressure applied to test a vessel or part of it 
NOTE  See 9.7.5. 

3.43  
INSULATION CO-ORDINATION 
mutual correlation of insulation characteristics of electrical equipment taking into account the 
expected micro-environment and other influencing stresses  
NOTE  This includes insulation types, CREEPAGE DISTANCES, AIR CLEARANCES, distance through insulation, coatings, 
encapsulation, environmental aspects, etc. 

3.44  
*  INTENDED USE 
INTENDED PURPOSE 
use offor which a product, PROCESS or service in accordance withis intended according to the 
specifications, instructions and information provided by the MANUFACTURER 
[ISO 14971:2000,2007, definition 2.5] 
NOTE  INTENDED USE should not be confused with NORMAL USE. While both include the concept of use as intended by 
the MANUFACTURER, INTENDED USE focuses on the medical purpose while NORMAL USE incorporates not only the medical 
purpose, but maintenance, service, transport, etc. as well. 

3.45  
INTERNAL ELECTRICAL POWER SOURCE 
electrical power source for operating equipment that is a part of the equipment and which 
produces electrical current from some other form of energy 
EXAMPLE  Chemical, mechanical, solar, or nuclear 
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NOTE  An INTERNAL ELECTRICAL POWER SOURCE can be inside the principal part of equipment, attached to the outside, 
or contained in a separate ENCLOSURE. 

3.46  
INTERNALLY POWERED  
term referring to electrical equipment that is able to operate from an INTERNAL ELECTRICAL POWER 
SOURCE 

3.47  
LEAKAGE CURRENT  
current that is not functional 
NOTE  The following LEAKAGE CURRENTS are defined: EARTH LEAKAGE CURRENT, TOUCH CURRENT and PATIENT LEAKAGE 
CURRENT. 

3.48  
MAINS CONNECTOR  
part of an APPLIANCE COUPLER integral with or intended to be attached to a flexible cord that is 
intended to be connected to the SUPPLY MAINS 
NOTE  A MAINS CONNECTOR is intended to be inserted into the APPLIANCE INLET of electrical equipment (see Figure 1 
and Figure 2). 

3.49  
*  MAINS PART 
 part of electrical equipment forming a circuit that is intended to be connected to the SUPPLY 
MAINS 
NOTE 1 The MAINS PART includes all conductive parts that are not separated from the SUPPLY MAINS by at least one 
MEANS OF PROTECTION. 

NOTE 2 For the purpose of this definition, the PROTECTIVE EARTH CONDUCTOR is not regarded as a part of the MAINS 
PART (see Figure 2 and Figure 3). 

3.50  
*  MAINS PLUG 
part, integral with or intended to be attached to a POWER SUPPLY CORD of electrical equipment, to 
be inserted into a mains socket-outlet 
NOTE 1 See Figure 1. 

NOTE 2 See also IEC 60083 and IEC 60309-1 [8]. 

3.51  
MAINS SUPPLY TRANSFORMER 
static piece of equipment with two or more windings which, by electro-magnetic induction, 
transforms an alternating voltage and current from a SUPPLY MAINS into a voltage and current 
usually of different values at the same frequency 

3.52  
MAINS TERMINAL DEVICE 
TERMINAL DEVICE by which the electrical connection to the SUPPLY MAINS is made 
NOTE  See Figure 2. 

3.53  
MAINS TRANSIENT VOLTAGE 
highest peak voltage expected at the power input to the electrical equipment, arising from 
external transients on the SUPPLY MAINS 

3.54  
MAINS VOLTAGE 
voltage of a SUPPLY MAINS between two line conductors of a polyphase system or voltage 
between the line conductor and the neutral conductor of a single-phase system 
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3.55  
MANUFACTURER 
natural or legal person with responsibility for the design, manufacture, packaging, or labeling of 
ME EQUIPMENT, assembling an ME SYSTEM, or adapting ME EQUIPMENT or an ME SYSTEM, regardless 
of whether these operations are performed by that person or on that person's behalf by a third 
party 
NOTE 1 ISO 13485 [30] defines “labeling” as written, printed or graphic matter 

– affixed to a medical device or any of its containers or wrappers, or 

– accompanying a medical device, 

related to identification, technical description, and use of the medical device, but excluding shipping documents. In this standard, 
that material is described as markings and ACCOMPANYING DOCUMENTS. 

NOTE 2 “Adapting” includes making substantial modifications to ME EQUIPMENT or an ME SYSTEM already in use. 

NOTE 3 In some jurisdictions, the RESPONSIBLE ORGANIZATION can be considered a MANUFACTURER when involved in 
the activities described. 

NOTE 4 Adapted from ISO 14971:2000, 2007, definition 2.6. 2.8. 

3.56  
*  MAXIMUM MAINS VOLTAGE 
voltage used for test purposes related to the voltage of the SUPPLY MAINS and connected to 
certain ME EQUIPMENT parts 
NOTE  The value for MAXIMUM MAINS VOLTAGE is determined according to 8.5.3. 

3.57  
*  MAXIMUM PERMISSIBLE WORKING PRESSURE 
maximum pressure permitted on a component according to a declaration of the manufacturer of 
such component 

3.58  
*  MEANS OF OPERATOR PROTECTION 
MOOP 
MEANS OF PROTECTION for reducing the RISK due to electric shock to persons other than the 
PATIENT 

3.59  
*  MEANS OF PATIENT PROTECTION 
MOPP 
MEANS OF PROTECTION for reducing the RISK due to electric shock to the PATIENT 

3.60  
*  MEANS OF PROTECTION 
MOP 
means for reducing the RISK due to electric shock in accordance with the requirements of this 
standard 
NOTE  MEANS OF PROTECTION include insulation, AIR CLEARANCES, CREEPAGE DISTANCES, impedances, and 
PROTECTIVE EARTH CONNECTIONS. 

3.61  
MECHANICAL HAZARD 
HAZARD connected with or produced by physical force 

3.62  
MECHANICAL PROTECTIVE DEVICE 
device that eliminates or reduces mechanical RISK to an acceptable level and which operates in 
the case of SINGLE FAULT CONDITION 
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3.63  
*  MEDICAL ELECTRICAL EQUIPMENT 
ME EQUIPMENT 
electrical equipment having an APPLIED PART or transferring energy to or from the PATIENT or 
detecting such energy transfer to or from the PATIENT and which is: 
a) provided with not more than one connection to a particular SUPPLY MAINS; and  
b) intended by its MANUFACTURER to be used: 

1) in the diagnosis, treatment, or monitoring of a PATIENT; or 
2) for compensation or alleviation of disease, injury or disability 

NOTE 1 ME EQUIPMENT includes those ACCESSORIES as defined by the MANUFACTURER that are necessary to enable the 
NORMAL USE of the ME EQUIPMENT. 

NOTE 2 Not all electrical equipment used in medical practice falls within this definition (e.g. some in vitro diagnostic 
equipment). 

NOTE 3 The implantable parts of active implantable medical devices can fall within this definition, but they are 
excluded from the scope of this standard by appropriate wording in Clause 1. 

NOTE 4 This standard uses the term “electrical equipment” to mean ME EQUIPMENT or other electrical equipment. 

NOTE 5 See also 4.10.1, 8.2.1 and 16.3. 

3.64  
*  MEDICAL ELECTRICAL SYSTEM 
ME SYSTEM 
combination, as specified by its MANUFACTURER, of items of equipment, at least one of which is 
ME EQUIPMENT to be inter-connected by FUNCTIONAL CONNECTION or by use of a MULTIPLE SOCKET-
OUTLET 
NOTE  Equipment, when mentioned in this standard, should be taken to include ME EQUIPMENT. 

3.65  
MOBILE 
term referring to TRANSPORTABLE equipment that, once installed and placed into service, is 
intended to be moved from one location to another while supported by its own wheels or 
equivalent means  

NOTE See the taxonomy in the rationale for definition 3.63. 
3.66  
*  MODEL OR TYPE REFERENCE 
combination of figures, letters or both used to identify a particular model of equipment or 
ACCESSORY 

3.67  
*  MULTIPLE SOCKET-OUTLET 
MSO 
one or more socket-outlets intended to be connected to, or integral with, flexible cables or, cords 
or ME EQUIPMENT forproviding SUPPLY MAINS or equivalent voltage 
NOTE  A MULTIPLE SOCKET-OUTLET can be a separate item or an integral part of equipment. 

3.68  
*  NETWORK/DATA COUPLING 
any means to transmit or receive information to or from other equipment in accordance with the 
MANUFACTURER’S specifications 

3.69  
NOMINAL (value) 
value quoted for reference purposes that is subject to agreed tolerances 
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EXAMPLE  NOMINAL MAINS VOLTAGE or NOMINAL diameter of a screw 

3.70  
NORMAL CONDITION 
condition in which all means provided for protection against HAZARDS are intact 

3.71  
NORMAL USE 
operation, including routine inspection and adjustments by any OPERATOR, and stand-by, 
according to the instructions for use 
NOTE  NORMAL USE should not be confused with INTENDED USE. While both include the concept of use as intended by 
the MANUFACTURER, INTENDED USE focuses on the medical purpose while NORMAL USE incorporates not only the medical 
purpose, but maintenance, service, transport, etc. as well. 

3.72  
OBJECTIVE EVIDENCE 
data supporting the existence or verity of something 
information whichNOTEObjective evidence can be proven true, based on facts obtained through observation, 
measurement, testtesting or other means. 

[ISO 14971:2000, 2007, definition 2.8 2.10] 

3.73  
*  OPERATOR 
person handling equipment 
NOTE  See also 3.101. 

3.74  
OVER-CURRENT RELEASE 
protective device that causes a circuit to open, with or without time-delay, when the current in the 
device exceeds a predetermined value 
[IEV 441-16-33, modified] 

3.75  
*  OXYGEN RICH ENVIRONMENT 
environment in which the concentration of oxygen is: 
a) greater than 25 % for ambient pressures up to 110 kPa; or 
b) the partial pressure of oxygen is greater than 27,5 kPa at ambient pressures exceeding 110 kPa 

3.76  
PATIENT 
living being (person or animal) undergoing a medical, surgical or dental procedure 

NOTE A PATIENT can be an OPERATOR. 

3.77  
*  PATIENT AUXILIARY CURRENT 
current flowing in the PATIENT in NORMAL USE between any PATIENT CONNECTION and all other 
PATIENT CONNECTIONS and not intended to produce a physiological effect 

3.78  
*  PATIENT CONNECTION 
individual point on the APPLIED PART through which current can flow between the PATIENT and the 
ME EQUIPMENT in NORMAL CONDITION or SINGLE FAULT CONDITION 
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3.79  
*  PATIENT ENVIRONMENT 
any volume in which intentional or unintentional contact can occur between a PATIENT and parts 
of the ME EQUIPMENT or ME SYSTEM or between a PATIENT and other persons touching parts of the 
ME EQUIPMENT or ME SYSTEM 

3.80  
PATIENT LEAKAGE CURRENT 
current: 
– flowing from the PATIENT CONNECTIONS via the PATIENT to earth; or 
– originating from the unintended appearance of a voltage from an external source on the 

PATIENT and flowing from the PATIENT via the PATIENT CONNECTIONS of an F-TYPE APPLIED PART 
to earth 

3.81  
*  PEAK WORKING VOLTAGE 
highest peak or d.c. value of a WORKING VOLTAGE, including repetitive peak impulses generated in 
the electrical equipment, but not including external transients 
[IEC 60950-1:2001, 2005, definition 1.2.9.7, 1.2.9.8, modified] 

3.82  
PEMS DEVELOPMENT LIFE-CYCLE  
necessary activities occurring during a period of time that starts at the concept phase of a project 
and finishes when the PEMS VALIDATION is complete 
NOTE  See also 3.90. 

3.83  
PEMS VALIDATION 
PROCESS of evaluating a PEMS or a component of a PEMS during or at the end of the development 
PROCESS, to determine whether it satisfies the requirements for its INTENDED USE 
NOTE  See also 3.90. 

3.84  
PERMANENTLY INSTALLED 
term meaning electrically connected to the SUPPLY MAINS by means of a permanent connection 
that can only be detached by the use of a TOOL 

3.85  
PORTABLE 
term referring to TRANSPORTABLE equipment that, once installed and placed into service, is 
intended to be moved from one location to another while being carried by one or more persons 

NOTE 1Equipment can refer to ACCESSORIES or equipment parts. 

NOTE 2 See the taxonomy in the rationale for definition 3.63. 
3.86  
POTENTIAL EQUALIZATION CONDUCTOR 
conductor other than a PROTECTIVE EARTH CONDUCTOR or a neutral conductor, providing a direct 
connection between electrical equipment and the potential equalization busbar of the electrical 
installation 
NOTE  See Figure 2. 

3.87  
POWER SUPPLY CORD 
flexible cord, FIXED to or assembled with electrical equipment for connection to SUPPLY MAINS 
NOTE  See Figure 1 to Figure 4 (inclusive). 
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3.88  
PROCEDURE 
specificspecified way to performcarry out an activity or a PROCESS 
[ISO 14971:2000, 2007, definition 2.9 2.12] 

3.89  
PROCESS 
set of inter-related resources and interrelated or interacting  activities which transforms inputs 
into outputs 
[ISO 14971:2000, 2007, definition 2.10 2.13] 

3.90  
PROGRAMMABLE ELECTRICAL MEDICAL SYSTEM 
PEMS 
ME EQUIPMENT or an ME SYSTEM containing one or more PROGRAMMABLE ELECTRONIC SUBSYSTEMS 
(PESS) 

3.91  
PROGRAMMABLE ELECTRONIC SUBSYSTEM 
PESS 
system based on one or more central processing units, including their software and interfaces 

3.92  
PROPERLY INSTALLED 
installed in accordance with the ACCOMPANYING DOCUMENTS 

3.93  
PROTECTIVE EARTH CONDUCTOR 
conductor to be connected between the PROTECTIVE EARTH TERMINAL and an external protective 
earthing system 
NOTE  See Figure 2. 

3.94  
PROTECTIVE EARTH CONNECTION 
connection to the PROTECTIVE EARTH TERMINAL provided for protective purposes and complying 
with the requirements of this standard 

3.95  
PROTECTIVE EARTH TERMINAL 
terminal connected to conductive parts of CLASS I equipment for safety purposes. This terminal is 
intended to be connected to an external protective earthing system by a PROTECTIVE EARTH 
CONDUCTOR 
NOTE  See Figure 2. 

3.96  
PROTECTIVELY EARTHED 
connected to the PROTECTIVE EARTH TERMINAL for protective purposes by means complying with 
the requirements of this standard 

3.97  
RATED (value) 
term referring to a value assigned by the MANUFACTURER for a specified operating condition 
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3.98  
RECORD 
document which furnishes OBJECTIVEstating results achieved or providing evidence of activities 
performed or results achieved 

[ISO 14971:2000, 2007, definition 2.11 2.14] 

3.99  
*  REINFORCED INSULATION  
single insulation system that provides two MEANS OF PROTECTION 

3.100  
RESIDUAL RISK 
RISK remaining after protectivemeasuresRISK CONTROL measures have been taken 

[ISO 14971:2000, 2007, definition 2.12 2.15] 

3.101  
RESPONSIBLE ORGANIZATION 
entity accountable for the use and maintenance of an ME EQUIPMENT or an ME SYSTEM 
NOTE 1 The accountable entity can be, for example, a hospital, an individual clinician or a layperson. In home use 
applications, the PATIENT, OPERATOR and RESPONSIBLE ORGANIZATION can be one and the same person. 

NOTE 2 Education and training is included in “use.” 

3.102  
RISK 
combination of the probability of occurrence of HARM and the SEVERITY of that HARM 
[ISO 14971:2000, 2007, definition 2.13 2.16] 

3.103  
RISK ANALYSIS 
systematic use of available information to identify HAZARDS and to estimate the RISK 
[ISO 14971:2000, 2007, definition 2.14 2.17] 

3.104  
RISK ASSESSMENT 
overall PROCESS comprising a RISK ANALYSIS and a RISK EVALUATION 

[ISO 14971:2000, 2007, definition 2.15 2.18] 

3.105  
RISK CONTROL 
 PROCESS throughin which decisions are reachedmade and protective measures are implemented 
for reducingby which RISKS are reduced to, or maintaining RISKSmaintained within, specified 
levels 

[ISO 14971:2000, 2007, definition 2.16 2.19] 

3.106  
RISK EVALUATION 
judgment, on the basis of RISK ANALYSIS, of whether a RISK which is acceptable has been 
achieved in a given context based on the current values of society 

 PROCESS of comparing the estimated RISK against given RISK criteria to determine the 
acceptability of the RISK 

[ISO 14971:2000, 2007, definition 2.17 2.21] 
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3.107  
RISK MANAGEMENT 
systematic application of management policies, PROCEDURES and practices to the tasks of 
analyzing, evaluating and controlling RISK 

[ISO 14971:2000, 2007, definition 2.18 2.22] 
NOTE For the purposes of this standard, RISK MANAGEMENT does not include planning for or monitoring of production 
and post-production information; whereas this is required for compliance with ISO 14971 (see 4.2.2). 

3.108  
RISK MANAGEMENT FILE 
set of RECORDS and other documents, not necessarily contiguous, that are produced by a RISK 
MANAGEMENT PROCESS 

[ISO 14971:2000, 2007, definition 2.19 2.23] 

NOTE  All safety related information including MANUFACTURER'S calculations, test results, etc. is considered to be 
part of the RISK MANAGEMENT FILE. See also 4.2. 

3.109  
SAFE WORKING LOAD 
maximum external mechanical load (mass) on equipment or an equipment part that is permitted 
in NORMAL USE 

3.110  
*  SECONDARY CIRCUIT 
circuit which is separated from the MAINS PART by at least one MEANS OF PROTECTION and derives 
its power from a transformer, converter or equivalent isolation device, or from an INTERNAL 
ELECTRICAL POWER SOURCE 
NOTE  See also 8.9.1.12. 

3.111  
SELF-RESETTING THERMAL CUT-OUT  
THERMAL CUT-OUT that automatically restores the current after the relevant part of electrical 
equipment has cooled 

3.112  
*  SEPARATION DEVICE 
component or arrangement of components with input parts and output parts that, for safety 
reasons, prevents a transfer of unwanted voltage or current between parts of an ME SYSTEM 

3.113  
SERVICE PERSONNEL 
individuals or entity accountable to the RESPONSIBLE ORGANIZATION that install, assemble, 
maintain or repair ME EQUIPMENT, ME SYSTEMS or equipment 

3.114  
SEVERITY 
measure of the possible consequences of a HAZARD 
[ISO 14971:2000, 2007, definition 2.21 2.25] 

3.115  
*  SIGNAL INPUT/OUTPUT PART  
SIP/SOP 
part of ME EQUIPMENT, not being an APPLIED PART, intended to deliver or receive signals to or from 
other electrical equipment, for example, for display, recording or data processing 
NOTE  See Figure 2. 
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3.116  
SINGLE FAULT CONDITION 
condition of ME EQUIPMENT in which a single means for reducing a RISK is defective or a single 
abnormal condition is present 
NOTE  See 4.7 and 13.2. 

3.117  
SINGLE FAULT SAFE 
characteristic of ME EQUIPMENT or its parts whereby it remains free of unacceptable RISK during its 
EXPECTED SERVICE LIFE under SINGLE FAULT CONDITIONS 
NOTE  See 4.7. 

3.118  
STATIONARY 
term referring to equipment that, once installed and placed into service, is not intended to be 
moved from one place to another  
NOTE See the taxonomy in the rationale for definition 3.63. 

3.119  
SUPPLEMENTARY INSULATION  
independent insulation applied in addition to BASIC INSULATION in order to provide protection 
against electric shock in the event of a failure of BASIC INSULATION 

[IEV 826-12-15, modified] 

NOTE  SUPPLEMENTARY INSULATION provides one MEANS OF PROTECTION. 

3.120  
*  SUPPLY MAINS 
source of electrical energy not forming part of ME EQUIPMENT or ME SYSTEM 
NOTE  This also includes battery systems and converter systems in ambulances and the like. 

3.121  
TENSILE SAFETY FACTOR 
ratio between TENSILE STRENGTH and the stress corresponding to the TOTAL LOAD 

3.122  
TENSILE STRENGTH 
maximum tensile stress a test piece will withstand before rupturing 

3.123  
TERMINAL DEVICE 
part of electrical equipment by which electrical connection is made 
NOTE  A TERMINAL DEVICE can contain several individual contacts. 

3.124  
THERMAL CUT-OUT 
device that, during an abnormal condition, limits the temperature of electrical equipment or of 
part of it, by automatically opening the circuit or by reducing the current, and that is so 
constructed that its setting cannot be altered except by qualified SERVICE PERSONNEL 

3.125  
THERMAL STABILITY 
condition under which the temperature of an object does not increase by more than 2 °C over a 
period of 1 h 
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3.126  
THERMOSTAT 
temperature sensing control that is intended to keep a temperature within a specific range or 
above/below a preset value 

3.127  
TOOL 
extra-corporeal object that can be used to secure or release fasteners or to make adjustments 
NOTE  Coins and keys are considered TOOLS within the context of this standard. 

3.128  
TOTAL LOAD 
maximum total loading of a part including the maximum SAFE WORKING LOAD, where applicable, 
and the static and dynamic forces occurring in NORMAL USE 
NOTE 1 Examples of dynamic forces include forces caused by acceleration or deceleration of masses. 

NOTE 2 Where a load is divided over several parallel supporting parts and the distribution over these parts is not 
determined unequivocally, the least favorable possibility is to be considered. 

3.129  
TOUCH CURRENT 
LEAKAGE CURRENT flowing from the ENCLOSURE or from parts thereof, excluding PATIENT 
CONNECTIONS, accessible to any OPERATOR or PATIENT in NORMAL USE, through an external path 
other than the PROTECTIVE EARTH CONDUCTOR, to earth or to another part of the ENCLOSURE 
NOTE  The meaning of this term is the same as that of “enclosure leakage current” in the first and second editions of 
this standard. The term has been changed to align with IEC 60950-1 and to reflect the fact that the measurement now 
applies also to parts that are normally PROTECTIVELY EARTHED. 

3.130  
TRANSPORTABLE 
term referring to equipment that, once installed and placed into service,  is intended to be moved 
from one place to another whether or not connected to a supply and without an appreciable 
restriction of range 
EXAMPLE MOBILE equipment and, PORTABLE equipment. and BODY-WORN equipment 

NOTE See the taxonomy in the rationale for definition 3.63. 

3.131  
TRAPPING ZONE 
accessible location on or within the ME EQUIPMENT, ME SYSTEM or in the equipment environment 
where a human body or a part of the human body is exposed to a trapping, crushing, shearing, 
impact, cutting, entanglement, drawing in, stabbing or abrasion HAZARD 

3.132  
*  TYPE B APPLIED PART 
APPLIED PART complying with the specified requirements of this standard to provide protection 
against electric shock, particularly regarding allowable PATIENT LEAKAGE CURRENT and PATIENT 
AUXILIARY CURRENT 
NOTE 1 A TYPE B APPLIED PART is marked with symbol IEC 60417-5840 (DB:2002-10) (see Table D.1, symbol 19) or, 
when applicable, with symbol IEC 60417-5841 (DB:2002-10) (see Table D.1, symbol 25). See also 3.20. 

NOTE 2 TYPE B APPLIED PARTS are not suitable for DIRECT CARDIAC APPLICATION. 

NOTE 3 See also 4.6 regarding the treatment of parts that do not fall within the definition of APPLIED PARTS but need to 
be considered as APPLIED PARTS as a result of applying the RISK MANAGEMENT PROCESS. 
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