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Objectives and uses of AAMI standards and

recommended practices

It is most important that the objectives and potential uses of an
AAMI product standard or recommended practice are clearly
understood. The objectives of AAMI's technical development
program derive from AAMI's overall mission: the advancement of
medical instrumentation. Essential to such advancement are (1) a
continued increase in the safe and effective application of current
technologies to patient care, and (2) the encouragement of new
technologies. It is AAMI's view that standards and recommended
practices can contribute significantly to the advancement of
medical instrumentation, provided that they are drafted with
attention to these objectives and provided that arbitrary and
restrictive uses are avoided.

A voluntary standard for a medical device recommends to the
manufacturer the information that should be provided with or on
the product, basic safety and performance criteria that should be
considered in qualifying the device for clinical use, and the
measurement techniques that can be used to determine whether the
device conforms with the safety and performance criteria and/or to
compare the performance characteristics of different products.
Some standards emphasize the information that should be provided
with the device, including performance characteristics, instructions
for use, warnings and precautions, and other data considered
important in ensuring the safe and effective use of the device in the
clinical environment. Recommending the disclosure of
performance characteristics often necessitates the development of
specialized test methods to facilitate uniformity in reporting;
reaching consensus on these tests can represent a considerable part
of committee work. When a drafting committee determines that
clinical concerns warrant the establishment of minimum safety and
performance criteria, referee tests must be provided and the reasons
for establishing the criteria must be documented in the rationale.

A recommended practice provides guidelines for the use, care,
and/or processing of a medical device or system. A recommended
practice does not address device performance per se, but rather
procedures and practices that will help ensure that a device is used
safely and effectively and that its performance will be maintained.

Although a device standard is primarily directed to the
manufacturer, it may also be of value to the potential purchaser or
user of the device as a frame of reference for device evaluation.
Similarly, even though a recommended practice is usually oriented
towards healthcare professionals, it may be useful to the
manufacturer in better understanding the environment in which a
medical device will be used. Also, some recommended practices,
while not addressing device performance criteria, provide
guidelines to industrial personnel on such subjects as sterilization
processing, methods of collecting data to establish safety and
efficacy, human engineering, and other processing or evaluation
techniques; such guidelines may be useful to health care
professionals in understanding industrial practices.

In determining whether an AAMI standard or recommended
practice is relevant to the specific needs of a potential user of the
document, several important concepts must be recognized:

All AAMI standards and recommended practices are voluntary
(unless, of course, they are adopted by government regulatory or
procurement authorities). The application of a standard or
recommended practice is solely within the discretion and
professional judgment of the user of the document.
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Each AAMI standard or recommended practice reflects the
collective expertise of a committee of health care professionals and
industrial representatives, whose work has been reviewed
nationally (and sometimes internationally). As such, the consensus
recommendations embodied in a standard or recommended practice
are intended to respond to clinical needs and, ultimately, to help
ensure patient safety. A standard or recommended practice is
limited, however, in the sense that it responds generally to
perceived risks and conditions that may not always be relevant to
specific situations. A standard or recommended practice is an
important reference in responsible decision-making, but it should
never replace responsible decision-making.

Despite periodic review and revision (at least once every five
years), a standard or recommended practice is necessarily a static
document applied to a dynamic technology. Therefore, a standards
user must carefully review the reasons why the document was
initially developed and the specific rationale for each of its
provisions. This review will reveal whether the document remains
relevant to the specific needs of the user.

Particular care should be taken in applying a product standard
to existing devices and equipment, and in applying a recommended
practice to current procedures and practices. While observed or
potential risks with existing equipment typically form the basis for
the safety and performance criteria defined in a standard,
professional judgment must be used in applying these criteria to
existing equipment. No single source of information will serve to
identify a particular product as "unsafe". A voluntary standard can
be used as one resource, but the ultimate decision as to product
safety and efficacy must take into account the specifics of its
utilization and, of course, cost-benefit considerations. Similarly, a
recommended practice should be analyzed in the context of the
specific needs and resources of the individual institution or firm.
Again, the rationale accompanying each AAMI standard and
recommended practice is an excellent guide to the reasoning and
data underlying its provision.

In summary, a standard or recommended practice is truly
useful only when it is used in conjunction with other sources of
information and policy guidance and in the context of professional
experience and judgment.

INTERPRETATIONS OF AAMI STANDARDS
AND RECOMMENDED PRACTICES

Requests for interpretations of AAMI standards and recommended
practices must be made in writing, to the AAMI Vice President,
Standards Policy and Programs. An official interpretation must be
approved by letter ballot of the originating committee and
subsequently reviewed and approved by the AAMI Standards
Board. The interpretation will become official and representation of
the Association only upon exhaustion of any appeals and upon
publication of notice of interpretation in the "Standards Monitor"
section of the AAMI News. The Association for the Advancement
of Medical Instrumentation disclaims responsibility for any
characterization or explanation of a standard or recommended
practice which has not been developed and communicated in
accordance with this procedure and which is not published, by
appropriate notice, as an official interpretation in the AAMI News.

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/ansi-aami-iec-60601-1-2-2014
http://www.avadocuments.com/doc/ansi-aami-iec-60601-1-2-2014

American National Standard ANSI/AAMI/IEC 60601-1-2:2014
(Revision of ANSI/AAMI/IEC 60601-1-2:2007/(R)2012)

MEDICAL ELECTRICAL EQUIPMENT - Part 1-2:
General requirements for basic safety and essential
performance — Collateral standard: Electromagnetic

disturbances — Requirements and tests

Approved 10 March 2014 by
Association for the Advancement of Medical Instrumentation

Approved 9 May 2014 by
American National Standards Institute, Inc.

Abstract: Specifies general requirements and tests for basic safety and essential performance with regard
to electromagnetic disturbances of medical electrical (ME) equipment and ME systems. They are
in addition to the requirements of the general standard and serve as the basis for particular
standards. Applicability of this collateral standard includes ME equipment and ME systems that
have been found to have no essential performance.
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AAMI Standard

This Association for the Advancement of Medical Instrumentation (AAMI) standard implies a consensus of those
substantially concerned with its scope and provisions. The existence of an AAMI standard does not in any respect
preclude anyone, whether they have approved the standard or not, from manufacturing, marketing, purchasing, or
using products, processes, or procedures not conforming to the standard. AAMI standards are subject to periodic
review, and users are cautioned to obtain the latest editions.

CAUTION NOTICE: This AAMI standard may be revised or withdrawn at any time. AAMI procedures require that
action be taken to reaffirm, revise, or withdraw this standard no later than five years from the date of publication.
Interested parties may obtain current information on all AAMI standards by calling or writing AAMI, or by visiting the
AAMI website at www.aami.org.

All AAMI standards, recommended practices, technical information reports, and other types of technical documents
developed by AAMI are voluntary, and their application is solely within the discretion and professional judgment of the
user of the document. Occasionally, voluntary technical documents are adopted by government regulatory agencies
or procurement authorities, in which case the adopting agency is responsible for enforcement of its rules and
regulations.
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Glossary of equivalent standards

International Standards adopted in the United States may include normative references to other International
Standards. AAMI maintains a current list of each International Standard that has been adopted by AAMI (and ANSI).
Available on the AAMI website at the address below, this list gives the corresponding U.S. designation and level of
equivalency to the International Standard.

www.aami.org/standards/glossary.pdf
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Background of ANSI/AAMI adoption of IEC 60601-1-2:2014

As indicated in the foreword to the main body of this document (page x), the International Electrotechnical
Commission (IEC) is a worldwide federation of national standards bodies. The United States is one of the IEC
members that took an active role in the development of this standard, which was developed by IEC Technical
Committee (TC) 62, Electrical equipment in medical practice, Subcommittee (SC) 62A, Common aspects of electrical
equipment used in medical practice, to provide terminology, requirements, general recommendations and guidance
for medical electrical equipment and medical electrical systems manufacturers and for technical committees
responsible for particular standards.

U.S. participation in IEC/SC 62A is organized through the U.S. Technical Advisory Group to IEC/SC 62A. Experts
from the United States make a considerable contribution to this standard.

ANSI/AAMI/IEC 60601-1-2:2014 was approved by the American National Standards Institute (ANSI) on 9 May 2014.
This standard is one of the collateral or general standard within the IEC 60601-1 umbrella and is applicable to all of
the particular or device specific standards (IEC 60601-2-xx), unless otherwise specified.

AAMI and ANSI procedures require that standards be reviewed every five years and, if necessary, revised to reflect
technological advances that may have occurred since publication.

As used within the context of this document, “shall” indicates requirements strictly to be followed to conform to the
recommended practice. “Should” indicates that among several possibilities, one is recommended as particularly
suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily
required, or that (in the negative form) a certain possibility or course of action should be avoided but is not prohibited.
“May” is used to indicate that a course of action is permissible within the limits of the recommended practice. “Can” is
used as a statement of possibility and capability. Finally, “must” is used only to describe “unavoidable” situations,
including those mandated by government regulation.

AAMI (and ANSI) have adopted other IEC and ISO standards. See the Glossary of Equivalent Standards for a list of
IEC and ISO standards adopted by AAMI, which gives the corresponding U.S. designation and the level of
equivalency with the IEC and ISO standard.

The concepts incorporated in this standard should not be considered inflexible or static. This standard, like any other,
must be reviewed and updated periodically to assimilate progressive technological developments. To remain relevant,
it must be modified as technological advances are made and as new data comes to light.

Suggestions for improving this standard are invited. Comments and suggested revisions should be sent to Standards
Department, AAMI, 4301 N. Fairfax Dr. Suite 301, Arlington, VA 22203-1633.

NOTE—Beginning with the foreword on page x, this American National Standard is identical to IEC 60601-1-2:2014.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

MEDICAL ELECTRICAL EQUIPMENT -

Part 1-2: General requirements for basic safety and essential
performance — Collateral Standard: Electromagnetic
disturbances — Requirements and tests

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising all
national electrotechnical committees (IEC National Committees). The object of IEC is to promote international co-
operation on all questions concerning standardization in the electrical and electronic fields. To this end and in
addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their preparation
is entrusted to technical committees; any IEC National Committee interested in the subject dealt with may
participate in this preparatory work. International, governmental and non-governmental organizations liaising with
the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to |[EC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and expenses
arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent
rights. IEC shall not be held responsible for identifying any or all such patent rights.

International standard IEC 60601-1-2 has been prepared by IEC subcommittee 62A: Common
aspects of electrical equipment used in medical practice of IEC technical committee 62:
Electrical equipment in medical practice.

This fourth edition cancels and replaces the third edition of IEC 60601-1-2, published in 2007,
and constitutes a technical revision.

This fourth edition constitutes a collateral standard to IEC 60601-1: Medical electrical equipment
— Part 1: General requirements for safety and essential performance hereafter referred to as the
general standard.
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The most significant changes with respect to the previous edition include the following
modifications:

— specification of IMMUNITY TEST LEVELS according to the environments of INTENDED USE,
categorized according to locations that are harmonized with IEC 60601-1-11: the professional
healthcare facility environment, the HOME HEALTHCARE ENVIRONMENT and SPECIAL
ENVIRONMENTS;

— specification of tests and test levels to improve the safety of MEDICAL ELECTRICAL EQUIPMENT
and MEDICAL ELECTRICAL SYSTEMS when PORTABLE RF communications equipment is used
closer to the MEDICAL ELECTRICAL EQUIPMENT than was recommended based on the IMMUNITY
TEST LEVELS that were specified in the third edition;

— specification of IMMUNITY tests and IMMUNITY TEST LEVELS according to the PORTS of the
MEDICAL ELECTRICAL EQUIPMENT Or MEDICAL ELECTRICAL SYSTEM,;

— specification of IMMUNITY TEST LEVELS based on the reasonably foreseeable maximum level of
ELECTROMAGNETIC DISTURBANCES in the environments of INTENDED USE, resulting in some
IMMUNITY TEST LEVELS that are higher than in the previous edition; and

— better harmonization with the RISK concepts of BASIC SAFETY and ESSENTIAL PERFORMANCE,
including deletion of the defined term “life-supporting”;

and the following additions:

— guidance for determination of IMMUNITY TEST LEVELS for SPECIAL ENVIRONMENTS;

— guidance for adjustment of IMMUNITY TEST LEVELS when special considerations of mitigations
or INTENDED USE are applicable;

— guidance on RISK MANAGEMENT for BASIC SAFETY and ESSENTIAL PERFORMANCE with regard to
ELECTROMAGNETIC DISTURBANCES; and

— guidance on identification of IMMUNITY pass/fail criteria.

The text of this collateral standard is based on the following documents:

FDIS Report on voting
62A/916/FDIS 62A/924/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

In the 60601 series of publications, collateral standards specify general requirements for safety
applicable to:

— asubgroup of MEDICAL ELECTRICAL EQUIPMENT (e.g. radiological equipment); or

— a specific characteristic of all MEDICAL ELECTRICAL EQUIPMENT, not fully addressed in the
general standard (e.g. ALARM SYSTEMS).

In this collateral standard, the following print types are used:

— Requirements and definitions: roman type.
— Test specifications: italic type.

— Informative material appearing outside of tables, such as notes, examples and references: in smaller type.
Normative text of tables is also in a smaller type.
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— TERMS DEFINED IN CLAUSE 3 OF THE GENERAL STANDARD, IN THIS COLLATERAL STANDARD OR AS
NOTED: SMALL CAPITALS.

In referring to the structure of this collateral standard, the term

— “clause” means one of the numbered divisions within the table of contents, inclusive of all
subdivisions (e.g. Clause 1 includes 1.1, 1.2, etc.);
“subclause” means a numbered subdivision of a clause (e.g. 1.1, 1.2 and 1.3.1 are all
subclauses of Clause 1).

References to clauses within this collateral standard are preceded by the term “Clause” followed
by the clause number. References to subclauses within this collateral standard are by number
only.

In this collateral standard, the conjunctive “or” is used as an “inclusive or” so a statement is true
if any combination of the conditions is true.

The verbal forms used in this collateral standard conform to usage described in Annex H of the
ISO/IEC Directives, Part 2. For the purposes of this collateral standard, the auxiliary verb:

— “shall” means that compliance with a requirement or a test is mandatory for compliance with
this collateral standard;

— “should” means that compliance with a requirement or a test is recommended but is not
mandatory for compliance with this collateral standard;

— “may” is used to describe a permissible way to achieve compliance with a requirement or test.

An asterisk (*) as the first character of a title or at the beginning of a paragraph or table title
indicates that there is guidance or rationale related to that item in Annex A.

A list of all parts of the IEC 60601 series, published under the general title Medical electrical
equipment, can be found on the IEC website.

The committee has decided that the contents of this publication will remain unchanged until the
stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data related to
the specific publication. At this date, the publication will be

e reconfirmed,
e withdrawn,

e replaced by a revised edition, or

e amended.

NOTE The attention of National Committees is drawn to the fact that equipment manufacturers and testing
organizations may need a transitional period following publication of a new, amended or revised IEC publication in
which to make products in accordance with the new requirements and to equip them for conducting new or revised
tests. It is the recommendation of the committee that the content of this publication be adopted for mandatory
implementation nationally not earlier than 3 years from the date of publication.

IMPORTANT - The “color inside” logo on the cover page of this publication indicates
that it contains colors which are considered to be useful for the correct understanding
of its contents. Users should therefore print this publication using a color printer.
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INTRODUCTION

The need for establishing specific standards for BASIC SAFETY and ESSENTIAL PERFORMANCE with
regard to ELECTROMAGNETIC DISTURBANCES for MEDICAL ELECTRICAL EQUIPMENT and MEDICAL
ELECTRICAL SYSTEMS is well recognized.

The requirements and tests specified by this collateral standard are generally applicable to
MEDICAL ELECTRICAL EQUIPMENT and MEDICAL ELECTRICAL SYSTEMS as defined in 3.63 and 3.64 in
the general standard. For certain types of MEDICAL ELECTRICAL EQUIPMENT and MEDICAL
ELECTRICAL SYSTEMS, these requirements might need to be modified by the special requirements
of a particular standard. Writers of particular standards are encouraged to refer to Annex D for
guidance in the application of this collateral standard.

MEDICAL ELECTRICAL EQUIPMENT and MEDICAL ELECTRICAL SYSTEMS are expected to provide their
BASIC SAFETY and ESSENTIAL PERFORMANCE without interfering with other equipment and systems
in the ELECTROMAGNETIC ENVIRONMENTS in which they are intended by their MANUFACTURER to be
used. The application of ELECTROMAGNETIC EMISSION standards is essential for the protection of:

safety services;

other MEDICAL ELECTRICAL EQUIPMENT and MEDICAL ELECTRICAL SYSTEMS;
— non-ME EQUIPMENT (e.g. computers);
— telecommunications (e.g. radio/TV, telephone, radio-navigation).

Of even more importance, the application of ELECTROMAGNETIC IMMUNITY standards is essential to
ensure safety of MEDICAL ELECTRICAL EQUIPMENT and MEDICAL ELECTRICAL SYSTEMS. To ensure
safety, MEDICAL ELECTRICAL EQUIPMENT and MEDICAL ELECTRICAL SYSTEMS are expected to provide
their BASIC SAFETY and ESSENTIAL PERFORMANCE in the ELECTROMAGNETIC ENVIRONMENTS of
INTENDED USE throughout their EXPECTED SERVICE LIFE.

This collateral standard specifies IMMUNITY TEST LEVELS for safety for ME EQUIPMENT and ME
SYSTEMS intended by their MANUFACTURER for use in the professional healthcare facility
environment or the HOME HEALTHCARE ENVIRONMENT. It recognizes that RF wireless
communications equipment can no longer be prohibited from most PATIENT ENVIRONMENTS
because in many cases it has become essential to the efficient provision of healthcare. This
collateral standard also recognizes that, for certain SPECIAL ENVIRONMENTS, higher or lower
IMMUNITY TEST LEVELS than those specified for the professional healthcare facility environment
and the HOME HEALTHCARE ENVIRONMENT might be appropriate. This collateral standard provides
guidance in determining appropriate IMMUNITY TEST LEVELS for SPECIAL ENVIRONMENTS.

The IMMUNITY TEST LEVELS specified for BASIC SAFETY and ESSENTIAL PERFORMANCE are based on
the reasonably foreseeable maximum of the ELECTROMAGNETIC DISTURBANCE phenomena in the
applicable environments of INTENDED USE.

Not all ELECTROMAGNETIC DISTURBANCE phenomena are covered by this collateral standard, as it
is not practical to do so. MANUFACTURERS of MEDICAL ELECTRICAL EQUIPMENT and MEDICAL
ELECTRICAL SYSTEMS need to address this during their RISK ASSESSMENT and evaluate if other
ELECTROMAGNETIC DISTURBANCE phenomena could make their product unsafe. This evaluation
should be based on the environments of INTENDED USE and the reasonably foreseeable maximum
levels of ELECTROMAGNETIC DISTURBANCES expected throughout the EXPECTED SERVICE LIFE.

This collateral standard recognizes that the MANUFACTURER has the responsibility to design and
perform VERIFICATION of MEDICAL ELECTRICAL EQUIPMENT and MEDICAL ELECTRICAL SYSTEMS to meet
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the requirements of this collateral standard and to disclose information to the RESPONSIBLE
ORGANIZATION Or OPERATOR SO that the MEDICAL ELECTRICAL EQUIPMENT Or MEDICAL ELECTRICAL
SYSTEM will remain safe throughout its EXPECTED SERVICE LIFE.

This collateral standard provides guidance in incorporating considerations regarding
ELECTROMAGNETIC DISTURBANCES into the RISK MANAGEMENT PROCESS.

This collateral standard is based on existing IEC standards prepared by subcommittee 62A,
technical committee 77 (ELECTROMAGNETIC COMPATIBILITY between electrical equipment including
networks), 1SO (International standards organization), and CISPR (International special
committee on radio interference).
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American National Standard ANSI/AAMI/ISO 60601-1-2:2014

MEDICAL ELECTRICAL EQUIPMENT -

Part 1-2: General requirements for basic safety and essential
performance — Collateral Standard: Electromagnetic
disturbances — Requirements and tests

1 Scope, object and related standards

1.1 * Scope

This International Standard applies to the BASIC SAFETY and ESSENTIAL PERFORMANCE Of MEDICAL
ELECTRICAL EQUIPMENT and MEDICAL ELECTRICAL SYSTEMS, hereafter referred to as ME EQUIPMENT
and ME SYSTEMS.

This collateral standard applies to the BASIC SAFETY and ESSENTIAL PERFORMANCE of
ME EQUIPMENT and ME SYSTEMS in the presence of ELECTROMAGNETIC DISTURBANCES and to
ELECTROMAGNETIC DISTURBANCES emitted by ME EQUIPMENT and ME SYSTEMS.

BASIC SAFETY with regard to ELECTROMAGNETIC DISTURBANCES is applicable to all ME EQUIPMENT
and ME SYSTEMS.

1.2 Object

The object of this collateral standard is to specify general requirements and tests for BASIC
SAFETY and ESSENTIAL PERFORMANCE with regard to ELECTROMAGNETIC DISTURBANCES and for
ELECTROMAGNETIC EMISSIONS of ME EQUIPMENT and ME SYSTEMS. They are in addition to the
requirements of the general standard and serve as the basis for particular standards.

1.3 Related standards
1.3.1 IEC 60601-1

For ME EQUIPMENT and ME SYSTEMS, this collateral standard complements IEC 60601-1.

When referring to IEC 60601-1 or to this collateral standard, either individually or in combination,
the following conventions are used:

— "the general standard" designates IEC 60601-1 alone (IEC 60601-1:2005+A1:2012);
— "this collateral standard" designates IEC 60601-1-2 alone;

— "this standard" designates the combination of the general standard and this collateral
standard.

1.3.2 Particular standards

A requirement in a particular standard takes priority over the corresponding requirement in this
collateral standard.
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2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

NOTE The way in which these referenced documents are cited in normative requirements determines the extent (in
whole or in part) to which they apply.

IEC 60601-1:20051), Medical electrical equipment — Part 1: General requirements for basic
safety and essential performance
Amendment 1:2012

IEC 60601-1-8:20062), Medical electrical equipment — Part 1-8: General requirements for basic
safety and essential performance — Collateral standard: General requirements, tests and
guidance for alarm systems in medical electrical equipment and medical electrical systems
Amendment 1:2012

IEC 60601-1-11:2010, Medical electrical equipment — Part 1-11: General requirements for basic
safety and essential performance — Collateral Standard: Requirements for medical electrical
equipment and medical electrical systems used in the home healthcare environment

IEC 60601-1-12__3) Medical electrical equipment — Part 1-12: General requirements for basic
safety and essential performance — Collateral Standard: Requirements for medical electrical
equipment and medical electrical systems intended for use in the emergency medical services
environment

IEC 60601-2-2:2009, Medical electrical equipment — Part 2-2: Particular requirements for the
basic safety and essential performance of high frequency surgical equipment and high frequency
surgical accessories

IEC 60601-2-3:2012, Medical electrical equipment — Part 2-3: Particular requirements for the
basic safety and essential performance of short-wave therapy equipment

IEC 61000-3-2:20054), Electromagnetic compatibility (EMC) — Part 3-2: Limits — Limits for
harmonic current emissions (equipment input current <16 A per phase)

Amendment 1:2008

Amendment 2:2009

IEC 61000-3-3:2013, Electromagnetic compatibility (EMC) - Part 3-3: Limits — Limitation
of voltage changes, voltage fluctuations and flicker in public low-voltage supply systems, for
equipment with rated current <16 A per phase and not subject to conditional connection

IEC 61000-4-2:2008, Electromagnetic compatibility (EMC) — Part 4-2: Testing and measurement
techniques — Electrostatic discharge immunity test

1) There exists a consolidated edition 3.1, including IEC 60601-1:2005 and its Amendment 1:2012.
2) There exists a consolidated edition 2.1, including IEC 60601-1-8:2006 and its Amendment 1:2012.
3) To be published.

4) There exists a consolidated edition 3.2, including IEC 61000-3-2:2005 and its Amendment 1:2008 and Amendment
2:2009.
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IEC 61000-4-3:20065), Electromagnetic compatibility (EMC) — Part 4-3: Testing and measure-
ment techniques — Radiated, radio-frequency, electromagnetic field immunity test

Amendment 1:2007

Amendment 2:2010

IEC 61000-4-4:2012, Electromagnetic compatibility (EMC) — Part 4-4: Testing and measurement
techniques — Electrical fast transient/burst immunity test

IEC 61000-4-5:2005, Electromagnetic compatibility (EMC) — Part 4-5: Testing and measurement
techniques — Surge immunity test

IEC 61000-4-6:2013, Electromagnetic compatibility (EMC) — Part 4-6: Testing and measurement
technigues — Immunity to conducted disturbances, induced by radio-frequency fields

IEC 61000-4-8:2009, Electromagnetic compatibility (EMC) — Part 4-8: Testing and measurement
techniques — Power frequency magnetic field immunity test

IEC 61000-4-11:2004, Electromagnetic compatibility (EMC) — Part 4-11: Testing and measuring
technigues —Voltage dips, short interruptions and voltage variations immunity tests

CISPR 11:20096), Industrial, scientific and medical equipment — Radio-frequency disturbance
characteristics — Limits and methods of measurement
Amendment 1:2010

CISPR 14-1:2005, Electromagnetic compatibility — Requirements for household appliances,
electric tools and similar apparatus — Part 1: Emission

CISPR 16-1-2:20037), Specification for radio disturbance and immunity measuring apparatus and
methods — Part 1-2: Radio disturbance and immunity measuring apparatus — Ancillary equipment
— Conducted disturbances

Amendment 1:2004

Amendment 2:2006

CISPR 32:2012, Electromagnetic compatibility of multimedia equipment — Emission requirements
ISO 7137:1995, Aircraft — Environmental conditions and test procedures for airborne equipment

ISO 7637-2:2011, Road vehicles — Electrical disturbances from conduction and coupling — Part 2:
Electrical transient conduction along supply lines only

ISO 14971:2007, Medical devices — Application of risk management to medical devices

5) There exists a consolidated edition 3.2, including IEC 61000-4-3:2006 and its Amendment 1:2007 and Amendment
2:2010.

6) There exists a consolidated edition 5.1, including CISPR 11:2009 and its Amendment 1:2010.

7) There exists a consolidated edition 1.2, including CISPR 16-1-2:2003 and its Amendment 1:2004 and Amendment
2:2006.
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3 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 60601-1:2005+
A1:2012, |EC 60601-1-8:2006+A1:2012, IEC 60601-1-11:2010, IEC 60601-1-12:--- 8 )
IEC 60601-2-2:2009, IEC 60601-2-3:2012 and the following definitions apply.

NOTE 1 Where the terms “voltage” and “current” are used in this document, they mean the r.m.s. values of an
alternating, direct or composite voltage or current unless stated otherwise.

NOTE 2 The term “electrical equipment” is used to mean ME EQUIPMENT or other electrical equipment. This collateral
standard also uses the term “equipment” to mean ME EQUIPMENT or other electrical or non-electrical equipment in the
context of an ME SYSTEM.

NOTE 3 An index of defined terms is found beginning on page 85.

3.1

* EFFECTIVE RADIATED POWER (of any device in a given direction)

ERP

the power required at the input of a lossless reference antenna to produce, in a given direction at
any specified distance, the same power flux density as that radiated by a given device

Note 1 to entry: As used by the ITU and as used in Chapter 712 of the International Electrotechnical Vocabulary, the
term “EFFECTIVE RADIATED POWER” appears without qualification only when the reference antenna is a half-wave dipole.

[SOURCE: IEC 60050-161:1990, 161-04-16, modified — Note 1 has been made clearer.]

3.2

ELECTROMAGNETIC COMPATIBILITY

EMC

ability of ME EQUIPMENT or an ME SYSTEM to function satisfactorily in its EM ENVIRONMENT without
introducing intolerable ELECTROMAGNETIC DISTURBANCES to anything in that environment

[SOURCE: IEC 60050-161:1990, 161-01-07, modified — “an equipment or system” has been
changed to “ME EQUIPMENT Or an ME SYSTEM".]

3.3

ELECTROMAGNETIC DISTURBANCE

EM DISTURBANCE

any electromagnetic phenomenon that could degrade the performance of a device, equipment or
system

Note 1 to entry: An ELECTROMAGNETIC DISTURBANCE can be ELECTROMAGNETIC NOISE, an unwanted signal or a change
in the propagation medium itself.

[SOURCE: IEC 60050-161:1990,161-01-05, modified — “which” has been changed to “that” and
“may” has been changed to “could” and “can”, respectively, and the phrase "or adversely affect
living or inert matter" has been deleted.]

3.4
(ELECTROMAGNETIC) EMISSION
the phenomenon by which electromagnetic energy emanates from a source

[SOURCE: IEC 60050-161:1990, 161-01-08]

8) To be published.
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3.5

ELECTROMAGNETIC ENVIRONMENT

EM ENVIRONMENT

the totality of electromagnetic phenomena existing at a given location

Note 1 to entry: In general, the EM ENVIRONMENT is time dependent and its description might need a statistical
approach.

[SOURCE: IEC 60050-161:1990, 161-01-01, modified — “may” has been changed to “might” in
the note.]

3.6

ELECTROSTATIC DISCHARGE

ESD

a transfer of electric charge between bodies of different electrostatic potential in proximity or
through direct contact

[SOURCE: IEC 60050-161:1990, 161-01-22]

3.7

ENCLOSURE PORT

physical boundary of the ME EQUIPMENT or ME SYSTEM that electromagnetic fields can radiate
through or impinge on

Note 1 to entry: According to Annex A of the general standard, the ENCLOSURE of ME EQUIPMENT Or ME EQUIPMENT
parts includes all ACCESSIBLE PARTS, knobs, grips, cables, connectors and the like. This includes any ACCESSIBLE PARTS
of external connections between other separate parts.

[SOURCE: IEC 61000-6-1:2005, 3.2, modified — clarification added, “apparatus” changed to “ME

EQUIPMENT Or ME SYSTEM”, “may” changed to “can”, “which” changed to “that” and rationale from

IEC 60601-1 for the definition of ENCLOSURE added in the form of a note to entry.]

3.8

* IMMUNITY (TO A DISTURBANCE)

the ability of ME EQUIPMENT or an ME SYSTEM to perform without degradation in the presence of an
ELECTROMAGNETIC DISTURBANCE

[SOURCE: IEC 60050-161:1990, 161-01-20, modified — “a device, equipment or system” has
been changed to “ME EQUIPMENT or an ME SYSTEM".]

3.9

IMMUNITY TEST LEVEL

the level of a test signal used to simulate an ELECTROMAGNETIC DISTURBANCE when performing an
IMMUNITY test

[SOURCE: IEC 60050-161:1990, 161-04-41]

3.10

INFORMATION TECHNOLOGY EQUIPMENT
ITE

equipment designed for the purpose of

a) receiving data from an external source (such as a data input line or via a keyboard);
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b) performing some processing functions on the received data (such as computation, data
transformation or recording, filing, sorting, storage, transfer of data);

c) providing a data output (either to other equipment or by the reproduction of data or images)

Note 1 to entry: This definition includes electrical or electronic units or systems that predominantly generate a
multiplicity of periodic binary pulsed electrical or electronic waveforms and are designed to perform data processing
functions such as word processing, electronic computation, data transformation, recording, filing, sorting, storage,
retrieval and transfer, and reproduction of data as images.

[SOURCE: IEC 60050-161:1990, 161-05-04]

3.11

INTERMITTENT MODE

for an X-ray generator, mode of loading an X-ray tube where the electric energy is supplied to
the tube in single, intermittent or pulsed loadings, as for example in radiography,
cineradiography

[SOURCE: IEC/TR 60788:2004, rm-36-41]

3.12
LARGE ME EQUIPMENT
ME EQUIPMENT that cannot fit within a 2 m x 2 m x 2.5 m volume, excluding cables

3.13

LARGE ME SYSTEM

ME SYSTEM that cannot fit within a 2 m x 2 m x 2.5 m volume, excluding cables; this includes
distributed ME SYSTEMS

3.14
LOW VOLTAGE
line-to-line or line-to-neutral voltage that is less than or equal to 1,000 V a.c. or 1,500 V d.c.

3.15

PATIENT-COUPLED

term referring to the presence of a path for the transfer of electromagnetic energy to or from the
PATIENT, whether intended or unintended

Note 1 to entry: Examples of types of coupling include conductive, capacitive, inductive and optical.

3.16

PATIENT COUPLING POINT

a sensing or treatment point of ME EQUIPMENT that is necessary to achieve the INTENDED USE of
the ME EQUIPMENT or an ME SYSTEM and that provides a path for transfer of electromagnetic
energy to or from the PATIENT, whether intended or unintended

Note 1 to entry: Examples of types of coupling include conductive, capacitive, inductive and optical.

3.17

PORT

access to a device or network where electromagnetic energy or signals can be supplied or
received or where the device or network variables can be observed or measured

Note 1 to entry: Examples of PORTS include terminal pairs, PATIENT cables (PATIENT CONNECTIONS), SIGNAL
INPUT/OUTPUT PARTS such as data ports and USB connections, battery charger connections, and the ENCLOSURE itself
(i.e. ENCLOSURE PORT).
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[SOURCE: IEC 60050-131:2002, 131-12-60, modified — “may” has been changed to “can” and
more examples have been added to the note to entry.]

3.18
* PUBLIC MAINS NETWORK
LOW VOLTAGE electricity power lines to which all categories of consumers have access

3.19

RADIO FREQUENCY

RF

a frequency in the portion of the electromagnetic spectrum that is between the audio-frequency
portion and the infrared portion; frequency useful for radio transmission

[SOURCE: ANSI C63.14 4.313, modified — the note regarding the practical limits of RADIO
FREQUENCY has been omitted.]

3.20

SPECIAL ENVIRONMENT

ELECTROMAGNETIC ENVIRONMENT with electromagnetic characteristics different from those
specified in this collateral standard in Table 2 through Table 9 or that requires EMISSIONS limits,
IMMUNITY TEST LEVELS or test methods that are different from those specified for the professional
healthcare facility environment and the HOME HEALTHCARE ENVIRONMENT

4 General requirements

4.1 RISK MANAGEMENT PROCESS for ME EQUIPMENT and ME SYSTEMS

RiIsks resulting from reasonably foreseeable ELECTROMAGNETIC DISTURBANCES shall be taken into
account in the RISK MANAGEMENT PROCESS.

NOTE 1 Annex F provides additional guidance on taking ELECTROMAGNETIC DISTURBANCES into account in the RISK
MANAGEMENT PROCESS.

NOTE 2 This collateral standard requires the MANUFACTURER to perform a number of activities with regard to EM

DISTURBANCES during the design and realization of their ME EQUIPMENT or ME SYSTEM, and to document them in the RISK
MANAGEMENT FILE. However, EMC test laboratories cannot be expected to perform or document these activities.

Compliance is checked by verifying the presence of the corresponding entries in the RISK
MANAGEMENT FILE.

4.2 * Non-ME EQUIPMENT used in an ME SYSTEM
In addition to 16.1 of the general standard:

— nhon-ME EQUIPMENT used in an ME SYSTEM shall comply with IEC and ISO EMC standards
applicable to that equipment;

— non-ME EQUIPMENT used in an ME SYSTEM for which the intended EM ENVIRONMENT could result
in the loss of BASIC SAFETY Or ESSENTIAL PERFORMANCE of the ME SYSTEM due to the non-ME
EQUIPMENT shall be tested according to the requirements of this collateral standard.

Compliance is checked by inspection of the RISK MANAGEMENT FILE and OBJECTIVE EVIDENCE of
compliance with the respective EMC standards, or by the tests of this collateral standard.
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4.3 General test conditions
4.3.1 * Configurations

ME EQUIPMENT and ME SYSTEMS shall be tested in representative configurations, consistent with
INTENDED USE, that are most likely to result in unacceptable RISK. as determined by the
MANUFACTURER. This shall be determined using RISK ANALYSIS, experience, engineering analysis,
or pretesting.

These configurations shall include:

— attachment of cables to all PORTS as necessary to achieve the INTENDED USE (including
sIP/sopPs and, if applicable, the POTENTIAL EQUALIZATION CONDUCTOR);

— attachment of all tubing and filling of all fluid containers;

— termination of the cables with the intended equipment, subsystem simulators as specified in
7.1.4 and 8.5, PATIENT physiological simulators as specified in 7.1.9 and 8.2 or artificial hands
as specified in 7.1.10 and 8.4;

— earthing on the ENCLOSURE PORT, if applicable, including connections to the terminal for the
connection of a POTENTIAL EQUALIZATION CONDUCTOR;

— use of cables and connectors that meet the specifications of the ME EQUIPMENT or ME SYSTEM
MANUFACTURER.

Special ME EQUIPMENT or ME SYSTEM hardware or software might be needed to perform the tests
specified in Clause 7 and Clause 8. If so, this should be documented in the test plan and shall be
documented in the test report.

Compliance is checked by inspection of the test report and the RISK MANAGEMENT FILE.

4.3.2 Artificial hand
Where an artificial hand is required by this collateral standard, it shall be connected as follows:

— For PATIENT COUPLING POINTS that do not have a conductive contact, the PATIENT COUPLING
POINT is terminated with the artificial hand and (series) RC element shown in Figure 9a of 8.3
of CISPR 16-1-2 (see Figure 1). The metal foil of the artificial hand is sized and placed to
simulate the approximate area and location of PATIENT coupling when the ME EQUIPMENT or ME
SYSTEM is providing its INTENDED USE. The metal foil of the artificial hand is connected to
terminal M of the RC element and the other terminal of the RC element is connected to the
ground reference plane.

— For PATIENT COUPLING POINTS that have conductive contact to the PATIENT (PATIENT
CONNECTION), terminal M of the RC element is connected directly to the PATIENT COUPLING
POINT, and the other terminal of the RC element is connected to the ground reference plane.
If normal operation of the ME EQUIPMENT or ME SYSTEM cannot be verified with terminal M
connected to the PATIENT COUPLING POINT, an insulating material with a maximum thickness of
5 mm may be applied between the metal foil of the artificial hand and the PATIENT COUPLING
POINT. In this case, the metal foil of the artificial hand is to be sized and placed to simulate
the approximate area and location of PATIENT coupling when the ME EQUIPMENT Or ME SYSTEM
is providing its INTENDED USE, and terminal M of the RC element is to be connected to the
metal foil but not to the PATIENT COUPLING POINT. The other terminal of the RC element is
connected to the ground reference plane in all cases.

— For ME EQUIPMENT and ME SYSTEMS that have multiple PATIENT COUPLING POINTS intended to be
connected to a single PATIENT, each PATIENT COUPLING POINT and each PATIENT-COUPLED part
is to have an artificial hand applied as specified above. The artificial hands are connected to
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a single common connection and this common connection is connected to terminal M of the
RC element, as specified in 8.3 of CISPR 16-1-2. For ME EQUIPMENT and ME SYSTEMS
intended to be connected to multiple PATIENTS, artificial hands are to be applied as specified
above and a separate common connection and RC element is to be used for each PATIENT for
which the capacitive coupling effect and RF impedance is to be simulated. The other terminal
of each RC element is connected to the ground reference plane in all cases.

-

510Q+10%

220 pF +20 %

IEC 0640/14

Figure 1 — RC element of the artificial hand

4.3.3 * Power input voltages and frequencies

If a test is applicable, it shall be performed using the power input voltages and frequencies
specified in Table 1. The test report shall list the actual voltages and frequencies used during
testing.

Compliance is checked by inspection of the test report.
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Table 1 — Power input voltages and frequencies during the tests (1 of 2)

Test Power input voltage Line frequency
Mains terminal disturbance voltage Any one voltage 2 Any one frequency ®
(conducted EMISSIONS)
CISPR 11
Electromagnetic radiation disturbance Any one voltage & Any one frequency ?
(radiated EMISSIONS)
CISPR 11

For ME EQUIPMENT and ME SYSTEMS RATED 50 Hz or 60 Hz

220V to 240 V or 380 V to 415 V:

Harmonic current EMISSIONS If RATED at a single voltage, that voltage.

IEC 61000-3-2 If single-phase and a range is specified,

230V

If three-phase and a range is specified,
400 V

For ME EQUIPMENT and ME SYSTEMS RATED 50 Hz
220 V to 250 V line to neutral:

Voltage changes, voltage fluctuations If RATED at a single voltage, that voltage.

and flicker EMISSIONS If single-phase and a range is specified,
IEC 61000-3-3 230V

If three-phase and a range is specified,
400 V

ELECTROSTATIC DISCHARGE IMMUNITY

Any one voltage 2 Any one frequency ?)
IEC 61000-4-2 y g y g y

Radiated RF electromagnetic field
IMMUNITY Any one voltage @ Any one frequency ?)
IEC 61000-4-3

IMMUNITY to proximity fields from RF
wireless communications equipment Any one voltage 2 Any one frequency ?)
IEC 61000-4-3 (interim method)

Electrical fast transient/burst IMMUNITY

—a.c. mains Any one voltage 2 Any one frequency )
IEC 61000-4-4

Electrical fast transient/burst IMMUNITY
— 1/0O sIP/sOP PORTS Any one voltage @ Any one frequency ?
IEC 61000-4-4

Surge IMMUNITY

Any one voltage 2 Any one frequency ?)
IEC 61000-4-5 y g y g y

IMMUNITY to conducted DISTURBANCES
induced by RF fields

(conducted RF DISTURBANCE
IMMUNITY)
—a.c. mains

IEC 61000-4-6

Any one voltage @ Any one frequency ?)

IMMUNITY to conducted DISTURBANCES
induced by RF fields

(conducted DISTURBANCE IMMUNITY) Any one voltage @ Any one frequency ?)
— SIP/SOP PORTS

IEC 61000-4-6
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Table 1 (2 of 2)

Test Power input voltage Line frequency
o Either 50 Hz or 60 Hz. During the
Power frequency magnetic field test, the frequency of the
IMMUNITY Any one voltage @ generated magnetic field and the
IEC 61000-4-8 line frequency of the ME EQUIPMENT

or M sysTEM shall be the same.P)

If the RATED voltage range < 25 %

Voltage dips, short interruptions of the lowest RATED input voltage,

and voltage variations IMMUNITY one RATED input voltage. Any one frequency )
IEC 61000-4-11 Otherwise, minimum and maximum
c) d)

RATED voltage

NOTE *“Mains terminal disturbance voltage” is a CISPR 11 term for what is commonly referred to as "mains
conducted EMISSIONS".

3) The test may be performed at any one power input voltage within the ME EQUIPMENT Or ME SYSTEM RATED

voltage range. If the ME EQUIPMENT or ME SYSTEM is tested at one power input voltage, it is not necessary to
re-test at additional voltages.

The test may be performed at any one line frequency within the ME EQUIPMENT Or ME SYSTEM RATED
frequency range. If the ME EQUIPMENT or ME SYSTEM is tested at one line frequency, it is not necessary to re-
test at additional frequencies.
© Examples:
— The RATED voltage range is 100 V a.c. to 240 V a.c.

240 V a.c. — 100 V a.c. = 140 V a.c. (range)

25 % of 100 V a.c. is 25 V a.c.

140V a.c. > 25V a.c.

Therefore, the ME EQUIPMENT or ME SYSTEM is tested at the minimum and maximum RATED voltage.

— The RATED voltage range is 220 V a.c. to 240 V a.c.
240V a.c. — 220 V a.c. = 20 V a.c. (range)
25 % of 220 V a.c. is 55 V a.c.
20V a.c. <55V a.c.
Therefore, the ME EQUIPMENT or ME SYSTEM is tested at one voltage within the RATED range.

ME EQUIPMENT and ME SYSTEMS with power input voltage selection by transformer taps shall be tested at only
one tap setting.

5 ME EQUIPMENT and ME SYSTEMS identification, marking and documents

5.1 Additional requirements for marking on the outside of ME EQUIPMENT and ME SYSTEMS
that are specified for use only in a shielded location SPECIAL ENVIRONMENT

In addition to the requirements of 7.2 of the general standard, ME EQUIPMENT and ME SYSTEMS
specified for use only in a shielded location SPECIAL ENVIRONMENT shall be labelled with a
CLEARLY LEGIBLE warning that they should be used only in the specified type of shielded location.

Compliance is checked by inspection of the ME EQUIPMENT Or ME SYSTEM.
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5.2 ACCOMPANYING DOCUMENTS
5.2.1 Instructions for use
5.2.1.1 * General

In addition to the requirements of 7.9.2 of the general standard, the instructions for use shall
include the following:

a) * a statement of the environments for which the ME EQUIPMENT oOr ME SYSTEM is suitable.
Relevant exclusions, as determined by RISK ANALYSIS, shall also be listed, e.g. hospitals
except for near active HF SURGICAL EQUIPMENT and the RF shielded room of an ME SYSTEM for
magnetic resonance imaging, where the intensity of EM DISTURBANCES is high.

b) *the performance of the ME EQUIPMENT or ME SYSTEM that was determined to be ESSENTIAL
PERFORMANCE and a description of what the OPERATOR can expect if the ESSENTIAL
PERFORMANCE is lost or degraded due to EM DISTURBANCES (the defined term “ESSENTIAL
PERFORMANCE” need not be used).

c) *a warning statement to the effect that “WARNING: Use of this equipment adjacent to or
stacked with other equipment should be avoided because it could result in improper
operation. If such use is necessary, this equipment and the other equipment should be
observed to verify that they are operating normally.”

The MANUFACTURER of the ME EQUIPMENT Or ME SYSTEM may provide a description or list of
equipment with which the ME EQUIPMENT or ME SYSTEM has been tested in a stacked or
adjacent configuration and with which stacked or adjacent use resulted in normal operation.

d) *a list of all cables and maximum lengths of cables (if applicable), transducers and other
ACCESSORIES that are replaceable by the RESPONSIBLE ORGANIZATION and that are likely to
affect compliance of the ME EQUIPMENT or ME SYSTEM with the requirements of Clause 7
(EMIsSsIONS) and Clause 8 (IMMUNITY). ACCESSORIES may be specified either generically (e.g.
shielded cable, load impedance) or specifically (e.g. by MANUFACTURER and MODEL OR TYPE
REFERENCE).

Transducers and cables specified by the MANUFACTURER of the ME EQUIPMENT Or ME SYSTEM
as replacement parts for internal components need not be listed.

e) *a warning statement to the effect that “WARNING: Use of accessories, transducers and
cables other than those specified or provided by the manufacturer of this equipment could
result in increased electromagnetic emissions or decreased electromagnetic immunity of this
equipment and result in improper operation.”

f) *a warning statement to the effect that: “WARNING: Portable RF communications equipment
(including peripherals such as antenna cables and external antennas) should be used no
closer than 30 cm (12 inches) to any part of the [ME EQUIPMENT or ME SYSTEM], including
cables specified by the manufacturer. Otherwise, degradation of the performance of this
equipment could result.”

In the above warning, “[ME EQUIPMENT or ME SYSTEM]” shall be replaced with the MODEL OR
TYPE REFERENCE oOf the ME EQUIPMENT Or ME SYSTEM.

If higher IMMUNITY TEST LEVELS than those specified in Table 9 are used, the minimum separation
distance may be lowered. Lower minimum separation distances shall be calculated using the
equation specified in 8.10.
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5.21.2 Requirements applicable to ME EQUIPMENT and ME SYSTEMS classified class A
according to CISPR 11

In addition to the requirements of 7.9.2 of the general standard, for ME EQUIPMENT and
ME SYSTEMS that are classified class A according to CISPR 11, the instructions for use shall
include the following note:

NOTE The EMISSIONS characteristics of this equipment make it suitable for use in industrial areas and hospitals
(CISPR 11 class A). If it is used in a residential environment (for which CISPR 11 class B is normally required) this
equipment might not offer adequate protection to radio-frequency communication services. The user might need to
take mitigation measures, such as relocating or re-orienting the equipment.

5.2.2 Technical description
5.2.2.1 Requirements applicable to all ME EQUIPMENT and ME SYSTEMS

In addition to the requirements of 7.9.3 of the general standard, the technical description shall
describe precautions to be taken to prevent adverse events to the PATIENT and OPERATOR due to
ELECTROMAGNETIC DISTURBANCES.

For all ME EQUIPMENT and ME SYSTEMS, the technical description shall include the following
information:

a) the compliance for each EMISSIONS and IMMUNITY standard or test specified by this collateral
standard, e.g. EMISSIONS class and group and IMMUNITY TEST LEVEL;

b) any deviations from this collateral standard and allowances used;

c) * all necessary instructions for maintaining BASIC SAFETY and ESSENTIAL PERFORMANCE with
regard to ELECTROMAGNETIC DISTURBANCES for the EXPECTED SERVICE LIFE.

5.2.2.2 Requirements applicable to ME EQUIPMENT and ME SYSTEMS specified for use only
in a shielded location SPECIAL ENVIRONMENT

In addition to the requirements of 7.9.3 of the general standard, for ME EQUIPMENT and
ME SYSTEMS specified for use only in a shielded location (see 7.1.5), the technical description
shall include the following information:

a) a warning to the effect that: “WARNING: Failure to use this equipment in the specified type of
shielded location could result in degradation of the performance of this equipment,
interference with other equipment or interference with radio services”;

b) specifications for the shielded location, including:
— minimum RF shielding effectiveness;

— for each cable that enters or exits the shielded location, the minimum RF filter attenuation;
and

— the frequency range(s) over which the specifications apply;

c) recommended test methods for measurement of RF shielding effectiveness and RF filter
attenuation;

d) one or more of the following and a recommendation that a notice containing this information
be posted at the entrance(s) to the shielded location:

— a specification of the EMISSIONS characteristics of other equipment allowed inside the
shielded location with the ME EQUIPMENT Oor ME SYSTEM,;

— alist of specific equipment allowed,;
— alist of types of equipment prohibited.
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5.2.2.3 Requirements applicable to ME EQUIPMENT that intentionally receives RF
electromagnetic energy for the purpose of its operation

In addition to the requirements of 7.9.3 of the general standard, for ME EQUIPMENT that
intentionally receives RF electromagnetic energy for the purpose of its operation (RF receivers),
the technical description shall include the following information:

— each frequency or frequency band of reception;

— the preferred frequency or frequency band, if applicable; and

— the bandwidth of the receiving section of the ME EQUIPMENT in those bands.

5.2.2.4 Requirements applicable to ME EQUIPMENT that includes RF transmitters

In addition to the requirements of 7.9.3 of the general standard, for ME EQUIPMENT that includes
RF transmitters, the technical description shall include each frequency or frequency band of
transmission, the type and frequency characteristics of the modulation and the EFFECTIVE
RADIATED POWER.

5.2.2.5 Requirements applicable to PERMANENTLY INSTALLED LARGE ME EQUIPMENT and
LARGE ME SYSTEMS

In addition to the requirements of 7.9.3 of the general standard, for PERMANENTLY INSTALLED
LARGE ME EQUIPMENT and LARGE ME SYSTEMS for which the exemption specified in 8.6 from the
testing requirements of IEC 61000-4-3 is used, the technical description shall include the
following information:

a) a statement that an exemption has been used and that the equipment has not been tested for
radiated RF IMMUNITY over the entire frequency range 80 MHz to 6 000 MHz;

b) a warning to the effect that “WARNING: This equipment has been tested for radiated RF
immunity only at selected frequencies, and use nearby of emitters at other frequencies could
result in improper operation”; and

c) a list of the frequencies and modulations used to test the IMMUNITY of the ME EQUIPMENT or
ME SYSTEM.

5.2.2.6 Requirements applicable to ME EQUIPMENT and ME SYSTEMS that claim
compatibility with HF SURGICAL EQUIPMENT

In addition to the requirements of 7.9.3 of the general standard, for ME EQUIPMENT and
ME SYSTEMS that claim compatibility with HF SURGICAL EQUIPMENT, the technical description shall

include a statement of HF SURGICAL EQUIPMENT compatibility and the conditions of INTENDED USE
during HF surgery.

For all of 5.2, compliance is checked by inspection of the ACCOMPANYING DOCUMENTS.

6 Documentation of the tests

6.1 General

The documentation of the tests shall contain all the information necessary to facilitate adequate
planning (test plan) and execution (test report) of the tests so that they can be readily
reproduced.

Compliance is checked by inspection of the test report.
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6.2 Test plan

Prior to the start of formal testing, a detailed test plan shall be provided to the test laboratory.
Deviations from the test plan shall be documented in the test report. See Annex G for guidance
on the recommended content of a test plan.

6.3 Test report

The test report shall meet the requirements of Clause 9.

7 ELECTROMAGNETIC EMISSIONS requirements for ME EQUIPMENT and ME SYSTEMS

71 Protection of radio services and other equipment
711 * General

Unless otherwise specified herein, ME EQUIPMENT and ME SYSTEMS shall comply with CISPR 11.
See Annex C for guidance on classification according to CISPR 11.

NOTE For further guidance on test setups, see CISPR 16-2-3.
7.1.2 Operating modes

During EMISSIONS testing, the ME EQUIPMENT or ME SYSTEM shall be tested in the modes that
maximize EMISSIONS. In addition to testing for EMISSIONS in active modes, inclusion of standby
mode should be considered. The operating modes selected for testing should be documented in
the test plan and shall be documented in the test report.

Compliance is checked by inspection of the test report.

7.1.3 Multimedia equipment

Multimedia equipment connected to ME EQUIPMENT and ME SYSTEMS shall comply with CISPR 32.
If CISPR 32 class A equipment is supplied as part of an ME SYSTEM, the ME SYSTEM shall be
classified class A.

NOTE Multimedia equipment includes INFORMATION TECHNOLOGY EQUIPMENT (ITE).
7.1.4 * Subsystems

Compliance with CISPR 11 may be demonstrated by testing each subsystem of an ME SYSTEM on
a subsystem basis, provided the requirements of CISPR 11 for evaluation of equipment that
interacts with other equipment to form a system are met.

7.1.5 ME EQUIPMENT and ME SYSTEMS specified for use only in a shielded location SPECIAL
ENVIRONMENT

For ME EQUIPMENT and ME SYSTEMS that are specified for use only in a shielded location SPECIAL
ENVIRONMENT, the electromagnetic radiation disturbance limits of CISPR 11 may be increased,
when tests are performed on a test site, by an amount up to the applicable specified value of
minimum RF shielding effectiveness, provided the minimum RF shielding effectiveness
specification meets the requirements specified below.
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