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11134 Industrial Moist Heat Sterilization,  Validation and Routine Control

Sterilization of health care products— Requirements for validation and

routine control—Industrial moist heat sterilization

ANSI/AAMI/ISO 11134—1993

(Revision of ANSI/AAMI ST25—1987)

American National Standard

Sterilization of health care products— Requirements for validation and routine control— Industrial moist heat

sterilization

Developed by

Association for the Advancement of Medical Instrumentation

Approved 16 December 1993  by

American National Standards Institute, Inc.

Abstract:

This standard establishes requirements and guidance for validation and routine control of moist heat

sterilization processes for health care products.

Committee representation

Association for the Advancement of Medical Instrumentation

The adoption of this International Standard as an American National Standard was approved by the AAMI

Industrial Moist Heat Sterilization Working Group,  under the auspices of the AAMI Sterilization Standards

Committee.  Committee approval of the recommended practice does not necessarily imply that all

committee,  subcommittee,  and working group members voted for its approval.

The AAMI Sterilization Standards Committee  has the following members:

Cochairs: Carl W.  Bruch,  PhD

Virginia C.  Chamberlain,  PhD

Members: Carl W.  Bruch,  PhD, Consultant,  Hudson,  WI

Virginia C.  Chamberlain,  PhD, Center for Devices and Radiological Health,  Food and

Drug Administration

Neal E.  Danielson,  HCA Wesley Medical Center

Judith Dowler,  Medical Devices Bureau,  Health Canada,  Ottawa, ON

Frank B.  Engley,  Jr. ,  PhD, Univ.  Missouri School of Medicine

Collette P.  Keyser,  RN, Alexandria,  VA (Colonel,  U.S.  Army,   Retired)

Robert F.  Morrissey,  PhD, Johnson & Johnson

Barry F.J.  Page,  Health Industry Manufacturers Association

Marimargaret Reichert,  RN, MA, Reichert Consulting,  Olmsted Falls,  OH

Janet K.  Schultz,  RN, AMSCO International

James Whitbourne,  Sterilization Technical Services

James L.  Whitby,  MA, MB, FRCP, Univ.  of Western Ontario,  London,  ON
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The AAMI Industrial Moist Heat Sterilization Working Group  has the following members:

Cochairs: Janet K.  Schultz

James M.  Gibson

Members: Virginia Chamberlain,  PhD, FDA

Richard J.  DeRisio,  Sorin Biomedical Inc.

Sarah A.  Deegan,  Infusaid — Pfizer

William F.  FitzGerald,  PE,  W.F.  FitzGerald and Associates

James M.  Gibson Jr. ,  Johnson & Johnson

John Karlovsky,  Baxter Healthcare Corporation

Carolyn Kinsley,  Becton Dickinson & Company

Michael S.  Korczynski,  Abbott Labs — Hospital Products Division

John Nygard,  Advanced Bio-Control Technologies

Gordon S.  Oxborrow, 3M Corporation

Paul Rodriquez,  Getinge International

Janet K.  Schultz,  RN, AMSCO International

Alternates: Robert F.  Morrissey,  PhD, Johnson & Johnson

Thelma Wilcott,  Becton Dickinson & Company

William E.  Young,  Baxter Healthcare Corporation

NOTE—Participation by federal agency representatives in the development of this standard does not

constitute endorsement by the federal government or any of its agencies.

Background of ANSI/AAMI adoption of ISO 11134:1994

Sterilization of health care products
 — Requirements for validation and routine control —

Industrial moist heat sterilization

The International Organization for Standardization (ISO) is a worldwide federation of national standards

bodies.  The United States is one of the ISO members that took an active role in the development of this

standard.

ISO 11134 was developed by ISO Technical Committee 198 to fill a need for an International Standard for

industrial moist heat sterilization of health care products.   TC 198 approved the standard in 1993  and it was

published by ISO in early 1994.  U.S.  participation in ISO/TC 198 is organized through the U.S.  Technical

Advisory Group for ISO/TC 198,  administered by the Association for the Advancement of Medical

Instrumentation.  The United States made a considerable contribution to this standard.

This International Standard is based on a draft standard prepared by the European Standardization

Committee (CEN) and also reflects the requirements of the previous edition (1987) of the American

National Standard,  Guideline for industrial moist heat sterilization of medical products  (ANSI/AAMI
ST25).

AAMI and ANSI procedures require that standards be reviewed and,  if necessary,  revised every five years to

reflect technological advances that may have occurred since publication.  AAMI encourages its committees

to harmonize their work with International Standards as much as possible.  As part of their review of

ANSI/AAMI ST25,  the AAMI Industrial Moist Heat Sterilization Working Group examined this

corresponding International Standard to determine to what extent the documents could be harmonized.

During this review, the Working Group decided to adopt ISO 11134 verbatim as the ANSI/AAMI revision.

While the ANSI/AAMI standard provides extensive guidance,  this International Standard mainly addresses

requirements.   The Working Group is developing a technical information report that will provide additional
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guidance to industrial users of moist heat sterilization.

The concepts incorporated in this standard should not be considered inflexible or static.  This standard,  like

any other,  must be reviewed and updated periodically to assimilate progressive technological developments.

To remain relevant,  it must be modified as technological advances are made and as new data comes to light.

Suggestions for improving this standard are invited.  Comments and suggested revisions should be sent to

Standards Department,  AAMI,  3330 Washington Boulevard,  Suite 400,  Arlington,  VA 22201 .

NOTE—Beginning with the ISO foreword on page vi,  this American National Standard is identical to ISO

11134:1994.

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards

bodies (ISO member bodies).  The work of preparing International Standards is normally carried out through

ISO technical committees.  Each member body interested in a subject for which a technical committee has

been established has the right to be represented on that committee.  International organizations,  governmental

and nongovernmental,  in liaison with ISO, also take part in the work.  ISO collaborates closely with the

International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are circulated to the member bodies for

voting.  Publication as an International Standard requires approval by at least 75% of the member bodies

casting a vote.

International Standard ISO 11134 was prepared by Technical Committee ISO/TC 198,  Sterilization of health
care products.

Annexes A,  B,  and C of this International Standard are for information only.

Introduction

The manufacture of a safe and sterile health care product requires attention to product characteristics and to

sterilization methods and controls.  This International Standard provides the essential elements of good

manufacturing practice for moist heat sterilization of health care products.

A sterile product is one that is free of viable microorganisms.  Even items produced under controlled

manufacturing conditions may,  prior to sterilization,  have microorganisms on them.  Such products are,  by

definition,  non-sterile.  The purpose of sterilization processing is to destroy the microbiological contaminants

on these non-sterile products.

The destruction of microorganisms by physical and chemical agents follows an exponential law.

Accordingly,  one can calculate a finite probability of a surviving microorganism regardless of the magnitude

of the delivered sterilization dose or treatment.

The probability of survival is a function of the number and types (species) of microorganisms present on the

product,  the sterilization process lethality,  and,  in some instances,  the environment in which the organisms

exist during treatment.

It follows that the sterility of individual items in a population of products sterilized cannot be guaranteed in

the absolute sense.  The probability of non-sterility of each individual product unit is derived mathematically.

For example,  with a probability of 10-6,  the likelihood of a non-sterile product unit is less than or equal to

one in a million.

Requirements for the quality system for the design,  development,  production,  supply,  installation and

servicing of health care products are given in the ISO 9000 series of standards.

The ISO 9000 series of standards designates certain processes used in the manufacture of health care
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products as "special"  in that the result cannot be fully verified by subsequent inspection or testing of the

product.  Sterilization is an example of a special process because efficacy cannot be verified by inspection or

testing of the product.  For this reason,  sterilization processes must be validated before use,  the process

routinely monitored and the equipment maintained.

1  Scope

This International Standard specifies requirements for the use of moist heat in sterilization process

development,  validation of the sterilization process,  and control of routine sterilization.

It covers all moist heat processes,  including saturated steam and air-steam mixtures,  and applies to all

industrial manufacturers and all others who perform contract moist heat sterilization.  Although moist heat

sterilization in non-industrial health care facilities is not specifically covered in this International Standard,

the principles outlined may be useful to the user of moist heat sterilization in these facilities.

NOTE 1  While the general requirements of this International Standard may apply to the sterilization of

pharmaceuticals,  other technical or regulatory requirements may also apply.

This International Standard does not cover the quality assurance system which is necessary to control all

stages of manufacture,  including the sterilization process.

2 Normative references

The following standards contain provisions which,  through reference in this text,  constitute provisions of

this International Standard.  At the time of publication,  the editions indicated were valid.  All standards are

subject to revision,  and parties to agreements based on this International Standard are encouraged to

investigate the possibility of applying the most recent editions of the standard indicated below.  Members of

IEC and ISO maintain registers of currently valid International Standards.

ISO 9001  :  1 987,  Quality systems—Model for quality assurance in design/development,  production,
installation and servicing.

ISO 9002 :  1987,  Quality systems—Model for quality assurance in production and installation.

ISO 9003  :  1987,  Quality systems—Model for quality assurance in final inspection and test.

ISO 11138-1—1 )  Sterilization of health care products— Biological indicators—Part 1:  General
requirements.

IEC 1010-1  :  1990,  Safety requirements for electrical equipment for measurement,  control,  and laboratory
use—Part 1:  General requirements.

IEC 1010-2-041 ,  Safety requirements for electrical equipment for measurement,  control,  and laboratory
use—Part 2-041:  Particular requirements for autoclaves using steam for the treatment of medical materials
and for laboratory purposes.

3 Definitions

For the purposes of this International Standard,  the following definitions apply.

3.1  air-steam mixture:  Uniform mixture of air and saturated steam used for sterilization.

NOTE 2 Air is used to compensate for pressures generated within sealed containers that exceed saturated

steam pressures.

3.2  bioburden:  Population of viable microorganisms on a raw material,  component,  a finished product and/or a

package.

3.3  certification:  Documented review and approval process carried out as a final step in the validation program
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to permit product release.

3.4  commissioning:  Obtaining and documenting evidence that equipment has been provided and installed in

accordance with its specification and that it functions within predetermined limits when operated in

accordance with operational instructions.

3.5  D value:  Exposure time required under a defined set of conditions to cause a 1 -logarithm or 90% reduction

in the population of a particular microorganism.

3.6  electromechanical control:  Control system that uses mechanical means (e.g.,  cams or punch cards) to time

and initiate the electrical control signals.

3.7  environmental controls:  Controls established in the product manufacturing areas to control bioburden.

NOTE 3  These may include air and fluid filters,  surface disinfection,  personnel uniforms and administrative

procedures.

3.8  F  value:  Measure of the microbiological inactivation capability of a heat sterilization process.

3.9  F0  value:  F value calculated at 121 .1 °C (250°F) with a z value of 10 K and a D value of 1  minute.

3.10  materials of construction:  Materials used in the sterilization equipment composition.

3.11  microbiological challenge:  Biological indicators,  biological-indicator test packs,  or inoculated product

that contain known populations of microorganisms and can be used in testing sterilization cycles.

3.12  moist heat:  Heat that is  derived from water,  either as a liquid or as steam under pressure.

3.13  moist heat sterilization:  Process of using moist heat to produce a sterile product.

3.14  primary packaging:  Element of the packaging system that maintains the sterility of the product.

3.15  process lethality:  Capability of the sterilization process to destroy microorganisms.

NOTE 4 This can be determined by measurements of microbial death or by establishing and measuring the

required physical parameters.

3.16  product carrier system:  Mechanism used to hold the product and its packaging for sterilization.

NOTE 5  The carrier system should prevent product damage and allow uniform access by the sterilizing

agent.

3.17  recommissioning:  Repetition of part or all of the commissioning test requirements for the purpose of

reconfirming process reliability.

3.18  revalidation:  Repetition of part or all of the validation test requirements for the purpose of reconfirming

process reliability.

3.19  saturated steam:  Water vapor at a temperature corresponding to the boiling point of the source liquid.

3.20  simulated product load:  Load that is used as an alternative to the actual product load and that represents

an equal or greater challenge to the process.

3.21  sterile:  State of being free from viable microorganisms.

NOTE 6 In practice no such absolute statement regarding the absence of microorganisms can be proven (see

sterilization).

3.22  sterilization:  Validated process used to render a product free of all forms of viable microorganisms.

NOTE 7 In a sterilization process,  the nature of microbiological death is described by an exponential
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function.  Therefore,  the presence of microorganisms on any individual item can be expressed in terms of

probability.  While this probability may be reduced to a very low number,  it can never be reduced to zero.

3.23  sterilization cycle:  Automatic sequence of operating stages performed in the sterilizer.

3.24  sterilization process development:  Studies conducted to develop a reproducible process by which the

product can be sterilized to the desired probability of a non-sterile unit without damage.

3.25  validation:  Documented procedure for obtaining,  recording and interpreting the results required to

establish that a process will consistently yield product complying with predetermined specifications.

NOTE 8 Validation covers three activities:  commissioning,  verification of process specification and

performance qualification.

3.26  z value:  Number of degrees of temperature required for a 1 -logarithm change in the D value.

4 General

4.1  Responsibilities and training of personnel

Responsibility for the installation and maintenance of moist heat sterilizers,  for the validation and routine

control of moist heat sterilization,  and for the release of sterilized product shall be assigned to qualified

personnel as specified in ISO 9001  or in ISO 9002.

4.2 Product considerations

The product shall be designed to comply with its specification and requirements for safety and efficacy

following exposure to the maximum number of sterilization cycles specified for the product.  If any treatment

is required prior to sterilization (for example,  cleaning) this shall also be validated as part of the

resterilization procedure.  The product shall be designed and materials shall be selected to be compatible

with environmental changes occurring in the sterilization chamber during the sterilization cycle.

4.3 Packaging considerations

4.3.1  General

The packaging shall consist of at least a primary package and a secondary package.

The primary package and,  if present at the time of sterilization,  the secondary package shall comply with its

specification following sterilization.

4.3.2 Packaging permeability

The packaging shall permit the attainment of sterilizing conditions on or within the product either by the

removal of air and penetration of steam or,  for nonpermeable packaging,  (e.g.,  for vials containing liquids)

by heat transfer.

5 Equipment

5.1  Documentation

5.1.1  Identification

Each sterilization system shall have one or more information plates,  permanently fastened and marked,  that

provide the following information in the language agreed to by the user:

a) name and address of the manufacturer;

b) serial number or other system identification;

c) chamber design pressure and maximum working temperature;
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d) jacket pressure rating (if applicable);

e) stamp of inspection authority and vessel identification mark;

f)  date of primary construction of the vessel.

5.1.2 Safety

Documentary evidence shall be provided to demonstrate that the sterilization system complies with the

safety requirements specified in IEC 1010-1  and IEC 1010-2 and any other standards or regulatory

requirements applicable in the country of use.

5.1.3  Manuals and instructions

As a minimum, the following information shall be available for each identified sterilizer in the language

agreed to by the user:

a)  instructions for the installation of the sterilization system sufficient to ensure safe and effective

operation of the equipment;

b) a list of materials of construction exposed to the sterilant or to inadvertent contact with the product;

c) instructions for safe and effective operation,  including recommendations for vessel temperature and

pressure limits as well as safety precautions;

d) instructions and recommended schedules for routine preventive maintenance;

e) a repair manual including a list of recommended replacement parts;

f)  chamber drawings sufficient to define configuration and hardware,  pipe-work and control system

schematic drawings,  recommended installation drawings,  and a parts list defining all significant system

components;

g) process-control logic and/or software documentation necessary to operate and maintain the equipment

control system (see 5.2.6).  Any software supplied shall be accompanied by proof of validation of its

release and revision level.

5.1.4 Additional information

The specifications for a sterilizer to be used for moist heat sterilization,  including its installation and

installation tests,  shall be documented.

5.2 Sterilizer performance, utilities, components, accessories, and controls

5.2.1  Performance

Sterilization systems used to process health care products by moist heat shall be provided in accordance with

regulations or standards for sterilization equipment performance applying in the country of use.

5.2.2 Utilities

5.2.2.1  Steam purity and quality shall be specified and demonstrated to be adequate for its intended use.

5.2.2.2  The purity of the compressed air used in the sterilization chamber shall be such that the safety of the

product is not impaired.

5.2.2.3  Ambient air admitted to the chamber to relieve the vacuum shall pass through a

microbiological-retentive filter for all products with packaging that is permeable by air.

5.2.2.4  Water used in the sterilizer as a means of direct cooling of product shall be specified and verified to meet
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the requirements established during product development.  This shall be documented.

5.2.2.5  Electrical power supplied to the sterilization system shall comply with the manufacturer's specification.

5.2.3 Components

The materials and components used in the construction of the sterilization system shall be selected to

minimize the potential for microbiological or chemical contamination.

5.2.4 Accessories

The system designed to support the product in the chamber shall be designed to allow uniform steam

penetration and/or heat transfer.  The carrier system shall also allow drainage of condensate and/or cooling

water,  prevent damage to the product,  and retain the integrity of the load.

5.2.5 Control and recording systems

The following process parameters shall be automatically controlled and recorded:

a) temperature;

b) time;

c) pressure;

d) rate of change of temperature and pressure,  if required for product integrity.

The recorder and process control systems shall either be independent or designed in a manner that will cause

a warning to occur should the difference between a controlled and recorded variable exceed specified limits.

5.2.6 Control programs

Programs used to execute and control the sterilization process,  whether microprocessor or

electromechanically based,  shall be validated.  The documented control program shall be evaluated by

procedures designed to demonstrate the correctness of the program logic in both process simulated

conditions and actual sterilizer use.  Any subsequent changes shall be similarly documented,  be evaluated to

assess whether revalidation is required and be approved by the user.

5.3 Performance of instruments

5.3.1  Instrument accuracy

5.3.1.1  Accuracy of instruments used for validation shall exceed the accuracy of the controller and recorder

system.

5.3.1.2  Temperature and pressure sensors shall be selected,  installed and used in a manner which will ensure

that the stated accuracy is maintained.

5.3.2 Calibration standards

The accuracy of standards used to calibrate process measurement instruments shall be specified and

calibration shall be traceable to a national reference standard as specified in ISO 9003.

5.3.3 Sterilizer reference instruments

The sterilizer shall be equipped with a separate measuring system to verify that values measured by

controlling instruments are within the specified temperature and pressure limits during each cycle.

5.3.4 Calibration program

An effective procedure shall be established,  documented and maintained for the calibration of all
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