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Objectives and uses of AAMI standards and 
recommended practices 
 
 
It is most important that the objectives and potential uses of an 
AAMI product standard or recommended practice are clearly 
understood. The objectives of AAMI's technical development 
program derive from AAMI's overall mission: the advancement of 
medical instrumentation. Essential to such advancement are (1) a 
continued increase in the safe and effective application of current 
technologies to patient care, and (2) the encouragement of new 
technologies. It is AAMI's view that standards and recommended 
practices can contribute significantly to the advancement of 
medical instrumentation, provided that they are drafted with 
attention to these objectives and provided that arbitrary and 
restrictive uses are avoided. 

A voluntary standard for a medical device recommends to the 
manufacturer the information that should be provided with or on 
the product, basic safety and performance criteria that should be 
considered in qualifying the device for clinical use, and the 
measurement techniques that can be used to determine whether the 
device conforms with the safety and performance criteria and/or to 
compare the performance characteristics of different products. 
Some standards emphasize the information that should be provided 
with the device, including performance characteristics, instructions 
for use, warnings and precautions, and other data considered 
important in ensuring the safe and effective use of the device in the 
clinical environment. Recommending the disclosure of 
performance characteristics often necessitates the development of 
specialized test methods to facilitate uniformity in reporting; 
reaching consensus on these tests can represent a considerable part 
of committee work. When a drafting committee determines that 
clinical concerns warrant the establishment of minimum safety and 
performance criteria, referee tests must be provided and the reasons 
for establishing the criteria must be documented in the rationale.  

A recommended practice provides guidelines for the use, care, 
and/or processing of a medical device or system. A recommended 
practice does not address device performance per se, but rather 
procedures and practices that will help ensure that a device is used 
safely and effectively and that its performance will be maintained. 

Although a device standard is primarily directed to the 
manufacturer, it may also be of value to the potential purchaser or 
user of the device as a frame of reference for device evaluation. 
Similarly, even though a recommended practice is usually oriented 
towards healthcare professionals, it may be useful to the 
manufacturer in better understanding the environment in which a 
medical device will be used. Also, some recommended practices, 
while not addressing device performance criteria, provide 
guidelines to industrial personnel on such subjects as sterilization 
processing, methods of collecting data to establish safety and 
efficacy, human engineering, and other processing or evaluation 
techniques; such guidelines may be useful to health care 
professionals in understanding industrial practices. 

In determining whether an AAMI standard or recommended 
practice is relevant to the specific needs of a potential user of the 
document, several important concepts must be recognized: 

All AAMI standards and recommended practices are voluntary 
(unless, of course, they are adopted by government regulatory or 
procurement authorities). The application of a standard or 
recommended practice is solely within the discretion and 
professional judgment of the user of the document. 

Each AAMI standard or recommended practice reflects the 
collective expertise of a committee of health care professionals and 
industrial representatives, whose work has been reviewed 
nationally (and sometimes internationally). As such, the consensus 
recommendations embodied in a standard or recommended practice 
are intended to respond to clinical needs and, ultimately, to help 
ensure patient safety. A standard or recommended practice is 
limited, however, in the sense that it responds generally to 
perceived risks and conditions that may not always be relevant to 
specific situations. A standard or recommended practice is an 
important reference in responsible decision-making, but it should 
never replace responsible decision-making. 

Despite periodic review and revision (at least once every five 
years), a standard or recommended practice is necessarily a static 
document applied to a dynamic technology. Therefore, a standards 
user must carefully review the reasons why the document was 
initially developed and the specific rationale for each of its 
provisions. This review will reveal whether the document remains 
relevant to the specific needs of the user. 

Particular care should be taken in applying a product standard 
to existing devices and equipment, and in applying a recommended 
practice to current procedures and practices. While observed or 
potential risks with existing equipment typically form the basis for 
the safety and performance criteria defined in a standard, 
professional judgment must be used in applying these criteria to 
existing equipment. No single source of information will serve to 
identify a particular product as "unsafe". A voluntary standard can 
be used as one resource, but the ultimate decision as to product 
safety and efficacy must take into account the specifics of its 
utilization and, of course, cost-benefit considerations. Similarly, a 
recommended practice should be analyzed in the context of the 
specific needs and resources of the individual institution or firm. 
Again, the rationale accompanying each AAMI standard and 
recommended practice is an excellent guide to the reasoning and 
data underlying its provision. 

In summary, a standard or recommended practice is truly 
useful only when it is used in conjunction with other sources of 
information and policy guidance and in the context of professional 
experience and judgment. 
 
INTERPRETATIONS OF AAMI STANDARDS 
AND RECOMMENDED PRACTICES 
 
Requests for interpretations of AAMI standards and recommended 
practices must be made in writing, to the AAMI Vice President, 
Standards Policy and Programs. An official interpretation must be 
approved by letter ballot of the originating committee and 
subsequently reviewed and approved by the AAMI Standards 
Board. The interpretation will become official and representation of 
the Association only upon exhaustion of any appeals and upon 
publication of notice of interpretation in the "Standards Monitor" 
section of the AAMI News. The Association for the Advancement 
of Medical Instrumentation disclaims responsibility for any 
characterization or explanation of a standard or recommended 
practice which has not been developed and communicated in 
accordance with this procedure and which is not published, by 
appropriate notice, as an official interpretation in the AAMI News. 
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AAMI Standard 

This Association for the Advancement of Medical Instrumentation (AAMI) standard implies a consensus of those 
substantially concerned with its scope and provisions. The existence of an AAMI standard does not in any respect 
preclude anyone, whether they have approved the standard or not, from manufacturing, marketing, purchasing, or 
using products, processes, or procedures not conforming to the standard. AAMI standards are subject to periodic 
review, and users are cautioned to obtain the latest editions. 

CAUTION NOTICE: This AAMI standard may be revised or withdrawn at any time. AAMI procedures require that 
action be taken to reaffirm, revise, or withdraw this standard no later than five years from the date of publication. 
Interested parties may obtain current information on all AAMI standards by calling or writing AAMI, or by visiting the 
AAMI website at www.aami.org. 

All AAMI standards, recommended practices, technical information reports, and other types of technical documents 
developed by AAMI are voluntary, and their application is solely within the discretion and professional judgment of the 
user of the document. Occasionally, voluntary technical documents are adopted by government regulatory agencies 
or procurement authorities, in which case the adopting agency is responsible for enforcement of its rules and 
regulations. 
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Glossary of equivalent standards 

International Standards adopted in the United States may include normative references to other International 
Standards. For each International Standard that has been adopted by AAMI (and ANSI), the table below gives the 
corresponding U.S. designation and level of equivalency to the International Standard. NOTE: Documents are sorted 
by international designation. 

Other normatively referenced International Standards may be under consideration for U.S. adoption by AAMI; 
therefore, this list should not be considered exhaustive. 

International designation U.S. designation Equivalency 
IEC 60601-1:2005 ANSI/AAMI ES60601-1:2005 Major technical variations 
IEC 60601-1-2:2007 ANSI/AAMI/IEC 60601-1-2:2007 Identical 
IEC 60601-2-2:2009 ANSI/AAMI/IEC 60601-2-2:2009 Identical 
IEC 60601-2-4:2002 ANSI/AAMI DF80:2003 Major technical variations 
IEC 60601-2-19:2009 ANSI/AAMI/IEC 60601-2-19:2009 Identical 
IEC 60601-2-20:2009 ANSI/AAMI/IEC 60601-2-20:2009 Identical 
IEC 60601-2-21:2009 ANSI/AAMI/IEC 60601-2-21:2009 Identical 
IEC 60601-2-24:1998 ANSI/AAMI ID26:2004 Major technical variations 
IEC 60601-2-47:2001 ANSI/AAMI EC38:2007 Major technical variations 
IEC 60601-2-50:2009 ANSI/AAMI/IEC 60601-2-50:2009 Identical 
IEC 80601-2-30:2009 ANSI/AAMI/IEC 80601-2-30:2009 Identical (with inclusion) 
IEC 80601-2-58:2008 ANSI/AAMI/IEC 80601-2-58:2008 Identical 
IEC/TR 60878:2009 ANSI/AAMI/IEC TIR60878:2003 Identical 
IEC/TR 62296:2009 ANSI/AAMI/IEC TIR62296:2009 Identical 
IEC 62304:2006 ANSI/AAMI/IEC 62304:2006 Identical 
IEC/TR 62348:2006 ANSI/AAMI/IEC TIR62348:2006 Identical 
ISO 5840:2005 ANSI/AAMI/ISO 5840:2005 Identical 
ISO 7198:1998 ANSI/AAMI/ISO 7198:1998/2001/(R)2004 Identical 
ISO 7199:2009 ANSI/AAMI/ISO 7199:2009 Identical 
ISO 8637:2004 ANSI/AAMI RD16:2007 Major technical variations 
ISO 8638:2004 ANSI/AAMI RD17:2007 Major technical variations 
ISO 10993-1:2003 ANSI/AAMI/ISO 10993-1:2003 Identical 
ISO 10993-2:2006 ANSI/AAMI/ISO 10993-2:2006 Identical 
ISO 10993-3:2003 ANSI/AAMI/ISO 10993-3:2003 Identical 
ISO 10993-4:2002 and Amendment 
1:2006 

ANSI/AAMI/ISO 10993-4:2002/(R)2009 and 
Amendment 1:2006/(R)2009 

Identical 

ISO 10993-5:2009 ANSI/AAMI/ISO 10993-5:2009 Identical 
ISO 10993-6:2007 ANSI/AAMI/ISO 10993-6:2007 Identical 
ISO 10993-7:2008 ANSI/AAMI/ISO 10993-7:2008 Identical 
ISO 10993-9:1999 ANSI/AAMI/ISO 10993-9:1999/(R)2005 Identical 
ISO 10993-10:2002 and Amendment 
1:2006 

ANSI/AAMI BE78:2002/(R)2008 Minor technical variations 
ANSI/AAMI BE78:2002/A1:2006/(R)2008 Identical 

ISO 10993-11:2006 ANSI/AAMI/ISO 10993-11:2006 Identical 
ISO 10993-12:2007 ANSI/AAMI/ISO 10993-12:2007 Identical 
ISO 10993-13:1998 ANSI/AAMI/ISO 10993-13:1999/(R)2004 Identical 
ISO 10993-14:2001 ANSI/AAMI/ISO 10993-14:2001/(R)2006 Identical 
ISO 10993-15:2000 ANSI/AAMI/ISO 10993-15:2000/(R)2006 Identical 
ISO 10993-16:1997 ANSI/AAMI/ISO 10993-16:1997/(R)2009 Identical 
ISO 10993-17:2002 ANSI/AAMI/ISO 10993-17:2002/(R)2008 Identical 
ISO 10993-18:2005 ANSI/AAMI BE83:2006 Major technical variations 
ISO/TS 10993-19:2006 ANSI/AAMI/ISO TIR10993-19:2006 Identical 
ISO/TS 10993-20:2006 ANSI/AAMI/ISO TIR10993-20:2006 Identical 
ISO 11135-1:2007 ANSI/AAMI/ISO 11135-1:2007 Identical 
ISO/TS 11135-2:2008 ANSI/AAMI/ISO TIR11135-2:2008 Identical 
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International designation U.S. designation Equivalency 
ISO 11137-1:2006 ANSI/AAMI/ISO 11137-1:2006 Identical 
ISO 11137-2:2006 (2006-08-01 
corrected version) 

ANSI/AAMI/ISO 11137-2:2006 Identical 

ISO 11137-3:2006 ANSI/AAMI/ISO 11137-3:2006 Identical 
ISO 11138-1: 2006 ANSI/AAMI/ISO 11138-1:2006 Identical 
ISO 11138-2: 2006 ANSI/AAMI/ISO 11138-2:2006 Identical 
ISO 11138-3: 2006 ANSI/AAMI/ISO 11138-3:2006 Identical 
ISO 11138-4: 2006 ANSI/AAMI/ISO 11138-4:2006 Identical 
ISO 11138-5: 2006 ANSI/AAMI/ISO 11138-5:2006 Identical 
ISO/TS 11139:2006 ANSI/AAMI/ISO 11139:2006 Identical 
ISO 11140-1:2005 ANSI/AAMI/ISO 11140-1:2005 Identical 
ISO 11140-3:2007 ANSI/AAMI/ISO 11140-3:2007 Identical 
ISO 11140-4:2007 ANSI/AAMI/ISO 11140-4:2007 Identical 
ISO 11140-5:2007 ANSI/AAMI/ISO 11140-5:2007 Identical 
ISO 11607-1:2006 ANSI/AAMI/ISO 11607-1:2006 Identical 
ISO 11607-2:2006 ANSI/AAMI/ISO 11607-2:2006 Identical 
ISO 11737-1: 2006 ANSI/AAMI/ISO 11737-1:2006 Identical 
ISO 11737-2:1998 ANSI/AAMI/ISO 11737-2:1998 Identical 
ISO 13408-1:2008 ANSI/AAMI/ISO 13408-1:2008 Identical 
ISO 13408-2:2003 ANSI/AAMI/ISO 13408-2:2003 Identical 
ISO 13408-3:2006 ANSI/AAMI/ISO 13408-3:2006 Identical 
ISO 13408-4:2005 ANSI/AAMI/ISO 13408-4:2005 Identical 
ISO 13408-5:2006 ANSI/AAMI/ISO 13408-5:2006 Identical 
ISO 13408-6:2006 ANSI/AAMI/ISO 13408-6:2006 Identical 
ISO 13485:2003 ANSI/AAMI/ISO 13485:2003 Identical 
ISO 14155-1:2003 ANSI/AAMI/ISO 14155-1:2003/(R)2008 Identical 
ISO 14155-2:2003 ANSI/AAMI/ISO 14155-2:2003/(R)2008 Identical 
ISO 14160:1998 ANSI/AAMI/ISO 14160:1998/(R)2008 Identical 
ISO 14161:2000 ANSI/AAMI/ISO 14161:2000 Identical 
ISO 14708-3:2008 ANSI/AAMI/ISO 14708-3:2008 Identical 
ISO 14708-4:2008 ANSI/AAMI/ISO 14708-4:2008 Identical 
ISO 14937:2000 ANSI/AAMI/ISO 14937:2000 Identical 
ISO/TR 14969:2004 ANSI/AAMI/ISO TIR14969:2004 Identical 
ISO 14971:2007 ANSI/AAMI/ISO 14971:2007 Identical 
ISO 15223-1:2007 and A1:2008 ANSI/AAMI/ISO 15223-1:2007 and A1:2008 Identical 

ANSI/AAMI/ISO 15225:2000/(R)2006 and 
A1:2004/(R)2006 

Identical ISO 15225:2000 and A1:2004 

ISO 15674:2009 ANSI/AAMI/ISO 15674:2009 Identical 
ISO 15675:2009 ANSI/AAMI/ISO 15675:2009 Identical 
ISO 15882:2008 ANSI/AAMI/ISO 15882:2008 Identical 
ISO/TR 16142:2006 ANSI/AAMI/ISO TIR16142:2005 Identical 
ISO 17664:2004 ANSI/AAMI ST81:2004 Major technical variations 
ISO 17665-1:2006 ANSI/AAMI/ISO 17665-1:2006 Identical (with inclusions) 
ISO/TS 17665-2:2009 ANSI/AAMI/ISO TIR17665-2:2009 Identical 
ISO 18472:2006 ANSI/AAMI/ISO 18472:2006 Identical 
ISO/TS 19218:2005 ANSI/AAMI/ISO 19218:2005 Identical 
ISO 22442-1:2007 ANSI/AAMI/ISO 22442-1:2007 Identical 
ISO 22442-2:2007 ANSI/AAMI/ISO 22442-2:2007 Identical 
ISO 22442-3:2007 ANSI/AAMI/ISO 22442-3:2007 Identical 
ISO 25539-1:2003 and A1:2005 ANSI/AAMI/ISO 25539-1:2003 and A1:2005 Identical 
ISO 25539-2:2008 ANSI/AAMI/ISO 25539-2:2008 Identical 
ISO 81060-1:2007 ANSI/AAMI/ISO 81060-1:2007 Identical 
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Committee representation 

Association for the Advancement of Medical Instrumentation 

Infusion Device Committee 

 
The adoption of ISO 14708-4:2008 as an American National Standard was initiated by the AAMI Infusion Device 
Committee. The AAMI Infusion Device Committee also functions as a U.S. Technical Advisory Group to the relevant 
work in the International Organization for Standardization (ISO). U.S. representatives from the AAMI Infusion Device 
Committee (U.S. Sub-TAG for ISO/TC 150/SC 6/WG 4) played an active part in developing the ISO standard.  
 
At the time this document was published, the AAMI Infusion Device Committee had the following members: 
 

Cochairs  Varaz Shahmirian, Medtronic Inc. 
Nathaniel M. Sims, MD, Massachusetts General Hospital 

Members  Pat Baird, Baxter Healthcare Corporation 
Steven R. Christenson, Medtronic Inc. 
Christine A. Frysz, Greatbatch Inc. 
Bruce R. Horowitz, BS, St Jude Medical Inc. 
Peter Lord, Boston Scientific Corporation 
Saul Miodownik, CCE, Memorial Sloan-Kettering Cancer Center 
Gerald Moss, MD PhD, Rensselaer Polytechnic Institute (Independent Expert) 
Thomas L. Peterson, Nestle HealthCare Nutrition Inc. 
Bokang C. Rapoo, MS, New York Presbyterian Hospital (Independent Expert) 
Philip J Schneider, Ohio State University Hospital (Independent Expert) 
Ray P. Silkaitis, PhD, Hospira Worldwide Inc. 
Nathaniel M. Sims, MD, Massachusetts General Hospital 
Alan M. Stevens, FDA/CDRH 
Ramakrishna Venugopalan, Johnson & Johnson 

Alternates Steve Hellstrom, Hospira Worldwide Inc. 
Drew Holmes, Baxter Healthcare Corporation 
Raoul Jetley, FDA/CDRH 
Karen Mahoney, Esq., Esq, Johnson & Johnson 
Varaz Shahmirian, Medtronic Inc. 

 
NOTE—Participation by federal agency representatives in the development of this standard does not constitute 
endorsement by the federal government or any of its agencies. 
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Background of ANSI/AAMI adoption of ISO 14708-4:2008 

As indicated in the foreword to the main body of this document (page ix), the International Organization for 
Standardization (ISO) is a worldwide federation of national standards bodies. The United States is one of the ISO 
members that took an active role in the development of this standard, which was developed by ISO Technical 
Committee 150, Implants for surgery Subcommitte (SC) 6, Active implants, to fill a need for guidance regarding active 
implantable medical devices intended to deliver medicinal substances to site-specific locations within the human 
body. 

U.S. participation in this ISO TC is organized through the U.S. Technical Advisory Group for ISO/TC 150/SC 6, 
administered by the Association for the Advancement of Medical Instrumentation (AAMI). The U.S. TAG for ISO/TC 
150/SC 6 supports the guidance provided in this document for implantable infusion pumps.  

The U.S. adoption of ANSI/AAMI/ISO 14708-4:2008 was approved by the American National Standards Institute 
(ANSI) on 14 July 2009.  

AAMI and ANSI procedures require that standards be reviewed every five years and, if necessary, revised to reflect 
technological advances that may have occurred since publication. 

AAMI (and ANSI) have adopted other ISO standards. See the Glossary of Equivalent Standards for a list of 
international standards adopted by AAMI, which gives the corresponding U.S. designation and the level of 
equivalency with each. 

As used within the context of this document, “shall” indicates requirements strictly to be followed to conform to the 
recommended practice. “Should” indicates that among several possibilities, one is recommended as particularly 
suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily 
required, or that (in the negative form) a certain possibility or course of action should be avoided but is not prohibited. 
“May” is used to indicate that a course of action is permissible within the limits of the recommended practice. “Can” is 
used as a statement of possibility and capability. Finally, “must” is used only to describe “unavoidable” situations, 
including those mandated by government regulation. 

The concepts incorporated in this standard should not be considered inflexible or static. This standard, like any other, 
must be reviewed and updated periodically to assimilate progressive technological developments. To remain relevant, 
it must be modified as technological advances are made and as new data come to light. 

Suggestions for improving this standard are invited. Comments and suggested revisions should be sent to Standards 
Department, AAMI, 1110 N. Glebe Road, Suite 220, Arlington, VA 22201-4795. 

 

NOTE—Beginning with the foreword on page “ix”, this American National Standard is identical to ISO 14708-4:2008. 
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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. ISO 
collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 14708-4 was prepared by Technical Committee ISO/TC 150, Implants for surgery, Subcommittee 
SC 6, Active implants. 

ISO 14708 consists of the following parts, under the general title Implants for surgery — Active 
implantable medical devices: 

⎯ Part 1: General requirements for safety, marking and for information to be provided by the 
manufacturer 

⎯ Part 2: Cardiac pacemakers 

⎯ Part 3: Implantable neurostimulators 

⎯ Part 4: Implantable infusion pumps 
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Introduction 

This part of ISO 14708 specifies particular requirements for active implantable medical devices intended 
to deliver a medicinal substance to site-specific locations within the human body, to provide basic 
assurance of safety for both patients and users. It amends and supplements ISO 14708-1:2000, 
hereinafter referred to as ISO 14708-1. The requirements of this part of ISO 14708 take priority over 
those of ISO 14708-1. 

An implantable infusion pump is a device that delivers either a constant flow rate or a variable flow rate 
from which a medicinal substance is delivered via an implanted catheter to site-specific locations within 
the human body. An external programmer might be used to adjust device parameters. 

This part of ISO 14708 is relevant to all parts and accessories of implantable infusion pumps, including 
catheters, refill kits, direct access port kits, programmers and related software. Not all parts or 
accessories might be intended to be totally or partially implanted, but there is a need to specify some 
requirements of non-implantable parts and accessories if they could affect the safety or performance 
intended by the manufacturer. 

Requirements for physiologic sensing functions of implantable infusion pumps are not included in this 
edition of this part of ISO 14708 but might be considered in future editions. 

Within this part of ISO 14708 the following terms are used to amend and supplement ISO 14708-1: 

“Replacement”: the clause of ISO 14708-1 is replaced completely by the text of this particular part of 
ISO 14708. 

“Addition”: the text of this particular part of ISO 14708 is additional to the requirements of ISO 14708-1. 

“Amendment”: the clause of ISO 14708-1 is amended as indicated by the text of this particular part of 
ISO 14708. 

“Not used”: the clause of ISO 14708-1 is not applied in this particular part of ISO 14708. 

Subclauses, figures, or tables that are additional to those of ISO 14708-1 are numbered starting from 
101; additional annexes are lettered AA, BB, etc. 
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American National Standard ANSI/AAMI/ISO 14708-4:2008/(R)2011 

Implants for surgery — Active implantable medical 
devices — Part 4: Implantable infusion pumps 

1 Scope 

This part of ISO 14708 is applicable to active implantable medical devices intended to deliver medicinal 
substances to site-specific locations within the human body. 

This part of ISO 14708 is also applicable to some non-implantable parts and accessories of the devices 
as defined in Clause 3. 

The tests that are specified in this part of ISO 14708 are type tests intended to be carried out on a sample 
of a device to show compliance, and are not intended to be used for the routine testing of manufactured 
products. 

NOTE This part of ISO 14708 is not intended to apply to non-implantable infusion systems. However, it does 
apply to devices intended to be used as trial systems because of their close affiliation with implantable infusion 
pumps. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 14708-1, Implants for surgery — Active implantable medical devices — Part 1: General requirements 
for safety, marking and for information to be provided by the manufacturer 

IEC 60601-1:2005, Medical electrical equipment — Part 1: General requirements for basic safety and 
essential performance 

IEC 60601-1-2:2007, Medical electrical equipment — Part 1-2: General requirements for basic safety and 
essential performance — Collateral standard: Electromagnetic compatibility — Requirements and tests 

IEC 61000-4-3:2002, Electromagnetic compatibility (EMC) — Part 4–3: Testing and measurement 
techniques — Radiated, radio-frequency, electromagnetic field immunity test 

ANSI/AAMI PC69:2000, Active implantable medical devices — Electromagnetic compatibility — EMC test 
protocols for implantable cardiac pacemakers and implantable cardioverter defibrillators 
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3 Terms and definitions 

For the purposes of this document, the terms and definitions given in ISO 14708-1 and the following apply. 

3.101 
implantable infusion pump 
active implantable medical device intended for delivery of a medicinal substance to a specific location 
within the human body 

NOTE For purposes of this part of ISO 14708, an implantable infusion pump can be a single article, or a system 
consisting of a set of components and accessories which interact to achieve the performance intended by the 
manufacturer. Not all of these components or accessories might be required to be partially or totally implanted, e.g. 
programmers and trial systems. 

3.102 
pump gear 
implantable part of an implantable infusion pump containing the fluid reservoir, energy source and, in 
some cases, control electronics 

3.103 
fluid path 
internal surfaces of the implantable infusion pump which are in direct contact with a medicinal substance 

3.104 
outlet port 
port where fluid enters the delivery catheter 

3.105 
refill access port 
port allowing access to the fluid reservoir 

3.106 
direct access port 
port allowing access to the delivery catheter 

3.107 
internal volume 
fluid volume extending from the reservoir to the outlet port 

3.108 
reservoir volume 
fluid volume of the reservoir that can be discharged while maintaining infusion accuracy within 
specifications 

3.109 
residual volume 
fluid volume that cannot be removed from the pump gear 

3.110 
projected service life 
period after implantation when the implantable infusion pump remains within stated specifications and 
characteristics 
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3.111 
stability interval 
calculated maximum interval between two subsequent reservoir refills to assure stability of the medicinal 
substance 

3.112 
infusion accuracy 
how close the true (actual) infusion rate is to the specified rate 

3.113 
repeatability 
value below which the absolute difference between two successive test results obtained with the same 
implantable infusion pump with the same infusate under the same conditions can be expected to lie, with 
a probability of 95 % 

NOTE 1 A more qualitative way of looking at repeatability is the ability to consistently deliver the same results over 
time (e.g. infusion rate). Repeatability is a metric independent of accuracy. 

NOTE 2 A method for calculating repeatability is given in Annex B of ISO 11631:1998 [9]. 

3.114 
minimum rate 
lowest rate selectable by the user 

3.115 
intermediate rate 
rate specified by the manufacturer as typical for the implantable infusion pump 

NOTE The rate specified might depend on the application. 

3.116 
maximum rate 
highest rate selectable by the user 

3.117 
bolus 
discrete quantity of liquid that is delivered in a short time 

3.118 
essential performance 
performance necessary to achieve freedom from unacceptable risk 

NOTE For guidance on essential performance concepts see IEC 60601-1. 

4 Symbols and abbreviated terms 

This clause of ISO 14708-1 and the following applies. 

DUT device under test 

5 General requirements for non-implantable parts 

This clause of ISO 14708-1 applies. 
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6 Requirements for particular active implantable medical devices 

Additional subclauses: 

6.101 Implantable infusion pump characteristics 

The specifications and characteristics (e.g. infusion accuracy and repeatability) stated by the 
manufacturer in the accompanying documentation (see 28.8) shall be maintained over the projected 
service life and over the range of environmental conditions stated by the manufacturer. 

NOTE 1 Minimum environmental conditions for atmospheric pressure are specified in Clause 25. 

Infusion accuracy shall be stated for all selectable rates (including bolus rates) over a range of reservoir 
volumes. Constant flow implantable infusion pump accuracy shall be stated for the specified infusion rate 
of the pump over a range of reservoir volumes. 

The manufacturer shall provide a plot of infusion accuracy versus reservoir volume. For variable rate 
pumps the plot shall contain curves for minimum rate, maximum rate, and one or more intermediate rates. 

The method of computing and determining the infusion accuracy shall be clearly stated in the 
accompanying documentation. Environmental test conditions used to establish infusion accuracy shall 
also be stated. 

NOTE 2 Accuracy is a commonly used term and might include the effects of systematic and random errors. 
Although it is convenient to combine all these errors under the heading “accuracy”, it is still a qualitative term. 

For all selectable infusion rates, the repeatability of the actual rate shall also be stated. The method of 
computing and determining the stated repeatability shall be clearly described in the accompanying 
documentation. 

Compliance shall be confirmed by inspection of test procedures and results provided by the manufacturer, 
supported by the manufacturer’s calculations as appropriate. 

6.102 Septum puncture test 

A septum that allows entry to an access port (e.g. refill port or direct access port), shall be able to 
withstand repeated insertions of a hypodermic needle while maintaining the security of the fluid reservoir 
throughout the projected service life. 

⎯ Test: The DUT shall be conditioned at 37 °C ± 1 °C for not less than 12 h to achieve thermal 
equilibration. Each implantable pump septum shall be punctured randomly using the needle specified 
by the manufacturer for septum puncture and in accordance with the manufacturer’s instructions. The 
needle used for septum puncture shall be replaced if damage to the needle or the needle’s tip is 
noted by the operator. The needle shall completely penetrate the septum and care should be taken 
not to damage the needle’s tip during the test. Puncturing shall be done using a straight-line motion 
parallel to the septum's axial centre-line as shown in Figure 101. 

Septum leakage shall be determined by immersing the test unit in a water bath at 37 °C ± 1 °C and 
allowing the temperature of the assembly to stabilize for a minimum of 30 min. Leakage shall be 
determined by air pressure applied slowly to a pressure of twice the pump’s maximum operating 
pressure or a minimum or 276 kPa. The septum’s exposed surfaces shall be examined for air bubble 
leakage for 1 min. 

Compliance shall be confirmed if the access port life conforms to the manufacturer’s specified limits. The 
maximum number of punctures recommended by the manufacturer shall be stated (see 28.8). 
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Key 

1 needle 
2 septum 

Figure 101 — Septum puncture test 

7 General arrangement of the packaging 

This clause of ISO 14708-1 applies. 

8 General markings for active implantable medical devices 

This clause of ISO 14708-1 applies except as follows: 

Additional subclauses: 

8.101 If special handling measures have to be taken during transport, the transport packaging shall be 
marked accordingly (see for example ISO 780 [1] or ISO 15223 [2]). 

Compliance shall be checked by inspection. 

8.102 The permissible environmental conditions for transport shall be marked on the outside of the 
transport packaging. 

Compliance shall be checked by inspection. 
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9 Markings on the sales packaging 

This clause of ISO 14708-1 applies except as follows: 

9.4 

Addition: 

Specific additional information shall be provided for the following components: 

a) Pump gear 

⎯ reservoir volume; 

⎯ infusion flow rate for constant flow pump; 

⎯ any additional information and relevant characteristics, as necessary, to identify the device. 

b) Catheter 

⎯ length (in centimeters); 

⎯ any additional information and relevant characteristics, as necessary, to identify the device. 

c) Refill kit 

⎯ any information and relevant characteristics, as necessary, to identify the device. 

d) Direct access port kit 

⎯ any information and relevant characteristics, as necessary, to identify the device. 

10 Construction of the sales packaging 

This clause of ISO 14708-1 applies except as follows: 

10.3 

Amendment: 

The test is replaced by 7.1.3 b) of IEC 60601-1:2005. 

NOTE Removable stickers (e.g. temporary stickers used in the manufacturing process) that provide 
supplementary information exceeding the information specified in Clause 9, need not be subjected to this test. 

11 Markings on the sterile pack 

This clause of ISO 14708-1 applies except as follows. 

Additional subclause: 

11.101 The sterile pack shall bear specific additional information for the following components: 
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