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Objectives and uses of AAMI standards and 
recommended practices 

It is most important that the objectives and potential uses of an 
AAMI product standard or recommended practice are clearly 
understood. The objectives of AAMI's technical development 
program derive from AAMI's overall mission: the advancement of 
medical instrumentation. Essential to such advancement are (1) a 
continued increase in the safe and effective application of current 
technologies to patient care, and (2) the encouragement of new 
technologies. It is AAMI's view that standards and recommended 
practices can contribute significantly to the advancement of 
medical instrumentation, provided that they are drafted with 
attention to these objectives and provided that arbitrary and 
restrictive uses are avoided. 

A voluntary standard for a medical device recommends to the 
manufacturer the information that should be provided with or on 
the product, basic safety and performance criteria that should be 
considered in qualifying the device for clinical use, and the 
measurement techniques that can be used to determine whether the 
device conforms with the safety and performance criteria and/or to 
compare the performance characteristics of different products. 
Some standards emphasize the information that should be provided 
with the device, including performance characteristics, instructions 
for use, warnings and precautions, and other data considered 
important in ensuring the safe and effective use of the device in the 
clinical environment. Recommending the disclosure of 
performance characteristics often necessitates the development of 
specialized test methods to facilitate uniformity in reporting; 
reaching consensus on these tests can represent a considerable part 
of committee work. When a drafting committee determines that 
clinical concerns warrant the establishment of minimum safety and 
performance criteria, referee tests must be provided and the reasons 
for establishing the criteria must be documented in the rationale.  

A recommended practice provides guidelines for the use, care, 
and/or processing of a medical device or system. A recommended 
practice does not address device performance per se, but rather 
procedures and practices that will help ensure that a device is used 
safely and effectively and that its performance will be maintained. 

Although a device standard is primarily directed to the 
manufacturer, it may also be of value to the potential purchaser or 
user of the device as a frame of reference for device evaluation. 
Similarly, even though a recommended practice is usually oriented 
towards healthcare professionals, it may be useful to the 
manufacturer in better understanding the environment in which a 
medical device will be used. Also, some recommended practices, 
while not addressing device performance criteria, provide 
guidelines to industrial personnel on such subjects as sterilization 
processing, methods of collecting data to establish safety and 
efficacy, human engineering, and other processing or evaluation 
techniques; such guidelines may be useful to health care 
professionals in understanding industrial practices. 

In determining whether an AAMI standard or recommended 
practice is relevant to the specific needs of a potential user of the 
document, several important concepts must be recognized: 

All AAMI standards and recommended practices are voluntary 
(unless, of course, they are adopted by government regulatory or 
procurement authorities). The application of a standard or 
recommended practice is solely within the discretion and 
professional judgment of the user of the document. 

Each AAMI standard or recommended practice reflects the 
collective expertise of a committee of health care professionals and 
industrial representatives, whose work has been reviewed 
nationally (and sometimes internationally). As such, the consensus 
recommendations embodied in a standard or recommended practice 
are intended to respond to clinical needs and, ultimately, to help 
ensure patient safety. A standard or recommended practice is 
limited, however, in the sense that it responds generally to 
perceived risks and conditions that may not always be relevant to 
specific situations. A standard or recommended practice is an 
important reference in responsible decision-making, but it should 
never replace responsible decision-making. 

Despite periodic review and revision (at least once every five 
years), a standard or recommended practice is necessarily a static 
document applied to a dynamic technology. Therefore, a standards 
user must carefully review the reasons why the document was 
initially developed and the specific rationale for each of its 
provisions. This review will reveal whether the document remains 
relevant to the specific needs of the user. 

Particular care should be taken in applying a product standard 
to existing devices and equipment, and in applying a recommended 
practice to current procedures and practices. While observed or 
potential risks with existing equipment typically form the basis for 
the safety and performance criteria defined in a standard, 
professional judgment must be used in applying these criteria to 
existing equipment. No single source of information will serve to 
identify a particular product as "unsafe". A voluntary standard can 
be used as one resource, but the ultimate decision as to product 
safety and efficacy must take into account the specifics of its 
utilization and, of course, cost-benefit considerations. Similarly, a 
recommended practice should be analyzed in the context of the 
specific needs and resources of the individual institution or firm. 
Again, the rationale accompanying each AAMI standard and 
recommended practice is an excellent guide to the reasoning and 
data underlying its provision. 

In summary, a standard or recommended practice is truly 
useful only when it is used in conjunction with other sources of 
information and policy guidance and in the context of professional 
experience and judgment. 

INTERPRETATIONS OF AAMI STANDARDS 
AND RECOMMENDED PRACTICES 

Requests for interpretations of AAMI standards and recommended 
practices must be made in writing, to the AAMI Vice President, 
Standards Policy and Programs. An official interpretation must be 
approved by letter ballot of the originating committee and 
subsequently reviewed and approved by the AAMI Standards 
Board. The interpretation will become official and representation of 
the Association only upon exhaustion of any appeals and upon 
publication of notice of interpretation in the "Standards Monitor" 
section of the AAMI News. The Association for the Advancement 
of Medical Instrumentation disclaims responsibility for any 
characterization or explanation of a standard or recommended 
practice which has not been developed and communicated in 
accordance with this procedure and which is not published, by 
appropriate notice, as an official interpretation in the AAMI News. 
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AAMI Standard 

This Association for the Advancement of Medical Instrumentation (AAMI) standard implies a consensus of those 
substantially concerned with its scope and provisions. The existence of an AAMI standard does not in any respect 
preclude anyone, whether they have approved the standard or not, from manufacturing, marketing, purchasing, or 
using products, processes, or procedures not conforming to the standard. AAMI standards are subject to periodic 
review, and users are cautioned to obtain the latest editions. 

CAUTION NOTICE: This AAMI standard may be revised or withdrawn at any time. AAMI procedures require that 
action be taken to reaffirm, revise, or withdraw this standard no later than five years from the date of publication. 
Interested parties may obtain current information on all AAMI standards by calling or writing AAMI. 

All AAMI standards, recommended practices, technical information reports, and other types of technical documents 
developed by AAMI are voluntary, and their application is solely within the discretion and professional judgment of the 
user of the document. Occasionally, voluntary technical documents are adopted by government regulatory agencies 
or procurement authorities, in which case the adopting agency is responsible for enforcement of its rules and 
regulations. 
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Glossary of equivalent standards 

International Standards adopted in the United States may include normative references to other International 
Standards. AAMI maintains a current list of each International Standard that has been adopted by AAMI (and ANSI). 
Available on the AAMI website at the address below, this list gives the corresponding U.S. designation and level of 
equivalency to the International Standard.  

www.aami.org/standards/glossary.pdf 
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NOTE Participation by federal agency representatives in the development of this standard does not constitute 
endorsement by the federal government or any of its agencies. 
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Background of AAMI adoption of ISO 25539-1:2017 

As indicated in the foreword to the main body of this document (page vii), the International Organization for 
Standardization (ISO) is a worldwide federation of national standards bodies. The United States is one of the ISO 
members that took an active role in the development of this standard, which was developed by ISO Technical 
Committee (TC) 150 Subcommittee (SC) 2, Cardiovascular implants and extracorporeal systems, to specify 
requirements for intended performance, design attributes, materials, design evaluation, post-market surveillance, 
manufacturing, sterilization, and packaging for endovascular prostheses. 

U.S. participation in this ISO SC is organized through the U.S. Technical Advisory Group for ISO/TC 150/SC 2, 
administered by the Association for the Advancement of Medical Instrumentation (AAMI). 

AAMI encourages its committees to harmonize their work with international standards as much as possible. 
ANSI/AAMI/ISO 25539-1 was approved by the AAMI Standards Board on 14 April 2017. The AAMI Vascular 
Prostheses Committee (U.S. Sub-TAG for ISO/TC 150/SC 2/WG 3, Vascular prostheses) initiated the U.S. adoption 
of ISO 25539-1. 

AAMI (and ANSI) have adopted other ISO standards. See the Glossary of Equivalent Standards for a list of ISO 
standards adopted by AAMI which gives the corresponding U.S. designation and the level of equivalency with the 
ISO standard. 

As used within the context of this document, “shall” indicates requirements strictly to be followed to conform to the 
standard. “Should” indicates that among several possibilities, one is recommended as particularly suitable, without 
mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in 
the negative form) a certain possibility or course of action should be avoided but is not prohibited. “May” is used to 
indicate that a course of action is permissible within the limits of the standard. “Can” is used as a statement of 
possibility and capability. Finally, “must” is used only to describe “unavoidable” situations, including those mandated 
by government regulation. 

NOTE  Users of this standard are advised that this document is an AAMI identical adoption of an ISO document and 
that the following international conventions have been carried over to the AAMI publication: 

 British English spelling (e.g. colour instead of color) 
 Use of SI units (e.g. metres instead of feet, Celsius instead of Fahrenheit, etc.) 
 Decimal comma instead of a decimal point (e.g. 1 000,15 instead of 1,000.15) 

 
 

The concepts incorporated in this standard should not be considered inflexible or static. This standard, like any other, 
must be reviewed and updated periodically to assimilate progressive technological developments. To remain relevant, 
it must be modified as technological advances are made and as new data come to light. 

Suggestions for improving this standard are invited. Comments and suggested revisions should be sent to Standards 
Department, AAMI, 4301 N. Fairfax Drive, Suite 301, Arlington, VA 22203-1633.  

NOTE Beginning with the ISO foreword on page vii, this American National Standard is identical to ISO 25539-1:2017. 
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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO 
member bodies). The work of preparing International Standards is normally carried out through ISO technical 
committees. Each member body interested in a subject for which a technical committee has been established has the 
right to be represented on that committee. International organizations, governmental and non-governmental, in liaison 
with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical Commission (IEC) 
on all matters of electrotechnical standardization. 

The procedures used to develop this document and those intended for its further maintenance are described in the 
ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the different types of ISO documents 
should be noted. This document was drafted in accordance with the editorial rules of the ISO/IEC Directives, Part 2 
(see www.iso.org/directives).  

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent rights. 
ISO shall not be held responsible for identifying any or all such patent rights. Details of any patent rights identified 
during the development of the document will be in the Introduction and/or on the ISO list of patent declarations 
received (see www.iso.org/patents).  

Any trade name used in this document is information given for the convenience of users and does not constitute an 
endorsement. 

For an explanation on the meaning of ISO specific terms and expressions related to conformity assessment, as well 
as information about ISO's adherence to the WTO principles in the Technical Barriers to Trade (TBT) see the 
following URL: Foreword—Supplementary information 

The committee responsible for this document is ISO/TC 150, Implants for surgery, Subcommittee SC 2, 
Cardiovascular implants and extracorporeal systems. 

This second edition cancels and replaces the first edition (ISO 25539-18:2003), which has been technically revised. 

It also incorporates the Amendment ISO 25539-1:2003/Amd1: 2005. 

A list of all the parts of ISO 25539 can be found on the ISO website. 
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Introduction 

This document was prepared to provide minimum requirements for endovascular prostheses. The normative 
requirements are provided in the main body. The rationale for the requirements for bench tests and analyses to 
assess device performance, guidance on the identification of appropriate testing to evaluate a specific device design 
and guidance for developing test methods are provided in informative annexes. Further clarification of terminology 
and a cross reference between the main body and these annexes are provided in additional informative annexes. 

This document has been updated to reflect current knowledge regarding the testing and clinical use of endovascular 
prostheses, reflected in modifications to the requirements in the main body and in the guidance for developing test 
methods in Annex D. In addition, revisions have been made to improve consistency in nomenclature and reporting 
and to enhance the utility of this document. 

This document introduces methodology to identify appropriate testing and analyses for specific endovascular 
prosthesis, designated as the device evaluation strategy (DES). The requirement regarding the DES is in the main 
body, with informative guidance for the preparation of a DES table included in Annex A. Annex A also provides 
guidance for developing a DES for device design modifications and changes in intended use. 

The other significant modifications in the requirements include the addition of non-radial durability testing, with 
guidance on the selection of appropriate testing, and specific requirements for testing to evaluate patency-related 
characteristics. Guidance for the development of appropriate tests to meet these requirements is included in 
Annex D. 

The guidance on the development of methods to address the requirement for evaluating fatigue and durability 
through computational analyses has been modified significantly to include recommendations regarding verification of 
the solution and validation of the computational model, as well as reporting. The guidance on the model development 
for simulated use has also been significantly revised to improve the clinical relevance of this testing. 

New requirements also include the evaluation of leakage at a seal zone and dislodgement force of endovascular 
prosthesis from a balloon. Guidance for the development of appropriate tests to meet these requirements is included 
in Annex D. 

The requirement for evaluating the strength of the connection(s) between the graft material and a discrete fixation 
system(s) has been clarified with respect to the applicability of this requirement, that is, this requirement is only 
applicable for prostheses with a fixation system that is discrete from any stent(s) intended to provide structural 
support within the prosthesis [e.g. suprarenal stent that is not continuous with the stent(s) in the prosthesis body]. 

The specific requirements to evaluate pushability, flexibility, torquability, trackability and deployment accuracy of an 
endovascular system have been removed and incorporated within the simulated use evaluation requirement to better 
reflect how these attributes are evaluated. Similarly, the requirement to evaluate tubing tensile strength has been 
removed and incorporated within the evaluation of tensile bond strength. 

The requirement to evaluate stent-free surface area has been removed as this attribute is not relevant for 
endovascular prostheses, which includes covered stents. 

In addition to modifications to specific design evaluation requirements, guidance has been provided regarding the 
assessment of the acceptability of test results. When the requirement is to quantitatively appraise or analyse a 
parameter, test results generally may be compared to a quantitative value (i.e. acceptance criteria). For 
characterization tests, it is appropriate to provide an explanation of the relevance of the results. Additionally, some 
testing may include comparison to test data or existing data from a previously evaluated device. 

For design evaluation, requirements regarding sampling, conditioning of test samples and reporting have been 
incorporated in the main body. Guidance on these elements of testing and documentation were previously included in 
Annex D. 

The revisions to the titles of the annexes to this document are as follows. 
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Annex ISO 25539-1:2003+A1:2005 ISO 25539-1:2017 

A Attributes of endovascular devices — Technical 
and clinical considerations 

Relationship between testing requirements and 
device attributes and potential failure modes 

B Bench and analytical tests Description of device and clinical effects of failure 

C Definitions of reportable clinical events Bench and analytical tests 

D Test methods Test methods 

E Sample equations as a supplement to the radial 
fatigue and durability test 

There is no Annex E as this information was 
incorporated in Annex D 

 

It is recognised by this ISO committee that many endovascular systems have been shown to be safe and effective in 
clinical use. This update is not intended to require additional evaluation of these devices to remain in compliance with 
this document as the testing would not provide useful information regarding the expected clinical performance of the 
device. Manufacturers may rely on historical data gathered under the guidance of the previous version of this 
document. Similarly, for device modifications or changes in intended clinical use, this update is not intended to 
require additional evaluation of any aspects of the device that are not expected to change clinical performance. 
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American National Standard ANSI/AAMI/ISO 25539-1:2017 

Cardiovascular implants—Endovascular devices— 
Part 1:  
Endovascular prostheses 
1 Scope 

This document specifies requirements for the evaluation of endovascular systems (prostheses and delivery systems) 
and requirements with respect to nomenclature, design attributes and information supplied by the manufacturer 
based upon current medical knowledge. Guidance for the development of in vitro test methods is included in an 
informative annex to this document. This document can be considered as a supplement to ISO 14630, which 
specifies general requirements for the performance of non-active surgical implants. 

This document is applicable to endovascular systems used to treat aneurysms, stenoses or other vascular anomalies 
or pathologies (e.g. dissections, transections) or to create shunts between vessels [e.g. creation of transjugular 
intrahepatic portosystemic shunting (TIPS)]. Some of the requirements are specific to endovascular treatment of 
arterial aneurysms or stenoses. Although uses of endovascular systems other than treatment of arterial aneurysms or 
stenoses (e.g. dissections, transections, shunts) are within the scope of this document, the specific requirements and 
testing are not described. Similarly, specific prosthesis configurations (e.g. fenestrated, branched) are within the 
scope, but specific requirements and testing are not described for these devices. 

This document is not applicable to vascular occluders, with the exception of contra-lateral iliac artery occluders when 
used as an integral part of aorto-uni-iliac endovascular prosthesis. Although contra-lateral iliac artery occluders when 
used as an integral part of aorto-uni-iliac endovascular prosthesis are within the scope of this document, specific 
requirements and testing are not described for these devices. 

Balloons used to achieve adequate apposition of the prosthesis with the vessel wall or overlapping components are 
within the scope of this document, even if they are not integral to the endovascular system. This document provides 
requirements beyond the requirements of ISO 10555-4, specific to the use of balloons with endovascular prostheses. 

This document is not applicable to procedures and devices used prior to the introduction of the endovascular system, 
such as balloon angioplasty devices. 

The valve component of valved conduits constructed with an endovascular prosthesis component and the 
combination of the valved component and the endovascular prosthesis component are excluded from the scope of 
this document. This document can be helpful in identifying the appropriate evaluation of the endovascular prosthesis 
component of a valved conduit, but specific requirements and testing are not described for these devices. 

NOTE 1 Cardiac valved conduits are within the scope of ISO 5840-1. 

Pharmacological aspects of drug eluting or drug coated endovascular prostheses are not addressed in this 
document. 

NOTE 2 Vascular device-drug combination products are within the scope of ISO 12417. 

This document does not address the requirements for, and the evaluation of, viable tissues and non-viable biologic 
materials used in the construction of endovascular prostheses. 

The requirements for, and the evaluation of, degradation and other time-dependant aspects of absorbable materials 
used in the construction of endovascular prostheses are not addressed in this document. 

NOTE 3 Absorbable materials are within the scope of ISO/TS 17137 and ISO/TR 37137. 
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2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content constitutes 
requirements of this document. For dated references, only the edition cited applies. For undated references, the latest 
edition of the referenced document (including any amendments) applies. 

ISO 7198:2016, Cardiovascular implants and extracorporeal systems — Vascular prostheses — Tubular vascular 
grafts and vascular patches 

ISO 10993-1, Biological evaluation of medical devices — Part 1: Evaluation and testing within a risk management 
process 

ISO 11135, Sterilization of health-care products — Ethylene oxide — Requirements for the development, validation 
and routine control of a sterilization process for medical devices 

ISO 11137 (all parts), Sterilization of health care products — Radiation 

ISO 11607-1, Packaging for terminally sterilized medical devices — Part 1: Requirements for materials, sterile barrier 
systems and packaging systems 

ISO 13485, Medical devices — Quality management systems—Requirements for regulatory purposes 

ISO 14160, Sterilization of health care products—Liquid chemical sterilizing agents for single-use medical devices 
utilizing animal tissues and their derivatives—Requirements for characterization, development, validation and routine 
control of a sterilization process for medical devices 

ISO 14630:2012, Non-active surgical implants—General requirements 

ISO 14937, Sterilization of health care products—General requirements for characterization of a sterilizing agent and 
the development, validation and routine control of a sterilization process for medical devices 

ISO 14971, Medical devices—Application of risk management to medical devices 

ASTM F2503, Standard Practice for Marking Medical Devices and Other Items for Safety in the Magnetic Resonance 
Environment 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in ISO 7198 and ISO 14630 and the following 
apply. 

ISO and IEC maintain terminological databases for use in standardization at the following addresses: 

— IEC Electropedia: available at http://www.electropedia.org/ 

— ISO Online browsing platform: available at https://www.iso.org/obp/ 

NOTE Additional descriptions of device and clinical effects of failure are included in Annex B. 

3.1 
adverse event 
adverse change in health that occurs in a subject who participates in a study while receiving the treatment or within a 
specified time after receiving treatment 
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Note 1 to entry: For the purpose of this document, clinical effects of failure are a subset of adverse events and are 
described separately. 

Note 2 to entry: Adverse events are categorized by the system affected (e.g. cardiac, vascular, respiratory, 
neurological, renal, gastro-intestinal) and the severity of the event. 

3.2 
clinical effect of failure 
specific clinical observations potentially associated with device failures 

Note 1 to entry: The term device failure relates to the definition of a hazard as found in ISO 14971. 

Note 2 to entry: Clinical effects of failure are described in Annex B. 

3.3 
delivery system 
system or mechanism used to deliver the endovascular prosthesis (3.9) to the targeted position and then to deploy 
the prosthesis 

Note 1 to entry: The delivery system is removed after implant deployment. 

3.4 
determine 
quantitatively appraise or analyse 

3.5 
device effect of failure 
consequence to the device potentially associated with device failures 

Note 1 to entry: Device effects of failure are described in Annex B. 

3.6 
device evaluation strategy 
DES 
rationale for the testing selected to evaluate a specific endovascular system (3.10), based on the requirements of the 
device design and potential failure modes (3.13) 

3.7 
device evaluation strategy table 
DES table 
optional communication tool to present the DES (3.6) for a specific endovascular system (3.10) 

3.8 
endoleak 
persistence of blood flow outside the lumen of an endovascular prosthesis (3.9), but within an aneurysm sac or 
vascular segment being treated by the graft 

Note 1 to entry: Endoleaks in the presence of aneurysm are categorized as follows. 

— Type I endoleak arising at or from a sealing zone, occurring at the proximal (Type Ia) or distal (Type Ib) 
attachment zone. 

— Type II endoleak is caused by retrograde flow from patent branch arteries, for example, lumbar and intercostal 
arteries. 
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— Type III endoleak arises from an inadequate seal between modular graft components (Type IIIa) or from a defect 
in the graft material (3.15) (Type IIIb). 

— Type IV endoleak is due to graft permeability, often identified by a generalized blush of contrast within the 
aneurysm sac. 

3.9 
endovascular prosthesis 
endovascular graft 
endovascular implant 
vascular prosthesis (including modular components) which resides partially or completely within a blood vessel, or 
vascular conduit to form an internal bypass or shunt between sections of the vascular system, delivered and 
deployed using a delivery system (3.3) 

3.10 
endovascular system 
system comprised of an endovascular prosthesis (3.9) and its delivery system (3.3) 

3.11 
evaluate 
qualitatively appraise or analyse 

3.12 
factory anastomosis 
factory manufactured seam-line in which two or more edges of graft material (3.15) are joined (e.g. sewn) together 

Note 1 to entry: Bonds between stents or between the graft material and a stent or an attachment system are not 
covered under this definition. 

3.13 
failure mode 
difficulty or failure of the endovascular system (3.10) that may be encountered (hazards) in pre-clinical in vivo or 
clinical use of an endovascular system (3.10) and could result in consequences (harm) to the subject 

3.14 
fixation system 
system or feature of the endovascular prosthesis (3.9) that is designed to interface directly with the vessel wall in 
order to prevent migration 

3.15 
graft material 
textile or non-textile, non-metallic material [e.g. polyethylene terephthalate (PET), polytetrafluoroethylene (PTFE), 
polyurethane] used to line or cover the mechanical support structures of the endovascular prosthesis (3.9) or to 
provide a vascular conduit for blood flow 

4 General requirements for endovascular system 

The following requirements shall apply to all endovascular systems. 

4.1 Type of endovascular prosthesis 

The type of endovascular prosthesis shall be designated by balloon-expandable, self-expanding or other. 
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4.2 Materials and construction for endovascular system 

Materials of the endovascular system (e.g. graft material, wire, stent, mechanical support, imaging markers, coatings, 
drugs) shall be described by their generic or chemical names. 

4.3 Configuration and size designation for endovascular prosthesis 

The configuration of endovascular prosthesis shall be designated by its geometry (e.g. straight, bifurcated, branched, 
fenestrated, tapered, flared). 

The size of an endovascular system shall be designated by the outer diameter of the delivery system and the 
appropriate nominal relaxed diameters of each component of the endovascular prosthesis (e.g. main body, branches, 
extenders, cuffs) and the appropriate lengths. 

4.4 Intended clinical use for endovascular system 

The intended clinical use shall be designated by the disease state or lesion type to be treated (e.g. occlusive disease, 
stenosis, restenosis, aneurysm, dissection, transection) and one or more of the following implant locations: 

a) ascending thoracic aortic; 

b) aortic arch; 

c) great vessels; 

— left subclavian; 

— left carotid; 

— innominate (brachiocephalic); 

d) descending thoracic aortic; 

e) thoraco-abdominal aortic; 

f) abdominal aortic and/or aorto-iliac; 

— infrarenal; 

— juxtarenal; 

— pararenal and paravisceral; 

g) visceral; 

— renal; 

— superior mesenteric; 

— celiac; 

h) peripheral; 

— iliac; 
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— internal iliac; 

— femoral; 

— popliteal; 

— tibial; 

— carotid; 

i) coronary; 

j) arterio-venous shunt for vascular access; 

k) transjugular intrahepatic shunt; 

l) other vessels to be specified. 

Anatomical indications (e.g. vessel diameter ranges for treatment of occlusive disease, range of landing zone 
diameters and lengths for the treatment of aneurysms, maximum angulation) shall be specified. 

For branched or fenestrated devices, the additional vessels to be treated shall be specified. 

For endovascular prostheses intended to be used in conjunction with adjunctive procedures (e.g. percutaneous 
transluminal angioplasty), the adjunctive procedure shall be specified. 

If an endovascular prostheses may be used in a secondary procedure (e.g. treatment of in-stent restenosis, 
secondary repair of previously placed endovascular prosthesis with inadequate seal or fixation), the conditions of use 
shall be specified. 

4.5 Balloon designation 

Balloons integral to the endovascular system and balloons intended to achieve adequate apposition of the prosthesis 
shall be designated by the nominal diameter(s) as a function of the inflation pressure(s) or volume(s), the maximum 
recommended inflation pressure or volume and the rated burst pressure (RBP). 

If a commercially available balloon is recommended for use in the instructions for use (IFU), the balloon shall be 
designated by the balloon type [e.g. percutaneous transluminal angioplasty (PTA), moulding, low-pressure aortic, 
compliant]. 

5 Intended performance 

The requirements of ISO 14630:2012, Clause 4 shall apply. 

6 Design attributes 

6.1 General 

The requirements of ISO 14630:2012, Clause 5 shall apply. General design attributes for endovascular systems are 
listed in Tables A.3 and A.4 with reference to the nonclinical testing necessary for the evaluation of the design. It is 
recognised that not all tests identified in a category will be necessary or practical for any given endovascular 
prosthesis and/or system. The rationale for the selection of tests shall be documented. 
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6.2 Endovascular system 

In addition to the general requirements, the design attributes of the endovascular system shall at least take into 
account the following: 

a) ability to consistently, accurately and safely access the intended location; 

b) ability to consistently, accurately and safely deploy the endovascular prosthesis; 

c) ability to safely withdraw the delivery system; 

d) ability to minimize blood loss (haemostasis). 

6.3 Endovascular prosthesis 

In addition to the general requirements, the design attributes of the endovascular prosthesis shall at least take into 
account the following: 

a) ability of the endovascular prosthesis to ensure effective fixation within the vasculature; 

b) ability of the endovascular prosthesis to maintain adequate integrity; 

c) ability of the endovascular prosthesis to isolate the lesion as appropriate to its intended use (e.g. provide seal 
between the endovascular prosthesis and aneurysm, prevent blood from flowing through the implant wall); 

Changes in wall permeability after implantation shall be considered when establishing an appropriate in vitro 
specification for permeability. 

d) appropriate interaction between endovascular prosthesis modular components; 

e) compatibility of the endovascular prosthesis dimensions for use in specified vessel diameters; 

f) ability of the endovascular prosthesis to maintain adequate blood flow through the lumen (patency); 

g) ability to safely use magnetic resonance imaging (MRI) on a patient with an implanted endovascular prosthesis. 

6.4 Endovascular system and endovascular prosthesis 

In addition to the general requirements, the design attributes of the endovascular system and endovascular 
prosthesis shall at least take into account the following: 

a) visibility of the endovascular system, delivery system and endovascular prosthesis under fluoroscopy or other 
technologies; 

b) compliance of the delivery system and endovascular prosthesis with the requirements of ISO 10993-1 and other 
appropriate parts of the ISO 10993- series; 

c) sterility of the endovascular system and endovascular prosthesis. 

7 Materials 

The requirements of ISO 14630:2012, Clause 6 shall apply. Additional testing specific to certain materials should be 
performed to determine the appropriateness of the material for use in the design. For example, nitinol materials 
dependent on shape-memory properties should be subjected to testing in order to assess transformation properties. 
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8 Design evaluation 

8.1 General 

The requirements of ISO 14630:2012, Clause 7 shall apply. A risk analysis shall be carried out in accordance with the 
requirements of ISO 14971. 

The requirements and testing described in ISO 10555-1 may apply to the design evaluation of an endovascular 
system. 

The device design concept shall be considered in the selection of appropriate tests and associated test methods. The 
device design concept includes the following: 

— device description (e.g. physical description, figures, materials of construction), what the device key design 
features are intended to do, how the key design features accomplish the intended objective; 

— intended clinical use (see 4.4); 

— conditions of use/intended in vivo environment; 

— minimum design life of the device. 

A device evaluation strategy (DES) shall be created. A DES provides the rationale for the testing selected to evaluate 
the endovascular system based on the requirements of the device design and potential failure modes. DES may be 
communicated in a table (DES table) with column headings as presented and explained in Table A.1. Tables A.3 and 
A.4 may serve as the foundation for DES applicable to specific endovascular prosthesis and would be expanded 
upon as appropriate to address the unique aspects of the device. Alternative methods for presenting DES may be 
used (e.g. a non-tabular presentation of the rationale for the testing based on the potential risks and benefits of the 
endovascular system for the intended clinical use). 

Emerging-technology endovascular systems should be evaluated following the basic requirements of this document. 
The device evaluation strategy should identify any testing needed beyond the scope of this document to characterize 
these endovascular systems. 

NOTE 1 All testing might not be appropriate for all endovascular system designs or intended clinical uses. 

Whenever changes are made in materials, construction, configuration, intended clinical use or processing methods, 
an appropriate analysis of the potential impact of the change on the potential failure modes and performance of the 
endovascular system shall be performed. The device evaluation strategy may be outlined in a table with column 
headings as presented in Table A.5. Appropriate testing shall be conducted as deemed necessary, considering the 
potential failure modes associated with the change. 

The use of a control device for comparison may be considered in the evaluation of certain design attributes, 
particularly for design iterations. 

The device design evaluation should be appropriate for the conditions of use described in the design concept and in 
the instructions for use (IFU). Though not required for the design evaluation, testing beyond these limits may be 
considered to characterize the changes in device performance (e.g. migration resistance, seal, kink resistance, 
durability, proper positioning, configuration or orientation) as a function of use outside of the recommended conditions 
(e.g. angles, sizing). Information obtained from such testing might be useful in establishing acceptance criteria and in 
identifying appropriate warnings or precautions in the IFU for physician users. 

Testing to establish the labelled shelf-life shall be conducted by repeating appropriate tests. Generally, this will not 
include long-term durability testing, unless the materials of construction are susceptible to degradation that cannot be 
evaluated through shorter-term testing, or other tests that measure parameters that are not expected to be affected 
by aging (e.g. MRI safety testing, corrosion testing). Justification for the selection of tests shall be provided. 

NOTE 2 ASTM F2914 provides guidance for the determination of appropriate tests for the evaluation of shelf-life. 
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8.2 Sampling 

A sampling plan should be used that will ensure that adequate representation of the data has been obtained for each 
characteristic measured. It should be verified that the design attributes of the endovascular system are representative 
of the devices to be released for distribution including all sizes, configurations and components. 

If the purpose of the test is to evaluate the interaction between modular components or overlapping prostheses (e.g. 
separation force for overlapping endovascular prostheses), or if the attribute under test could be significantly affected 
by the overlap (e.g. ability to resist kinking), the test articles should include overlapped components. 

The sampling should fully represent the range of device sizes and may not necessarily require the testing of each 
size. It may be necessary to conduct an analysis to identify the size(s) of the device with the greatest potential for 
failure. A rationale should be provided for sample selection. 

Segments or portions of complete prostheses may be used as the test articles if appropriately justified. 

The need for testing of more than one area in endovascular prosthesis to ensure adequate characterization for some 
parameters (e.g. proximal and distal diameters in a tapered prosthesis, wall thickness in devices with non-uniform 
wall thickness) should be considered in establishing the sampling plan. 

For all tests, the number of samples should be justified. 

8.3 Conditioning of test samples 

All samples should be subjected to sterilization, including multiple sterilizations, if appropriate, unless justification is 
provided for use of non-sterilized products. 

Samples should be subjected to conditions that are normally encountered that can affect the test results. Examples of 
conditioning are preparation of the endovascular system, loading of the prosthesis inside the delivery catheter, 
passage through simulated tortuous vasculature, warming of the system to body temperature and deployment of the 
prosthesis. 

8.4 Reporting 

For the purposes of this document, reporting refers to submission to a National Regulatory Authority. 

The design evaluation report should include an appropriate table of contents and four main sections: a) background, 
b) an executive summary, c) individual test summaries and d) appendices that include the device evaluation strategy 
and the detailed reports. Pages should be numbered sequentially throughout the document (including appendices). 

a) The background section should describe the device design concept. 

b) The executive summary should include the following: 

— a description of the bench testing and analyses that have been performed; 

— a summary of the device evaluation strategy, including justification for the omission of tests identified in this 
document; 

— a table to summarize the testing completed, with the following columns: name of test, test purpose, test 
sample description, number of samples, acceptance criteria, summary of results and cross references 
to the test summary and full test report. 

c) Individual test summaries should include the following: 

— a brief summary of the purpose, methods, and results; 

— the significance of the test results: 
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— for tests with acceptance criteria, justification for the criteria; 

— for characterization tests, an explanation of the relevance of the results. 

d) Individual test reports should include the following information: 

— purpose: state the purpose of the test as it corresponds to this document; 

— materials: list significant materials (e.g. test articles with lot/serial numbers or other appropriate means of 
traceability, critical equipment) used in performing the test, using figures and diagrams as appropriate; 

— sampling: state the sampling plan, including the basis for and the number of samples tested and 
justification for the selection of test articles (e.g. sizes, conditioning); 

— acceptance criteria: if applicable, state the criteria for the test results, including justification and/or clinical 
relevance; 

Clinical applicability of the acceptance criteria shall take into consideration the anatomical and physiological 
conditions of the intended use. 

— test method: describe in detail the method used to perform the test, including any prospectively defined 
inspection procedures, and provide a justification for relevant test parameters; 

— protocol deviations: describe any deviations and their potential significance on the interpretation of the 
results; 

— expression of results: report testing results expressed in units as indicated in the test method; 

— conclusions: state conclusions, based on comparing results to acceptance criteria or provide an 
explanation of the relevance of the results for characterization tests and, if appropriate, include a 
discussion on the potential clinical significance of the results. 

8.5 Bench and analytical tests 

Testing of the endovascular system, delivery system and endovascular prosthesis shall be conducted to evaluate the 
design attributes described in Clause 6, as applicable. The appropriate tests to evaluate each design attribute are 
based on the potential associated failure modes, device effects of failure and clinical effects of failure. The rationale 
for the requirements specified in this document for the bench tests and analytical analyses to assess device 
performance is described in Annex A. 

 Endovascular system and delivery system 8.5.1

The ability of the endovascular system to permit safe and consistent delivery, deployment and withdrawal and to 
provide adequate haemostasis shall be assessed. Sterility, biocompatibility and visualization shall also be assessed. 

The associated device/procedure related functions, potential failure modes and potential device effects of failure and 
clinical effects of failure to be considered are listed in Table A.3. 

Testing shall include the items listed in 8.5.1.1 through 8.5.1.11, as appropriate to the design of the endovascular 
system. 

8.5.1.1 Balloon testing 

The following requirements apply to balloons integral to the endovascular system and accessory balloons used to 
achieve adequate apposition of the prosthesis. 
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If the IFU for the endovascular prosthesis requires the use of a commercially available balloon, simulated use testing 
as required by 8.5.1.5 shall include use of the specified balloon or a balloon with characteristics representative of the 
type of balloon specified in the IFU. The balloon testing as required by 8.5.1.1 is not required for the commercially 
available balloon. 

 Balloon burst pressure for non-compliant balloons 8.5.1.1.1

Determine the mean and rated burst pressure (RBP) of the balloon when inside of the endovascular prosthesis. 

 Balloon deflation times 8.5.1.1.2

Determine the time required to completely deflate the balloon when inside of the endovascular prosthesis. 

 Balloon rated fatigue 8.5.1.1.3

Determine the ability of the balloon, when inside of the endovascular prosthesis, to withstand repeated inflation cycles 
to the maximum recommended pressure or volume, taking into consideration the number of inflation cycles expected 
clinically. 

 Balloon volume to burst for compliant balloons 8.5.1.1.4

Determine the volume required to burst a compliant balloon when inside of the endovascular prosthesis. 

8.5.1.2 Dimensional verification of the endovascular system 

Determine the endovascular system dimensions, including the useable length, profile and all other appropriate 
dimensions, for verification to design specifications. 

8.5.1.3 Dislodgement force (pre-mounted, balloon-expandable endovascular prosthesis) 

Determine the force required to displace the pre-mounted endovascular prosthesis from its position on the non-
expanded balloon. 

8.5.1.4 Force to deploy for self-expanding endovascular prostheses 

Determine the force to deploy the endovascular prosthesis under simulated anatomical conditions. All applicable 
steps of the deployment process should be evaluated. 

This force may be used to establish relevant bond strength acceptance criteria. 

8.5.1.5 Simulated use 

Evaluate the ability to access, deploy and withdraw the endovascular system, including pushability, flexibility, 
torquability, trackability and deployment accuracy, using an anatomical model(s) that is (are) representative of the 
anatomical variation in the intended patient population. Evaluate the compatibility of the endovascular system with 
accessory devices. Evaluate the conformability of the deployed endovascular prosthesis to the vessel wall, 
positioning (including orientation, if applicable), and absence of anomalies (e.g. kinks, twists, component separation, 
non-uniform expansion, prosthesis damage). 

If visible particle generation is observed during access, deployment and withdrawal of the endovascular system, this 
observation should be noted. The relevance of any observations should be explained in the context of the intended 
clinical use. 

8.5.1.6 Tensile bond strength 

Determine the bond strength of the joints and/or fixed connections of the delivery system. Evaluate the strength of the 
segments adjacent to the bonds of the delivery system (e.g. sheath, tubing) separately or concurrently with the bond 
strength determination. 
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The acceptance criteria for the bond strength(s) should take into consideration the expected forces applied to the 
delivery system during clinical use [e.g. tracking (access and withdrawal) and deployment]. 

8.5.1.7 Torsional bond strength 

Determine the torque required to cause failure of the joints and/or fixed connections in the appropriate segments of 
the delivery system (i.e. joints and/or fixed connections that are subjected to torsion during clinical use). Evaluate the 
torsional strength of the segments adjacent to the bonds of the delivery system (e.g. sheath, tubing) separately or 
concurrently with the torsional bond strength determination. 

The results shall be evaluated in relation to the torque necessary to access, deploy and withdraw the system. 

8.5.1.8 Haemostasis 

Evaluate the ability of any haemostatic seal or valve in the delivery system to minimize leakage of blood. 

8.5.1.9 Biocompatibility 

The biocompatibility of the delivery system and the endovascular prosthesis shall be ensured in accordance with 
ISO 10993-1 and appropriate parts of the ISO 10993- series. 

8.5.1.10 Sterilization assurance 

Sterilization shall be ensured in accordance with appropriate International Standards. 

8.5.1.11 Visibility 

Evaluate the ability to visualize the endovascular system and endovascular prosthesis using the imaging techniques 
specified in the instructions for use (IFU). 

 Endovascular prosthesis 8.5.2

The ability of the implant to function as intended shall be assessed. 

The associated device/procedure related functions, potential failure modes and potential device and clinical effects of 
failure to be considered are listed in Table A.4. 

Testing shall include the items listed in 8.5.2.1 through 8.5.2.9, as appropriate to the design of the endovascular 
prosthesis. The tests are grouped based on similarities in the objectives of the testing; however, tests are not 
repeated within multiple categories. Refer to Annex A for a complete listing of the tests applicable to each design 
attribute. 

8.5.2.1 Corrosion 

Evaluate the susceptibility of the metallic materials of the endovascular prosthesis to corrosion. 

8.5.2.2 Fatigue and durability—Computational analyses 

Calculate the magnitude and location of the maximum stresses and/or strains for each appropriate loading scenario 
based upon the intended clinical application and device design. Appropriate computational analysis tools, such as 
finite element analysis (FEA), can be used to calculate the stresses and/or strains. The stresses and/or strains can be 
compared to material characteristics to calculate the fatigue safety factor. 

Computational analyses may also be used to establish appropriate test conditions and to select test articles for 
fatigue and durability testing. 

8.5.2.3 Fatigue and durability—in vitro testing 

Evaluate the long-term structural integrity of the endovascular prosthesis under cyclic loading conditions that 
represent the in vivo environment. This can require several different test configurations. 
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Potential integrity failures to be assessed might include fractures, abrasion, perforation, suture breaks, bonding 
failures, suture hole elongation, weave separation and delamination. 

In vitro fatigue testing of the prosthesis or appropriately justified test article shall be performed to demonstrate a 
minimum design life of 10 years. For pulsatile-related test configurations, a minimum of 380 million cycles is generally 
required. For non-pulsatile related test configurations, the minimum number of cycles required to demonstrate a 
design life of 10 years shall be justified. If the intended design life is less than 10 years, then shorter duration fatigue 
testing may be appropriate and shall be justified. 

If fatigue testing is performed to compare the durability of an endovascular prosthesis to a prosthesis with clinically 
demonstrated durability or clinically known problems with durability, the duration of test shall be justified. 

 General considerations 8.5.2.3.1

In identifying the appropriate durability tests, developing test methods and establishing acceptance criteria, 
consideration of the device design (e.g. geometry, material selection, active fixation) and intended clinical use (e.g. 
implantation location, disease state, lesion type) is necessary. 

Pulsatile and non-pulsatile loading are associated with several modes of deformation. Pulsatile loading (i.e. loading 
caused by the cardiac cycle) results in radial dilatation and can also produce non-radial (i.e. bending, torsional and 
axial) deformation. Non-pulsatile loading (e.g. loading from respiration, walking) can result in non-radial deformation. 
Examples of clinical uses with their associated modes of loading (e.g. bending, axial, torsion, radial) include the 
following: 

— arterial endovascular prostheses will generally be subject to radial loading; 

— non-aortic endovascular prostheses could also be subject to axial, bending and torsion; 

— thoracic aortic endovascular prostheses could also be subject to bending. 

 Radial fatigue and durability 8.5.2.3.2

Evaluate the long-term structural integrity of the endovascular prosthesis when subjected to cyclic radial loading 
conditions, if applicable. 

 Active fixation fatigue and durability 8.5.2.3.3

Evaluate the long-term structural integrity of the securement of the active fixation components (e.g. barbs, hooks, 
pins) to the attachment system (e.g. proximal stent) and the securement of the attachment system to the 
endovascular prosthesis body when subjected to cyclic loading conditions, if applicable. 

 Axial fatigue and durability 8.5.2.3.4

Evaluate the long-term structural integrity of the endovascular prosthesis when subjected to cyclic axial loading 
conditions, if applicable. 

 Bending fatigue and durability 8.5.2.3.5

Evaluate the long-term structural integrity of the endovascular prosthesis when subjected to cyclic bending loading 
conditions, if applicable. 

 Torsional fatigue and durability 8.5.2.3.6

Evaluate the long-term structural integrity of the endovascular prosthesis when subjected to cyclic torsional loading 
conditions, if applicable. 
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8.5.2.4 Fixation and seal 

Determine the leakage at the seal zone and the separation force for overlapping endovascular prostheses. Also, 
evaluate the migration resistance of the endovascular prosthesis. 

Additional testing may be appropriate to address potential effects of failure that can be related to inadequate fixation 
effectiveness such as radial force, recoil and strength of the connection(s) between the graft material and a discrete 
fixation system(s) which are listed under 8.5.2.5, 8.5.2.7 and 8.5.2.8, respectively. In addition, testing to address the 
maintenance of fixation effectiveness is addressed under 8.5.2.2 and 8.5.2.3. 

 Leakage at seal zone 8.5.2.4.1

This test applies to a device design modification that may affect the seal zone(s). 

Determine the leakage between the seal zone(s) of the endovascular prosthesis and a mock artery and compare the 
results to those for the unmodified device. This requirement can alternatively be met through evaluation of Type I 
endoleaks in a clinical study. 

The evaluation of seal zone leakage is not necessary for endovascular prostheses intended for clinical uses for which 
seal zone leakage is unlikely to occur or would not likely be associated with adverse clinical sequelae (e.g. treatment 
of occlusive lesions). 

 Migration resistance 8.5.2.4.2

Evaluate the ability of the endovascular prosthesis to resist migration when subjected to a force or pressure. The 
evaluation of migration resistance is not necessary for endovascular prostheses intended for clinical uses for which 
migration is unlikely to occur or would not likely be associated with adverse clinical sequelae (e.g. treatment of 
occlusive lesions). 

 Separation force for overlapping endovascular prostheses 8.5.2.4.3

Determine the force required to separate overlapping endovascular prostheses or modular components (e.g. main 
body, cuffs, extenders) in the deployed state. The evaluation of separation force is not necessary for endovascular 
prostheses intended for clinical uses for which component separation is unlikely to occur or would not likely be 
associated with adverse clinical sequelae (e.g. treatment of occlusive lesions). 

8.5.2.5 Patency-related tests 

Crush resistance, local compression and radial force characterize different patency-related attributes of the 
endovascular prosthesis and are applicable for specific device types and implant locations as described in Table 1. 
Resistance to kinking (flexibility) is applicable to all endovascular prostheses. 
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Table 1—Rationale for crush and compression resistance and radial force requirements 

Test Purpose 

Rationale for applicability 

Non-aortic implant locations Aortic implant locations 

Balloon- 
expandable 

endovascular 
prostheses 

Self- 
expanding 

endovascular 
prostheses 

Balloon- 
expandable 

endovascular 
prostheses 

Self-expanding 
endovascular 

prostheses 

Compression 
resistance to 
perpendicularly 
applied load 
(self- expanding, 
non-aortic 
endovascular 
prostheses) 

The purpose of 
this test is to 
determine the 
force at which a 
pre-specified 
displacement 
occurs under a 
load applied 
perpendicular to 
the longitudinal 
axis of the 
prosthesis. 

Not applicable 
because this 
test does not 
evaluate 
permanent 
deformation 
relevant to 
balloon- 
expandable 
prostheses. 

Applicable 
because a non-
aortic self-
expanding 
prosthesis 
might be 
subjected to 
compressive 
forces that can 
affect patency. 

Not applicable 
because the aorta 
is not typically 
subjected to 
perpendicularly 
applied loads. 

Not applicable 
because the 
aorta is not 
typically 
subjected to 
perpendicularly 
applied loads. 

Crush resistance 
with 
perpendicularly 
applied load 
(balloon- 
expandable, 
non-aortic 
endovascular 
prostheses) 

The purpose of 
this test is to 
determine the 
force at which a 
pre-specified 
amount of 
permanent 
deformation 
occurs under a 
load applied 
perpendicular to 
the longitudinal 
axis of the 
prosthesis. 

Applicable 
because a 
non-aortic 
balloon-
expandable 
prosthesis may 
be 
permanently 
deformed by 
an external 
load. 

Not applicable 
because self- 
expanding 
devices do not 
typically 
undergo 
permanent 
deformation. 

Not applicable 
because the aorta 
is not typically 
subjected to 
perpendicularly 
applied loads. 

Not applicable 
because the 
aorta is not 
typically 
subjected to 
perpendicularly 
applied loads. 

Crush resistance 
with radially 
applied load 
(balloon- 
expandable 
endovascular 
prostheses) 

The purpose of 
this test is to 
determine the 
radially applied 
load at which a 
pre-specified 
amount of 
permanent 
deformation 
occurs. 

Applicable 
because a 
non-aortic 
balloon- 
expandable 
prosthesis may 
be 
permanently 
deformed by a 
radially applied 
load. 

Not applicable 
because self- 
expanding 
devices do not 
typically 
undergo 
permanent 
deformation. 

Applicable 
because an aortic 
balloon- 
expandable 
prosthesis may be 
permanently 
deformed by a 
radially applied 
load. 

Not applicable 
because self- 
expanding 
devices do not 
typically undergo 
permanent 
deformation. 
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Test Purpose 

Rationale for applicability 

Non-aortic implant locations Aortic implant locations 

Balloon- 
expandable 

endovascular 
prostheses 

Self- 
expanding 

endovascular 
prostheses 

Balloon- 
expandable 

endovascular 
prostheses 

Self-expanding 
endovascular 

prostheses 

Radial force 
(self-expanding, 
endovascular 
prostheses) 

The purpose of 
this test is to 
determine the 
outward force as 
a function of the 
diameter of the 
endovascular 
prosthesis. 

Not applicable 
because 
balloon- 
expandable 
devices can 
exhibit 
permanent 
deformation 
which is not 
evaluated by 
this test. 

Applicable 
because a non-
aortic self-
expanding 
prosthesis 
exerts a radial 
outward force 
against the 
vessel wall. 

Not applicable 
because balloon- 
expandable 
devices can 
exhibit permanent 
deformation which 
is not evaluated 
by this test. 

Applicable 
because an 
aortic self- 
expanding 
prosthesis exerts 
a radial outward 
force against the 
vessel wall. 

 Compression resistance to perpendicularly applied load (self-expanding, non-aortic endovascular 8.5.2.5.1
prostheses) 

Determine the force at which a pre-specified displacement occurs under a load applied perpendicular to the 
longitudinal axis of the prosthesis. 

  Crush resistance with perpendicularly applied load (balloon-expandable, non-aortic endovascular 8.5.2.5.2
prostheses) 

Determine the force at which a pre-specified amount of permanent deformation occurs under a load applied 
perpendicular to the longitudinal axis of the prosthesis. 

 Crush resistance with radially applied load (balloon-expandable endovascular prostheses) 8.5.2.5.3

Determine the radially applied load at which a pre-specified amount of permanent deformation occurs. 

 Radial force (self-expanding endovascular prostheses) 8.5.2.5.4

Determine the outward force as a function of the diameter of the endovascular prosthesis. 

 Resistance to kinking (flexibility) 8.5.2.5.5

Determine the minimum radius that the endovascular prosthesis can accommodate without kinking. 

8.5.2.6 Permeability 

Determine the porosity, water permeability and/or water entry pressure, as appropriate to the endovascular 
prosthesis. The selection of appropriate tests from those listed below shall be justified based on the graft material of 
construction. Integral water leakage is applicable to all endovascular prostheses. 

 Integral water leakage 8.5.2.6.1

Evaluate the water leakage between modular components and through holes in the graft material resulting from the 
construction of the endovascular prosthesis (e.g. holes created by suturing stent structures to the graft material). 

 Porosity (non-textile materials) 8.5.2.6.2

Determine the porosity of the graft material for an endovascular prosthesis constructed of non-textile materials. 
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 Water entry pressure (non-textile materials) 8.5.2.6.3

Determine the pressure required to force water through the graft material of an endovascular prosthesis constructed 
of non-textile materials. 

 Water permeability (textile materials) 8.5.2.6.4

Determine the water flow rate through the graft material of an endovascular prosthesis constructed with a water-
permeable graft material (e.g. woven graft material). 

8.5.2.7 Sizing-related testing 

Select the appropriate tests from those listed below to aid in the establishment of the sizing recommendations for the 
endovascular prosthesis. 

 Dimensional verification of the endovascular prosthesis 8.5.2.7.1

Determine the graft material wall thickness(es) and the endovascular prosthesis dimensions in the deployed state, 
including the length(s), outer diameter(s) and all other appropriate dimensions, for verification to design 
specifications. 

 Implant diameter to balloon inflation pressure (balloon-expandable endovascular prostheses) 8.5.2.7.2

Determine the relationship between the prosthesis diameter and the balloon inflation pressure for balloon-expandable 
endovascular prostheses. 

 Implant length to diameter relationship (endovascular prostheses that have clinically relevant 8.5.2.7.3
length changes with diameter changes) 

Determine the relationship between the length and diameter for endovascular prostheses that have clinically relevant 
length changes with diameter changes. 

 Recoil (balloon-expandable endovascular prostheses) 8.5.2.7.4

Determine the amount of elastic recoil (percent of diameter reduction), after the deployment of a balloon-expandable 
prosthesis. Recoil shall be considered in the sizing recommendations. 

8.5.2.8 Strength 

Determine the burst strength, factory seam strength, longitudinal tensile strength, strength after repeated puncture 
and strength of the connection(s) between the graft material and a discrete fixation system(s), as appropriate to the 
endovascular prosthesis. The selection of appropriate tests from those listed below shall be justified based on the 
design of the endovascular prosthesis. 

 Burst strength 8.5.2.8.1

Determine the pressurized burst strength of the graft material or alternatively, the burst strength of the entire 
endovascular prosthesis if processing may reduce the strength of the graft material. 

 Factory seam strength (endovascular prostheses with seams in the graft material) 8.5.2.8.2

Determine the tensile strength of any factory manufactured seams in the graft material. This requirement is not 
intended to apply to any connections between stents or between the graft material and a stent or an attachment 
system (see 8.5.2.8.5). 

 Longitudinal tensile strength 8.5.2.8.3

Determine the longitudinal tensile strength of the graft material. 
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 Strength after repeated puncture (endovascular prostheses for vascular access) 8.5.2.8.4

Determine the strength of the endovascular prosthesis following repeated dialysis-needle punctures for a prosthesis 
that will be cannulated to provide blood access for haemodialysis. 

 Strength of the connection(s) between the graft material and a discrete fixation system(s) 8.5.2.8.5

Determine the strength of the connection(s) between the graft material and the fixation system(s). This requirement 
applies to prostheses with a fixation system that is discrete from any stent(s) intended to provide structural support 
within the prosthesis (e.g. suprarenal stent that is not continuous with the stent(s) in the prosthesis body). 

This requirement is to determine the securement of a fixation system (e.g. suprarenal stent) to the endovascular 
prosthesis body and not to evaluate the securement of an active fixation component (e.g. barb, hook, pin) to the 
fixation system or graft material. As such, the location or presence of an active fixation component is not relevant for 
this requirement. 

NOTE The structural integrity of the securement of an active fixation component (e.g. barb, hook, pin) to the 
fixation system is addressed in 8.5.2.3.3. 

8.5.2.9 Magnetic resonance imaging (MRI) safety 

Using clinically relevant MR environments (e.g. appropriate static magnetic field and spatial magnetic gradient field), 
evaluate the potential for magnetically induced displacement force and torque and RF induced heating of the 
prosthesis. Determine the appropriate MR safety term (i.e. MR safe, MR conditional or MR unsafe) as defined in 
ASTM F2503. 

Characterize the MR image artefact produced by the prosthesis. Describe the location and extent of the image 
artefact effect on the ability to visualize the device and adjacent anatomy. 

NOTE No acceptance criterion is needed for image artefact as the effect of the MR artefact on the usefulness of 
the image depends on the MR environment and the anatomical region being imaged with respect to the location of 
the prosthesis. For example, although image artefact associated with an abdominal prosthesis can affect the ability to 
image the lumbar spine, it would not affect the ability to image the head and neck. 

Test methods for evaluating magnetically induced displacement, torque, RF heating and imaging artefact can be 
found in 

— ASTM F2052, 

— ASTM F2213, 

— ASTM F2182, and 

— ASTM F2119. 

8.6 Preclinical in vivo evaluation 

 Purpose 8.6.1

The purpose of preclinical in vivo testing is to evaluate the deployment of the endovascular prosthesis, the biological 
response of the host to the prosthesis and the effect of the implant environment on the prosthesis. If the objective of 
an animal study can be met through alternative means (e.g. through reference to previously conducted animal and/or 
clinical studies), the use of previously obtained data or other supportive information shall be justified. The justification 
should include comment on the relevance of any differences between the subject device and the device used in the 
previous study and the relevance of any differences in the intended uses. 
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The principles of 8.6 may be applied for the preclinical in vivo evaluation of particular configurations of prostheses 
(e.g. fenestrated, branched) and vascular uses other than the treatment of arterial stenoses and aneurysms. 
Additional specific aims, endpoints and reporting requirements might be needed to define an appropriate study. 

 Specific aims 8.6.2

Specific aims of the study shall be stated in the protocol. More than one study may be used to address these aims, 
which can include the following: 

a) evaluate the ability to access the target location with the delivery system. 

b) evaluate the handling, ease of use and visualization of the delivery system, and visualization of the endovascular 
prosthesis; 

c) evaluate the accuracy of deployment; 

d) evaluate the compatibility of accessory devices with the endovascular system, including balloons used post-
deployment; 

e) evaluate the ability to withdraw the delivery system; 

f) evaluate the functional haemostasis of the delivery system and sheath introducer; 

g) evaluate the position, structural and material integrity and patency of the endovascular prosthesis acutely and at 
explant; 

h) evaluate histology and pathology of explants and pertinent tissues/organs; 

i) record failure modes, device and clinical effects of failure (see Annex B for potential failure modes and effects of 
failure) and adverse events. 

 Protocol considerations 8.6.3

Each type of prosthesis shall be tested by implantation at the intended, or an analogous, vascular site in a reasonable 
number of animals for an adequate duration of time to accomplish the specific aims of the study. A control might be 
appropriate for comparison purposes. The type and intervals of interim assessments shall be specified and justified. 
As far as permitted by the limitations of the animal model, all devices used should be of clinical quality and size and 
of the design intended for clinical use. 

All animals in the study shall be regularly examined. Histological and pathological assessment of explants and 
appropriate tissues/organs shall be completed. If an animal either dies or must be sacrificed prior to scheduled 
termination, it shall be subjected to immediate post-mortem examination. The cause of death or illness, and the 
extent to which the implant was implicated, shall be documented. Information for all animals implanted with either test 
or control prostheses, including those excluded from the final analyses, shall be recorded and included in the test 
report. 

The design of the preclinical in vivo testing, including the experimental protocol, measurement methods and data 
analysis, shall be documented. In addition, the choice of animal model, such as species, sex, age, and whether or not 
a lesion is created, shall be justified and shall be consistent with the study objectives. Implantation shall be consistent 
with the recommended deployment instructions as far as permitted by the limitations of the animal model. 

Appropriate quality management practices and animal welfare protection measures should be followed in the 
execution of an animal study. 

 Data acquisition 8.6.4

The following minimum data shall be recorded for each animal receiving prosthesis: 
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a) identification data: 

1) source of animal; 

2) animal identification; 

3) sex; 

4) approximate age; 

5) mass; 

b) pre-operative data: 

1) verification of satisfactory health status; 

2) medication (e.g. prophylactic antibiotics); 

c) operative data: 

1) date of procedure; 

2) name of person(s) performing procedure; 

3) prosthesis identification; 

4) in situ length of prosthesis; 

5) target vessel and prosthesis diameters; 

6) location and length of overlap for overlapping devices; 

7) use of systemic antiplatelet/anticoagulant therapy; 

8) assessment of the ability to access the target vessel location (e.g. pushability, flexibility, torquability, 
trackability); 

9) assessment of the ease and ability to accurately deploy the prosthesis; 

10) assessment of the ability to visualize the delivery system and the implant; 

11) assessment of the ability to withdraw the delivery system; 

12) assessment of the compatibility with accessory devices (e.g. balloons used during or after deployment); 

13) assessment of blood loss (e.g. amount and location); 

14) assessment of position, conformability, patency and absence of abnormalities (e.g. kinks, twists, 
component separation, non-uniform expansion and prosthesis damage) of the implant; 

15) observed device and clinical effects of failure and adverse perioperative events, including severity, 
management and outcome; 

16) any significant deviation from the proposed deployment instructions or protocol; 
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d) post-operative and follow-up data: 

1) medications, including those that affect coagulation; 

2) assessment of structural integrity, patency and position of the prosthesis, including the method and date of 
visualization; 

3) observed device and clinical effects of failure and adverse events, including date of occurrence, severity, 
management and outcome; 

4) any significant deviation from the protocol; 

e) termination data: 

1) date of sacrifice; 

2) name of person(s) performing procedures and assessments; 

3) assessment of structural integrity, patency and position of prosthesis, including method of visualization; 

4) gross alteration in the dimensional and physical properties of the prosthesis; 

5) histological and pathological assessment of explants and appropriate surrounding and distal 
tissues/organs. 

 Test report and additional information 8.6.5

Results of all animals enrolled in the protocol shall be recorded and reported, even if excluded from the final analysis. 

The test report shall include the following: 

a) study protocol; 

b) rationale for selection of the following: 

1) animal model; 

2) implantation site; 

3) control for comparison, if applicable; 

4) implantation periods; 

5) methods of assessment; 

6) intervals of observation; 

7) sample size (i.e. number of animals and implants); 

c) summary of results: 

1) animal accountability, including rationale for exclusion of data from the primary analysis; 

2) number of animals for which there was successful implantation of the prosthesis; 
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3) operator assessment of ease of deployment, visualization and handling; 

4) discussion of appropriateness of sizing and potential impact on study results; 

5) summary of any changes in position, structural and material integrity and patency of the prosthesis; 

6) summary of device and clinical effects of failure and adverse events; 

7) summary of early deaths or sacrifices for cause; 

8) significant and/or relevant deviations from protocol; 

9) summary of pathology and histology of explants and appropriate tissues/organs, including representative 
gross photographs and micrographs; 

10) comparison of outcomes for test and control groups, if applicable; 

11) conclusions from study; 

12) summary of quality assurance and data auditing procedures. 

8.7 Clinical evaluation 

 Purpose 8.7.1

The purpose of clinical evaluation is to assess the safety and effectiveness of an endovascular system. This 
evaluation is not intended to demonstrate the long-term performance of the prosthesis. An investigation should be 
carried out for each new prosthesis or new clinical application of a prosthesis using the principles given in ISO 14155, 
or an equivalent publication. Significant design changes that can impact safety and performance shall require clinical 
evaluation if determined to be necessary based on an appropriate risk assessment. Additional prosthesis sizes 
outside the previously evaluated range might require clinical evaluation. 

If an objective of a clinical study can be met through alternative means (e.g. through reference to previously 
conducted clinical studies), the use of previously obtained data or other supportive information shall be justified. The 
justification should include comment on the relevance of any differences between the subject device and the device 
used in the previous study and the relevance of any differences in the intended uses. 

The principles of 8.7 may be applied for the clinical evaluation of particular configurations of prostheses (e.g. 
fenestrated, branched) and vascular uses other than the treatment of arterial stenoses and aneurysms. Additional 
specific aims, endpoints, and reporting requirements might be needed to define an appropriate study. 

 Specific aims 8.7.2

Specific aims of the study shall be based on an appropriate risk assessment for the endovascular system and stated 
in the protocol. The specific aims may include the following: 

a) evaluate the effectiveness of the endovascular system, such as the following: 

1) ability to access the target location with the delivery system; 

2) accuracy of deployment; 

3) ability to withdraw the delivery system; 

4) position, structural and material integrity and functionality of the prosthesis acutely and over time; 
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5) lesion characteristics (e.g. aneurysm size, restenosis, false lumen perfusion) over time; 

6) device effects of failure (see Annex B for potential effects of failure); 

b) evaluate the safety of the endovascular system, such as the following: 

1) clinical effects of failure (see Annex B for potential clinical effects of failure); 

2) adverse events. 

 Protocol considerations 8.7.3

A multicentre study shall be performed at a minimum of three investigational sites. A justification for the number of 
investigational sites shall be provided. 

A specific question or set of questions (i.e. hypotheses) shall be defined prospectively. These questions shall 
delineate the appropriate safety (e.g. freedom from major adverse events), effectiveness (e.g. technical success in 
absence of serious device related events) or combined safety and effectiveness endpoints (e.g. 30-day mortality for 
the treatment of dissections) to be measured. Definitions of success and failure for each endpoint and the duration of 
follow-up needed to assess each endpoint shall be specified. A definition for the study success shall also be specified 
(e.g. meeting both the safety and effectiveness primary endpoints). 

A statistical justification for the number of patients studied shall be provided based upon the primary hypotheses. No 
investigational site should enrol more that 35 % of the total number of study subjects. 

The clinical investigation shall be continued for a minimum of 12 mos for each patient unless a justification for a 
different study duration is provided. Patient follow-up intervals shall include a minimum of a baseline assessment at 
discharge and an assessment at the specified study duration. A justification will be required for follow-up intervals. All 
patients enrolled in the study, including those excluded from the primary endpoint analyses, shall be recorded and 
reported. The final report may be completed when the required number of patients to test the hypotheses has 
reached the specified study duration. The report shall include current follow-up data on all patients. Longer-term 
patient follow-up (e.g. 3 years to 5 years after the last prosthesis has been implanted) may be appropriate for the 
post-market clinical assessment of device designs with a limited history of clinical use. 

A control should be included in the study to appropriately address the questions postulated. If an appropriate control 
is not or cannot be identified, or a concurrent control is unnecessary, a method for evaluating the clinical outcomes 
shall be prospectively defined and justified (e.g. performance goals). 

The study design shall be designated by the following terms: 

— randomized, multi-arm, “unblinded” study with a concurrent control using an alternative or no treatment; 

— non-randomized study with concurrent control; 

— single-arm study with patient serving as own control (include designed single-arm crossover); 

— single-arm study with historical control using patient-level data; 

— single-arm study with literature control; 

— single-arm study with performance goals. 

The protocol may differ between the control group and the treatment group. If so, a separate protocol for the 
assessment of the control subjects shall be included. 

Patient inclusion and exclusion criteria shall be clearly identified. The criteria shall specify the target population (i.e. 
those for whom the implant is intended) and the accessible population (i.e. those who agree and are able to 
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participate fully in the study). An appropriate epidemiological approach shall be utilized for recruiting subjects to 
minimize bias (e.g. encourage sequential enrolment). 

Definitions, primary and secondary clinical endpoints, measurement methods and data analysis shall be specified in 
the clinical protocol. Secondary endpoints might include the following: 

— individual components that make up any composite primary endpoints; 

— technical success [e.g. successful placement of all endovascular graft components at the intended implantation 
site(s) with patency and an absence of significant device deformations, e.g. kinks, stent eversion, twists]; 

— procedural success (e.g. technical success in absence of serious device-related adverse events at 30 d); 

— device and clinical effects of failure; 

— secondary endovascular procedures; 

— conversions to open surgical repair; 

— indication-related mortality (e.g. aneurysm-related mortality); 

— longer-term outcomes (e.g. 12-month safety data if the primary safety endpoint is at 30 d). 

 Data acquisition 8.7.4

At a minimum, the following data shall be recorded for each patient in the study: 

a) identification and demographic data: 

1) patient identification; 

2) indication for treatment (e.g. malperfusion, rapidly expanding aneurysm, critical limb ischaemia) and 
associated medical diagnosis (e.g. aneurysm, dissection, occlusion, transection); 

3) demographics: 

i) date of birth; 

ii) sex; 

iii) weight; 

iv) height; 

v) race, as appropriate (i.e. when this information can be legally obtained); 

4) name of investigator; 

5) name of institution; 

b) pre-operative data: 

1) risk factors, such as hypertension, diabetes, coronary artery disease, hyperlipidemia, tobacco use, obesity, 
anaesthesia risk and any other cardiovascular risk factors; 
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2) summary of previous vascular interventions at the same or other relevant vascular sites and adjunctive 
vascular interventions (e.g. carotid-subclavian bypass, aortic vessel debranching), including non-surgical 
interventions and previously implanted vascular devices (e.g. stents, endovascular prostheses, surgically 
placed vascular prostheses); 

3) relevant medications; 

4) diagnostic criteria: 

i) clinical assessment; 

ii) objective assessment of lesion and access vessel characteristics and other relevant factors (e.g. 
sizes, neck lengths, extent of dissection, location of primary entry tear, tortuosity, angle of seal zones); 

c) operative data: 

1) name of implanting physician; 

2) date of procedure; 

3) identification data for the endovascular prosthesis(es) including model number, implant traceability, size 
and configuration; 

4) urgency of intervention (i.e. urgent, emergent or elective); 

5) information regarding the procedure (e.g. adjunctive vascular procedures performed, type of anaesthesia, 
total fluoroscopy time, coverage of main branch vessels); 

6) relevant medications (e.g. heparin, other anticoagulants); 

7) assessment of technical success; 

8) position of prosthesis (e.g. neck length covered by prosthesis for treatment of aneurysms, distance from 
anatomical landmarks); 

9) assessment of prosthesis effectiveness (e.g. endoleaks, including type, location, need for intervention; 
residual stenosis; patency); 

10) plan for additional procedures to complete the repair (e.g. staged procedure); 

For staged procedures, consistent information should be captured for each intervention at the time of each 
procedure. 

11) record device and clinical effects of failure and adverse events [see item e)]; 

12) date of hospital discharge; 

d) follow-up: 

1) interval of follow-up (e.g. discharge, 30 d, 12 mos); 

2) date of follow-up visit; 

3) clinical and imaging evaluation: 
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i) clinical assessment; 

ii) objective assessment of prosthesis positioning, integrity and effectiveness and method of assessment; 

iii) objective assessment of targeted lesion characteristics (e.g. aneurysm size, false lumen thrombosis, 
patency, branch vessel patency, percentage of diameter stenosis) and method of assessment; 

4) relevant medications, such as anticoagulants or antiplatelets; 

5) record device and clinical effects of failure and adverse events [see item e)]; 

e) device and clinical effects of failure, and adverse events: 

1) type of effect or event, date of occurrence, severity, management (e.g. none, medical treatment, secondary 
endovascular procedure, open surgical procedure), outcome (e.g. continuing, resolved, unknown, death); 

2) documentation of prosthesis involvement; 

3) documentation of probable causative factors (e.g. caused by the prosthesis, patient factors, technical 
factors); 

f) secondary procedures associated with the index procedure: 

1) date; 

2) reason for intervention; 

3) type of intervention; 

4) outcome of intervention; 

g) death: 

1) date; 

2) whether autopsy was performed, and if so, the findings; 

3) cause of death; 

4) whether or not the death was related to the prosthesis or procedure; 

h) explant of prosthesis: 

1) date; 

2) whether the subject is living or deceased; 

3) reason for explant; 

4) associated device effects of failure, if applicable; 

5) relevant observations (e.g. device integrity, device positioning, tissue incorporation, vascular tissue 
erosion); 
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i) patient withdrawal: 

1) date; 

2) months of study completed; 

3) reason for withdrawal (e.g. lost to follow-up, withdrew consent, removed from study per physician 
recommendation). 

 Final report 8.7.5

The clinical report shall include the following: 

a) study protocol, including at a minimum: 

1) study description (e.g. study design designation, control arm, number of sites, number of patients); 

2) primary and secondary endpoints, hypotheses and definitions of success; 

3) definition of study success; 

4) subject population (i.e. selection criteria); 

5) follow-up intervals; 

6) methods of assessment [e.g. clinical, computed tomography angiography (CTA), magnetic resonance 
angiography (MRA), duplex ultrasound]; 

7) data analysis plan; 

8) definitions of technical and procedural success, device and clinical effects of failure and adverse events; 

b) rationale, based on the risk assessment and questions to be answered, for selection of the following: 

1) study size; 

2) choice of control; 

3) measurement methods; 

4) statistical analyses employed; 

5) patient follow-up intervals; 

c) number of patients treated at each investigational site; 

d) follow-up accountability (e.g. numbers of patients eligible for each follow-up interval and the number with 
specified follow-up data), including a rationale for the exclusion of data from the primary endpoint analyses; 

e) demographics, risk factors and relevant vascular lesion characteristics (e.g. sizes of aneurysm treated, lengths of 
the stenotic lesions); 

f) numbers of devices per patient and sizes of devices used; 
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g) significant and/or relevant deviations from protocol; 

h) results: 

1) technical success; 

2) procedural success; 

3) safety: 

i) primary and secondary endpoint outcomes; 

ii) summary of peri-procedural (less than or equal to 30 days, or prior to hospital discharge) and late 
conversions to open surgery; 

iii) summary of peri-procedural and late deaths; 

4) effectiveness: 

i) primary and secondary endpoint outcomes; 

ii) summary of secondary interventions; 

5) summary of explant analyses; 

6) conclusions from study, including results of hypothesis testing and achievement of success as defined by 
the protocol. 

9 Post-market surveillance 

A systematic procedure to review post-market experience gained from implants shall be in place using the principles 
given in ISO 14630:2012, 7.4 and ISO 14971, or equivalent publications. 

10 Manufacturing 

Endovascular systems shall be manufactured in such a way that the design attributes are achieved. Requirements 
are specified in other related International Standards. 

The requirements of ISO 13485 and ISO 14630:2012, Clause 8 apply. 

11 Sterilization 

11.1 Products supplied sterile 

Endovascular systems shall be labelled “Sterile”, comply with national or regional standards and have a sterility 
assurance level (SAL) of 10−6. Sterilization processes shall be validated and routinely controlled. 

a) For endovascular systems that are to be sterilized by ethylene oxide, ISO 11135 applies. 

b) For endovascular systems that are to be sterilized by radiation, ISO 11137 (all parts) applies. 

c) For single-use endovascular systems incorporating animal tissue that are to be sterilized using liquid chemical 
sterilants, ISO 14160 applies. 
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d) For endovascular systems that are to be sterilized by other sterilization processes, ISO 14937 applies. 

11.2 Sterilization residuals 

The requirements of ISO 14630:2012, 9.4 shall apply. 

12 Packaging 

12.1 Protection from damage in storage and transport 

 General 12.1.1

The requirements of ISO 14630:2012, Clause 10 shall apply. 

 Unit container 12.1.2

Each endovascular system shall be packaged in a unit container providing a sterile barrier. It shall be readily 
apparent if the unit container has been opened. 

 Outer container 12.1.3

Each unit container shall be packaged in an outer container. This outer container shall be designed so as to protect 
the unit container from damage due to storage. 

 Shipping container 12.1.4

Each outer container, or a number of outer containers not necessarily of the same type, may be packaged in a 
shipping container designed to protect the contents under normal conditions of handling, transit and storage. 

 Maintenance of sterility in transit 12.1.5

The unit container shall be designed to maintain the sterility of the endovascular system under nominal conditions of 
handling, transit and storage, and to permit the contents to be presented for use in an aseptic manner. 

The packaging shall conform to ISO 11607-1. 

12.2 Labelling 

 Container label 12.2.1

Each endovascular system shall be accompanied by a label(s) on an appropriate container(s). At least the following 
information shall be provided on the label(s): 

a) name, address and/or trademark of the manufacturer; 

b) product name; 

c) the material of construction and type of construction; 

d) the configuration (see 4.3). A symbol may be substituted for a written description of the prosthesis; 

e) the nominal length(s); 

f) the nominal diameter(s); 

g) the words “STERILE—DO NOT RESTERILIZE—SINGLE USE ONLY”, or equivalent phrase or symbols, in 
prominent form; 
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h) method of sterilization; 

i) sterile lot number; 

j) date of sterilization and/or the expiry/expiration date; 

k) manufacturer's batch or lot number; 

l) a warning against the use of the endovascular system if the package is open or damaged; 

m) manufacturer's recommendations for storage, when applicable. 

NOTE If the manufacturer's batch or lot number [see item k)] and the sterile lot number [see item i)] can be 
traced to the same information, only one number needs to be given. 

 Record label 12.2.2

Each endovascular system should be supplied with transferable record labels suitable for attachment to the records 
of the patient receiving the prosthesis. The record label shall include the following information: 

a) manufacturer's identification; 

b) product name; 

c) manufacturer's batch and/or sterile lot number; 

d) part or model number (manufacturer's catalogue number). 

12.3 Instructions for use 

 General 12.3.1

The requirements of ISO 14630:2012, 11.3 shall apply. 

 Information and instructions for use for endovascular systems 12.3.2

Each unit container or outer container of which the contents are identical shall be supplied with instructions for the 
use (IFU) of the endovascular system or instructions on how to access an electronic version of the IFU. The 
instructions shall include the following information to use the endovascular prosthesis safely and properly, taking into 
account the training and knowledge of the potential users: 

a) name, address and/or trademark of the manufacturer; 

b) product name; 

c) device description and materials of construction; 

d) indications for use; 

e) contraindications, cautions and warnings; 

f) potential adverse events; 

g) data from clinical studies, if applicable; 
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