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Special Notes

API publications necessarily address problems of a general nature. With respect to particular circumstances, local,
state, and federal laws and regulations should be reviewed.

Neither APl nor any of API's employees, subcontractors, consultants, committees, or other assignees make any
warranty or representation, either express or implied, with respect to the accuracy, completeness, or usefulness of the
information contained herein, or assume any liability or responsibility for any use, or the results of such use, of any
information or process disclosed in this publication. Neither APl nor any of API's employees, subcontractors,
consultants, or other assignees represent that use of this publication would not infringe upon privately owned rights.

API publications may be used by anyone desiring to do so. Every effort has been made by the Institute to assure the
accuracy and reliability of the data contained in them; however, the Institute makes no representation, warranty, or
guarantee in connection with this publication and hereby expressly disclaims any liability or responsibility for loss or
damage resulting from its use or for the violation of any authorities having jurisdiction with which this publication may
conflict.

API publications are published to facilitate the broad availability of proven, sound engineering and operating
practices. These publications are not intended to obviate the need for applying sound engineering judgment
regarding when and where these publications should be utilized. The formulation and publication of API publications
is not intended in any way to inhibit anyone from using any other practices.

Any manufacturer marking equipment or materials in conformance with the marking requirements of an API standard
is solely responsible for complying with all the applicable requirements of that standard. APl does not represent,
warrant, or guarantee that such products do in fact conform to the applicable API standard.

Users of this Recommended Practice should not rely exclusively on the information contained in this document.
Sound business, scientific, engineering, and safety judgment should be used in employing the information contained
herein.

All rights reserved. No part of this work may be reproduced, translated, stored in a retrieval system, or transmitted by any means,
electronic, mechanical, photocopying, recording, or otherwise, without prior written permission from the publisher. Contact the
Publisher, API Publishing Services, 200 Massachusetts Avenue, NW, Suite 1100, Washington, DC 20001.

Copyright © 2015 American Petroleum Institute
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Foreword

The verbal forms used to express the provisions in this specification are as follows:
— the term “shall” denotes a minimum requirement in order to conform to the specification;

— the term “should” denotes a recommendation or that which is advised but not required in order to conform to the
specification;

— the term “may” is used to express permission or a provision that is optional;
— the term “can” is used to express possibility or capability.

Nothing contained in any API publication is to be construed as granting any right, by implication or otherwise, for the
manufacture, sale, or use of any method, apparatus, or product covered by letters patent. Neither should anything
contained in the publication be construed as insuring anyone against liability for infringement of letters patent.

This document was produced under API standardization procedures that ensure appropriate notification and
participation in the developmental process and is designated as an API standard. Questions concerning the
interpretation of the content of this publication or comments and questions concerning the procedures under which
this publication was developed should be directed in writing to the Director of Standards, American Petroleum
Institute, 200 Massachusetts Avenue, NW, Suite 1100, Washington, DC 20001. Requests for permission to
reproduce or translate all or any part of the material published herein should also be addressed to the director.

Generally, API standards are reviewed and revised, reaffirmed, or withdrawn at least every five years. A one-time
extension of up to two years may be added to this review cycle. Status of the publication can be ascertained from the
API Standards Department, telephone (202) 682-8000. A catalog of API publications and materials is published
annually by API, 200 Massachusetts Avenue, NW, Suite 1100, Washington, DC 20001.

Suggested revisions are invited and should be submitted to the Standards Department, API, 200 Massachusetts
Avenue, NW, Suite 1100, Washington, DC 20001, standards@api.org.
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Introduction

This document on well integrity has two areas of focus and is limited to onshore wells. The first is to design and
execute the well plan such that useable quality groundwater is isolated and protected during the drilling and
subsequent fracture stimulation operations. The second is to design and construct the well and install well equipment
to meet the expected fracture load requirements.

Fracture containment combines those parameters that are existing, those that can be established at installation, and
those that can be controlled during execution as follows:

— existing—formation parameters with associated range of uncertainties;
— established—well barriers and integrity as created during well construction;
— controllable—fracture design and execution parameters.

Although the typical industry-wide practices associated with well construction are similar, there are considerable
variations in the details of individual well design and construction due to varying geologic, environmental, regulatory,
and operational settings and requirements. These practices are the result of operators gaining localized and specific
knowledge based on experience, along with the development and improvements associated with technology. These
experiences and practices are communicated and shared via academic training, professional and trade association
literature, and industry standards and publications. Well and fracture design is an iterative and collaborative process
balancing equipment limitations and economics with regulatory and technical requirements.

API 65-2 and other standards under development address topics covering the design, construction, and operation of
onshore wells that are important and closely related to the subject of well integrity and containment of hydraulic
fracturing treatments.

This document provides technical guidance only, and practices included herein may not be applicable in all regions
and/or circumstances. This document does not constitute legal advice regarding compliance with legal or contractual
requirements or risk mitigation. Where regulatory requirements are mentioned, it is not intended to be all inclusive.
The operator is responsible for determining compliance with applicable legal requirements.

Documents

v Document Sharing Hub

Full document details: ANSI API RP 100-1-2015 (2020)


http://avadocuments2026.com/doc/ansi-api-rp-100-1-2015-2020
http://avadocuments2026.com/doc/ansi-api-rp-100-1-2015-2020

Documents

Document Sharing Hub

Full document details: ANSI APl RP 100-1-2015 (2020)


http://avadocuments2026.com/doc/ansi-api-rp-100-1-2015-2020
http://avadocuments2026.com/doc/ansi-api-rp-100-1-2015-2020

Hydraulic Fracturing—Well Integrity and Fracture Containment

1 Scope

1.1  This document contains recommended practices for onshore well construction and fracture stimulation

design and execution as it relates to well integrity and fracture containment. The provisions in this document

relate to the following two areas.

a) Well integrity: the design and installation of well equipment to a standard that
— protects and isolates useable quality groundwater,

— delivers and executes a hydraulic fracture treatment, and
— contains and isolates the produced fluids.

b) Fracture containment: the design and execution of hydraulic fracturing treatments to contain the resulting
fracture within a prescribed geologic interval. Fracture containment combines those parameters that are
existing, those that can be established at installation, and those that can be controlled during execution:
— existing—formation parameters with associated range of uncertainties;

— established—well barriers and integrity as created during well construction;
— controllable—fracture design and execution parameters.

1.2 The guidance from this document covers recommendations for pressure containment barrier design

and well construction practices for onshore wells that will undergo hydraulic fracture stimulation. This

document is specifically for wells drilled and completed onshore, although many of the provisions are
applicable to wells in coastal waters.

1.3  This document does not attempt to address the full well life cycle of well operations although a brief

paragraph on fracture stimulation for re-entries is included in 5.10. This document is not a detailed well

construction or fracture design manual. This document does not apply to continuous injection operations such
as water disposal, water-flooding or cuttings re-injection wells, or any other continuous injection operation.

1.4 APl 100-2 is a companion document that also contains recommended practices applicable to the

planning and operation of hydraulically fractured wells. This document includes recommendations for

managing environmental aspects during well planning, construction, and execution.

2 Normative References

The following referenced documents are indispensable for the application of this document. For dated

references, only the edition cited applies. For undated references, the latest edition of the referenced

document (including any amendments) applies.

API Standard 65-2, Isolating Potential Flow Zones During Well Construction

APl Recommended Practice 100-2, Environmental Aspects Associated with E&P QOperations Including
Hydraulic Fracturing
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2 API RECOMMENDED PRACTICE 100-1

3 Terms, Definitions, Acronyms, and Abbreviations
3.1 Terms and Definitions

For the purposes of this document, the following definitions apply.

3141
annulus
The space between the borehole and tubulars or between tubulars.

31.2

aquifer

A subsurface formation that is sufficiently permeable to conduct groundwater and to yield economically
significant quantities of water to wells and springs.

313

barrier

A component or practice that contributes to the total system reliability by preventing liquid or gas flow when
properly installed.

314

calibration test

A small injection treatment, performed prior to the main hydraulic fracturing treatment, to acquire job design
and execution data.

3.1.5
cased hole
The wellbore intervals in a well that are cased with casing and/or a liner.

3.1.6

centralizer

A mechanical device that is attached to the outside of the casing and used to facilitate running casing to the
desired depth and to assist in centering the casing in the wellbore.

NOTE 1 These devices are designed to contact the wall of the hole the casing is being run in and center the casing in the
well and/or keep the casing from contacting the wellbore wall.

NOTE 2 These can be either bow spring, rigid, or solid body devices (see API 10D-2).

317

completion string

The string consists primarily of production tubing, but also includes additional components such as gas lift
mandrels, chemical injection and instrument ports, landing nipples, and packer or packer seal assemblies.

NOTE The completion string is installed inside the production casing and used to produce fluids to the surface.
3.1.8

conductor casing

Casing that supports unconsolidated sediments providing hole stability for initial drilling operations.
NOTE 1 This is normally the first string set and provides no pressure containment.

NOTE 2 This string can also provide structural support to the well system.

3.1.9
critical separation well
Wells where the zone to be fracture stimulated is close to the base of useable quality groundwatD0cu ments
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HYDRAULIC FRACTURING—WELL INTEGRITY AND FRACTURE CONTAINMENT 3

3.1.10

float equipment

Casing accessories that contain check valves and become part of the lower section of a casing string for the
purpose of preventing the reverse flow of cement once placed in a wellbore annulus.

3.1.11
formation fluid
The fluid present within the pores, fractures, faults, vugs, caverns, or any other spaces of a formation.

NOTE The physical state of formation fluid may be liquid, gas, or both and include various types such as hydrocarbons,
fresh or saline water, carbon dioxide, hydrogen sulfide, etc. and may be naturally formed or injected therein.

3.1.12

formation integrity test

FIT

Formation integrity test is similar to a leak-off test (LOT) except that fracture pressure is not exceeded.

NOTE See definition of leak-off test.

3.1.13
fresh water
Water generally characterized by having low concentrations of dissolved solids.

NOTE Multiple regulatory agencies and legal definitions of this term exist and should be checked for applicability to a
specific situation.

3.1.14

geological barrier

The formations that have the properties to contain fluid pressure generated by the hydraulic fracturing
process.

3.1.15

hydraulic fracturing

The propagation of fractures in a rock layer, as a result of the action utilizing one or more of the following: a
pressurized fluid, chemical additives, and physical proppants, in order to release petroleum, natural gas, or
other substances to be extracted.

NOTE Some areas with water sensitive shales use energized fluid jobs (e.g. N2, CO», LPG, LNG, or any combination)
with no chemical additives instead of commonly used water-based fluids. Some hydraulically fractured operations are
done without adding proppant.

3.1.16

intermediate casing

The casing that is set when geological characteristics or wellbore conditions require isolation before drilling to
the target formation can be continued.

NOTE These conditions include, but are not limited to, prevention of lost circulation, formation fluid influx, or hole
instability. Multiple intermediate casing strings maybe run in a single well.

3.1.17

kick out

The instrumentation used to control or take an engine offline or disengage a pump when a certain pressure has
been reached or a safety feature to avoid an overpressuring event.

3.1.18

leak-off test

LOT

A procedure used to determine the fracture pressure in the open or exposed formation, usually conducted
immediately after drilling below a new casing shoe. DOCLI ments
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4 API RECOMMENDED PRACTICE 100-1

3.1.19
liner
A liner is a casing string that does not extend to the top of the well or to the wellhead.

NOTE The liner can be fitted with special components so that it can be connected or tied back to the surface at a later
time.

3.1.20
liner hanger
A device used to attach a liner to the internal wall of a previously set casing string or liner.

NOTE Conventional liner hangers are connected to the last casing (i.e. hanger) by setting slips that grip against the
inner wall of the previously set casing string. Expandable liner hangers are attached by expansion of the hanger against
the inner wall of the previously set casing string.

3.1.21
mechanical barrier
A subset of physical barriers that consists of mechanical component(s).

NOTE Set cement or a hydrostatic fluid column are not considered mechanical barriers.

3.1.22
orphaned well
A well that is inactive and where no responsible or liable party has been identified.

3.1.23

packer

A device that can be run into a wellbore with a smaller initial outside diameter that then expands externally to
seal the wellbore.

3.1.24

Poisson’s ratio

The ratio of the proportional decrease in a lateral measurement to the proportional increase in length in a
sample of material that is elastically stretched.

3.1.25

pressure-relief system

The components including valves, piping, and stacks that protect equipment from overpressure conditions
during operations.

3.1.26
production casing
The innermost casing or casing and liner that is designed to withstand completion and production loads.

3.1.27
production liner
A liner that is set through the productive interval.

3.1.28

production tubing

The tubing that is run inside the production casing and used to convey produced fluids from the
hydrocarbon-bearing formation to the surface.

NOTE Tubing can also be used for injection.

3.1.29
risk assessment
The determination of quantitative and qualitative (or both) value of risk related to a situation that has a

recognized hazard. Documents
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