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ANSI/ASABE AD11684:1995 APR2011 (R2021) 
Approved May 2011; reaffirmed March 2021 as an American National Standard 

Tractors, machinery for agricultural and forestry, powered lawn 
and garden equipment — Safety signs and hazard pictorials — 
General principles 

These materials are subject to copyright claims of ISO and ASABE. No part of this publication may be reproduced 
in any form, including an electronic retrieval system, without the prior written permission of ASABE. All requests 
pertaining to the ANSI/ASABE AD11684:1995 APR2011 standard should be submitted to ASABE. 

History of ASAE S441, Safety Signs: Proposed by the Farm and Industrial Equipment Institute; approved by the 
ASAE Power and Machinery Division Standards Committee; adopted by ASAE December 1983; reaffirmed 
December 1988; revised editorially July 1989; revised June 1993, March 1995, February 1999; revised editorially 
January 2004; reaffirmed February 2004, February 2005, January 2010. 

ASAE S441 was used as the basis document for ISO 11684, Tractors, machinery for agricultural and forestry, 
powered lawn and garden equipment — Safety signs and hazard pictorials — General principles. ASAE S441.3 
was replaced by an adoption with deviations of ISO 11684:1995 April 2011; Adoption approved as an American 
National Standard May 2011; reaffirmed and revised editorially January 2016; Corrigendum approved October 
2017; reaffirmed March 2021. 

Keywords: Decals, Label, Safety, Signs 

0 Foreword 

0.1 ANSI/ASABE AD11684:1995, Tractors, machinery for agricultural and forestry, powered lawn and garden 
equipment — Safety signs and hazard pictorials — General principles, is an adoption with deviations of the 
identically titled ISO standard ISO 11684:1995, Tractors, machinery for agricultural and forestry, powered lawn 
and garden equipment — Safety signs and hazard pictorials — General principles. Deviations noted in the 
following Foreword sections pertain to those provisions where harmonization could not be achieved between 
ASABE and the International Standard. 

Deviations from the subsequently printed international standard are noted with underscore (addition) or 
strikethrough (deletions) text. Deviations from the international standard figures and equations are 
clearly marked. 

0.2 ANSI/ASABE AD11684:1995 establishes general principles for the design and application of safety signs 
and hazard pictorials permanently affixed to tractors, machinery for agriculture, and powered lawn and garden 
equipment. This standard outlines safety sign objectives, describes the basic sign formats and colours and 
provides guidance on developing the various panels that together constitute a safety sign.  

The scope is identical to the ISO standards scope except as follows: 

0.2.1  Deletion of "and forestry" and "as defined in ISO 3339-0 and ISO 5395" from section 1 Scope. 

0.3 Two Normative references are listed in ISO 11684:1995. The responsible ASABE committee has reviewed 
these references and approved the following deviation: 

0.3.1  Remove ISO 3339-0:1986, Tractors and machinery for agriculture and forestry — Part 0: Classification 
system and classification 
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0.4 This standard has been approved as an American National Standard by ANSI (American National 
Standards Institute). Substantial original content of the original ISO 11684 was based on ASAE S441. 

0.5 ASABE technical deviations from ISO 11684:1995: 

0.5.1  Add section 4.3: 

4.3 Expected life and maintenance 

4.3.1  A safety sign is considered permanent if, when viewed at distances described in section 5.9, 
the sign has good color and legibility after exposure tests for weatherability at a latitude of 25° to 35° 
North on a surface inclined at 45° facing south for a period of at least two years. 

4.3.2  Instructions shall be provided in the operator's manual regarding the maintenance and 
replacement of safety signs. 

0.5.2  Add section 5.9: 

5.9 Letter style and size 

5.9.1  Letter Style 

5.9.1.1  Signal words shall be upper case sans serif letters. 

5.9.1.2  Message panel lettering shall be sans serif. Letters may be in upper case only or in 
combinations of upper case and lower case as deemed appropriate. 

5.9.1.3  The font may be one of the following or a font with similar legibility: Arial, Arial Bold, 
Helvetica, Helvetica Bold, Folio Medium, Franklin Gothic, Futura, News Gothic Bold, Meta Bold, or 
Univers. 

5.9.2  Letter size 

5.9.2.1  Lettering shall be of a size that enables a person with normal vision, including corrected 
vision, to read the safety sign at a safe viewing distance from the hazard. 

5.9.2.2  Safe viewing distance for the signal word shall take into consideration a reasonable hazard 
avoidance reaction time. 

5.9.2.3  Safe viewing distance for the message panel wording may be different from the safe 
viewing distance for the signal word. 

5.9.2.4  Signal word letter height should be at least 50% greater than the selected height of the 
message panel wording. 

5.9.2.5  Minimum word letter height shall be not less than 6 mm for a signal panel word nor less 
than 3 mm for a message panel word (upper case letters). 

0.5.3  Add section 10.6: 

10.6 Colors 

Specified colors for use on safety signs are to be approximately as follows: 

Color    Reference Munsell Number 

Black    N2.0/ or lower 

Orange    5.0YR6.0/15 

Red      7.5R4.0/14 

White    N9.0/ or higher 

Yellow    5.0Y8.0/12 
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Text of ISO 11684:1995, Tractors, machinery for agricultural and forestry, powered lawn and garden equipment 
— Safety signs and hazard pictorials — General principles, with deviations noted, follows. 

1 Scope 

This International Standard establishes general principles for the design and application of safety signs and 
hazard pictorials permanently affixed to tractors, machinery for agriculture and forestry, and powered lawn and 
garden equipment as defined in ISO 3339-0 and ISO 5395. This International Standard outlines safety sign 
objectives, describes the basic safety sign formats and colours, and provides guidance on developing the various 
panels that together constitute a safety sign. 

2 Normative references 

The following standards contain provisions which, through reference in this text, constitute provisions of this 
International Standard. At the time of publication, the editions indicated were valid. All standards are subject to 
revision, and parties to agreements based on this International Standard are encouraged to investigate the 
possibility of applying the most recent editions of the standards indicated below. Members of IEC and ISO 
maintain registers of currently valid International Standards. 

ISO 3339-0:1986, Tractors and machinery for agriculture and forestry — Part 0: Classification system and 
classification 

ISO 5395:1990, Power lawn-mowers, lawn tractors, lawn and garden tractors, professional mowers, and lawn 
and garden tractors with mowing attachments — Definitions, safety requirements, and test procedures 

3 Risk reduction through design 

3.1 Safety should be integrated into machine design, manufacture, operation, instruction, and supervision. 
Risks should be reduced or eliminated so far as possible without unreasonable impairment of product function 
by 

— eliminating or reducing hazards by suitable choice of design features and construction materials; 

— limiting exposure of persons to hazards by reducing the need for operator intervention in hazardous areas; 

— providing guards or other safety devices to protect persons from the hazards which cannot reasonably be 
eliminated or sufficiently limited by design. 

3.2 Even when appropriate design features and safety devices are incorporated into machinery, some residual 
risks may remain. Safety signs warn operators or other exposed persons about such residual risks. 

4 Objectives of safety signs 

4.1 The objectives of a safety sign are to  

— Alert persons to an existing or potential hazard 

— Identify the hazard 

— Describe the nature of the hazard 

— Explain the consequences of potential injury from the hazard 
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— Instruct persons about how to avoid the hazard 

4.2 In achieving these objectives, a safety sign should be distinctive on the equipment, should be in a clearly 
visible location, should be protected to the greatest extent practicable from damage and obliteration, and should 
have a reasonably long life expectancy. 

4.3 Expected life and maintenance 

4.3.1  A safety sign is considered permanent if, when viewed at distances described in section 5.9, the sign 
has good color and legibility after exposure tests for weatherability at a latitude of 25° to 35° North on a surface 
inclined at 45° facing south for a period of at least two years. 

4.3.2  Instructions shall be provided in the operator's manual regarding the maintenance and replacement of 
safety signs. 

5 Formats for safety signs 

5.1 A safety sign is composed of a border surrounding two or more rectangular panels that convey information 
about hazards associated with operation of a product. 

5.2 There are four standard formats for safety signs: 

— two-panel safety sign: signal panel, message panel (see 5.4); 

— three-panel safety sign: signal panel, pictorial panel, message panel (see 5.5); 

— two-panel safety sign: pictorial panel, message panel (see 5.6); 

— two-panel safety sign: two pictorial panels (see 5.7). 

5.3 A vertical configuration is usually preferred, although a horizontal configuration is acceptable. Final choice 
of safety sign format and configuration should be determined by whichever alternative is judged to communicate 
most effectively, by the geographical and language areas where the product will be marketed, by legal 
requirements, and by the space available for the safety sign. 

5.4 Two-panel safety signs: signal panel, message panel. See figure 1. The signal panel contains the safety 
alert symbol and one of the three signal words (CAUTION, WARNING, DANGER). The message panel contains 
a text message that describes the hazard, explains the consequences of exposure to the hazard, and instructs 
how to avoid the hazard. 

 

Figure 1 – Two-panel safety signs: signal panel, message panel 

5.5 Three-panel safety signs: signal panel, pictorial panel, message panel. See figure 2. The signal panel 
contains the safety alert symbol and one of the three signal words. The pictorial panel contains a hazard 
description pictorial or, in some cases, a combined hazard description and hazard avoidance pictorial. The 
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message panel contains a text message that describes the hazard, explains the consequences of exposure to 
the hazard, and instructs how to avoid the hazard. 

 

Figure 2 – Three-panel safety signs: signal panel, pictorial panel, message panel 

5.6 Two-panel safety signs: pictorial panel, message panel. See figure 3. The pictorial panel contains either 
a hazard description pictorial enclosed by the safety alert triangle or the safety alert symbol alone. The message 
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panel contains a text message that describes the hazard, explains the consequences of exposure to the hazard, 
and instructs how to avoid the hazard. 

 

Figure 3 – Two-panel safety signs: pictorial panel, message panel 

5.7 Two-panel safety signs: two pictorial panels. See figure 4. The first pictorial panel is the hazard 
description pictorial panel and contains either a hazard description pictorial enclosed by the safety alert triangle 
or the safety alert symbol alone. The second pictorial panel is the hazard avoidance pictorial panel and contains 
a hazard avoidance pictorial. 
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Figure 4 – Two-panel safety signs: two pictorial panels 

5.8 Variations on these standard formats may be appropriate for some situations. 

5.9 Letter style and size 

5.9.1  Letter Style 

5.9.1.1  Signal words shall be upper case sans serif letters. 

5.9.1.2  Message panel lettering shall be sans serif. Letters may be in upper case only or in combinations of 
upper case and lower case as deemed appropriate. 

5.9.1.3  The font may be one of the following or a font with similar legibility: Arial, Arial Bold, Helvetica, 
Helvetica Bold, Folio Medium, Franklin Gothic, Futura, News Gothic Bold, Meta Bold, or Univers. 

5.9.2  Letter size 

5.9.2.1  Lettering shall be of a size that enables a person with normal vision, including corrected vision, to 
read the safety sign at a safe viewing distance from the hazard. 

5.9.2.2  Safe viewing distance for the signal word shall take into consideration a reasonable hazard avoidance 
reaction time. 

5.9.2.3  Safe viewing distance for the message panel wording may be different from the safe viewing distance 
for the signal word. 

5.9.2.4  Signal word letter height should be at least 50% greater than the selected height of the message panel 
wording. 

5.9.2.5  Minimum word letter height shall be not less than 6 mm for a signal panel word nor less than 3 mm 
for a message panel word (upper case letters). 
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6 Signal panel 

6.1 The signal panel of a safety sign contains the safety alert symbol and one of the three signal words. 

6.2 The safety alert symbol for safety signs that contain one of the signal words shall be as shown in figure 5 
and shall be used for safety signs that contain one of the three signal words. 

 

Figure 5 – Safety alert symbol for safety signs that contain a signal word 

6.3 Safety signs may be classified according to the relative seriousness of the hazard situation by use of the 
signal word. 

6.3.1  There are three signal words: DANGER, WARNING, and CAUTION. The signal word alerts viewers to 
the existence and relative seriousness of a hazard. 

6.3.2  The three signal words are reserved for personal injury hazards. Choice of the signal word is based upon 
an estimate of the likelihood of exposure to the hazard and of the probable consequences of exposure to the 
hazard. 

— DANGER. The signal word DANGER indicates an imminently hazardous situation which, if not avoided, will 
result in death or serious injury. Safety signs identified by the signal word DANGER should be used sparingly 
and only for those situations presenting the most serious hazards. 

— WARNING. The signal word WARNING indicates a potentially hazardous situation which, if not avoided, could 
result in death or serious injury. Hazards identified by the signal word WARNING present a lesser degree of risk 
of injury or death than those identified by the signal word DANGER. 

— CAUTION. The signal word CAUTION indicates a potentially hazardous situation which, if not avoided, may 
result in minor or moderate injury. CAUTION may also be used to alert against unsafe practices associated with 
events that could lead to personal injury. 

7 Pictorial panels 

7.1 A pictorial panel of a safety sign contains a hazard description pictorial, a hazard avoidance pictorial, or the 
safety alert symbol alone. 

7.2 There are two basic types of pictorials for use on safety signs: hazard description and hazard avoidance. 

— Hazard description pictorial. A hazard description pictorial presents a visual description of the hazard and, 
in general, the consequences of not avoiding the hazard. 

— Hazard avoidance pictorial. A hazard avoidance pictorial presents visual instructions on how the hazard 
should be avoided. 

7.2.1  A well developed hazard description pictorial should clearly identify the hazard and portray the potential 
consequences of a failure to follow instructions. A well developed hazard avoidance pictorial should clearly 
identify the actions necessary to avoid interaction of persons with the hazard. 
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7.2.2  It is possible that both types of pictorial may be combined into a single pictorial, although this generally 
is quite difficult. Most often, a hazard description pictorial is used. A hazard avoidance pictorial may be used to 
supplement or to replace the text message. 

7.2.3  In a few cases, a pictorial may address more than one hazard. In general, however, avoid addressing 
more than one hazard by a single pictorial unless the hazards are closely related. 

7.3 On two-panel safety signs, the hazard description pictorial shall be enclosed by the safety alert triangle to 
identify the sign as a safety sign. The safety alert triangle is shown in figure 6. 

 

Figure 6 – Safety alert triangle 

7.4 If no hazard description pictorial is used inside the safety alert triangle, an exclamation mark is placed within 
the triangle to create the outline safety alert symbol shown in figure 7. 

 

Figure 7 – Outline safety alert symbol 

8 Message panel 

8.1 The message panel of a safety sign contains a text message that, either alone or in combination with a 
pictorial panel, describes the hazard, explains the potential consequences of exposure to the hazard, and 
instructs how to avoid the hazard. 

8.2 If a hazard description pictorial adequately portrays the hazard and its potential consequences, one or both 
of these elements may be deleted from the message panel. If a hazard avoidance pictorial adequately portrays 
how to avoid the hazard, that element may be deleted from the message panel. If no pictorial is used, the 
message panel must convey all three elements. When possible, the message should be written in simple 
sentences not exceeding a few lines. 

9 Languages, translations, and multi-language safety signs 

9.1 Safety signs that contain a signal word or a text message should be in one of the languages of the country 
where the product is to be used. Safety signs without text obviously require no language translation. However, 
products that use no-text safety signs require both of the following: 

— A special safety sign that instructs the operator to consult the operator’s manual for an explanation of the 
safety signs applicable to that product. 
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— Appropriate text messages, corresponding to the no-text safety signs, printed in the operator’s manual in the 
appropriate language. 

9.2 Figure 8 shows, as an example, a four-language “Read operator’s manual” safety sign in German, French, 
English, and Dutch. Other language combinations, or a single language, are also permitted, so long as the safety 
sign includes the language of the geographical area where the product is to be used. 

 

Figure 8 – Example of four-language “Read operator’s manual” safety sign for use on products with 
no-text safety signs 

9.3 Figure 9 shows the no-text “Read operator’s manual” safety sign. This safety sign may be used as an 
alternative to a single or multiple language safety sign of the type shown in figure 8. 
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Figure 9 – No-text “Read operator’s manual” safety sign for use on products with no-text safety signs 

10 Colours of safety signs 

10.1 Colours of signal panel 

The colour of the signal panel depends on the selection of the signal word. 

10.1.1 The signal panel of DANGER signs shall have a white signal word on a red background. The safety alert 
symbol shall have a red exclamation mark on a white background triangle (see figure 5). 

10.1.2 The signal panel of WARNING signs shall have a black signal word on an orange background. The 
safety alert symbol shall have an orange exclamation mark on a black background triangle (see figure 5). 

10.1.3 The signal panel of CAUTION signs shall have a black signal word on a yellow background. The safety 
alert symbol shall have a yellow exclamation mark on a black background (see figure 5). 

10.2 Colours of pictorial panel 

The colours of the pictorial panels depend on whether the safety sign contains one of the three signal words. 

10.2.1 Pictorial panels of safety signs that contain one of the three signal words shall have a black pictorial on 
a white background. 

10.2.2 Pictorial panels of safety signs that contain the safety alert triangle or the outline safety alert symbol shall 
have a black pictorial and triangle on a yellow background. 

10.2.3 Other colours (for example, red to indicate fire) may be used to emphasize specific aspects of the 
pictorial. 

10.2.4 If prohibition of an activity is indicated by  or  or the word STOP (see Annex D, clause D.9), the 
prohibition indicator shall be red. 

10.3 Colours of message panel 

The colours of the message panel depend on whether the safety sign contains one of the three signal words. 

10.3.1 The message panel of safety signs that contain a signal word shall have white letters on a black 
background or black letters on a white background. 

10.3.2 The message panel of safety signs that do not contain a signal word shall have black letters on a yellow 
background or black letters on a white background. 

10.4 Colour of border 

The colour of the border depends on the selection of the signal word and whether the safety sign contains the 
safety alert triangle. 

10.4.1 The border of DANGER signs shall be red. If necessary to differentiate the safety sign from the colour of 
the surface on which it is affixed, an additional outside border of white may be used. 

10.4.2 The border of WARNING signs shall be orange. If necessary to differentiate the safety sign from the 
colour of the surface on which it is affixed, an additional outside border of white or black may be used. 

10.4.3 The border of CAUTION signs shall be yellow. If necessary to differentiate the safety sign from the colour 
of the surface on which it is affixed, an additional outside border of white or black may be used. 
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10.4.4 The border of safety signs that contain the safety alert triangle shall be yellow. If necessary to differentiate 
the safety sign from the colour of the surface on which it is affixed, an additional outside border of white or black 
may be used. 

10.5 Colour of panel separation lines 

Any panel separation lines shall be black. 

10.6 Colors 

Specified colors for use on safety signs are to be approximately as follows: 

Color    Reference Munsell Number 

Black    N2.0/ or lower 

Orange    5.0YR6.0/15 

Red      7.5R4.0/14 

White    N9.0/ or higher 

Yellow    5.0Y8.0/12 
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11 Dimensions 

Recommended dimensions in millimetres of safety signs are shown in figures 10 through 13. Smaller or larger 
sizes may be used as required. Proportions may be varied as necessary to provide a sufficiently large signal 
panel or to provide adequate space for the message panel to be set in a legible typesize. 

 

Figure 10 – Recommended dimensions: two-panel format: signal panel, message panel 

 

Figure 11 – Recommended dimensions: three-panel format: signal panel, pictorial panel, message 
panel 
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Figure 12 – Recommended dimensions: two-panel format: pictorial panel, message panel 

 

Figure 13 – Recommended dimensions: two-panel format: two pictorial panels 

12 Hazard description pictorials 

Annex A presents examples of hazard description pictorials intended for use on safety signs. Alternative hazard 
description pictorials may be used as appropriate, and additional hazard description pictorials may need to be 
developed. 
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13 Hazard avoidance pictorials 

Annex B presents examples of hazard avoidance pictorials intended for use on safety signs. Alternative hazard 
avoidance pictorials may be used as appropriate, and additional hazard avoidance pictorials may need to be 
developed. 

14 Examples of safety signs 

14.1 Examples of safety signs with text 

The signal word and text message appropriate to a hazard depend upon a combination of highly variable factors, 
including legal precedents. No detailed examples of safety signs with text are presented in this International 
Standard. Safety signs with text should be developed as necessary in conformance to the objectives and 
principles explained in preceding clauses of this International Standard. 

14.2 Examples of safety signs without text 

Annex C presents examples of no-text safety signs for a number of hazards. Additional safety signs may need 
to be developed for other hazards. 

15 Principles and guidelines for graphical design of hazard pictorials 

Annex D provides principles and guidelines for good graphical design of hazard pictorials as well as instructions 
for drawing the human figure and other pictorial elements. Good consistent visual design is important to 
conveying the meaning of both hazard description and hazard avoidance pictorials. 
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