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AWWA Standard

This documentis an American Water Works Association (AWWA) standard. Itis not a specification. AWWA standards describe
minimum requirements and do not contain all of the engineering and administrative information normally contained in
specifications. The AWWA standards usually contain options that must be evaluated by the user of the standard. Until each
optional feature is specified by the user, the product or service is not fully defined. AWWA publication of a standard does
not constitute endorsement of any product or product type, nor does AWWA test, certify, or approve any product. The
use of AWWA standards is entirely voluntary. This standard does not supersede or take precedence over or displace any
applicable law, regulation, or code of any governmental authority. AWWA standards are intended to represent a consensus
of the water industry that the product described will provide satisfactory service. When AWWA revises or withdraws this
standard, an official notice of action will be placed in the Official Notice section of Journal AWWA. The action becomes
effective on the first day of the month following the month of Journal AWWA publication of the official notice.

American National Standard

An American National Standard implies a consensus of those substantially concerned with its scope and provisions. An
American National Standard is intended as a guide to aid the manufacturer, the consumer, and the general public. The
existence of an American National Standard does not in any respect preclude anyone, whether that person has approved
the standard or not, from manufacturing, marketing, purchasing, or using products, processes, or procedures not
conforming to the standard. American National Standards are subject to periodic review, and users are cautioned to obtain
the latest editions. Producers of goods made in conformity with an American National Standard are encouraged to state
on their own responsibility in advertising and promotional materials or on tags or labels that the goods are produced in
conformity with particular American National Standards.

CauTion NoTice: The American National Standards Institute (ANSI) approval date on the front cover of this standard indicates
completion of the ANSI approval process. This American National Standard may be revised or withdrawn at any time. ANSI
procedures require that action be taken to reaffirm, revise, or withdraw this standard no later than five years from the date
of ANSI approval. Purchasers of American National Standards may receive current information on all standards by calling
or writing the American National Standards Institute, 25 West 43rd Street, Fourth Floor, New York, NY 10036; 212.642.4900;
or e-mailing info@ansi.org.

All rights reserved. No part of this publication may be
reproduced or transmitted in any form or by any means,
electronic or mechanical, including scanning, recording, or any
information or retrieval system. Reproduction and commercial
use of this material is prohibited, except with written permission
from the publisher. Please send any requests or questions to
permissions@awwa.org.
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Foreword

This foreword is for information only and is not a part of ANSI/TAWWA C225.

I. Introduction.

LLA.  Background. This standard describes the minimum material and
application requirements for a fused polyolefin coating system to be plant-applied
to the exterior of steel water pipe for purposes of underground corrosion protection.
Currently, the only fused-type coatings for which significant performance experience
in this application has been accumulated are based on polyolefin.

I.B.  History. The fused polyolefin coating system has been in existence since
approximately 1988. Steel Pipe New Zealand has been applying this system to large-
diameter water pipe since 1994. With the exception of a few water pipe projects around
the world, the remainder of the history of this system has been in the oil and gas
industry. The first edition of ANSI/AWWA C225 was approved by the AWWA Board
of Directors on Jan. 19, 2003. Subsequent editions were approved on June 24, 2007,
and Jan. 19, 2014. This edition was approved on Jan. 23, 2020.

II.  Special Issues. There are no special issues described in this standard.

ITI.  Use of This Standard. It is the responsibility of the user of an AWWA
standard to determine that the products described in that standard are suitable for use
in the particular application being considered.

LA, Purchaser Options and Alternatives. The following items should be
specified by the purchaser:

1. Standard used—that is, ANSI/AWWA C225, Fused Polyolefin Coatings for
Steel Water Pipe, of latest edition.

2. Any exceptions to the standard that may be required.

3. Diameter, length, and location of pipeline.

4.  Location of coating application with reference to environmental
considerations.

5.  Maximum internal operating temperature of the pipeline (Sec. 1.1.1).
Requirements for outdoor storage (Sec. 4.3.2.3).
Requirements for ultraviolet-light protection (Sec. 4.3.2.3).

Requirements for coating system thickness (Table 4).

o e N

Requirements for cutback at pipe ends (Sec. 4.5.3.7).
10. Requirements for field-joint coating (Sec. 4.7).
11. Requirements for optional inspection by purchaser (Sec. 5.4).
Vii
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12. Requirements for coating-system test frequency (Sec. 5.5.3.4).
13. Requirements for delivery (Sec. 6).
14. Requirements for packaging (Sec. 6.2.1).
15. Affidavit of compliance, if required (Sec. 6.3).
IIL.B. Modification to Standard. ~Any modification to the provisions, definitions,

or terminology in this standard must be provided by the purchaser.

IV. Major Revisions. Revisions made to this standard in this edition include
the following:

1. Sec. IIILA Purchaser Options and Alternatives was updated to remove
items listed that are now stated as requirements in the standard and items no longer
mentioned in the standard.

2. Section 2 References was updated.

3. The definitions for applicator, supplier, and weld seam were added to Sec. 3.

4. Sec. 4.2 Materials and Workmanship was revised and sections on safety and
personnel were added to be consistent with other AWWA steel pipe coating standards.

5.  Theoption of using a 100 percent solids (hot melt) adhesive was deleted from
Sec. 1.1. Scope and Sec. 4.3.1 System components, item 1, since hot melt adhesives are
no longer commercially available. Table 1 and Sec. 4.3.2.2 from the previous edition,
which also pertained to 100 percent solids adhesives, were deleted.

6. An increase in nonpolyolefinic backing to 5 percent was included in Table 1,
Table 2, and Sec. 4.3.2.2 since the manufacturers increased their limit to 5.0 percent,
as the 3.5 percent limit is not reflective of the manufacturer’s capabilities.

7. Arequirement for adhesion of the inner-layer tape to primed steel was added
to Table 1 and Sec. 5.2.2.8.

8.  Table 6 was deleted since the information contained in Table 6 only applies
to the applicator and their methodology for application of the tape.

9.  Sec. 4.3.3. Tests was deleted since it is redundant, as Sec. 5.1 and Sec. 5.2
cover those requirements.

10. Sec. 4.4 Surface Preparation was revised in a continued effort to establish
consistent language between similar AWWA steel pipe coating and lining standards.

11. Sections on special requirements and protection during welding were added
to Sec. 4.8 Field Procedures.

12. Sec. 4.5.2 Weld-seam treatment was revised to be consistent with other steel

pipe standards, and a requirement for the maximum height of the weld reinforcement

was added.
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13. The width of rubber roller to be used was made a requirement in Sec. 4.5.3.3
Application of inner layer.

14. Sec. 5.5.4 Adhesion of outer tape layers was deleted. Adhesion of the inner
layer tape was added in Table 1 and Sec. 5.2.2.8, and adhesion of the total tape coating
system is required in Sec. 5.5.3, so evaluating the adhesion of the outer layer separately
is no longer required.

15. Sec. 6.2 Packaging and Shipping was updated to be consistent with other
AWWA steel pipe coating standards.

16. Sec. 6.3 Affidavit of Compliance was modified to include an affidavit for
workmanship. Similar language has been added to other AWWA steel pipe coating and
lining standards.

17.  Units of measure were updated in the tables to be consistent with other steel

pipe coating and lining standards.

V.  Comments. If you have any comments or questions about this standard,
please call AWWA Engineering and Technical Services at 303.794.7711; FAX at
303.795.7603; write to the department at 6666 West Quincy Avenue, Denver,
CO 80235-3098; or email at standards@awwa.org.
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