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 Preface

This preface, as well as all footnotes and annexes, is included for informational purposes and is 
not part of ANSI/ISA-50.02, Part 5-1998.

This Standard has been prepared as part of the service of the ISA, the international society for 
measurement and control, toward a goal of uniformity in the field of instrumentation.  To be of real 
value, this document should not be static, but should be subject to periodic review.  Toward this 
end, the Society welcomes all comments and criticisms, and asks that they be addressed to the 
Secretary, Standards and Practices Board; ISA; 67 Alexander Drive; P. O. Box 12277; Research 
Triangle Park, NC  27709; Telephone (919) 549-8411; Fax (919) 549-8288; E-mail:  
standards@isa.org.

The ISA Standards and Practices Department is aware of the growing need for attention to the 
metric system of units in general, and the International System of Units (SI) in particular, in the 
preparation of instrumentation standards, recommended practices, and technical reports.  The 
Department is further aware of the benefits to USA users of ISA standards of incorporating 
suitable references to the SI (and the metric system) in their business and professional dealings 
with other countries.  Toward this end, this Department will endeavor to introduce SI-acceptable 
metric units in all new and revised standards to the greatest extent possible.  Standard for Use of 
the International System of Units (SI): The Modern Metric System, published by the American 
Society for Testing & Materials as IEEE/ASTM SI 10-97, and future revisions, will be the 
reference guide for definitions, symbols, abbreviations, and conversion factors.

It is the policy of the ISA to encourage and welcome the participation of all concerned individuals 
and interests in the development of ISA standards.  Participation in the ISA standards-making 
process by an individual in no way constitutes endorsement by the employer of that individual, of 
the ISA, or of any of the standards, recommended practices, and technical reports that ISA 
develops.

CAUTION  ISA ADHERES TO THE POLICY OF THE AMERICAN NATIONAL
STANDARDS INSTITUTE WITH REGARD TO PATENTS. IF ISA IS INFORMED
OF AN EXISTING PATENT THAT IS REQUIRED FOR USE OF THE
STANDARD, IT WILL REQUIRE THE OWNER OF THE PATENT TO EITHER
GRANT A ROYALTY-FREE LICENSE FOR USE OF THE PATENT BY USERS
COMPLYING WITH THE STANDARD OR A LICENSE ON REASONABLE
TERMS AND CONDITIONS THAT ARE FREE FROM UNFAIR
DISCRIMINATION. 

EVEN IF ISA IS UNAWARE OF ANY PATENT COVERING THIS STANDARD,
THE USER IS CAUTIONED THAT IMPLEMENTATION OF THE STANDARD
MAY REQUIRE USE OF TECHNIQUES, PROCESSES, OR MATERIALS
COVERED BY PATENT RIGHTS. ISA TAKES NO POSITION ON THE
EXISTENCE OR VALIDITY OF ANY PATENT RIGHTS THAT MAY BE
INVOLVED IN IMPLEMENTING THE STANDARD. ISA IS NOT RESPONSIBLE
FOR IDENTIFYING ALL PATENTS THAT MAY REQUIRE A LICENSE BEFORE
IMPLEMENTATION OF THE STANDARD OR FOR INVESTIGATING THE
VALIDITY OR SCOPE OF ANY PATENTS BROUGHT TO ITS ATTENTION. THE
USER SHOULD CAREFULLY INVESTIGATE RELEVANT PATENTS BEFORE
USING THE STANDARD FOR THE USER’S INTENDED APPLICATION.
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HOWEVER, ISA ASKS THAT ANYONE REVIEWING THIS STANDARD WHO IS
AWARE OF ANY PATENTS THAT MAY IMPACT IMPLEMENTATION OF THE
STANDARD NOTIFY THE ISA STANDARDS AND PRACTICES DEPARTMENT
OF THE PATENT AND ITS OWNER.

ADDITIONALLY, THE USE OF THIS STANDARD MAY INVOLVE HAZARDOUS
MATERIALS, OPERATIONS OR EQUIPMENT. THE STANDARD CANNOT
ANTICIPATE ALL POSSIBLE APPLICATIONS OR ADDRESS ALL POSSIBLE
SAFETY ISSUES ASSOCIATED WITH USE IN HAZARDOUS CONDITIONS.
THE USER OF THIS STANDARD MUST EXERCISE SOUND PROFESSIONAL
JUDGMENT CONCERNING ITS USE AND APPLICABILITY UNDER THE
USER’S PARTICULAR CIRCUMSTANCES. THE USER MUST ALSO
CONSIDER THE APPLICABILITY OF ANY GOVERNMENTAL REGULATORY
LIMITATIONS AND ESTABLISHED SAFETY AND HEALTH PRACTICES
BEFORE IMPLEMENTING THIS STANDARD.

The following members of ISA Subcommittee SP50.5 contributed to the development of this 
document:

NAME COMPANY

U. Doebrich, Chairman Siemens AG
H. Dammeyer, Managing Director The Ohio State University
G. Wood, Managing Director Graeme Wood Consulting
C. Akiyama Yokagawa Electric Corporation
W. Borst Borst Automation
*P. Brett Honeywell, Inc.
R. Crowder Ship Star Associates Inc.
E. dela Hostria Rockwell Automation
M. Giraudi Elsag Bailey
*K. Krivoshein Fisher Controls International Inc.
*Y. Kumeda Yamatake Industrial Systems
T. Laine Cegelec
K. Lindner Endress + Hauser GmbH
O. Mirabella Universita Degli Studi di Catania
*L. Neitzel Fisher•Rosemount Systems Inc.
S. Pedersen ABB Corporate Research
F. Russo ENEL-Ricerca/PEA
K. Schwarz Schwarz Communication Consult
E. Skabowski Tendent Consulting
P. Thiessmeier Klockner-Moeller
N. Tobol Ronan Engineering
C. Williams Eastman Kodak Company
G. Winchester National Electrical Manufacturing Assoc.

____________________
* One Vote per Company
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This Standard was approved for publication by the ISA Standards and Practices Board on 
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 Introduction

This part of ISA-S50.02 describes the Fieldbus Application Layer services intended to support the 
information interchange and the interactions between application processes.

This set of application layer standards does not specify individual implementations or products, 
nor does it constrain the implementations of Application entities and interfaces within the industrial 
automation system.

This set of application layer standards does not contain test specifications used to demonstrate 
compliance.

 1 Scope

The Fieldbus Application Layer (FAL) provides user programs with a means to access the 
Fieldbus communication environment. In this respect, the FAL can be viewed as a “window 
between corresponding application programs”. 

The FAL is an Application Layer Communication Standard designed to support the conveyance 
of time-critical and non-time-critical application requests and responses among devices in an 
automation environment. The term “time-critical” is used to represent the presence of an 
application time-window, within which one or more specified actions are required to be completed 
with some defined level of certainty.

This part of ISA-S50.02 specifies the structure and services of the Fieldbus Application Layer 
(FAL). It is specified in conformance with the OSI Basic Reference Model (ISO 7498) and the OSI 
Application Layer Structure (ISO 9545). 

FAL services and protocols are provided by FAL application-entities (AE) contained within the 
application processes. The FAL AE is composed of a set of object-oriented Application Service 
Elements (ASEs) and a Layer Management Entity (LME) that manages the AE. The ASEs provide 
communication services that operate on a set of related application process object (APO) classes. 
One of the FAL ASEs is a management ASE that provides a common set of services for the 
management of the instances of FAL classes. 

This part of ISA-S50.02 specifies interactions between remote applications in terms of:

- An abstract model for defining application resources (objects) capable of being
manipulated by users via the use of FAL Services;

- The primitives (interactions between the FAL and the FAL user) associated with each FAL
Service;

- The parameters associated with each primitive;

- The interrelationship between and the valid sequences of the primitives for each service.
ANSI/ISA-S50.02, Part 5-1998 11
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Although these services specify, from the perspective of applications, how requests and 
responses are issued and delivered, they do not include a specification of what the requesting and 
responding applications are to do with them. That is, the behavioral aspects of the applications 
are not specified; only a definition of what requests and responses they can send/receive is 
specified. This permits greater flexibility to the FAL users in standardizing such object behavior. 
In addition to these services, some supporting services are also defined in this specification to 
provide access to the FAL to control certain aspects of its operation. 

 2 Normative References

The following normative documents contain provisions which, through reference in this text, 
constitute provisions of this part of ISA-S50.02. For dated references, subsequent amendments 
to, or revisions of, any of these publications do not apply. However, parties to agreements based 
on this standard are encouraged to investigate the possibility of applying the most recent editions 
of the normative documents indicated below. For undated references, the latest edition of the 
normative document referred to applies. Members of ISO and IEC maintain registers of currently 
valid International Standards.

ISO/IEC 7498-1:1994, Information technology - Open Systems Interconnection - Basic Reference 
Model: The Basic Model

ISO 7498-3:1997, Information technology- Open Systems Interconnection - Basic Reference 
Model- Naming and addressing

ISO/IEC 7498-4:1989, Information processing systems - Open Systems Interconnection - Basic 
Reference Model- Part 4: Management framework

ISO/IEC 8649:1996, Information technology - Open Systems Interconnection - Service definition 
for the Associated Control Service Element

ISO/IEC 8822:1994, Information technology - Open Systems Interconnection - Presentation 
service definition

ISO/IEC 8824:1990, Information technology - Open Systems Interconnection - Specification of 
Abstract Syntax Notation One (ASN.1)

ISO/IEC 8824-1:1995, Information technology - Abstract Syntax Notation One (ASN.1); 
Specification of basic notation Amendment 1:(1996) Rules of extensibility

ISO/IEC 8824-2:1995, Information technology - Abstract Syntax Notation One (ASN.1); 
Information object specification Amendment 1:(1996) Rules of extensibility

ISO/IEC 8824-3:1995, Information technology - Abstract Syntax Notation One (ASN.1) Constraint 
specification 

ISO/IEC 8824-4:1995, Information technology - Abstract Syntax Notation One (ASN.1) 
Parameterization of ASN.1 specifications

ISO/IEC/TR 9007:1987, Information processing systems - Concepts and terminology for the 
conceptual schema and the information base
12 ANSI/ISA-S50.02, Part 5-1998
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ISO/IEC 9545:1994 Information technology - Open Systems Interconnection - Application Layer 
structure

ISO/IEC 9646-1:1994, Information technology - Open Systems Interconnection - Conformance 
testing methodology and framework - Part 1: General concepts

ISO/IEC 9646-2:1994, Information technology - Open Systems Interconnection - Conformance 
testing methodology and framework - Part 2: Abstract Test Suite specification

ISO/IEC 10731:1994, Information technology - Open Systems Interconnection - Basic Reference 
Model - Conventions for the definition of OSI services

ANSI/ISA-S50.02-1997, Part 3, Fieldbus Standard for Use in Industrial Control Systems- Part 3: 
Data Link Service Definition

ANSI/ISA-S50.02-1997, Part 4, Fieldbus Standard for Use in Industrial Control Systems- Part 4: 
Data Link Protocol Specification 

 3 Definitions

For the purposes of this part of ISA-S50.02, the following definitions apply.

3.1 ISO/IEC 7498 terms

For the purposes of this part of ISA-S50.02, the following terms as defined in ISO/IEC 7498, 7498/
AD1 apply:

a) application entity;
b) application process;
c) application protocol data unit;
d) application service element;
e) application entity invocation;
f) application process invocation;
g) application transaction;
h) real open system; and
i) transfer syntax.

3.2 ISO/IEC 8822 terms

For the purposes of this part of ISA-S50.02, the following terms as defined in ISO/IEC 8822 apply: 

a) abstract syntax; and
b) presentation context.

3.3 ISO/IEC 9545 terms

For the purposes of this part of ISA-S50.02, the following terms as defined in ISO/IEC 9545 apply:

a) application-association;
b) application-context;
c) application context name;
d) application-entity-invocation;
ANSI/ISA-S50.02, Part 5-1998 13
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e) application-entity-type;
f) application-process-invocation;
g) application-process-type;
h) application-service-element; and
i) application control service element.

3.4 ISO/IEC 8824 terms

For the purposes of this part of ISA-S50.02, the following terms as defined in ISO/IEC 8824 apply:

a) object identifier; and
b) type.

3.5 Fieldbus Data Link Layer terms

For the purposes of this part of ISA-S50.02, the following terms as defined in ISA-S50.02-3 and 
ISA-S50.02-4 apply:

a) DL-Time
b) DL-Scheduling-policy
c) DLCEP
d) DLC
e) DL-connection-oriented mode
f) DLSDU
g) DLSAP

3.6 FAL Specific Definitions

For the purpose of this part of ISA-S50.02, the following definitions apply.

3.6.1 Application Object Definition
A component of an application process that is identifiable and accessible through an FAL 
application relationship. Application object definitions are composed of a set of values for the 
attributes of their class (see the definition for Application Process Object Class Definition). 
Application object definitions may be accessed remotely using the services of the FAL Object 
Management ASE. FAL Object Management services can be used to load or update object 
definitions, to read object definitions, and to dynamically create and delete application objects and 
their corresponding definitions.

3.6.2 Application Process Object Class Definition
A description of a class of application process objects in terms of the set of its network accessible 
attributes and services.

3.6.3 Application Relationship Definition
A cooperative relationship between two or more application-entity-invocations for the purpose of 
exchange of information and coordination of their joint operation. This relationship is activated 
either by the exchange of application-protocol-data-units or as a result of preconfiguration 
activities. 

3.6.4 Application Relationship Application Service Element Definition
An application-service-element that provides the exclusive means for establishing and terminating 
all application relationships.
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3.6.5 Application Relationship Endpoint Definition
The context and behavior of an application relationship as seen and maintained by one of the 
application processes involved in the application relationship.

3.6.6 Client Definition
The role of an AR endpoint in which it issues confirmed service request APDUs to a single AR 
endpoint acting as a server.

3.6.7 Conveyance Path Definition
A unidirectional flow of APDUs across an application relationship.

3.6.8 Dedicated AR Definition
An AR used directly by the FAL User. On Dedicated ARs, only the FAL Header and the user data 
are transferred. 

3.6.9 Dynamic AR Definition
An AR that requires the use of the AR establishment procedures to place it into an established 
state. 

3.6.10 Error Class Definition
A general class for error definitions. Error codes for specific errors are defined within an error 
class.

3.6.11 Error Code Definition
The identification of a specific type of error within an error class.

3.6.12 Invocation Definition
The act of using a service or other resource of an application process. Each invocation represents 
a separate thread of control that may be described by its context. Once the service completes, or 
use of the resource is released, the invocation ceases to exist. For service invocations, a service 
that has been initiated but not yet completed is referred to as an outstanding service invocation. 
Also for service invocations, an Invoke ID may be used to unambiguously identify the service 
invocation and differentiate it from other outstanding service invocations.

3.6.13 Application Layer Interoperability Definition
The capability of application entities to perform coordinated and cooperative operations using the 
services of the FAL.

3.6.14 Management Information Definition
Network accessible information that supports the management of the Fieldbus environment, 
including the application layer.

3.6.15 Peer Definition
The role of an AR endpoint in which it is capable of acting as both client and server.

3.6.16 Pre-defined AR Endpoint Definition
An AR endpoint that is defined locally within a device without use of the create service. Pre-
defined ARs that are not pre-established must be established before being used. 

3.6.17 Pre-established AR Endpoint Definition
An AR endpoint that is placed in an established state during configuration of the AEs that control 
its endpoints. 
ANSI/ISA-S50.02, Part 5-1998 15
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3.6.18 Publisher Definition
The role of an AR endpoint in which it transmits APDUs onto the Fieldbus for consumption by one 
or more subscribers. The publisher may not be aware of the identity or the number of subscribers 
and it may publish its APDUs using a dedicated AR. Two types of publishers are defined by this 
standard, Pull Publishers and Push Publishers, each of which is defined separately.

3.6.19 Publishing Manager Definition
The role of an AR endpoint in which it issues one or more confirmed service request APDUs to a 
Publisher to request the Publisher to publish a specified object. Two types of publishing managers 
are defined by this standard, Pull Publishing Managers and Push Publishing Managers, each of 
which is defined separately.

3.6.20 Pull Publisher Definition
A type of Publisher that publishes an object in confirmed service response APDUs that are 
responses to confirmed service request APDUs received from its Pull Publishing Manager. The 
AR used to support Pull Publishers conveys the response APDUs to one or more Pull Subscriber 
AR endpoints. 

3.6.21 Pull Publishing Manager Definition
A type of Publishing Manager that sends confirmed service request APDUs to its Publisher to 
request that the specified object be published in the corresponding response APDU.

3.6.22 Push Publisher Definition
A type of Publisher that publishes an object in unconfirmed service request APDUs. These 
unconfirmed service request APDUs may be issued as a result of a confirmed service request 
APDU received on a separate AREP from its Push Publishing Manager. The AR used to support 
Push Publishers conveys the response APDUs to one or more Pull Subscriber AR endpoints. 

3.6.23 Push Publishing Manager Definition
A type of Publishing Manager that sends confirmed service requests to its Publisher to request 
that the specified object be published using an unconfirmed service on a separate Push Publisher 
AR endpoint. 

3.6.24 Pull Subscriber Definition
A type of Subscriber that recognizes received confirmed service response APDUs as published 
object data. 

3.6.25 Push Subscriber Definition
A type of Subscriber that recognizes received unconfirmed service request APDUs as published 
object data. 

3.6.26 Resource Definition
A resource is a processing or information capability of a subsystem.

3.6.27 Server Definition
The role of an AREP in which it returns a confirmed service response APDU to the Client that 
initiated the request.

3.6.28 Subscriber Definition
The role of an AREP in which it receives APDUs produced by a publisher. Two types of 
subscribers are defined by this standard, Pull Subscribers and Push Subscribers, each of which 
is defined separately.
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3.7 Abbreviations and Symbols

AE Application Entity
AL Application Layer
ALME Application Layer Management Entity
ALP Application Layer Protocol
APO Application Object
AP Application Process
APDU Application Protocol Data Unit
AR Application Relationship
AREP Application Relationship End Point
ASE Application Service Element
CIM Computer Integrated Manufacturing
DL- (as a prefix) Data Link-
DLC Data Link Connection
DLCEP Data Link Connection End Point
DLSAP Data Link Service Access Point
FAL Fieldbus Application Layer
FIFO First In First Out
ID Identifier
IEC International Electrotechnical Commission
ISA Instrument Society of America
ISO International Organization for Standardization
LME Layer Management Entity
OSI Open Systems Interconnect
PDU Protocol Data Unit
PL Physical Layer
SAP Service Access Point
SDU Service Data Unit
SMIB System Management Information Base

3.8 Conventions

The FAL is defined as a set of object-oriented ASEs. Each ASE is specified in a separate clause. 
Each ASE specification is composed of two parts, its class specification, and its service 
specification. The protocol specification for each of the ASEs is defined in ISA-S50.02-6. 

The class specification defines the attributes of the class. The attributes are accessible from 
instances of the class using the Object Management ASE services specified in clause 5 of this 
part of ISA-S50.02. The service specification defines the services that are provided by the ASE.

3.8.1 General Conventions

This standard uses the descriptive conventions given in ISO/IEC 10731.

3.8.2 Conventions for Class Definitions 

Class definitions are described using templates. Each template consists of a list of attributes for 
the class. The general form of the template is shown below:

FAL ASE: ASE Name
CLASS: Class Name
CLASS ID: #
PARENT CLASS: Parent Class Name
ATTRIBUTES:
1 (o) Key Attribute: numeric identifier
2 (o) Key Attribute: name
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3 (m) Attribute: attribute name(values)
4 (m) Attribute: attribute name(values)
4.1 (s)    Attribute:    attribute name(values)
4.2 (s)    Attribute:    attribute name(values)
4.3 (s)    Attribute:    attribute name(values)
5 (c) Constraint: constraint expression
5.1 (m)    Attribute:    attribute name(values)
5.2 (o)    Attribute:    attribute name(values)
6 (m) Attribute: attribute name(values)
6.1 (s)    Attribute:    attribute name(values)
6.2 (s)    Attribute:    attribute name(values)
SERVICES:
1 (o) OpsService: service name
2 (c) Constraint: constraint expression
2.1 (o)    OpsService    service name
3 (m) Mgt Service service name

(1) The "FAL ASE:" entry is the name of the FAL ASE that provides the services for the class 
being specified. 

(2) The "CLASS:" entry is the name of the class being specified. All objects defined using this 
template will be an instance of this class. The class may be specified by this standard, or by 
a user of this standard.

(3) The "CLASS ID:" entry is a number that identifies the class being specified. This number is 
unique within the FAL ASE that will provide the services for this class. When qualified by the 
identity of its FAL ASE, it unambiguously identifies the class within the scope of the FAL. 
The value "NULL" indicates that the class cannot be instantiated. Class IDs between 1 and 
255 are reserved by this standard to identify standardized classes. They have been 
assigned to maintain compatibility with existing national standards. CLASS IDs between 
256 and 2048 are allocated for identifying user defined classes.

(4) The "PARENT CLASS:" entry is the name of the parent class for the class being specified. 
All attributes defined for the parent class and inherited by it are inherited for the class being 
defined, and therefore do not have to be redefined in the template for this class. 

NOTE The parent class "TOP" indicates that the class being defined is an initial class definition. The parent 
class TOP is used as a starting point from which all other classes are defined. The use of TOP is reserved for 
classes defined by this standard. 

(5) The "ATTRIBUTES" label indicate that the following entries are attributes defined for the 
class.

a) Each of the attribute entries contains a line number in column 1, a mandatory (m) / 
optional (o) / conditional (c) / selector (s) indicator in column 2, an attribute type label in 
column 3, a name or a conditional expression in column 4, and optionally a list of 
enumerated values in column 5. In the column following the list of values, the default 
value for the attribute may be specified.

b) Objects are normally identified by a numeric identifier or by an object name, or by both. 
In the class templates, these key attributes are defined under the key attribute. 

c) The line number defines the sequence and the level of nesting of the line. Each nesting 
level is identified by period. Nesting is used to specify:
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i) fields of a structured attribute (4.1, 4.2, 4.3), 

ii) attributes conditional on a constraint statement (5). Attributes may be mandatory 
(5.1) or optional (5.2) if the constraint is true. Not all optional attributes require 
constraint statements as does the attribute defined in (5.2).

iii) the selection fields of a choice type attribute (6.1 and 6.2). 

(6) The "SERVICES" label indicates that the following entries are services defined for the class. 

a) An (m) in column 1 indicates that the service is mandatory for the class, while an (o) 
indicates that it is optional. A (c) in this column indicates that the service is conditional. 
When all services defined for a class are defined as optional, at least one has to be 
selected when an instance of the class is defined.

b) The label "OpsService" designates an operational service (1).

c) The label "MgtService" designates an management service (2).

d) The line number defines the sequence and the level of nesting of the line. Each nesting 
level is identified by period. Nesting within the list of services is used to specify services 
conditional on a constraint statement.

3.8.3 Conventions for Service Definitions

The service model, service primitives, and time-sequence diagrams used are entirely abstract 
descriptions; they do not represent a specification for implementation.

3.8.3.1 Service Parameters

Service primitives are used to represent service user/service provider interactions (ISO/IEC 
10731). They convey parameters which indicate information available in the user/provider 
interaction. In any particular interface, not all parameters need be explicitly stated. 

The service specifications of this standard uses a tabular format to describe the component 
parameters of the ASE service primitives. The parameters which apply to each group of service 
primitives are set out in tables. Each table consists of up to five columns for the:

1) parameter name, 
2) request primitive, 
3) indication primitive, 
4) response primitive, and 
5) confirm primitive.

One parameter (or component of it) is listed in each row of each table. Under the appropriate 
service primitive columns, a code is used to specify the type of usage of the parameter on the 
primitive specified in the column:

M parameter is mandatory for the primitive

U parameter is a User option, and may or may not be provided depending on dynamic 
usage of the service user. When not provided, a default value for the parameter is 
assumed.

C parameter is conditional upon other parameters or upon the environment of the service 
user.

— (blank) parameter is never present.
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S parameter is a selected item.

Some entries are further qualified by items in brackets. These may be:

a) A parameter-specific constraint:
“(=)" indicates that the parameter is semantically equivalent to the parameter in the

service primitive to its immediate left in the table.
b) An indication that some note applies to the entry:

“(n)” indicates that the following note "n" contains additional information pertaining to the
parameter and its use.

3.8.3.2 Service Procedures

The procedures are defined in terms of

• the interactions between application entities through the exchange of Fieldbus 
Application Protocol Data Units; and

• the interactions between an application layer service provider and an application layer 
service user in the same system through the invocation of application layer service 
primitives.

These procedures are applicable to instances of communication between systems which support 
time-constrained communications services within the Fieldbus Application Layer.

 4 Concepts

This clause describes fundamentals of the FAL. Each of the ASEs specified for the FAL are 
described, including their relationships to each other. More detailed descriptive information about 
each of the FAL ASEs can be found in the “Overview” clause of their specifications.

4.1 Architectural Relationships

4.1.1 Overview

The Fieldbus is intended to be used in factories and process plants to interconnect primary 
automation devices (e.g. sensors, actuators, local display devices, annunciators, programmable 
logic controllers, small single loop controllers, and stand-alone field controls) with control and 
monitoring equipment located in control rooms. 

Primary automation devices are associated with the lowest levels of the industrial automation 
hierarchy and perform a limited set of functions within a definite time window. Some of these 
functions include diagnostics, data validation, and handling of multiple inputs and outputs.

These primary automation devices, also termed field devices, are located close to the process 
fluids, the fabricated part, the machine, the operator and the environment. This use positions the 
Fieldbus at the lowest levels of the Computer Integrated Manufacturing (CIM) architecture. 

Some of the expected benefits in using Fieldbus are reduction in wiring, increase in amount of data 
exchanged, wider distribution of control between the primary automation devices and the control 
room equipment, and the satisfaction of time critical constraints.
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4.1.2 Relationship to the Application Layer of the OSI Reference Model

The functions of the FAL have been described according to OSI layering principles. However, its 
architectural relationship to the lower layers is different, as shown in figure 1.

- The FAL includes OSI functions together with extensions to cover time critical 
requirements. The OSI Application Layer Structure standard (ISO/IEC 9545) was used as 
a basis for specifying the FAL.

- The Fieldbus Data Link layer directly supports the FAL.

Figure 1 – Relationship to the ISO OSI Reference Model

4.1.3 Relationships to Other Fieldbus Standards

The Fieldbus Application Layer (FAL) architectural relationships, as illustrated in figure 2, have 
been designed to support the interoperability needs of time-critical systems distributed within the 
Fieldbus environment. 

Within this environment, the FAL provides communications services to time-critical and non-time-
critical applications located in fieldbus devices. 

In addition, the FAL directly uses the data link layer to transfer its application layer protocol data 
units. It does this using a set of data transfer services and a set of supporting services used to 
control the operational aspects of the data link layer.
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Figure 2 – Architectural Positioning of the Fieldbus Application Layer

4.1.3.1 Use of the Fieldbus Data Link Layer

The Fieldbus Application Layer (FAL) provides network access to Fieldbus APs. It interfaces 
directly to the Fieldbus Data Link Layer for transfer of its APDUs. 

The data link layer provides various types of services to the FAL for the transfer of data between 
data link service access points (DLSAPs) and data link connection endpoints (DLCEPs). The data 
link layer protocol includes scheduled and non-scheduled access to the physical medium. 

4.1.3.2 Support for Fieldbus Applications

Fieldbus applications are represented to the network as application processes (APs). APs are the 
components of a distributed system that may be individually identified and addressed.

Each AP contains an FAL application entity (AE) that provides network access for the AP. That is, 
each AP communicates with other APs through its AE. In this sense, the AE provides a window of 
visibility into the AP. 

APs contain identifiable components that are also visible across the network. These components 
are represented to the network as Application Process Objects (APO). They may be identified by 
one or more key attributes. They are located at the address of the application process that 
contains them. 

The services used to access them are provided by APO-specific application service elements 
(ASEs) contained within the FAL. These ASEs are designed to support user, function block, and 
management applications.

4.1.3.3 Support for System Management

The FAL services can be used to support various management operations, including management 
of fieldbus systems, applications, and the fieldbus network.

NOTE  System Management will be specified in Part 7: System management specification.  

4.1.3.4 Access to FAL Layer Management Entities

One layer management entity (LME) is present in each FAL entity on the network. FALMEs 
provide access to the FAL for system management purposes through a local interface. Network 
access to system management is specified in Part 7: System management specification.  

Fieldbus User Layer

Fieldbus
Application Layer

ALME

Fieldbus
Data Link Layer

System Mgt
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The set of data accessible by the System Manager is referred to as the System Management 
Information Base (SMIB). Each Fieldbus Application Layer Management Entity (FALME) provides 
the FAL portion of the SMIB. How the SMIB is implemented is beyond the scope of this standard. 

4.2 Fieldbus Application Layer Structure

4.2.1 Overview

The structure of the FAL is a refinement of the OSI Application Layer Structure (ISO/IEC 9545). 
As a result, the organization of subclause 4.2 is similar to that of ISO/IEC 9545. Certain concepts 
presented here have been refined from ISO/IEC 9545 for the Fieldbus environment. 

The FAL differs from the other layers of OSI in two principal aspects:

• OSI defines a single type of application layer communications channel, the association, to 
connect APs to each other. The FAL defines the Application Relationship (AR), of which 
there are several types, to permit application processes (APs) to communicate with each 
other.

• The FAL uses the DLL to transfer its PDUs and not the presentation layer. Therefore, 
there is no explicit presentation context available to the FAL. Between the same pair (or 
set) of data link service access points the FAL protocol may not be used concurrently with 
other application layer protocols.

4.2.2 Fundamental Concepts

The operation of time critical real open systems is modeled in terms of interactions between time 
critical APs. The FAL permits these APs to pass commands and data between them. 

Cooperation between APs requires that they share sufficient information to interact and carry out 
processing activities in a coordinated manner. Their activities may be restricted to a single 
Fieldbus segment, or they may span multiple segments. The FAL has been designed using a 
modular architecture to support the messaging requirements of these applications.

Cooperation between APs also often requires that they share a common sense of time. The data 
link layer specified in ISA-S50.02-3 and ISA-S50.02-4 provides for the distribution of time to all 
devices. It also defines local device services that can be used by APs to access the distributed 
data link time. 

The remainder of this clause describes each of the modular components of the architecture and 
their relationships with each other. The components of the FAL are modeled as objects, each of 
which provides a set of FAL communication services for use by applications. The FAL objects and 
their relationships are described below. The detailed specifications of FAL objects and their 
services are provided in the following clauses of this part of ISA-S50.02. ISA-S50.02-6 specifies 
the protocols necessary to convey these object services between applications.

4.2.3 Fieldbus Application Processes

4.2.3.1 Definition of the Fieldbus AP

In the fieldbus environment, an application may be partitioned into a set of components and 
distributed across a number of devices on the network. Each of these components is referred to 
as a Fieldbus Application Process (AP). A Fieldbus AP is a variation of an Application Process as 
defined in ISO OSI Reference Model (ISO/IEC 7498). Fieldbus APs may be unambiguously 
addressed by at least one individual data link layer service access point address. Unambiguously 
addressed, in this context, means that no other AP may simultaneously be located by the same 
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address. This definition does not prohibit an AP from being located by more than one individual or 
group data link service access point address.

4.2.3.2 Communication Services 

Fieldbus APs communicate with each using confirmed and unconfirmed services (ISO/IEC 
10731). The services defined in this specification for the FAL specify the semantics of the services 
as seen by the requesting and responding APs. The syntax of the messages used to convey the 
service requests and responses is defined in ISA-S50.02-6. The AP behavior associated with the 
services is specified by the AP.

Confirmed services are used to define request/response exchanges between APs, such that if a 
response is not returned to the requesting user within a specified time interval, the requesting user 
is notified and the service invocation is cancelled.

Unconfirmed services, in contrast, are used to define the unidirectional transfer of messages from 
one AP to one or more remote APs. From a communications perspective, there is no relationship 
between separate invocations of unconfirmed services as there is between the request and 
response of a confirmed service. Therefore, there is no associated time interval associated with 
the processing of an unconfirmed service by the receiver.

Dedicated ARs provide the AR ASE services directly to the FAL User. They support optimized 
data transfers between APs in which user data is transferred using only one byte FAL Protocol 
Control Information (PCI). 

4.2.3.3 AP Interactions 

Within the Fieldbus environment, APs may interact with other APs as necessary to achieve their 
functional objectives. No constraints are imposed by this standard on the organization of these 
interactions or the possible relationships that may exist between them. For example, in the 
Fieldbus environment, interactions may be based on request/response messages sent directly 
between APs, or on data/events published by one AP for use by others. These two models of 
interactions between APs are referred to as client/server and publisher/subscriber interactions. 

The services supported by an interaction model are conveyed by application relationship 
endpoints (AREPs) associated with the communicating APs. The role that the AREP plays in the 
interaction (e.g. client, server, peer, publisher, subscriber) is defined as an attribute of the AREP. 
See clause 7 for the definition of the AREP and its attributes. See the annexes following annex B 
for the definition of each of the AREP types, including their roles. See annex C for a summary of 
AREP Roles and the FAL services supported by them. 

4.2.3.3.1 Client / Server Interactions 

Client/server interactions are characterized by a bi-directional data flow between a single client 
AP and a single server AP, as shown in the figure below. In this type of interaction, the client may 
issue a confirmed or unconfirmed request to the server to perform some task. If the service is 
confirmed then the server will always return a response. If the service is unconfirmed, the server 
may return a response using an unconfirmed service defined for this purpose.
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Figure 3 – Client / Server Interactions

4.2.3.3.2 Publisher / Subscriber Interactions 

Publisher/subscriber interactions, on the other hand, involve a single publisher AP, and a group 
of one or more subscriber APs. This type of interaction has been defined to support two models 
of interaction between APs, the "pull" model and the "push" model. In both models, the setup of 
the publishing AP is performed by management and is outside the scope of this specification.

 4.2.3.3.2.1 Pull Model Interactions 

In the "pull" model, the publisher receives a request to publish from a remote publishing manager, 
and broadcasts (or multicasts) its response across the network. The publishing manager is 
responsible only for initiating publishing by sending a request to the publisher. 

Subscribers wishing to receive the published data listen for responses transmitted by the 
publisher. In this fashion, data is "pulled" from the publisher by requests from the publishing 
manager. 

Confirmed FAL services are used to support this type of interaction. Two characteristics of this 
type of interaction differentiate it from the other types of interaction. First, a typical confirmed 
request/response exchange is performed between publishing manager and the publisher. 
However, the underlying conveyance mechanism provided by the FAL returns the response not 
just to the publishing manager, but also to all subscribers wishing to receive the published 
information. This is accomplished by having the data link layer transmit the response to a group 
address, rather than to the individual address of the publishing manager. Therefore, the response 
sent by the publisher

The second difference occurs in the behavior of the subscribers. Pull model subscribers, referred 
to as pull subscribers, are capable of accepting published data in confirmed service responses 
without having issued the corresponding request. The figure below illustrates these concepts.

Client
(requestor

Server
responder)

Unconfirmed and
confirmed service requests

Unconfirmed service replies and
confirmed service responses
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Figure 4 – Pull Model Interactions

4.2.3.3.2.2 Push Model Interactions 

In the "push" model, two services are used, one confirmed and one unconfirmed. The confirmed 
service is used by the subscriber to request to join the publishing. The response to this request is 
returned to the subscriber, following the client / server model of interaction. This exchange is only 
necessary when the subscriber and the publisher are located in different APs

The unconfirmed service used in the Push Model is used by the publisher to distribute its 
information to subscribers. In this case, the publisher is responsible for invoking the correct 
unconfirmed service at the appropriate time and for supplying the appropriate information. In this 
fashion, it is configured to "push" its data onto the network. 

Subscribers for the Push Model receive the published unconfirmed services distributed by 
publishers. The figure below illustrates the concept of the Push Model.
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Figure 5 – Push Model Interactions

4.2.3.3.2.3 Timeliness of Published Information

To support the perishable nature of published information, the FAL supports four types of 
timeliness defined for publisher/subscriber interactions. Each make it possible for subscribers of 
published data to determine if the data they are receiving is up-to-date or “stale”. These types are 
realized through mechanisms within the data link layer (DLL). Each is described briefly below. For 
a more detailed description, refer to ISA-S50.02-3 and ISA-S50.02-4.

Type Description 

Transparent This type of timeliness allows the user application process to determine the 
timeliness quality of data that it generates and have the timeliness quality 
accompany the information when it is transferred across the network. In this type 
of timeliness, the network provides no computation or measurement of timeliness. 
It merely conveys the timeliness quality provided with the data by the user 
application process. 

Residence When the FAL submits data from the publishing AP to the DLL for transmission, 
the DLL starts a timer. If the timer expires before the data has been transmitted, 
the DLL marks the buffer as “not timely” and conveys this timeliness information 
with the data.

Synchronized This type of timeliness requires the coordination of two pieces of published 
information. One is the data to be published and the other is a special “sync 
mark”. When the sync mark is received from the network a timer starts in each of 
the participating stations. Subsequently, when data is received for transmission by 
the DLL at the publishing station, or when the transmitted data is received from 
the network at a subscribing station, the DLL timeliness attribute for the data is set 
to TRUE. It remains TRUE until the reception of the next sync mark or until the 
timer expires. Data received after the timer expires but before the next sync mark 
does not cause the timeliness attribute to be reset to TRUE. It is only reset to 
TRUE if data is received within the time window after receipt of the sync mark. 
Data transmitted by the publisher station with the timeliness attribute set to FALSE 
maintains the setting of FALSE at each of the subscribers, regardless of their 
timer operation.
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Update This type of timeliness requires the coordination of the same two pieces of 
published information defined for synchronized timeliness. In this type, the sync 
mark also starts a timer in each of the participating stations. Like synchronized 
timeliness, expiration of the timer always causes the timeliness attribute to be set 
to FALSE. Unlike synchronized timeliness, receipt of new data at any time (not 
just within the time window started with the receipt of a sync mark) causes the 
timeliness attribute to be set to TRUE.

NOTE  Time interval values are managed through System Management (see ISA-dS50.02-7). 

4.2.3.4 AP Structure 

The internals of APs may be represented by one, or more Application Process Objects (APOs) 
and accessed through one or more Application Entities (AEs). AEs provide the communication 
capabilities of the AP. For each Fieldbus AP, there is one and only one FAL AE. APOs are the 
network representation of application specific capabilities (user application objects) of an AP that 
are accessible through its AEs. 

4.2.3.5 AP Class

An AP class is a definition of the attributes and services of an AP. The standard class definition 
for APs is defined in this part of ISA-S50.02. User defined classes also may be specified. Class 
identifiers (described in clause 3.8.2) are assigned from a set reserved for this purpose.

4.2.3.6 AP Type

AP types provide the mechanism for defining standard APs. 

As described above in the previous clause, APs are defined by instantiating an AP class. Each AP 
definition is composed of the attributes and services selected for the AP from those defined by its 
AP class. In addition, an AP definition contains values for one or more of the attributes selected 
for it. When two APs share the same definition, that definition is referred to as an AP type. Thus, 
an AP type is a generic specification of an AP that may used to define one or more APs.

The Descriptor Reference attribute included in AP Class definitions may be used to identify the 
type of the AP.

4.2.4 Application Objects 

4.2.4.1 Definition of APO

An application object (APO) is a network representation of a specific aspect of an AP. Each APO 
represents a specific set of information and processing capabilities of an AP that are accessible 
through services of the FAL. APOs are used to represent these capabilities to other APs in a 
Fieldbus system

From the perspective of the FAL, an APO is modeled as a network accessible object contained 
within an AP or within another APO (APOs may contain other APOs). APOs provide the network 
definition for objects contained within an AP that are remotely accessible. The definition of an APO 
includes an identification of the FAL services that can be used by remote APs for remote access. 
The FAL services, as shown in the figure below, are provided by the FAL communications entity 
of the AP, known as the FAL Applications Entity (FAL AE).
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Figure 6 – APOs Services Conveyed by the FAL

In this figure, remote APs acting as clients may access the real object by sending requests through 
the APO that represents the real object. Local aspects of the AP convert between the network view 
(the APO) of the real object and the internal AP view of the real object. 

To support the publisher / subscriber model of interaction, information about the real object can 
be published through its APO. Remote APs acting as subscribers see the APO view of the 
published information instead of having to know any of the real object specific details.

4.2.4.2 APO Classes

An APO Class is a generic specification for a set of APOs, each of which is described by the same 
set of attributes and accessed using the same set of services.

APO Classes provide the mechanism for standardizing network visible aspects of APs. Each 
standard APO Class definition specifies a particular set of network accessible AP attributes and 
services. ISA-S50.02-6 specifies the syntax and the procedures used by the FAL protocol to 
provide remote access to the attributes and services of an APO Class.

Standard APO Classes are specified by this standard for the purpose of standardizing remote 
access to APs. User defined classes also may be specified. Class identifiers for user defined 
classes, as described previously in clause 3.8.2, are assigned from a set reserved for this 
purpose.

User defined classes are defined as subclasses of standardized APO Classes or of other user 
defined classes. They may be defined by identifying new attributes or by indicating that optional 
attributes for the parent class are mandatory for the subclass. The conventions for defining 
classes defined in clause 3.8.2 may be used for this purpose. The method for registering or 
otherwise making these new class definitions available for public use is beyond the scope of this 
standard. 

4.2.4.3 APOs as Instances of APO Classes 

APO Classes are defined in this standard using templates. These templates are used not only to 
define APO Classes, but also to specify the instances of a class.
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Each APO defined for an AP is an instance of an APO Class. Each APO provides the network 
view of a real object contained in an AP. An APO is defined by:

(1) selecting the attributes from its APO Class template that are to be accessible from the 
real object, 

(2) assigning values to one or more attributes indicated as key in the template. Key attributes 
are used to identify the APO. 

(3) assigning values to zero, one, or more non-key attributes for the APO. Non-key attributes 
are used to characterize the APO. 

(4) selecting the services from the template that may be used by remote APs to access the 
real object. 

Clause 3.8.2 of this part of ISA-S50.02 specifies the conventions for class templates. These 
conventions provide for the definition of mandatory, optional, and conditional attributes and 
services. 

Mandatory attributes and services are required to be present in all APOs of the class. Optional 
attributes and services may be selected, on an APO by APO basis, for inclusion in an APO. 
Conditional attributes and services are defined with an accompanying constraint statement. 
Constraint statements specify the conditions that indicate whether or not the attribute is to be 
present in an APO. 

4.2.4.4 APO Types

APO types provide the mechanism for defining standard APOs.

As described above in the previous clause, APOs are defined by instantiating an APO class. Each 
APO definition is composed of the attributes and services selected for the APO from those defined 
by its APO class. In addition, an APO definition contains values for one or more of the attributes 
selected for it. When two APOs share the same definition, except for the key attribute settings, 
that definition is referred to as an APO type. Thus, an APO type is a generic specification of an 
APO that may used to define one or more APOs. 

The Descriptor Reference attribute included in APO Class definitions may be used to identify the 
type of the APO.

4.2.5 Application Entities

4.2.5.1 Definition of FAL AE

An application entity provides the communication capabilities for a single AP. An FAL AE provides 
a set of services and the supporting protocols to enable communications between APs in a 
fieldbus environment. The services provided by FAL AEs are grouped into Application Service 
Elements (ASE), such that the FAL services provided to an AP are defined by the ASEs its FAL 
AE contains. The figure below illustrates this concept.
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Figure 7 – Application Entity Structure

4.2.5.2 AE Type

Application entities that provide the same set of ASEs are of the same AE-type. Two AEs must 
share a common set of ASEs to be capable of communicating with each other.

4.2.6 Fieldbus Application Service Elements

4.2.6.1 Introduction

An application service element (ASE), as defined in ISO/IEC 9545, is a set of application functions 
that provide a capability for the interworking of application-entity-invocations for a specific 
purpose. ASEs provide a set of services for conveying requests and responses to and from 
application processes and their objects. AEs, as defined above, are represented by a collection of 
ASE invocations within the AE. 

4.2.6.2 FAL Services

FAL Services convey functional requests/responses between APs. Each FAL service is defined 
to convey requests and responses for access to a real object modeled as an FAL accessible 
object. 

The FAL defines both confirmed and unconfirmed services. Confirmed service requests are sent 
to the AP containing the real object. Each invocation of a confirmed service request is identified 
by a user supplied Invoke ID. The same Invoke ID is returned in the response by the AP containing 
the real object. It is used by the requesting AP and its FAL AE to associate the response with the 
appropriate request.

The FAL AE uses context information associated with the request to help decode the response. If 
the responding AP fails to respond within a specified time period, the FAL AE uses the Invoke ID 
to indicate to the requesting AP that the response has timed-out and the FAL AE will no longer 
wait for it.

Unconfirmed services may be sent from the AP containing the real object to publish information 
about the object. They also may be sent to the AP containing the real object to access the real 
object. Both types of unconfirmed services are defined for the FAL. 
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4.2.6.3 Definition of FAL ASEs

A modular approach has been taken in the definition of FAL ASEs. The ASEs defined for the FAL 
are also object-oriented. Each ASE, except for the Object Management ASE, provides a set of 
services designed for one specific object class or for a related set of classes. The Object 
Management ASE provides a common set of management services applicable to all classes of 
objects. The AP ASE provides a set of services that operates on the AP itself. The Variable, Event, 
Function Invocation, and Load Region ASEs provide services for accessing the APOs of an AP.

To support remote access to the AP, the Application Relationship ASE is defined. It provides 
services to the AP for defining and establishing communication relationships with other APs, and 
it provides services to the other ASEs for conveying their service requests and responses.

Each FAL ASE defines a set of services, APDUs, and procedures that operate on the classes that 
it represents. Only a subset of the ASE services may be provided to meet the needs of an 
application. Profiles may be used to define such subsets. Definition of profiles is beyond the scope 
of this standard. 

APDUs are sent and received between FAL ASEs that support the same services. Each FAL AE 
contains, at a minimum, the AR ASE and at least one other ASE. The figure below illustrates the 
FAL ASEs and their architectural relationships.

 

Figure 8 – FAL ASEs

4.2.6.3.1 Object Management ASE

A special object management ASE is specified for the FAL that provides services for the 
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object instances. These services are used to manage network visible AP objects accessed though 
the FAL. The specific operational services that apply to each object type are specified in the 
definition of the ASE for the object type. The figure below illustrates the integration of management 
and operational services for an object within an AP.

Figure 9 – FAL Management of Objects

4.2.6.3.2 AP ASE

An AP ASE is specified for the identification and control of FAL APs. The attributes defined by the 
AP ASE specify characteristics of the AP about its manufacturer, and list its contents and 
capabilities. One service defined for the AP ASE supports the push model for publishing data. 
Using this service, subscribers are able to indicate their requirements for receiving published data. 
Another service is used to initialize communications with other APs. Other AP specific services 
are used to identify the manufacturer of the AP, to obtain its operational status.

4.2.6.3.3 APO ASEs

The FAL specifies a set of ASEs with services defined for accessing the APOs of an AP. The APO 
ASEs defined for the FAL are:

Data Type ASE
Variable ASE
Event ASE
Load Region ASE
Function Invocation ASE

4.2.6.3.4 AR ASE 

An AR ASE is specified to establish and maintain application relationships (ARs) that are used to 
convey FAL APDUs between/among APs. ARs represent application layer communication 
channels between APs. AR ASEs are responsible for providing services at the endpoints of ARs. 
AR ASE services are defined for establishing, terminating, and aborting ARs, for conveying 
APDUs for the AE, and for indicating the local status of the AR to the user. In addition, local 
services are defined for accessing certain aspects of AR endpoints.

Because ARs are communications objects defined and located within the FAL, they are managed 
by the System Management Agent instead of being managed using the FAL Object Management 
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ASE services. The System Management Agent and the AR managed objects will be defined in 
ISA-dS50.02-7. 

4.2.6.4 FAL Service Conveyance

FAL AP, Management, and User APO ASEs provide services to convey requests and responses 
between service users and real objects. For Push Publishing services, service requests are 
conveyed from the real object, instead of to it. For all others, service requests are conveyed to the 
real object and service responses are returned from it. 

To accomplish the task of conveying service requests and responses, three types of activities for 
the sending user and three corresponding types for the receiving user are defined. At the sending 
user, they accept service requests and responses to be conveyed. Second, they select the type 
of FAL APDU that will be used to convey the request or response and encode the service 
parameters into its body portion. Then they submit the encoded APDU body to the AR ASE for 
conveyance. 

At the receiving user, they receive encoded APDU bodies from the AR ASE. They decode the 
APDU bodies and extract the service parameters conveyed by them. To conclude the 
conveyance, they deliver the service request or response to the user. The figure below illustrates 
these concepts.

Figure 10 – ASE Service Conveyance

When a confirmed service request is received for conveyance, the sending AR ASE starts a timer 
when it sends the request APDU and waits for the corresponding response APDU. If the timer 
expires before the response is received, it notifies the user and stops waiting for the response. 

In addition, for service requests that operate on AR endpoints, such as establish and de-establish, 
the AR ASE will perform the processing required to maintain the appropriate context for the 
affected endpoint(s).

4.2.6.5 FAL Presentation Context

The presentation context in the OSI environment is used to distinguish the APDUs of one ASE 
from another, and to identify the transfer syntax rules used to encode each APDU. However, the 
Fieldbus communications architecture does not include the presentation layer. Therefore, an 
alternate mechanism must be provided for the FAL.
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The mechanism used by the FAL has two parts. First, all FAL ASEs share a common FAL APDU 
header. This header identifies the abstract syntax for the body of each FAL APDU. Second, the 
transfer syntax rules are fixed, not negotiated, for all exchanges over a particular AR. Therefore, 
the presentation context responsibility for identifying the set of transfer syntax rules that were used 
for each received APDU is not necessary.

4.2.7 Application Relationships

4.2.7.1 Definition of AR

ARs represent communication channels between APs. They define how information is 
communicated between APs. Each AR is characterized by how it conveys ASE service requests 
and responses from one AP to another. These characteristics are described below. 

4.2.7.2 AR-Endpoints 

ARs are defined as a set of cooperating APs. The AR ASE in each AP manages an endpoint of 
the AR, and maintains its local context. The local context of an AR endpoint is used by the AR 
ASE to control the conveyance of APDUs on the AR. 

4.2.7.3 AR-Endpoint Classes

ARs are composed of a set of endpoints of compatible classes. AR endpoint classes are used to 
represent AR endpoints that convey APDUs in the same way. Through the standardization of 
endpoint classes, ARs for different models of interaction can be defined. Endpoint class definitions 
are contained as annexes to this specification. Additional classes may be added as necessary in 
annexes.  

4.2.7.4 AR Cardinality

ARs characterize communications between APs. One of the characteristics of an AR is the 
number of AR endpoints in the AR. ARs that convey services between two APs have a cardinality 
of 1-to-1. Those that convey services from one AP to a number of APs have a cardinality of 1-to-
many. ARs that represent a many-to-many conveyance among APs are not supported by the FAL. 

4.2.7.5 Accessing Objects Through ARs

ARs provide access to APs and the objects within them through the services of one or more ASEs. 
Therefore, one characteristic is the set of ASE services that may be conveyed to and from these 
objects by the AR. The list of services that can be conveyed by the AR are selected from those 
defined for the AE. 

4.2.7.6 AR Conveyance Paths

ARs are modeled as one or two conveyance paths between AR endpoints. Each conveyance path 
conveys APDUs in one direction between one or more AR endpoints. Each receiving AR endpoint 
for a conveyance path receives all APDUs transmitting on the AR by the sending AR endpoint. 

4.2.7.7 AREP Roles

Because APs interact with each other through endpoints, a basic determinant of their compatibility 
is the role that they play in the AR. The role defines how an AREP interacts with other AREPs in 
the AR. Therefore, endpoint roles are defined to support the client / server and publisher / 
subscriber models of interaction.
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For example, an AREP may operate as a client, a server, a publisher, or a subscriber. When an 
AREP interacts with another AREP on a single AR as both a client and a server, it is defined to 
have the role of “peer”. Other roles defined for AREPs are used in support of the publisher/
subscriber model of interaction, such as publishing manager, “pull” publisher, and “push” 
publisher. 

Certain roles are capable of initiating service requests, while others are only capable of 
responding to service requests. This part of the definition of a role identifies the requirement for 
an AR to be capable of conveying requests in either direction, or only in one direction. 

4.2.7.8 AREP Buffers and Queues

AREPs may be modeled as a queue or as a buffer provided by the data link layer. APDUs 
transferred over a queued AREP are delivered in the order received for conveyance. The transfer 
of APDUs over a buffered AREP is different. In this case, an APDU to be conveyed by the AR ASE 
is placed in a data link layer buffer for transfer. When the data link layer gains access to the 
network, it transmits the contents of the buffer.

When the AR ASE receives another conveyance request, it replaces the previous contents of the 
buffer whether or not they were transmitted. Once an APDU is written into a buffer for transfer, it 
is preserved in the buffer until the next APDU to be transmitted replaces it. While in the buffer, an 
APDU may be read more than once without deleting it from the buffer or changing its contents.

At the receiving end, the operation is similar. The receiving data link layer places a received APDU 
into a buffer for access by the AR ASE. When a subsequent APDU is received, it overwrites the 
previous APDU in the buffer whether or not it was read by the AR ASE. Reading the APDU from 
the buffer is not destructive — it does not destroy or change the contents of the buffer, allowing 
the contents to be read from the buffer one or more times.

One variant of buffered ARs is that they can be dedicated to the FAL User, typically for the 
publishing of a single variable (or variable list). When they are, the identity of the variable (or 
variable list) is known by the context. ARs of this type are known as “dedicated”.

4.2.7.9 User-triggered and Network Scheduled Conveyance

Another characteristic of an AREP is when they convey service requests and responses. AREPs 
that convey them upon submission by the user are called user-triggered. Their conveyance is 
asynchronous with respect to network operation.

AREPs that convey requests and responses at predefined intervals, regardless of when they are 
received for transfer are termed network-scheduled. The time-intervals used to regulate 
conveyance are maintained by the data link layer. Network-scheduled AREPs are capable of 
indicating when transferred data was submitted late for transmission, or when it was submitted on 
time, but transmitted late.

Network-scheduled AREPs may also convey requests and responses synchronously using the 
data link compel service if the data link layer has available bandwidth. These transfers occur “out-
of-band” (that is, outside the cyclic portion of the network schedule) with respect to the scheduled 
transfers of these ARs. 

4.2.7.10 AREP Timeliness

AREPs convey APDUs between applications using the services of the link layer. When the 
timeliness capabilities are defined for an AREP, the AREP forwards the timeliness indicators 
provided by the data link layer. These timeliness indicators make it possible for subscribers of 
published data to determine if the data they are receiving is up-to-date or “stale”. A brief 
description of these timeliness indicators is given in 4.2.3.3.2.3 above.
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To support these types of timeliness, the publishing AREP establishes a publisher data link 
connection reflecting the type of timeliness configured for it by management. After connection 
establishment, the AREP receives user data and submits it to the DLL for transmission, where 
timeliness procedures are performed. When the data link layer has the opportunity to transmit the 
data, it transmits the current timeliness status with the data. 

At the subscriber AREP, a data link connection is opened to receive published data that reflects 
the type of timeliness configured for it by management. The data link layer computes the 
timeliness of received data and then delivers it to the AREP. The data is then delivered to the user 
AP through the appropriate ASE.

4.2.7.11 Identification of ARs

FAL AEs are accessed through one or more data link addresses. ARs are identified by the data 
link addresses of the AREPs that participate in the AR.

To simplify AR identification for 1-to-many ARs, group DLSAP addresses are used instead of 
address lists for AREPS that receive unconfirmed service requests transferred using 
connectionless data link services. For AREPS that receive unconfirmed service requests 
transferred using connection-oriented data link services, the DLCEP address of the sending 
AREP is used to identify the AR; no other address is necessary. Therefore, the addresses used 
to identify a 1-to-many AR are reduced to either a pair of DLSAP addresses or a single DLCEP 
address, instead of an enumerated list of addresses. 

For the dissemination of information between publishers and subscribers, these techniques permit 
publishers to be unaware of the identity of the subscribers.

4.2.7.12 Definition and Creation of AREPs

AREP definitions specify instances of AREP classes. AREPs may be predefined or they may be 
defined using the create service if their AE supports this capability. 

AREPs may be pre-defined and pre-established, or they may be pre-defined and dynamically 
established. The figure below depicts these two cases. AREPs also may require both dynamic 
definition (through System Management) and establishment or they may be dynamically defined 
such that they may be used without any establishment (they are defined in an established state).

Figure 11 – Defined and Established AREPs
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4.2.7.13 AR Establishment and Termination

ARs may be established either before the operational phase of the AP or during its operation. 
When established during the operation of an AP, use of the AR Establish service is used. The AR 
Establish service results in the exchange of AR establishment APDUs. 

Once an AR has been established, an AR may be terminated using the Abort service. The Abort 
service causes the AR endpoint to be closed immediately without the exchange of APDUs. 
Instead, the aborted endpoint issues a single abort APDU to the other endpoints participating in 
the AR that it is no longer capable of sending or receiving APDUs on the AR.

Additionally, an AR can be gracefully terminated, or de-established, using the AR DeEstablish 
service. The AR DeEstablish service results in the exchange of AR de-establishment APDUs. The 
definition of its operation is for future study.

4.2.7.14 Reserved ARs

The FAL defines a mechanism for specifying and reserving ARs for a specific purpose. One such 
AR is specified and reserved for use by system management. Reserved ARs are specified in ISA-
S50.02-6, annex A. 

4.3 Fieldbus Application Layer Naming and Addressing

This subclause refines the principles defined in ISO 7498-3 that involve the identification (naming) 
and location (addressing) of APOs referenced through the Fieldbus Application Layer.

This subclause defines how names and numeric identifiers are used to identify APOs accessible 
through the FAL. This subclause also specifies how data link layer addresses are used to locate 
APs in the Fieldbus environment. 

4.3.1 Identifying Objects Accessed Through the FAL

APOs accessed though the FAL are identified independent of their location. That is, if the location 
of the AP that contains the APO changes, the APO may still be referenced using the same set of 
identifiers. 

Identifiers for APOs within the FAL are defined as key attributes in the class definitions for APOs. 
Within these APO Class definitions, four types of key attributes are used, names, numeric 
identifiers, symbolic addresses, and numeric addresses.

Identifiers are assigned for the purpose of discriminating among APs and APOs. Therefore, at a 
given time:

(1) within the scope of a fieldbus system, no two APs may have the same name, and 
(2) within the scope of an AP, no two APOs may have the same identifier. 
(3) within the scope of an AP, an APO may not have the same identifier as its AP.

4.3.1.1 Names

Names are string-oriented identifiers. They are defined to permit APs and APOs to be named 
within the domain of the system where they are used. Therefore, although the scope of the name 
of an APO is specific to the AP in which it resides, the assignment of the name is administered 
within the system in which it is configured. 

Names may be descriptive, although they do not have to be. Descriptive names make it possible 
to provide meaningful information, such as its use, about the object they name.
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Names also may be coded. Coded names make it possible to identify an object using a short, 
compressed form of a name. They are typically simpler to transfer and process, but not as easy 
to understand as descriptive names. 

The names used within the FAL may be either descriptive or coded. Their form and their values 
are assigned by the FAL user. 

4.3.1.2 Numeric Identifiers

Numeric identifiers are identifiers whose values are integers. They are designed for efficient use 
within the Fieldbus system, and are assigned for efficient access to APOs by their AP. The scope 
of numeric identifiers is local to the AP.

4.3.1.3 Numeric Addresses

Numeric addresses represent logical memory addresses for APOs of a limited set of classes. This 
type of identifier is defined to simplify naming of APOs that are normally associated with a specific 
location in memory. 

4.3.1.4 Symbolic Addresses

Symbolic addresses represent logical identifiers for APOs independent of their use or the system 
where they configured. They are defined to permit manufacturers of Fieldbus APs to assign 
identifiers to APOs independent from names assigned within the domain of the system where they 
are used. 

4.3.2 Addressing APs Accessed Through the FAL

Fieldbus addresses represent the network locations of APs. Addresses relevant to the FAL are 
DLSAP addresses used to locate the AREPs of an AP.

4.3.2.1 Use of Data Link Layer Addresses

DL-addresses are used by the FAL to locate AR endpoints. These addresses may be DLSAP-
addresses or DLCEP-addresses, depending on how the AREP is mapped to the data link layer. 
An AREP’s data link layer mapping defines which capabilities of the data link layer are used to 
support conveyance of APDUs by the AREP.

DL addresses are not used to identify objects accessed or referenced through the AR endpoint, 
and they are only used to locate the endpoint, not identify it. 

4.3.2.2 Binding of AR Endpoints to Data Link Layer Service Access Points

Data link layer addresses locate the data link layer service access points (DLSAPs) and 
connection endpoints (DLCEPs) to which an AR endpoint may be bound. Therefore, an AR 
endpoint is located by its binding to a single DLSAP or DLCEP that may be identified by one or 
more DLL-addresses. Only one AR Endpoint may be bound to a specific DLCEP, or source and 
destination DLSAP pair in the case of connectionless data link operation, at a given time. 

4.4 Architecture Summary

The summary of the FAL architecture is presented in this clause. The figure below illustrates the 
major components of the FAL architecture and how they relate to each other. 
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Figure 12 – FAL Architectural Components

This figure depicts an AP that communicates through the FAL AE. The AP represents its internal 
real objects as APOs for remote access to them. Two ASEs are shown that provide the remote 
access services to their related APOs. The AR ASE contains a single AREP that conveys service 
requests and responses for the ASEs to one or more remote AREPs located in remote APs. 

4.5 FAL Service Procedures and Time Sequence Diagrams

This subclause contains service procedures for FAL confirmed and unconfirmed services.

4.5.1 FAL Confirmed Service Procedures

FAL confirmed services are capable of operating through queues or buffers. 

The requesting user submits a confirmed service request primitive to its FAL AE and starts an 
associated timer to monitor the request. The appropriate FAL ASE builds the related confirmed 
service request APDU Body and conveys it on the specified AR using an AR Confirmed Send 
Service request primitive. It also creates a transaction state machine.

Upon receipt of the confirmed service request APDU Body in an AR Confirmed Send service 
indication primitive, the responding ASE decodes it. If a protocol error was encountered while 
decoding the received APDU Body, the ASE uses the AR Abort Service to abort the AR or it 
internally requests the AP ASE to generate a Reject-PDU (which option is taken is dependent on 
the AR type). If a protocol error did not occur, the ASE delivers a confirmed service indication 
primitive to its user. 

If the responding user is able to successfully process the request, the user returns a confirmed 
service response (+) primitive.

If the responding user is unable to successfully process the request, the service fails and the user 
issues a confirmed service response (-) primitive indicating the reason.

The responding ASE builds a confirmed service response APDU Body for a confirmed service 
response (+) primitive or a confirmed service error APDU Body for a confirmed service response 

AP

ASE
2

ASE
1 Real

Object

AREP

from
remote

AREP(s)

to
remote

AREP(s) Real
Object

FAL AE

A
P
O

A
P
O

AR ASE

output conveyance path

input conveyance path

AR
40 ANSI/ISA-S50.02, Part 5-1998

t details: ANSI ISA 50.02 Part 5-1998

http://www.avadocuments.com/doc/ansi-isa-50-02-part-5-1998
http://www.avadocuments.com/doc/ansi-isa-50-02-part-5-1998


Full documen
(-) primitive and conveys it on the specified AR using an AR Confirmed Send service response 
primitive. 

Upon receipt of the returned APDU Body in an AR Confirmed Send service confirmation (+ or -) 
primitive the initiating ASE delivers a confirmed service confirmation primitive to its user which 
specifies success or failure, and the reason for failure if a failure occurred. It also cancels the 
corresponding transaction state machine. 

However, if the AP’s transaction timer expires before the corresponding response or error APDU 
is received, the AP may take corrective actions, which may include instructing its local ASE to 
cancel the transaction state machine. Such instruction to the ASE would occur through a locally 
defined interface. 
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4.5.2 Confirmed Service Time Sequence Diagram

Figure 13 - Time Sequence Diagram for the Confirmed Services

4.5.3 FAL Unconfirmed Service Procedures

FAL unconfirmed services are capable of operating through queues or buffers. 

The requesting user submits an unconfirmed service request primitive to its FAL AE. The 
appropriate FAL ASE builds the related unconfirmed service request APDU Body and conveys it 
on the specified AR using an AR Unconfirmed Send Service request primitive. 
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Upon receipt of the unconfirmed request APDU Body in an AR Unconfirmed Send Service 
indication primitive, the receiving ASE(s) participating in the AR delivers the appropriate 
unconfirmed service indication primitive to its user. Timeliness parameters are included in the 
indication primitive if the AR that conveyed the APDU Body supports timeliness.

4.5.4 Unconfirmed Service Time Sequence Diagram

Figure 14 – Time Sequence Diagram for Unconfirmed Services

4.6 Common FAL Attributes

The following attributes are defined for all FAL Class specifications of the FAL Classes that follow, 
except for the Data Type class. Therefore, they are defined here instead of with the other attributes 
for each of the services.

ATTRIBUTES:
1 (o) Key Attribute: Numeric Identifier
2 (o) Key Attribute: Name
3 (m) Attribute: User Description
4 (o) Attribute: Object Revision

Numeric Identifier
This optional key attribute specifies the numeric id of the object. It is used as a shorthand 
reference by the FAL protocol to identify the object. There are 3 possibilities for identification 
purposes - Numeric Identifier or Name or both. This attribute is required for the Data Type model. 

Name
This optional key attribute specifies the name of the object. There are 3 possibilities for 
identification purposes - Numeric Identifier or Name or both.

User Description
This attribute contains user defined descriptive information about the object. 

Object Revision
This attribute specifies the revision level of the object. It is a structured attribute composed of 
major and minor revision numbers. If Object Revision is supported, it contains both a Major 
Revision and a Minor Revision with a value range 0 to 15 for each. The use of major/minor fields 
is intended to provide the following features:

User Network User

unconfirmed
service.req

unconfirmed
service.req

uncnf
send.ind

FAL AE

AR ASEAPO ASE

uncnf
send.req

FAL AE

APO ASEAR ASE
ANSI/ISA-S50.02, Part 5-1998 43

t details: ANSI ISA 50.02 Part 5-1998

http://www.avadocuments.com/doc/ansi-isa-50-02-part-5-1998
http://www.avadocuments.com/doc/ansi-isa-50-02-part-5-1998


Full documen
Major Revision
The Major Revision field contains the major revision value for the object. A change to the 
major revision indicates that interoperability is affected by the change.

Minor Revision
The Minor Revision field contains the minor revision value for the object. A change to the 
minor revision indicates that interoperability was not affected by the change -- that is users of 
the object will continue to be capable of interoperating with the object when its minor revision 
is changed, provided that the major revision remains the same. 

4.7 Common FAL Service Parameters

In the specifications of the FAL services that follow, the following parameters are used frequently 
and consistently. Therefore, they are defined here instead of with the other parameters for each 
of the services.

AREP
This parameter contains sufficient information to locally identify the AREP to be used to convey 
the service. This parameter may use a key attribute of the AREP to identify the application 
relationship. 

Invoke ID
This parameter identifies this invocation of the service. It is used to associate service requests with 
responses. Therefore, no two outstanding service invocations may be identified by the same 
Invoke ID value.

FAL ASE / FAL Class
This parameter specifies the FAL ASE (AP, AR, Variable, Data Type, Event, Function Invocation, 
Load Region) and the FAL Class within the ASE (e.g. AREP, Variable List, Notifier, Action). 

Numeric Id
This parameter is the numeric identifier of the object. 

Error Info
This parameter provides error information for service errors. It is returned in confirmed service 
response (-) primitives. It is composed of the following elements.

Error Class
This parameter indicates the general class of error. Valid values are specified in the definition 
of Error Code parameter, below.

Error Code
This parameter identifies the specific service error. The following table indicates the error 
codes by class.
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Table 1 – Error Codes by Class

Additional Code
This optional parameter identifies the error encountered when processing the request 
specific to the object being accessed. When used, the value submitted in the response 
primitive is delivered unchanged in the confirmation primitive. 

Error Class

Error Code AP 
State

AP 
Ref Definition Resource Service Access Obj 

Def Other Conclude

other X X X X X X X X X

ap-unreachable X

object-undefined X

object-attributes-
inconsistent X

name-already-exists X

memory-unavailable X

object-state-conflict X

pdu-size X

object-constraint-
conflict X

parameter-inconsistent X

illegal-parameter X

object-invalidated X

hardware-fault X

object-access-denied X

invalid-address X

object-attribute-
inconsistent X

object-access-
unsupported X

object-non-existent X

type-conflict X

named-access-
unsupported X

access-to-element-
unsupported X

name-length-overflow X

obj def-overflow X

obj def-write-protected X

AP-description-
lengthoverflow X

operational-problem X

obj def ext overflow X

AP reference invalid X

Context unsupported X

Type unsupported X

Type unconsistent X

Further communication 
needed X
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Additional Detail
This optional parameter contains user data that accompanies the negative response. When 
used, the value submitted in the response primitive is delivered unchanged in the 
confirmation primitive.

4.8 APDU Size

All data transferred in a single invocation of an FAL service is transferred in a single FAL APDU, 
unless the AR used to convey the service supports segmentation. When segmentation is not 
supported, how the AP sending the data determines whether or not the data will fit into the FAL 
APDU is a local matter.

It may not be possible to convey all requested data with a single invocation of this service. If the 
user data of a service request or response cannot be conveyed in a single APDU, then a local 
mechanism may be used to indicate this condition to the requestor. When the user data for a 
response cannot be conveyed in a single service invocation, or in a set of related service 
invocations using the More Flag parameter, then the service fails and the user should issue a 
response (-) primitive indicating the reason. 

 5 Object Management ASE

5.1 Overview

The FAL ASE Models each specify one or more related FAL APO classes as a collection of 
attributes and services. The FAL services defined for a class are used to manipulate, control, or 
access APOs of the class. The services supported by a specific APO are specified by the 
ListOfManagementServices attribute of the APO.

To dynamically create or delete the network view of an APO, or to access its attribute values, this 
FAL ASE defines common FAL APO management services. Each APO Class definition specifies 
which of these services may be included in the definitions of APOs of the class. These services 
operate using the client / server model. 

5.2 FAL Management Model Specification

The management services specified by the FAL Management Model operate on FAL APOs and 
their attributes. FAL APO classes are defined within the FAL ASEs that are specified in the 
remaining clauses of this part of ISA-S50.02. Each FAL APO Class defined is described by a set 
of attributes and a set of services. 

5.3 FAL Management Model Services

Management services are defined for managing APs and APOs. For simplicity APs and APOs are 
referred to as objects in the remainder of this clause. 

Create and Delete services are specified for a class if the network view of an object of the class 
can be dynamically created or deleted. Get Attributes and Set Attributes services are specified to 
indicate when its attributes can be read or written. Which attributes of an APO can be set are 
specified as part of the attribute definition.

Because unexpected changes to the object definitions within an AP can affect operation of the AP, 
the Begin Set Attributes and End Set Attributes services are defined. The Begin Set Attributes 
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service is used to request the remote AP for permission to change its object definitions. The End 
Set Attributes service is used to indicate to the remote AP that changes to its object definitions are 
complete and that it can resume normal operation.

5.3.1 Create Service

This confirmed service is used to make an object visible and accessible across the network. As 
part of the service, initial values for the object’s attributes may be specified. If all attribute values 
to be initialized cannot be conveyed in a single APDU, then the Set Attributes service can be used 
once the object has been created for attributes that may be updated using the Set Attributes 
service. The scope of visibility for created objects is Application Process specific. 

The List of Supported Attributes parameter is used to indicate to the requestor which attributes 
were actually created for the object. If initial values were supplied for attributes that were not 
created, the List of Supported Attributes can be used to determine which ones were not created 
and initialized according to the request. This capability represents a form of negotiation when 
creating an object. 

NOTE  Whether or not an AP actually creates the object is a local matter. The intent of the service is to request 
that it be prepared for remote access.

5.3.1.1 Service Parameters

The service parameters for this service are shown below.

Table 2 – Create Service Parameters

Argument
The argument contains the parameters of the service request. 

List of Attribute IDs and Initial Values
This parameter identifies and specifies the initial value of one or more of the object’s attributes to 
be set during the creation process. At least one of the object’s key attributes must be present. 
Values for mandatory and optional attributes may be supplied. The AP that creates the object 
determines the complement of attributes supported for the object. 

NOTE  Initial values are only required for mandatory attributes if the AP creating the object does not have the 
ability to supply an initial value on its own. How it acquires these values on its own is beyond the scope of this 
standard. 

Parameter Name Req Ind Rsp Cnf 

Argument M M(=)  
   AREP M M(=)   
   Invoke ID M M(=)   
   FAL ASE / FAL Class M M(=)
   List of Attribute Ids and Initial Values M M(=)
     
Result (+) S S(=)
   AREP M M(=)
   Invoke ID   M M(=)
   Numeric ID M M(=)
     
Result (-)   S S(=)
   AREP M M(=)
   Invoke ID M M(=)
   Error Info M M(=)
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Result(+)
This selection type parameter indicates that the service request succeeded.

Result(-)
This selection type parameter indicates that the service request failed.

5.3.1.2 Service Procedure

The Confirmed Service Procedure specified in clause 4 applies to this service.

5.3.2 Delete Service

This confirmed service is used to make an object that is currently visible and accessible not visible 
and not accessible across the network. 

NOTE  Whether or not the real object is actually deleted or simply removed from network accessibility is a local 
matter. 

5.3.2.1 Service Parameters

The service parameters for this service are shown below.

Table 3 – Delete Service Parameters

Argument
The argument contains the parameters of the service request. 

FAL ASE / FAL Class
This parameter specifies the FAL ASE (AP, AR, Variable, Data Type, Event, Function Invocation, 
Load Region) and the FAL Class within the ASE (e.g. AREP, Variable List, Notifier, Action). 

Key Attribute
This parameter identifies the object by one of its key attributes. 

Result(+)
This selection type parameter indicates that the service request succeeded.

Result(-)
This selection type parameter indicates that the service request failed. 

Parameter Name Req Ind Rsp Cnf 

Argument M M(=)  
   AREP M M(=)   
   Invoke ID M M(=)   
   FAL ASE / FAL Class M M(=)
   Key Attribute M M(=)
     
Result (+)   S S(=)
   AREP M M(=)
   Invoke ID   M M(=)
     
Result (-)   S S(=)
   AREP M M(=)
   Invoke ID M M(=)
   Error Info M M(=)
48 ANSI/ISA-S50.02, Part 5-1998

t details: ANSI ISA 50.02 Part 5-1998

http://www.avadocuments.com/doc/ansi-isa-50-02-part-5-1998
http://www.avadocuments.com/doc/ansi-isa-50-02-part-5-1998


Full documen
5.3.2.2 Service Procedure

The Confirmed Service Procedure specified in clause 4 applies to this service.

Once deleted, an object is no longer accessible using the services of the FAL. 

5.3.3 Get Attributes Service

This confirmed service is used to read the current values of a list of attributes for one or more 
objects of one or more classes defined for the AP. It operates in a "best effort" fashion, such that 
the service succeeds if the value for at least one requested attribute for one requested object is 
returned. 

5.3.3.1 Service Parameters

The service parameters for this service are shown below.

Table 4 – Get Attributes Service Parameters

Argument
The argument contains the parameters of the service request. 

List of Objects and their Attributes
This selection type parameter provides a list that identifies each object, its class, and the attributes 
that are being requested. It is present if the user is requesting attributes for a list of objects. 

Key Attribute
This parameter identifies the object for which attributes are being requested using one of the 
object’s key attributes. 

Parameter Name Req Ind Rsp Cnf 

Argument M M(=)  
   AREP M M(=)   
   Invoke ID M M(=)   
   List of Objects and their Attributes S S(=)   
      Key Attribute M M(=)
      List of Requested Attributes M M(=)
      Data Type Requested C C(=)
   Range of Objects and their Attributes S S(=)
      Starting Numeric ID M M(=)
      List of Requested Attributes M M(=)

Result (+)   S S(=)
   AREP M M(=)
   Invoke ID   M M(=)
   More M M(=)
   List of Responses M M(=)
      List of Supported Attributes C C(=)
      Error Status S S(=)
      List of Attribute Values S S(=)
      Data Type Description C C(=)

Result (-)   S S(=)
   AREP M M(=)
   Invoke ID M M(=)
   Error Info M M(=)
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List of Requested Attributes
This parameter identifies one or more of the attributes for which values are being requested. 

Range of Objects and their Attributes
This selection type parameter provides a range of numeric identifiers for objects of a single class, 
and the attributes that are being requested. It is present if the user is requesting attributes for 
objects within a given range of numeric ids. 

Starting Numeric ID
This parameter specifies the first in a range of numeric ids. The attributes being requested 
are for all objects beginning with and after this numeric id. The value ALL may be used to 
indicate that attributes for all objects for the specified class are to be returned. 

NOTE  Multiple requests may have to be issued with successively higher numeric ids when not all the 
desired object definitions can be returned in a single response. 

List of Requested Attributes
This parameter identifies one or more of the attributes for which values are being requested. 

Data Type Requested
This conditional parameter is present only when the attributes of a variable object are being 
requested. It indicates whether the data type description is to be returned with requested 
variable attributes. 

Result(+)
This selection type parameter indicates that the service request succeeded.

More
This Boolean parameter indicates, when FALSE, that responses for all requested attributes are 
being returned. If the value is TRUE, then only responses for a proper subset of the attributes are 
being returned. This situation will occur only when not all values will fit into a single response 
APDU. When it does occur, it is necessary for the user to submit an additional request for the 
missing attributes. Partial values for attributes are never returned. 

List of Responses
This parameter contains a status indicator or a list of attribute values for each object specified in 
the request. The responses in the list are returned in the same order that the objects were 
specified in the request. The object associated with each response is only explicitly identified if the 
value of one of its key attributes was requested. If all responses could not be returned in a single 
APDU, the More parameter is set.

List of Supported Attributes
This parameter identifies the attributes supported by the responder for the specified object. It 
is present if the specified object exists. 

Error Status
This parameter is returned if the get failed for all of the attributes of an object. It indicates the 
most probable reason why the operation failed using the error class and error code defined 
for the Get Attributes service.

List of Attribute Values
This parameter is returned if the get succeeded for any one or the requested attributes. This 
parameter contains a list of attribute values, each individually identified and complete, for the 
object requested. 
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