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Preface

This preface, as well as all footnotes and annexes, is included for information purposes and is
not part of ANSI/ISA-61241-0 (12.10.02)-2011.

This document has been prepared as part of the service of ISA toward a goal of uniformity in the
field of instrumentation. To be of real value, this document should not be static but should be
subject to periodic review. Toward this end, the Society welcomes all comments and criticisms
and asks that they be addressed to the Secretary, Standards and Practices Board; ISA; 67
Alexander Drive; P. O. Box 12277; Research Triangle Park, NC 27709; Telephone (919) 549-
8411; Fax (919) 549-8288; E-mail: standards@isa.org.

The ISA Standards and Practices Department is aware of the growing need for attention to the
metric system of units in general, and the International System of Units (Sl) in particular, in the
preparation of instrumentation standards. The Department is further aware of the benefits to
USA users of ISA standards of incorporating suitable references to the Sl (and the metric
system) in their business and professional dealings with other countries. Toward this end, this
Department will endeavor to introduce Sl-acceptable metric units in all new and revised
standards, recommended practices, and technical reports to the greatest extent possible.
Standard for Use of the International System of Units (SI): The Modern Metric System, published
by the American Society for Testing & Materials as IEEE/ASTM S| 10-97, and future revisions,
will be the reference guide for definitions, symbols, abbreviations, and conversion factors.

It is the policy of ISA to encourage and welcome the participation of all concerned individuals
and interests in the development of ISA standards, recommended practices, and technical
reports. Participation in the ISA standards-making process by an individual in no way constitutes
endorsement by the employer of that individual, of ISA, or of any of the standards, recommended
practices, and technical reports that ISA develops.

CAUTION — ISA DOES NOT TAKE ANY POSITION WITH RESPECT TO THE EXISTENCE OR
VALIDITY OF ANY PATENT RIGHTS ASSERTED IN CONNECTION WITH THIS DOCUMENT, AND
ISA DISCLAIMS LIABILITY FOR THE INFRINGEMENT OF ANY PATENT RESULTING FROM THE
USE OF THIS DOCUMENT. USERS ARE ADVISED THAT DETERMINATION OF THE VALIDITY OF
ANY PATENT RIGHTS, AND THE RISK OF INFRINGEMENT OF SUCH RIGHTS, IS ENTIRELY THEIR
OWN RESPONSIBILITY.

PURSUANT TO ISA’S PATENT POLICY, ONE OR MORE PATENT HOLDERS OR PATENT
APPLICANTS MAY HAVE DISCLOSED PATENTS THAT COULD BE INFRINGED BY USE OF THIS
DOCUMENT AND EXECUTED A LETTER OF ASSURANCE COMMITTING TO THE GRANTING OF A
LICENSE ON A WORLDWIDE, NON-DISCRIMINATORY BASIS, WITH A FAIR AND REASONABLE
ROYALTY RATE AND FAIR AND REASONABLE TERMS AND CONDITIONS. FOR MORE
INFORMATION ON SUCH DISCLOSURES AND LETTERS OF ASSURANCE, CONTACT ISA OR
VISIT WWW.ISA.ORG/STANDARDSPATENTS.

OTHER PATENTS OR PATENT CLAIMS MAY EXIST FOR WHICH A DISCLOSURE OR LETTER OF
ASSURANCE HAS NOT BEEN RECEIVED. ISA IS NOT RESPONSIBLE FOR IDENTIFYING PATENTS
OR PATENT APPLICATIONS FOR WHICH A LICENSE MAY BE REQUIRED, FOR CONDUCTING
INQUIRIES INTO THE LEGAL VALIDITY OR SCOPE OF PATENTS, OR DETERMINING WHETHER
ANY LICENSING TERMS OR CONDITIONS PROVIDED IN CONNECTION WITH SUBMISSION OF A
LETTER OF ASSURANCE, IF ANY, OR IN ANY LICENSING AGREEMENTS ARE REASONABLE OR
NON-DISCRIMINATORY.
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ISA REQUESTS THAT ANYONE REVIEWING THIS DOCUMENT WHO IS AWARE OF ANY PATENTS
THAT MAY IMPACT IMPLEMENTATION OF THE DOCUMENT NOTIFY THE ISA STANDARDS AND
PRACTICES DEPARTMENT OF THE PATENT AND ITS OWNER.

ADDITIONALLY, THE USE OF THIS DOCUMENT MAY INVOLVE HAZARDOUS MATERIALS,
OPERATIONS OR EQUIPMENT. THE DOCUMENT CANNOT ANTICIPATE ALL POSSIBLE
APPLICATIONS OR ADDRESS ALL POSSIBLE SAFETY ISSUES ASSOCIATED WITH USE IN
HAZARDOUS CONDITIONS. THE USER OF THIS DOCUMENT MUST EXERCISE SOUND
PROFESSIONAL JUDGMENT CONCERNING ITS USE AND APPLICABILITY UNDER THE
USER’'S PARTICULAR CIRCUMSTANCES. THE USER MUST ALSO CONSIDER THE
APPLICABILITY OF ANY GOVERNMENTAL REGULATORY LIMITATIONS AND
ESTABLISHED SAFETY AND HEALTH PRACTICES BEFORE IMPLEMENTING THIS
DOCUMENT.

THE USER OF THIS DOCUMENT SHOULD BE AWARE THAT THIS DOCUMENT MAY BE
IMPACTED BY ELECTRONIC SECURITY ISSUES. THE COMMITTEE HAS NOT YET
ADDRESSED THE POTENTIAL ISSUES IN THIS VERSION.

The following people served as members of ISA12.10:

NAME COMPANY

A. Engler, Chair Det Norske Veritas DNV

M. Coppler,* Managing Director Ametek Inc.

S. Arnold* Ametek Drexelbrook

D. Bishop David N Bishop Consultant

E. Briesch Underwriters Laboratories Inc.

R. Buschart Cable Tray Institute

R. Fontaine FM Approvals

J. Kuczka Killark

E. Massey Rockwell Automation

A. Page MSHA Approval & Certification Center
P. Schimmoeller CSA International

T. Schnaare Rosemount Inc.

D. Wechsler Dow Chemical Company

R. Wigg E-x Solutions International Pty. Ltd.

* One vote per company.
The following people served as members of ISA12;
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T. Schnaare, Chair Rosemount Inc.
W. Lawrence, Vice Chair FM Approvals

M. Coppler, Managing Director Ametek Inc.
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Foreword

All text of IEC 61241-0:2004 (1°' edition) is included. U.S. National Deviations are shown by
strikeout through text deleted and underline under text added. There are three annexes in this
standard. All are informative and are not considered part of this standard.
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1 Scope

This standard parteoflEC 64241 specifies general requirements for the design, construction,
testing and marking efwhich is applicable to electrical apparatus protected by any recognized
safeguard protection technique for use in areas where combustible dust may be present in
quantities that could lead to a fire or explosion hazard.

This standard is supplemented or modified by the following standards parts—of tEC 61241
concerning specific types of protection:

+ ANSI/ISA-61241-1 (12.10.03), Electrical Apparatus for Use in Zone 21 and Zone 22

Hazardous (Classified) Locations — Protection by Enclosures “tD” Part—+—Protectionby
AlD!

o ANSI/ISA-61241-2 (12.10.06), Electrical Apparatus for Use in Zone 21 and Zone 22
Hazardous (Classified) Locations — Protection by Pressurization “pD” Part-2:-Protection-by
izationpD’{und i ion)
o ANSI/ISA-61241-11 (12.10.04), Electrical Apparatus for Use in Zone 20, Zone 21, and
Zone 22 Hazardous (Classified) Locations — Protection by Intrinsic Safety “iD” Part—44=
Intrinsioall :

o ANSI/ISA-61241-18 (12.10.07), Electrical Apparatus for Use in Zone 20, Zone 21 and
Zone 22 Hazardous (Classified) Locations — Protection by Encapsulation “mD” Part 18-

Protection-by-encapsulation-mb-’

The application of electrical apparatus in atmospheres which may contain explosive gas as well
as combustible dust, whether simultaneously or separately, requires additional protective
measures.

This standard does not specify requirements for safety, other than those directly related to the
explosion risk.

Where the apparatus has to meet other environmental conditions, for example, protection against
ingress of water and resistance to corrosion, additional methods of protection may be necessary.
The method used is not to adversely affect the integrity of the enclosure.

This standard does not apply to dusts of explosives that do not require atmospheric oxygen for
combustion, or to pyrophoric substances.

This standard is not applicable to electrical apparatus intended for use in underground parts of
mines as well as those parts of surface installations of such mines endangered by firedamp
and/or combustible dust.

This standard does not take account of any risk due to an emission of flammable or toxic gas
from the dust.

Electrical apparatus and Ex components for use in explosive dust atmospheres shall also comply
with the applicable requirements for similar apparatus for use in unclassified locations.
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NOTE Requirements for safety of electrical equipment in ordinary (unclassified) locations can be found in ANSI
Standards, NEMA Standards, Federal Regulations, etc. Apparatus listed by a Nationally Recognized Testing
Laboratory is considered to meet the applicable requirements found in these standards. A list of commonly applied
standards is shown in informative Annex A.

2 Normative References

The following referenced documents are indispensable for the application of this document. For
dated references, only the edition cited applies. For undated references, the latest edition of the
referenced document (including any amendments) applies.

IEC 60034-5:2000, Rotating electrical machines — Part 5: Degrees of protection provided by the
integral design of rotating electrical machines (IP code) — Classification

reqwrementsANSl/lSA 60079 0 (12 00.01)- 2005 E/ectr/cal Apparatus for Use in Class 1, Zones

0, 1 & 2 Hazardous (Classified) Locations: General Requirements

eANSI/ISA 60079 7 (12 16 01)-2002, E/ectr/cal Apparatus for Use in Class 1, Zone 1 Hazardous

(Classified) Locations: Increased Safety “e”

/1 ANSI/ISA 60079 11 (12 02.01)-2002, Electr/cal Apparatus for Use in Class 1, Zones 0, 1 & 2

Hazardous (Classified) Locations: Intrinsic Safety

IEC 60086-1:2000, Primary batteries — Part 1: General

IEC 60093: Methods of test for volume resistivity and surface resistivity of solid electrical
insulating materials

IEC 60095 (all parts), Lead-acid starter batteries
IEC 600192:2001, Low-pressure sodium vapour lamps — Performance specifications

IEC 60216-1:2001, Electrical insulating materials — Properties of thermal endurance — Part 1: Ageing
procedures and evaluation of test results

IEC 60216-2:1990, Guide for the determination of thermal endurance properties of electrical insulating
materials — Part 2: Choice of test criteria

IEC 60243-1:1998, Electrical strength of insulating materials — Test methods — Part 1: Tests at
power frequencies

IEC 60285:1993, Alkaline secondary cells and batteries — Sealed nickel-cadmium cylindrical
rechargeable single cells*

IEC 60529:1989, Degrees of protection provided by enclosures (IP Code)

IEC 60623:2001, Secondary cells and batteries containing alkaline or other non-acid electrolytes —
Vented nickel-cadmium prismatic rechargeable single cells

1 “Cancelled and replaced by IEC 61951-1 (2003).
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IEC 60662:1980, High-pressure sodium vapour lamps

IEC 60947-3:1999, Low-voltage switchgear and control gear — Part 3: Switches, disconnectors,
switch-disconnectors and fuse-combination units

IEC 61056 (all parts), General purpose lead-acid batteries (valve-regulated types)

IEC 61150:1992, Alkaline secondary cells and batteries — Sealed nickel-cadmium rechargeable
monobloc batteries in button cell design

“|ISA 61241-1 (12.10.03), Electrical Apparatus for Use in Zone 21' nd Zone 22

IEC 61241-20-1: Electrical apparatus for use in the presence of combustible dust — Part 20: Test
methods — Section 1, Methods for determining the minimum ignition temperatures of dust

ANSI/ISA-61241-10 (12.10.05)-2004, Electrical Apparatus for Use in Zone 20, Zone 21 and Zone
22 Hazardous (Classified) Locations — Classification of Zone 20, Zone 21 and Zone 22
Hazardous (Classified) Locations

ISO 48:1994, Rubber, vulcanized or thermoplastic — Determination of hardness (hardness
between 10 IRHD and 100 IRHD)

ISO 178:2001, Plastics — Determination of flexural properties

ISO 179 (all parts), Plastics — Determination of Charpy impact properties

ISO 262:1998, ISO general-purpose metric screw threads — Selected sizes for screws, bolts and nuts
ISO 273:1979, Fasteners — Clearance holes for bolts and screws

ISO 286-2:1988, ISO system of limits and fits — Part 2: Tables of standard tolerance grades and limit
deviations for holes and shafts

ISO 527 (all parts), Plastics — Determination of tensile properties

ISO 965 (all parts), ISO general-purpose metric screw threads — Tolerances
ISO 1818:1975, Vulcanized rubbers of low hardness2®

ISO 4014:1999, Hexagon head bolts — Product grades A and B

ISO 4017:1999, Hexagon head screws — Product grades A and B

ISO 4026:2003, Hexagon socket set screws with flat point

ISO 4027:2003, Hexagon socket set screws with cone point

2 %wijthdrawn standard.
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ISO 4028:2003, Hexagon socket set screws with dog point

ISO 4029:2003, Hexagon socket set screws with cup point

ISO 4032:1999, Hexagon nuts, style 1 — Product grades A and B
ISO 4762:1997, Hexagon socket head cap screws

ISO 4892 (all parts), Plastics — Methods of exposure to laboratory light sources

ANSI/UL 486E, Equipment Wiring Terminals for Use with Aluminum and/or Copper A Conductors

ANSI/UL 746B, Polymeric Materials — Long-Term Property Evaluations

ANSI/UL 746C, Polymeric Materials — Use in Electrical Equipment Evaluations

ANSI/NFPA 70:2005, National Electrical Code®

3 Ferms-and-Definitions
For the purpose of this document, the following definitions apply.

3.1

dust

small solid particles including fibers and flyings in the atmosphere which settle out under their
own weight, but which may remain suspended in air for some time (includes dust and grit as
defined in ISO 4225)

3.2

combustible dust

dust,-fibres fibers or flyings that can burn or glow in air and could form explosive mixtures with
air at atmospheric pressure and normal temperatures

3.3
conductive dust

dustfibres-orflyings-with-electricalresistivity-equal-to-orless-than103Q-m-metal dust

3.4
explosive dust atmosphere
mixture with air, under atmospheric conditions, of flammable substances in the form of dust,

fibresfibers or flyings in which, after ignition, eembustion-spreads—throughout-theunconsumed

mixture-permits self sustaining propagation

HEV.426-02-4._modified]
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3.5

minimum ignition temperature of a dust layer

lowest temperature of a hot surface at which ignition occurs in a dust layer of specified thickness
on this hot surface

[3.3 of IEC 61241-2-1]

3.6

minimum ignition temperature of a dust cloud

lowest temperature of the hot inner wall of a furnace at which ignition occurs in a dust cloud in
air contained therein

[3.5 of IEC 61241-2-1, modified]

3.7
electrical apparatus
items applied as a whole or in part for the utilization of electrical energy

NOTE These include, amongst others, items for the generation, transmission, distribution, storage, measurement,
regulation, conversion, and consumption of electrical energy and items for telecommunications.

3.8
rating
set of rated values and operating conditions

3.9

enclosure

all the walls, doors, covers, cable entries, rods, spindles, shafts, etc., which contribute to the
type of protection of and/or the degree of protection (IP) of the electrical apparatus

3.10
dust-tight enclosure
enclosure capable of preventing the ingress of all observable dust particles

3.11

dust-protected enclosure

enclosure in which the ingress of dust is not totally prevented but does not enter in sufficient
quantity to interfere with the safe operation of the equipment

NOTE Dust should not accumulate in a position within the enclosure where it is liable to cause an ignition hazard.

3.12

type of protection

specific measures applied to electrical apparatus to avoid ignition of a surrounding explosive
atmosphere by such apparatus

3.13

maximum surface temperature

highest temperature which is attained by any part of the surface of electrical apparatus when
tested under the defined dust-free or dust layer conditions at the specified maximum ambient
temperature

NOTE This temperature is attained under the test condition. Increasing the layer thickness can increase this
temperature due to the thermal insulation properties of dust.
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3.14

maximum permissible surface temperature

highest temperature a surface of electrical apparatus is allowed to reach in practical service to
avoid ignition

NOTE The maximum permissible surface temperature will depend upon the type of dust, whether as a cloud or layer,
if a layer, its thickness, and the application of a safety factor (see IEC 61241-14, clause 6)

3.15

3.16
Zone 20

present—eentmueusty—er—fer—teng—peneds—er—frequenﬂy—an area where combustlble dust or

ignitable fibers and flyings are present continuously or for long periods of time in gquantities
sufficient to be hazardous

3.17

Zone 21
te—eeeur—eeea&enatly—m—nerma—l—eperattenan area where combustlble dust or |qn|table fibers and
flyings are likely to exist occasionally under normal operation in quantities sufficient to be
hazardous

3.18
Zone 22

d

where combustlble dust or |qn|table fibers an fIvlnqs are_not I|kelv to_occur _under normal

operation in quantities sufficient to be hazardous

3.19

cable entry-gland
device permitting the introduction of one or more electric and/or fibre optics cables into an

electrical apparatus so as to maintain the relevant type of protection

3.20

conduit entry

means of introducing a conduit into an electrical apparatus so as to maintain the relevant type of
protection

3.21
compression element
element of a cable entry gland acting on the sealing ring to enable the latter to fulfil its function

3.22

clamping device

element of a cable entry gland for preventing tension or torsion in the cable from being
transmitted to the connections
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3.23

sealing ring

ring used in a cable or conduit entry to ensure the sealing between the entry and the cable or
conduit

3.24

terminal compartment

separate compartment or part of a main enclosure, communicating, or not, with the main
enclosure, and containing connection facilities

3.25

connection facilities

terminals screws and other parts, used for the electrical connection of conductors of external
circuits

3.26

bushing

insulating device carrying one or more conductors through an internal or external wall of an
enclosure

3.27
cell
assembly of electrodes and electrolyte that constitutes the smallest electrical unit of a battery

3.28
primary cell or battery
electrochemical system capable of producing electrical energy by chemical reaction

3.29

secondary cell or battery

electrically rechargeable electrochemical system capable of storing electrical energy and
delivering it by chemical reaction

3.30

open cell or battery

secondary cell, or battery, having a cover provided with an opening through which gaseous
products may escape

[IEV 486-01-18, modified]

3.31

sealed valve-regulated cell or battery

cell or battery which is closed under normal conditions, but which has an arrangement which
allows the escape of gas if the internal pressure exceeds a predetermined value

NOTE The cell cannot normally receive an addition to the electrolyte.

[IEV 486-01-20, modified]
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3.32

sealed gas-tight cell or battery

a cell or battery which remains closed and does not release either gas or liquid when operated
within the limits of charge or temperature specified by the manufacturer

[IEV 486-01-21, modified]

NOTE 1 Such cells and batteries may be equipped with a safety device to prevent dangerously high internal pressure.
The cell or battery does not require addition to the electrolyte and is designed to operate during its life in its original
sealed state.

NOTE 2 The above definition is taken from EN-50020 ANSI/ISA-60079-11. It differs from IEV definitions 486-01-20 and
IEV 486-01-21 by virtue of the fact it applies to either a cell or battery.

3.33

battery

assembly of two or more cells electrically connected to each other to increase the voltage or
capacity

NOTE Where the terms “cell” or “cells” are used, the text refers to individual single cells. Where the terms “battery”
or “batteries” is used, the text refers to both cells and batteries.

3.34

capacity

quantity of electricity or electric charge, which a fully charged battery can deliver under specified
conditions

3.35
nominal voltage (of a cell or battery)
voltage specified by the manufacturer

3.33

maximum open circuit voltage (of a cell or battery)

volatage which is the maximum attainable voltage under normal conditions, that is, from either a
new primary cell, or a secondary cell just after a full charge

NOTE See Table 3 and Table 4 which show the maximum open circuit voltage for acceptable cells.

3.37

charging

act of forcing current through either a secondary cell or battery in the opposite direction to the
normal flow to restore the energy stored originally

3.38

reverse charging

act of forcing current through either a primary cell or secondary cell in the same direction as the
normal flow

NOTE For example, in an expired battery.

3.39
deep discharge
event which reduces a cell voltage below that recommended by the cell or battery manufacturer
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3.40

inherently safe (ihs) cell (or battery)

primary cell or battery in which the short-circuit current and maximum surface temperature are
limited to a safe value by its internal resistance

3.41

Ex component

part of electrical apparatus or a module (other than an Ex cable gland), which is not intended to
be used alone and requires additional consideration when incorporated into electrical apparatus
or systems for use in explosive atmospheres

3.44

certificate

document that assures the conformity of a product, process, system, person, or organisation with
specified requirements

NOTE 1 The certificate may be either the supplier's declaration of conformity, or the purchaser’s recognition of
conformity, or certification (as a result of action by a third party) as defined in ISO/IEC 17000.

NOTE 2 A certificate may be produced by the manufacturer, the user, or a third party, for example, an IEC Ex
Accepted Certification Body, a national certification body, or an authorized person.

3.45

continuous operating temperature (COT)

maximum temperature which ensures the stability and integrity of the material for the expected
life of the apparatus, or part, in its intended application

3.46

service temperature
temperature reached when the apparatus is operating at rated conditions

NOTE Each apparatus may reach different service temperatures in different parts.
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