Manual of Petroleum
Measurement Standards
Chapter 10.4

Determination of Water and/or Sediment in Crude Oil by
the Centrifuge Method (Field Procedure)

FIFTH EDITION, AUGUST 2020

‘ American
Petroleum
’ . Institute

Documents

Document Sharing Hub

Full document details: API MPMS 10.4 2020


http://www.avadocuments.com/doc/api-mpms-10-4-2020
http://www.avadocuments.com/doc/api-mpms-10-4-2020

Special Notes

API publications necessarily address problems of a general nature. With respect to particular circumstances, local,
state, and federal laws and regulations should be reviewed. The use of API publications is voluntary. In some cases,
third parties or authorities having jurisdiction may choose to incorporate API standards by reference and may mandate
compliance.

Neither APl nor any of API's employees, subcontractors, consultants, committees, or other assignees make any
warranty or representation, either express or implied, with respect to the accuracy, completeness, or usefulness of
the information contained herein, or assume any liability or responsibility for any use, or the results of such use, of
any information or process disclosed in this publication. Neither APl nor any of API’'s employees, subcontractors,
consultants, or other assignees represent that use of this publication would not infringe upon privately owned rights.

API publications may be used by anyone desiring to do so. Every effort has been made by the Institute to ensure the
accuracy and reliability of the data contained in them; however, the Institute makes no representation, warranty, or
guarantee in connection with this publication and hereby expressly disclaims any liability or responsibility for loss or
damage resulting from its use or for the violation of any authorities having jurisdiction with which this publication may
conflict.

API publications are published to facilitate the broad availability of proven, sound engineering and operating practices.
These publications are not intended to obviate the need for applying sound engineering judgment regarding when and
where these publications should be used. The formulation and publication of API publications is not intended in any
way to inhibit anyone from using any other practices.

Any manufacturer marking equipment or materials in conformance with the marking requirements of an API standard
is solely responsible for complying with all the applicable requirements of that standard. APl does not represent,
warrant, or guarantee that such products do in fact conform to the applicable API standard.

Classified areas may vary depending on the location, conditions, equipment, and substances involved in any given
situation. Users of this Standard should consult with the appropriate authorities having jurisdiction.

Users of this Standard should not rely exclusively on the information contained in this document. Sound business,
scientific, engineering, and safety judgment should be used in employing the information contained herein.

API is not undertaking to meet the duties of employers, manufacturers, or suppliers to warn and properly train and
equip their employees, and others exposed, concerning health and safety risks and precautions, nor undertaking their
obligations to comply with authorities having jurisdiction.

Information concerning safety and health risks and proper precautions with respect to particular materials and
conditions should be obtained from the employer, the manufacturer or supplier of that material, or the material safety
data sheet.

All rights reserved. No part of this work may be reproduced, translated, stored in a retrieval system, or transmitted by any
means, electronic, mechanical, photocopying, recording, or otherwise, without prior written permission from the publisher.
Contact the Publisher, API Publishing Services, 200 Massachusetts Avenue, NW, Suite 1100, Washington, DC 20001-5571.
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Foreword

Nothing contained in any API publication is to be construed as granting any right, by implication or otherwise, for the
manufacture, sale, or use of any method, apparatus, or product covered by letters patent. Neither should anything
contained in the publication be construed as insuring anyone against liability for infringement of letters patent.

The verbal forms used to express the provisions in this document are as follows.
Shall: As used in a standard, “shall” denotes a minimum requirement to conform to the standard.

Should: As used in a standard, “should” denotes a recommendation or that which is advised but not required to
conform to the standard.

May: As used in a standard, “may” denotes a course of action permissible within the limits of a standard.
Can: As used in a standard, “can” denotes a statement of possibility or capability.

Thisdocumentwas produced under APl standardization procedures thatensure appropriate notification and participation
in the developmental process and is designated as an API standard. Questions concerning the interpretation of the
content of this publication or comments and questions concerning the procedures under which this publication was
developed should be directed in writing to the Director of Standards, American Petroleum Institute, 200 Massachusetts
Avenue, NW, Suite 1100, Washington, DC 20001. Requests for permission to reproduce or translate all or any part of
the material published herein should also be addressed to the director.

Generally, API standards are reviewed and revised, reaffirmed, or withdrawn at least every five years. A one-time
extension of up to two years may be added to this review cycle. Status of the publication can be ascertained from
the API Standards Department, telephone (202) 682-8000. A catalog of API publications and materials is published
annually by API, 200 Massachusetts Avenue, NW, Suite 1100, Washington, DC 20001.

Suggested revisions are invited and should be submitted to the Standards Department, API, 200 Massachusetts
Avenue, NW, Suite 1100, Washington, DC 20001, standards@api.org.
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Determination of Water and/or Sediment in Crude Oil by the Centrifuge Method
(Field Procedure)

1 Scope

1.1 This section describes the field centrifuge method for determining both sediment and water or sediment
only in crude oil. This method may not always produce the most accurate results, but it is considered the
most practical method for field determination of sediment and water. This method may also be used for field
determination of sediment. When a higher degree of accuracy is required, the laboratory procedure described
in APl MPMS Ch. 10.3, Standard Test Method for Water and Sediment in Crude Oil by the Centrifuge Method
(Laboratory Procedure) (ASTM D4007); APl MPMS Chapter 10.2, Standard Test Method for Water in Crude
Oil by Distillation (ASTM D4006); or API MPMS Chapter 10.9, Standard Test Method for Water in Crude Oils
by Coulometric Karl Fischer Titration (ASTM D4928); and the procedure described in API MPMS Chapter 10.1,
Standard Test Method for Sediment in Crude Qils and Fuel Oils by the Extraction Method (ASTM D473) or API
MPMS Chapter 10.8, Standard Test Method for Sediment in Crude Oil by Membrane Filtration (ASTM D4807)
should be used.

1.2 The requirements of this standard may involve hazardous materials, operations, and equipment. This
standard does not purport to address all of the safety problems associated with its use. The user of this standard

has the responsibility for establishing appropriate safety and health practices and determining the applicability of
regulatory limitations prior to use.

2 Normative References

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references, the
latest edition of the referenced document (including any addenda) applies.

API MPMS Chapter 8.1, Manual Sampling of Petroleum and Petroleum Products

API MPMS Chapter 8.2, Automatic Sampling of Petroleum and Petroleum Products

API MPMS Chapter 8.3, Standard Practice for Mixing and Handling of Liquid Samples of Petroleum and Petroleum
Products (includes Errata 1 dated March 1996)

APl MPMS Chapter 10.1, Standard Test Method for Sediment in Crude Oils and Fuel Oils by the Extraction
Method

API MPMS Chapter 10.2, Standard Test Method for Water in Crude Oil by Distillation

API MPMS Chapter 10.3, Standard Test Method for Water and Sediment in Crude Oil by the Centrifuge Method
(Laboratory Procedure)

API MPMS Chapter 10.8, Standard Test Method for Sediment in Crude Oil by Membrane Filtration

API MPMS Chapter 10.9, Standard Test Method for Water in Crude Qils by Coulometric Karl Fischer Titration
ASTM D473," Standard Test Method for Sediment in Crude Oils and Fuel Oils by the Extraction Method
ASTM D3699, Standard Specification for Kerosine

ASTM D4006, Standard Test Method for Water in Crude Oil by Distillation

' ASTM International, 100 Barr Harbor Drive, West Conshohocken, Pennsylvania 19428, www.astm.or@ocuments
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2 APl MANUAL OF PETROLEUM MEASUREMENT STANDARDS 10.4

ASTM D4007, Standard Test Method for Water and Sediment in Crude Qil by the Centrifuge Method (Laboratory
Procedure)

ASTM D4057, Standard Practice for Manual Sampling of Petroleum and Petroleum Products
ASTM D4177, Standard Practice for Automatic Sampling of Petroleum and Petroleum Products
ASTM D4807, Standard Test Method for Sediment in Crude QOil by Membrane Filtration

ASTM D4928, Standard Test Method for Water in Crude Oils by Coulometric Karl Fischer Titration

ASTM D5854, Standard Practice for Mixing and Handling of Liquid Samples of Petroleum and Petroleum
Products (includes Errata 1 dated March 1996)

ASTM E542, Standard Practice for Calibration of Laboratory Volumetric Apparatus

3 Terms and Definitions

For the purposes of this document, the following definitions apply.

31

sediment

A material that normally exists in crude oils as extremely fine, well-dispersed solids that originate in the reservoir
from which the crude came, or in drilling fluids used to drill the wells, which may take the form of sand, clay, shale,
or rock particles. Other sediments such as scale can be picked up from tubing, pipe, tanks, and other production
and transportation equipment. Sediment, as defined in this standard, shall have a density greater than water and
will not float at test conditions.

3.2

demulsifier-stock solution

A mixture of demulsifier and solvent in a fixed ratio (e.g. 25 % to 75 %) that is added to the test solvent to form a
solution to cause a clear and distinct separation between the oil and water interface.

3.3

demulsifier-solvent solution

A mixture of any one of the approved solvents and a demulsifier, or a demulsifier-stock solution that is used as a
diluent to help the separation of sediment and water from the sample being tested.

3.4

solvent

Any one of the approved liquids capable of dissolving the hydrocarbon fraction of the crude oil to form a solution.
A solvent is added to reduce the viscosity of the crude oil and promote separation of the crude oil hydrocarbons
from the sediment and water in the sample being tested.

4 Significance and Use

A determination of water and/or sediment content is required to accurately determine the net volumes of crude
oil involved in sales, taxation, exchanges, inventories, and custody transfers. An excessive amount of water and/
or sediment in crude oil is significant because it can cause corrosion of equipment and problems in processing
and transporting, and may violate federal, state, or municipal regulations.

For determination of both sediment and water, known volumes of crude oil, demulsifier, and solvent (water-
saturated if required) are placed in a centrifuge tube and heated to 60 °C + 3 °C (140 °F £ 5 °F). After centrifuging,
the volumes of sediment and water at the bottom of the tube are read. For some crude oils, temperatures of
71 °C (160 °F) or higher may be required to completely melt wax crystals in crude oils. Temperatures shall be
maintained above the cloud point of the crude oil being tested. ocuments
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For determination of sediment only, known volumes of crude oil, solvent, demulsifiers, and water are placed in a
centrifuge tube and heated to 71 °C £ 3 °C (160 °F £ 5 °F). After centrifuging, the volume of the sediment at the
bottom of the tube is read.

5 Test Solvents

5.1 General

Kerosine, Stoddard solvent, toluene, and xylene are satisfactory for use in field testing. Solvents and demulsifiers
are mixed with samples in the centrifuge tubes to reduce the viscosity and to allow sediment and water to separate
and fall to the tip of the tube during the testing procedure. Also, solvents are used to help dissolve paraffin and
asphaltenes to prevent them from being centrifuged to the tip of the tube and included in the test results. Different
types of crude oil may require the use of different solvents to obtain accurate results. For example, kerosine and
Stoddard solvent will not dissolve asphaltenes.

Testing should be performed to determine the best solvent to use on a particular crude type.

Annex A contains general information regarding the physical characteristics of these solvents, as well as fire,
safety, and health considerations relating to their use. Kerosine shall meet the specifications of ASTM D3699.

Information concerning physical characteristics, safety and health risks, and proper precautions with respect to
particular materials and conditions should be obtained from the employer, the manufacturer, or the supplier of
that material, or the material safety data sheet (MSDS).

5.2 Use of Solvents

Toluene and xylene shall be saturated with water at the test temperature used and maintained at that temperature
until used. A procedure for the saturation of solvents is given in Annex B. The water-saturated solvent shall be
free from suspended water at the time of use. Toluene or xylene is recommended for sediment and water
determinations involving asphaltenic crude oils.

Stoddard solvent and kerosine do not have to be saturated with water, since the solubility of water in these
solvents is not significant at the test temperature.

6 Demulsifier

Unless the results of testing indicate that a demulsifier is not required for a particular crude type, demulsifiers
shall be used to promote the separation of water from the sample and make it easier to read the water/oil
interface. Demulsifiers should be mixed according to the manufacturer’'s recommendations and should not add to
the volume of sediment and water determined. The demulsifier shall always be used in the form of a demulsifier
stock solution or be premixed with the solvent to be used in the test. The ratio of demulsifier to solvent should
be recorded to be able to duplicate results if necessary. Testing should be done to determine which demulsifier
provides the best results with a specific crude type. See Annex A and B for further information about demulsifiers.

7 Apparatus

7.1 Centrifuge

A centrifuge shall be capable of spinning two or more centrifuge tubes at a speed that can be controlled to give
a minimum relative centrifugal force of 500 g at the tip of the tubes. The rotation speed necessary to produce
a relative centrifugal force of 500 g for various diameters of swing can be determined from Table 1 or from the
following equation:

rcf

rom = a4/ —

d Documeiits
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where
rpm is the rotation speed in revolutions per minute;
ref is the relative centrifugal force in multiples of gravity;
d is the diameter of swing, in millimeters or inches, measured between the tips of opposite
tubes when the tubes are in their fully extended rotating position;
a is 1335 rpm for d in millimeters, and 265 rpm for d in inches.

Table 1—Rotation Speeds Necessary to Produce a Relative
Centrifugal Force of 500 g for Centrifuges of Various
Diameters of Swing

Diameter of swing “d” @ Rotation Speed
. (Revolutions per
Millimeters Inches Minute)
305 12 1710
330 13 1640
356 14 1580
381 15 1530
406 16 1480
432 17 1440
457 18 1400
483 19 1360
508 20 1325
533 21 1290
559 22 1260
584 23 1240
610 24 1210
a2 Measured between the tips of opposite tubes when the tubes are in their fully
extended rotating position.

The revolving head, trunnion rings, and trunnion cups, including the cushions, shall be constructed to withstand
the maximum centrifugal force capable of being delivered by the power source. The trunnion cups and cushions
shall firmly support the tubes when the centrifuge is in motion. The centrifuge shall be enclosed by a metal shield
or case strong enough to contain flying debris in the event a tube breaks or the centrifuge malfunctions.

The centrifuge machine shall be heated and be capable of maintaining the sample within 8 °C (15 °F) of the test
temperature. For example, the minimum acceptable temperature after centrifuging is 52 °C (125 °F) at a test
temperature of 60 °C (140 °F) or 63 °C (145 °F) at a test temperature of 71 °C (160 °F).

7.2 Centrifuge Tubes

Centrifuge tubes shall be cone-shaped and 8 in. (203 mm) or 6 in. (167 mm) in length. Tubes shall conform to
the dimensions given in Annex C and shall be made of thoroughly annealed glass. The tube graduation marks’
accuracy shall be volumetrically verified or gravimetrically certified before field use of the tube, in accordance
with ASTM E542, using National Institute of Standards and Technology (NIST) or other internationally accepted
traceable equipment.

The 6 in. tubes are more commonly used in field applications due to the smaller size and weight of the centrifuge
required. The 8 in. tubes are easier to read due to the increased spacing of the graduations. In either case, the

tubes can be 100 mL or 200-part tubes. The computation methods for the total percent of sediment and water
are different based on the type of tube selected. For 100 mL tubes, the sediment and water volume W@ﬁfmrénts
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