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Special Notes

API publications necessarily address problems of a general nature. With respect to particular circumstances, local,
state, and federal laws and regulations should be reviewed.

Neither API nor any of API's employees, subcontractors, consultants, committees, or other assignees make any
warranty or representation, either express or implied, with respect to the accuracy, completeness, or usefulness of the
information contained herein, or assume any liability or responsibility for any use, or the results of such use, of any
information or process disclosed in this publication. Neither APl nor any of API's employees, subcontractors,
consultants, or other assignees represent that use of this publication would not infringe upon privately owned rights.

API publications may be used by anyone desiring to do so. Every effort has been made by the Institute to ensure the
accuracy and reliability of the data contained in them; however, the Institute makes no representation, warranty, or
guarantee in connection with this publication and hereby expressly disclaims any liability or responsibility for loss or
damage resulting from its use or for the violation of any authorities having jurisdiction with which this publication may
conflict.

API publications are published to facilitate the broad availability of proven, sound engineering and operating
practices. These publications are not intended to obviate the need for applying sound engineering judgment
regarding when and where these publications should be utilized. The formulation and publication of API publications
is not intended in any way to inhibit anyone from using any other practices.

Classified areas may vary depending on the location, conditions, equipment, and substances involved in any given
situation. Users of this Standard should consult with the appropriate authorities having jurisdiction.

Users of this Standard should not rely exclusively on the information contained in this document. Sound business,
scientific, engineering, and safety judgment should be used in employing the information contained herein.

API is not undertaking to meet the duties of employers, manufacturers, or suppliers to warn and properly train and
equip their employees, and others exposed, concerning health and safety risks and precautions, nor undertaking their
obligations to comply with authorities having jurisdiction.

Information concerning safety and health risks and proper precautions with respect to particular materials and
conditions should be obtained from the employer, the manufacturer or supplier of that material, or the material safety
data sheet.

Where applicable, authorities having jurisdiction should be consulted.
Work sites and equipment operations may differ. Users are solely responsible for assessing their specific equipment

and premises in determining the appropriateness of applying the Standard. At all times users should employ sound
business, scientific, engineering, and judgment safety when using this Standard.

All rights reserved. No part of this work may be reproduced, translated, stored in a retrieval system, or transmitted by any means,
electronic, mechanical, photocopying, recording, or otherwise, without prior written permission from the publisher. Contact the
Publisher, API Publishing Services, 200 Massachusetts Avenue, NW, Washington, DC 20001.

Copyright © 2018 American Petroleum Institute
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Foreword

Nothing contained in any API publication is to be construed as granting any right, by implication or otherwise, for the
manufacture, sale, or use of any method, apparatus, or product covered by letters patent. Neither should anything
contained in the publication be construed as insuring anyone against liability for infringement of letters patent.

The verbal forms used to express the provisions in this document are as follows.
Shall: As used in a standard, “shall” denotes a minimum requirement in order to conform to the standard.

Should: As used in a standard, “should” denotes a recommendation or that which is advised but not required in order
to conform to the standard.

May: As used in a standard, “may” denotes a course of action permissible within the limits of a standard.
Can: As used in a standard, “can” denotes a statement of possibility or capability.

This document was produced under API standardization procedures that ensure appropriate notification and
participation in the developmental process and is designated as an API standard. Questions concerning the
interpretation of the content of this publication or comments and questions concerning the procedures under which
this publication was developed should be directed in writing to the Director of Standards, American
Petroleum Institute, 200 Massachusetts Avenue, NW, Washington, DC 20001. Requests for permission to reproduce
or translate all or any part of the material published herein should also be addressed to the director.

Generally, API standards are reviewed and revised, reaffirmed, or withdrawn at least every five years. A one-time
extension of up to two years may be added to this review cycle. Status of the publication can be ascertained from the
APl Standards Department, telephone (202) 682-8000. A catalog of API publications and materials is
published annually by API, 200 Massachusetts Avenue, NW, Washington, DC 20001.

Suggested revisions are invited and should be submitted to the Standards Department, API, 200 Massachusetts
Avenue, NW, Washington, DC 20001, standards@api.org.
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Introduction

These procedures are intended to encourage uniform custody transfer measurement and testing practices for crude
oil gathered from lease tanks by truck; however, they are not intended to interfere with business contracts or local
conditions or to comprise the only acceptable method of custody transfer by crude oil truck.
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Measurement Procedures for Crude Oil Gathered from Lease Tanks by Truck

1 Scope and Field of Application

These procedures are organized into a recommended sequence of steps for manually gauging and determining the
quantity and quality of crude oil being gathered from lease tanks by truck. These measurements and tests are
performed by crude oil truck drivers (COTDs) and other parties who are responsible for the custody transfer and for
recording the results of the measurements and tests on the run tickets. These procedures apply to the custody
transfer from lease storage tanks to the transporting truck.

2 Normative References

The following referenced documents are indispensable for the application of this document. For dated references,
only the edition cited applies. For undated references, the latest edition of the referenced document (including any
amendments) applies.

API MPMS Chapter 7.1, Temperature Determination, Liquid-in-Glass Thermometers

API MPMS Chapter 8.1, Standard Practice for Manual Sampling of Petroleum and Petroleum Products (ANSI/ASTM
D4057)

3 Terms and Definitions
For the purposes of this document, the following definitions apply.

31

crude oil truck driver

COTD

Assumes that the driver is also the gauger. However, it should be recognized that these duties may be separated
between two individuals: a person who only drives the tank truck, and a gauger or applicable representative who is
responsible for measurement and testing.

3.2
free water
The water that exists as a separate phase.

3.3

gathering

The process of transferring the custody of crude oil in the field from one party to another by performing various
measurements and quality tests.

34
meniscus
The concave upper surface of a liquid column.

3.5

merchantable oil

Applies to liquid hydrocarbons that are judged to be acceptable for custody transfer to a carrier. Merchantable oil is
settled and contains not more than a specified amount of suspended sediment, water, and other impurities.
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3.6

run ticket

The document, a type of measurement ticket, customarily used to record lease or facility name, location, test data on
crude oil quantity and quality, destination, and gauger and witness signatures that are applicable to a particular
gathering.

3.7

sampling

All the steps required to obtain a sample that is representative of the contents of any pipe, tank, or other vessel, and
to place that sample in a container from which a representative test specimen can be taken for analysis.

3.8

sediment and water

S&W

A material, coexists with, yet is foreign to a petroleum liquid that requires a separate measurement for reasons that
include sales accounting. This foreign material may include free water, and sediment, and emulsified or suspended
water and sediment.

3.9

crude oil lease tank

A tank that is calibrated per API MPMS Chapter 2 Standards that stores crude oil from producing leases waiting to be
transported by a carrier.

3.10
thief

A bottom-closure, core-type sampler used to secure samples from storage tanks.

4 The Custody Transfer Concept Used

The Manual of Petroleum Measurement Standards covers individual procedures for sampling, temperature taking,
gauging, and quality testing. This publication integrates these procedures into a sequence that can be applied during
custody transfer of crude oil from lease tanks to a tank truck (see Section 6).

With the column-of-oil concept used as the basis for the sequence, the sequence requires the crude oil truck driver
(COTD) to start sampling and temperature taking from the top of the crude oil volume and to work systematically
down through the crude oil layer until the free water and sediment level has been located; initial merchantability is
then assessed. After these quality samples have been obtained for testing, the quantity measurements may be taken
without concern for possible contamination of the quality samples.

5 General Responsibilities and Cautions for the COTD
5.1 Control of Measurement Errors

Losses or gains may occur if preventive measures are not taken against spills, tank overruns, inaccurate
measurements, or recording of incorrect measurements on run tickets. Proper truck and tank prepumping checks and
alert monitoring during pumping are two measures that help to prevent losses or gains. Operating the measurement
and testing equipment skillfully, keeping up all equipment certifications, and keeping it clean and in top operating
condition are also preventive measures that help the COTD avoid losses or gains. A vital link in controlling crude oil
losses or gains, the COTD is also responsible for detecting and reporting defective or inadequate control conditions
such as internal encrustation of the tank, dents, settling, or leaks.
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