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One of the most significant long-term trends affecting the future vitality of the petroleum industry is the 
public's concerns about the environment. Recognizing this trend, API member companies have developed a 
positive, forward-looking strategy called STEP: Strategies for Today's Environmental Partnership. This 
program aims to address public concerns by improving our industry's environmental, health and safety 
performance; documenting performance improvements; and communicating them to the public. The 
foundation of STEP is the API Environmental Mission and Guiding Environmental Principles. 

API ENVIRONMENTAL MISSION AND GUIDING ENVIRONMENTAL PRINCIPLES 

The members of the American Petroleum Institute are dedicated to continuous efforts to improve the 
compatibility of our operations with the environment while economically developing energy resources and 
supplying high quality products and services to consumers. The members recognize the importance of 
efficiently meeting society's needs and our responsibility to work with the public, the government, and others 
to develop and to use natural resources in an environmentally sound manner while protecting the health and 
safety of our employees and the public. To meet these responsibilities, API members pledge to manage our 
businesses according to these principles: 

❖ To recognize and to respond to community concerns about our raw materials, products and 
operations. 

❖ To operate our plants and facilities, and to handle our raw materials and products in a manner that 
protects the environment, and the safety and health of our employees and the public. 

❖ To make safety, health and environmental considerations a priority in our planning, and our 
development of new products and processes. 

❖ To advise promptly, appropriate officials, employees, customers and the public of information on 
significant industry-related safety, health and environmental hazards, and to recommend 
protective measures. 

❖ To counsel customers, transporters and others in the safe use, transportation and disposal of our 
raw materials, products and waste materials. 

❖ To economically develop and produce natural resources and to conserve those resources by 
using energy efficiently. 

❖ To extend knowledge by conducting or supporting research on the safety, health and 
environmental effects of our raw materials, products, processes and waste materials. 

❖ To commit to reduce overall emission and waste generation. 

❖ To work with others to resolve problems created by handling and disposal of hazardous 
substances from our operations. 

❖ To participate with government and others in creating responsible laws, regulations and standards 
to safeguard the community, workplace and environment. 

❖ To promote these principles and practices by sharing experiences and offering assistance to 
others who produce, handle, use, transport or dispose of similar raw materials, petroleum products 
and wastes. 
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FOREWORD 

API PUBLICATIONS NECESSARILY ADDRESS PROBLEMS OF A GENERAL 
NATURE. WITH RESPECT TO PARTICULAR CIRCUMSTANCES, LOCAL, STATE, 
AND FEDERAL LAWS AND REGULATIONS SHOULD BE REVIEWED. 

API IS NOT UNDERTAKING TO MEET THE DUTIES OF EMPLOYERS, MANUFAC­
TURERS, OR SUPPLIERS TO WARN AND PROPERLY TRAIN AND EQUIP THEIR 
EMPLOYEES, AND OTHERS EXPOSED, CONCERNING HEALTH AND SAFETY 
RISKS AND PRECAUTIONS, NOR UNDERTAKING THEIR OBLIGATIONS UNDER 
LOCAL, STATE, OR FEDERAL LAWS. 

NOTHING CONTAINED IN ANY API PUBLICATION IS TO BE CONSTRUED AS 
GRANTING ANY RIGHT, BY IMPLICATION OR OTHERWISE, FOR THE MANU­
FACTURE, SALE, OR USE OF ANY METHOD, APPARATUS, OR PRODUCT COV­
ERED BY LETTERS PATENT. NEITHER SHOULD ANYTHING CONTAINED IN 
THE PUBLICATION BE CONSTRUED AS INSURING ANYONE AGAINST LIABIL­
ITY FOR INFRINGEMENT OF LETTERS PATENT. 

Copyright © 1995 American Petroleum Institute 

ii 

Full document details: API Publ 4622-1995 scan

http://www.avadocuments.com/doc/api-publ-4622-1995-scan
http://www.avadocuments.com/doc/api-publ-4622-1995-scan


ACKNOWLEDGMENTS 

THE FOLLOWING PEOPLE ARE RECOGNIZED FOR THEIR CONTRIBUTIONS OF 
TIME AND EXPERTISE DURING THIS STUDY AND IN THE PREPARATION OF 
THIS REPORT: 

API STAFF CONTACT 
Will Ollison, Health and Environmental Sciences Department 

API COMPANY MEMBERS 

Paul Bucknam, Amerada Hess Corporation 
Richard Bui, Sun Company, Inc. 

Charles Clark, Unocal Corporation 
Carol Fairbrother, Exxon Company, USA 

Jack Hinton, Texaco Inc. 
Jim Jackson, Mobil Oil Corporation 
Ramona Panson, Sun Company, Inc. 
Carolyn Phillips, Shell Oil Company 

Gerhard Raabe, Mobil Oil Corporation 
James Richey, ARCO 

Roy Rigney, BP America 
Randy Roth, ARCO 

John Sepesi, Shell Oil Company 
Alfred Talbot, Sun Company, Inc. 

Eric Vogt, Texaco, Inc. 
Michael Wells, Amoco Corporation 

James White, ARCO 

iii 

Full document details: API Publ 4622-1995 scan

http://www.avadocuments.com/doc/api-publ-4622-1995-scan
http://www.avadocuments.com/doc/api-publ-4622-1995-scan


CONTRACTOR'S ACKNOWLEDGMENTS 

This report describes a survey designed to collect methyl tertiary butyl ether (MTBE) occu­
pational exposure data. The survey was designed for the American Petroleum Institute 
(API) to assist the U.S. Environmental Protection Agency (EPA) in investigating the valid­
ity to health-related complaints following alleged exposures to MTBE. IT Air Quality Ser­
vices (ITAQS) performed all work during this study under the direction of the Health and 
Environmental Sciences Department of APL 

Ms. Inez vanArsdall of ITAQS and Mr. Doug Brinson developed the exposure data survey 
questionnaire under the direction of Dr. Will Ollison of API and Ms. Gail Levine of Sum­
mations, Inc. Data was submitted directly to ITAQS for aggregation and analysis (see ques­
tionnaire). Ms. Joan Abernethy of ITAQS conducted follow-up telephone calls to elicit the 
highest possible study response rate. 

Mr. Ted Johnson, Mr. Darrell Hollowell, and Mr. Michael McCoy, Jr. of ITAQS prepared 
the final exposure database. Statistical analysis of the database was performed by Mr. 
McCoy and Mr. Johnson. Mr. McCoy was the project manager and technical director for 
the ITAQS effort. Mr. McCoy was also the principal author of the final project report. Mr. 
Johnson assisted in the preparation of the final project report and assisted in technical direc­
tion. 

iv 

Full document details: API Publ 4622-1995 scan

http://www.avadocuments.com/doc/api-publ-4622-1995-scan
http://www.avadocuments.com/doc/api-publ-4622-1995-scan


ABSTRACT 

The compound methyl tertiary butyl ether (MTBE) is an oxygenate which is added to 

gasoline during the winter driving season to reduce carbon monoxide (CO) emissions 

from motor vehicles and is frequently used in reformulated gasoline. In 1992, the 

U.S. Environmental Protection Agency (EPA) began receiving anecdotal heath-related 

complaints following alleged exposures to MTBE. In early 1993, EPA began planning 

a series of clinical research studies to investigate the validity of these claims. As part 

of its response, the American Petroleum Institute (API) conducted a survey of API 

member companies to acquire data relating to occupational exposures to MTBE. 

This report describes the development and administration of this survey. It also 

provides a summary of the data obtained from the completed questionnaires. 

The survey questionnaires were distributed to industrial hygienists at 17 API member 

companies who provided 1,833 MTBE concentration measurements associated with 

potential occupational exposures. The results were consistent with expectations. 

The highest exposure measurements were associated with process spills and upsets, 

whereas lower exposure measurements were associated with routine operations. 

Finally, exposures during activities associated with blending and distribution were 

lower than exposures during activities associated with transportation (barge, pipeline 

rail car) and refueling. 
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Section 1 

INTRODUCTION 

The compound methyl tertiary butyl ether (MTBE) is routinely added to gasoline 

during the winter driving season to reduce carbon monoxide (CO) emissions from 

motor vehicles. In 1992, the U.S. Environmental Protection Agency (EPA) began 

receiving complaints concerning headaches, nausea, dizziness, and other symptoms 

allegedly following exposure to MTBE. In early 1993, EPA began planning a series of 

clinical research studies to investigate the validity of these claims. The American 

Petroleum Institute (API) conducted three surveys: 

• The Exposure Survey: a survey of member companies to obtain exising 
data on measured workplace MTBE exposures. 

• The State Complaint Survey: a survey of API state directors and the 
officers of allied oil and gas associations to obtain any health-related 
complaints linked to possible exposures to MTBE that they had 
obtained. 

• Company Complaint Surveys: Two separate surveys of 18 member 
companies to obtain any health-related complaints linked to possible 
exposures to MTBE that they had received. 

All four surveys were conducted by IT Air Quality Services (ITAQS). 

This introduction provides a brief description of each of the three surveys. The 

remainder of this report provides a more detailed description of the Exposure Survey. 

The procedures and results of the other two surveys have been described together in 

API Publ. 4623 (ITAQS, 1995). 

In the Company Complaint Survey. ITAQS administered a questionnaire to industrial 

hygienists at 18 API member companies. Each respondent was asked to document 

all complaints related to possible MTBE exposure which the company received 
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between January 1, 1988 and April 30, 1993 (the close of the 1992-93 oxygenate 

season). A subsequent follow-up survey, covering the 1993-94 oxygenate season, 

was also conducted. Questionnaire responses were limited to a description of each 

complaint; respondents were not asked to evaluate or verify the reported complaints. 

The combined Company Complaint Surveys acquired data on 71 employee 

complaints and 13 customer complaints which listed a total of 191 individual 

symptoms. The surveys also acquired data on the complainant's gender, age, and 

type (employee or consumer); exposure location; probable MTBE source; and 

medical treatment received (if any). ITAQS developed a database listing all data 

acquired through the original and follow-up surveys, including a few complaints 

reported prior to the specified start date of January 1, 1988 (ITAQS, 1995). 

In the State Complaint Survey. API administered a separate questionnaire requesting 

complaint data to 10 API state directors and to 11 state officers of allied oil and gas 

associations. Appendix C of the report by IT AQS ( 1995) provides an overview of this 

survey and a copy of the survey questionnaire. Two survey respondents indicated 

that their states did not have winter oxygenated fuels programs. Three respondents 

stated that no MTBE-related complaints had been received. The responses of the 

remaining questionnaire recipients are summarized in Appendix C of the report by 

ITAQS (1995). 

In the Exposure Survey. ITAQS administered a survey questionnaire to industrial 

hygienists at 17 API member companies. The survey produced a database listing 

over 1,800 separate measurements. Each measurement was characterized by MTBE 

concentration, facility type and location, employee occupation, sample type 

(personnel or area), MTBE source, measurement location, exposure duration, and 

control equipment present. All data collected related to employee exposures. None 

of the data related to specific complaints collected through the two complaint surveys. 
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The remainder of this report provides a more detailed description of the Exposure 

Survey. It includes a copy of the survey questionnaire, discusses the selection of 

survey recipients, and describes the follow-up procedures used to increase response 

rate. The report concludes with a statistical analysis of the data acquired by the 

survey. 
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Section 2 

METHODOLOGY 

This section provides a description of the survey questionnaire used to collect data 

on MTBE exposures. It also discusses the selection of survey recipients and the 

follow-up procedures used to improve response rate. In addition, this section 

discusses the development of a unified database listing the collected exposure data 

in a common format appropriate for statistical analysis. 

THE EXPOSURE DATA AND TELEPHONE FOLLOW-UP QUESTIONNAIRES 

Two questionnaires were developed for the MTBE Exposure Survey: the exposure 

data questionnaire and the telephone follow-up questionnaire. Copies of these 

questionnaires are presented in Appendices A and B, respectively. 

The exposure data questionnaire contained 13 questions and provided a table for 

entering data. This questionnaire requested that the respondent list all reported 

exposure events in which MTBE concentration was measured and provide 

supplementary data on them to be used in classifying exposures. The supplementary 

data items included facility type and location, employee occupation, sample type 

(personnel or area), MTBE source, measurement location, MTBE concentration, 

exposure duration, and presence and absence of control equipment. Respondents 

were asked to attach copies of the original data sets whenever possible. 

The telephone follow-up questionnaire consisted of six questions to be included in 

follow-up telephone calls. These questions were designed to elicit general 

information about each contacted organization, their willingness to participate in the 

survey, and the availability of MTBE exposure data. 
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ADMINISTRATION OF QUESTIONNAIRES 

During March and April of 1993, API contacted 17 member companies and identified 

an industrial hygienist at each company to receive the exposure data questionnaire. 

API transmitted a copy of the questionnaire and an explanatory cover letter to each 

industrial hygienist on May 4, 1993. Each recipient was asked to return the 

completed questionnaire and supplemental data sets to ITAQS by May 18, 1993, or 

as soon thereafter as possible, for aggregation and analysis. Company identity was 

kept confidential. 

Between May 14 and 17, 1993, each of the recipients was contacted and interviewed 

using the telephone follow-up questionnaire presented in Appendix B. ITAQS made 

additional follow-up telephone calls on June 8, 9, and 24, 1993. By July 2, 1993, 15 

of the 17 recipient companies had replied resulting in a survey response rate of 

approximately 88 percent. Of the 12 companies that provided data, 10 submitted 

both MTBE exposure data (in the form of completed questionnaires) and 

supplementary data sheets, one submitted a questionnaire, and one submitted 

supplementary data sheets. Three of the 15 responding companies indicated that no 

data were available. No additional data were received after July 2, 1993. 

DEVELOPMENT OF EXPOSURE DATABASE 

The exposure data collected during this study consisted of 11 completed 

questionnaire forms and 11 sets of supplementary data sheets collected from 12 

companies. The data items and formats of the supplementary data sheets varied by 

respondent. To facilitate analysis of the data, ITAQS developed a common data 

format and processed the data from each company according to this format. The 

format consists of the 20 data items listed in Table 2-1. 

Tables 3-1 through 3-13 in Section 3 present the categories defined to classify the 

responses associated with each data item listed in Table 2-1. Note that Item 20 

(Sector Exposure Category) was developed as a means of combining information 
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Table 2-1. Data items in the common survey format . 

Question Question 
Item Data item number Item Data item number 

1 Company name Blinded 11 Year 7 

2 Data set number - 12 Duration 8 

3 Facility type 1 13 Sampling 9 
method 

4 State 2 14 Analytical 10 
method 

5 Measurement 3 15 Sensitivity/ 11 
location detection limit 

6 MTBE source (0- 4 16 Control 12 
100%) equipment 

present 

7 Sample type 5 17 Other 13 
information 

8 Subject type 6 18 Concentration 14 
value 

9 Month 7 19 Concentration -
units 

10 Day 7 20 Sector exposure -
category 
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associated with Items 3 (facility type), 6 (MTBE source), 8 (subject type), and 17 

(other information). The following API task classifications were defined for this item: 

1. MTBE manufacturing: This category includes all refinery and chemical 
plant manufacturing personnel handling neat MTBE. This category is 
subdivided into: 

101. Routine operations 
102. Routine maintenance/turnaround 
103. Spills, leaks, and process upsets 
104. Other 

2. MTBE fuel blending, neat MTBE only: This category includes all 
personnel involved in the handling of neat (pure) MTBE during fuel 
blending activities. 

3. MTBE fuel blending, fuel mixtures only: This category includes all 
personnel involved in the handling of gasoline-MTBE mixtures during 
fuel blending activities. 

4. MTBE transportation, neat MTBE only: This category includes all 
personnel involved in the transport of neat MTBE, which includes 
barging, pipeline, trucking, and rail car personnel. 

5. MTBE transportation, fuel mixtures only: This category includes all 
personnel involved in the transport of gasoline-MTBE mixtures, which 
includes barging, pipeline, and rail car personnel. 

6. MTBE distribution, fuel mixtures only: This category includes all 
marketing terminal and trucking personnel involved in the handling of 
gasoline-MTBE mixtures. 

7. MTBE refueling, fuel mixtures only: This category includes all service 
station and retail outlet personnel. 

800. MTBE source measurements: This category includes mostly area 
samples that were taken near major sources. One example is a 
headspace measurement taken in a 5 gallon drum containing neat 
MTBE. 

900. MTBE research-related activities: This category includes test burns and 
other experimental activities. 
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Each exposure listing acquired through the questionnaire consisted of a concentration 

value, a duration, and as many as 18 descriptive data items. Analysts transcribed 

the relevant information onto a hard copy form according to the common data format 

previously described. The resulting data sheets were then entered into a statistical 

software package located on a personal computer. 

Quality assurance checks on the exposure database revealed that some values listed 

on the copies of data sheets were repeated. These duplicate values were removed 

from the final database. The codes assigned to all concentrations exceeding 100 

ppm were checked for accuracy and internal consistency. All coding errors identified 

through this review were corrected. The final version of the exposure survey 

database contained 1,833 exposure estimates. 
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Section 3 

DESCRIPTIVE STATISTICS 

This section discusses the analysis of the exposure survey database. It provides 

detailed frequency distributions of individual variables for the complete database and 

for subsets of the data of particular interest. The section concludes with a discussion 

of selected groups of descriptive statistics. 

FREQUENCY ANALYSES 

The database contains one listing for each measured exposure concentration for a 

total of 1833 listings. Table 3-1 provides a frequency distribution of these listings by 

facility type. Approximately 45 percent of the exposure values relate to refineries. 

Bulk terminals accounted for 23 percent of the exposure values, while chemical 

plants and marine vessels accounted for 14 and 13 percent of the values, 

respectively. Each of the other facility types provided less than three percent of the 

exposure values. 

Table 3-2 indicates the number of data listings associated with each State. Twenty­

three States were represented. Approximately 23 percent of the exposure 

measurements were co ,'::>.cted in California, while Texas contributed approximately 21 

percent. Each of the ou:er States listed in Table 3-2 accounted for less than 8 

percent of the exposure values. No State was specified for approximately 14 percent 

of the exposure values. It should be noted that some of the measurements without 

State specifications were made aboard marine vessels. 

Over 40 different workplace measurement locations were specified in the database 

{Table 3-3). Loading racks were the most frequently-occurring measurement 
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Table 3-1. Frequency distribution of facility type (FACTYPE). 

Frequency 

Question No. Response n Percent 

1 1 : Chemical plant 263 14.3 
2: Refinery 825 45.0 
3: Bulk terminal 421 23.0 
4: Marine terminal 42 2.3 
5: Service station 32 1.7 
6: Research facility 4 0.2 
7: Marine vessel 246 13.4 
Missing 0 0 

Total 1833 100 
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Table 3-2. Frequency distribution of State (STATE). 

Frequency 

Question No. Response n Percent 

2 2: Alaska 15 0.8 
4: Arizona 71 3.9 
6: California 417 22.7 
8: Colorado 62 3.4 
10: Delaware 4 0.2 
17: Illinois 5 0.3 
18: Indiana 21 1.1 
22: Louisiana 136 7.4 
23: Maine 10 0.5 
24: Maryland 14 0.8 
30: Montana 4 0.2 
32: Nevada 16 0.9 
34: New Jersey 50 2.7 
35: New Mexico 17 0.9 
36: New York 22 1.2 
37: North Carolina 12 0.7 
40: Oklahoma 13 0.7 
42: Pennsylvania 118 6.4 
48: Texas 379 20.7 
49: Utah 49 2.7 
51: Virginia 31 1.7 
53: Washington 40 2.2 
56: Wyoming 5 0.3 
100: Canada 33 1.8 
101: AZ/NC 26 1.4 
Missing 263 14.3 

Total 1833 100.0 
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Table 3-3. Frequency distribution of measurement location (MEASLOC). 

Frequency 

Question No. Response n Percent 

3 1 : Pump island8 54 2.9 
2: Facility perimeter 5 0.3 
3: Loading rack 257 14.0 
4: In vehicle 7 0.4 
5: Laboratory 179 9.8 
6: Refinery, unknown 163 8.9 
7: Terminal, unknown 87 4.7 
8: Tanker truck driver 51 2.8 
9: MTBE plant, unknown 119 6.5 
10: Garage 9 0.5 
11: Tank 203 11.1 
12: Vessel, deck 40 2.2 
13: Vessel, mast river 2 0.1 
14: Vessel, manifold 17 0.9 
15: Vessel, crew lounge 2 0.1 
16: Vessel, utility room 2 0.1 
17: Vessel, galley 2 0.1 
18: Vessel, engine room 8 0.4 
19: Engine room, blender 2 0.1 
20: Waste water separator 5 0.3 
21: MTBE unit 64 3.5 
22: Cat cracker 4 0.2 
23: Aromatics product unit 2 0.1 
24: Marine vessel, unknown 175 9.6 
25: Lab, blending, dock, or tank farm 14 0.8 
26: Marine dock 122 6.7 
27: Cooling tower 3 0.2 
28: MTBE pump 1 0.1 
29: Piping 8 0.4 
30: Control Room 6 0.3 
31 : Operator shack 4 0.2 
32: Boiler area 3 0.2 
33: Sampling building/ MTBE sample tank 9 0.5 
34: Reactor area 32 1.7 
35: Turbine area 2 0.1 
36: Hydrogen area 1 0.1 
37: Compressor area 2 0.1 
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Table 3-3 (Continued) 

Frequency 

Question No. Response n Percent 

38: Central stores 1 0.1 
39: Machine shop 12 0.7 
40: Manifold 22 1.2 
41 : Distillation room 8 0.4 
42: Vessel, bridge 3 0.2 
43: Pump house/pump station 12 0.7 
44: MTBE test burn area 8 0.4 
45: Chemical plant, unknown 79 4.3 
46: Vacuum truck 15 0.8 
47: Sump 4 0.2 
48: Filter area 2 0.1 
Missing 1 0.1 

Total 1833 100.0 

8 lncludes pump islands at service stations, refineries, and bulk terminals. 
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location with 14 percent of the exposure values. Storage tanks were the second 

most common location with approximately 11 percent. Laboratory, marine vessel 

(unknown location), refinery (unknown location), marine dock, and MTBE plant 

(unknown location) contributed 9.8, 9.6, 8.9, 6.7, and 6.5 percent of the exposure 

values, respectively. Each of the other measurement locations accounted for less 

than 5 percent of the exposure values. 

Table 3-4 lists the number of data listings associated with various MTBE sources. 

Approximately 43 percent of the listings were associated with the source category 

"gasoline mixed with MTBE in an unknown proportion". Approximately 30 percent of 

the values were associated with 100 percent (neat) MTBE. Each of the remaining 

exposure sources accounted for less than 6 percent of the exposure values. 

The majority of the exposure measurements, approximately 73 percent, were 

personal samples (Table 3-5). Approximately 20 percent of the measurements were 

area samples. The remaining measurements, approximately 7 percent, were 

characterized as "personal and area samples" or as "sample type unknown". 

Approximately 32 percent of the exposure values were associated with the subject 

type "operator" {Table 3-6). In approximately 24 percent of the cases, the subject 

type was missing or unknown {area samples have no subject type). Truck drivers 

and laboratory technicians accounted for approximately 11 and 9 percent of the 

exposure values, respectively. Each of the remaining subject types accounted for 

less than 6 percent of the database listings. 

July and August were the most frequently-occurring months in the database, with 

approximately 18 and 14 percent of the exposure measurements, respectively (Table 

3-7). The remaining responses are evenly distributed among the other 10 

months. The years 1991 and 1992 account for the majority of the measurements 

with approximately 30 and 37 percent, respectively (Table 3-8). Approximately 17 
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Table 3-4. Frequency distribution of MTBE source (MTBESRC). 

Frequency 

Question No. Response n Percent 

4 2 percent MTBE 2 0.1 
4 percent MTBE 4 0.2 
5 percent MTBE 6 0.3 
6 percent MTBE 34 1.9 
8 percent MTBE 3 0.2 
10 percent MTBE 45 2.5 
11 percent MTBE 1 0.1 
12 percent MTBE 80 4.4 
15 percent MTBE 27 1.5 
75 percent MTBE 12 0.7 
100 percent MTBE 558 30.4 
-1: Mixed with gasoline, 

proportion unknown 790 43.1 
-3: Waste water 5 0.3 
-4: Unknown (mixed or neat) 102 5.6 
-5: Mixed in a plant stream 85 4.6 
Missing 79 4.3 

Total 1833 100.0 

Table 3-5. Frequency distribution of sample type (SAMTYPE). 

Frequency 

Question No. Response n Percent 

5 1: Personal monitor 1333 72.7 
2: Area monitor 361 19.7 
3: Personal and area 

sample 68 3.7 
Missing 71 3.9 

Total 1833 100.0 
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Table 3-6. Frequency distribution of subject job type* (SUBTYPE). 

Frequency 

Question No. Response n Percent 

6 1: Customer 2 0.1 
50: Operator 588 32.1 
51: Lab technician 155 8.5 
52: Maintenance personnel 87 4.7 
53: Pipeline operator 15 0.8 
54: Truck driver 206 11.2 
55: Gauger-blender 26 1.4 
56: Helper 5 0.3 
57: Engineering assistant 2 0.1 
58: System analyst 3 0.2 
59: Technician 2 0.1 
60: Inspector 6 0.3 
61: Tankerman 48 2.6 
62: Machinist 10 0.5 
63: Pipefitter 15 0.8 
64: Foreman 22 1.2 
65: Mechanic 25 1.4 
66: Vessel worker 93 5.1 
67: Sampler 26 1.4 
68: Operator or contractor 14 0.8 
69: Electrician 11 0.6 
70: Welder 3 0.2 
71: Clerical 1 0.1 
72: Industrial hygiene 

technician 4 0.2 
73: Gas station attendant 22 1.2 
Missing 442 24.1 

Total 1833 100.0 

Job typ es were recate onzed accordm g g to classifications discussed at 2-4. 
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Table 3-7. Frequency distribution of month (MONTH). 

Frequency 

Question No. Response n Percent 

7 1: January 119 6.5 
2: February 132 7.2 
3: March 121 6.6 
4: April 45 2.5 
5: May 99 5.4 
6:June 124 6.8 
7: July 324 17.7 
8: August 259 14.1 
9: September 106 5.8 
10: October 131 7.1 
11: November 136 7.4 
12: December 167 9.1 
Multiple 69 3.8 
Missing 1 0.1 

Total 1833 100.0 

Table 3-8. Frequency distribution of year (YEAR). 

Frequency 

Question No. Response n Percent 

9 1982 5 0.3 
1987 11 0.6 
1988 2 0.1 
1989 114 6.2 
1990 307 16.8 
1991 542 29.6 
1992 682 37.2 
1993 137 7.5 
Multiple years 32 1.7 
Missing 1 0.1 

Total 1833 100.0 
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percent of the samples were collected during 1990. The years of 1989 and 1993 

account for approximately 6 and 8 percent of the total exposure measurements, 

respectively. Each of the remaining years account for less than 2 percent of the 

measurements. 

Table 3-9 presents the frequency distribution of measurement durations. A majority 

(1157 or 63 percent) of the exposure events were classifiable according to a specific 

duration range. Durations occur most frequently in the 1-to-15 minute range (12.2 

percent) and in the 241-to-480 minute range (29.7 percent). Approximately 16.3 

percent of the events were classified as "short-term exposure level" (STEL) with no 

stated time duration; similarly, 4.5 percent were classified as "time weighted 

averages" (TWA) with no stated duration. Duration was classified as missing for 4.7 

percent of the events. 

The majority of the concentration measurements, approximately 52 percent, were 

made using charcoal tubes (Table 3-10). Organic Vapor Monitors (OVM) were used 

to measure approximately 21 percent of concentration values. No sample method 

was indicated for approximately 19 percent of the samples. Each of the other sample 

methods is associated with 5.0 percent or less of the exposure measurements. 

The most commonly used analytical method was Occupational Safety and Health 

Administration (OSHA) Method 7 (OSHA, 1990) as indicated by approximately 42 

percent of the responses to Question 10 (Table 3-11). Approximately 30 percent of 

the responses failed to indicate an analytical method. The National Institute of 

Occupational Safety and Health (NIOSH) 1615 method (NIOSH, 1990) was used to 

collect 11.5 percent of the samples. Modified versions of the NIOSH method 

contributed an additional 6.2 percent of the measurements. Nine percent of the 

measurements were made using a Mobil in-house procedure (Mobil Oil Company, 

1994), which is an adaptation of the NIOSH method designated as "P and CAM 
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Table 3-9. Frequency distribution of measurement duration (DURATION). 

Question No. Response 

8 -4: Time range specified covers two or more 
of the duration categories 

-3: Other (full shift, six full shifts, short term, 
and peak) 

-2: STEL0 

-1: TWAb 
1: 1 to 15 minutes 
2: 16 to 30 minutes 
3: 31 to 60 minutes 
4: 61 to 120 minutes 
5: 121 to 240 minutes 
6: 241 to 480 minutes 
7: Over 480 minutes 
Missing 

Total 

0 STEL: short-term exposure level. 
bTWA: time-weighted average. 

Frequency 

n Percent 

145 7.9 

63 3.4 
300 16.3 
82 4.5 

229 12.5 
50 2.7 
22 1.2 
29 1.6 

111 6.1 
542 29.6 
174 9.5 
86 4.7 

1833 100.0 

Table 3-10. Frequency distribution of sample method (SAMMETH). 

Frequency 

Question No. Response n Percent 

9 1 : charcoal tube 944 51.5 
2: SUMMA canister 0 0 
3: OVM0 378 20.6 
4: Sorbent tube 31 1.7 
5: Passive dosimeter 34 1.9 
6: Charcoal tube and OVM 91 5.0 
7: organic vapor badge 3 0.2 
Missing 352 19.2 

Total 1833 100.0 

0 OVM: organic vapor monitor. 
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Table 3-11. Frequency distribution of analytical method (ANALMETH). 

Frequency 

Question No. Response n Percent 

10 1: TO-14 0 0 
2: NIOSH P and CAM 

127 34 1.9 
3: Modified NIOSH 113 6.2 
4,5,7: NIOSH 1615 211 11.5 
6: OSHA Method 7 767 41.8 
8: Modified MM-1233 166 9.1 
Missing 542 29.6 

Total 1833 100.0 
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127" (NIOSH, 1977). The remaining measurements were characterized as "NIOSH P 

and CAM 127" (1.9 percent). 

Table 3-12 presents a frequency distribution for the responses to Question 12 (control 

equipment used). Control equipment information was not provided for approximately 

65 percent of the exposure measurements. Respondents indicated "open system" for 

7.6 percent of samples. Respirators or supplied air were indicated in approximately 6 

percent of the responses. Respirators alone were indicated in 5 percent of the 

samples. The survey questionnaire did not clearly distinguish between non-use of 

respirators and non-reported or unknown use. As a consequence, we can not directly 

compare known use with known non-use; however, we calculated measurements with 

reported respirator use for comparison to those without reported use. Vapor recovery 

systems were used during approximately 4 percent of the samples. Each of the 

remaining types of control equipment accounted for less than 3 percent of the 

responses. 

Question 13 requested other information pertinent to interpretation of the data. Table 

3-13 presents a summary of the responses to this question. Approximately 61 

percent of the samples were taken during routine activities. Activities involving the 

loading and unloading MTBE were indicated on approximately 24 percent of the 

responses. Approximately 11 percent of the samples were taken during turnaround 

and maintenance activities. 

Table 3-14 lists the number of exposure values assigned to each of the 16 sector 

exposure categories. The most frequently assigned category was "transport of MTBE 

fuel mixtures" (21 percent). Blending of MTBE fuel mixtures was assigned to 17 

percent of the responses. Distribution of MTBE fuel mixtures was assigned to 

approximately 16 percent of the samples. MTBE manufacturing-routine operations 

was assigned to approximately 14 percent of the survey responses. Transport of 
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