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A MESSAGE FROM THE PROGRAM CHAIR 

P R O C E E D I N G S V 

As the Program Chair for the 2005 International Oi l Spill Conference, I 
would like to extend a THANK YOU to all those that made this event one of 
the best ever conferences. A special "great job" to the speakers, special guests, 
technical experts that gave their time to participate in developing the session's 
issue paper "Potentially Polluting Wrecks"and the International Maritime 
Organization workshop report, manuscript authors, poster presenters, session 
chairs, and the exhibition hall booth personnel. I offer a huge hug for the 
program committee members for their dedicated effort to make the conference 
meaningful, educational and worth the time and expense for conference 
attendees. The committee worked diligently and enthusiastically to design, 
develope, and present topics of concern; the emerging pollution and response 
issues that governments and people from around the globe are struggling with. 

Our goal was to live up to this year's conference theme: "Prevention, 
Preparedness, Response and Restoration - Raising Global Standards". The 
wide focus enabled interesting, yet differing global perspectives and brought 
all to a greater understanding of what lies ahead. The conference generated 
thoughtful dialogue, encouraged debate and may perhaps be the geneses to 
facilitate workable solutions in the future. 

Please remember the conference schedule has changed to a three-year cycle. 
We are pleased to announce the next conference will be held in 2008 in the 
United States. 

These Proceedings contain the complete collection of papers presented during 
the 2005 International Oil Spill Conference. I hope you use them for research 
to spark new ideas. Please continue to support this conference by performing 
the oil spill research, document best practices found during current responses, 
and publish manuscripts for the next conference in 2008. 

Upon closing, I ask for your support and attendance at all three international 
oil spill conferences. The conferences will build on each other and all will 
have the same international flavor. Adieu for now and best of luck. 

Dirk A. Greene 
Commander, U.S. Coast Guard 
2005 Program Chairman 
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EXECUTIVE SUMMARY 
There has been increased awareness and concern about the oil-
pollution risks posed by sunken wrecks, both recent and relic. 
Recent cases such as M/T Prestige and M/T Erika, where the 
vessel or portions of the vessel sank with large volumes of heavy, 
persistent oils onboard, have triggered public demand for removal 
of the oil, regardless of the pollution threat. Mystery spills have 
been linked to older wrecks that have started leaking, such as USS 
Mississinewa and SS Jacob Luckenbach. Funding is usually a 
limitation, even when there is a responsible party, because of the 
high costs of oil and/or wreck removal. However, the concern is 
that these wrecks will eventually release their oil, either slowly 
or catastrophically resulting in significant damage to the environ-
ment. There are many complex issues associated with the pro-
active response to these potentially polluting wrecks: Which pose 
the greatest risks? Who should pay for assessment and removal 
costs? What are feasible and cost-effective technologies for as-
sessment and oil removal? The goals of this paper are to provide 
an objective analysis of the current state of potentially polluting 
wrecks, due to the discharge of petroleum, or the substantial 
threat of such a discharge, and to offer considerations for address-
ing the issues. 

A step-wise process was followed. The first step was to com-
pile existing data into the first-ever worldwide database of poten-
tially polluting wrecks. The database includes non-tank vessels of 
at least 400 gross tonnage (GT) holding petroleum-based oil as 
fuel/bunkers (and for operations) and tank vessels of at least 150 
GT holding petroleum-based oil as cargo and fuel/bunkers (and for 
operations). The intent was to consider those wrecks that posed a 
significant oil-pollution risk. The resulting database includes 8,569 
potentially polluting wrecks, with 1,583 tank vessels and 6,986 
non-tank vessels. Estimates of the likely volume of oil remaining 
onboard these wrecks were made, particularly when the volume 
of oil onboard was not known. A high estimate was calculated 
assuming that a tank vessel had at least 80 percent of its cargo 
capacity on board, and bunkers were assumed to be 70 percent 
full. A low estimate was calculated based on the assumption 
that half of the vessels would have been 80 percent full and half 
would have been 20 percent full at the time of sinking and that an 
estimated 80 percent of the oil would have either spilled at the time 
of the sinking or seeped out in the years following. The results 
were a low estimate of 2.5 million tonnes (757 million gallons) 
and a high estimate of 20.4 million tonnes (6 billion gallons). 

The next step was a review of the different regulatory and 
financial regimes both in the United States and internationally. 
The United States has fairly structured pollution response and 
wreck removal regimes under the Wreck Act and the Clean Water 
Act, as amended by the Oil Pollution Act of 1990 (ΟΡΑ 90). The 
Wreck Act provides a mechanism to remove wrecked vessels from 
navigable channels. ΟΡΑ 90 provides a source of funds should an 
owner of a wrecked vessel either not be found or be unwilling to 
remove or otherwise mitigate the discharge or threat of discharge 
from a wreck, including removal of the wreck when it is deter-
mined to be absolutely necessary to abate the discharge, or sub-
stantial threat of such a discharge, to the environment. The major 
issue with the United States revolves around whether a wreck must 
be removed in order to abate the discharge, or threat of discharge, 
of its oil polluting contents under ΟΡΑ 90. Internationally, States 
have various pollution-related wreck removal authorities, but they 
are generally weak because of the lack of funding mechanisms. 
The international community has struggled with a policy regarding 

wreck removal and began officially considering a comprehensive 
Draft Wreck Removal Convention (DWRC) in 1998. One of 
the most controversial points of this convention is the funding 
mechanism. The DWRC's inclusion of a financial security re-
gime is intended to ensure that the owners of sunken vessels are 
primarily liable and responsible for marking and removing the 
polluting wrecks. The current draft of the DWRC contemplates 
using a system of insurance and other financial security to ensure 
that mitigating action is taken, which may arguably take care of 
a great percentage of the international removal efforts. However, 
an international fund should be established to provide funding in 
case the owner cannot be found or such funds are insufficient. This 
has been a major issue in the development of the DWRC. Adop-
tion of the DWRC, even in its present form, could greatly improve 
the current gap internationally with regard to mitigating polluting 
or potentially polluting wrecks. The establishment of universally 
acceptable international rules on the rights and obligations of 
States and shipowners in responding to wrecks with dangerous 
cargoes and posing a threat to navigation and/or the environment 
may be a welcome improvement to the current situation. 

The next step was to evaluate the technological feasibility 
for assessing the potential for an oil discharge from a vessel and 
oil offloading methods. Salvors and the response community have 
shown that they can be innovative and cost-conscious. There are 
few technological limitations to recovering oil from deep depths, 
cold waters, and other challenging conditions. As demonstrated 
by the recent and successful removal of most of the 14,000 tonnes 
of heavy oil remaining onboard the Prestige wreck in waters 
over 3,500 meters deep, remotely operated vehicles (ROVs) can 
be modified to perform a wide range of assessment and removal 
actions. Some of the remaining oil removal challenges are viscous 
oils that require heating to make them pumpable, double-hull 
oil cargo tanks that may increase the difficulty and risk of oil 
recovery operations, locating and estimating the volume of oil in 
cargo and other spaces, and close-out procedures. Further research 
is needed on wreck corrosion rates and field survey methods to 
support development of a wreck stability model. One of the key 
questions to be answered during a wreck assessment is "When 
might the wreck start to leak?" Better methods are needed to 
collect and interpret the data to assist in making this assessment. 

The last step was development of guidance for assessing the 
risks and consequences of oil releases from potentially polluting 
wrecks. It is clear that most of the oil remaining on these wrecks 
will eventually be released. More than 75 percent of the wrecks 
date back to World War II and thus have been underwater for 
55-65 years, so there is added concern that corrosion will lead to 
increased oil discharges. It is also clear the consequence of such 
discharges, when they occur, will vary greatly. There are limited 
funds available to proactively remove the oil, thus it is important 
that oil removal efforts be prioritized according to the likelihood 
and consequence of oil releases. Therefore, there is a need for a 
systematic risk assessment of potentially polluting wrecks. Such 
a framework would include ranking categories related to site, 
environmental, and economic criteria. Furthermore, the available 
databases of known wrecks lack key data for use in fully charac-
terizing risk to the environment. Standardization of information 
and methods of risk assessment for individual wrecks or groups 
of wrecks could provide enough state and regional impetus for 
enactment of a viable international legal regime concerning action 
on such wrecks. 
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POTENTIALLY POLLUTING WRECKS IN MARINE WATERS 

I. INTRODUCTION 

Background 

Catastrophic losses of vessels in recent years, such as M/T 
Prestige, M/T Erika, M/V Tricolor, and M/T Ievoli Sun, have 
produced increasing pressure on vessel owners and governments 
to engage in extraordinary efforts to remove all pollutants from 
submerged wrecks. Removal is particularly an issue where a recent 
wreck is causing impacts to the surrounding habitat, either from 
the fuel, cargo, or the vessel itself. Similarly, a number of vessels 
that sank decades ago (e.g., SS Jacob Luckenbach, M/V Castillo 
De Salas, and USS Mississinewa, among others), have begun 
releasing oil, fouling sensitive environmental habitats, stimulating 
criticism of the insufficient oil removal efforts undertaken (if any), 
and generating demands for removal of all pollutants from those 
wrecks and removal of the wreck itself if all the pollutants cannot 
be completely removed. However, what about vessels that have 
sunk, but have not started leaking, both recent and relic? These 
"potentially polluting wrecks" are in a gray zone, particularly 
relic wrecks that seldom have a Responsible Party who is willing 
or obligated to pay for the oil removal. 

These events and the potential increase in the number older 
sunken vessels that are likely to start to leak as they deteriorate 
demand that governments and industry together begin planning 
now for how best to respond to potential future events. The 
"reactive" approach often followed in the past (e.g., respond 
only when oil starts to leak) has become scarcely acceptable. 
There is a growing public demand for "proactive" oil removal 
from wrecks, including war casualties or other sunken vessels, to 
remove any significant threat of future pollution (Basta and Ken-
nedy, 2004). The justification is based on not "// there will be an 
oil release" but rather "when will the oil start leaking." Some in 
the environmental community refer to these wrecks as "oil time 
bombs" (Girin, 2004). These concerns lead, naturally, to the need 
for a viable risk assessment process that takes into consideration 
the potential for leaks, as well as possibilities of damage, mitiga-
tion, and cost recovery. 

If the oil is easily removed or the vessel is a hazard to naviga-
tion, and if there is a Responsible Party or other funding source, 
then the choice is easy £nd mitigation efforts are often conducted 
and it becomes another case history from which to learn. The 
problems occur when the salvage operations are very difficult, 
expensive, and without a ready source of funds. We send astro-
nauts into space using sophisticated technologies at very high 
costs. Why can't we use the best available technologies to address 
deep-sea wrecks that are potential pollution threats? Obviously, 
tradeoffs have to be made based on the risks. 

Goals and Organization of the Paper 

The goals of this paper are to provide an objective analysis of 
current state of potentially polluting wrecks, due to release of 
petroleum products, and to make recommendations for future 
actions. The paper is organized by: 1) data analysis, 2) legal and 
financial issues associated with wreck response, 3) technological 
feasibility of response, and risk assessment, as described below. 

Chapter II outlines the scope of the problem of potentially 
polluting wrecks. A worldwide review of information concerning 
the number of wrecks and the amount of oil potentially onboard 
is provided, and the combined wreck database is analyzed for the 
geographic distribution and volumes of oil associated with the 
wrecks. This analysis provides the first worldwide assessment of 
the risks of potentially polluting wrecks. 

Chapter III discusses the policy and financial issues, highlight-
ing existing limitations with respect to wreck removal. Chapter 
IV describes the technologies available for pollutant and wreck 
removal. This Chapter and the case studies in each chapter clearly 
demonstrate that there are few technological limitations to oil 
or wreck removal; the true limitations are funding. 

Chapter V provides a framework for assessing the risks of 
potentially polluting wrecks and determining appropriate courses 
of action in addressing both the potential for pollution from the 
total population of wrecks as well as in response to a specific 
wreck that begins to release pollutants. Through objective risk 
assessment, wrecks with the greatest potential environmental harm 
can be prioritized for proactive removal actions. 

Chapter VI defines the problem and outlines considerations 
for addressing the potentially polluting wrecks issue, including: 
defining and describing technological challenges to pollutant 
removal; and discussing relevant factors and limitations involved 
in assessing environmental risks; and offers various ideas for con-
sideration in addressing the funding issue. 

Definitions 

The following definitions apply to the scope of the analysis: 

"Wreck" means following upon a maritime casualty (a colli-
sion of ships, stranding or other incident of navigation or other 
occurrence on board a ship or external to it resulting in material 
damage or imminent threat of material damage to a ship or its 
cargo): 

a) a sunken or stranded ship; or 
b) any part of a sunken or stranded ship, including any object 

that is or has been on board such a ship; or 
c) any object that is lost at sea from a ship and that is stranded, 

sunken or at sea; or 
d) a ship that is about, or may reasonably be expected, to sink 

or strand, where an act of activity undertaken to assist the 
ship or any property in danger is not already under way 
(Draft IMO Resolution on Wreck Removal, 2002). 

"Ship" means a vessel of any type whatsoever operating in 
the marine environment and includes hydrofoil boats, air-cush-
ion vehicles, submersibles, floating craft, and fixed or floating 
platforms. 

"Tank vessel" means a ship constructed or adapted primarily to 
carry oil in bulk in its cargo spaces. 

"Non-tank vessel" means a ship other than a tank vessel that 
carries oil of any kind as fuel for main propulsion and machinery 
(e.g., passenger, dry bulk, container, fishing, and other commercial 
and military vessels). 

7 
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"Potentially Polluting" means that a wreck that contains oil. 
Wrecks where the pollution threat has been removed through sal-
vage and/or lightering, or having spilled completely in the accident 
were excluded. 

"Oil" means petroleum in any form including crude oils, fuel 
oil, sludge, oil refuse, refined products and intermediate products. 
For purposes of this paper, the term oil does not include petro-
chemicals. No other contaminants are considered in this analysis. 

"Marine Waters" include open ocean, coastal, and estuarine 
settings. Rivers and freshwater lakes are excluded from consider-
ation. 

II. DATA S O U R C E S A N D LIMITATIONS 

Data Sources 

An international database of potentially polluting wrecks, referred 
to as the Environmental Research Consulting (ERC) International 
Marine Shipwreck Database, was developed from various national 
and international data sources. The database incorporates informa-
tion from the following sources: 

• National Oceanic and Atmospheric Administration (NOAA) 
Resources and Under Sea Threats (RUST) database (Over-
field, 2004) 

• South Pacific Regional Environment Programme (SPREP) 
World War II Ship Wreck database 

• NOAA Automated Wreck and Obstruction Information 
System (AWOIS) 

• Lloyd's Casualty Archive data (1963 - 1997), Lloyd's Mari-
time Casualties (Hooke, 1997) 

• ERC's Oil Spill and Marine Casualty Databases 
• Worldwide Shipwreck Database (Hugh Brown) 
• Northern Maritime Wreck Database 
• Minerals Management Service Shipwreck Database 

(Alaska) 
• California Shipwrecks Database 
• German World War II Maritime Shipwreck List (Schiff-

wracksliste) 
• World War II wrecks from the U.S. Navy and military 

veteran websites 
The criteria used for inclusion of incidents in the database 

were: 

• Location: marine waters, including navigable-in-fact estua-
rine waters; 

• Vessel types: non-tank vessels of at least 400 gross ton-
nage (GT) holding petroleum-based oil or oil products as 
fuel/ bunkers (and for operations); and tank vessels of at 
least 150 GT holding petroleum-based oil or oil products as 
cargo and fuel/bunkers (and for operations); 1 and 

• Incident types: groundings, collisions, structural failures, 
or military attacks resulting in the sinking (submergence) of 
the vessels. Any incidents in which the vessel was reported 
to have been raised, salvaged, lightered, or scrapped were 
excluded from the data set. 

There were considerable overlap in the data (i.e., the same 
incidents were included in more than one data source), and every 
effort was made to remove duplicate records and combine in-
formation to create the most comprehensive data set possible. 
For incidents in which there were conflicting information or 
incomplete data, best efforts were made, relying on previous 
research and experience, to determine the most logical and 
reasonable data for those incidents. 

The accuracy of location data (latitude and longitude) varied 
with the data sources and specific incidents. In some cases, there 
were conflicting or incomplete reports on the location of a par-

ticular wreck (or parts of that wreck). For the NOAA RUST data, 
the location information had been adjusted to reduce the accuracy 
of the location (e.g., to no more accurate than within 100 nautical 
miles), to minimize the risk that the data could be used to pillage 
artifacts or destroy historically or environmentally significant 
wrecks, or to preserve the dignity of war graves. The SPREP data 
were provided by Marsden square. The Marsden square 2 was 
calculated for each vessel, based on the best available information 
on the location, even if the latitude and longitude data were inac-
curate. A Marsden square map is shown in Figure 1, with regional 
sectors developed specifically for this paper so that estimates of 
potential risks can be made for different regions (described in 
Table 1). 

The data fields included for each incident in the database are 
shown in Table 2. There are 1,583 tanker wrecks (including tank 
barges) and 6,986 non-tank vessel wrecks, for a total of 8,569 
incidents in the database. The database spans the years 1890 
through 2004. The majority of incidents stem from the years of 
World War II (1939 - 1945), with 69 percent of tanker incidents 
and 75 percent of non-tanker incidents (a total of 75 percent of all 
incidents). 

The limitations of the database, as prepared for this paper, are 
similar to those of any database that is developed after the fact 
from a large variety of sources that are recording information 
for differing purposes. There are likely biases in the data because 
certain types of incidents (e.g., World War II wrecks) were more 
widely publicized and recorded for historical interest or were more 
closely tracked for the purpose of historical preservation or for 
the development of navigational obstruction maps (e.g., wrecks 
in US waters). The type of information in the databases and data 
sets used in the development of this paper were not necessarily 
recorded to determine future pollution threats from these wrecks. 
There are, therefore, incomplete records on the amount of oil 
on board or the condition of the vessel that would be essential to 
accurately determine pollution risk. This lack of accurate informa-
tion necessitated the use of estimations, extrapolations, and often, 
"educated guesses" for many shipwreck incidents. The database 
may also entirely miss less carefully tracked incidents. 

There is the possibility of duplicate records if the incidents are 
referred to by different vessel names. 3 Some of the data, notably 
that provided by SPREP, contained no vessel names or exact 
locations 4, but did include information on incident dates, vessel 
types, sizes (deadweight tonnage), and Marsden square location. 
Meticulous sorting of the data, matching by location, date, vessel 

F IGURE 1. M A R S D E N S Q U A R E N U M B E R I N G S Y S T E M 
( S O U R C E : U S NATIONAL CLIMATE DATA C E N T E R ) , 

WITH R E G I O N A L S E C T O R S (A T H R O U G H S) 
ANALYZED FOR POTENTIALLY POLLUTING W R E C K S , 

D E S C R I B E D IN TABLE 1. 
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type and size, and vessel name, was conducted to assure that each 
vessel was only represented once and that no vessels were incor-
rectly removed from the data set. While every effort was made 
to develop a "clean" database, there may still be errors, duplica-
tions, and omissions. In addition, this database, as does this study, 
focuses only on non-tank vessels of at least 400 GRT and tankers 
of at least 150 GRT. There is considerable evidence that there is 
a much larger set of wrecks of smaller vessels that, while hold-

ing less oil, could present significant environmental hazards on a 
localized level. Available data on many of these smaller vessels 
were excluded from the database due to the parameters of vessel 
size that were set. 

At present, this is the most complete data set available. It 
appears unlikely that the database has failed to capture the vast 
majority of the largest vessels, particularly tankers, which hold the 
greatest amount of oil. 

Table 1. Regional Sectors Analyzed for Potentially Polluting Wrecks. 

Sector General Region Latitude/Longitude Marine Marsden Squares1 

A 
Scandanavian-West 

Russian Arctic Ocean 
Nof50°N 

Ε of 0° to 100° Ε 
279-288,245 -252 ,214-216 

Β 
East Russian Arctic 

Ocean 
Nof60 ö N 

Ε of ioo*Eto ΐόοην 
269-278 ,233-236 

C Canadian Arctic Ocean 
Nof60°N 

Ε of I60°Wto 80* W 
261 -268,225 -232 

D Northwest Atlantic Ocean 
North of0°, 

W of 80°W to 40°W, and east 
US/Caribbean 

258-260; 221 -224, 185- 187, 
149- 152, 113- 117, 

077 - 082, 041 - 045, 005 - 007 

Ε Northeast Atlantic Ocean 
North of0° 

Ε of 40° W to 0° 

253 - 255,217 - 220, 181 - 184, 
145- 148, 109- 112, 073-076, 

037-040, 001 -004 

F Southeast Atlantic Ocean 

Sof0°,Nof50°S 
Ε of 20° W 

Sof30*N,Nof5ööS 
EofO0 

107 - 108, 071 - 072, 003 - 036, 
300 - 301, 334 - 337, 370 - 373, 
406 - 409, 442 - 445, 478 - 479 

G 
Antarctic-Southeast 

Atlantic Ocean 
Sof 50°S 

Ε of 20°W to 20°E 
480-481 ,514-517 , 
550-553, 586-587 

Η 
Antarctic-Southwest 

Atlantic Ocean 
Sof50°S 

Ε of 70« W to 20nV 
482-486 ,518-522 , 554-558 

I 
Antarctic-Southeast 

Pacific Ocean 
Sof50°S 

W of 20° W to I60°W 487-495 ,523-531 , 559-567 

J 
Antarctic-Southwest 

Pacific Ocean 
Sof50"S 

Wof 160* W to 100° Ε 
496 - 505, 532 - 541, 568 - 572 

Κ Antarctic-Indian Ocean 
Sof50*S 

Wof l00»Eto 20°E 
506 - 513, 542 - 549, 584 - 585 

L Indian Ocean 
Sof30°N to 50°S 

EofEof20°Eto 100°E 
(excluding Sector M) 

099 - 102, 063 - 066, 027 - 030, 
326 - 333, 362 - 368, 398 - 404, 

434-441 ,470-477 

Μ Middle-Eastern Gulfs 
Sof30"N to 0° 

Ε of 2 0 ^ to 70°Ε 
103-105 ,67-70 , 031 -034 

Ν Mediterranean Sea 
Sof 50°Nto 30°N 

Ε of 0s3 to 40Έ 
177- 180, 141 - 144 

Ο Northwest Pacific Ocean 
Nof30"N to 60°N 

Wof 160öWto 100°E 
197-203, 161 - 169, 125- 133 

Ρ 
South Asian-Pacific 

Ocean 
Sof30°Nto 50*S 

Wof 160°Wto !00°E 

089 - 098, 053 - 062, 017 - 026, 
316-325, 352-361 ,388-393 , 
395 - 397,424 - 433, 460 - 469 

Q North Pacific Ocean 
NofO e ,Sof60 e N 

Ε US/Central America to 160°W 
193- 196, 157- 160, 120- 124, 
083 - 088, 048 - 052, 008-016 

R Southeast Pacific Ocean 
SofO* 

W of 70° W to 160°W 
307 - 315, 343 - 351, 379 - 387, 

415-423,451 -459 

S Southwest Atlantic Ocean Sof0° 
W of 20°W to 70°W 

302 - 305, 338 - 340, 372 - 377, 
410-414, 446-450 

1 Refers to Marsden squares in Figure I. Excludes land-locked Marsden squares with no marine waters. 
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TABLE 2. Data Fields in the ERC International Marine Shipwreck Database. 

Data Field Description 
Date Reported date of sinking or best estimate 
Year Year of reported sinking 
Vessel Name Name of vessel 

Vessel Type 
Type of vessel - passenger ship. Liberty ship. Victory ship, tanker, cargo 
vessel, fishing vessel, military (navy) vessel, etc. 

Vessel Category 
Tank (vessel carrying oil as cargo) or Non-tank (vessel carrying oil as 
fuel/bunkers and for operations only) 

GRT 
Gross registered tonnage of vessel (same as GT or gross tonnage), which is 
the measure of a ship's capacity in units of 100 cubic feet of enclosed 
space, (e.g., a 1,000 GT vessel has a capacity of 100,000 cubic feet). 

DWT 

Deadweight tonnage (mainly relevant for tank vessels), which is a measure 
of the vessePs carrying capacity to the nearest thousand metric tons 
(tonnes). Each tonne of DWT holds the equivalent of 1.05 tonnes, 7.3 
barrels, or 308 gallons of oil. 

Vessel Length 
Reported length of the vessel (for estimation of vessel size when no GRT or 
DWT available) 

Vessel Flag Flag that the vessel was flying at the time of the incident 
Location Description oflocation of sunken vessel (e.g., name of nearest city, region) 

Nation 
Nearest nation to wreck site; does not necessarily imply national Exclusive 
Economic Zone status oflocation, i.e., the wreck may technically be in 
international waters 

Sea (Waterbody) Name of the relevant sea, ocean part, or larger waterbody 
Latitude Best information on latitude 
Longitude Best information on longitude 
Marsden Square Marsden square location as shown in Figure 1. 

Cargo 
Petroleum-oil cargo, if known or reported, aboard tanker (for tank vessels 
only) 

Cargo Amount Amount of cargo 
Cargo Unit Unit of cargo reported (for standardization of cargo amounts) 
Cause of Sinking Reported cause of sinking (e.g., structural failure in storm, war casualty) 
Depth of Sinking Reported depth of wreck 

Analytical Methods 

The analytical objectives were to estimate: 1) the approximate 
number and type of shipwrecks present internationally and by 
region, and 2) the approximate amount and type of petroleum-
based cargo and fuel aboard the sunken vessels, for the determina-
tion of risk from these sources. 

Data on the actual amount of oil on board were often not 
available for the shipwreck incidents. In many cases, there was no 
information about the exact amount of oil on board, particularly 
in reference to fuel or bunkers. Fuel or bunker content would de-
pend on the distance the vessel had traveled since last refueling or 
bunkering. In addition, oil may have leaked or spilled during the 
vessel sinking or due to the damage to the vessel that caused it to 
sink or in the aftermath. 

Because data on the amount of oil were not readily available 
for most of the incidents, the amount of oil on board at the time 
of sinking was estimated. Unless a tanker was reported to be in 
ballast (i.e., not containing any oil cargo), it was assumed that it 

had at least 80 percent of its cargo capacity on board. Bunkers 
were assumed to be 70 percent full.5 Oil cargo was determined 
based on the reported deadweight tonnage (DWT) or net tonnage 
(NT) of the vessel (Etkin, 1999), such that: 

DWT χ 1.05 = tonnes of oil, or NT χ 1.047 = tonnes of oil 

In cases where tank vessel deadweight or net tonnage were not 
known or recorded, it was estimated from gross tonnage (based 
on a known correlation of gross tonnage and deadweight tonnage 
developed from other databases) or the known type and/or age of 
the tankers. 

All oil amounts were standardized to metric tons (tonnes) with 
the relationship between volume and tonnage measures converted 
by a formula 7 taking into account oil specific gravity (sp.gr.): 

US gallons · sp.gr. · 4.1xl0~ 3 = 
tones, or Barrels · sp.gr. · 9.78x10 - 5 = tonnes 

Cubic meters · sp.gr · 1.55xl0~5 = tonnes 
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This methodology resulted in what would be considered a high 
estimate for oil content of wrecks. For the majority of vessels, 
there is little information on whether the vessel was full (or even 
80 percent full), partially full (having unloaded cargo at a previous 
port or having burned bunker fuel en route), or in ballast (in the 
case of tankers). In addition, some or all of the oil that might have 
been on board may have spilled during the initial incidents that led 
to the sinking or slowly seeped out after sinking. For this reason, 
a low estimate was calculated based on the assumption that half of 
the vessels would have been 80 percent full and half would have 
been near empty (20 percent full) at the time of sinking and that 
an estimated 80 percent of the oil would have either spilled at the 
time of the sinking or seeped out in the years following. The 80 
percent loss figure for the "low estimate" is based on an analysis 
of vessel sinkings and oil spills in the database, which indicate that 
for catastrophic vessel casualties (drift groundings, vessels break-
ing up and sinkings) for which oil remaining on board has been 
salvaged, there is, on average, about 80 percent loss. Complete 
loss is rare (see Etkin, 2002). An analysis of recent casualties bears 
this out. Erika lost 64 percent of its cargo, Prestige lost 83 percent, 
Yu Π No. 2 lost 78 percent, and Osung No. 3 lost 99 percent. The 
average of these losses is 83 percent. 

This approach leaves roughly 16 percent of a full-load of oil in 
half the vessels and 4 percent of a full-load in the other half (Fig-
ure 2), or an average of 10 percent of the potential oil load still on 
board across all the vessels. 

80% F U L L 
(near full) 

I 
20% F U L L 

(near empty) 

leak 80% 

16% L E F T 
I 

4% L E F T 

Average = 
10% L E F T 

F I G U R E 2. LOW O I L - O N - B O A R D ESTIMATE 
M E T H O D O L O G Y . IT W A S A S S U M E D THAT HALF 

THE V E S S E L S W E R E 80 P E R C E N T FULL A N D HALF 
W E R E 20% FULL, A N D ALL W O U L D HAVE LOST 

80 P E R C E N T OF THE OIL O N B O A R D TO S E E P A G E . 
T H E A V E R A G E W O U L D T H E N B E 10 P E R C E N T OF 

THE TOTAL POTENTIAL A M O U N T OF OIL STILL LEFT. 

S U M M A R Y STATIST ICS 

International Statistics 

Based on the assumptions and methods described above, the 
number of shipwrecked vessels, the types of vessels, the size 
distribution of these vessels, the amount and types of oil likely to 
be held in these submerged wrecks, the age distribution of the 
submerged vessels, and geographic distribution of these vessels 
were approximated. The characteristics of the submerged wrecks 
were determined worldwide and for each of the regions shown 
in Figure 1. The estimated number of total submerged potentially 
oil-containing vessels meeting the criteria established (150 GT 
or greater for tank vessels and 400 GT or greater for non-tank 
vessels) is 8,569. The estimates of wrecked vessels and amount of 
oil contained in those vessels are shown in Table 3. The wrecks are 
distributed geographically as shown in Figure 3 and Table 4. 

F I G U R E 3. APPROXIMATE DISTRIBUTION OF 
POTENTIALLY POLLUTING S H I P W R E C K S . 

(DOTS D O NOT INDICATE EXACT LOCATIONS, 
BUT A R E B A S E D O N APPROXIMATE LOCATIONS 

WITHIN M A R S D E N S Q U A R E S . ) 

The frequency distributions of the oil amounts estimated to be 
on board based on the high and low estimates shown in Figure 4 
for sunken tankers and Figure 5 for sunken non-tank vessels. 

Table 5 shows the percentile oil volumes from the probability 
distribution function of the A) high estimates and B) low estimates 
of oil contained in sunken tank vessels. The percentiles represent 
that oil amount for which that percentage of vessels contains at 
least that amount of oil. The remaining percentage contains more 
oil. For example, the 95th percentile shows the amount of oil for 

Table 3 . Estimates of Worldwide Oil-Containing Wrecks. 

Vessel Type Number Vessels 
Estimated Potentia 1 Total Amount Oil 

Vessel Type Number Vessels 
HIGH ESTIMATE LOW ESTIMATE 

Tank Vessels 
> 150 GT 

1,583 
4.3 billion gallons 
14.6 million tonnes 

535 million gallons 
1.8 million tonnes 

Non-Tank Vessels 

>400 GT 
6,986 

1.7 billion gallons 
5.8 million tonnes 

212 million gallons 
720,000 tonnes 

TOTAL VESSELS 8,569 
6 billion gallons 

20.4 million tonnes 
747 million gallons 
2.5 million tonnes 
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Table 4 . Estimated Number of Wrecks and Amount of Oil by Regional Sector. 

Sector General Region 
Numbers of Vessels' Amount of Oil max/min1 

Sector General Region 
Non-Tank Tank Total tonnes gallons 

A 
Scandinavian-West Russian 

Arctic 
324 74 398 

876,000 

110,000 

258 million 

32 million 

Β East Russian Arctic 12 1 13 
8,600 

1,000 

2.5 million 

315,000 

C Canadian Arctic 11 2 13 
14,000 

1,800 

4.3 million 

533,000 

D Northwest Atlantic 1,039 354 1,393 
4 million 

512,000 

1.2 billion 

151 million 

Ε Northeast Atlantic 467 319 786 
3.5 million 

439,000 

1 billion 

129 million 

F Southeast Atlantic 47 27 74 
785,000 

98,000 

231 million 

29 million 

G Antarctic-Southeast Atlantic 0 0 0 0 0 

Η Antarctic-Southwest Atlantic 1 0 1 
193,000 

24.000 

56.8 million 

7.1 million 

I Antarctic-Southeast Pacific 0 1 1 
850 

100 

250,000 

31,000 

J Antarctic-Southwest Pacific 0 0 0 0 0 

Κ Antarctic-Indian 1 0 1 
47,000 

5,900 

13.8 million 

1.7 million 

L Indian 210 86 296 
1.3 million 

160,000 

376 million 

47 million 

Μ Middle-Eastern Gulfs 82 111 193 
1.5 million 

193,000 

454 million 

57 million 

Ν Mediterranean Sea 262 99 361 
1 million 

132,000 

310 million 

39 million 

Ο Northwest Pacific 1,064 88 1,152 
1 million 

137,000 

323 million 

40 million 

Ρ South Asian-Pacific 2,404 333 2,737 
4.1 million 

510,000 

1.2 billion 

150 million 

Q North Pacific 283 46 329 
674,000 

84,000 

198 million 

25 million 

R Southeast Pacific 8 4 12 
86,000 

11,000 

25 million 

3 million 

S Southwest Atlantic 142 18 160 
346,000 

43,000 

102 million 

13 million 

'Totals differ from Table 3 due to the inclusion of vessels that do not have Marsden Square locations in Table 3. 

Full document details: API Publ 4718-2005

http://www.avadocuments.com/doc/api-publ-4718-2005
http://www.avadocuments.com/doc/api-publ-4718-2005


S P E C I A L S E S S I O N 13 

Frequency Distribution for Maximum Potential Oil Content: TANKERS 
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Frequency Distribution for Minimum Potential Oil Content: TANKERS 

700 

600 

500 -

400 

300 -• 
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Tonnes Per Vessel 

F I G U R E 4. F R E Q U E N C Y DISTRIBUTION OF THE 
ESTIMATED A M O U N T OF OIL REMAIN ING O N -

B O A R D S U N K E N T A N K E R S , B A S E D O N THE A) HIGH 
CALCULATIONS A N D B) LOW CALCULATIONS. 

3,500 

3,000 

2,500 

2,000 

1,500 

1,000 

500 

Frequency Distribution for Maximum Potential Oil Content: 
NON-TANKERS 

Tonnes Per Vessel 

4,500 

4,000 

3,500 

3,000 

2,500 

2,000 

1,500 

1,000 

500 

0 

Frequency Distribution for Minimum Potential Oil Content: 
NON-TANKERS 

Tonnes Per Vessel 

F I G U R E 5. F R E Q U E N C Y DISTRIBUTION OF THE 
ESTIMATED A M O U N T OF OIL REMAIN ING O N B O A R D 

S U N K E N NON-TANKERS, B A S E D O N THE A) HIGH 
CALCULATIONS A N D B) LOW CALCULATIONS. 

Table 5. Probability Distribution Function of Potential Oil Volumes Contained in Sunken 
Vessels. 

Vessel Type Estimate 
Estimated Potential Oil Content of Sunken Vessels (Percentile Amount 1) 

Vessel Type Estimate 
10* 5Q,k 75* 95* Worst Case 

Tanker 
High 

600 t 
176,400 gal 

7.0001 
2.1 million gal 

10,000 t 
2.9 million gal 

20,000 t 
5.9 million gal 

267,000 t 
78 million gal 

Tanker 

Low 
701 

21,000 gal 
8001 

235,000 gal 
1,2001 

353,000 gal 
2,0001 

588,000 gal 
33,000 t 

9.7 million gal 

Non-Tanker 

High 
5001 

147,000 gal 
6501 

191,000 gal 
9301 

273,000 gal 
1,2001 

353,000 gal 
17,000 t 

5 million gal 
Non-Tanker 

Low 
701 

21.000 gal 
901 

26,000 gal 
1201 

35,000 gal 
1701 

50,000 gal 
2,1001 

617,000 gal 

All Vessels 
(Combined) 

High 
5601 

164.000 gal 
7901 

232,000 gal 
1,000 t 

294,000 gal 
10,000 t 

2.9 million gal 
267,000 t 

78 million gal All Vessels 
(Combined) 

Low 
701 

21,000 gal 

95 t 
28,000 gal 

1301 
38,000 gal 

1,3001 
382,000 gal 

33,000 t 
9.7 million gal 

'nth percentile volume is the potential amount of oil where n% of vessels contain less oil and 100 - »% of vessels 
contain more oil. e.g.. the 95 , h percentile is the amount for which 95% of vessels contain that amount or less, and only 
5% of vessels contain more oil. 
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which 95 percent contain that amount or less. Only 5 percent of 
vessels contain more oil. 

The frequency distribution of estimated vessel ages is shown in 
Figure 6. Clearly, wrecks associated with World War II comprise 
the largest group of potentially polluting wrecks. These wrecks are 
of particular concern because of age. 

Table 6 lists summary data for selected case histories that are 
included in the database. This table, plus the detailed case studies 
highlighted in the different sections, provides a snapshot of the 
range of potentially polluting wrecks and the policy, technical, 
environmental, and financial issues associated with oil and wreck 
removal. 

Regional Analyses 

As shown in Table 4, the South Asian-Pacific region has the 
highest number of sunken potentially polluting tank vessels with 
34 percent of the known tank vessels, 21 percent of the known 
non-tank vessels, and 20 percent of the worldwide estimate of oil 
remaining (maximum estimate of 4,100,000 tonnes and minimum 
estimate of 510,000 tonnes). The second highest region in terms 
of the number of tank vessel wrecks is the Northwest Pacific, 
with over 15 percent of the tank vessels but only about 5 percent 
of the estimated oil volume remaining. This concentration of 
wrecks reflects the importance of the "Pacific Theatre" during 
World War II. There is significant concern that these World War 
II vessels are reaching the age where further corrosion will lead 
to increased rates of oil leakage. The case of the World War II oil 
tanker, Mississinewa, is an example of the potential environmental 
and socio-economic impacts of these World War II wrecks (see 
case study). 

The Northwest Atlantic has the highest number of non-tank 
vessel wrecks (22 percent), the third highest number of known 
tank vessels (15 percent), and about the same estimated volume 
of oil remaining as the South Asian-Pacific (maximum estimate 
of 4,000,000 tonnes and minimum estimate of 512,000 tonnes, or 
about 20 percent of worldwide estimates). The Northeast Atlantic 
is ranked third in the estimated number of non-tank vessels, with 
over 20 percent of the worldwide estimate, and third in the esti-
mated volume of oil remaining with 17 percent of the worldwide 
estimates. Thus, the North Atlantic Ocean has 25 percent of the 
potentially polluting wrecks in the world, and these wrecks are 
estimated to contain nearly 38 percent of the worldwide oil esti-
mates. The large numbers of sunken vessels in the combined North 
Atlantic reflect the intensity of the maritime attacks between the 
Germans and the Allied Forces during World War II (Campbell et 
al., 1977). See the case study in this Chapter on HMS Royal Oak. 

6,000 

5,000 

4,000 

3,000 

2,000 

Time Since Sinking for Sunken Vessel Wrecks 
(Based on ERC Worldwide Shipwreck Database) 

Ρ TANKER 

• NON-TANKER 

>100 100 90 80 70 60 50 40 30 

Number of Years Since Sinking 

F IGURE 6. DISTRIBUTION OF THE N U M B E R 
OF S U N K E N V E S S E L S BY A G E S I N C E S INKING. 

THE L A R G E PEAK AT B E T W E E N 60 A N D 70 Y E A R S 

OLD IS A RESULT OF THE W R E C K S A S S O C I A T E D 
WITH W O R L D WAR II. 

The Middle-Eastern Gulfs region had the third highest esti-
mated oil volume with 7.4 percent of the worldwide estimate but 
only 1.2 percent of the sunken tank vessels, reflecting the higher 
frequency of large oil tankers in this oil-producing region. Leaking 
sunken tankers could be making a significant contribution to the 
chronic oil associated with active oil transportation. The conse-
quences of a catastrophic release in the shallow, slowly flushed 
Arabian Gulf have been well documented (Michel et al., 2005). 

There are some particularly sensitive regions that have a 
significant potential for oil pollution from sunken wrecks. The 
Mediterranean Sea, for example, has 5 percent of the estimated 
oil volume and 4 percent of the sunken vessels, numbers that are 
disproportionate to its size. The five sectors ringing the Antarctic 
(G, Η, I, J, and K) contain only three known potentially polluting 
wrecks, reflecting the limited ship traffic in this region. 

Vessel Name: HMS Royal Oak 

Location: In the Scapa Flow, by the Scottish Island of Orkney, 
United Kingdom. The Scapa Flow is a large embayment, 24 km by 
13 km wide and was the main British fleet base during WWI and 
WWII. Royal Oak is marked with a permanent buoy to identify the 
wreck as a navigational hazard. 

History of the Wreck: Royal Oak built in 1914 was a 25,000 
tonne Royal Navy battleship anchored in what was considered 
to be the impenetrable home fleet base of Scapa Flow. Originally 
a coal-fired vessel, Royal Oak was converted in the 1930s to oil 
fired boilers. She was considered the pride of the British navy and 
unsinkable. However, on the night of 14 October 1939, only 6 
weeks after the commencement of hostilities of World War II, the 
unthinkable happened when U-47 sneaked into the Scapa Row 
and fired 3 torpedoes into her hull before disappearing into the 
darkness. Royal Oak sank in 15 minutes with over 833 officers and 
crew. Only 375 men survived. She was to be the first battleship 
lost by the British in World War II. 

Oil Pollution Risk: H.M.S. Royal Oak rests in 27 m of water, and 
oil has constantly leaked since it's sinking in 1939. Over 3,000 
tonnes of oil were on board when she sank but at least half of 
this is said to have leaked out during the initial sinking leaving an 
estimated 1,500 tonnes still remaining on board. The rusting and 
corroding rivets allowed oil release at a steady but slow rate in 
the early 1990s, however in 1996 oil was found to be soiling 
the beaches of Orkney. The release was said to be at a rate of 1.5 
tonnes per week, threatening the local environment. There was 
much concern for the adjoining fish farms as salmon and oyster 
fisheries were very important to the regional economy. There 
was also considerable concern for seals, sperm whales, otters, 
and seabirds such as the Great Northern Divers and Long-tailed 
Ducks. The pride of the British Navy was definitely deteriorating, 
as was evident from the increasing amounts of oil leaking from 
her tanks. Oil flow rates increased from 100 liters per day to 
300-500 liters per day. The Advisory Committee on Protection 
of the Sea (ACOPS) concluded in 2001 that the "largest oil spill-
age of 75 tonnes [in 2000] resulted from a continuing seepage 
of fuel from the 1939 wreck of HMS Royal Oak in Scapa Flow" 
(ACOPS 2001). 

Legal, Policy and Financial Issues: Due to the large number of 
casualties during the sinking, HMS Royal Oak remains Britain's 
larges official war grave and, for this reason, the Ministry of 
Defence and the local Orkney people were reluctant to disturb 
the war grave (Ministry of Defence, 2004). The chronic oil 
pollution of local coastlines from the sunken vessel forced the 
Orkney authority to address the issue and resulted in the threat of 
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Table 6. Summary data for selected potentially polluting wrecks. Vessel 

N a m e 
Vessel Type Year 

Tonnes 

Oil 
Location History 

Sensitive Site 

Proximity 
Issues 

Pollution 

Potential 

Blücher 

WWII 

Warship 
(German 

heavy 
cruiser) 

18.208 G T 

1940 

3.050t 

capacity 

bunker 

fuel 
1,360 t 

in 1990 

30t 
in 2002 

Strait of Drobak, 

(fjord near Oslo) , 

Norway 

Sunk in WWII at 5 8 - 8 8 m. 
Leaking small amounts since, up 

to 0.07t/day by 1990. 1970 survey 
showed 5 % rusted. By 1990, hull 

severely rusted, est imated to break 
apart 2005 . Norwegian officials 
pumped oil in 1994; 30t remain, 
still leaking from large cracks. 
Lies inverted on boulder s lope. 

Impact fjord 

Salvors did not know 

where oil located 
(180 storage tanks). 

Used ultrasound 
sensors/non-

destructive testing to 
locate oil. Total cost 

of operation: 
$7.1 million 

Partially 

Removed 

Montehello 
WWII 

tanker 
1941 

10.880t 

crude 

Pacific Ocean off 
Cambria , 

California, U S A 
35 S ' 25N 

12l"12*W 

Sunk in WWII at depth of 274 m. 

T w o of eight tanks destroyed. 
Discovered by submarine research 

team in 1996. Partial bow-down 
position means much oil probably 

leaked out. Heavy crude at that 
depth would leak out s lowly. 

Rests in waters 
just outside 

Monterey Bay 
N M S (whales', 

sharks, sea 
otters, sea 

lions) 

Difficult to detect oil 

on board; natural 
seeps in area; unclear 

if owner would pay 
for salvage; no 

pollution laws in 
1941: Ο Ρ Α 90 

exempts "acts of war" 

Possible 

fevoii Sun 

Chemical 

tanker 7,308 

D W T 
2000 

160 t 

IFO180 
401 

diesel 

North Atlantic 
Ocean, 

14 km Ν of 
Casquets , France 

Vessel suffered structural failure 

and leaking, followed by bad 
weather; tried to tow vessel , but 

sank in 70 m in international 
waters between U.K and France. 
Salvage operat ions removed oil 

and styrene with R O V and 
released methyl ethyl ketone and 

isopropylic alcohol in 51 days . 

Threat to Cote 

d ' A r m o r coast 

Cargo o f4 ,000 t 
styrene, l ,027t 

methyl ethyl ketone, 
996t isopropylic 

alcohol; immediate 
salvage to reduce 

pollution potential 

Removed 

Irving 

Hltale 
Oil barge 1970 

3.100 t 

Bunker 

C 

Gulf of St. 
Lawrence , ο IT 

I les-de-la-
Madele ine , 

Quebec 

Barge sank in 67 m water; barge 
raised in 1996 with floating cranes 

onto submersible vessel and 
transported to drydock; oil and 

PCB-solut ion removed 

Threat o f P C B s 

PCBs (7.5t); Small 
spill during recovery 
operations. Planning 
for possible spillage 

(remote sensing, 
trajectory model ing 

lor oil and P C B ) ^ 
Cost: S29 million 

Removed 

Puerto 

Rican 
Tanker 1984 

1,214 t 

Bunker 

fuel 

Pacific Ocean , off 
San Francisco 

Bay, California, 
U S A 

37°3G*N 
123*02'W 

Explosion and fire caused vessel 

to break in two ; stern sank. 

Sank inside 
Monterey Bay 
N M S , adjacent 
to Gulf of the 

Farallones 
N M S 

Presence of caustic 
soda reacted with 

zinc coating, 
producing hydrogen, 

ignited. 

Potential 

Ehime 

Maru 

Fishing 

vessel 

750GT 
2001 

250t 
diesel 

4t lube 

0.2t 
gasoline 

(I55t 
remain) 

Pacific Ocean, 

17 km south of 

Diamond Head, 

Oahu, Hawaii , 

USA 

21°05N I 57 -50W. 

Fishing vessel sank in 600 m water 

after being hit by surfacing 
submarine. Wreck raised by US at 

request of Japan government . 
Two-phase salvage operation -

move vessel to shal lower location 
to remove human remains and 
remove oil, then sink in deeper 

location. 

Proximity to 
Penguin Bank 

and within 
Hawaiian 

Islands 
Humpback 

Whale N M S 

Complex , precedent-
setting operation for 

vessel of this size 
from such d e p t h 6 ; 

sensitive operat ions 
with removal of 9 
bodies; extensive 

vessel damage ; cost 
S60 million. 

Removed; 
Minimal 

remaining 
risk 

Coimbra 
Tanker 

6 .778GT 
1942 

4 ,00 t 

lube oil 

Off Long Island, 
N e w York, USA 

40 t J25*N 72*2 Γ W 

Torpedoed and sank in 54 m 

water. 

Impacting 

south shore of 

Long Island 

Cont inuing source of 

leakage 
Cont inuing 

Spabunker 

Cuatro 

Self-

propelled 

bunker 

vessel 

2003 
I,500t 

oil 
A l g e c i r a s B a y . 

S p a i n 

Sank in 48 m water dur ing bad 

weather; s ix-man diving team, 

underwater oil extraction 

equipment used to remove entire 

oil cargo; sheer leg crane lifted 

vessel 

Erika 
Tanker 

37.283 D W T 
1999 

Initial 
load o f 
31,000t 

No. 6 
fuel oil; 
15,000t 

onboard 
after 

s inking 

Atlantic Ocean, 
off Brest, France 
(48°N 04°30W) 

Tanker broke in two and sank in 
extreme weather ~ b o w at 114 

meters , stern at 125 m. 

400 km 
shoreline oiled; 

over 60,000 
birds killed, 
oyster beds 
oiled with 

I8,000t spilled; 
same amount 
oil remaining 
on board thus 
further threat 

At sea temperature 
(10°C) ,No. 6 fuel 

still mobile enough to 
leak; water depth of 
120 ηχ storm/swell 
potential, viscous 

nature of oil, wreck 
condit ion, and short 

schedule were 
chal lenges for 

salvors. N o previous 

experience with 
pumping viscous oil 
at that depth (40,000 
cSt). Used technical 

opt ions selection 
matrix. Pumped 

l l , 2 4 5 t in 2.5 
months . 
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Table 6. Cont. 

Asean 

Liberty 

Cargo vessel 

8,656 D W T 
2001 

Chokey Shoal, 
Rangoon River, 

13 km S Yangon, 
Myanmar 

Vesse l b r o k e in t w o and sank. 

D u e to river c o n d i t i o n s , a t t empt 

to pull fully laden w r e c k to 

river bank w h e r e it c o u l d be 

d i s m a n t l e d in d ry ; effort 

unsuccess fu l ; r ev i sed p lan to 

r educe w r e c k to 2 . 5 - m ove r t o p 

at m e a n l o w w a t e r d e v e l o p e d 

and c o m p l e t e d . 

Tidal, muddy river, 

with 8 knot current. 
Removed 

Castillo de 

Solas 

Bulk carrier 
1986 

1,200 t 
HFO 
105 t 

gasoil 

GijonBay. Cerro 
de Santa Catalina, 

Spain 

Sank after wreck on rocks in 
storm. Bow refloated and sunk in 

high depths; stern removed in 
pieces; bunker fuel in double 

bottom; authorities wanted bottom 
as artificial reef; repumping in 

2001-2002 (400t removed) 

Coastal oiling 

in 2000 

Risk analysis showed 

no quantifiable 
hazard after 2001-2 

pumping , but 
consistent social 
problem required 

removal o f bottom 

Removed 

Yuil No. 1 

(Shim, 

2002) 

Tanker 

2,992 D W T 
1995 

2.870t 

No. 6 

fuel 

cargo 

Sea of Japan. 
Namhyeongjedo, 

off Pusan 
34°55 'N 128*59Έ 

Grounding and sinking in 70 m; 
Oil removal operat ions conducted 

together using remote operated 
vehicle and remote oft- loading 

system. 634 t removed from Yuil 

No. 11 20 t from Osung No. 3 (rest 
spilled in initial accidents) 

Heavy 
shoreline oiling 

of nearby 
islands; heavy 
impact on fish 

farms 

Currents >3 kts, < 3-
m visibility and 70-m 

depth were 
challenges. Small oil 
release during Yuil 
No. 1 removal . T w o 
operations total of 
135 days ( 4 0 % of 
days lost due to 

adverse weather.) 
Total cost for both 

vessels: S I 3 million 

Removed 

Osung No. 

3 

Tanker 

1.796 D W T 
1997 

l,614t 
No. 6 
fuel 

cargo 

Yellow Sea, 
Deunggado. 

Tongyong City, 
Kyungname 

Province, Korea 

Grounding and sinking in 70 m; 
Oil removal operat ions conducted 

together using remote operated 
vehicle and remote oft- loading 

system. 634 t removed from Yuil 

No. 11 20 t from Osung No. 3 (rest 
spilled in initial accidents) 

Heavy 
shoreline oiling 

of nearby 
islands; heavy 
impact on fish 

farms 

Currents >3 kts, < 3-
m visibility and 70-m 

depth were 
challenges. Small oil 
release during Yuil 
No. 1 removal . T w o 
operations total of 
135 days ( 4 0 % of 
days lost due to 

adverse weather.) 
Total cost for both 

vessels: S I 3 million 

Removed 

Petrel 

Albatros 

Dias 

(Findlay, 
2003) 

Whal ing 
vessels 

350t 
displacement 

tonnage 

1964 

Grytviken Harbor, 
South Georgia 
and Sandwich 

Island 

Abandoned at old whal ing station, 
submerged, partially sunk with 
corroded hulls; surveys in 1999 
estimated 23 t oil each vessel; 

2001 estimate was 3 t each vessel. 
Decision to remove oil with mini-

vac system and leave wrecks. 
Pumping partially successful, but 

oil remained on two vessels due to 

cold temperatures; will try to 
repeat oil removal during w a n n e r 
temperatures and after refloating 

vessels for better access. 

Threatening 
fragile 

environment in 
process of 

being 
rejuvenated; 
popular eco-

tourist location 

Remote location 
required detailed 

surveys before 
transport of 

personnel /equipment: 
anticipated all 

scenarios as more 
equipment not 

available; higher 
temperature oil easier 
to pump. Delayed to 
avoid tourist season, 
vulnerable breeding 

species 

Cleveco 

(Davin and 
Witte, 
1997) 

Tank barge 1942 

4,000t 

No. 6 

fuel 

Lake Erie, near 
Cleveland, Ohio , 

USA 

Barge sank in 10 m water; oil 
leaked 1942-1948, but no concern 

as lake polluted; in 1959 barge 
struck, releasing more oil; 1961 

unsuccessful salvage, resinking at 
20 m, release significant oil: 1994, 
oil leak 140 ml per hour, sheen but 

not environmental threat; hull in 
good shape; much oil still on 

board; pumping operat ion in 1995 
removed 1,1601 oil, more than 

anticipated. 

Significant oil in 10 
cargo compar tments ; 

location > 14 km 
from closest land, 27 
km to closest haven 

for floating 
equipment in event of 

heavy weather 
created chal lenges. 

Cost: S3.6 million 
(paid for by O S L T F ) 

legal action against the Ministry of Defence). Under direction of 
Parliament, an environmental assessment of the wreck was carried 
out and, based upon the significant environmental threat posed, 
a decision to offload the remaining oil was taken. The Defence 
Minister, Dr. Lewis Moonie, whose responsibilities include war 
graves and Ministry of Defence environmental issues, stated, "it 
is abhorrent that human remains in war graves are disturbed un-
less there is overriding imperatives of marine or environmental 
safety". 

Salvage Operations Summary: Many salvage attempts were con-
sidered and executed including metal plates secured to the battle-

ships hull, and over 500 sandbags lain over the areas releasing 
the oil. These attempts were initially successful but only served 
as a temporary measure. An attempt to catch the oil as it flowed 
out from the hull was made by placing a stainless steel canopy or 
container or "umbrella" over the hull at a cost of US $300,000. 
The umbrella was unsuccessful because the tides and currents in-
terfered with the collection of oil. The Orkney authorities has also 
placed oil absorbent booms around an adapted fish cage which 
was anchored over the wreck to attempt to collect the intermittent 
and chronic oil leakage from the vessel. 

After the failure of many short-term remedial activities, it was 
concluded that the many fuel tanks on the vessel would have to 
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be tapped in order to avoid further environmental damage in the 
region. In 2001, 'hot tapping' of the vessel tanks was carried out 
under funding and direction from the Ministry of Defence. The 
operation cost many millions of dollars and involved drilling into 
the oil tanks and fitting one-way valves that allowed the oil to be 
pumped to the surface into storage barges. The latest public report 
in January 2004, however, indicates that the vessel remains at risk 
from leaking with over 1,500 tonnes of oil still contained in the 
upturned vessel. (Navy News, 2004) 

Costs: Total costs are not publicly available from the British 
authorities but include many salvage attempts by the Navy and 
salvors. Remedial activities included: 

• US $300,000 containment umbrella 
• Regular offloading costs for the containment system (not 

known) 
• Multi-million dollar 'hot-tapping' salvage of oil in 2000 
• Many thousands of US dollars by Orkney council for oil 

sorbent boom capture system and maintenance 

Lessons Learned: Royal Oak has proved to be a chronic source 
of oil pollution for the Orkney region and a constant threat to the 
regional environment for over 60 years. In 2000, the Royal Oak 
sunken wreck was responsible for 96 percent of the total quantity 
of oil discharged into UK waters. Containment and hull patching 
operations carried out by a number of agencies, private contractors 
and the Navy proved to be short-term solutions. It was not until 
oil releases increased to intolerable levels and legal action was 
threatened that authorities undertook a major oil salvage operation 
in 2001. 

III. L E G A L A N D F INANCIAL P O L I C I E S 

Background 

The question of how to deal with vessel wrecks with potentially 
damaging pollution consequences has increasingly become more 
of a social and political issue over the last 30 years. The inter-
national community has struggled with a policy regarding wreck 
removal and began officially considering a comprehensive Draft 
Wreck Removal Convention (DWRC) in 1998. 7 The DWRC, 
which continues to be debated within the International Maritime 
Organization (IMO), remains controversial. 

In the United States, on the other hand, the laws governing 
responses to polluting or potentially polluting wrecks are more 
established and typically require vessel owners and responsible 
parties to take certain actions or face civil and criminal liability 
for inaction. Even in the United States, however, there are cir-
cumstances when the course for timely and appropriate action 
is obstructed. 

One of the major hurdles that remain, and the most difficult to 
answer both domestically and internationally, is determining the 
source of funds to pay for the proper treatment of these wrecks and 
their pollution-related damages. This chapter discusses the current 
legal and financial policies governing both U.S. and international 
treatment of potentially polluting wrecks. It is not intended to be a 
comprehensive discussion answering all of the outstanding ques-
tions, but rather an overview that highlights the current state of 
issues and makes recommendations for possible future actions. 

Treatment of Wrecks in the United States 

The primary statutes in the United States under which wreck 
removal can be required are triggered when sunken or partially 
submerged vessels result in a hazard to navigation or the vessel 
is an abandoned barge. In addition, other statutes deal with oil or 
hazardous substance pollution or wrecks that pose a substantial 

threat of the discharge of such pollution. The focus of this chapter 
will be on the latter, but the former warrants a brief discussion. 

Treatment of Vessels Under the Wreck Act 

The removal of sunken vessels located in navigable channels 
(interpreted broadly by the courts to not be limited only to dredged 
or buoy marked channels) are dealt with under the Wreck Act, 
which is incorporated in the Rivers and Harbors Act of 1899, 33 
U.S.C. §§ 409, et seq. The Wreck Act is intended to safeguard 
against obstructions or endangerments to navigation. Specifi-
cally, under the Wreck Act, owners and operators are responsible 
for immediately marking a sunken vessel with a buoy or beacon 
during the day and a lighted lantern at night. The markings must 
remain until the vessel is removed or abandoned. In addition, 
the owner or operator is responsible under the Wreck Act to 
"diligently" commence "immediate" removal of the wreck. Fail-
ure of the owner or operator to commence or diligently prosecute 
such removal will be considered abandonment and the U.S. Army 
Corps of Engineers (USACE), acting on behalf of the federal 
government, may take action to remove the vessel from the navi-
gable channel. 

Specifically, whenever a wrecked vessel exists for longer than 
30 days as an obstruction or endangerment to any waterway, the 
wrecked vessel may be "broken up, removed, sold or otherwise 
disposed of by the United States without any liability to the owner 
of the wreck for such action." 33 U.S.C §414. The determination 
of whether a wreck poses an obstacle to navigation rests initially 
with the USACE and a reviewing court will only overturn the 
determination if the decision is found to be arbitrary and capri-
cious. 8 

In addition, in the event the government determines that the 
existence of the submerged or wrecked vessel in the navigable 
waters of the United States is creating an emergency situation, the 
vessel owner, lessee, or operator will be given 24 hours to begin 
removal of the vessel using the most expeditious method available. 
If the vessel is not removed or steps are not taken in an expeditious 
manner to secure the vessel's removal, the government may inter-
cede to remove or destroy the vessel to alleviate the situation. The 
vessel owner, lessee, or operator will then be liable to the United 
States for all costs associated with the government's action. If the 
owner fails or refuses to reimburse the government within 30 days 
after notification, the vessel may be sold with the proceeds going 
to the Treasury of the United States. Id. § 415(a) - (c). Penalties 
for knowingly obstructing a navigable channel range from fines 
to imprisonment and mariner license revocation. Id. §§ 411, 412. 
Accordingly, the Wreck Act is triggered when a vessel poses a 
hazard to a navigable waterway but would not apply to sunken 
wrecks located in open waters that pose no risk to navigation. 

Treatment of Vessels Under the Abandoned Barge Act 

Separate authority exists to remove sunken barges that are 
abandoned in the navigable waters of the United States under 
the Abandoned Barge Act of 1992 (ABA) 48 U.S.C. §§ 4701, et 
seq. Whereas the primary focus of the Wreck Act is on hazards to 
navigation, the ABA was primarily enacted out of the concern that 
abandoned barges were essentially being used as dump sites for 
hazardous wastes. In order to prevent so-called "midnight dump-
ing" and to make the abandoned barge owner liable for removal 
costs, the ABA made it illegal to abandon barges greater than 100 
gross tons in the navigable waters of the United States. Specifi-
cally, if barges are sunk, moored, stranded, or wrecked for longer 
than 30 days in violation of the ABA, the owner or operator is 
liable for up to $1,000 per day of the violation. The government 
is authorized to remove the barge, after public notice in either a 
notice to mariners or an official journal in the county in which the 
barge is located, at the owner's expense. 
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Accordingly, the authority of the ABA may be used to remove 
wrecks posing a pollution risk to the environment. The ABA 
authority is triggered as long as the wreck is an abandoned barge 
located in the navigable waters of the United States but would not 
apply in a situation involving a barge located beyond three miles 
from the U.S. coastline. 

Treatment of Wrecks under the Oil Pollution Act of 1990 

More importantly, for the purposes of this analysis, are sunken 
vessels that pose an environmental risk from a discharge or threat 
of a discharge of oil or hazardous substances. The Federal Water 
Pollution Control Act (FWPCA), as amended by ΟΡΑ 90, governs 
removal 9 actions when a sunken wreck is discharging, or threat-
ens to discharge, oil or hazardous substances to the waters of the 
United States including the Exclusive Economic Zone (EEZ). The 
FWPCA provides a procedure to remove or otherwise mitigate 
the discharge or threat of discharge from a wreck, or to remove 
the wreck in order to mitigate the discharge, or threat of discharge, 
when it is determined to be absolutely necessary. 

In short, the FWPCA authorizes the FOSC to take response 
measures deemed necessary to protect the public health or welfare 
or environment from discharges. 40 C.F.R. § 300.130. As dis-
cussed in more detail below, except in cases in which the FOSC is 
required to direct the response to a discharge or threat of discharge 
that poses a substantial threat to the public health or welfare of the 
United States (i.e., a "substantial threat spill), the FOSC may allow 
the responsible party to voluntarily and promptly perform removal 
actions provided the FOSC determines such actions will ensure 
an effective and immediate removal of a discharge, or mitigation 
or prevention of a threat of a discharge (i.e. a "general removal 
spill"). Id. § 300.305(d). 

General Removal Requirement. Under this general removal 
spill authority, the federal government, through a designated 
FOSC, has the discretion to (1) remove or arrange for the removal 
of a discharge, and mitigate or prevent a substantial threat of a 
discharge at any time; (2) direct or monitor all actions to remove 
a discharge; and (3) remove, and if necessary, destroy a vessel 
discharging or threatening to discharge by whatever means are 
available. This authority applies to discharges either into or on 
the navigable waters, on the adjoining shorelines, into or on the 
waters of the EEZ, or that may affect natural resources of the U.S. 
33 U.S.C. § 1321(c)(1). Actions taken by the FOSC, other federal 
agencies, states, owners or operators, or any other person par-
ticipating in the response must be in accordance with the National 
Oil & Hazardous Substances Pollution Contingency Plan (NCP), 
40 C.F.R. Part 300. In accordance with the NCP, the FOSC may 
allow the responsible party to voluntarily and promptly perform 
removal actions (with adequate FOSC monitoring) provided the 
FOSC determines such actions are effective and immediate. The 
FOSC must take appropriate response actions if the responsible 
party does not take effective actions to eliminate the threat or if 
removal is being done improperly. Id. § 300.305(d). 

Discharge Posing Substantial Threat to Public Health or 
Welfare. Under this substantial threat authority, when a discharge, 
or a substantial threat of a discharge, of oil is determined to be of 
such a size and character to pose a substantial threat to the public 
health or welfare of the United States (including but not limited 
to fish, shellfish, wildlife, other natural resources, and the public 
and private beaches and shorelines of the United States), the 
FOSC must direct all federal, state, and private actions to remove 
the discharge or to mitigate or prevent the threat of the discharge. 
33 U.S.C. §1321(c)(2)(A). Removal actions in substantial threat 
cases, including removal of a wreck if deemed necessary, are 
exempt from government contracting procedures or employment 
of personnel by the federal government in order to facilitate emer-
gency response. 

For the purposes of this paper, the first important point is that 
if the threat of a discharge or an actual discharge of oil does not 
affect U.S. waters, then there is no removal authority and federal 
funds are not be available to finance the removal. The second 
important point is that, in every situation, regardless of whether 
it involves a general removal spill or a substantial threat spill, 
the FOSC is responsible for ensuring that immediate and effective 
removal actions are undertaken by monitoring the removal ac-
tions of the responsible party, or directing all response activities, 
including removal of a wreck if deemed necessary in a particular 
situation, in order to protect the environment. 

It should be noted that federal funds are available whenever 
the government monitors or directs a spill response. There is no 
requirement to "federalize" a spill per se. The specific response 
actions actually employed for a particular incident will depend on 
the circumstances surrounding the incident. With regard to wrecks, 
the response goal will be to solely stop or mitigate oil pollution 
or the threat of pollution. Generally, in view of the cost and com-
plexity, actual removal of a wreck will be reserved for cases when 
other removal actions will not adequately stop or mitigate pollu-
tion from the vessel posing an unacceptable pollution threat. 

Owners and operators of wrecked vessels are liable for the 
costs of cleanup and, if deemed necessary, the physical removal of 
their vessels. In the event the owner or operator refuses to respond 
or takes inadequate action, is unable to pay, or is unable to be 
located and the situation dictates immediate action, the U.S. Coast 
Guard will likely take over the response effort and the Oil Spill 
Liability Trust Fund (OSLTF) will be relied on to "fund" the re-
moval activities. It is important to note, however, that the OSLTF 
is only used for the removal of the wreck if it is deemed necessary 
to accomplish that goal. See the case study of Jacob Luckenbach 
in this chapter. There may be instances where the removal of the 
entire wreck may be more cost effective than just the removal 
of the pollutants—although this is more likely to be the case for 
smaller vessels. 

The National Pollution Funds Center (NPFC) manages the 
OSLTF. Upon completion of removal actions, the NPFC may 
pursue an action against the responsible parties to recover removal 
costs incurred by the OSLTF. However, even assuming that the 
responsible parties can be located, there are various defenses 
and limitations on the liability of the owner and operator that may 
result in the OSTLF ultimately bearing all or a significant amount 
of the financial burden associated with a pollution incident. 1 0 

In a similar sense, in the event hazardous substances need 
to be removed, the NCP authorizes the FOSC to access funds 
available under the Comprehensive Environmental Response, 
Compensation, and Liability Act (CERCLA) to protect public 
health and environmental quality including natural resources. The 
FOSC can submit a request to the NPFC and the CERCLA fund 
would be available on a reimbursable basis to fund the clean up 
of the hazardous substance if the responsible party is not available 
or willing to take appropriate action. 1 1 Materials covered under 
the OSLTF are not covered under CERCLA because they are not 
"solid wastes", and thus not "hazardous wastes." 

Vessel Name: SS Jacob Luckenbach 

Location: 27 km (17 mi) southwest of entrance to San Francisco 
Bay, California, USA 

History of the Wreck: From 1992-2002, thousands of oiled birds 
washed up in winter on beaches along central California without 
observation of oil slicks. In 2002, nearly 2,000 birds were col-
lected, instigating efforts to locate the source of these "mystery" 
spills. Fingerprint analysis of oil samples showed a match with 
mystery spills starting in 1992, thus a passing vessel source was 
unlikely. The oil did not match natural seeps. Hindcast model-
ing, satellite imagery, and overflights were used to narrow the 
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source area. Shipwreck databases contained information on over 
700 shipwrecks in the region. After analysis, eight vessels were 
targeted for assessment; first on the list was Jacob Luckenbach. 
Anecdotal information obtained from recreational divers con-
firmed that Jacob Luckenbach was known to leak oil. During 
the initial assessment, oil was observed rising from the wreck. 
Oil collected from within the hold (by recreational divers) was a 
match to that on the oiled birds. The vessel, a C-3 freighter fully 
laden with 1950 tonnes of fuel oil, sank in 56 m of water on 24 
July 1953 as a result of a collision. 

Oil Pollution Risk: The wreck is located in a highly sensitive area 
with seasonally very large numbers of marine birds and mammals, 
as well as being within the waters of the Gulf of the Farallones 
National Marine Sanctuary and adjacent to two National Marine 
Sanctuaries, Cordell Banks and Monterey Bay. Seabird mortalities 
over the 10 years of mystery spills were estimated to be in the tens 
of thousands, and hundreds of miles of beaches were oiled. 

Other Special Issues: Vessel is a historic resource under the 
National Historic Preservation Act, as well as a protected resource 
under the National Marine Sanctuaries Act (NMSA) 16 U.S.C. 
1431 et seq. The NMS A regulations 15 CFR Part 922.2(e) de-
lineates NOAA's responsibility for protection historic resources 
under National Historic Preservation Act (NHPA). The Gulf of the 
Farallones National Marine Sanctuary also has specific regulations 
(§922.82) prohibiting the discharge or deposit of any materials 
and prohibiting the removal or damage of any historical or cultural 
resources. 

Legal, Policy, and Financial Issues: The owners, charterers, and 
insurers had signed consent degrees with the U.S. in 1954 that 
settled any and all claims resulting from the collision with the 
federal government. There was no Responsible Party under the 
Oil Pollution Act of 1990, the National Marine Sanctuary Act, or 
any other liability statute. As this wreck did constitute an ongoing 
pollution threat, the Oil Spill Liability Trust Fund, was used to 
fund the recovery work. 

Salvage Operations Summary: In May 2002 the U.S. Coast 
Guard contracted with a commercial salvage firm to conduct a 
vessel assessment and remove available oil. Mobilization took 21 
days, and the oil removal operations were completed in 123 days. 
The salvage platform was a 120 by 30 m work/accommodation 
barge with oil cargo tanks. The barge was secured in a six-point 
mooring and could remain on-station in all but the worst weather. 
Problems encountered included extended cold-water saturation 
diving at depths to 55 m, strong reversing currents, adverse 
weather, and poor underwater visibility. Many fuel tanks were 
found to have badly corroded vent pipes which allowed oil to 
slowly leak into the cargo holds (Figure JL-1). These vents were 
the primary sources of the oil releases. During the assessment, 
26 tanks and spaces on the wreck were documented as contain-
ing about 540 tonnes of heavy fuel oil. The heavy residual oils in 
the deep tanks and double bottoms also proved to be a pumping 
challenge, because some tanks contained oil with a viscosity of 
well over 200,000 centistokes (cSt) at 6C. To be able to pump out 
the oil, the tanks had to be hot-tapped and heated to more than 
78C with special steam lances and purpose-built heat exchang-
ers Figure JL-2). This was necessary in order to allow adequate 
oil migration to the pump suction at the side shell of the tank. 
Annular Water Injection techniques were used to cool the pumps 
and lubricate the internal periphery of the discharge hoses in order 
to pump the oil to the surface. In total, 350 tonnes of heavy fuel 
oil were recovered. 

To maximize operational conditions, this operation had to 
occur during the summer months, which coincided with the Gulf 
of the Farallones National Marine Sanctuary's most biologically 
active and sensitive season. The sanctuary has thousands of seals 

and sea lions, and it is home to the largest concentration of breed-
ing seabirds in the continental United States. The site was directly 
in the path of the endangered marbled murrelet father and chick 
pairs that would be swimming from the Farallon Islands to the 
coast. Observers were placed on the barge to minimize impacts 
from operations to wildlife. 

Costs: $19,200,000 for all salvage and spill-response related 
work; does not include U.S. Coast Guard or NRDA claims, nor 
does it include costs for cleanup of the previous "mystery spills". 

Lessons Learned: The Jacob Luckenbach project was success-
ful in removing all accessible oil and relieving the potential 
for catastrophic oil release. The project was more difficult and 
extended longer than originally planned. This was due to many 
factors, including poor weather conditions, exposed location, poor 
condition of the wreck, and extremely viscous oil. Information 
on the bottom conditions, the structural conditions and the ship's 
cargo were particularly important to plan the recovery operation. 

F I G U R E JL-1. D IAGRAM S H O W I N G HOW THE HEAVY 
FUEL OIL L E A K E D T H R O U G H THE TANK VENT P I P E S 

INTO THE C A R G O H O L D S ( C O U R T E S Y OF P C C I , INC.). 

F I G U R E JL-2. P H O T O G R A P H OF THE HEAT EX-
C H A N G E R UNIT I N S E R T E D T H R O U G H THE 6-INCH 

HOT TAP (PHOTOGRAPH C O U R T E S Y OF P C C I , INC.). 

The OSLTF, originally established under the Internal Revenue 
Code of 1986 at 26 U.S.C. § 9509, was one of several trust funds 
set up to provide for costs of pollution-related incidents. ΟΡΑ 90 
generally consolidated the liability and compensation schemes 
of these funds and authorized use of the OSLTF to replace the 
various funds previously used to support financial liability re-
gimes. The predominant rationale was to ensure that adequate 
federal resources would be available to respond immediately and 
appropriately to Exxon Valdez-type spills. 

The OSLTF has two major components: (1) The Emergency 
Fund for removal activities (including pollution incidents involv-
ing wrecks) and the initiation of natural resource damage assess-
ments; and (2) the Principal Fund for all other authorized uses. The 
Emergency Fund ensures rapid response and up to $50 million is 
available each year to fund removal activities without Congres-
sional appropriation. Funds not used in a fiscal year are available 
until expended. 
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The primary source of revenue for the OSLTF was a five-
cents per-barrel fee on imported and domestic oil paid by the oil 
industry. This fee ceased in 1994 as a result of a sunset provision 
in the law. Today, the largest source of income for the fund comes 
from interest on the fund principal from Treasury investments. 
Other sources include costs recovered from the parties responsible 
for the spills, and any fines or civil penalties collected under the 
FWPCA, the Deepwater Port Act of 1974, or section 207 of the 
Trans-Alaska Pipeline Authorization Act. The maximum expendi-
ture from the fund is $1 billion per incident and a limit of $500 
million for natural resource assessments and claims stemming 
from the incident. 

As an example of the use of the OSLTF, federal funds were 
used in 1999 to remove wrecks off a reef flat in Pago Pago Harbor, 
American Samoa (Sifling et al., 2001). Nine fishing vessels were 
wrecked and grounded following Typhoon Val in 1991. By 1999, 
it was determined that, based on the on-going discharges of pe-
troleum products from the vessels and the other known hazardous 
substances (i.e. anhydrous ammonia from refrigeration systems) 
onboard the vessels, further cleanup actions were necessary. 
The FOSC recommended that the OSLTF be used to for oil and 
hazardous materials removal because efforts to locate the Korean 
owners of the vessels were unsuccessful. Through this OSLTF 
funding, the U.S. Coast Guard hired contractors and removed 
the oil and hazardous materials, but not the wrecks. The response 
plan was to cut up the wrecks as needed to access and remove 
the oil and hazardous materials, but leave the remaining pieces 
secured in place. The U.S. Coast Guard was not willing to remove 
the wrecks or restore injured natural resources resulting from 
clean up actions, so the natural resource Trustees made a claim 
to the OSLTF for damages that would result from the cleanup ac-
tions (construction of causeways across the reef flat to access the 
wrecks), with the restoration action being the complete removal of 
the wrecks (Michel et al., 2001; NOAA et al., 2001). The costs for 
the nine-month cleanup action removing nearly 125 tonnes of oil 
and 0.3 tonnes of hazardous materials were over US $12 million, 
and the costs for the restoration (complete vessel removal) were 
approximately US $3 million. This case serves as a good example 
demonstrating that, based on previous practice, the U.S. Coast 
Guard will likely fund wreck removal only when absolutely neces-
sary for oil or hazardous materials removal. 

In Puerto Rico, where there are over 100 known abandoned 
vessels (mostly recreational boats), the U.S. Coast Guard has used 
the OSLTF for removal of oil and hazardous materials from those 
vessels that posed environmental or human-health threats. They 
used the OSLTF in June 2002 for the complete removal and scrap-
ping of Dutchman as a continuing pollution threat because it had 
been used repeatedly for illegal dumping of hazardous materials. 
This is a good example demonstrating that removal of a vessel can 
prevent the need for future cleanups in particular circumstances 
(Michel et al., 2002). 

Another recent example of the OSLTF dollars at work in wreck 
removal was in the Commonwealth of Northern Mariana Islands 
in July 2004. 1 2 A fishing vessel, Mwaalil Saat, reportedly contain-
ing 170 tonnes of fuel oil sank in Tanapag Harbor, Saipan when 
her bowlines parted during the passage of Typhoon Ting Ting. The 
owner of the vessel did not have insurance and refused to carry 
out any removal actions. Because the wreck was located adjacent 
to the port of Saipan's bulk oil facility and a sensitive area, the 
FOSC determined that the wreck was a direct threat to cargo 
operations, public safety, marine environment and the OSLTF 
was authorized for use. Final cost for this response was US $3.4 
million. Total expenditures to support this removal effort were 
about US $3.5 million. 

In certain situations, even if a wreck is determined to be a 
substantial threat, there may be additional obstacles to cleanup 

efforts. For example, USS Arizona has been leaking oil into Pearl 
Harbor, Hawaii for over 60 years. However, Arizona is listed on 
the National Register and any actions to disturb the vessel would 
need to be in accordance with the National Historic Preservation 
Act (NHPA). The NHPA requires that prior to the approval of 
any federal funds, the Advisory Council on Historic Preservation 
shall be given a reasonable opportunity to comment on the poten-
tial effect of the proposed undertaking. 16 U.S.C. § 470f. 

In summary, the Clean Water Act, as amended by ΟΡΑ 90 
provides the primary legal authority for the federal government 
to remove wrecks in order to stop or mitigate discharges or sub-
stantial threats of pollution affecting waters of the United States. 
Funding for such cases is available through the OSLTF. Generally, 
the OSLTF will be used to fund the removal or destruction of a 
wreck only when other removal actions are deemed inadequate 
to stop or mitigate an unacceptable pollution threat to the public 
health or welfare of the United States. 

Treatment of Wrecks Under the Domestic Law of 
Other States 

Generally speaking, the domestic laws of other States tend to 
focus on the issue of physical wreck removal. A survey conducted 
by IMO found that the law relating to wreck removal in different 
countries has developed to differing degrees of sophistication. 
The survey notes that, of the 30 countries analyzed, the United 
States probably has the most sophisticated regime, and there are a 
number of countries with a limited wreck removal regime. How-
ever, the survey concludes that the law in the various countries 
generally share the following similar elements: 1) wrecks are 
defined; 2) when a wreck constitutes a hazard is defined; 3) the 
onus is on the owner of the wreck to remove it; 4) in the event the 
owner fails to do so, the State can take action to remove the wreck; 
and 5) the owner remains liable for the wreck removal expenses 
and that State can generally reimburse itself by selling the salved 
property (IMO Legal Committee 75/6/2, February 14, 1997, Draft 
Convention on Wreck Removal). 

Treatment of Wrecks Under International Law 

The international community, under the auspices of the IMO, has 
been working on a DWRC for several years. Individual concepts 
and ideas have traditionally circulated throughout the international 
community, but there were no serious deliberations regarding the 
draft until 1998. Following its introduction that year, there have 
been numerous meetings of the IMO Legal Committee to further 
develop appropriate provisions. 

The DWRC is intended to provide international rules on the 
rights and obligations of States and shipowners in dealing with 
wrecks and drifting or sunken cargo that may pose a hazard to 
navigation and/or pose a threat to the marine environment. The 
DWRC is intended to clarify rights and obligations regarding 
the identification, reporting, locating and removal of hazardous 
wrecks, in particular those found beyond territorial waters. In 
general, the DWRC covers: 

• Reporting and Locating Ships and Wrecks—which covers 
reporting of casualties to the nearest coastal State; warnings 
to mariners and coastal States about the wreck; and action 
by the coastal State to locate the ship or wreck; 

• Determination of Hazard—provides guidelines for assign-
ing responsibility for determining whether a hazard exists 
when the wreck or ship is beyond territorial waters, based 
on a list of specific criteria, including depth of water above 
wreck and proximity of shipping routes; 

• Rights and Obligations to Remove Hazardous Ships and 
Wrecks—sets out when the shipowner is responsible for 
removing the wreck and when a State may intervene; 
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• Financial Liability—for locating, marking and removing 
ships and wrecks; 

• Time-bar—sets a time limit for claims for compensation; 
• Jurisdiction—sets out jurisdiction(s) where actions for 

compensation may be brought; 
• Financial Security—sets out security required to cover 

liabilities regarding claims for compensation under the 
Convention; and, 

• Settlement of Disputes. 

Based on the drafts from the IMO legal committee, the DWRC 
contains some provisions similar to those in U.S. statutes, with 
differences that are discussed below. Probably the most important 
element missing from the DWRC is a mechanism to provide for 
the source of the funds to take care of the potentially polluting or 
polluting wrecks if the registered owner or operator is unavailable 
or unable to pay for such action. This has been, and will no doubt 
continue to be, a major point of contention going forward and, if 
not resolved on an international level, will likely result in a "paper 
tiger" DWRC that will not be triggered to clean up or mitigate a 
polluting wreck if the owner of the wreck can not be found or is 
unwilling to take mitigating action. 

In the international arena, the equivalent to the U.S. standard 
related to posing a substantial threat to public health and welfare, 
as in the FWPCA, takes the form of a threat that "may reasonably 
be expected to result in major harmful consequences to the marine 
environment, or damage to the coastline or related interests of one 
or more States" (DMRC, Annex 1, Article l(5)(b)). 

While these standards are arguably similar, they both are 
equally ambiguous when it comes to defining the actual trigger for 
such a determination. In the case of ΟΡΑ 90, each FOSC is given 
broad discretion to make that determination, compared to the over 
one hundred different countries with presumably many different 
opinions as to what constitutes "major harmful consequences 
to the marine environment." Moreover, Parties to the DWRC (as 
currently drafted) will be hesitant to take action under the Conven-
tion, absent an owner or operator taking action, because there is no 
associated funding mechanism. 

The geographic area covered by the DWRC is out to the limits 
of an individual State's EEZ, but in no case extending more than 
200 nautical miles from the shoreline of that State. 1 3 Inside this 
area, the States whose interests are most directly threatened by the 
wreck have a responsibility to take action to remove wrecks that 
pose a hazard. This action is limited to what is only "reasonably 
necessary" to remove the immediate risk that the wreck creates. 
The DWRC does not apply to any warships or other vessels owned 
or operated by a State for non-commercial service. 1 4 

Before any State action can be taken, the DWRC provides that 
owners and operators of any wrecked vessel must immediately 
report such a vessel to the State that is most threatened by the 
situation. This report must include, among other things, the precise 
location of the wreck, the size, type, and construction of the wreck, 
the nature of the damage, and the amount and type of cargo and 
bunkerAubricating oil on board the vessel and the damage likely 
to result should the cargo or oil be released into the environment. 
Based on this report, the threatened State will determine whether 
or not the reported wreck poses a hazard based on a list of crite-
ria. 

These criteria include meteorological and hydrological con-
ditions such as tidal patterns and currents, traffic density, and the 
vulnerability of port facilities. Once a State is notified that a wreck 
exists, it shall use all practical resources to notify other mariners of 
the location of the wreck and, if a determination is made that the 
wreck poses a hazard, the State must establish the precise location 
of the wreck and mark the wreck with the internationally accepted 
system of buoyage. After the wreck is determined to be a hazard 
and appropriately marked, the removal process can begin. 

Once a coastal State determines that a wreck poses a hazard, it 
will immediately inform the flag state and the registered owner of 
the vessel. Upon notification, the registered owner must provide 
evidence to the threatened State of insurance or other financial 
security. The DWRC requires either compulsory insurance or 
other financial security such as a bank guarantee for vessels over a 
certain length 1 5 to cover liability in the event removal procedures 
are warranted. A State that becomes Party to this Convention 
would be prohibited from permitting vessels to register under 
its flag unless it is certified as meeting the requirements of the 
financial security provisions. Once financial security is verified, 
the registered owner may contract with any salvor to perform the 
removal operations. Before the removal commences, however, the 
threatened State may stipulate conditions under which the removal 
operations should be carried out to ensure that safety and protec-
tion of the marine environment is taken into account. 

To prevent the "out of sight, out of mind" mentality that a 
sunken wreck may foster, the threatened State will set a deadline 
for the removal operations and will notify the registered owner 
of the deadline in writing. This notification will also indicate that 
in the event the registered owner does not undertake the removal 
before the deadline, the State most threatened will intervene and 
remove the wreck at the registered owner's expense. In any event, 
the threatened State may choose to intervene under the DWRC 
if the potential hazard caused by the wreck becomes particularly 
severe. 

If the threatened State determines that immediate action must 
be taken to confine the hazard that the wreck poses, then it will 
undertake the most practical and expeditious means available to 
remove the wreck. All States that become Party to the DWRC 
will be required to ensure that registered owners of wrecked 
vessels comply with the DWRC based upon its own implementing 
national laws and regulations. 

The DWRC thus provides a good framework to identifying, 
locating, and dealing with wrecked vessels. The most significant 
problem, however, is the funding to remove the wreck in the 
event that the registered owner is neither available nor sufficiently 
solvent to deal with the potential threat. Initially, the idea was for-
warded to make the flag state responsible for all costs associated 
with the removal. This idea was quickly rejected by most of the 
participating countries. 

It has taken several years to get the DWRC to this point, and 
it is likely that several more years will be needed to work out 
the details because of the number of contentious issues such as 
financial responsibility, as well as powerful countries in the inter-
national community that quietly object to its implementation. 
The DWRC legal committee has requested that the International 
Group of P&I Clubs get together with their colleagues in the 
insurance industry, as well as other sectors of the shipping indus-
try, to see whether the issues concerning financial liability can 
be worked out. The DWRC is slated to be discussed as early as 
the next biennium of the IMO in 2004-2005. If the international 
community fails to accept a funding mechanism satisfactory to 
IMO Member States, there is a risk that the DWRC, when and if 
adopted, will result in a phantom framework rather than a work-
able solution in those circumstances when removal action is left to 
the coastal state. It is noble to suggest what needs to be done and 
how to do it, however, it is more important to explain who will 
pay and how they will pay for what could potentially be a multi-
million dollar endeavor. 

Ultimately, the success of the DWRC depends greatly on 
the number of States that become Parties and, to a lesser extent, 
whether the States that become Parties are also States that register 
ships. If the IMO is unable to get a significant number of States 
to agree to the DWRC provision, then this could result in a con-
vention with no substance and sporadic applicability throughout 
the world. 
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IV. T E C H N O L O G I C A L FEASIBILITY OF OIL R E M O V A L 
FROM W R E C K S 

Introduction 

The removal of oil from wrecks is not a new practice, but salvors 
and offshore service companies are increasingly being called upon 
to accomplish more difficult removal tasks. Most oil removal is 
accomplished by the salvor at the surface. Underwater oil removal 
is more complex and occurs less frequently; however, there is 
growing experience with improved techniques in deeper water. 
In the last decade, very challenging salvage operations for Kursk 
(Russian submarine), T/V Erika, F/V Ehime Maru, T/V Prestige 
and SS Jacob Luckenbach, among others have demonstrated the 
extent of engineering and salvage skills available to work in deep 
water and exposed sea conditions. 

A typical oil removal operation includes the following phases: 

• Initial Mobilization 
• Wreck Assessment / Leak Prevention 
• Removal Mobilization 
• Oil Removal 
• Wreck Stabilization 
• Disposal and Demobilization 

The successful removal of oil from wrecks requires as com-
plete an understanding of the wreck conditions as possible and 
the application of different technologies. The technical issues, 
methods, and costs involved in oil removal from wrecks are dis-
cussed in the following sections. 

Factors Influencing Salvage Planning 

Mobilization Distance 

The location of the wreck establishes the mobilization points 
of likely salvage and oil recovery resources. The need for large or 
unique equipment may involve long mobilization distances, time, 
and cost. Mobilization, and subsequent demobilization, costs of 
equipment and personnel could be a significant part of the direct 
removal operations. If the anticipated removal costs rise because 
of a long mobilization/demobilization, the possibility of simpler 
alternative response options will become more attractive. Such 
alternatives may employ local marine capability in diving and 
support vessels providing a smaller but longer recovery effort, per-
haps over several seasons (Jolma, 2002). Additionally, oil disposal 
can become a significant demobilization cost problem if local oil 
reception and processing options are limited. 

Sea Conditions 

The expected weather and sea conditions at the wreck site 
must be considered for proper planning and mobilization, since 
they directly affect the selection of work platforms and the time 
window in which to safely accomplish the work. Tropical storm 
seasons, winter weather, and seasonal currents may help establish 
the time window, particularly in exposed sea conditions. Heavier 
work platforms and more powerful tools, including large work-
class remotely operated vehicles (ROV), can extend the weather 
window, but with a corresponding increase in cost and mobiliza-
tion time. 

Currents, tides, water temperature, and clarity also impact 
the selection of work platforms, work methods, and safety. Water 
temperature and oil viscosity impact the selection of the tools and 
time needed to remove the oil. Poor water clarity impedes both 
diver and ROV operations, and tidal currents can limit direct work 
to periods of slack water. 

Mooring of work platforms over, or adjacent to the wreck, must 
be properly planned and executed. An analysis of mooring forces 

against expected wind and sea conditions must be completed 
early in the planning process. This requires a bottom survey of the 
ground conditions near the wreck, statistical wind and wave data, 
and platform descriptive data. A mooring load analysis can then 
be conducted to establish the type and size of anchors, mooring 
wire, and deck gear needed. Dynamic positioning systems on work 
vessels are becoming more common and can be used in many 
extreme conditions, but are not without increased cost and opera-
tional complexity. For submerged wrecks, the support platform, 
no matter how moored, must be able to be moved quickly and 
accurately over the wreck to support the work. The use of sonar 
tracking systems between the wreck and the support platform are 
used to provide real-time relative locations. 

Working in more protected or restricted waters has many 
benefits, allowing the use of smaller work platforms and simpler 
mooring options. The work's impact on local vessel traffic, sea-
sonal fishing, resources at risk, or beach use, however, may add 
significantly to the cost of working in protected waters. Local laws 
also can impact the selection and use of foreign salvors, labor, 
equipment, and vessels. 

Oil Type 

Understanding the type of oil on board a wreck is critical to 
successful salvage planning. Direct sampling of oils from the 
wreck is important because sampling of released oil may result in 
a false conclusion as to oil characteristics. The use of oil on ships, 
either as cargo or bunkers, is a relatively recent phenomenon 
as compared to the total history of maritime wrecks. The type, 
volume, and location of oil on a wreck will vary depending on 
the type of vessel, its construction age, propulsion, trade route, 
and other factors. Therefore, an understanding of the history 
of marine oils can be useful when assessing the relative risk from 
several wrecks. 

A History of Maritime Oil. Other than the ancient shipment of 
amphorae containing olive oil, the practical transport of oil by sea 
began shortly after the common use of refined oils in the middle of 
the nineteenth century. Oil tankers began as converted coal ships 
with a few early oil tankers built for specific trade routes, such as 
the Baku - Caspian Sea tanker in 1877. The use of oil as ship's fuel 
became more common in the early 20th century. The world's first 
oil-fueled battleship, USS Oklahoma, was built in 1912 and few if 
any coal-fueled warships were built subsequently (Jane's Fighting 
Ships, 1998). The First World War involved the use of both coal 
and oil-fueled war ships. Military conversion to all oil bunkers 
occurred by the middle of the 1920s. Commercial ships followed, 
with timing dependant on specific trade routes and the availability 
of coal in remote ports: many coal-fueled cargo ships were still in 
service well into the 1930s. Relatively few new ships were being 
built as the worldwide depression grew. 

Bunker oil was first used in the Gulf of Mexico and in trade 
with Mexico. Coal was used extensively in the Great Lakes for 
many years, as coal was easily available. On the U.S. East Coast 
both oil and coal were used for coastwise and foreign trade cargo 
ships. Well into the 1940s, harbor craft such as tugs continued to 
burn coal to meet local air pollution ordinances through the use of 
clean-burning anthracite coal rather than oil (Seward, 1962). 

In the 1920s the use of diesel engines in European and Asian 
cargo ships was common. In the U.S., steam engines using bunker 
oil were preferred. By 1932, ninety-five percent of all newly con-
structed European and Asian large cargo ships were diesel, while 
in the U.S. only steam plants were being built to power similarly 
sized ships (King, 1932). European and Asian builders continued 
in the development of larger diesel, low-speed engines that used 
a light or heavy diesel marine fuel. These diesel fuels are of low 
viscosity and are relatively non-persistent. 
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Military and commercial steam-powered ships for many years 
used a common fuel-high-viscosity residual "bunker" oil. Such 
oil was cheap and a suitable burner fuel for steam boilers when 
heated. Its high viscosity requires constant heating to allow it to 
be pumped. Ship and shore bunker tanks were fitted with heat-
ing coils, and the fuel was kept hot at all times. Often bunker oil 
could be used on some older ships interchangeably with coal as 
necessary. The quality and specifications of this oil often varied 
by location. Prior to the Second World War, U.S. Navy ships 
converted to a somewhat lighter viscosity black oil, Navy Special 
Fuel Oil (NSFO). In the 1960s the Navy then converted to use a 
diesel fuel that could be used for both boilers and diesel engines. 
Heavy bunker fuel can still be found onboard some cargo ships as 
either fuel for older steam plants or in tankers as cargo for shore 
power plants. 

Modern residual fuel oils are described by ISO Standard 8217. 
Heavy marine fuel oils are defined as Intermediate Fuel Oil (IFO) 
with a numerical suffix giving the oil's viscosity at 50°C, such 
as "IFO 390." This oil is designated as ISO oil RHM 55 that has a 
viscosity of 390 cSt at 50°C and exceeds 200,000 cSt at 6°C. 

A marine wreck can contain a variety of other oils, such as oil 
cargo, engine lubrication oil, or hydraulic oil. Some oil and ship 
heating systems may have used polychlorinated biphenyls (PCBs) 
as oil stabilizers in closed-loop heating systems or in electrical 
components. Many cargo ships were built with the ability to carry 
a bulk, liquid cargo, including oil in "deep tanks", and some could 
be converted to hold dry or liquid cargo. 

Oil Viscosity. Viscosity plays an important part in wreck oil 
recovery operations. Lighter oils that can flow easily at ambient 
water temperature generally present a simpler removal solution. 
Everything from sampling, pumping, and disposal are easier 
with light oils which are often refined products, although many 
crude oils have light to moderate viscosity. If the wreck is lying 
near upright, light oils are more readily lost through tank vents 
or through hull cracks. The possibility, therefore, of finding sig-
nificant volumes of light oil on such a wreck may be low. A good 
survey of the wreck is essential to understand the flow and pos-
sible loss of oil within the hull. The true orientation of the hull, as 
it twists and bends, and assessment of the venting, sounding, and 
piping system must be well understood. 

Heavy, persistent oils can cause the most environmental and 
visual damage. These oils can remain in most tanks or compart-
ments, particularly in cold water. Bunker oil can present a wide 
range of oil viscosity (Figure 7). Even within a single ship, differ-
ent types of bunker fuel oil can be found. Also, stratification of oil 
from varying density may occur within a tank resulting in sludge 
and water/oil emulsion layers. 

Oil Weathering. Although oil properties are subject to weath-
ering effects such as evaporation and emulsification, the properties 
of oil in closed, quiet tanks of wrecks change slowly. Stratification 
of oil from varying oil density may occur within a tank resulting 
in sludge and water/oil emulsion layers. With heavy oils, some 
limited emulsification of oil with water will occur at the water/oil 
interface but does not seem to spread. Oil wax may result at low 
temperatures near the oil's pour point. Marine growth on the oil 
surface and biological activity can occur under certain condi-
tions. 

The challenge to the salvor is how to move the oil, in whatever 
form, out of the wreck. Although lighter oils can be removed 
relatively easily, direct pumping of the heavy oil can be limited 
both by the slow flow of the oil to the pump inlet and by the back-
pressure as it is pushed through a discharge hose to the surface. It 
is, therefore, important to know the type, viscosity, and location 
of oil in the wreck to properly select pumping, tapping, and hose 
options. Also, it will provide for a realistic estimate of the time 
and effort needed for the job. The effective flow rate of pumping a 
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tank includes all the time required to prepare, tap, heat, pump, and 
secure a given tank or space. 

Residual Oil Volume in the Wreck. After removal operations 
some oil will remain in the tanks and spaces of the wreck. Oil will 
remain in various ways: 

• Clinging to inner tank surfaces 
• Trapped behind tank and hull structures 
• Remaining in inaccessible tanks and spaces 
• Remaining in cargo and fuel piping 
• Coating debris and cargo 

The initial wreck assessment should include an estimate of the 
potential residual oil volume using the geometry of the tanks and 
spaces, the viscosity of the oil, and the procedures that can be used 
to remove the oil. Complete oil removal from a tank will require 
several cycles of pumping and settling within a tank to minimize 
the percentage of water recovered with the oil. A procedure of oil 
discharge sampling and analysis is needed to establish the most 
efficient stripping procedures and to document each final tank 
stripping and closure. A consistent procedure is necessary for all 
closed tanks to establish the removal of all pumpable oil through-
out the wreck. Final permanent plugging and closing of tank 
openings will secure the tanks from residual leaks and possible 
tampering by curious divers. 

Wreck Conditions 

Does a wreck contain oil or not? If so, how much and of what 
type? Is the wreck safe to work on? These are the key questions 
to be answered when assessing a wreck and determining the type 
and extent of oil removal. The characteristics of the ship's fuel 
and cargo oil and initial tank loading should point to where the 
oil should be found in the wreck. Bunker oil fuel tanks are usu-
ally located in double-bottom tanks formed by the ship's bottom 
and side-shell hull plating. The hull shell plating forms most 
tanker cargo oil tanks built prior to recent tanker double-hull con-
struction. Therefore, cargo and fuel oil tanks of wrecks should be 
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