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Special Notes

API publications necessarily address problems of a general nature. With respect to particular circumstances, local,
state, and federal laws and regulations should be reviewed.

Neither API nor any of API's employees, subcontractors, consultants, committees, or other assignees make any
warranty or representation, either express or implied, with respect to the accuracy, completeness, or usefulness of
the information contained herein, or assume any liability or responsibility for any use, or the results of such use, of any
information or process disclosed in this publication. Neither APl nor any of API's employees, subcontractors,
consultants, or other assignees represent that use of this publication would not infringe upon privately owned rights.

API publications may be used by anyone desiring to do so. Every effort has been made by the Institute to assure the
accuracy and reliability of the data contained in them; however, the Institute makes no representation, warranty, or
guarantee in connection with this publication and hereby expressly disclaims any liability or responsibility for loss or
damage resulting from its use or for the violation of any authorities having jurisdiction with which this publication may
conflict.

API publications are published to facilitate the broad availability of proven, sound engineering and operating
practices. These publications are not intended to obviate the need for applying sound engineering judgment
regarding when and where these publications should be utilized. The formulation and publication of API publications
is not intended in any way to inhibit anyone from using any other practices.

Any manufacturer marking equipment or materials in conformance with the marking requirements of an API standard
is solely responsible for complying with all the applicable requirements of that standard. API does not represent,
warrant, or guarantee that such products do in fact conform to the applicable API standard.

All rights reserved. No part of this work may be reproduced, translated, stored in a retrieval system, or transmitted by any means,
electronic, mechanical, photocopying, recording, or otherwise, without prior written permission from the publisher. Contact the
Publisher, API Publishing Services, 1220 L Street, N.W., Washington, D.C. 20005.
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Nothing contained in any API publication is to be construed as granting any right, by implication or otherwise, for the
manufacture, sale, or use of any method, apparatus, or product covered by letters patent. Neither should anything
contained in the publication be construed as insuring anyone against liability for infringement of letters patent.

Suggested revisions are invited and should be submitted to the Director of Regulatory Analysis and Scientific Affairs,
API, 1220 L Street, NW, Washington, D.C. 20005.
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Simulating the Effect of Aerobic Biodegradation on Soil Vapor
Intrusion into Buildings:
Evaluation of Low Strength Sources Associated with Dissolved Gasoline Plumes

Abstract

Aerobic biodegradation can contribute significantly to the attenuation of petroleum hydrocarbon vapors in the
unsaturated zone; however, most regulatory guidance for assessing potential human health risks via vapor
intrusion to indoor air either neglect biodegradation or only allow for one order of magnitude additional
attenuation for aerobically degradable compounds, which may be overly conservative in many cases. This
paper describes results from 3-dimensional numerical model simulations of vapor intrusion for petroleum
hydrocarbons to assess the influence of aerobic biodegradation on the attenuation factor for a variety of
source concentrations and depths for buildings with basements and slab-on-grade construction. Provided that
oxygen is present in the vadose zone, aerobic biodegradation of petroleum hydrocarbon vapors in the
unsaturated zone will reduce the soil gas concentrations and the potential risks from vapor intrusion to indoor
air compared to non-degrading compounds. At lower source concentrations and/or deeper source depths,
aerobic biodegradation may result in a reduction in vapor intrusion attenuation factors by many orders of
magnitude. The magnitude of the reduction depends on site-specific conditions, which should be considered
in the development of a conceptual site model for each site. However, oxygen supply and degradation rates
are likely to be sufficient at many sites to mitigate potential risks from vapor intrusion for low vapor
concentration sources (less than about 2 mg/L-vapor total hydrocarbons). The simulations conducted in this
study provide a framework for understanding the degree to which bio-attenuation will occur under a variety of
scenarios and provide insight into site conditions that will result in significant biodegradation. This improved
understanding may be used to select site-specific attenuation factors for degradable compounds and develop
soil vapor screening levels appropriate for particular combinations of source concentrations, source depth,
and building characteristics, which should be defined as part of a site conceptual model.

1. Introduction

Subsurface migration of volatile compounds and vapor intrusion to indoor air is a potential exposure pathway
for human occupants of buildings over or near contaminated soils and groundwater. In the past decade, there
has been a significant increase in attention to vapor intrusion issues and several new regulatory guidance
documents have been developed by State and Federal agencies for assessment and management of vapor
intrusion risks. These guidance documents generally provide a framework for screening sites to assess
whether vapor intrusion poses no significant risk or may require further evaluation, including assessment,
remediation, or exposure controls.

Most regulatory guidance documents use conservative assumptions to account for uncertainties in the
screening process. This results in decisions to further evaluate sites more frequently than may actually be
necessary. It is expected that screening procedures will become less conservative as we learn more about
the processes affecting vapor intrusion. To date, most vapor intrusion screening procedures either assume
that biodegradation does not occur, or allow for an arbitrary 10-fold reduction in the predicted indoor air
concentration for petroleum hydrocarbons.

Many petroleum hydrocarbons are metabolized by ubiquitous, naturally occurring soil microbes provided that
sufficient oxygen is present in the subsurface. Several modeling studies and empirical data reviews have
shown that aerobic biodegradation in the unsaturated zone can significantly attenuate vapor intrusion of
petroleum hydrocarbons in some settings (i.e. DeVaull, 2007; Abreu and Johnson, 2006, Roggemans, et al.
2001). For example, the Abreu and Johnson (2006) study showed significant reduction in vapor intrusion for
deeper and weaker sources and little to no reduction for shallower and stronger sources.

This work builds on the Abreu and Johnson (2006) study by focusing specifically on low-concentration
petroleum hydrocarbon vapor sources, as this may be a common case for buildings down-gradient of
petroleum source zones and overlying dissolved petroleum hydrocarbon plumes. Simulations were performed
using the three-dimensional mathematical model developed by Abreu and Johnson (2006, 2005) for a range
of scenarios to develop relationships between the site-specific conditions and the vapor intrusion attenuation
factor a, which is defined as the ratio of the indoor air concentration of a chemical divided by 'ﬁ%&sﬂﬁﬁeents
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vapor source concentration. This mathematical modeling study is intended to provide insight to the
significance of bio-attenuation for a wide range of scenarios. It is anticipated that the results may be used to
revise regulatory guidance for assessing vapor intrusion to buildings at dissolved petroleum hydrocarbon-
impacted sites.

2. Background

Abreu and Johnson (2006) simulated steady-state vapor intrusion scenarios for aerobically biodegradable
chemicals using a three-dimensional multi-component transient numerical model. The simulations conducted
in their work include a variety of different source concentrations and depths beneath typical residential
buildings in simplified geologic settings. These simulations indicate that aerobic degradation rates are likely to
be sufficient to degrade hydrocarbons below levels of potential concern to human health via vapor intrusion
for sources of sufficient depth beneath the building or where the source concentrations are low (e.g.
concentration typical of most dissolved petroleum groundwater plumes).

The development and use of the numerical model is described in detail in Abreu and Johnson (2005, 2006)
and Abreu (2005). In brief, the numerical model simultaneously solves transient equations for the soil gas
pressure field (from which the advective flow field is computed), transient advective and diffusive transport
and reaction of multiple chemicals (including oxygen) in the subsurface, flow and chemical transport through
foundation cracks and dilution within the building ventilation. The advective transport is a result of the
pressure difference between the building and atmospheric pressures. Although not considered in this study,
this code also allows simulations of time-varying atmospheric and indoor pressures. Inputs to the model
include geometry descriptors (building footprint, foundation depth, crack locations and widths, source depth,
etc.), chemical properties, kinetic parameters, the indoor-outdoor pressure differential, oxygen concentration
at ground surface, and the chemical vapor concentration(s) at the vapor source. The model uses a finite-
difference numerical method to solve the model partial differential equations and boundary conditions. The
numerical accuracy of the code has been demonstrated through the comparison of model predictions with
other analytical and numerical model results, and the code has been shown to be capable of fitting field-
measured vertical soil gas profiles.

Abreu and Johnson (2006) presented their results as vapor intrusion attenuation factors. Results for vapor
source concentration of 2 mg/L showed that vapor attenuation factors for biodegradable compounds could be
at least 3 to 18 orders of magnitude less than the no degradation scenarios. This increased attenuation due to
biodegradation is significant; however, the magnitude of the effect is sensitive to site-specific conditions.
Consequently, a more comprehensive evaluation of the effect of biodegradation on the vapor intrusion pathway
is warranted.

3. Approach

The site-specific conditions and the physical settings considered were selected to cover a wide range of
potential conditions that might be encountered at hydrocarbon release sites. The conceptual model for the
simulations represents typical residential homes with an aerially extensive source directly beneath the
building (i.e. lateral separation between the source and the building was not considered). Both basement and
slab-on-grade construction scenarios were considered and foundation cracks were assumed to be present
around the perimeter of the 10 m x 10 m structure. Examples of the model domain for each foundation
scenario are presented in Figures 1 and 2.

Three key parameters were selected for this evaluation because they are considered to have the most
significant influence on bio-attenuation:

e vapor source concentration,
e source depth, and
e biodegradation rates.

A series of model simulations were performed over a range of values for these parameters to generate
sufficient information to assess the expected relationship between the attenuation factor and the various site
conditions. Homogeneous soil properties and steady-state conditions were simulated in this application of the

model. Documents

Document Sharing Hub

Full document details: APl Publ 4775-2009


http://www.avadocuments.com/doc/api-publ-4775-2009
http://www.avadocuments.com/doc/api-publ-4775-2009

SIMULATING THE EFFECT OF AEROBIC BIODEGRADATION ON SOIL VAPOR INTRUSION INTO BUILDINGS 3

Al

|

-2 SIS

Depth bgs (m)
do

Vapor source

01 2 3 45 6 7 8 9 10 11 12
x (m)

Figure 1—Vertical cross section of sample model domain showing the grid refinement for basement scenario

Depth bgs (m)
o

Vap(Ir source

-5m
o 1 2 3 4 5 6 7 8 9 10 11 12
x (m)
Figure 2—Vertical cross section of sample model domain showing the grid refinement for
slab-on-grade scenario

3.1 Conditions Simulated

Unless otherwise specified in the text and figures, the model input parameters common to all simulations are
listed in Table 1. These parameter values are the same as those used in Abreu and Johnson (2006) with
some exceptions listed below. The sensitivities of the three key parameters were evaluated using values that
span typical ranges for each parameter as listed in Table 2.

3.1.1  Vapor Source Concentration
The vapor source concentrations considered in this study ranged from 0.004 to 400 mg/L-vapor. This
represents groundwater concentrations ranging from low concentration dissolved phase plumes to

concentrations in equilibrium with non-aqueous phase liquid (NAPL) sources. The physical properties for
benzene were used in all simulations for single-component source.
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Table 1—Model Input Parameters
(unless otherwise noted in the text or figures)

Building/foundation parameters
Length: 10 m
Width: 10 m
Depth in soil:

e 2.0 m (basement type)

¢ 0.2 m (slab-on-grade type)
Foundation thickness: 0.15 m
Enclosed space volume: 244 m®
Indoor air mixing height: 2.44 m
Air exchange rate: 0.5 h'
Crack width: 0.001 m
Total crack length: 39 m
Crack location:

o Perimeter
Disturbance pressure: 5 Pa

Soil Properties

Homogeneous sandy soil

Soil bulk density: 1660 kg/m3
Moisture-filled porosity: 0.054 m®yater/mMsoi
Total soil porosity: 0.375 M>yoigs/M>soi

Soil gas permeability: 107" m?

Soil domain? dimensions in (x,y,z) directions
e 12mx 12 m x (1 to 12 m depths)

Hydrocarbon vapor source properties
Location: base of vadose zone
Source size: entire domain footprint

Hydrocarbon properties

Overall effective diffusion coefficient for transport in
the porous media: 5.12E-3 m?/h

Overall effective diffusion coefficient for transport in
the crack: 3.17E-2 m*h

Atmospheric concentration: 0.0 pg/m3

Oxygen properties
Overall effective diffusion coefficient for transport in
porous media: 1.16E-2 m?/h
Overall effective diffusion coefficient for transport in
the crack: 7.2E-2 m?/h
Ratio of oxygen to hydrocarbon consumed:
¢ 3 kg-oxygen/kg-hydrocarbon
Threshold concentration: 1 % vol/vol
Atmospheric concentration: 21 % vol/vol

Others
Dynamic viscosity of air: 0.0648 Kg/m/h

in the simulation.

@ The symmetrical scenario domain includes only a quarter of the building footprint (5 m x 5 m footprint area)

Table 2—Values for Key Parameters Studied

Vapor source concentration (mg/L)

0.004, 0.04, 0.4, 1, 4, 10, 40, 100, 200, 400

Vapor source-foundation separation (m)

1,2,3,4,5,7,10

First-order biodegradation rate constant (1/h)

0 (no biodegradation case), 0.079, 0.79, 2

3.1.2 Depth of Source Below the Building Foundation

The depth of the source below the building foundation ranged from 1 to 10 meters (m). This encompasses a

range of shallow source depths that is of interest for most vapor intrusion investigations.

3.1.3 Biodegradation Rates

DeVaull (2007) compiled a total of 84 data sets of reported laboratory and field calculated biodegradation

rates for aromatic hydrocarbons measured by multiple investigators. The data included biodegradation rates

for individual chemicals: benzene, toluene, ethylbenzene and xylene (BTEX), trimethylbenzene, and

naphthalene; as well as rates for mixed BTEX chemicals. The geometric mean of the water-phase first-order
biodegradation rates (A) for the values reported in those studies is 0.79 h™". The values of A considered in this
work are: 0.079, 0.79 and 2 h™'. These values were selected based on the geometric mean value reported by

DeVaull with higher and lower values included to assess the sensitivity of this parameter. The
no-biodegradation case (A = 0) was also included in this work for comparison purposes.

The oxygen threshold air concentration for biodegradation to occur is a user-defined input to the model. In this
study, the oxygen threshold was assumed to be 1 % vol/vol (normalized concentration equal to 0.05). This

threshold was chosen based on previous published biodegradation studies. Field data reported in

Roggemans, et al. (2001) show decreasing oxygen concentration with depth until reaching a constant value of
2 % vol/vol. Additionally, Bordon and Bedient (1986) report that aerobic biodegradation is observed when the
oxygen concentration in groundwater is above 0.1 mg/L-water (vapor equilibrium oxygen concentration of
0.24 % vol/vol). In practice, it is difficult to accurately measure very low oxygen concentrations, a
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possible that the threshold is below these reported values. If microorganisms can degrade hydrocarbons in
the presence of less than 1 % oxygen, then these simulations would underestimate the influence of bio-
attenuation.

These simulations also assume that there are no other natural oxygen demands in the vadose zone soils (i.e.
oxygen is consumed only by hydrocarbon biodegradation). Therefore, the simulations may overestimate the
effect of biodegradation if organic-rich soils are present and their natural demands on oxygen reduce the
oxygen concentrations below the levels needed for the biodegradation to occur.

3.2 Multi-Component Mixture Vapor Source

Petroleum hydrocarbon releases are typically mixtures of many aerobically biodegradable compounds, so the
migration and bio-attenuation of individual constituents may be affected by the presence of the other
compounds in soil vapor. This is expected to be significant due to competition for the oxygen available for
biodegradation. Therefore, a set of simulations was also performed using a multi-component vapor source.
The composition of a weathered gasoline described by Johnson et al. (1990) was selected for modeling. To
facilitate the calculations, the gasoline composition was grouped into seven hydrocarbon
constituents/fractions following the approach presented by the Total Petroleum Hydrocarbon Criteria Working
Group (TPHCWG, 1997). The source vapor concentration was calculated for two cases: (1) vapor
concentrations in equilibrium with a NAPL source and (2) vapor concentrations in equilibrium with a dissolved
gasoline plume.

The source vapor composition in equilibrium with a NAPL source scenario was calculated using Raoult’'s Law.
To determine the hydrocarbon composition for the dissolved phase source scenario, a leaching calculation
was performed following the approach included in the EPA Soil Screening Guidance (USEPA, 1996). The
leaching calculations were based on equilibrium partitioning between sorbed, vapor and aqueous phase. The
groundwater source concentration was determined by applying a dilution factor to the calculated leachate
concentrations. The vapor source concentrations were calculated from the groundwater concentrations
assuming Henry’s Law partitioning.

Both types of multiple compounds sources (i.e. NAPL and dissolved plumes) were used in simulations to
assess the expected attenuation factors and oxygen consumption (or availability). The compositions of the
assumed multi-component sources used in the simulations are presented in Table 3. The biodegradation
rates for aromatics and for aliphatics groups of hydrocarbons in the multi-compound mixture were chosen
based on the geometric mean values published by DeVaull (2007). For aromatics, a biodegradation rate of
0.79 hr'' was used and for aliphatic compounds, a biodegradation rate of 71 hr'' was used.

Table 3—Multiple Compound Mixture Vapor Source

. Vapor Source Concentration First Order Oxygen
Weathered Gasoline (mg/L) . Biodegradation | Hydrocarbon
Henry's Law .
Rate Ratio
Constant

Groub/component Dissolved GW NAPL

P P Source Source (1/n) (g-oxy/g-HC)
Benzene 0.03 0.68 0.228 0.79 3
Toluene 0.40 3.99 0.27 0.79 3
Ethylbenzene 0.11 0.53 0.32 0.79 3
Xylenes 0.61 2.7 0.3 0.79 3
Other Aromatics 1.79 16.4 0.27 0.79 3
Aliphatic C5-C8 32.45 255 86 71 3.5
Aliphatic C9-C12 4.65 53 290 71 3.5
SUM 40 285 - - -
GW = Groundwater
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4. Results and Discussion

The results show the expected effect of biodegradation on the attenuation factor and sub-surface distribution
of hydrocarbons and oxygen for a wide variety of scenarios, which should encompass the majority of
conditions encountered in vapor intrusion assessments. The results for a source consisting of a single
compound are presented first, followed by the results for a multi-component source.

The three-dimensional model output illustrating the hydrocarbon and oxygen soil vapor concentrations
distribution is presented as two-dimensional contour plots on vertical cross-sections through the center of the
building. In these plots, hydrocarbon concentrations are normalized by the source zone vapor concentration
and oxygen concentrations are normalized by atmospheric oxygen concentration (i.e. 21 % vol/vol).

Results and discussion on the predicted soil gas pressure field and the resultant air flow rate into the building
predicted for the scenarios studied in this work are presented in Appendix A.

The predicted vapor intrusion attenuation factors for the scenarios studied with a single compound source are
presented in Tables 4 and 5 for the basement and slab-on-grade scenarios, respectively. Plots showing the
dependence of the attenuation factor on source concentration, source depth, biodegradation rates and
building foundation type are presented in Appendices B and C. Details of the effects of these parameters on
the bio-attenuation for the vapor intrusion pathway are discussed below.

4.1 Effect of Source Concentration

Soil gas concentration distributions and attenuation factors for hydrocarbon undergoing biodegradation with a
first-order biodegradation rate of A = 0.79 h™ and vapor source concentrations of 0.1, 1 and 10 mg/L are
shown in Figure 3 for basement scenarios and in Figure 4 for slab-on-grade scenarios. These source
concentrations were selected in order to represent dissolved groundwater plumes at various concentrations
below the solubility limit, and multiplied by Henry’s Constant to generate a soil gas concentration, assuming
equilibrium partitioning between shallow groundwater and deep soil gas. Several concentrations were
simulated for a source depth of 5 m bgs. For both the basement and slab-on-grade scenarios, the predicted
oxygen concentration beneath the building is sufficient to promote biodegradation and the predicted a-values
are about 5.5E-10 and 4.1E-14, respectively. These values are several orders of magnitude lower than the
calculated attenuation factors for the no degradation scenarios (a-factor = 1.1E-3 and 6.3E-4 for the
basement and slab-on-grade scenarios, respectively). These calculations show 6 to 10 orders of magnitude
attenuation attributable to biodegradation, which is much greater than the zero or one order of magnitude
assumed currently in regulatory guidance documents.

Figures 3 and 4 show that for vapor source concentrations ranging from 0.1 to 10 mg/L at a depth of 5 m bgs
in homogeneous soil, the model predicts oxygen-rich conditions (normalized oxygen concentrations greater
than 0.05) beneath the entire building footprint; and biodegradation occurs without oxygen limitations
throughout the subsurface. Under such conditions the building presence and foundation type (i.e. basement
or slab-on-grade) have very little effect on the hydrocarbon soil gas concentration distribution and near-
foundation soil gas samples are reasonably representative of sub-slab concentrations.

When comparing predicted a-values for the different building types in Figures 3 and 4, it should be noted that
two factors that affect the transport. First, for a source at the same depth below ground surface (bgs), the
source-foundation separation distance is different for these two scenarios. Therefore the hydrocarbon vapor
transport distance for the basement scenario is smaller than that for the slab-on-grade scenario. Second, the
oxygen transport distance for the basement scenario is larger than that for the slab-on-grade scenario. Due to
these factors, the hydrocarbon concentration beneath the foundation for the slab-on-grade scenario is less
than that for the basement scenario and consequently the a-values for slab-on-grade scenarios in Figure 4
are about four orders of magnitude smaller than for basement scenarios in Figure 3. However, if the
attenuation factors are compared based on the separation distance between the source and the floor of the
building (see Tables 2 and 3), they are generally within an order of magnitude, which is relatively small
compared to the range of attenuation factors simulated.
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Table 4—Attenuation Factor Results for Single Component Source Basement Scenarios

Vapor Source Depth Below Foundation (m)
Xapor Source Biodegradation 1 | 2 | 3 | 4 | 5 | 7 | 10
oncentration Rate
(mglL) (1/h) Equivalent Vapor Source Depth Below Ground Surface (m)
3 4 5 6 7 9 12
0 1.3E-03 1.3E-03 1.1E-03 1.0E-03 9.1E-04 7.4E-04 5.7E-04
400 0.079 1.2E-03 1.0E-03 8.0E-04 6.2E-04 4.7E-04 2.4E-04 6.4E-05
0.79 1.2E-03 1.0E-03 7.9E-04 6.2E-04 4.6E-04 2.3E-04 3.3E-05
2 1.2E-03 1.0E-03 7.9E-04 6.2E-04 4.6E-04 2.3E-04 2.9E-05
0 - - 1.1E-03 1.0E-03 9.1E-04 7.4E-04 5.6E-04
200 0.079 - - 5.2E-04 3.1E-04 1.7E-04 2.8E-05 5.0E-07
0.79 - - 5.0E-04 2.7E-04 1.1E-04 1.9E-06 8.6E-12
2 - - 5.0E-04 2.7E-04 1.0E-04 4.0E-07 4.4E-15
0 1.3E-03 1.3E-03 1.1E-03 1.0E-03 9.0E-04 7.4E-04 5.6E-04
100 0.079 8.9E-04 4.6E-04 2.0E-04 6.6E-05 1.5E-05 5.2E-07 6.5E-09
0.79 8.7E-04 3.6E-04 8.7E-05 5.5E-06 7.8E-08 3.6E-12 2.4E-17
2 8.7E-04 3.5E-04 6.7E-05 1.5E-06 3.2E-09 1.4E-15 9.5E-23
0 1.3E-03 1.3E-03 1.1E-03 1.0E-03 9.0E-04 7.4E-04 5.6E-04
40 0.079 5.6E-04 1.6E-04 3.2E-05 4.8E-06 8.3E-07 2.7E-08 1.8E-10
0.79 3.5E-04 1.1E-05 9.0E-08 2.4E-10 2.7E-12 2.8E-16 3.6E-22
2 3.1E-04 2.2E-06 2.6E-09 2.5E-13 7.5E-16 2.7E-21 1.5E-29
0 1.3E-03 1.3E-03 1.1E-03 1.0E-03 9.0E-04 7.4E-04 5.6E-04
10 0.079 4.4E-04 8.0E-05 1.3E-05 2.1E-06 3.4E-07 8.3E-09 3.1E-11
0.79 1.5E-05 6.8E-08 5.9E-10 2.3E-12 2.3E-14 1.2E-18 2.8E-25
2 1.8E-06 5.8E-10 7.1E-13 2.1E-16 5.8E-19 8.2E-25 -
0 1.3E-03 1.3E-03 1.1E-03 1.0E-03 9.0E-04 7.4E-04 5.6E-04
4 0.079 4.4E-04 8.0E-05 1.3E-05 2.1E-06 3.4E-07 8.3E-09 3.1E-11
0.79 1.5E-05 5.8E-08 5.5E-10 1.5E-12 1.0E-14 5.0E-19 7.7E-26
2 1.1E-06 2.7E-10 6.1E-13 6.8E-17 1.5E-19 1.2E-25 -
0 1.3E-03 1.3E-03 1.1E-03 1.0E-03 9.0E-04 - -
1 0.079 4.4E-04 8.0E-05 1.3E-05 2.1E-06 3.4E-07 - -
0.79 1.5E-05 5.8E-08 5.5E-10 1.5E-12 1.0E-14 - -
2 1.1E-06 2.7E-10 6.1E-13 6.8E-17 1.5E-19 - -
0 1.3E-03 1.3E-03 1.1E-03 1.0E-03 9.0E-04 7.4E-04 5.6E-04
04 0.079 4.4E-04 8.0E-05 1.3E-05 2.1E-06 3.4E-07 8.3E-09 3.1E-11
0.79 1.5E-05 5.8E-08 5.5E-10 1.5E-12 1.0E-14 5.0E-19 7.7E-26
2 1.1E-06 2.7E-10 6.1E-13 6.8E-17 1.5E-19 1.2E-25 -
0 1.3E-03 1.3E-03 1.1E-03 1.0E-03 9.0E-04 7.4E-04 -
0.04 0.079 4.4E-04 8.0E-05 1.3E-05 2.1E-06 3.4E-07 8.3E-09 -
0.79 1.5E-05 5.8E-08 5.5E-10 1.5E-12 1.0E-14 5.0E-19 -
2 1.1E-06 2.7E-10 6.1E-13 6.8E-17 1.5E-19 1.2E-25 -
0 1.3E-03 1.3E-03 1.1E-03 1.0E-03 - - -
0.004 0.079 4.4E-04 8.0E-05 1.3E-05 2.1E-06 - - -
0.79 1.5E-05 5.8E-08 5.5E-10 1.5E-12 - - -
2 1.1E-06 2.7E-10 6.1E-13 6.8E-17 - - -
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Table 5—Attenuation Factor Results for Single Component Source Slab-on-Grade Scenarios

Full document details: APl Publ 4775-2009

Vapor Source Depth Below Foundation (m)
Vapor Source Biodegradation 1 2 | 3 4 5 7 | 10
Concentration Rate
(mg/L) (1/h) Equivalent Vapor Source Depth Below Ground Surface (m)
1 2 3 4 5 7 10
0 1.4E-03 1.1E-03 8.7E-04 7.3E-04 6.3E-04 4.8E-04 3.5E-04
400 0.079 1.1E-03 6.3E-04 3.8E-04 2.3E-04 1.3E-04 3.4E-05 2.5E-06
0.79 1.0E-03 5.2E-04 2.6E-04 1.1E-04 4.0E-05 1.9E-06 1.3E-09
2 1.0E-03 5.1E-04 2.4E-04 8.9E-05 2.6E-05 3.6E-07 1.2E-11
0 1.4E-03 1.1E-03 8.7E-04 7.3E-04 6.3E-04 4.8E-04 3.5E-04
100 0.079 8.2E-04 2.5E-04 7.0E-05 1.5E-05 3.2E-06 1.6E-07 2.4E-09
0.79 4.1E-04 2.4E-05 9.0E-07 1.1E-08 1.5E-10 4.3E-14 6.8E-19
2 3.1E-04 6.8E-06 6.0E-08 1.2E-10 1.9E-13 1.5E-18 4.5E-25
0 1.4E-03 1.1E-03 8.7E-04 7.3E-04 6.3E-04 4.8E-04 3.5E-04
40 0.079 7.6E-04 1.4E-04 2.6E-05 4.1E-06 7.6E-07 2.3E-08 1.6E-10
0.79 1.0E-04 1.1E-06 1.3E-08 3.7E-11 9.5E-13 3.9E-17 1.2E-22
2 4.0E-05 3.9E-08 1.3E-10 8.9E-15 1.3E-16 4.1E-23 2.1E-30
0 1.4E-03 1.1E-03 8.7E-04 7.3E-04 6.3E-04 4.8E-04 3.5E-04
10 0.079 7.5E-04 1.4E-04 2.3E-05 3.3E-06 5.5E-07 1.2E-08 4.7E-11
0.79 6.2E-05 3.7E-07 3.0E-09 2.8E-12 4.9E-14 5.2E-19 2.8E-25
2 8.4E-06 5.5E-09 8.9E-12 1.1E-16 1.1E-18 3.3E-26 -
0 1.4E-03 1.1E-03 8.7E-04 7.3E-04 6.3E-04 4.8E-04 3.5E-04
4 0.079 7.5E-04 1.4E-04 2.3E-05 3.3E-06 5.5E-07 1.2E-08 4.7E-11
0.79 6.2E-05 3.7E-07 3.0E-09 2.8E-12 4.1E-14 3.4E-19 1.1E-25
2 8.4E-06 5.5E-09 8.6E-12 8.1E-17 5.9E-19 1.3E-26 -
0 1.4E-03 1.1E-03 8.7E-04 7.3E-04 6.3E-04 4.8E-04 -
] 0.079 7.5E-04 1.4E-04 2.3E-05 3.3E-06 5.5E-07 1.2E-08 -
0.79 6.2E-05 3.7E-07 3.0E-09 2.8E-12 4.1E-14 3.4E-19 -
2 8.4E-06 5.5E-09 8.6E-12 8.1E-17 5.9E-19 1.2E-26 -
0 1.4E-03 1.1E-03 8.7E-04 7.3E-04 6.3E-04 4.8E-04 3.5E-04
0.4 0.079 7.5E-04 1.4E-04 2.3E-05 3.3E-06 5.5E-07 1.2E-08 4.7E-11
0.79 6.2E-05 3.7E-07 3.0E-09 2.8E-12 4.1E-14 3.4E-19 1.0E-25
2 8.3E-06 5.5E-09 8.6E-12 8.1E-17 6.0E-19 1.2E-26 -
0 1.4E-03 1.1E-03 8.7E-04 7.3E-04 6.3E-04 4.8E-04 -
0.04 0.079 7.5E-04 1.4E-04 2.3E-05 3.3E-06 5.5E-07 1.2E-08 -
0.79 6.2E-05 3.7E-07 3.0E-09 2.8E-12 4.1E-14 3.5E-19 -
2 8.4E-06 5.5E-09 8.6E-12 8.1E-17 5.9E-19 1.2E-26 -
0 1.4E-03 1.1E-03 8.7E-04 7.3E-04 - - -
0.004 0.079 7.5E-04 1.4E-04 2.3E-05 3.3E-06 - - -
0.79 6.2E-05 3.7E-07 3.0E-09 2.8E-12 - - -
2 8.4E-06 5.5E-09 8.6E-12 8.1E-17 - - -
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For the three scenarios presented in Figures 3 and 4, the attenuation factor is insensitive to source
concentration over the range presented. This is a result of oxygen rich conditions throughout the subsurface.
However, for scenarios with higher oxygen utilization (e.g. higher hydrocarbon source concentration), the
attenuation factor will be dependent on the source concentration. This demonstrates the importance of
understanding the oxygen distribution as part of a site assessment for vapor intrusion at petroleum
hydrocarbon release sites. The simulations here assume steady-state soil gas flow into the building, and this
is a simplification of real-world conditions. If a building has pressure that fluctuates between being higher and
lower than the soil gas pressure, then the flux of oxygen to the region beneath the building will increase to
some degree, and the oxygen deficient zone may not develop to the same extent. Potential differences in
conditions beneath and beside a building should be considered when selecting locations and depths for
sample collection.

Hydrocarbon Oxygen
0 Cvs = 0.1 mg/L
1 %_55710 7%7
) //9;/'//_///7 i 1E-7
3+ - 15 1 \\0335_
4 0.1%01 7
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- 7 1E-5
-3- . w
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Figure 3—Effect of low vapor source concentration (Cvs) on soil gas concentration distribution and vapor
intrusion attenuation factors (o) for basement foundation scenarios and hydrocarbon biodegradation rate
A=0.79h™. Hydrocarbon and oxygen concentrations are normalized by source and atmospheric
concentrations, respectively.
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Figure 4—Effect of low vapor source concentration (Cvs) on soil gas concentration distribution and vapor
intrusion attenuation factors (o) for slab-on-grade foundation scenarios and hydrocarbon biodegradation rate
A=0.79h™. Hydrocarbon and oxygen concentrations are normalized by source and atmospheric
concentrations, respectively.

Vapor intrusion attenuation factors (a) are presented in Figures 5 and 6 for a broader set of source
concentrations and first-order biodegradation rates than those shown on Figures 3 and 4. In Figure 5, a is
presented as function of source concentration and first-order degradation rates of 0.079, 0.79 and 2 h” for a
basement scenario with source depth of 5 m bgs. Figure 6 presents comparable plots for a slab-on-grade
scenario. For reference, each plot shows the predicted curve for the no-biodegradation case. Figures 5 and 6
are similar to ones presented by Abreu and Johnson (2006) and show a family of curves with similar shapes
and trends of increasing a-values with increasing vapor source concentration and decreasing biodegradation
rates. For very high vapor source concentrations, the a-values approach the no-biodegradation case due to
oxygen depletion beneath the foundation. For low vapor source concentration ranges (less than
approximately 10 mg/L), a-values are relatively unaffected by changes in hydrocarbon vapor source
concentration due to oxygen rich conditions throughout the subsurface (see Figures 3 and 4) and the first-
order biodegradation kinetic model.
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Figures 5 and 6 and the plots of a-values vs source concentration presented in Appendix B and C for
basement and slab-on-grade scenarios, indicate that for low vapor source concentrations (less than
approximately 10 mg/L),a-values are not sensitive to the vapor source concentration. Note that these results
are for foundation-crack located along the slab perimeter. Previous work (Abreu, 2005) has shown that a-
values may be dependent on crack locations for scenarios with homogeneous sandy soil and shallow
sources. Implications of crack location and how it affects the general conclusions regarding the dependence
of attenuation factors on source concentrations are discussed further in 5.2.

D=5mbgs;L=3m
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Figure 5—Influence of soil vapor source concentration and first-order biodegradation rates (1) on vapor
intrusion attenuation factors (o) for basement scenarios, homogeneous sand soil and source depth (D) of
5 m bgs (source-foundation separation L = 3 m).
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Figure 6—Influence of soil vapor source concentration and first-order biodegradation rates (1) on vapor
intrusion attenuation factors (o) for slab-on-grade scenarios, homogeneous sand soil and source depth (D) of
5 m bgs (source-foundation separation L = ~5 m).

4.2 Effect of First-Order Biodegradation Rate

The effect of first-order biodegradation rates on soil gas concentration profiles for the low source
concentration range is illustrated in Figures 7 and 8 for basement and slab-on-grade scenarios, respectively.
For these simulations, a vapor source concentration of 4 mg/L located at 4 m bgs was assumed. The
hydrocarbon soil gas concentration profiles in Figures 7 and 8 show about 5 orders-of-magnitude reduction in
hydrocarbon vapor concentration at about 2 m bgs as A increases from 0.079 to 2 h™. Additionally, for the
source concentration and depth simulated, the oxygen concentration profiles beneath the slab show
increasing oxygen utilization as A increases. This illustrates the sensitivity of the degradation rate for the
vapor intrusion pathway. The a-values decrease about 5 orders-of-magnitude for the basement scenario and
about 10 orders-of-magnitude for the slab-on-grade scenario as A increases from 0.079 to 2 h'.

4.3 Effect of Source Depth

The effect of source depth on the soil gas concentration distribution for a vapor source concentration of

1 mg/L and a first-order biodegradation rate of 0.79 h™ is illustrated in Figures 9 and 10. Figure 9 shows the
results for basement scenarios with sources at 3, 5 and 7 m bgs (corresponding to source-foundation
separation of 1, 3 and 5 m). Figure 10 shows the results for slab-on-grade scenarios with sources at 1, 3, 5
and 7 m bgs (corresponding to source-foundation separation of ~1, 3, 5 and 7 m). These simulations indicate
multiple orders of magnitude decrease in a-values with an increase in source depth of approximately 2
meters. For these scenarios, oxygen rich conditions (oxygen concentrations > 1 % vol/vol) are present
throughout the subsurface, even for very shallow source depths.
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