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Special Notes

API publications necessarily address problems of a general nature. With respect to particular circumstances, local,
state, and federal laws and regulations should be reviewed.

Neither API nor any of API's employees, subcontractors, consultants, committees, or other assignees make any
warranty or representation, either express or implied, with respect to the accuracy, completeness, or usefulness of the
information contained herein, or assume any liability or responsibility for any use, or the results of such use, of any
information or process disclosed in this publication. Neither APl nor any of APl's employees, subcontractors,
consultants, or other assignees represent that use of this publication would not infringe upon privately owned rights.

API publications may be used by anyone desiring to do so. Every effort has been made by the Institute to assure the
accuracy and reliability of the data contained in them; however, the Institute makes no representation, warranty, or
guarantee in connection with this publication and hereby expressly disclaims any liability or responsibility for loss or
damage resulting from its use or for the violation of any authorities having jurisdiction with which this publication may
conflict.

API publications are published to facilitate the broad availability of proven, sound engineering and operating
practices. These publications are not intended to obviate the need for applying sound engineering judgment
regarding when and where these publications should be utilized. The formulation and publication of API publications
is not intended in any way to inhibit anyone from using any other practices.

Any manufacturer marking equipment or materials in conformance with the marking requirements of an API standard
is solely responsible for complying with all the applicable requirements of that standard. APl does not represent,
warrant, or guarantee that such products do in fact conform to the applicable API standard.

Users of this Recommended Practice should not rely exclusively on the information contained in this document.
Sound business, scientific, engineering, and safety judgment should be used in employing the information contained
herein.

All rights reserved. No part of this work may be reproduced, translated, stored in a retrieval system, or transmitted by any means,
electronic, mechanical, photocopying, recording, or otherwise, without prior written permission from the publisher. Contact the
Publisher, API Publishing Services, 1220 L Street, NW, Washington, DC 20005.

Copyright © 2014 American Petroleum Institute
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Foreword

Nothing contained in any API publication is to be construed as granting any right, by implication or otherwise, for the
manufacture, sale, or use of any method, apparatus, or product covered by letters patent. Neither should anything
contained in the publication be construed as insuring anyone against liability for infringement of letters patent.

Shall: As used in a standard, “shall” denotes a minimum requirement in order to conform to the specification.

Should: As used in a standard, “should” denotes a recommendation or that which is advised but not required in order
to conform to the specification.

This document was produced under APl standardization procedures that ensure appropriate notification and
participation in the developmental process and is designated as an API standard. Questions concerning the
interpretation of the content of this publication or comments and questions concerning the procedures under which
this publication was developed should be directed in writing to the Director of Standards, American Petroleum
Institute, 1220 L Street, NW, Washington, DC 20005. Requests for permission to reproduce or translate all or any part
of the material published herein should also be addressed to the director.

Generally, API standards are reviewed and revised, reaffirmed, or withdrawn at least every five years. A one-time
extension of up to two years may be added to this review cycle. Status of the publication can be ascertained from the
API Standards Department, telephone (202) 682-8000. A catalog of API publications and materials is published
annually by API, 1220 L Street, NW, Washington, DC 20005.

Suggested revisions are invited and should be submitted to the Standards Department, API, 1220 L Street, NW,
Washington, DC 20005, standards@api.org.
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Introduction

Persons planning to construct an aboveground storage facility, replace existing aboveground storage tanks and
associated piping systems, or cathodically protect existing aboveground storage tanks and associated piping should
refer to applicable local, state, and federal fire, safety, and environmental regulations as well as the most recent
edition of the following publications:

— API Standard 650;

— APl Recommended Practice 652;

— API Standard 653;

— API Specification 12B;

— API Specification 12D;

— API Specification 12F;

— API Standard 2610;

— NACE RP0193;

— NACE RP0285;

— NFPA 30;

— NFPA 70; and,

— PEI' RP200.

The appropriate government authority having jurisdiction should be consulted for regulations that apply to the area of
installation prior to taking any action suggested in this recommended practice.

Documents

v Document Sharing Hub

Full document details: API RP 651-2014


http://www.avadocuments.com/doc/api-rp-651-2014
http://www.avadocuments.com/doc/api-rp-651-2014

Documents

Document Sharing Hub

Full document details: API RP 651-2014


http://www.avadocuments.com/doc/api-rp-651-2014
http://www.avadocuments.com/doc/api-rp-651-2014

Cathodic Protection of Aboveground Petroleum Storage Tanks

1 Scope

1.1 The purpose of this recommended practice (RP) is to present procedures and practices for achieving effective
corrosion control on aboveground storage tank bottoms through the use of cathodic protection. This RP contains
provisions for the application of cathodic protection to existing and new aboveground storage tanks. Corrosion control
methods based on chemical control of the environment or the use of protective coatings are not covered in detail.

1.2 When cathodic protection is used for aboveground storage tank applications, it is the intent of this RP to provide
information and guidance specific to aboveground metallic storage tanks in hydrocarbon service. Certain practices
recommended herein may also be applicable to tanks in other services. It is intended to serve only as a guide to
persons interested in cathodic protection. Specific cathodic protection designs are not provided. Such designs should
be developed by a person thoroughly familiar with cathodic protection practices for aboveground petroleum storage
tanks.

1.3 This RP does not designate specific practices for every situation because the varied conditions in which tank
bottoms are installed preclude standardization of cathodic protection practices.

2 Normative References

2.1 Standards, Codes, Publications, and Specifications

The following referenced documents are indispensable for the application of this document. For dated references,
only the edition cited applies. For undated references, the latest edition of the referenced document (including any
amendments) applies.

API Specification 12B, Bolted Tanks for Storage of Production Liquids

API Specification 12D, Field Welded Tanks for Storage of Production Liquids

API Specification 12F, Shop Welded Tanks for Storage of Production Liquids

API Recommended Practice 500, Recommended Practice for Classification of Locations for Electrical Installations at
Petroleum Facilities

API Recommended Practice 575, Inspection of Atmospheric and Low Pressure Storage Tanks
API Standard 620, Design and Construction of Large, Welded, Low-pressure Storage Tanks
API Standard 650, Welded Tanks for Oil Storage

API Recommended Practice 652, Lining of Aboveground Petroleum Storage Tank Bottoms
API Standard 653, Tank Inspection, Repair, Alteration, and Reconstruction

API Recommended Practice 1615, Installation of Underground Petroleum Storage Systems
API Recommended Practice 1621, Bulk Liquid Stock Control at Retail Outlets

API Recommended Practice 1632, Cathodic Protection of Underground Petroleum Storage Tanks and Piping
Systems
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2 APl RECOMMENDED PRACTICE 651

APl Recommended Practice 2003, Protection Against Ignitions Arising Out of Static, Lightning, and Stray Currents
ASTM C144 1, Standard Specification for Aggregate for Masonry Mortar

ASTM C778, Standard Specification for Standard Sand

ASTM D512, Standard Test Methods for Chloride lon in Water

ASTM D516, Standard Test Method for Sulfate lon in Water

ASTM D1557, Standard Test Methods for Laboratory Compaction Characteristics of Soil Using Modified Effort
(56,000 ft-Ibt/ft3 (2700 kN-m/m3))

ASTM G51, Standard Test Method for Measuring pH of Soil for Use in Corrosion Testing

ASTM G57, Method for Field Measurement of Soil Resistivity Using the Wenner Four-Electrode Method
EPA 0376.1 2, Test Method for Sulfide—Titrimetric lodine

NACE 3, Peabody’s Control of Pipeline Corrosion, ISBN 1-57590-114-5

NACE TM0497, Measurement Techniques Related to Criteria for Cathodic Protection on Underground or Submerged
Metallic Piping Systems

NACE SP0177-2007, Mitigation of Alternating Current and Lightning Effects on Metallic Structures and Corrosion
Control Systems

NACE RP0193-2001, External Cathodic Protection of On-Grade Metallic Storage Tank Bottoms
NACE SP0285-2011, Corrosion Control of Underground Storage Tank Systems by Cathodic Protection

NACE SP0388-2007, Impressed Current Cathodic Protection of Internal Submerged Surfaces of Steel Water Storage
Tanks

NACE SP0572-2007, Design, Installation, Operation, and Maintenance of Impressed Current Deep Groundbeds
NACE SP0575-2007, Internal Cathodic Protection Systems in Qil Treating Vessels

NACE TPC 11, A Guide to the Organization of Underground Corrosion Control Coordinating Committees

NFPA 30 4, Flammable and Combustible Liquids Code

NFPA 70, National Electrical Code

PEI RP100 °, Recommended Practices for the Installation of Underground Liquid Storage Systems

ASTM International, 100 Bar Harbor Drive, West Conshohocken, Pennsylvania 19428, www.astm.org.
2 U.S. Environmental Protection Agency, Ariel Rios Building, 1200 Pennsylvania Avenue, N.W., Washington, D.C. 20460,
WWW.epa.gov.
3 NACE International (formerly the National Association of Corrosion Engineers), 1440 South Creek Drive, Houston, Texas,
77084-4906, www.nace.org.
National Fire Protection Association, 1 Batterymarch Park, Quincy, Massachusetts 02169-7471, www.nfpa.org.
5 Petroleum Equipment Institute, P.O. Box 2380, Tulsa, Oklahoma 74101-2380. www.pei.orqg.
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CATHODIC PROTECTION OF ABOVEGROUND PETROLEUM STORAGE TANKS 3

2.2 Other References

Although not cited in the text of this RP, the following publications provide additional information pertaining to cathodic
protection of aboveground storage tanks in petroleum service.

API Standard 2610, Design, Construction, Operation, Maintenance and Inspection of Terminal & Tank Facilities

UL 142 6, Steel Aboveground Tanks for Flammable and Combustible Liquids

3 Terms and Definitions

Definitions in this section reflect the common usage among practicing corrosion control personnel. In many cases, in
the interests of brevity and practicality, the strict scientific definitions have been abbreviated or paraphrased. For the
purposes of this document, the following definitions apply.

341

aboveground storage tank

An on-grade, stationary, uniformly supported container, usually cylindrical in shape, consisting of a metallic roof, shell,
bottom, and support structure where more than 90 % of the tank volume is above surface grade.

3.2
anode
The electrode of an electrochemical cell at which oxidation (corrosion) occurs. Antonym: cathode.

3.3
anode bed
Consists of one or more anodes installed below the earth’s surface for the purpose of supplying cathodic protection.

34

backfill

Commercial, uniformly conductive material placed in a hole to fill the space around anodes, vent pipe, and buried
components of a cathodic protection system. Anodes can be prepackaged with backfill material for ease of
installation.

3.5

breakout piping/tanks

Piping/tanks used to relieve surges in a hazardous liquid pipeline system or piping/tanks used to receive and store
hazardous liquid transported by a pipeline for re-injection and continued transportation by pipeline.

3.6
cathode
The electrode of an electrochemical cell at which a reduction reaction occurs. Antonym: anode.

3.7

cathodic protection

A technique to reduce corrosion of a metal surface by making the entire surface the cathode of an electrochemical
cell.

3.8

chime (or chine)

The portion of the tank bottom steel floor plate that extends horizontally past the outside vertical surface of
the shell (i.e. the external lip formed at the base of the tank where the bottom steel floor plate protrudes and is welded
to the bottom of the shell, around the entire tank perimeter). Also referred to as bottom extension.

6Underwriters Laboratories, 333 Pfingsten Road, North brook, lllinois 60062, www.ul.com. Docu ments
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4 APl RECOMMENDED PRACTICE 651

3.9
coke breeze
A commercial carbonaceous backfill material.

3.10

concentration corrosion cell

A form of localized corrosion initiated by the difference in metal ion or oxygen concentration due to crevices, deposits,
or differences in oxygen concentration on the tank bottom.

(NACE definition: An electrochemical cell, the electromotive force of which is caused by a difference in concentration
of some component in the electrolyte. [This difference leads to the formation of discrete cathodic and anodic
regions.])

3.1
continuity bond
A metallic connection that provides electrical continuity.

3.12
corrosion
The deterioration of a material, usually a metal, that results from a reaction with its environment.

3.13
current density
The current per unit area flowing to or from a metallic surface.

3.14

current requirement test

A test where the use of direct current flow from a temporary anode bed to the structure to be protected is used to
determine the amount of current necessary to protect the structure.

3.15

deep anode bed

One or more anodes installed vertically at a nominal depth of 15 m (50 ft) or more below the earth’s surface in a single
drilled hole for the purpose of supplying cathodic protection.

3.16

differential aeration cell

An electrochemical cell the electromotive force of which is due to a difference in air (oxygen) concentration at one part
of the tank bottom as compared with that at another part of the tank bottom of the same material.

3.17
electrical isolation
The condition of being electrically separated from other metallic structures.

3.18

electrochemical cell

An electrochemical system consisting of an anode and a cathode immersed in an electrolyte so as to create an
electrical circuit. The anode and cathode may be separate metals or dissimilar areas on the same metal. The cell
includes the external circuit, which permits the flow of electrons from the anode toward the cathode.

3.19

electrode potential

The potential of an electrode as measured against a standard reference electrode. The electrode potential does not
include any voltage measurement errors due to the passage of current through the resistance of the metallic or

electrolytic paths. Documents
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CATHODIC PROTECTION OF ABOVEGROUND PETROLEUM STORAGE TANKS 5

3.20

electrolyte

A chemical substance containing ions that migrate in an electric field. For the purposes of this RP, electrolyte refers to
the soil or water adjacent to and in contact with the bottom of an aboveground petroleum storage tank, including the
contaminants and chemicals contained therein.

3.21
environmental cracking
The brittle fracture of a normally ductile material in which the corrosive effect of the environment is a causative factor.

3.22

external circuit

Consists of the wires, metallic connectors, measuring devices, current sources, etc., that are used to bring about or
measure the desired electrical conditions within an electrochemical cell. It is this portion of the cell through which
electrons travel.

3.23

external liner

A system or device, such as a non-conductive membrane, installed beneath an aboveground storage tank, in or on
the tank dike, to contain any accidentally escaped product.

3.24
foreign structure
Any metallic structure that is not intended as a part of a system under cathodic protection.

3.25

galvanic anode

A metal that, because of its relative position in the galvanic series, provides sacrificial protection to another metal that
is more noble, when electrically coupled in an electrolyte. These anodes are the source of current in galvanic or
sacrificial cathodic protection.

3.26

galvanic cathodic protection

The reduction or prevention of corrosion of a metal in an electrolyte by electrically connecting it to a more anodic
metal.

3.27
galvanic series
A list of metals and alloys arranged according to their relative potentials in a given environment.

3.28
holiday
A discontinuity in a protective coating that exposes the underlying substrate to the environment.

3.29

impressed current

An electric current supplied by a device employing a power source that is external to the electrode system. (An
example is the direct current output of a cathodic protection rectifier.)

3.30

interference bond
A metallic connection designed to control stray electrical current discharge from a metallic structure.
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3.31

IR drop

The voltage generated across a resistance by an electrical current in accordance with Ohm’s Law: E = I x R. For the
purpose of this RP, the most significant IR drop is the portion of a structure-to-soil potential caused by current flow
through a resistive electrolyte from the anode to the structure.

3.32
isolation
See electrical isolation.

3.33

membrane

A thin, continuous sheet of nonconductive synthetic material used to contain and/or separate two different
environments.

3.34
oxidation
The loss of electrons by a constituent of a chemical reaction.

3.35

polarization

The change from the open-circuit potential of an electrode as a result of current across the electrode/electrolyte
interface.

3.36

rectifier

A device for converting alternating current to direct current. Usually includes a step-down AC transformer, a silicon or
selenium stack (rectifying elements), meters, and other accessories when used for cathodic protection purposes.

3.37
reduction
The gain of electrons by a constituent of a chemical reaction.

3.38
reference electrode
An electrode whose open-circuit potential is constant under similar conditions of measurement.

3.39

release prevention barrier (RPB)

Includes steel bottoms (when used in a double bottom or secondary containment system), synthetic materials, clay
liners, and all other barriers or combination of barriers placed in the bottom of, or under an aboveground storage tank,
which have the following functions: (a) preventing the escape of stored product, and (b) containing or channeling
released material for leak detection.

3.40
resistor
A device used within an electrical circuit to control current flow.

3.4

secondary containment

A device or system used to control the accidental escape of a stored product so it may be properly recovered or
removed from the environment.
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CATHODIC PROTECTION OF ABOVEGROUND PETROLEUM STORAGE TANKS 7

3.42

shallow anode bed

A group of cathodic protection anodes installed individually, spaced uniformly, and typically buried less than 20 ft (6 m)
below grade.

3.43

shunt

A conductor of a known electrical resistance through which current flow may be determined by measurement of the
voltage across the conductor and calculation using Ohm’s Law.

3.44
stray current
Current flowing through paths other than the intended circuit.

3.45
stray current corrosion
Corrosion resulting from direct current flow through paths other than the intended circuit.

3.46

stress corrosion cracking

The fracture of a metal by the combined action of corrosion and tensile stress. The fracture occurs under a tensile
stress that may be well below the tensile strength or even the yield strength of the material.

3.47

structure-to-electrolyte voltage (also structure-to-soil potential or pipe-to-soil potential)

The voltage difference between a metallic structure and the electrolyte which is measured with a reference electrode
in contact with the electrolyte.

3.48
structure-to-structure voltage (also structure-to structure potential difference)
The difference in voltage between metallic structures in a common electrolyte.

3.49
tank pad
The material immediately adjacent to the exterior steel bottom of an aboveground storage tank.

3.50

test lead

An electrically conductive wire or cable attached to a structure and terminated in a test station. It is used for the
measurement of structure-to-electrolyte potentials and other measurements.

3.51
test station
A small enclosure or housing that is the termination point of one or more test leads.

3.52
voltage
An electromotive force, or a difference in electrode potentials expressed in volts. Also known as a potential.

3.53

water bottom

A water layer in the bottom of a tank caused by separation of water and product due to differences in solubility and
specific gravity.
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4 Corrosion of Aboveground Steel Storage Tanks

4.1 Introduction

411 Corrosion may be defined as the deterioration of a metal resulting from a reaction with its environment.
Corrosion of steel structures is an electrochemical process. For the corrosion process to occur, areas with different
electrical potentials must exist on the metal surface. These areas must be electrically connected and in contact with
an electrolyte.

There are four components required for a corrosion cell: an anode, a cathode, a metallic path connecting the anode
and cathode, and an electrolyte (see Figure 1). The role of each component in the corrosion cell is as follows:

a) At the anode, the base metal goes into solution (corrodes) by releasing electrons and forming positive metal ions.
For steel, the anodic reaction is:

Fe — Fe? + 2¢”

b) At the cathode, chemical reactions take place using electrons released at the anode. No corrosion takes place at
the cathode. One common cathodic reaction is:

0,+2H,0 +4° —40H

c) The metallic path provides a way for electrons released at the anode to flow to the cathode.

d) The electrolyte contains ions and conducts current from the anode to the cathode by ionic movement. The
electrolyte contains both negatively charged ions called anions and positively charged ions called cations that are
attracted to the anode and cathode, respectively. Moist soil is the most common electrolyte for external surfaces of
the tank bottom, while water and sludge generally are the electrolytes for the internal surfaces.

Steel

AnodM %t@
\
/

& // //\// /Current Tlow £ //\/ X {\\/\\//\

N N
R LIS A

Figure 1—Electrochemical Corrosion Cell

4.1.2 There are many forms of corrosion. The two most common types relative to tank bottoms are general and
localized (pitting) corrosion. In general corrosion, thousands of microscopic corrosion cells occur on an area of the
metal surface resulting in relatively uniform metal loss. In localized (pitting) corrosion, the individual corrosion cells are
larger and distinct anodic and cathodic areas can be identified. Metal loss in this case may be concentrated within
relatively small areas with substantial areas of the surface unaffected by corrosion.

4.1.3 The composition of the metal is a factor in determining which areas on a metal surface become anodes or
cathodes. Differences in electrochemical potential between adjacent areas can result from uneven distribution of
alloying elements or contaminants within the metal structure. Corrosion can also be caused by differences between
weld metal, heat affected zone, and parent metal.
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4.1.4 Physical and chemical properties of the electrolyte also influence the location of cathodic and anodic areas on
the metal surface. For example, differing oxygen concentrations between areas on a steel surface may generate
differences in potential. Areas with lower oxygen concentrations become anodic and areas with higher oxygen
concentrations become cathodic. This phenomenon can cause corrosion of steel tank bottoms on a homogeneous
sand pad, and/or when contaminated with clay or other debris or natural soil that does not have a uniform consistency
(see Figure 2).

4.1.5 Soil characteristics substantially affect the type and rate of corrosion on a structure in contact with soil. For
example, dissolved salts influence the current carrying capacity of the soil electrolyte and help determine reaction
rates at the anodic and cathodic areas. Moisture content, pH, oxygen concentration, and other factors interact in a
complex fashion to influence corrosion.

Cathodic

Steel area
tank bottom
Anodic
area

Corrosion occurs where
rock or clay makes
contact with steel

Figure 2—Oxygen Concentration Cell Caused by Rocks or Clay in Tank Pad

4.2 Corrosion Mechanisms

4.2.1 Stray Current Corrosion

Stray currents (also known as interference currents) travel through the soil electrolyte and on to structures for which
they are not intended. Usually, the affected structure collects the interference currents from the electrolyte; the source
of these currents is not electrically connected to the affected structure. As shown in Figure 3, stray current may enter
an unprotected tank bottom and travel through the low resistance path of the metal to an area on the tank closer to the
protected structure (pipeline). At this location, the current discharges back into the electrolyte (soil) at point B with
resultant metal loss. The most common, and potentially the most damaging, stray currents are direct currents. These
currents are generated from grounded DC electric power systems including electric railroads, subways, welding
machines, impressed current cathodic protection systems, and thermoelectric generators.

The severity of corrosion (metal loss) resulting from interference currents depends on several factors:

a) separation and routing of the interfering and affected structures and location of the interfering current source;

b) magnitude and density of the current;

c) quality or absence of a coating on the affected structures;

d) the presence and location of mechanical joints having high electrical resistance;

e) temperature.
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