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Special Notes

API publications necessarily address problems of a general nature. With respect to particular circumstances, local,
state, and federal laws and regulations should be reviewed.

Neither APl nor any of API's employees, subcontractors, consultants, committees, or other assignees make any
warranty or representation, either express or implied, with respect to the accuracy, completeness, or usefulness of the
information contained herein, or assume any liability or responsibility for any use, or the results of such use, of any
information or process disclosed in this publication. Neither APl nor any of API's employees, subcontractors,
consultants, or other assignees represent that use of this publication would not infringe upon privately owned rights.

API publications may be used by anyone desiring to do so. Every effort has been made by the Institute to assure the
accuracy and reliability of the data contained in them; however, the Institute makes no representation, warranty, or
guarantee in connection with this publication and hereby expressly disclaims any liability or responsibility for loss or
damage resulting from its use or for the violation of any authorities having jurisdiction with which this publication may
conflict.

API publications are published to facilitate the broad availability of proven, sound engineering and operating
practices. These publications are not intended to obviate the need for applying sound engineering judgment
regarding when and where these publications should be utilized. The formulation and publication of API publications
is not intended in any way to inhibit anyone from using any other practices.

Any manufacturer marking equipment or materials in conformance with the marking requirements of an API standard
is solely responsible for complying with all the applicable requirements of that standard. APl does not represent,
warrant, or guarantee that such products do in fact conform to the applicable API standard.

All rights reserved. No part of this work may be reproduced, translated, stored in a retrieval system, or transmitted by any means,
electronic, mechanical, photocopying, recording, or otherwise, without prior written permission from the publisher. Contact the
Publisher, API Publishing Services, 1220 L Street, NW, Washington, DC 20005.

Copyright © 2017 American Petroleum Institute
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Foreword

Nothing contained in any API publication is to be construed as granting any right, by implication or otherwise, for the
manufacture, sale, or use of any method, apparatus, or product covered by letters patent. Neither should anything
contained in the publication be construed as insuring anyone against liability for infringement of letters patent.

Shall: As used in a standard, “shall” denotes a minimum requirement in order to conform to the specification.

Should: As used in a standard, “should” denotes a recommendation or that which is advised but not required in order
to conform to the specification.

This document was produced under API standardization procedures that ensure appropriate notification and
participation in the developmental process and is designated as an API standard. Questions concerning the
interpretation of the content of this publication or comments and questions concerning the procedures under which
this publication was developed should be directed in writing to the Director of Standards, American Petroleum
Institute, 1220 L Street, NW, Washington, DC 20005. Requests for permission to reproduce or translate all or any part
of the material published herein should also be addressed to the director.

Generally, API standards are reviewed and revised, reaffirmed, or withdrawn at least every five years. A one-time
extension of up to two years may be added to this review cycle. Status of the publication can be ascertained from the
API Standards Department, telephone (202) 682-8000. A catalog of API publications and materials is published
annually by API, 1220 L Street, NW, Washington, DC 20005.

Suggested revisions are invited and should be submitted to the Standards Department, API, 1220 L Street, NW,
Washington, DC 20005, standards@api.org.
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Introduction

This specification is under the jurisdiction of the APl Subcommittee on Aboveground Storage Tanks.

This specification is based on the accumulated knowledge and experience of purchasers and manufacturers of field-
welded steel storage tanks of various sizes and capacities for internal pressures approaching atmospheric. This
publication provides a purchase specification to facilitate the manufacture and procurement of storage tanks for
production service, such as storage of crude oil, condensate, hydrocarbon products, and nonpotable water. If tanks
are purchased in accordance with this specification, the purchaser is expected to specify certain basic requirements.

This specification shall become effective on the date printed on the cover.
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Specification for Field Welded Tanks for
Storage of Production Liquids

1 Scope

1.1 General

This specification covers material, design, fabrication, and testing requirements for vertical, cylindrical,
aboveground, closed top, welded steel storage tanks in various standard sizes and capacities for internal
pressures of approximately atmospheric, not to exceed those listed in Table 5.1, Column 2.

This specification provides the oil production industry with tanks of adequate safety and reasonable
economy for use in the storage of crude petroleum and other liquids commonly handled and stored by the
production segment of the industry. This specification is for the convenience of purchasers and
manufacturers in ordering and fabricating tanks.

1.2 Compliance

The manufacturer is responsible for complying with all provisions of this specification. The purchaser may
make any investigation necessary to be satisfied that the manufacturer is in compliance and may reject
any material that does not comply with this specification. It is urged that the purchaser exercise this right
by providing an inspection independent of any supervisory inspection furnished by the manufacturer, and
that the purchaser’s inspector closely monitor all of the details of shop fabrication and/or field construction
and testing herein specified that may affect the integrity and safety of the completed structure.

2 Normative References

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document applies including any amendments.

API Specification 5L, Specification for Line Pipe

API Standard 650, Welded Tanks for Oil Storage

APl Recommended Practice 652, Lining of Aboveground Petroleum Storage Tank Bottoms

API Standard 2000, Venting Atmospheric and Low-pressure Storage Tanks

ASME Boiler and Pressure Vessel Code, Section IX !, Welding, Brazing, and Fusing Qualifications

ASME B16.5, Pipe Flanges and Flanged Fittings: NPS 1/2 through NPS 24 Metric/Inch Standard

ASME B16.11, Forged Fittings, Socket-Welding and Threaded

ASTM A36/A36M 2, Standard Specification for Carbon Structural Steel

ASTM A53/A53M, Standard Specification for Pipe, Steel, Black and Hot-Dipped, Zinc-Coated, Welded
and Seamless

ASTM A106/A106M, Standard Specification for Seamless Carbon Steel Pipe for High-Temperature
Service

! ASME International, 2 Park Avenue, New York, New York 10016-5990, www.asme.org.
2 ASTM International, 100 Barr Harbor Drive, West Conshohocken, Pennsylvania 19428, www.astm.org.
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ASTM A123/A123M, Standard Specification for Zinc (Hot-Dip Galvanized) Coatings on Iron and Steel
Products

ASTM A307, Standard Specification for Carbon Steel Bolts, Studs, and Threaded Rod 60000 PSI Tensile
Strength

ASTM A333/A333M, Standard Specification for Seamless and Welded Steel Pipe for Low-Temperature
Service and Other Applications with Required Notch Toughness

ASTM A516/A516M, Standard Specification for Pressure Vessel Plates, Carbon Steel, for Moderate- and
Lower-Temperature Service

ASTM A529/A529M, Standard Specification for High-Strength Carbon-Manganese Steel of Structural
Quality
ASTM A563, Standard Specification for Carbon and Alloy Steel Nuts

ASTM A1011/A1011M, Standard Specification for Steel, Sheet and Strip, Hot-Rolled, Carbon, Structural,
High-Strength Low-Alloy, High-Strength Low-Alloy with Improved Formability, and Ultra-High Strength

AWS A5.1 3, Specification for Mild Steel Arc-Welding Electrode

AWS Ab5.18/A5.18M:2005, Specification for Carbon Steel Electrodes and Rods for Gas Shielded Arc
Welding

AWS D1.1, Structural Welding Code—Steel
AWS D1.6, Structural Welding Code—Stainless Steel

NACE SP0178-2007 “, Design, Fabrication, and Surface Finish Practices for Tanks and Vessels to Be
Lined for Immersion Service

3 Terms and Definitions

For the purposes of this document, the following terms and definitions apply to joints.

3.1

double-welded butt joint

A joint between two abutting parts lying in approximately the same plane welded from both sides. A joint
with filler metal added from one side only is considered equivalent to a double-welded butt joint when
means are provided for a complete penetration and reinforcement on both sides of the joint.

3.2

single-welded butt joint with backing

A joint between two abutting parts lying in approximately the same plane and welded from one side only,
with a backing strip, bar, or other suitable material.

3.3

double-welded lap joint

A joint between two overlapping members in which the overlapped edges of both members are welded
with fillet welds.

34

single-welded lap joint

A joint between two overlapping members in which the overlapped edge of one member is welded with a
fillet weld.

% American Welding Society, 8669 NW 36" Street, #130, Miami, Florida 33166-6672, WWW.aws.org.
* NACE International, 1440 South Creek Drive, Houston, Texas 77084-4906, www.nhace.org.
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