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Special Notes

API publications necessarily address problems of a general nature. With respect to particular circumstances, local,
state, and federal laws and regulations should be reviewed. The use of API publications is voluntary. In some cases,
third parties or authorities having jurisdiction may choose to incorporate API standards by reference and may mandate
compliance.

Neither APl nor any of API's employees, subcontractors, consultants, committees, or other assignees make any
warranty or representation, either express or implied, with respect to the accuracy, completeness, or usefulness of
the information contained herein, or assume any liability or responsibility for any use, or the results of such use, of
any information or process disclosed in this publication. Neither APl nor any of API’'s employees, subcontractors,
consultants, or other assignees represent that use of this publication would not infringe upon privately owned rights.

API publications may be used by anyone desiring to do so. Every effort has been made by the Institute to assure the
accuracy and reliability of the data contained in them; however, the Institute makes no representation, warranty, or
guarantee in connection with this publication and hereby expressly disclaims any liability or responsibility for loss or
damage resulting from its use or for the violation of any authorities having jurisdiction with which this publication may
conflict.

API publications are published to facilitate the broad availability of proven, sound engineering and operating practices.
These publications are not intended to obviate the need for applying sound engineering judgment regarding when and
where these publications should be used. The formulation and publication of API publications is not intended in any
way to inhibit anyone from using any other practices.

Any manufacturer marking equipment or materials in conformance with the marking requirements of an API standard
is solely responsible for complying with all the applicable requirements of that standard. APl does not represent,
warrant, or guarantee that such products do in fact conform to the applicable API standard.

Users of this standard should not rely exclusively on the information contained in this document. Sound business,
scientific, engineering, and safety judgment should be used in employing the information contained herein.

All rights reserved. No part of this work may be reproduced, translated, stored in a retrieval system, or transmitted by any
means, electronic, mechanical, photocopying, recording, or otherwise, without prior written permission from the publisher.
Contact the Publisher, API Publishing Services, 200 Massachusetts Avenue, NW, Suite 1100, Washington, DC 20001-5571.

Copyright © 2022 American Petroleum Institute Doc um ents

! Document Sharing Hub

Full document details: APl St 594-2022


http://www.avadocuments.com/doc/api-st-594-2022
http://www.avadocuments.com/doc/api-st-594-2022

Foreword

Nothing contained in any API publication is to be construed as granting any right, by implication or otherwise, for the
manufacture, sale, or use of any method, apparatus, or product covered by letters patent. Neither should anything
contained in the publication be construed as insuring anyone against liability for infringement of letters patent.

The verbal forms used to express the provisions in this document are as follows.
Shall: As used in a standard, “shall” denotes a minimum requirement to conform to the standard.

Should: As used in a standard, “should” denotes a recommendation or that which is advised but not required to
conform to the standard.

May: As used in a standard, “may” denotes a course of action permissible within the limits of a standard.
Can: As used in a standard, “can” denotes a statement of possibility or capability.

Thisdocumentwas produced under APl standardization procedures thatensure appropriate notification and participation
in the developmental process and is designated as an API standard. Questions concerning the interpretation of the
content of this publication or comments and questions concerning the procedures under which this publication was
developed should be directed in writing to the Director of Standards, American Petroleum Institute, 200 Massachusetts
Avenue, Suite 1100, Washington, DC 20001. Requests for permission to reproduce or translate all or any part of the
material published herein should also be addressed to the director.

Generally, API standards are reviewed and revised, reaffirmed, or withdrawn at least every five years. A one-time
extension of up to two years may be added to this review cycle. Status of the publication can be ascertained from
the API Standards Department, telephone (202) 682-8000. A catalog of API publications and materials is published
annually by API, 200 Massachusetts Avenue, Suite 1100, Washington, DC 20001.

Suggested revisions are invited and should be submitted to the Standards Department, API, 200 Massachusetts
Avenue, Suite 1100, Washington, DC 20001, standards@api.org.
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Check Valves: Flanged, Lug, Wafer, and Butt-welding
1 Scope

This standard covers the design, materials, face-to-face dimensions, pressure-temperature ratings, inspection,
examination, and testing requirements for two types of check valves.

Type “A” check valves have short face-to-face dimensions per this standard.

— The body pattern may be wafer, wafer with lugs, or double flanged.

— The obturator may be single or dual plate, swing disc, or pivoting disc.

— Body materials include gray and ductile irons, and materials included in ASME B16.34.
— See typical illustrations in Annex C, Figures C.1, C.2, C.3, C.4, and C.5.

Type “B” check valves are long pattern or short pattern with face-to-face/end-to-end dimensions per ASME
B16.10.

— The body may be flanged or have butt-welding ends.
— The obturator may be swing disc or pivoting disc.

— Body materials are included in ASME B16.34.

— See typical illustrations in Annex C, Figure C.5.

Other types of check valves, such as axial disc or body/stem guided disc (center spring type) valves, nozzle-type
check valves, or lift-type check valves, are not included in this standard.

This standard covers valves of the nominal pipe sizes DN:

— 50, 65, 80, 100, 125, 150, 200, 250, 300, 350, 400, 450, 500, 600, 650, 700, 750, 800, 850, 900, 950, 1000,
1050, and 1200

corresponding to nominal pipe sizes NPS:

— 2,2%,3,4,5,6, 8,10, 12, 14, 16, 18, 20, 24, 26, 28, 30, 32, 34, 36, 38, 40, 42, and 48.

Pressure class designations include:

— 150, 300, 600, 900, 1500, and 2500 per ASME B16.34;

— 125 and 250 per ASME B16.1;

— 150 and 300 per ASME B16.42.

Information to be specified by the purchaser is shown in Annex B.

The standard nomenclature for valve parts are identified in Figures C.1 through C.5 in Annex C. These figures
show typical designs only and are not to be construed as precluding other available designs that conform to the

requirements of this standard.

The construction of a valve is acceptable only if it conforms to this standard in all respects.
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2 AP| STANDARD 594

This edition of APl 594 states values in both metric (Sl) and U.S. Customary units of measurement. These
systems of units are to be regarded separately. The values stated in each system are not exact equivalents;
therefore, each system shall be used independently of the other. Combining values from the two systems
constitutes nonconformance with this standard.

2 Normative References

The following referenced documents are indispensable for the application of this document. Unless otherwise
cited by specific revision or date, the latest edition of the referenced documents (including any amendments)
applies.

ANSI/NACE MRO0103/ISO 17945, Petroleum, petrochemical and natural gas industries — Metallic materials
resistant to sulfide stress cracking in corrosive petroleum refining environments

ANSI/NACE MRO0175/ISO 15156-1, Petroleum, petrochemical, and natural gas industries — Materials for use in
H,S-containing environments in oil and gas production

API Standard 598, Valve Inspection and Testing

ASME B1.1," Unified Inch Screw Threads (UN and UNR Thread Form)

ASME B1.13M, Metric Screw Threads: M Profile

ASME B16.1, Gray Iron Pipe Flanges and Flanged Fittings Classes 25, 125, and 250
ASME B16.5, Pipe Flanges and Flanged Fittings

ASME B16.10, Face-to-Face and End-to-End Dimensions of Valves

ASME B16.11, Forged Fittings, Socket-Welding and Threaded

ASME B16.14, Ferrous Pipe Plugs, Bushings, and Locknuts with Pipe Threads
ASME B16.25, Buttwelding Ends

ASME B16.34, Valves—Flanged, Threaded, and Welding End

ASME B16.42, Ductile Iron Pipe Flanges and Flanged Fittings: Classes 150 and 300
ASME B16.47, Large Diameter Steel Flanges; NPS 26 Through NPS 60 Metric/Inch Standard

ASME B18.2.1, Square, Hex, Heavy Hex, and Askew Head Bolts and Hex, Heavy Hex, Hex Flange, Lobed
Head, and Lag Screws (Inch Series)

ASME B18.2.2, Nuts for General Applications: Machine Screw Nuts, Hex, Square, Hex Flange, and Coupling
Nuts (Inch Series)

ASME B18.2.4.6M, Metric Heavy Hex nuts
ASME B18.15, Forged Eyebolts
ASME BPVC, Section VIl

ASME BPVC, Section IX

' ASME International, 2 Park Avenue, New York, New York 10016-5990, www.asme.org. Documents
Document Sharing Hub

Full document details: APl St 594-2022


http://www.asme.org
http://www.avadocuments.com/doc/api-st-594-2022
http://www.avadocuments.com/doc/api-st-594-2022

CHECK VALVES: FLANGED, LUG, WAFER, AND BUTT-WELDING 3

DIN 580, Lifting eye bolts
ISO 3266,2 Forged steel eyebolts grade 4 for general lifting purposes

MSS-SP-6,® Standard Finishes for Contact Faces of Pipe Flanges and Connecting-End Flanges of Valves and
Fittings

MSS-SP-25, Standard Marking System for Valves, Fittings, Flanges, and Unions

MSS-SP-144, Pressure-Seal Bonnet Valves
3 Terms and Definitions

For the purposes of this document, the following definitions apply.

31

class

An alphanumeric designation that is used for reference purposes relating to valve pressure-temperature capability,
considering valve material mechanical properties and valve dimensional characteristics. It comprises “Class”
followed by a dimensionless whole number. The number following “Class” does not represent a measurable
value and is not used for calculation purposes unless specified in this standard. The allowable pressure for a
valve with a class number depends on the valve material and its application temperature, and is to be found in
tables of pressure-temperature ratings.

3.2
DN
An alphanumeric designation of size that is common for components used in a piping system and that is used
for reference purposes. It comprises the letters “DN” followed by a dimensionless number indirectly related to the
physical size of the bore or outside diameter of the end connection as appropriate. The dimensionless number
following “DN” does not represent a measurable value and is not used for calculation purposes unless specified.

3.3

NPS

An alphanumeric designation of size that is common for components used in a piping system and that is used for
reference purposes. It comprises the letters “NPS” followed by a dimensionless number indirectly related to the
physical size of the bore or outside diameter of the end connection as appropriate. The dimensionless number
may be used as a valve size identifier without the prefix “NPS.” The dimensionless size identification number
does not represent a measurable value and is not used for calculation purposes.

3.4
pressure-containing part

A part whose failure to function as intended results in a release of contained fluid into the environment and, at a
minimum, includes bodies, end connections, bonnets/covers, and stems.

4 Pressure-temperature Ratings
41 Valve Rating

The pressure-temperature rating of the valve for various body materials shall be as follows:

411 Type “A” valves only:

2 International Organization for Standardization, BIBC I, Chemin de Blandonnet 8, CP 401, 1214 Vernier, Geneva,
Switzerland, www.iso.org.

3 Manufacturers Standardization Society of the Valve and Fittings Industry, Inc., 127 Park Street, NEDVienna Virginia
22180-4602, www.mss-hg.com. OCU ents
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4 AP| STANDARD 594

a) gray iron: the pressure-temperature rating for the applicable flange Class 125 and Class 250 as specified in
ASME B16.1;

b) ductile iron: the pressure-temperature rating for the applicable flange Class 150 and Class 300 as specified
in ASME B16.42;

4.1.2 Type “A” and Type “B” valves.

a) ASME B16.34, Table 1, Group 1, 2, or 3 materials: The pressure-temperature rating shall be in accordance
with standard class ratings of ASME B16.34, Table 2;

b) Special materials: The pressure-temperature rating for materials not covered by ASME B16.34 shall be
determined by agreement between purchaser and manufacturer.

4.2 Temperature Restrictions

4.2.1 Restrictions of temperature and concurrent pressure, or pressure and concurrent temperature (e.g., those
imposed by special soft seals or special trim materials), shall be marked on the valve nameplate (see Section 8).

4.2.2 The temperature for a corresponding pressure rating is the maximum temperature of the pressure-
containing body of the valve. In general, this temperature is the same as that of the contained fluid. The use of a
pressure rating corresponding to a temperature other than that of the contained fluid is the responsibility of the
user.

4.2.3 For temperatures below the lowest temperature listed in the pressure-temperature tables, the service
pressure shall be no greater than the pressure for the lowest listed temperature. The use of valves at lower

temperatures is the responsibility of the user. Consideration should be given to the loss of ductility and impact
strength of many materials at low temperature.

5 Design

5.1 Body and Cover
5.1.1 The minimum body wall thickness for various materials shall be as follows:
a) Type “A” valves only:
1) gray iron: as shown in Table 1 for Class 125 and Class 250 only;
2) ductile iron: as shown in Table 1 for Class 150 and Class 300 only.
b) Type “A” and Type “B” valves:

1) For materials per ASME B16.34-Table 1-Group 1, the minimum wall thickness shall be as per API
594-Table 1.

2) For materials per ASME B16.34-Table 1-Group 2 or Group 3, the minimum wall thickness shall be as per
the requirements of ASME B16.34. Other wall thicknesses exceeding these minimum wall values shall

be as agreed between purchaser and manufacturer.

3) For materials not covered by ASME B16.34, minimum wall thickness shall be as agreed between the
purchaser and manufacturer.

5.1.2 The face-to-face dimensions shall be as follows:
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