Stress Corrosion Cracking of
Corrosion Resistant Alloys in Halide
Brines Exposed to Acidic Production
Gas

API TECHNICAL REPORT 13TR1
FIRST EDITION, NOVEMBER 2017

ADDENDUM 1, JULY 2022

Documents

Document Sharing Hub

Full document details: APl TR 13TR1-2017 (2022)


http://www.avadocuments.com/doc/api-tr-13tr1-2017-2022
http://www.avadocuments.com/doc/api-tr-13tr1-2017-2022

Special Notes

API publications necessarily address problems of a general nature. With respect to particular circumstances, local,
state, and federal laws and regulations should be reviewed.

Neither APl nor any of API's employees, subcontractors, consultants, committees, or other assignees make any
warranty or representation, either express or implied, with respect to the accuracy, completeness, or usefulness of the
information contained herein, or assume any liability or responsibility for any use, or the results of such use, of any
information or process disclosed in this publication. Neither APl nor any of API's employees, subcontractors,
consultants, or other assignees represent that use of this publication would not infringe upon privately owned rights.

API publications may be used by anyone desiring to do so. Every effort has been made by the Institute to ensure the
accuracy and reliability of the data contained in them; however, the Institute makes no representation, warranty, or
guarantee in connection with this publication and hereby expressly disclaims any liability or responsibility for loss or
damage resulting from its use or for the violation of any authorities having jurisdiction with which this publication may
conflict.

API publications are published to facilitate the broad availability of proven, sound engineering and operating
practices. These publications are not intended to obviate the need for applying sound engineering judgment
regarding when and where these publications should be utilized. The formulation and publication of API publications
is not intended in any way to inhibit anyone from using any other practices.

Any manufacturer marking equipment or materials in conformance with the marking requirements of an API standard
is solely responsible for complying with all the applicable requirements of that standard. APl does not represent,
warrant, or guarantee that such products do in fact conform to the applicable API standard.

All rights reserved. No part of this work may be reproduced, translated, stored in a retrieval system, or transmitted by any means,
electronic, mechanical, photocopying, recording, or otherwise, without prior written permission from the publisher. Contact the
Publisher, API Publishing Services, 1220 L Street, NW, Washington, DC 20005.

Copyright © 2017 American Petroleum Institute
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Foreword

Nothing contained in any API publication is to be construed as granting any right, by implication or otherwise, for the
manufacture, sale, or use of any method, apparatus, or product covered by letters patent. Neither should anything
contained in the publication be construed as insuring anyone against liability for infringement of letters patent.

The verbal forms used to express the provisions in this document are as follows.
Shall: As used in a standard, “shall” denotes a minimum requirement in order to conform to the standard.

Should: As used in a standard, “should” denotes a recommendation or that which is advised but not required in order
to conform to the standard.

May: As used in a standard, “may” denotes a course of action permissible within the limits of a standard.
Can: As used in a standard, “can” denotes a statement of possibility or capability.

This document was produced under API standardization procedures that ensure appropriate notification and
participation in the developmental process and is designated as an API standard. Questions concerning the
interpretation of the content of this publication or comments and questions concerning the procedures under which
this publication was developed should be directed in writing to the Director of Standards, American Petroleum
Institute, 1220 L Street, NW, Washington, DC 20005. Requests for permission to reproduce or translate all or any part
of the material published herein should also be addressed to the director.

Generally, API standards are reviewed and revised, reaffirmed, or withdrawn at least every five years. A one-time
extension of up to two years may be added to this review cycle. Status of the publication can be ascertained from the
API Standards Department, telephone (202) 682-8000. A catalog of API publications and materials is published
annually by API, 1220 L Street, NW, Washington, DC 20005.

Suggested revisions are invited and should be submitted to the Standards Department, API, 1220 L Street, NW,
Washington, DC 20005, standards@api.org.
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Introduction

A program partly sponsored by the American Petroleum Institute (API) studying the interaction of completion brines
and corrosion-resistant alloys (CRAs) has been underway for several years. An earlier paper [1] addressed the effect
of thiocyanate (SCN~) corrosion inhibitor on promoting stress corrosion cracking (SCC) in CRAs exposed to halide
brines, with a link to field failures. The current paper addresses SCC risks upon exposure of brines to an ingress of
acidic production gas (CO, or CO, + H»S) or to air, both of which, have resulted in field failures. Test protocols are
presented. Brine severity is related to halide ion concentration, including formation of complex ions with. Testing
focused on a group of 13Cr martensitic stainless steels alloyed with Ni and Mo, with more limited tests of duplex
stainless steels (SS) and high-Ni alloys. SCC results are presented in relation to alloy resistance and to test variables,
including temperature, pH, and additives to the brine.
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Stress Corrosion Cracking of Corrosion Resistant Alloys in Halide Brines Exposed
to Acidic Production Gas

1 Scope

The annular space between the production tubing and the carbon steel casing is filled with a dense fluid, typically a
halide salt. In wells with corrosion resistant alloy (CRA) tubing, SCC of the CRA tubing OD or auxiliary components
has occurred in a number of wells. Halide brines have densities up to 2.2 g/ml (19.2 Ib/gal or ppg) and contain a
number of additives. A previous publication linked some field failures to the addition of SCN-corrosion inhibitor. [1]

Additional field failures in CaCl, brines have been linked to ingress of acidic gas containing CO, and H,S and to
exposure to air. SCC of martensitic stainless steel (SS), (13 % Cr, 6 % Ni, 2 % Mo) was attributed to downhole
leakage of acidic gas [2], whereas SCC of a duplex SS tubing (25 % Cr, 3 % Mo) was attributed to air in the gas cap
above column of brine. [3]

To understand the effects of brine compositions on the CRAs, a joint industry project was formed under the auspices
of the American Petroleum Institute (API). It has been known as the CRAs in Brine Testing Program. Under its
auspices, work has been underway for a number of years on understanding the interaction of brine chemistry and
CRAs.

This technical report evaluates the SCC risks of a range of CRAs in various halide brine compositions for the case of
exposure to acidic production gas (CO2+H5S). Also evaluated are SCC risks due to air exposure. However, the
testing became focused on a group of martensitic stainless steels alloyed with Ni and Mo, that are collectively referred
to as modified 13Cr martensitic SS, or alternatively in some publications as super (S13Cr) martensitic SSs. Most tests
evaluated the as-received brine, excluding proprietary additives such as corrosion inhibitor or oxygen scavengers.
For completeness and comparison, test results provided by member companies in the APl program or in the
publications are cited; these test protocols may be different from those in the API test protocols hence, where that
occurs, significant differences are noted. Test results are summarized in a tabular format with color coding to
designate passing or failing test results in Annex C of this technical report.

2 Abbreviations and Symbols
2.1 Abbreviations

API American Petroleum Institute

ASTM American Society for Testing and Materials
AYS actual yield stress

BS bar stock

CRA corrosion-resistant alloys

HRC hardness Rockwell cone

JIP joint industry project

ksi 1000 pounds-force per square inch

MSS martensitic stainless steel

MTR material test report

NACE National Association of Corrosion Engineers
OD outside diameter

PEEK polyetheretherketone

PTFE polytretrafluoroethylene
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PPg
psi
SCC
SCE
SEM
SS
SPE
S13Cr
UNS
uTsS
YS
13Cr
@RT
@T

2.2 Symbols

BrO3~
CaBry
CaCly
CaO
CO,
Ca(OH),
C276
st
HSO3_
M

NaBr
N32003
NaHCO3
NaOH
Nb

N2

O2

Pcoz

PHas
SCN

ZnBry

pounds per gallon
pound-force per square inch
stress corrosion cracking
saturated calomel electrode
scanning electron microscopy
stainless steel

Society of Petroleum Engineers
super 13 % chromium

unified numbering system
ultimate tensile strength

yield stress

13 % chromium

at room temperature

at temperature

bromate ion

calcium bromide

calcium chloride

calcium oxide

carbon dioxide

calcium hydroxide

chromium-nickel molybdenum alloy
hydrogen sulfide

hydrosulfite (bisulfite) ion

molar concentration, expressed in moles per liter
sodium bromide

sodium carbonate (soda ash)
sodium bicarbonate

sodium hydroxide

niobium

nitrogen

oxygen

carbon dioxide pressure, expressed in pounds-force per square inch (psi).
carbon dioxide pressure, expressed in pounds-force per square inch (psi).

thiocyanate
zinc bromide
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3 Experimental Procedures
3.1 General

The test results from the current API program follow a detailed protocol, outlined in Table 1.

Table 1—API Test Protocols in Autoclave Testing in Halide Brines

C-ring preparation C-rings were cut from tubular with mill scale removed or machined from bar stock.

C-rings were loaded to yield strength (YS) following NACE TM0177-2005 method C [4]. YS was
obtained by mill certificate or calculated by derating to test temperature.

Loading

Creviced C-rings In some high-Ni tests a strip of C-276 was spot-welded on the C-ring apex to form a crevice.

C-ring isolation from the C-276 loading bolt used a PEEK insulating washer.

Electrical isolation Isolation was measured prior to and after testing. Tests where isolation was not maintained and
with a crack, were rejected.

Commercial grade brines were used, with a chemical analysis provided. Component brines were

Brine preparation stirred before blending.

Testing was performed in a four liter C-276 autoclave, with 20 % volume head space. Each test
contained up to eight C-rings, individually isolated from each other and the autoclave wall.

When noted in text, Na,CO3 was added to NaBr, Ca(OH), or CaO to CaBry. CaBr; brines were

Autoclave testing

Buffer addition filtered before use.
. pH was measured without dilution using procedures described in SPE 86502 with a double
Brine pH ; - .
junction reference electrode, at room temperature, before and after testing.
Tests with O, Brine was purged with either air (3 psi Oy) or a No—O, mixture at room temperature.
After sealing, three vacuum evacuation cycles with N, were performed.
De-aeration ) ]
De-aerated brine was transferred, then a final N, purge was made.
Other additives When noted, (1) erythorbate or HSO3~ O, scavenger or (2) a filming amine corrosion inhibitor for
in some tests carbon steel casing was added.

Transfer of de-aerated brine was followed by a CO, purge for two or more hours.
Tests with CO» ]
After heating to test temperature, CO, purge was added to reach target pressure.

Transfer of de-aerated brine was followed by a purge of a H,S/CO, gas mixture for two hours, and
then locked in at ambient pressure. The autoclave was then heated to the target temperature. The
Tests with COx+H,S autoclave was then increased in pressure with either CO5 or H,S/CO, depending on the
environment. Draeger tubes were utilized to ensure target H>S was obtained. Adjustments were
performed for the first day, day three, and on a weekly basis if needed.

Cross sectioning was often required. A crack designation was assigned if crack-like features were

Test failure greater than 25 um.

) SCC resistance is based on 30-day tests.
Exposure time
The 14-day tests explored test variables. Some 90-day tests are included.

Stress reduction at 265 °F was about 7.5 % from that at room temperature and was approximately 11 % for tests
performed at 350 °F.

The API protocol of total saturation of CO» at Pco, may represent a more severe test than gas leakage under field
conditions. The latter case would correspond to absorption of a volume of CO5 in the annular column of brine that

represents gas leakage [5, 6] rather than full saturation.

The U.S. customary unit (USC) system is used in this Technical Report. Factors hereafter permit conversions of USC
units to standard international (SlI) units or Sl-derived units.
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Density multiply Ib/gal by 119.8 to obtain kg/m3 (or by 0.1198 to obtain g/ml)
Pressure multiply Ibf/in2 (psi) by 6.89 to obtain kPa
Temperature (°F — 32), then divide by 1.8 to obtain °C

Yield strength multiply ksi by 6.89 to obtain MPa
3.2 Alloy Groups Tested

Test alloys are representative of alloys in field use. Martensitic stainless steels (MSS) are extensively used as tubing
and equipment. Distinction is made between standard 13Cr martensitic alloys and modified 13Cr containing Ni and
Mo. Tables 2, 3, and 4 list the alloys used in the API tests. Alloy designations follow APl CRA specifications for CRA
tubing.[7] A 13-5-1-110 alloy has a composition of 13 %Cr-5 %Ni—1 %Mo and minimum YS of 758 MPa (110 ksi). An
ASTM UNS designation is used for alloys that do not fit this formula. A possible alloy variable in modified 13Cr, the
retained austenite fraction, is also listed in Table 4.

Table 2—Standard and Modified 13 % Chromium SSs, Duplex SSs

Chemical Composition

Alloy Weight %

C Fe Ni Cr Mo Ti N Vv Cu W Nb Co
Standard 13Cr
13Cr-L80 ‘ 0.21 ‘ 86.7 ‘ 0.14 ‘ 12.91 ‘ — ‘ — ‘ — ‘ — ‘ — ‘ — ‘ — ‘ —
Modified 13Cr
13-5-06-110 | 001 | 864 | 520 | 1289 | 060 | 006 | — | 005 | — — — —
13-4-1-110 020 | 819 | 43 | 128 | 10 — | o008 | — — — — —
13-6-2-95
oS 001 | 80 | 59 | 121 | 190 | 008 | — | 006 | 007 | — — —
13-6-2-110
SaAs 001 | 8.0 | 59 | 121 | 190 | 040 | — | 006 | 007 | — — —
S41425
(bér stock) 002 | 790 | 468 | 1346 | 167 @ — | 007 | — — — — —
1373125 | 001 | 7812 | 69 | 1200 | 290 | 010 | — | 004 | — — — —
Duplex SS
22.5.3-125
31803 002 | 692 | 501 | 2205 | 310 | — | 018 | — | 050 | — — —
$39274 002 | 622 686 250 315 | — | 029 | — | 050 | 222 | — —
(tubing)
a  Balance remainder.

3.3 Brines Tested

Brines were obtained from commercial suppliers, and were normally tested as-received, without the proprietary
additive package (corrosion inhibitor, oxygen scavenger, and sometimes biocide) that are normally added prior to
application. The additives used in API tests are generic, and identified in the tables. Table 5 lists brines used in API
testing or cited in other reports. Trisalt refers to brines containing CaCl,, CaBry and ZnBrs.

Included in Table 5 is the as-received brine pH and the lower pH measured after saturation with 100 psi CO,. Zn-
containing brines contain buffers due to blending with 19.2 ppg ZnBry—CaBry, that contains the equivalent to
0.04 mol/l OH~.
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Table 3—High Nickel SSs

Chemical Composition
Alloy Weight %

C Fe Ni Cr Mo Ti N \) Cu w Nb Co
High-Ni
15-60-16-135
N10276 0.02 4.0 63.92 | 14.55 15.0 — — — — _ _ 250
25-32-3-125
NO08535 0.02 39.1 31.4 25.6 3.2 — _ _ 0.71 - o .
935
(bar stock) 0.02 36.0 35.4 20.2 3.6 2.04 — — — — _ —
N09935
NO7718 (bar 0.02 23.2 541 18.8 3.0 0.96 — — 0.02 — — 0.04
stock)
21-42-1-120
N08825 0.02 27.0 43.5 224 2.8 0.93 — — 2.60 _ _ _
N09925 0.01 27.4 42.7 21.5 3.4 2.13 — — 1.67 — 0.3 —
(bar stock)
NO07725
(bar stock) 0.01 7.5 58.2 20.9 8.0 1.52 — — — — 3.6 —
25-52-11-125
NO06255 0.01 16.7 50.7 23.8 6.6 0.30 — — 0.75 _ _ _
20-54-9-130
N06950 0.01 15.1 52.5 19.8 9.0 — — — 0.10 — — 1.10
a8 Balance remainder.

Table 4—Actual Mechanical Properties of Alloys Used in Testing

Alloy IS UT_S Elongation Hardness RetainedoAustenite
si ksi %o HRC %o

13Cr-L80 92.8 118.4 23 23

13-5-0.6-110 112.6 122.5 20 26 52102

13-4-1-110 120.2 127.9 34 27 28+1.0

13-6-2-95 102.3 122.0 24 26 10.0+0.7

13-6-2-110 120.5 126.2 23 27 52+0.2

S41425 (bar stock) 115.5 137.8 21 30 155+0.2

13-7-3-125 134.7 137.2 30 31
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Table 4—Actual Mechanical Properties of Alloys Used in Testing (Continued)

Alloy IS UT_S Elongation Hardness RetainedoAustenite
si ksi % HRC %o

22-5-3-125 142.3 148.1 19 33

S39274 (tubing) 136.7 150.0 21 34

25-32-1-125 134.4 141.7 19 30

935 (bar stock) 1M11.7 159.3 25 30

NO7718 (bar stock) 131.2 173.6 32 37

21-42-1-120 121.0 136.0 15 25

N09925 (bar stock) 115.0 164.0 29 33

NO7725 (bar stock) 126.0 164.0 29 37

25-52-11-125 132.0 142.0 17 32

20-54-9-130 131.0 143.0 19 —

Table 5—Brine Compositions Cited
Density Compozsition pH
o] o]¢] g/ml orne NaBr CaCl, CaBr, ZnBr; Initial ooz
+ 100 psi

11.6 1.39 CaCly 39.1 ~8
124 1.49 NaBr 46 — — — 6-9 ~6
13.0 1.56 CaBry — — 44.9 — 3.6-6.7 2.8
13.7 1.64 CaBry — — 49.1 — 5.6 25
14.2 1.70 CaBrp @ — — 51.9 — 2.8 2.5
142 | 1.70 CaB(rﬁ)_WC)aC'Z — 1.4 42,6 — 6.5 23
142 | 1.70 CaB(Ei;ﬁfC'? — 23 32.2 — 6.5
14.2 1.70 | CaBry—ZnBry — — 41 16.4 53 23
14.3 1.7 Trisalt — 9.6 31.6 13.4 — —
14.7 1.76 CaBry — — 54.5 — — 2
15.1 1.81 | CaBry-CaCl, — 18.3 35.2 — 7.5 —
15.5 1.86 | CaBry-ZnBry — — 39.9 13.2 — 3.2
15.5 1.86 Trisalt — 17.6 411 6.4 5.8 1.5
17.0 2.04 Trisalt — 74 27.6 223 — —
18.0 2.16 | ZnBry-CaBry — — 28.3 42.8 1-2 —
18.0 2.16 Trisalt — 4.9 27.9 39.8 3.9 —
19.2 2.31 | ZnBry-CaBry — — 22.8 52.8 1.5 —

0.26 wt % CI~
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Table 6—Halide Anions Molar Concentration in Brines

. Total Concentration Free Concentration
B;:;,e [CIF] [Br] [CIF]+[Br] [CIF] [Br] pH
mol/L mol/L mol/L mol/L mol/L
11.6 CaCl, 9.5 —a 9.5 9.5 — 6.0
14.2 CaBrp — 8.9 8.9 — 8.9 6.0
15.1 CaCl,-CaBry 6.1 7.7 13.8 6.1 7.7 6.0
15.5 ZnBry-CaBr, — 10.7 10.7 — 6.4 55
15.5 Trisalt 5.9 8.7 14.6 5.4 7.9 55
18.0 ZnBry-CaBr, — 49 49 — 35 25
19.2 ZnBry-CaBry — 15.8 15.8 — 25 1.5
a8 Trace amount not included.

Brine severity resulting in SCC of CRAs can be viewed from two different parameters (1) acidity and (2) total molar
halide ion concentration, [CI-]+[Br-]. Table 6 compares a wide range of brines, but distinguishes between total and
free halide concentrations. Total concentration refers to simple halide anion concentrations based on the chemical
formula. Free concentration accounts for complex ions formed between Zn*2 and halide anions, which reduce the
free concentration of CI- and Br—. Free anion concentrations were calculated by the Automatic Chemical Model at
265 °F. [8]

4 Results

Test results are segregated according to alloy group and exposure conditions. Exposure to the acidic gas
environments were either:

1) CO; saturation (100 psi or 500 psi), or
2) saturation with CO2 + HS (0.15 psi or 1.5 psi HyS).

Saturation to specific partial pressures of CO, and HsS represent halide brine in equilibrium with the partial pressure
of these acid gases leaking into the brine-filled annulus. Additional N> tests were made with a No purge and gas cap,
or/and an air gas cap (0.15 psi or 3.0 psi O, after purging), or both.

Test results in the tables are identified either as a pass, “O” or a failure, “X”. The “X” designation includes crack-like
features at least 25 um deep that were observed on metallurgical mounts. For the case of multiple specimens tested,
the designation X[3] or O[4] indicates the number of failures or passes in a group of identical specimens. Projection of
acceptable field performance requires no cracking in a 30-day test, which is consistent with CRA test requirements for
use in exposure to produced gas containing H,S. [4] The 14-day tests, which were intended to explore test variables,
resulted in many failures in tests of modified S13Cr and are therefore included in the tables. Test results from other
laboratories, except as noted, met the following criteria: (1) free of SCN~ or titratable oxidant and (2) insulation from
other alloys. Test results provided by member companies are cited [9] as Company A, B, C, D, and F.

In these environments, standard 13Cr-L80 was found to be fully resistant to SCC, and is therefore not included in

martensitic SS test results. In addition, severe tests containing SCN~were reported earlier. [1] No SCC was observed
in eight additional API tests following brine exposure to air or acidification with CO.

Documents

Document Sharing Hub

Full document details: APl TR 13TR1-2017 (2022)


http://www.avadocuments.com/doc/api-tr-13tr1-2017-2022
http://www.avadocuments.com/doc/api-tr-13tr1-2017-2022

8 API TECHNICAL REPORT 13TR1

4.1 Modified 13Cr Martensitic Stainless Steels

411 Exposure to CO,

Table 7 summarizes API tests in a range of brines saturated with CO,. Addition of Ca(OH), as a buffer and O
scavenger was made in a number of tests. Addition of a generic amine corrosion inhibitor (for carbon steel) was
included in Test #80. The most severe brine, based on Table 7, is 15.5 ppg trisalt, with cracking in all specimens after
14 days and a final pH of 1.7.

Table 7—API Tests of Modified 13Cr in Halide Brines + CO,

Conditions Results
T(;St Brine Additive T YS Time | 13-5-06 | 1341 | BS2 | 13-6-2 | 13-6-2 | 13-7-3
o] 1] °F Calc | Days -110 -110 -110 -95 -110 -125
CO, Saturation Pressure (100 psi)
24 15.5 Trisalt none 265 @RT 14 XX XX XX XX XX —
45 12.4 NaBr none 265 @RT 30 0,0 — — 0,0 0,0 —
67 12.4 NaBr erfgﬁ#’e"’;te 265 = @RT | 30 0,0 00 | 00| — | 00 | —
78 13.7 CaBry none 265 @T 90 — — — O[4] 0,0 0,0
50-a 14.2 CaBry none 265 @RT 30 0,0 0,0 X, X — 0,0 —
50-b 14.2 CaBry none 265 @RT 30 0,0 0.,X 0,0 — 0,0 —
51 14.2 CaBry buffer 265 @RT 30 XX 0,0 0.,X — 0,0 —
52 14.2 CaBry buffer 265 @RT 30 0,0 — 0,0 — 0.0 —
70 | 14.2CaBr, buffer oe5 | O | %0 00 — ° — — —
@T 30 o, X o o
79 14.7 CaBry buffer @T 30 — — — O[4] O[4]
14.2 CaCly—
23 (11 %) none 265 @RT 14 XX XX — XX XX —
—CaBry (43 %)
14.2 CaCly— @RT 30 X X — — X o
83 —(231ag0r)2 none 265 P 30 X X o o
(43 %) b
80 | 142CaBr,  °YMomae | n65 | @T | 30 — xo@| o | — | 00| 00
68 14.2 CaBrp buffer 300 @RT 30 XX 0,0 X — 0,0 —
NOTE 1 Alltests at 100 % YS as noted in Table 1 or had YS at temperature as noted in the table.
NOTE 2 O indicates the test passed; X indicates the test was failed; and O[I] or X[lI] indicates the number, 1, of passes or failures.
a8 Bar stock, UNS S41425.
b Improved de-aeration protocol used.
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