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Special Notes

API publications necessarily address problems of a general nature. With respect to particular circumstances, local, 
state, and federal laws and regulations should be reviewed.

Neither API nor any of API's employees, subcontractors, consultants, committees, or other assignees make any 
warranty or representation, either express or implied, with respect to the accuracy, completeness, or usefulness of the 
information contained herein, or assume any liability or responsibility for any use, or the results of such use, of any 
information or process disclosed in this publication. Neither API nor any of API's employees, subcontractors, 
consultants, or other assignees represent that use of this publication would not infringe upon privately owned rights.

API publications may be used by anyone desiring to do so.  Every effort has been made by the Institute to assure the 
accuracy and reliability of the data contained in them; however, the Institute makes no representation, warranty, or 
guarantee in connection with this publication and hereby expressly disclaims any liability or responsibility for loss or 
damage resulting from its use or for the violation of any authorities having jurisdiction with which this publication may 
conflict.

API publications are published to facilitate the broad availability of proven, sound engineering and operating 
practices. These publications are not intended to obviate the need for applying sound engineering judgment 
regarding when and where these publications should be utilized. The formulation and publication of API publications 
is not intended in any way to inhibit anyone from using any other practices.

Any manufacturer marking equipment or materials in conformance with the marking requirements of an API standard 
is solely responsible for complying with all the applicable requirements of that standard. API does not represent, 
warrant, or guarantee that such products do in fact conform to the applicable API standard.

Users of this Technical Report should not rely exclusively on the information contained in this document. Sound 
business, scientific, engineering, and safety judgment should be used in employing the information contained herein. 

All rights reserved. No part of this work may be reproduced, translated, stored in a retrieval system, or transmitted by any means, 
electronic, mechanical, photocopying, recording, or otherwise, without prior written permission from the publisher. Contact the 

Publisher, API Publishing Services, 1220 L Street, NW, Washington, DC 20005.

Copyright © 2015 American Petroleum Institute
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Foreword

Nothing contained in any API publication is to be construed as granting any right, by implication or otherwise, for the 
manufacture, sale, or use of any method, apparatus, or product covered by letters patent. Neither should anything 
contained in the publication be construed as insuring anyone against liability for infringement of letters patent.

Shall: As used in a standard, “shall” denotes a minimum requirement in order to conform to the specification.

Should: As used in a standard, “should” denotes a recommendation or that which is advised but not required in order 
to conform to the specification. 

Suggested revisions are invited and should be submitted to the Standards Department, API, 1220 L Street, NW, 
Washington, DC 20005, standards@api.org.
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Introduction

For pressure-containing equipment, as defined by API 6A and API 17D, where external pressure is constant and 
acting on the outside of the component, it is reasonable to include the external pressure effects when designing and 
rating the equipment. Examples would be piping, valve body, bonnet, and similar items, which are always wetted by 
the seawater or fluid, resulting in an external pressure equal to ambient seawater pressure at the installed water 
depth.

For pressure-controlling equipment (see API 6A and API 17D), external pressure (or in some case, backpressure) 
may not always be present downstream of the pressure-controlling element (closure mechanism), or the 
backpressure pressure magnitude may fluctuate. Example of this scenario is a closed valve or choke where 
downstream pressure of the closure mechanism may not always be equal to external ambient seawater pressure 
(e.g. a subsea flowline is blown-down to low pressure during a system shut-in to avoid hydrate formation in the 
flowline as its contents cool down). 

Another example of external pressure assessment is equipment containing one-atmosphere pressure (or 14.7 psia) 
voids such as spaces between dual seals where the inner seal does not benefit from the external pressure effects. 
Pressure in trapped spaces between closed valves can decline significantly due to thermal effects when a hot system 
is shut-in and begins to cool down. 

In certain cases where dual barriers are designed into the equipment (i.e. dual packings on valve stems, connector 
gaskets with primary and secondary seals, penetrators with internal and external seals, etc.), the effects of external 
ambient seawater pressure may not be present behind the primary seal during subsea operation, nor present during 
shop testing operations. If the pressure equipment is designed with consideration of external pressure due to ambient 
seawater pressure at depth, it may not be possible nor practical to perform FAT pressure test of the primary seal 
(inboard) for the dual barrier sealing arrangement to the maximum pressure that it will see in operation at depth 
without overstressing the pressure equipment since external pressure in the shop is only one-atmosphere. It is a 
proper quality assurance practice to test all seals to at least the differential pressure they will see in service, or higher. 
If such testing cannot be conducted, the manufacturer and equipment purchaser/end-user should address the 
associated risk of the utilizing external pressure in the design with dual barrier sealing configuration, and the potential 
risk of a seal defect not being detected during the FAT. 

As illustrated above, the evaluation of pressure-controlling equipment and equipment containing trapped one-
atmosphere void spaces can be more complicated than for pressure-containing equipment with consideration of 
external pressure. In all cases, a full system analysis is necessary, along with HAZID/HAZOP and FMEA/FMECA 
studies to ensure that external pressure conditions during all potential operating modes and scenarios are properly 
identified and evaluated. Additionally, equipment with trapped voids or dual barrier seals configuration may not have 
the beneficial effects of external pressure and this must be taken into consideration when assessing pressure ratings. 
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Consideration of External Pressure in the Design and Pressure 
Rating of Subsea Equipment

1 Scope

This technical report addresses issues related to the effects of external pressure acting on API Subcommittee 17 
(SC17, Subcommittee on Subsea Production Equipment) subsea equipment installed in deepwater for containing or 
controlling wellbore fluids. External pressure at deepwater can significantly reduce the differential pressure acting on 
the wall of subsea equipment, and therefore, this can improve its internal pressure containment capability. External 
pressure is typically ambient seawater pressure, but in some cases, external pressure may be due to the hydrostatic 
head of drilling mud, completion fluids, or other fluids contained within risers or other conduits that connect the subsea 
equipment to surface facilities.

There is a need for guidelines on the application of external pressure during the design, validation and operation of 
subsea equipment. Guidelines are also needed to calculate and/or determine a modification to the working pressure 
limits at the installed water depth, using the selected equipment API rated working pressure (RWP).

API Technical Report 17TR12 (hereafter API 17TR12) provides guidance for subsea equipment designers/
manufacturers to properly account for external pressure (or in some cases, differential pressure) when designing and 
validating subsea equipment. Additionally, this technical report provides guidance to equipment purchaser/end-user 
to appropriately select rated equipment for their subsea systems with consideration to the effects of external pressure 
in addition to internal pressure, including differential pressure across a closure mechanism, and other applied 
mechanical or structural loads under all potential operating scenarios and functionality criteria.

NOTE   API Technical Report 17TR4 (hereafter API 17TR4) provides additional information on the effects of external pressure on 
stresses generated within subsea equipment for the equipment designer.

API 17TR12 applies specifically to API SC17 equipment. API 17TR12 is to be used as a supplement to the 
equipment’s applicable API product specification (e.g. API 6A, API 17D, API 17G), depending on its specific 
application, associated regulations, and project requirements. Other API product specifications may elect to adopt 
this technical report, subject to their component hardware, application-related design constraints and acceptance 
criteria. Specific subsea recommended practices, standards, and/or specifications may elect to adopt this technical 
report, also subject to their component hardware and application-related design constraints.

For this technical report, the term “equipment” also applies to the terms “part”, “component”, “sub-component” or 
“device” within a subsea system.

2 Normative References

The following referenced documents are indispensable for the application of this document. For dated references, 
only the edition cited applies. For undated references, the latest edition of the referenced document (including any 
amendments) applies.

API Specification 6A, Specification for Wellhead and Christmas-Tree Equipment, Twentieth Edition, October 2010

API Specification 17D, Design and Operation of Subsea Production Systems—Subsea Wellhead and Tree 
Equipment, Second Edition, May 2011

API Recommended Practice 17G, Recommended Practice for Completion/Workover Risers, Second Edition, July 
2006
1
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3 Terms, Definitions, Acronyms, and Symbols

3.1 Terms and Definitions

For the purposes of this document, the following definitions apply.

3.1.1 
design validation
Process of proving a design by testing to demonstrate conformity of the product to design requirements.

3.1.2 
design verification (assessment)
Process of examining the result of a given design or development activity to determine conformity with specified 
requirements.

3.1.3 
depth adjusted working pressure
The maximum internal pressure a piece of equipment can contain and/or control with consideration of the equivalent 
external pressure at a specified water depth (measured in “psia”, absolute pressure).

3.1.4 
differential working pressure
The difference between the upstream and downstream pressures on a pressure-controlling element that defines the 
working pressure for the pressure-controlling equipment (measured in “psid”, differential pressure).

3.1.5 
manufacturer (equipment)
Individual or organization that is normally responsible for the design and manufacture of the equipment.

3.1.6 
operator
Individual or organization that normally uses the equipment (also referred to as “end-user”).

3.1.7 
pressure
The ratio of force to the area over which that force is distributed (i.e. pound-force applied to an area (in.2), measured 
in “psi”, etc.):

1) absolute pressure: the internal pressure that the equipment is designed to contain and/or control or zero-
referenced against a perfect vacuum, measured in “psia”;

2) differential pressure: the difference in pressure between any two points (p1 and p2), measured in “psid”;

3) gauge pressure: measured relative to the ambient pressure (e.g. atmospheric for surface application, 
hydrostatic for subsea application), measured in “psig”.

3.1.8 
pressure-containing equipment
Part whose failure to function as intended results in a release of wellbore fluid to the environment.

EXAMPLE   Subsea tree valve body, bonnet, stem.
cument details: API TR 17TR12-2015
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3.1.9 
pressure-controlling element
The closure mechanism contained within pressure-controlling equipment.

EXAMPLE   Valve gate, choke, tubing hanger.

3.1.10 
pressure-controlling equipment
Part intended to control or regulate the movement of pressurized fluids.

EXAMPLE   Valve-bore sealing mechanism, choke trim, and hanger/packoff.

3.1.11 
rated working pressure
The maximum internal pressure a piece of equipment is designed to contain and/or control.

NOTE   For the purposes of this technical report, rated working pressure is defined as the absolute internal pressure minus 14.7 
psia (see API 6A or API 17D).

3.1.12 
specified water depth
In situ or installation water depth for the subsea equipment as related to depth adjusted working pressure and 
differential working pressure.

3.2 Acronyms and Abbreviations

For the purposes of this document, the following acronyms and abbreviations apply.

ASME American Society of Mechanical Engineers

BPVC Boiler and Pressure Vessel Code

BSEE Bureau of Safety and Environmental Enforcement

DAWP depth adjusted working pressure

DWP differential working pressure

FAT factory acceptance testing

FEA finite element analysis

FMEA failure modes and effects analysis

FMECA failure modes, effects and criticality analysis

FTA fault-tree analysis

HAZID hazard identification

HAZOP hazard and operability

psi pounds per square inch

psia pounds per square inch, absolute pressure

psid pounds per square inch, differential pressure

psig pounds per square inch, gage pressure

RWP rated working pressure (as defined in API 6A, API 17D, API 17G)
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SC17 API Subcommittee 17 (Subcommittee on Subsea Production Equipment)

SIT system integration testing

SWD specified water depth 

VME von Mises equivalent stress

WSIP well shut-in pressure

3.3 Symbols

For the purposes of this document, the following symbols apply.

σ1 principal stress in the 1-direction

σ2 principal stress in the 2-direction

σ3 principal stress in the 3-direction

Di inside diameter

Do outside diameter

Pi internal pressure

Po external pressure

Po(x) external pressure at (x) water depth

R outside radius

S design allowable stress

SY yield strength (or YS)

t wall thickness

4 Rating and Design Considerations 

4.1 General

In the context of this technical report, there are several considerations that need to be discussed in order to provide 
background information as related to the consideration of external pressure in the design of subsea equipment. 

4.2 Definition of “Rated Working Pressure”

There can be differing definitions for the term “rated working pressure” (RWP) when evaluating the effects of internal 
and external pressures in the design of subsea equipment. This technical report provides clarification of rated working 
pressure for subsea equipment which is subjected to external hydrostatic pressure from the in situ environment. 

Relative to API 6A, API 16A and API 17D oilfield equipment, the term “rated working pressure” is currently defined as 
“the maximum internal pressure that the equipment is designed to contain and/or control” and usually interpreted as 
absolute internal pressure minus 14.7 psia. This has been commonly simplified to the “absolute internal pressure” of 
the fluid contained within the equipment, measured in “psia” (psi absolute). However, wording between API 6A and 
API 17D are inconsistent.

Confusion can arise when the terms “absolute” and “gage” or “gauge” pressure are used in subsea applications. 
Gauge pressure is the pressure relative to the local atmospheric or ambient hydrostatic pressure. At sea level, the 
absolute pressure in air is 14.7 psia, and the gage pressure is 0 psig. These terms could also be adopted for subsea, 
but the equipment designer needs to then be careful with the nomenclature and application. Piezo-electric digital 
cument details: API TR 17TR12-2015
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pressure transducers provide an absolute pressure reading. Analog pressure gages are typically compensated, and 
therefore, provides a pressure reading relative to local hydrostatic pressure.

For subsea pipelines in the oil and gas industry, the term “pressure” is intended to mean the “differential pressure” 
acting on the pressure-containing equipment (absolute internal pressure minus absolute external pressure), 
measured in units of “psi” (see API 1111 and BSEE NTL No. 2009-G28).

It is important that guidelines, industry standards or RPs, and design documents be explicit wherever practical about 
definitions of the word “pressure”. Wherever “pressure” is described, the location needs to be defined and whether 
the pressure is internal pressure, external pressure, or differential pressure. API 1111 is consistent in this terminology, 
and is based on use of differential pressure. However, it is recognized that some regulations at present do not use the 
term “differential” pressure but pipeline design codes do.

For subsea hydraulic control systems and related components, rated working pressure (RWP) is typically considered 
to be the “differential pressure” (gauge pressure) produced by the hydraulic power unit (HPU) pumps on the surface. 
It should be noted that the “absolute internal pressure” of the hydraulic fluid acting on actuators, operators and other 
control system components located on the seabed can be significantly higher than the surface gauge pressure (due 
to hydrostatic head of the control fluid in deepwater) but these components typically have the same “RWP” as the 
surface HPU 

NOTE   Hydraulic controls equipment is outside the scope of this document, unless they contain or control well bore fluids. 

As described above, there are different definitions of “pressure rating”, “working pressure” and “RWP” between 
various types of equipment used within the same subsea system. For applications in deepwater, external pressure 
can result in a significant reduction in the differential pressure for a given absolute internal pressure. Ignoring the 
benefits of external pressure can result in larger and difficult to produce equipment designs and potential overly 
conservative validation requirements. Inconsistency between “RWP” terminologies can also complicate equipment 
selection decision-making process.

Stresses within a pressure vessel are primarily driven by the differential pressure acting on the vessel wall (internal 
pressure minus external pressure). However, in some cases, stresses can also be affected by the absolute pressure 
and not simply by the differential pressure (for example, equipment containing trapped void spaces). While the 
presence of external pressure may reduce stresses due to the effects of internal pressure, it may not be on a “one-for-
one” basis.

Therefore, when selecting equipment, the designer cannot simply subtract the external pressure from the internal 
pressure to determine the required “RWP” for API 6A or API 17D equipment. For example, a connector on a subsea 
manifold located in 10,000 feet of seawater and operating at a pressure of 14,000 psia would have differential 
pressure acting on the connector of 9500 psid. The analysis methodology outlined in this report could be used to 
validate a planned RWP of 10,000 psia. 

It should be noted that the external pressure is likely to vary if the equipment is moved to a different subsea field 
location or different water depth, therefore, the engineering analysis described herein may need to be re-performed 
for the specific location where the equipment is deployed (particularly relevant to running tools, completion riser 
systems, BOPs, capping stacks, etc.), and may include re-validation testing. 

Equipment designed with consideration of external pressure can, in some cases, be more efficient in weight and cost-
effective when the effects of external pressure are accurately taken into account in the equipment design and 
validation process. 

In order to accomplish this goal, it is necessary to establish consistent definitions for “rated working pressure” which 
should be agreed and adopted within the oil and gas industry.
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