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Special Notes

API publications necessarily address problems of a general nature. With respect to particular circumstances, local, 
state, and federal laws and regulations should be reviewed.

Neither API nor any of API's employees, subcontractors, consultants, committees, or other assignees make any 
warranty or representation, either express or implied, with respect to the accuracy, completeness, or usefulness of the 
information contained herein, or assume any liability or responsibility for any use, or the results of such use, of any 
information or process disclosed in this publication. Neither API nor any of API's employees, subcontractors, 
consultants, or other assignees represent that use of this publication would not infringe upon privately owned rights.

API publications may be used by anyone desiring to do so.  Every effort has been made by the Institute to assure the 
accuracy and reliability of the data contained in them; however, the Institute makes no representation, warranty, or 
guarantee in connection with this publication and hereby expressly disclaims any liability or responsibility for loss or 
damage resulting from its use or for the violation of any authorities having jurisdiction with which this publication may 
conflict.

API publications are published to facilitate the broad availability of proven, sound engineering and operating 
practices. These publications are not intended to obviate the need for applying sound engineering judgment 
regarding when and where these publications should be utilized. The formulation and publication of API publications 
is not intended in any way to inhibit anyone from using any other practices.

Any manufacturer marking equipment or materials in conformance with the marking requirements of an API standard 
is solely responsible for complying with all the applicable requirements of that standard. API does not represent, 
warrant, or guarantee that such products do in fact conform to the applicable API standard.

Users of this Technical Report should not rely exclusively on the information contained in this document. Sound busi-
ness, scientific, engineering, and safety judgment should be used in employing the information contained herein. 

All rights reserved. No part of this work may be reproduced, translated, stored in a retrieval system, or transmitted by any means, 
electronic, mechanical, photocopying, recording, or otherwise, without prior written permission from the publisher. Contact the 

Publisher, API Publishing Services, 1220 L Street, NW, Washington, DC 20005.

Copyright © 2012 American Petroleum Institute
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Foreword

This document was generated, by means of the BASICS Joint Industry Project (JIP) in response to the continuing 
problem of blockages occurring in control and chemical injection fluid conduits incorporated in subsea production 
systems (SPSs). The JIP committee comprised a representative cross section of experienced industry personnel 
from engineering, manufacturing and operational organizations.

Shall: As used in a standard, “shall” denotes a minimum requirement in order to conform to the specification.

Should: As used in a standard, “should” denotes a recommendation or that which is advised but not required in order 
to conform to the specification.

Nothing contained in any API publication is to be construed as granting any right, by implication or otherwise, for the 
manufacture, sale, or use of any method, apparatus, or product covered by letters patent. Neither should anything 
contained in the publication be construed as insuring anyone against liability for infringement of letters patent.

Suggested revisions are invited and should be submitted to the Standards Department, API, 1220 L Street, NW, 
Washington, DC 20005, standards@api.org.
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Introduction

Production chemicals delivered to a subsea production system (SPS) via a chemical injection system can be complex 
formulations that have a wide range of chemical and physical properties. In service, the production chemicals can 
come into contact with other fluids, metallic and polymeric materials, and a range of physical conditions in respect of 
temperature and pressure. Inadequate specification can therefore result in failure to deliver a production chemical to 
the required production system location.

The intent of the BASICS JIP is to produce a Specification (Spec) standard for global industry use to address this 
problem. This document has been developed with the objective of minimizing the risk of a production chemical not 
being delivered at the required volumetric rate, due to inadequate specification of the production chemical delivery 
system, or formation of restrictions or blockages in that system.

To do this, the document specifies parameters that address manufacture, storage and transportation of the production 
chemical, as well as its deployment using the SPS chemical injection system. The document provides for two 
approaches, requiring that parameters be either:

1) measured and reconciled with SPS design and operation; or 

2) meet or exceed acceptance criteria specified, either in this document or by manufacturers of production 
chemicals or equipment used to deliver production chemicals.

Attention is drawn to the fact that in addition to the assessment and testing specified in this document, project specific 
assessments and tests may be required, and these should be agreed between the purchaser and the production 
chemical supplier or equipment manufacturer, as appropriate.

This document takes into account, many aspects of conventional SPS design and operation and also some common 
aspects of SPS failure that can impact on the application of a production chemical in an SPS. It should be noted 
however that any SPS can have specific features that in the event of failure may result in a blockage or restriction. 
Such system specific features and failures are not addressed by this document.

This document is intended to be applicable to all subsea developments, irrespective of whether the development is in 
shallow or deep water. However, it should be recognized that the significance of a blockage or restriction can be 
significantly different for a deepwater development relative to a shallow water development. Consequently, more 
rigorous application of the verification program could be appropriate for a deepwater development.
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1

Attributes of Production Chemicals in Subsea Production Systems

1 Scope

This document identifies and specifies the essential attributes of production chemicals intended to be introduced to 
subsea oil and gas production systems.

The document is intended for use by chemical suppliers to facilitate the provision of chemicals compatible with 
existing and intended subsea production systems (SPS) although it is envisaged that use of the document for 
specification purposes by the operators of such processes, will assist in ensuring the completeness of requests to 
supply.

The application of the document requires acceptance of the principle that it is the supplier’s responsibility to ensure 
that the chemicals supplied are fit for purpose and safe to use, although it is acknowledged that this responsibility can 
only be fulfilled if specification of requirements is complete. To this end the document identifies essential information 
that only SPS designers and operators can provide but without knowledge of which, suppliers should not supply. In 
the requirements of this document, responsibility for obtaining these items of critical information is placed upon the 
supplier, in the expectation that designers and operators will respond with their ready provision.

The functional performance of production chemicals is outside the scope of this document.

The assessments and tests specified in this document are not intended to qualify materials for use in an SPS in 
respect of pressure containment, mechanical load, cyclic mechanical load, or other design parameters.

The chemical-chemical compatibility of production chemicals at their respective application concentrations is also 
outside the scope of this document as is the effect of any incompatibility on their respective functional performance.

Finally, this document does not consider the health, safety, or environmental (HS&E) implications of deploying a 
production chemical in an SPS.

NOTE   Attention is drawn to the fact that the tests specified in this document can generate data and information about the effect 
of a chemical/material incompatibility on the integrity of a material used in a SPS, that could necessitate additional testing, outside 
the scope of this document. Such additional testing should however be undertaken in order to ensure that all possible mechanisms 
that could threaten the integrity of a production, transportation, or chemical injection system are fully evaluated. 

2 Normative References

The following referenced documents are indispensable for the application of this document. For dated references, 
only the edition cited applies. For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

API Specification 17D/ISO 13628-4, Subsea Wellhead and Christmas Tree Equipment

ASTM D471 1, Standard Test Method for Rubber PropertyEffect of Liquids 

ASTM D543, Standard Practices for Evaluating the Resistance of Plastics to Chemical Reagents 

ASTM D638, Standard Test Method for Tensile Properties of Plastics 

ASTM D664, Standard Test Method for Acid Number of Petroleum Products by Potentiometric Titration 

1 ASTM International, 100 Barr Harbor Drive, West Conshohocken, Pennsylvania 19428, www.astm.org.
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ASTM D1141, Standard Practice for the Preparation of Substitute Ocean Water 

ASTM D1298, Standard Test Method for Density, Relative Density (Specific Gravity), or API Gravity of Crude 
Petroleum and Liquid Petroleum Products by Hydrometer Method 

ASTM D4289, Standard Test Method for Elastomer Compatibility of Lubricating Greases and Fluids 

ASTM G1, Standard Practice for Preparing, Cleaning, and Evaluating Corrosion Test Specimens 

ASTM G31, Standard Practice for Laboratory Immersion Corrosion Testing of Metals 

ASTM G46, Standard Guide for Examination and Evaluation of Pitting Corrosion 

ISO 3771 2, Petroleum products—Determination of base number—Perchloric acid potentiometric titration method

ISO 6073, Petroleum products—Prediction of the bulk moduli of petroleum fluids used in hydraulic fluid power 
systems 

ISO 10523, Water quality—Determination of pH

ISO 13628-5, Petroleum and natural gas industries—Design and operation of subsea production systems—Part 5: 
Subsea umbilicals

IP 160 3, Crude petroleum and liquid petroleum products - Laboratory determination of density - Hydrometer method 

SAE AS4059 (2005) 4, Aerospace fluid power—Cleanliness classification for hydraulic fluids

3 Terms, Definitions, and Abbreviations

3.1 Terms and Definitions

For the purposes of this document, the following definitions apply.

3.1.1 
attribute
Feature of a subsea production system that is fixed and inherent to the existence of the SPS.

NOTE   Examples of SPS attributes are a material of construction or the volume of a vessel.

3.1.2 
bacteriostat 
Biological or chemical agent that prevents bacterial reproduction without killing or otherwise harming the bacteria.

3.1.3 
barrier
Element forming part of a pressure-containing envelope which is designed to prevent unintentional flow of produced/
injected fluids, particularly to the external environment.

2 International Organization for Standardization, 1, ch. de la Voie-Creuse, Case postale 56, CH-1211, Geneva 20, Switzerland, 
www.iso.org.

3 Energy Institute, 61 New Cavendish Street, London W1G 7AR, UK. www.energyinst.org
4 Society of Automotive Engineers, 400 Commonwealth Drive, Warrendale, Pennsylvania 15096-0001, www.sae.org.
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3.1.4 
barrier arrangement
Provision of physical separation between two fluids during fluid change out in a fluid circuit, using a barrier element, 
e.g. a gel.

3.1.5 
barrier fluid (spacer)
Fluid introduced to the SPS as an intermediary to provide physical separation between an existing fluid and the fluid 
intended to replace it during the change-out process.

3.1.6 
biofilm
Viscous or gelatinous coating deposited on SPS components as a result of microbiological growth.

3.1.7 
bunkering
Transfer of production chemical from transport container to host facility storage facility.

3.1.8 
chemical reaction
Change of the chemical state of a substance, which may involve a change of oxidation state or molecular structure.

3.1.9 
chemical injection system
Facilities that inject a production chemical into produced or injected fluids.

3.1.10 
completion fluid
Fluid in the “A” annulus of a well between the production tubing and well casing. 

NOTE 1  The fluid may have been in the well when the well completion (tubulars, screens, packer, etc.) were run into the well, or 
was circulated into the well after the well completion was run. 

NOTE 2  Completion fluid can also be known as a “workover fluid”.

3.1.11 
dead spot
Localized region in a fluid circuit whereby fluid in a flowing circuit is stationary or flows at a much lower velocity than 
the bulk fluid, e.g. step change in bore diameter.

3.1.12 
delivery fluid
Fluid that is in the fluid conduits at the time of delivery of the SPS equipment.

NOTE   This fluid may be the service fluid, or where not the service fluid, will be changed out with the service fluid following 
installation of the equipment.

3.1.13 
fluid conduit
Steel tube or thermoplastic hose used in an umbilical, jumper bundle/assembly, rigid pipe-work, etc., for the 
transmission of fluids used in, or produced by a SPS.

3.1.14 
fluid change-out
Replacement of a SPS service fluid by another fluid.
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3.1.15 
fluid stability
Condition of a fluid in which it is not liable to undergo chemical decomposition i.e. in which the characteristics of the 
fluid (chemical, physical, micro-biological) remain unchanged over time, after a disturbance, or having been subject to 
environmental exposure (UV, elevated temperature, etc.).

3.1.16 
host facility
Offshore platform, floating facility or onshore facility to which the SPS is tied back.

3.1.17 
hydrate
Compound in which water molecules form a solid ice like structure with methane, i.e. Type I or Type II methane 
hydrate.

3.1.18 
hydraulic analysis
Detailed examination of SPS performance on the basis of calculating the variation of pressure in the chemical 
injection system as a function of production chemical injection rate, relative to system design pressure, in order to 
assess whether system performance in the various modes of operation is safe and operationally acceptable.

3.1.19 
hydrocarbons
Produced hydrocarbons, which may be gas, condensate, oil and combinations of all three.

3.1.20 
mapping
Process of making diagrammatic representations of aspects/issues relating to the design, manufacture, load-out and 
installation of the components that comprise the SPS, e.g. materials of construction, damage/potential damage 
locations.

3.1.21 
operational envelope
Set of parameters that define the intended operational range of a SPS.

3.1.22 
parameter
Feature of a subsea production system that is variable, measurable or quantifiable and fundamental to the nature and 
operation of the system.

NOTE   Examples of SPS parameters are temperature; pressure; dose rate of a production chemical or oil production rate.

3.1.23 
production chemical
Chemical, or mixture of chemicals, that are applied to produced or injected fluids in order to enable the production or 
injection process to take place, e.g. prevention of corrosion that could be caused by the produced or injected fluids; 
prevention of hydrate formation; prevention of mineral scale or wax deposition; H2S scavenging; demulsification; 
friction reduction. 

NOTE   A production chemical may also be referred to as “process chemical” or “chemical”.
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ATTRIBUTES OF PRODUCTION CHEMICALS IN SUBSEA PRODUCTION SYSTEMS 5

3.1.24 
produced fluid
The expected output of the SPS.

NOTE   This is a collective term that includes oil, condensate, water, and gas. 

3.1.25 
shelf life
The time period in which a fluid remains stable and useable when stored in accordance with the manufacturer’s 
storage and handling procedure.

3.1.26 
solvent
Chemical that can dissolve or disperse another chemical so that the resulting liquid is either a solution or suspension 
of the other chemical. 

NOTE   The scientific definition is, “A liquid that dissolves a solid, liquid, or gaseous solute, resulting in a solution.”

3.1.27 
uptime requirement
Unit of time during which production chemicals are required to be injected.

3.1.28 
yellow metal
Metal or metal alloy containing copper.

3.2 Abbreviated Terms

For the purposes of this document, the following abbreviated terms apply.

AS Aerospace

CI corrosion inhibitor or chemical injection

CITHP closed in tubing head pressure

CRA corrosion resistant alloy

FEED front end engineering design

HPHT high pressure high temperature, e.g. >10,000 psi and 150 °C

HP high pressure, e.g. >10,000 psi

HS&E Health, Safety, and Environment

HT high temperature, e.g. >150 °C

IBC intermediate bulk container

IMS industrial methylated spirit

IRCD injection rate control device

ISO International Organization for Standardization

LDHI low dosage hydrate inhibitor, e.g. kinetic hydrate inhibitor or anti-agglomerant hydrate inhibitor

MAWP maximum allowable working pressure

NRV non-return valve

OIW oil-in-water

SAE Society of Automotive Engineers 
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SI scale inhibitor

SDU subsea distribution unit

SPS subsea production system 

TAN total acid number 

TBN total base number 

UV ultraviolet

4 Overview

Injection of a production chemical into produced fluids at a subsea location can be impeded by many incidents, 
events or combinations of these. Such causes can be related to SPS and chemical injection system design, 
production chemical specification, system commissioning, system maintenance, chemical change-out operation, fluid 
ingress, material degradation, etc. The consequences of being unable to inject production chemicals at the required 
rate and location can have significant economic impact. When restrictions or blockages occur, remediation may not 
be practicable or possible, therefore a significant cost may be incurred for replacement facilities. Alternatively, if 
remediation of restrictions or blockages is achievable, significant cost may still be involved due to the complexity of 
intervention where vessel mobilization is required.

Chemical vendors supply a wide range of production chemicals that may be applied in subsea systems. Production 
chemicals are often complex formulations that can change due to safety, performance, economic and environmental, 
requirements. They can be water based, hydrocarbon based, or an intermediate formulation and in addition, specific 
project functional requirements can necessitate formulation of new and unique products. 

The production chemical requirement of a subsea development is dictated by the type of produced fluids. The 
produced fluids can consist of varying combinations of different types of oil, condensate, gas, and water ranging from 
condensed water that does not contain salts to formation water that contains salts close to salt saturation limits. 
Typical production chemicals include the following:

— scale inhibitors;

— corrosion inhibitors;

— methanol (hydrate inhibitor);

— ethylene glycol/monoethylene glycol/MEG (hydrate inhibitor);

— industrial methylated spirits/ethanol (hydrate inhibitor);

— wax inhibitors/pour point depressants;

— low dosage hydrate inhibitors (LDHIs);

— asphaltene inhibitors and dispersants;

— flow improvers;

— biocides;

— H2S scavengers;

— demulsifiers;

— combined products, i.e. products that have dual function.
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As a consequence of this background, it is necessary that project planning for SPS recognizes the wide range of 
criteria that should be considered when verifying a production chemical for deployment in a SPS and make provision 
for the time required for rigorous verification.

It is recommended that only production chemicals that have been verified to this specification and which fully meet the 
specified acceptance criteria, be deployed in an SPS. In addition, fluids used for installation, commissioning and 
production chemical change-out operations should be subject to verification as specified in this document.

It is also recommended that the responsibility of organizations associated, or directly involved, in data generation or 
verification processes, required by this document and their liability in the event of default, be specifically confirmed.

5 SPS Production Chemicals—Application Data

5.1 Supplier Responsibility

Before committing to supply a production chemical, the supplier shall be in possession of the values of the 
parameters that define the operational envelope within which that production chemical will be required to function. 
This shall include the parameters listed in Table 1, as a minimum. 

NOTE   This identifies the nature of the required application data, which should be part of the basis of system design and will 
include data required for specifying calculations, interpretation of reference data (e.g. materials compatibility data) and specifying 
laboratory test conditions. 

Table 1—Parameters of the SPS Operational Envelope

SPS Parameters Comments

Maximum and minimum application rates 
(volumetric rate) *

Required for verification that the chemical injection system can 
deliver the production chemical at the required volumetric rate, and 
estimation of the production chemical residence time.

Continuous or intermittent operation Used to define duration of temperature stability tests.

Uptime requirement Fraction or percentage of time when production chemical shall be 
injected.

Flow regime: laminar or turbulent flow The majority of applications involve laminar flow, which will result in 
settling of solids that may cause blockage or restriction. 

Temperature and pressure

The temperature and pressure data incorporating the known 
ranges and combinations for different locations in the production 
system, e.g. host, subsea, wellhead, bottom hole, as well as 
steady state versus transient operation.

Injection system design features 

Any features that may be used to define required assessments or 
laboratory tests, for example:

— common injection port used for more than one production 
chemical, which necessitates compatibility testing of the 
undiluted “as supplied” production chemicals;

— component with a specified solids tolerance specification that 
requires testing of the production chemical compliance;

— components for which a failure in service would result in 
mixing of a potentially incompatible production chemicals.

SPS chemical injection system materials map 
(materials wetted by production chemical)

Required for definition of chemical-material compatibility 
evaluation and testing.

* Determined by functional testing of the production chemical, which is outside the scope of this document. 
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