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Special Notes

API publications necessarily address problems of a general nature. With respect to particular circumstances, local, 
state, and federal laws and regulations should be reviewed.

Neither API nor any of API’s employees, subcontractors, consultants, committees, or other assignees make any 
warranty or representation, either express or implied, with respect to the accuracy, completeness, or usefulness of 
the information contained herein, or assume any liability or responsibility for any use, or the results of such use, of 
any information or process disclosed in this publication. Neither API nor any of API’s employees, subcontractors, 
consultants, or other assignees represent that use of this publication would not infringe upon privately owned rights.

Users of this Technical Report should not rely exclusively on the information contained in this document. Sound 
business, scientific, engineering, and safety judgement should be used in employing information contained herein.

Shall: As used in this standard “shall” denotes a minimum requirement in order to conform to the specification.

Should: As used in a standard “should” denotes a recommendation or that which is advised but not required in order 
to conform to the specification.

API publications may be used by anyone desiring to do so. Every effort has been made by the Institute to assure the 
accuracy and reliability of the data contained in them; however, the Institute makes no representation, warranty, or 
guarantee in connection with this publication and hereby expressly disclaims any liability or responsibility for loss or 
damage resulting from its use or for the violation of any authorities having jurisdiction with which this publication may 
conflict.

API publications are published to facilitate the broad availability of proven, sound engineering and operating practices. 
These publications are not intended to obviate the need for applying sound engineering judgment regarding when and 
where these publications should be used. The formulation and publication of API publications is not intended in any 
way to inhibit anyone from using any other practices.

Any manufacturer marking equipment or materials in conformance with the marking requirements of an API standard 
is solely responsible for complying with all the applicable requirements of that standard. API does not represent, 
warrant, or guarantee that such products do in fact conform to the applicable API standard.

All rights reserved. No part of this work may be reproduced, translated, stored in a retrieval system, or transmitted by any 
means, electronic, mechanical, photocopying, recording, or otherwise, without prior written permission from the publisher. 

Contact the Publisher, API Publishing Services, 200 Massachusetts Avenue, NW, Suite 1100, Washington, DC 20001-5571.

Copyright © 2020 American Petroleum Institute
ii

Full document details: API TR 2FC-1-2020

http://www.avadocuments.com/doc/api-tr-2fc-1-2020
http://www.avadocuments.com/doc/api-tr-2fc-1-2020


Foreword

Nothing contained in any API publication is to be construed as granting any right, by implication or otherwise, for the 
manufacture, sale, or use of any method, apparatus, or product covered by letters patent. Neither should anything 
contained in the publication be construed as insuring anyone against liability for infringement of letters patent.

This document was produced under API standardization procedures that ensure appropriate notification and participation 
in the developmental process and is designated as an API standard. Questions concerning the interpretation of the 
content of this publication or comments and questions concerning the procedures under which this publication was 
developed should be directed in writing to the Director of Standards, American Petroleum Institute, 200 Massachusetts 
Avenue, NW, Washington, DC 20001. Requests for permission to reproduce or translate all or any part of the material 
published herein should also be addressed to the director.

Generally, API standards are reviewed and revised, reaffirmed, or withdrawn at least every five years. A one-time 
extension of up to two years may be added to this review cycle. Status of the publication can be ascertained from 
the API Standards Department, telephone (202) 682-8000. A catalog of API publications and materials is published 
annually by API, 200 Massachusetts Avenue, NW, Washington, DC 20001.

Suggested revisions are invited and should be submitted to the Standards Department, API, 200 Massachusetts 
Avenue, NW, Washington, DC 20001, standards@api.org.
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Studlink and Studless Fatigue Curves for Mooring Lines

1	 Introduction

This report summarizes the derivation of fatigue curves for studless and studlink chain mooring lines for inclusion 
in API 2SK, Third Edition. The second edition of API 2SK [1] has a single fatigue curve for mooring chain, this 
curve is a non-unique lower bound to all of the in-water and in-air studlink fatigue test data. API 2SK, Second 
Edition, does not have separate fatigue curves for studlink and studless chain.

The studlink fatigue curve derived in this report is based on the saltwater tension-tension fatigue tests performed 
by the National Engineering Laboratory, Glasgow, U.K. (NEL) and Exxon Production Research Company (EPR) 
on oil rig quality (ORQ) studlink chain with bar diameters of 2 in., 3 in., and 4 in. [3, 4]. The studless fatigue curve 
is based on the saltwater tension-tension fatigue tests performed by NEL on R3 and R4 studless chain with a 
bar diameter of 3 in. [5]. All publicly available saltwater studlink and studless chain fatigue data are summarized 
in Table 1, and the fatigue test data are listed in Annex A.

Table 1—Summary of Saltwater Chain Fatigue Failure Data

Chain Fatigue 
Failure Data

Diameter 
(in.)

Slope Censoring
m −95 % +95 % % Failed Failed Runout Tested

ORQ Studlink, 
NEL 3 and 4 −2.588 −2.802 −2.374 50 20 20 40

ORQ Studlink, 
EPR 2 −3.951 −4.425 −3.653 See NOTE 40 See 

NOTE See NOTE

ORQ Studlink, 
Shell a See NOTE — — — See NOTE 16 See 

NOTE See NOTE

ORQ Studlink, 
NEL and EPR

2, 3,  
and 4 −3.054 −3.26 −2.848 See NOTE 60 > 20 > 80

K4 Studlink, NEL 3 and 4 −1.902 −2.212 −1.591 52 12 11 23
R3 Studless, NEL 3 −2.419 −2.613 −2.225 52 44 40 84
R4 Studless, NEL 3 −2.336 −2.574 −2.098 43 31 41 72
NOTE     The diameter of the Shell chain is not known; or the percent failed, number of runout links or number of tested 
links were not reported.
a     The Shell tests were all performed at the same tension range, consequently they contain no information on the slope 
(m) of the fatigue curve.

2	 TN and SN Mooring Component Fatigue Curves

API’s component TN curves are specified in terms of the non-dimensional tension range (T), which is calculated 
by dividing the dimensional double amplitude tension range by a reference breaking strength. For studlink chain, 
API specifies the reference break strength as the catalog break strength (CBS) of ORQ chain of the same size 
(reduced by a corrosion allowance). API’s fatigue curve is expressed as shown in Equation (1).

​​log​ 10​​(N ) = m ​log​ 10​​​​(​​T​)​​​ + ​log​ 10​​​​(​​a​)​​​​� (1)

where

T	 is the tension range/CBS of ORQ;

m	 is the slope of fatigue curve;

​​log​ 10​​​​(​​​a​ S​​​)​​​​	 is the intercept of fatigue curve;

N	 is the number of cycles.

1
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In addition to the presence or absence of the stud, studlink and studless links differ in overall shape and size. 
Both are 6 diameters in length. However, the width of a studlink is 3.6 diameters while the width of a studless 
link is 3.35 diameters; the sides of studless links are straighter and more parallel than the sides of studlinks. The 
shape of studless chain links has been changed from that of studlink chain resulting in identical catalog break 
strength for both studlink and studless chain.

The CBS for studlinks and studless links of ORQ, R3, and R4 steel grades are given by the dimensional formula 
[7] as shown in Equation (2).

​CBS  = ​ M​ v​​(44.0  ​d​​ 2​ − 0.08  ​d​​ 3​)​� (2)

where

CBS	 is the catalog break strength, in kN;

d	 is the bar diameter, in mm;

Mv	 is 0.0211 for API ORQ grade;

Mv	 is 0.0223 for R3 grade;

Mv	 is 0.0274 for R4 grade.

DNV added fatigue curves for studlink chain, studless chain, six-strand wire, and spiral strand wire to DNV-
OS-E301 [8]. DNV-OS-E301 presents its fatigue criteria in terms of dimensional SN curves, where the nominal 
stress range (S) is in MPa (N/mm2). DNV-OS-E301 states that the nominal stress range should be calculated by 
dividing the double amplitude tension range by the nominal cross-sectional area of the component. As shown in 
Equation (3), DNV’s chain SN fatigue curves are expressed as:

​​log​ 10​​(N ) = m  ​log​ 10​​(S ) + ​log​ 10​​(​a​ S​​)​� (3)

where

N	 is the number of stress cycles;

m	 is the slope of the SN curve (= −3.0);

S	 is the nominal double amplitude stress range, in MPa, which equals double amplitude 
tension range/component cross-sectional area;

​​log​ 10​​​​(​​​a​ S​​​)​​​​ 	 is the intercept in the SN space (for studlink aS = 1.2 × 1011, for studless aS = 6.0 × 1010).

In Equation (4), the nominal cross-sectional area for studlink and studless chain is specified by DNV as:

Nominal studlink or studless chain area = ​​2π ​d​​ 2​ _ 4 ​​�  (4)

where

d	 is the component diameter.

In Equation (5), DNV’s SN curve can be transformed to API’s TN space by noting that:

​S  = ​   R _ 0.5 ⋅ π ​d​​ 2​​  from Equation (3 )  and Equation (4)​	

​T  = ​   R  ____________________   0.0211(44.0 ​d​​ 2​ − 0.08 ​d​​ 3​)​  from Equation ​​(​​1​)​​​ and Equation ​​(​​2​)​​​​

​ For  ⇒  S  =  T ​0.0211(44.0 ​d​​ 2​ − 0.08 ​d​​ 3​)   ____________________  0.5 ⋅ π ​d​​ 2​ ​​�  (5)
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In this report, fatigue curves are presented using the API TN method, and for comparison DNV’s SN curves 
are transformed to API’s TN space for bar sizes of 76 mm and 152 mm. For example [see Equation (6)], DNV’s 
studless SN fatigue curve for 76 mm chain (m = −3.0, aS = 6.0 × 1010, and d = 76 mm) may be expressed in API’s 
TN space as follows.

​​log​ 10​​(N ) = m ​log​ 10​​​​(​​T ​0.0211 (44.0 ​d​​ 2​ − 0.08 ​d​​ 3​)   ____________________  0.5 ⋅ π ​d​​ 2​ ​​ )​​​ + ​log​ 10​​(​a​ S​​)​� (6)

​​log​ 10​​(N ) = m ​log​ 10​​​​(​​T​)​​​ + m ​log​ 10​​​​(​​​0.0211 (44.0 ​d​​ 2​ − 0.08 ​d​​ 3​)   ____________________  0.5 ⋅ π ​d​​ 2​ ​​ )​​​ + ​log​ 10​​(​a​ S​​)​

​​log​ 10​​(N ) = m ​log​ 10​​​​(​​T​)​​​ + m ​log​ 10​​​​(​​​4621 ⋅ ​10​​ 3​ _ 9073 ​​ )​​​ + ​log​ 10​​(​a​ S​​)​

​​log​ 10​​(N ) = m ​log​ 10​​​​(​​T​)​​​ − 8.1211 + 10.7782​

​​log​ 10​​(N ) = m ​log​ 10​​​​(​​T​)​​​ + 2.6571​

The different methods used by API (cubic in d) and DNV (quadratic in d) to define chain fatigue curves and 
calculate non-dimensional tension ranges or dimensional nominal stress ranges, cannot be calibrated to produce 
equal estimates of fatigue damage over a range of component sizes.

For studlink chain, the saltwater fatigue test data include tests on chains of 2 in., 3 in., and 4 in. in diameter. All of 
the ORQ studlink fatigue failures (including the saltwater tests performed by Shell) are plotted on Figure 1, which 
shows that when tension ranges are normalized by CBS of ORQ (API’s TN method) the test results are, to a 
reasonable degree, independent of diameter. In fact, the justification for testing only 3 in. (76 mm) studless chain 
in the studless fatigue test program [5], was due to the observed independence of fatigue endurance to diameter 
for studlink chain, when the test data are plotted using API’s TN method. However, as the link geometry and 
fatigue life of studlink chain is considerably different to that of studless chain, while the catalog break strength is 
identical for the same bar size, it is not possible to definitely conclude that API’s non-dimensional TN methodology 
is also correct for studless chain. Additional saltwater fatigue tests on a variety of sizes of studless chain are 
required to provide a definitive answer.
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Figure 1—All Studlink ORQ Saltwater Fatigue Test Failures

3	 Fatigue Curves for Chain Mooring Lines

3.1	 General

The majority of chain links in a mooring line are loaded in tension, while a small number of links in the fairlead 
pockets are loaded in tension and bending. It is of interest to consider the way in which fatigue curves are 
developed and used for chain mooring lines. For mooring chains, test lengths consisting of a number of links 
are cyclically loaded until one or more of the links fail, with failed links being replaced by connector links (e.g. 
kenter links) during the test [3 to 6]. Consequently, mooring chain fatigue data constitute a censored sample. The 
regression line represents the mean life of those links that failed. Due to censoring, a test program that fails a 
large percent of all links tested will result in a larger “mean value” than a test program that fails only a small 
percent of all links tested. Similarly, the higher moments (standard deviation, skewness, etc.) also depend on 
the censoring. The method of probability-plotting and curve-fitting described below does not make use of the 
moments of the censored-sample.

Typical chain/wire/chain mooring lines may contain ~500 links (platform and anchor segments) outboard of the 
chain stopper per line, while at any time ~2 links per line are located in the fairlead pockets. For an all-chain 
mooring system, the number of links per line may number in the thousands (Balder FPU has ~3780 links per 
line). A wire segment may be used at the platform or the platform chain segment may be connected directly to a 
pad-eye without the use of fairleads. In some cases, line length adjustment may be used to ensure that the same 
links are not located in fairlead pockets over the life of the installation. Consequently, the overall probability of 
failure of a mooring line will, in many cases, depend on the probability of failure of the large number of links in the 
free span, not on one or two links located in the fairlead pocket.

As all the links do not fail at the same time, a mooring line is only as strong as its weakest link. We are interested 
in the first link to fail; this is the minimum value of fatigue life for a population of J links. Consequently, if fatigue 
analyses are to provide consistency in the level of safety for mooring lines or line segments of different lengths, 
for which the non-dimensional tension ranges (T) are similar, then the analysis shall allow, in some way, for the 
number of links. A single fatigue curve and a single-valued fatigue safety factor will not provide consistency 
across the full range of possible mooring systems.
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