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CHAPTER 27

MAINTENANCE-OF-WAY WORK 

EQUIPMENT1

Current until revision of next edition

FOREWORD

Part 3 Reports and Records was deleted in its entirety in 1996.
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a view to promoting efficiency and economy in the location, construction, operation or maintenance of railways. It is not intended to 
imply that other practices may not be equally acceptable.
© 1999, American Railway Engineering and Maintenance-of-Way Association 27-1

ent details: AREMA V3 CH27 1999

http://www.avadocuments.com/doc/arema-v3-ch27-1999
http://www.avadocuments.com/doc/arema-v3-ch27-1999


Fu
TABLE OF CONTENTS (CONT)

Part/Section Description Page

2.6 Electrical Systems . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 27-2-42
2.7 Specifications for Rail Guide Wheel Equipment . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 27-2-44

Bibliography . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 27-B-1

INTRODUCTION

The Chapters of the AREMA Manual are divided into numbered Parts, each comprised of related documents 
(specifications, recommended practices, plans, etc.). Individual Parts are divided into Sections by centered 
headings set in capital letters and identified by a Section number. These Sections are subdivided into Articles 
designated by numbered side headings. 

Page Numbers  – In the page numbering of the Manual (27-2-1, for example) the first numeral designates the 
Chapter number, the second denotes the Part number in the Chapter, and the third numeral designates the 
page number in the Part. Thus, 27-2-1 means Chapter 27, Part 2, page 1.

In the Glossary and Bibliography, the Part number is replaced by either a “G” for Glossary or “B” for 
Bibliography.

Document Dates – The bold type date (Document Date) at the beginning of each document (Part) applies to the 
document as a whole and designates the year in which revisions were last made somewhere in the document, 
unless an attached footnote indicates that the document was adopted, reapproved, or rewritten in that year.

Article Dates  – Each Article shows the date (in parenthesis) of the last time that Article was modified.

Revision Marks  – All current year revisions (changes and additions) which have been incorporated into the 
document are identified by a vertical line along the outside margin of the page, directly beside the modified 
information.

Proceedings Footnote – The Proceedings footnote on the first page of each document gives references to all 
Association action with respect to the document.

Annual Updates  – New manuals will be reprinted and issued yearly, in their entirety.
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SECTION 1.1  RECOMMENDED COLORS FOR PAINTING MOTOR CARS, ROADWAY 
MACHINES, WORK EQUIPMENT AND RAIL GUIDE WHEEL EQUIPMENT 1

— 1996 —

1.1.1  GENERAL (1996)

a. The most suitable colors for painting Motor Cars, Roadway Machines, Work Equipment and Rail Guide 
Wheel Equipment are as shown in Table 1-1.   

b. The predominant colors of equipment will be a specified color, but some parts or components may 
require custom painting (reference Part 1, Roadway Machines, Section 1.3, Specifications for On-track 
Roadway Machines, Article 1.3.17). Some of the more notable items are listed in Table 1-2.

c. The colors listed under Standard Specification Numbers are consistent with those indicated in the 
“Federal Standard 595-B, Colors Used in Government Procurement.”

NOTE: It should be understood that some Railroads may have special painting requirements which will 
supersede the above recommended practices or guidelines.

1 References, Vol. 32, 1931, pp. 472, 754; Vol. 43, 1942, pp. 213, 727; Vol. 44, 1943, pp. 251, 670; Vol. 54, 1953, pp. 638, 1373; Vol. 55, 1954, 
p. 1069; Vol. 62, 1961, pp. 454, 931; Vol. 92, 1991, p. 103; Vol. 94, 1993, p. 125, Vol. 97, p. 218.

Table 1-1. Recommended Colors for Painting Motor Cars, Roadway Machines,
Work Equipment and Rail Guide Wheel Equipment

Equipment Color
Standard 
Spec. No.

Motor Cars Yellow 13538

Roadway Equipment Yellow 13538

Roadway Work Equipment (cranes, etc.) Yellow 13538

Work Equipment (Jordan Spreaders, etc.) Mineral Red 10076

Rail Guide Wheel Equipment Black 17038

Table 1-2. Recommended Colors for Painting of Parts/Components

Component Area Color
Standard 
Spec. No.

Gasoline Tank Red 11086

Diesel Fuel Tank Green 14110

Hydraulic Reservoir Blue 15180

Coolant Reservoir Gray 16251

Lifting Lugs Black 17038

Safety Locks Red 11086
© 1999, American Railway Engineering and Maintenance-of-Way Association
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SECTION 1.2  GENERAL CARE AND MAINTENANCE OF MAINTENANCE-OF-WAY 
EQUIPMENT (INCLUDING RAIL GEAR EQUIPMENT) 1

— 1996 —

1.2.1  GENERAL (1996)

a. The varying conditions on different railroads do not permit the universal acceptance, in all details, of any 
specific outline or an organization for the use, maintenance, and repair of the equipment. To determine 
the proper organization best adapted to produce maximum service and productivity, at a minimum cost, 
from its fleet of equipment each railroad must review and analyze various conditions which will greatly 
influence these factors. Some of the more important areas are listed below.

(1) The quantity and age of the major and minor units of equipment.

(2) The level of mechanization and sophistication of the equipment.

(3) The type of managerial organization established for utilizing, supervising and maintaining the 
equipment.

(4) Geographic location and total trackage involved with the railroad.

(5) Organization of Equipment Repair Shops, i.e. centralized or decentralized, Engineering, Mechanical, 
or Fleet jurisdiction, manpower, etc.

b. However, there are certain principles in the use and maintenance of machinery which will be found 
desirable, if not essential, if the equipment is to be maintained and used economically. Special attention 
should be directed to the following areas:

(1) The organization for supervising and maintaining the equipment should be headed by a practical 
railroad employee, with sufficient executive ability and solid mechanical knowledge to supervise the 
maintenance and operation of all equipment on the system. The appropriate department should have 
authority, and sufficient personnel to institute and enforce regulations for the maintenance and 
operation of the equipment. Duties should embrace direct or indirect control of mechanical details of 
the equipment, in both field and shop, the supervision of maintainers, involvement with necessary 
reports and managing data base information. He/she should work closely with the supervisory forces 
in the assignment and use of the equipment. He/she must also work very closely with the Purchasing 
and Material Department as it relates to acquisition of new equipment, component parts and the 
distribution of supplies required for the maintenance and repair of equipment.

(2) It is desirable that adequate instructions for the care and operation of the equipment be issued. Such 
instructions, developed by the AREA, were first published in the proceedings in 1947 and were later 
reprinted in handbook form under the title “Manual of Instructions for Care and Operation of 
Maintenance-of-Way Work Equipment.” This manual is presently in the process of being revised.

(3) Cooperation on the part of supervisory officers in seeing the instructions are carried out are of the 
utmost importance. This cannot be secured unless each such officer recognizes the importance of the 
work he/she is supervising in an effort to keep the equipment in operation. In order to achieve 
maximum results of equipment productivity and availability, through proper operation and 

1 References, Vol. 27, 1926, pp. 1028, 1449; Vol. 49, 1948, pp. 148, 593; Vol. 53, 1952, pp. 366, 1088; Vol. 54, 1953, pp. 638, 1373; Vol. 58, 
1957, pp. 580, 1218; Vol. 62, 1961, pp. 455, 931; Vol. 63, 1962, pp. 352, 738; Vol. 92, 1991, p. 103, Vol. 97, p. 218.
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preventive maintenance procedures and practices, the local and upper management levels must give 
their full support to the program.

(4) Prevention of disabling conditions in any machine is as truly maintenance as is the correction of 
such conditions after they have developed; and prevention will save the loss of time and money 
required for repairs.

(5) As a result of following a thorough preventive maintenance program, the need for emergency and/or 
unscheduled repairs can be substantially reduced. A preventive maintenance program is basically a 
repair prior to failure philosophy and can be characterized by the following:

(a) Keeping equipment clean.

(b) Operating the equipment safely and within its limit of capacity.

(c) Well controlled lubrication program.

(d) Performing required inspection, adjustment, and scheduled maintenance at the proper intervals.

(e) Utilizing a formal record keeping system, i.e. operators and maintenance personnel, daily log, 
machine history file, failure reporting system, cost involved with equipment use, which will 
provide a solid foundation for a computerized record keeping and cost capturing system.

(f) Ongoing training program for operator and service/maintenance personnel.

(6) Material Department operations should be properly located and adequately stocked so that repair 
parts, when needed, can be supplied with the least delay. This area can be streamlined with the use 
of highway type van trailers, properly sized, well organized, and adequately stocked to eliminate 
some of the current problems associated with using rolling stock tool cars. Some of these problems 
are delay in timely spotting of the car at the work site and damages to the parts inventory due to 
rough handling. The use of relief equipment and power plants will reduce delays in the event of 
equipment failures.

(7) In scheduling the shopping of equipment for major repairs, consideration should be given to the 
capacity of the shop as well as the conditions of the equipment. In so far as possible, the equipment 
used in seasonal work should be overhauled during the slack season.

(8) Shops for the repair of equipment should be centrally located and under the control of the 
appropriate department. These shops should be equipped with the necessary tools, shop machinery, 
and in general provide repairs in the most timely and cost effective method.

(9) The expense of maintaining the equipment can be reduced through the adoption by each railroad, of 
the fewest number of makes and type of the equipment required to meet its needs. Such a restriction 
to adopt its standards will reduce investment in stock parts and lower maintenance costs.

(10) Adequate reports and records should be prepared as a means of maintaining close check on the use 
being made of the equipment, the care of it, and to assist in passing judgment on purchase of new 
equipment.
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SECTION 1.3  GENERAL INFORMATION ASSOCIATED WITH WIRE ROPE AS USED ON 
ROADWAY WORK EQUIPMENT 1

— 1991 —

1.3.1  INTRODUCTION (1991)

a. Wire rope is a much more complex mechanism than one generally realizes. But when its fundamentals 
and capabilities are understood, wire rope can perform with economy, dependability and safety.

b. It consists of many wires capable of transmitting dynamic stresses or supporting static loads. Wire rope 
is one of the strongest products manufactured for its size and weight. Wire rope is made to withstand the 
demands of tensile and bending stresses and abrasive wear, present in practically all job applications. It 
is available for a wide variety of applications and ever expanding number of operating conditions.

1.3.2  GENERAL (1991)

Wire rope is a piece of flexible, multi-wired, stranded machinery made of many precision parts. The usual type 
of wire rope consists of a core member, around which any number of multi-wired strands are “laid” or helically 
bent. In general, the greater the number of wires in the strand and the greater number of strands for a given 
size rope, the more flexible it will be.

1.3.3  DIAMETER (1991)

The true diameter of a wire rope is the diameter of a circle which will enclose it. In using a caliper to determine 
the diameter, be careful to measure across the crowns or the widest diameter at any given point, and avoid 
measuring across adjacent strands (Figure 1-1).

1 References, Vol. 44, 1943, p. 256; Vol. 45, 1944, pp. 110, 609; Vol. 54, 1953, pp. 638, 1373; Vol. 63, 1962, pp. 352, 738; Vol. 92, 1991, p. 102. 
Revised 1991.

Figure 1-1. Determining the True Diameter of Wire Rope
© 1999, American Railway Engineering and Maintenance-of-Way Association

27-1-6 AREMA Manual for Railway Engineering

ll document details: AREMA V3 CH27 1999

http://www.avadocuments.com/doc/arema-v3-ch27-1999
http://www.avadocuments.com/doc/arema-v3-ch27-1999


General

1

3

4

Full docum
1.3.4  CONSTRUCTION (1991)

Wire rope has three main component parts consisting of core, strands and wires, of which each is indicated in 
Figure 1-2.

1.3.4.1 Core

Supports the outer strands and also maintains position of strands during movement involving bending and load 
stresses.

1.3.4.1.1 Fiber Core – (FC)

Are generally sisal, manila, or man-made synthetic fiber rope as polypropylene, polyester or nylon. It is treated 
with a special lubricant and recommended for high duty service. The limitations of fiber core ropes are reached 
when pressure such as crushing results in core collapse and distortion of the rope strands.

1.3.4.1.2 Independent Wire Rope Core – (IWRC)

Generally used under severe conditions. The wire core can be independent wire rope, steel strand or armored 
core. The independent wire rope core is composed of a separate 7 × 7 wire rope. It is recommended for heavy-
duty service because of its ability to minimize crushing and distortion.

Figure 1-2. Component Parts of Wire Rope
© 1999, American Railway Engineering and Maintenance-of-Way Association
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1.3.4.1.3 Wire Strand Core – (WSC)

Are normally used on small diameter ropes and aircraft cords. A WSC consists of a single strand, either of the 
same construction or sometimes more flexible than the main rope strands.

1.3.4.2 Strands

These are supported by a core. Size, strength and number of strands depends upon the job the wire rope has to 
perform. Also, strands are laid around the core with a length of lay (or pitch) suitable to form the finished wire 
rope best suited for the job. Strands are composed of wires, varying in number from 3-91 with the majority 
being 7, 19, 25, or 37. These are laid helically around the core.

1.3.4.3 Wires

THESE MAKE UP THE STRANDS. They are produced in various grades such as “plow steel,” “improved plow 
steel” and “extra improved plow steel.”

1.3.5  TYPES OF STRAND CONSTRUCTION (1991)

There are two general types: round strands and strands that have been shaped or formed.

1.3.5.1 Round Strand Ropes

1.3.5.1.1 Ordinary

Wires are all of the same size.

1.3.5.1.2 Seale

Strands have larger diameter wires on the outside of the strand to resist abrasion and smaller wires inside to 
improve flexibility.

1.3.5.1.3  Warrington

Alternate wires are larger and smaller to combine flexibility with resistance to abrasion.

1.3.5.1.4 Filler

Has many small wires in the valleys between the outer and inner rows of wires to provide good abrasion and 
fatigue resistance.

1.3.5.2 Flat or Formed Strand Ropes

a. This is a special rope construction made up of triangular-shaped strands providing outstanding service 
for special heavy-duty jobs. This design forms an outer rope surface more nearly approaching a smooth 
continuous cylinder of steel, as compared with round strand rope.

b. These formed strand ropes have a “flat” strand surface for greater load support and more contact area 
on sheaves and drums, and is provided in three “styles.” First, seven large strand wires formed over a 
single triangle center wire is a 6 × 8 Style D (Figure 1-3); second, multiple strand wires formed over a 
single triangular center wire is a 6 × 25 Style B and third, 6 × 30 Style G has six smaller wires forming 
the triangular center. The visual comparison shown on Figure 1-3 indicates that flattened strand 
provides a sheave point bearing much greater than round strands, and this principal of greater wear 
distribution applies equally to strand wear.
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1.3.6  CLASSIFICATION OF WIRE ROPE (1991)

a. This design or arrangement of wire rope, consisting of wire, strands and core is called the construction, 
The classification of wire rope is the numerical designation of construction. It defines the number of 
strands placed around the core as well as the number of wires in each individual strand.

b. For example, 6 × 7 means that there are 6 strands, each strand composed of 7 wires; 6 × 19 means 6 
strands composed of 19 wires; 6 × 37 denotes 6 strands composed of 37 wires. Note the cross section of a 
7-wire strand that forms a part of 6 × 7 rope. (See Figure 1-2.) Each of the wires are the same diameter, 
and 6 wires fit snugly around the wire in the center. For this reason, a 6-strand rope with center core is 
most common today. With bigger and heavier-duty equipment and the demand for maximum efficiency 
on many more applications, extra qualities of resistance to abrasion, increased flexibility and resistance 
to bending fatigue are now being required of wire rope. The 19-wire classification fulfills these 
requirements with twelve or less outer wires and combinations of inner wire arrangement.

Figure 1-3. Wire Rope Cores and Cross-sections
(Sheet 1 of 2)
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c. The 37-wire classification was created because of the requirements of extreme flexibility in ropes. 
Generally speaking, the more wires per strand, the greater the flexibility of the rope. Many varieties of 
classifications of strand construction are designed for all types of applications. To avoid confusion, a 
simplified method to identify wire rope constructions has been adopted. Although the “6 × 19 
classification” and “6 × 37 classification” are not factually descriptive of one classification, they do cover 
the largest variation of wire ropes of similar weight and strength. Note the many end views on Figure 1-
3, showing wire rope classifications to suit most every wire rope application.

• 6 × 19 CLASSIFICATION–Six strands having 16 through 26 wires but not more than 12 outer wires in 
each strand.

• 6 × 37 CLASSIFICATION–Six strands having 27 through 49 wires, but not more than 18 outer wires 
in each strand.

Figure 1-3 . Wire Rope Cores and Cross-sections (Sheet 2 of 2)
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1.3.7  WIRE ROPE LAYS (1991)

a. The term “lay” means direction in which wires are laid into strands or strands into rope. The most 
common are indicated on Figure 1-4.

b. Each one offers variations and flexibility in resistance to wear and crushing. The direction strands “lay” 
in the rope are either RIGHT or LEFT. When you look along a rope, strands of the right lay rope follow 
the right-turning pattern. Left lay rope follows the left-turning pattern. It makes no difference which 
direction you lock to determine the lay rotation.

(1) Right Lay Rope. When the strands of a rope are laid in a right-turning or helical twist pattern.

(2) Left Lay Rope. When the strands of a rope are laid in a left-turning or helical twist pattern.

(3) Regular Lay Rope. The wires which make up the strands are spirally laid in the opposite direction to 
the rope lay.

(4) Lang Lay Rope. When the wires which make up the strands are spirally laid in the same direction as 
the rope lay or strands themselves.

c. The difference between “Regular” and “Lang” lay is easily recognized. The outer wires in Lang lay 
appear to run at an angle to the axis of the rope. The outer wires in Regular lay appear to run in the 
same direction as the rope axis.

d. Regular Lay Ropes have better resistance to crushing, rotation and distortion than Lang lay ropes under 
load. The difference in direction of the wire and strand lays offer these advantages and also applications 
where only one end of the rope may be secured.

e. Regular Lay Applications include winch lines, overhead crane ropes, holding and closing lines on clam 
shells, rotary drilling and cable tool lines in the oil and gas market, logging ropes, elevator ropes, mining 
machine ropes, hoist lines on railroad wreckers and cranes, hoists on small shovels, boom lines, tendons 
and slings.

Figure 1-4. Common Lays
© 1999, American Railway Engineering and Maintenance-of-Way Association

AREMA Manual for Railwa y Engineerin g 27-1-11

ent details: AREMA V3 CH27 1999

http://www.avadocuments.com/doc/arema-v3-ch27-1999
http://www.avadocuments.com/doc/arema-v3-ch27-1999


Maintenance-of-Way Work Equipment

Fu
f. Lang Lay Ropes are generally more flexible and have more resistance to abrasion and bending fatigue 
than regular ropes.

g. Lang Lay Applications include scraper and dozer ropes, drag line crowd, retract and hoist lines on 
shovels, and many other applications subject to heavy abrasion conditions when both ends of the rope 
are tied down or anchored.

1.3.8  GRADES OF WIRE ROPE (1991)

a. One of the primary points to consider in selecting wire rope is the material from which the rope is 
constructed. This is known as the grade of the wire rope.

b. Quite obviously, the grade of wire will affect such things as strength, resistance to wear, fatigue 
resistance, corrosion resistance, etc. Today, the greatest portion of all wire rope is made from two grades 
of wire – improved plow steel (IPS) and extra improved plow steel (XIP). Both are tough, strong, wear-
resisting carbon steel, with XIP providing about 15% greater tensile strength.

c. Some of the other grades of rope wire, along with the distinctive characteristics of each, are shown in 
Table 1-3.

Table 1-3. Wire Rope Grades and Characteristics

Grade of Wire Characteristics

“POWERSTEEL”
Extra Improved Plow Steel

Special grade of high-carbon steel wire unexcelled in strength, toughness and 
uniformity. Used in “POWERSTEEL” rope for severe conditions.

YELLOW STRAND
Improved Plow Steel

The quality used in Yellow Strand is surpassed in strength and toughness only 
by “POWERSTEEL.” Recommended for a wide variety of applications.

PLOW STEEL Lower in carbon content and tensile strength, this grade of rope will not resist 
abrasion as well as “Yellow Strand.” Should be limited to applications where 
service is less severe.

GALVANIZED “BROGAL” All ropes may be made up either bright (not galvanized) or “BROGAL” 
galvanized. Used for many marine and industrial applications as protection 
against the corrosive effects such as usually-present moist or wet weather, salt 
water and many industrial atmospheres.

STAINLESS STEEL Stainless Steel ropes have breaking strengths approximately equal to ropes of 
similar size in the “Yellow Strand” grade. The 18% chromium, 8% nickel alloy 
stainless has found wide acceptance in both marine and industrial applications 
for corrosion-resisting ropes with high tensile strength.

TRACTION STEEL This is a special grade of steel. Traction steel ropes are used on elevators, both 
passenger and freight.

IRON This is a special type of low-carbon wire. Its major uses are for sash cord, 
serving strand, iron tiller rope and on some older type, slow speed elevators.

NON-FERROUS Corrosion resistance to marine and industrial atmospheres are the main 
functions of bronze and monel ropes. Not recommended where heavy loads or 
abrasion is present.
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1.3.9  FACTOR OF SAFETY (1991)

a. The factor of safety, applying to a wire rope installation, may be defined as the ratio of the ultimate 
strength of the rope to the actual load that has been imposed upon it by service conditions.

b. For all practical purposes, the rated catalog strength for a size and grade of rope in question may be used 
for this calculation if the rope is a new one. However, if the end fittings on the rope are less than 100% 
efficient, this value should be reduced by the efficiency of a particular fitting used. The actual load on the 
rope should include the static load, as well as any dynamic or live loads.

c. The factor of safety should be determined after consideration of such data as types of loads; acceleration 
and deceleration; rope speed; rope attachments; number, size, and arrangements of drums and sheaves; 
conditions causing corrosion and abrasion; and the time the rope has been in service.

d. The working load on a wire rope will vary depending on the application, from approximately a safety 
factor of 3 to perhaps 12 or more. However, for general hoisting service, a safety factor of 5 usually is 
adequate for a preliminary determination of the rope size.

1.3.10  LUBRICATION OF WIRE ROPE (1991)

a. Lubrication is necessary for wire rope to increase its service life, similar to any other machine. When one 
realizes that in a 6 × 19 rope there are 114 wires and a fiber core totaling 115 working parts, the 
necessity for lubrication is evident. A second important reason for lubricating iron and steel ropes is to 
prevent corrosion of the wires. A rusty rope is a liability, since there is no known means of inspection 
which will even approximate the strength of a corroded rope.

b. Crude oil should not be used for rope lubrication as it is very apt to contain impurities that are harmful 
to both the core and the steel wire. Whenever possible, hot lubricants should be used and applied when 
the rope is under a very light load so as to get the most penetrating effect possible. The frequency of 
lubrication must be determined by judgment based on the service being performed, and often enough to 
keep the rope pliable with evidence of lubrication in the valleys between the strands. The types of 
lubricant used, the amount, and the method of application depend upon the size and construction of the 
rope and the service it is performing. Special lubricants are available for most all unusual applications.

1.3.11  CAUSE OF FAILURES (1991)

The following are some of the more common causes of wire rope failures.

a. Use of ropes of incorrect size, construction or grade.

b. Allowing ropes to drag over obstacles. In this manner, rope is exposed to unnecessary wear, kinking, etc.

c. Lack of proper lubrication, which causes heating and excessive friction wear.

d. Sheaves and drums of inadequate size that cause short radius bends. The largest practical size of drums, 
sheaves and pulleys should be utilized, and high speed should be avoided. The tread diameter of a drum 
or sheave should be in accordance with Table 1-4.

e. Over winding or cross winding drums.

f. Sheaves and drums defective or out of alignment. Badly worn sheaves cause winding and cutting of 
strands. Poor alignment of sheaves causes excessive wear and often over stresses the rope.
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g. Ropes jumping sheave flanges. Rope should be let out slowly in order to be taut at all times.

h. Effects of heat moisture or acid fumes.

i. Improper fittings. Clamps, thimble and other rope fittings should be of proper size.

j. Permitting rope to untwist. This can be avoided if the ends are properly seized.

k. Kinking. Rope should be allowed to twist when slack; if a kink is formed, it should be straightened out 
before it enters a sheave or a strain is placed on the rope.

l. Severe overloads, reverse bends, and other excessive strains.

m. Internal wear because of grit penetrating between strands and wires. Unless absolutely necessary, ropes 
should not be allowed to drag along the ground or through piles of material where they are likely to pick 
up grit.

n. The angle between center line of the sheaves and the rope as it winds on and off the drum is called the 
fleet angle. Keep the fleet angle as low as possible (1¹⁄₂ degrees). A large fleet angle may cause the rope to 
spool loosely on the drum or crowd itself until it jumps back to the previous layer, and also cause the rope 
to rub against the flanges of the sheave and thus produce undue wear.

1.3.12  ABRASION VERSUS FLEXIBILITY (1991)

a. The best illustration of the design compromise mentioned above is the inter-relationship between 
resistance to abrasion and fatigue resistance.

b. Fatigue resistance – which is the measure of the capability of bending repeatedly under stress – is 
accomplished by using many flexible wires in the rope strands. Resistance to abrasion or metal loss is 
achieved primarily with a rope design which uses fewer, larger wires so that the outer layer of wire can 
better withstand scrapes.

c. So when anything is done from an engineering standpoint to alter either abrasion resistance (resistance 
to metal loss) or fatigue resistance, both of these characteristics are affected – and possibly rope strength 
also. (See Figure 1-5.)

Table 1-4. Minimum Tread Diameter of Sheaves and Drums for Various Construction of Steel Rope

Rope Construction
Average Recommended 

Tread Diameter
Minimum Recommended

Tread Diameter

6 × 7 72 d 42 d

6 × 19 45 d 30 d

6 × 31 33 d 22 d

6 × 37 27 d 18 d

8 × 19 31 d 21 d

d = Diameter of rope in inches
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1.3.13  WIRE ROPE CONNECTIONS (1991)

1.3.13.1 Typical Cable Connections Using Wire Rope Clips

a. Clips are made of drop-forged steel to resist distortion in heavy duty service. All parts are hot dip 
galvanized to prevent corrosion. When properly applied in sufficient number as indicated in Table 1-5, 
clips will develop approximately 80% of the full breaking strength of the rope and may be revised if 
undamaged. Figure 1-7 indicates the different estimated efficiencies of various types of wire rope 
connections. 

b. Wire rope clips should be attached properly to insure maximum holding power (Figure 1-6). The base of 
the clip should be applied to the live or long end, and the U-bolt against the dead or short end of the wire 
rope. Wire rope thimbles are required to insure the best loop protection.

c. The clip nuts should be retightened to the specified torque after applying an initial load, as rope will 
stretch and shrink in diameter when loads are applied. The tightening torque values shown are based 
upon the threads being clean, dry and free of lubrication.

1.3.14  REFERENCES AND SOURCES OF ADDITIONAL INFORMATION (1991)

Refer to the Bibliography located at the end of this chapter.

Figure 1-5. Abrasion and Fatigue Resistance
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Table 1-5. Clip Installation

A B C

Rope 
Diameter In 

Inches

Number of 
Clips 

(Minimum 
(Note 1))

Center to 
Center 

Spacing of 
Clips – Inches

Length of 
Rope Turned 
Back Excl. of 
Eye – Inches

Torque
in

Ft - Lb

Weight
Per Clip 
Pounds

¹⁄₈ 2 1¹⁄₈ 6 4.5 0.05

³⁄₁₆ 2 1¹⁄₈ 8 7.5 0.10

¹⁄₄ 2 1¹⁄₂ 8 15 0.20

⁵⁄₁₆ 2 1⁷⁄₈ 10 30 0.30

³⁄₈ 2 2¹⁄₄ 10 45 0.50

⁷⁄₁₆ 3 2⁵⁄₈ 12 65 0.70

¹⁄₂ 3 3 12 65 0.80

⁹⁄₁₆ 3 3¹⁄₂ 14 95 1.0

⁵⁄₈ 3 3³⁄₄ 16 95 1.1

³⁄₄ 4 4¹⁄₂ 20 130 1.7

⁷⁄₈ 4 5¹⁄₄ 24 225 2.5

1 4 6 30 225 3.0

1¹⁄₈ 5 6³⁄₄ 36 225 3.4

1¹⁄₄ 5 7¹⁄₂ 40 360 4.6

Note 1: The number of clips shown is the minimum recommended for ordinary usage.
The number of clips shown is based upon using right regular or lang lay wire rope, 6 × 
37 class, fibre core or IWRC, IPS or EIPS. If greater number of clips are used than 
shown in the table, the amount of rope turn-back should be increased proportionately.
IMPORTANT: Failure to make a termination in accordance with instructions will 
cause a reduction in the efficiency rating.

Figure 1-6. Clip Installation
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Figure 1-7. Efficiency of Wire Rope Connections
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SECTION 1.4  BAR CODES AND THEIR APPLICATION FOR ROADWAY WORK 
EQUIPMENT1

— 1992 —

1.4.1  INTRODUCTION (1992)

a. Equipment maintenance and management in today’s world is rapidly gaining a level of sophistication 
never before experienced in the industry. Sophisticated management is necessary to cope with the 
increasing complexity of day-to-day operations; as a result, good managers of equipment cannot afford to 
operate without various forms of computerization.

b. One of the most important waves of technology sweeping American industry is the use of bar codes for 
Systematic Data Collection. It is driven by the need for accurate and timely data gathering from the 
manufacturing, inspection, maintenance, transportation, material acquisition and inventory cycles of a 
business operation. There is a natural fit in equipment management where machine identification, part 
numbers and related information are basic and well suited to this technology.

c. BN Codes have gained acceptance as one of the most accurate and practical media to implement 
automatic collection of printed data. Bar codes are achieving this wide-spread popularity because they 
can be incorporated in the primary source marking of products from production to consumption.

1.4.2  BENEFITS OF BAR CODES (1992)

a. Bar codes streamline identification. The black and white bars seen on most all grocery items in a 
supermarket represent a unique identification for that specific product. Bar codes have received 
overwhelming acceptance because they offer the simplest and most accurate, cost-effective approach for 
identifying objects by using reading machines (Scanners).

b. Some of the more frequent errors involved with a manual data entry system are as follows:

• Incorrect parts numbers.

• Transposing of alpha or numeric characters.

• Incorrect order units, i.e. each, feet, gallons, etc.

• Insufficient or incorrect ordering description.

• Missing or incorrect shipping instructions or addresses.

• Illegible handwriting.

c. Some of the main advantages of bar codes are as follows:

(1) Accuracy of data input.

(a) One of the primary advantages of bar codes over other technologies is its low susceptibility to 
errors involved with data input.

(b) The estimated error rate for generating errors due to interpreting handwritten alpha or numeric 
data is one error per 1,000 characters generated. This error rate is greatly influenced by the 

1 References, Vol. 92, 1991, p. 303 and Vol. 93, 1992, p. 143.
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penmanship of the individual generating the document. The estimated error rate for keyed data 
entry is one error per 10,000 key strokes; whereas, the rate for Bar Code scanning is one error 
per 3,000,000 characters scanned.

(2) Speed of entering data into the computer system. Scanning a bar code is much faster than manually 
recording information or keying data into a terminal.

(3) Timeliness of information for more effective management of resources and repair parts inventories. 
Bar codes information can be immediately transferred to a host computer, and real-time data 
collection enables timely information to be accessed almost instantly.

(4) Labor savings realized through elimination of manual systems. Improved efficiency can be realized 
by substituting bar code systems in place of manual systems, resulting in increased productivity and 
reduced labor costs.

1.4.3  EQUIPMENT (1992)

One of the compact type portable units currently used for material acquisition is portable data terminal with 
32K RAM including an integral printer. The scanner is a contact type, high density, laser wand with 6 Mil. 
aperture.

1.4.3.1 Scanners

Reading devices (or scanners) fall into two categories, contact and non-contact readers. Contact readers are 
normally handheld units, while non-contact readers can either be handheld or stationary units.

1.4.3.1.1 Contact Readers

a. Contact readers must either touch or come in close proximity to the bar code symbol. The most common 
type of contact reader is a pen wand or light pen. They serve as an excellent substitute for the traditional 
clipboard, paper and pencil, or keyboard data-entry and collection methods. Primary benefits from using 
contact readers include a reduction in the number of clerical errors in recorded data, a reduction in labor 
and paperwork to process the data, faster and more accurate inventory taking, material acquisition or 
payroll document completion. Careful attention must be given to match the wand resolution to the bar 
code density. A high-density resolution wand used to read a low-density symbol might see an ink spot as 
a bar, or an ink void as a space. Conversely, a low-resolution wand may not be able to recognize the 
narrow bar of a high-density bar code.

b. The angle at which the wand is positioned to the surface of the symbol (45–90 degrees), as well as the 
speed at which the wand is moved across the symbol (3–6 inches per second), are both key parameters 
affecting high first-pass read rate.

1.4.3.1.2 Non-contact Readers

Non-contact readers include handheld and stationary scanners. The main characteristic of these scanners is 
that they don’t have to come in contact with the bar code symbol and can read bar codes up to several feet 
depending on the symbol size and scanner type. One of the disadvantages of using non-contact scanners is the 
possibility of reading the wrong bar code when several bar codes are located in close proximity, as would be the 
case with work equipment repair parts books.
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1.4.4  BAR CODE FORMAT (1992)

a. The bar code format that has been standardized by many railroads and the current material acquisition 
process is Code 39 (3 of 9). Code 39’s flexibility to encode alpha and numeric characters has contributed 
to its widespread use, with some of the prominent advantages being:

• Incorporates alpha and/or numeric characters.

• Codes can be variable in length.

• Allows bi-directional scanning.

• Density is approximately 3-9.5 characters per inch.

• Applications include LOGMARS (Department of Defense), GSA, AIAG (automotive) and wide 
acceptance throughout general industry.

• The quiet zone is 10 times the width of the narrow bar.

b. The 3 of 9 bar code is a variable length, bi-directional, discrete, self-checking alpha-numeric bar code. Its 
data character set contains 43 characters:

0-9, A-Z, -, ., $, /, +, % and space.

c. Three of the nine elements are wide and six are narrow. A common character (*) is used exclusively for 
both a start and stop character and must be included in every bar code symbol to provide the bar code to 
be bi-directionally scanned.

d. Typical samples of a low medium and hi-density code of 3 of 9 bar code is shown in Figure 1-8.

Figure 1-8. Sample Bar Codes
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1.4.5  APPLICATIONS (1992)

a. There are currently three primary applications which are being pursued for bar code use with Roadway 
Work Equipment:

(1) Repair parts, material acquisition,

(2) Repair parts, material inventory control system,

(3) Collection of payroll data information for shop and field maintenance personnel.

b. Great efforts are currently being made to incorporate bar codes into the material acquisition process for 
work equipment field and shop maintenance personnel to ease the data entry process. It is obvious this 
type of process greatly reduces the potential for data entry errors.

1.4.6  MANUFACTURERS REQUIREMENTS FOR PARTS BOOKS (1992)

In order to achieve a level of uniformity throughout the railroad industry in the work equipment departments, 
it is required the following guidelines be adhered to:

a. The bar code comply with the Code 39 (3 of 9) format guidelines.

b. The parts books will contain bar codes, and human readable information for the manufacturers part 
number as well as the noun description for that particular part number.

c. The maximum readable characters for part numbers and noun description will be 16 characters. This 
does not include the start/stop (*) characters.

d. The “quite zone” preceding and following the start/stop character must be a minimum of ¹⁄₄ inch.

e. The bar codes should be ¹⁄₄ inch in height to again minimize space requirements, and in no instances 
should the bar codes be less than ¹⁄₄ inch high.

f. The bar code symbols shall use the hi-density format, 7-9 characters per inch, to make the best 
utilization of available space. This will also be required to minimize the expansion in overall size of 
existing non-bar coded parts books.

g. Common readily available standard hardware type items such as wrought iron washers, hex bolts and 
nuts, machine screws, cotter keys, hydraulic hoses, fittings, non-special adapters, etc., should not be 
coded. This will assist in conserving valuable space in the parts books. The parts books will contain 
human readable part numbers, as well as the corresponding detailed non-truncated noun description for 
all items of the parts books. This can be accomplished through use of a bill of material layout or similar 
format. It should be noted that non-bar coded items could still be ordered by manually entering the part 
number and non description via the handheld computer.

h. The human readable and bar coded part number and noun description for each item in the parts book 
should be laid out to be operator friendly; with each item being easily recognizable and set apart or 
divided from each other to minimize confusion and the possibility of the operator inadvertently ordering 
incorrect repair parts.

i. The high density bar codes must have a high “first read rate,” meaning the percentage of correct 
readings that will be obtained in one pass of the scanner over the bar code symbol.
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Maintenance-of-Way Work Equipment

Fu
j. It is recommended the laser printer used to generate bar codes have the capability of producing print 
with a minimum of 300 dots per inch, and periodic monitoring of the toner adjustment has found to 
provide consistency in “First Read Rate” ability.

k. The manufacturers part number should be compressed so there are no spaces or dashes and numeric 
character strings. See Table 1-6 for examples. 

l. Providing these guidelines are followed, the sophisticated and time saving bar code parts ordering data 
collection system can be used to a great advantage.

Table 1-6. Example Part Number Formats

Traditional Part # Revised Part Number Format

A-7288-Y-01 A728Y01

0-1406079-0-02 01406079002
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