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PREFACE

This Standard was prepared by the Standards Australia Committee IT/6, Information Technology for
Industrial Automation and Integration. This Standard is identical with and has been reproduced from
ISO 10303-49:1998International automation systems and integration—Product data representation
and exchangeRart49: Integrated generic resource: Process structure and properties

The objective of this Standard is to provide designers of computer-interpretable representation and
exchange of product actions to affect a process. These actions include: relationship between
processes, the effectivity of a process, the properties of a process, the resources and their properties
required by the process, representation of the process and their resource, and relationship of the
process to the product.

This Standard is Part 49 of AS 10308dustrial automation systems and integration—Product data
representation and exchangehich is published in parts as follows:

Part 1: Overview and fundamental principles

Part 11: Description methods: The EXPRESS language reference manual

Part 12: Description methods: The EXPRESS-I language reference manual

Part 21: Implementation methods: Clear text encoding of the exchange structure

Part 22: Implementation methods: Standard data access interface

Part 31: Conformance testing methodology and framework: General concepts

Part 41: Integrated generic resources: Fundamentals of product description and support
Part 42: Integrated generic resources: Geometric and topological representation

Part 43: Integrated generic resources: Representation structures

Part 44. Integrated generic resources: Product structure configuration

Part 45: Integrated generic resources: Materials

Part 46: Integrated generic resources: Visual presentation

Part 47: Integrated generic resource: Shape variation tolerances

Part 49: Integrated generic resources: Process structure and properties (this Standard)

Part 101: Integrated application resources: Draughting

Part 105: Integrated application resource: Kinematics

Part 201: Application protocol: Explicit draughting

Part 202: Application protocol: Associative draughting

Part 203: Application protocol: Configuration controlled design

Part 203: Application protocol—Configuration controlled design (Amendment No.1)

Part 207: Application protocol: Sheet metal die planning and design

Part 224:  Application protocol: Mechanical product definition for process planning using machining
features

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the application of
the annex to which they apply. A normative annex is an integral part of a Standard, whereas an
informative annex is only for information and guidance.

As this Standard is reproduced from an International Standard, the following applies:

(a) Its number does not appear on each page of text and its identity is shown only on the cover and
title page.

(b) In the source text ‘this International Standard’ should read ‘this Australian Standard’.

(c) A full point should be substituted for a comma when referring to a decimal marker.
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References to International Standards should be replaced by references to equivalent Australian or
Australian/New Zealand Standards, as follows:

Reference to International Standard Australian or Australian/New Zealand Standard

ISO AS

10303 Industrial automation systems and 10303 Industrial automation systems and
integration—Product data integration—Product data
representation and exchange representation and exchange

10303-1 Part 1: Overview and fundamental 10303.1 Part 1: Overview and fundamental
principles principles

10303-11 Part 11: Description methods: The 10303.11 Part 11: Description methods: The
EXPRESS language reference manual EXPRESS language reference manual

10303-41 Part 41: Integrated generic resourcesi0303.41 Part 41: Integrated generic resources:
Fundamentals of product description Fundamentals of product description
and support and support

10303-43 Part 43: Integrated generic resources10303.43 Part 43: Integrated generic resources:
Representation structures Representation structures

10303-45 Part 45: Integrated generic resource: 10303.45 Part 45: Integrated generic resources:
Materials Materials

ISO/IEC AS/NZS

8824 Information technology—Abstract 8824 Information technology—Abstract
Syntax Notation One (ASN.1) Syntax Notation One (ASN.1)

8824-1 Part 1: Specification of basic notation8824.1 Part 1: Specification of basic notation
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AUSTRALIAN STANDARD

Industrial automation systems and integration —
Product data representation and exchange —
Part 49:

Integrated generic resource:
Process structure and properties

1 Scope

This part of 1SO 10303 specifies the resource constructs to specify the actions or potential actions to
effect a process. The integrated resource constructs within this part of ISO 10303 define the structure
for specifying: relationships between processes, the effectivity of a process, the properties of a process,
the resources required for the process, the properties of the resource, the representation of the process,
the representation of the resource, and the relationship of the process to the product. When these
integrated resource constructs are utilized in the context of an application resource or an application
protocol, the integrated resource constructs can be assembled into a structure to represent a process plan.
The following are within the scope of this part of ISO 10303:

— specification of a process;

— specification of the relationships between processes;

— specification of the effectivity of a process;

— specification of the relationship between a process and a product;

— specification of the steps for a process plan to realize a product;

NOTES

1 - This part of 1SO 10303 does not make any distinction between a process plan that has been executed and
one that has not been executed.

2 - This part of ISO 10303 does not address administrative information within a process plan. Administrative
information may include organization, date, or person responsible for developing a process plan.

— specification of alternative process plan definitions;
— specification of the method for realizing a process plan;

— specification of a resource;
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— process requirements of the resource;
— identification of resources used by a process;
— specification of the properties of a resource.
The following are outside the scope of this part of ISO 10303:
— definition of specific processes or specific process plans;
NOTE 3 - This part of ISO 10303 does not address any specific industrial process.
— process specifications for continuous processes;

NOTE 4 - This part of ISO 10303 has the capability to represent some aspects of continuous processes. This
part of ISO 10303 does not have the capability to represent continuous processes that require interrupts, alarms,
and other messaging service requirements.

— scheduling;
— process planning;

NOTE 5 - Process planning is the action of developing a process plan. The action of creating a process plan is
outside the scope of this part of ISO 10303. This part of 1SO 10303 provides a representation for the output of
process planning.

— peer-to-peer communication mechanisms, including synchronization;
— process control.

NOTE 6 - Capabilities for process control and peer-to-peer communication are defined by other ISO standards
such as ISO/IEC 9506 (Industrial Automation Systems - Manufacturing Message Specification). These other
ISO/IEC standards are concerned with the communication and interworking of programmable devices of
industrial process control systems utilized in the process industries. An application resource or an application
protocol may specify a relationship between this part of ISO 10303 and ISO/IEC 9506.

2 Normative references

The following standards contain provisions which, through reference in this text, constitute provisions
of this part of ISO 10303. At the time of publication, the editions indicated were valid. All standards are
subject to revision, and parties to agreements based on this part of ISO 10303 are encouraged to
investigate the possibility of applying the most recent editions of the standards indicated below.
Members of IEC and ISO maintain registers of currently valid International Standards.

ISO/IEC 8824-1:1995, Information technology - Abstract Syntax Notation One (ASN.1): Specification
of basic notation.

Accessed by MONASH UNIVERSITY LIBRARY on 24 Jun 2015 (Document currency not guaranteed when printed)

Documents

Document Sharing Hub
www.standards.com.au © Standards Australia

Full document details: AS 10303.49-2000 (2013)


http://www.avadocuments.com/doc/as-10303-49-2000-2013
http://www.avadocuments.com/doc/as-10303-49-2000-2013

ISO 10303-1:1994, Industrial automation systems and integration - Product data representation and
exchange - Part 1: Overview and fundamental principles.

ISO 10303-11:1994, Industrial automation systems and integration - Product data representation and
exchange - Part 11: Description methods: The EXPRESS language reference manual.

I1SO 10303-41:1994, Industrial automation systems and integration - Product data representation and
exchange - Part 41: Integrated generic resources: Fundamentals of product description and support.

I1SO 10303-43:1994, Industrial automation systems and integration - Product data representation and
exchange - Part 43: Integrated generic resources: Representation structures.

ISO 10303-45:1998, Industrial automation systems and integration - Product data representation and

exchange - Part 45: Integrated generic resource: Materials.

3 Definitions and Abbreviations

3.1 Terms defined in ISO 10303-1

This part of 1SO 10303 makes use of the following terms defined in 1ISO 10303-1:
— application;
— application protocol;
—- application resource;
— context;
— component;
— data;
— information;
— interpretation;
— integrated resources;
— product;
— product data;

— product information;
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— resource construct;

—- structure.

3.2 Terms defined in ISO 10303-45

This part of ISO 10303 makes use of the following terms defined in ISO 10303-45:
— material;
— material property.

3.3 Other definitions

For the purposes of this International Standard, the following definitions apply.

3.3.1 process: a particular procedure for doing something involving one or more steps or operations.
The process may produce a product, a property of a product, or an aspect of a product.

3.3.2 process plan: the sequence of processes required to realize or produce a given product.

3.3.3 resource: something that may be described in terms of a behavior, a capability, or a
performance measure that is pertinent to the process.

3.4 Abbreviations

URL - Universal Reference Locator

4 Method definition

The following EXPRESS declaration begins the method_definition_schema and identifies the
necessary external references.
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EXPRESS specification:

*)
SCHEMA method_definition_schema;

REFERENCE FROM action schema
(action_method,
action method relationship,
action_relationship) ;

REFERENCE FROM document_schema
(document,
document_usage constraint) ;

REFERENCE FROM effectivity schema
(effectivity) ;

REFERENCE FROM measure_schema
{(count_measure) ;

REFERENCE FROM support_resource_ schema
(label,
text) ;

REFERENCE FROM process_property_schema

(product_definition process,

, property process) ;
*

NOTES

I - The schemas referenced above can be found in the following parts of ISO 10303:

action_schema 1SO 10303-41
document_schema ISO 10303-41
effectivity_schema ISO 10303-41
measure_schema ISO 10303-41
support_resource_schema 1SO 10303-41
process_property schema Clause 5 of this part of ISO 10303

2 - See annex D, figure D.1, for a graphical presentation of this schema.

4.1 Introduction

The subject of the method_definition_schema is the specification of the instructions required to
perform a process. This part of ISO 10303 is applicable to all types of process definitions that can

be represented in a discrete manner. This clause provides:
— composition structure of a process, based on a series of actions or potential actions;

— control structure for defining the order of execution of processes;

— method for identifying a document that defines a process;
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— method for identification of process effectivity;
— structure for defining conditions that may alter order of completion of the process.

NOTE - See ISO 10303-41 for further information related to action_method and action_method -
relationship.

The method_definition_schema represents the data in a process plan, but not the process and data
that are required to develop the process plan. The method_definition_schema may be used in many
contexts for process representation. A context is defined by an application resource or an application
protocol.

4.2 Fundamental concepts and assumptions

The method_definition_schema provides structures for specifying the decomposition and ordering of
actions or potential actions that effect a process. This schema supports the identification of resources
that are employed by processes. The domain is not restricted to manufacturing.

An action_method defines a potential means of satisfying an action. An action_method_to_select -
from, an action_method_with_associated_documents, and an action_method_associated -

documents_constrained, specify different types of action_methods that may be used to satisfy an
action.

A concurrent_action_method, a serial_action_method, and a sequential_action_methed specify
different types of action_method_relationships that may be used to create a process. The action_-
method, action_method_to_select_from, action_method_with_associated_documents, and the
action_method_with_associated_documents_constrained may be combined by means of the action_-
method_relationship or the different types of action_method_relationships defined in this part of
ISO 10303 to specify process information.

An action_method, or different types of action_methods defined in this part of ISO 10303, may be
a parent in multiple parent to child relationships that are defined by means of action_method -
relationship or the different types of action_method_relationships defined in this part of ISO 10303.
Combination of action_method_relationship, or the different types of action_method_relationships
defined in this part of ISO 10303, through parent to child and peer relationships specify the
decomposition and ordering of action_methods that effect a process. An application protocol or an

application resource specify how the action_method_relationships are combined into collections to
specify process information.

4.3 method_definition_schema type definitions
4.3.1 relationship_with_condition

A relationship_with_condition type is the means for specifying items that define a relationship and
have a condition on the relationship or a constraint on the relationship.
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EXPRESS specification:

*)

TYPE relationship with condition = SELECT
{(action_method relationship,
action_relationship,
context_dependent_action method relationship,
context_dependent_action_relationship);

END TYPE;

(*
4.3.2 process_or process_relationship

A process_or_process_relationship type is the means for specifying items that identify a process, a
relationship between processes, or a relationship between actions or potential actions that effect a
process.

EXPRESS specification:

*)

TYPE process_or_process_relationship = SELECT
(product_definition_process,
property process,
relationship with condition) ;

END_TYPE;

(*

4.4 method_definition_schema entity definitions

4.4.1 action_method_with_associated documents

An action_method_with_associated_documents is a type of action_method that specifies one or
more documents that define the action_method.

EXAMPLE 1 - A process specification document that an engineer would call out is "12B23" for a heat treat
process. "12B23" is the document identification for the heat treat process. The action_method_with -
associated_documents has a documents attribute with the value of "12B23".

EXPRESS specification:

*)

ENTITY action_method with associated_ documents
SUBTYPE OF (action method) ;
documents : SET [1:?] of document;

END ENTITY;

(*

Attribute definitions:

documents: the set of one or more documents that identifies the action_method.
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4.4.2 action_method_with_associated_documents_constrained

An action_method_with_associated_documents_constrained is a type of action_method_with_-
associated_documents that identifies the portions of the document that are applicable.

NOTE - The action_method_with_associated_documents_constrained may be used to specify either the
parts of a document that specify a process or the entire document with applied constraints.

EXPRESS specification:

*
)
ENTITY action_method with associated documents constrained
SUBTYPE OF (actlon_method with associated _documents) ;
usage_constraints : SET [1:7?] OF document _usage_constraint;
WHERE
WR1l: SIZEOF (QUERY (item <* usage_constraints |
NOT (item.source
IN SELF\action_method with_ associated documents.documents))) = 0;
END ENTITY;

(*

Attribute definitions:

usage_constraints: the specific usage or constraints on the usage of the document for the definition
of the action_method.

EXAMPLE 2 - An action_method_with_associated_documents_constrained references a process
specification identified by "12B23". Of the 40 sections in the specification reference, only "section 36" is
applicable. The usage_constraints is defined by "section 36".

Formal propositions:

WR1: The usage_constraints shall be applicable to the documents defined by the action_method_-
with_associated_documents.

4.4.3 action_method_to_select from

The action_method_to_select_from specifies the number of action_methods to be selected from all
potential action_methods in the collection. The collection is defined through action_method -
relationships where the action_method_to_select from is the parent of the parent to child
relationship. The parent is defined as the action_method_relationship.relating_method.

NOTES
1 - See annex E for an extended example using collections for action_method_to_select_from.
2 - The context for the collection is defined by an application protocol or an application resource.

EXAMPLE 3 - The context defined by the application protocol for the collection of action_method_to_-
select_from is alternatives.
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EXPRESS specification:

*)
ENTITY action method to select _from
SUBTYPE OF (action _method) ;
number_of_elements : count measure;
WHERE
WR1: number of elements >=1;
WR2: SIZEOF (USEDIN (SELF,
'"ACTION_ SCHEMA.ACTION _METHOD RELATIONSHIP.RELATING _METHOD')) >=
number _ of _elements;
END_ENTITY;

(*

Attribute definitions:

number_of_elements: the exact number of action_methods to be selected from the collection of
constituent action_methods.

Formal propositions:

WR1: The number_of _elements shall be greater than or equal to one.

WR2: The value of the number_of elements shall not be greater than the number of action_-
methods that are contained within the collection defined by the action_method_to_select_from.

4.4.4 process_or_process_relationship_effectivity

Process_or_process_relationship_effectivity is the identification of the valid use of a specific
process_or_process_relationship.

NOTES

1 - The interpretation of different uses of this entity is not defined in this part of ISO 10303. Application
resources and application protocols can provide further distinctions.

2 - The application resource or application protocol defines the context in which the effectivity for the
process_or_process_relationship is valid through an effectivity_assignment from 1SO 10303-41.

EXPRESS specification:

*)
ENTITY process or_process_relationship effectivity
SUBTYPE OF (effectivity);

effective _process_or_process_relationship : process _or_process relationship;
END ENTITY;

(*

Attribute definitions:

effective_process_or_process_relationship: the identified process_or_process_relationship for
which the effectivity is valid.
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4.4.5 serial_action_method

A serial_action_method is an action_method_relationship that is specified as part of a process. The
serial_action_method establishes a collection of action_methods where individual action_-
methods shall be complete when the collection of action_methods is complete. The action_methods
in the collection are completed in a manner whereby one action_method shall be completed before
the next action_method is initiated.

A serial_action_method may be used to define either a peer relationship or a parent to child
relationship between two action_methods. For a parent to child relationship, the parent is defined as
the relating action_method that defines the collection. For a peer relationship, the definition of the
collection and the distinction between related and relating is defined by the application resource or the
application protocol.

NOTES
1 - The interpretation of different uses of this entity is not defined in this part of ISO 10303. Application
resources and application protocols make the distinction of use between parent to child or a peer

relationship.

2 - The definition of a collection of serial_action_methods and order of execution of serial_action_-
methods is defined by application resources and application protocols.

3 - The capability for sequential ordering of parent to child relationships is given by sequential_method.
4 - See annex E for examples of parent to child and peer relationships.

EXAMPLE 3 - A peer relationship serial_action_method has two action_methods that define the process
of turning on a light or tuming off a light. An action_method is turning on the light. An action_method

is turning off the light. The serial_action_method specifies that one action_method has to be complete
before the other action_method can be initiated.

EXPRESS specification:

*)
ENTITY serial_action_method
SUBTYPE OF (action_method_ relationship) ;
END_ENTITY;
(*

Informal propositions:

IP1: Individual action_methods in a collection shall be completed so that one action_method is
completed before the next action_method is initiated.

4.4.6 sequential_method

A sequential_method is a serial_action_method where each of the action_methods is completed in
a specified order. The sequence is such that the sequential_method with a lower index is completed
before the sequential_methods with a higher index.
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