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Keeping Standards up-to-date

Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.

Detailed information about Standards can be found by visiting the Standards
Australia web site avww.standards.com.aand looking up the relevant Standard
in the on-line catalogue.

Alternatively, the printed Catalogue provides information current at 1 January each
year, and the monthly magazin€he Australian Standardhas a full listing of
revisions and amendments published each month.

We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Contact us via email at mail@standards.com.au, or write to the Chief
Executive, Standards Australia International Ltd, GPO Box 5420, Sydney,
NSW 2001.

This Standard was issued in draft form for comment as DR 00133.
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Technical Committee MN-001 has reviewed the content of this publication and in
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PREFACE

This Standard was prepared by the Standards Australia Committee MN/1, Coal and Coke, to
supersede AS 1038.19—1988pal and coké/ Analysis andtesting, Part 19Determination of the
abrasion index for higher rank coal

The objective of this Standard is to provide drilling contractors and manufacturers of conveying and
coal handling equipment with a method for determining the abrasiveness of coal.

This Standard is identical with and has been reproduced from ISO 12900:H@9d, coal—
Determination of abrasiveness.

Statements expressed in mandatory terms in notes to text, tables and figures are deemed to be
requirements of this Standard.

As this Standard is reproduced from an international Standard, the following applies:

(@) Its number appears on the cover and title page while the International Standard number appears
only on the cover.

(b) A full point substitutes for a comma when referring to a decimal marker.

References to International Standards should be replaced by references to Australian Standards as
follows:

Reference to International Standard Australian/New Zealand Standard
ISO AS
589  Hard coal—Determination of total 1038 Coal and coke—Analysis and testing
moisture 1038.1Part 1: Higher rank coal—Total moisture
1988 Hard coal—Sampling 4264 Coal and coke—Sampling
4264.1 Part 1: Higher rank coal—Sampling
procedures
3310 Test sieves—Technical requirements and152 Specification for test sieves
testing

3310-1 Part 1: Test sieves of metal wire cloth

6507 Metallic materials—Vickers hardness test 1817 Metallic materials—Vickers hardness test
6507-1 Part 1: Test method

9411 Solid mineral fuels—Mechanical 4264 Coal and coke—Sampling _
sampling from moving streams 4264.1Part 1. Higher rank coal—Sampling
9411-1 Part 1: Coal procedures

The term ‘informative’ has been used in this Standard to define the application of the annex to which
it applies. An ‘informative’ annex is only for information and guidance.
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The abrasiveness of coal is recognized as a factor in coal operations, from
mining to utilization, requiring a standard method of measurement and
evaluation, as some coals are more abrasive than others.

The interaction between coal and conveying, storage and crushing equipment
results in component wear. In particular, the higher contact pressures in some
coal pulverizers result in significant wear.

For the ranking or relative comparison of the abrasiveness of coals, a test was
developed [1] which standardized the following equipment variables:

a) test equipment dimensions and tolerances;
b) speed of rotation of wearing components;
C) properties of the wearing components;

d) mass of the test portion;

e) top particle size of the test portion;

f) duration of the test.

The abrasiveness of coal is generally a function of two factors: the physical
properties of the coal, in particular moisture content, mineral content and
mineral characteristics [1], [2], [3], [4], [5], [6]; the mechanics of the operations to
which the coal is subjected.

NOTE — Moisture contents over 10 % in the test sample after air-drying and laboratory
equilibration may give anomalous results; the reason for this has not been established.

Wear on coal-pulverizing elements in industrial mills is influenced by the physical
characteristics of the coal and its mineral constituents, the mechanical
characteristics of the mil, including the miling pressures, alloy material
properties and coal feed flow, and the operation of the mill. Abrasiveness as
determined by this International Standard has been demonstrated to provide
initial empirical estimates of specific wear rates in certain types of industrial
tube-ball mills, vertical spindle mills and high-speed hammer mills [3], [6], with
different coefficients for each mill type.

Abrasiveness as determined by this International Standard may be of value in

providing an initial estimate of the likely wear in other applications, giving the
relative effect of different coals.
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