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PREFACE

This Standard was prepared by the Standards Australia Committee MN-001, Coal and Coke,
to supersede AS 1038.6.2—1997, Coal and coke—Analysis and testing, Part 6.2: Higher

rank coal and coke—Ultimate analysis—Nitrogen.

The objective of this Standard is to provide laboratories within the coal and energy
industries with a method for determining the nitrogen content in a sample of coal.

This revision confirms the methods for the determination of nitrogen, and editorial changes
have been made to bring the Standard into line with current style.
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FOREWORD

The ultimate analysis of coal and coke comprises the determination of the elements carbon,
hydrogen, nitrogen and sulfur. Determination of the total amounts of these elements,
regardless of their origin, is described. Carbon includes that which is present in the mineral
carbonates and hydrogen includes that which is present both in moisture (for which a
correction is made in the calculation) and in water of constitution in the mineral matter. All
nitrogen is assumed to be present in the coal and coke substance. Sulfur is normally present
in three forms: inorganic sulfides such as iron pyrites (FeS:), inorganic sulfates associated
with the mineral matter and organic sulfur in the coal and coke substance.

An estimate of the percentage of oxygen on an air-dry basis can be obtained by subtracting
the sum of the determined percentages of moisture, ash, carbon, hydrogen, nitrogen and
sulfur from 100. The value thus obtained should be termed ‘oxygen by difference’ (see
AS 1038.16). A more satisfactory value for oxygen by difference is obtained when the
ultimate analysis is expressed on a dry, mineral matter-free basis after making all
appropriate corrections.
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