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This  Australian Standard was  prepared by Committee  MN-001 ,  Coal and Coke.  It 
was  approved on behalf of the  Council of Standards  Australia on  
5  August 2003  and published on 29  September 2003 .  
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Keeping Standards up-to-date 

Standards  are  living documents  which reflect progress  in science,  technology and 
systems.  To  maintain their currency,  all  Standards  are  periodically reviewed,  and 
new editions  are  published.  Between editions,  amendments  may be  issued.  
Standards  may also  be  withdrawn.  It  is  important that readers  assure  themselves 
they are  using a current Standard,  which should include  any amendments  which 
may have  been published since  the  Standard was  purchased.  

Detailed information about Standards  can be  found by visiting the  Standards  
Australia web  site  at www. standards.com.au and looking up  the  relevant Standard 
in the on-line  catalogue.  

Alternatively,  the  printed Catalogue  provides  information current at 1  January each 
year,  and the  monthly magazine,  The Global Standard,  has  a full  listing of revisions  
and amendments  published each month.  

We also  welcome suggestions  for improvement in our Standards,  and especially 
encourage  readers  to  notify us  immediately of any apparent inaccuracies  or 
ambiguities.  Contact us  via email  at mail@standards.com.au,  or write  to  the  Chief 
Executive,  Standards  Australia International Ltd,  GPO Box 5420,  Sydney,  NSW 
2001 .  

 

This Standard was issued in draft form for comment as DR 03089.
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Technical Committee MN-001  has  reviewed the content of this  publication and in 
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PREFACE 

This  Standard was  prepared by the  Standards  Australia Subcommittee  MN-001 -01 ,  Coal 

Evaluation under the  supervision of Committee  MN-001 ,  Coal  and Coke,  as  a revision of 

AS  1 038.6.3 .2—1997,  to  standardize  specific  technical  aspects,  (such as  the  concentration 

of mercury (II)  oxycyanide),  between this  Standard and AS  1 038.8 .2,  Coal and coke—

Analysis  and testing,  Part 8 .2:  Coal and coke—Chlorine—High-temperature  combustion 

method as both standard methods  use  similar chemical  principles  and reagents.  

The obj ective  of this  Standard is  to  provide  those responsible for the  testing of coal  and 

coke  with a standardized procedure  for the determination of the  total  sulfur content by high-

temperature  combustion and titration.   
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