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STANDARDS AUSTRALIA

Amendment No, 2
to
AS 1056.1—1991
Storage water heaters
Part 1: General requirements

REVISED TEXT

The 1991 edition of AS 1056.1 is amended as follows; the amendment(s) should be inserted in the
appropriate place.

SUMMARY: This Amendment applies to Clauses 1.3.1, 1.5.3, 2.3 and 3.1.5.2.

Published on 5 December 1995,

Page 4 Clause 1.3.1 (as amended)

Delete:  3796(Int) Dezincification resistance of copper alloys
3888(Int) Water heaters (all types)—Basic safety and public health
requirements

Substitute: 2345 Dezincification resistance of copper alloys
3498 Authorization requirements for plumbing products — Water heaters and
hot-water storage tanks

Page 7 Clause 1.5.3 (as amended)
1 Delete AS 3888(Int) and substitute AS 3498.
2 Delete the Note.

Page 9 Clause 2.3
At the end of Clause 2.3, delete AS 3796(Int) and substitute AS 2343,

Page 13 Clause 3.1.5.2
Delete Items (a), (b) and (c) and substitute —

(a) For unvented water heaters with a rated hot water delivery

of notless than 200 L . . .. .. ... .. ... .. . i 20%
(b) For unvented water heaters with a rated hot water delivery

oflessthan 200 L . .. .. .. ... .. . 30%
(c) For side-fed water heaters . .. ... ... ... .. .. ... 30%
(d) For vented water heaters that are not side fed .. ... ... ........... 25%
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