AS 1056.1/Amdt 3/1996-08-05

STANDARDS AUSTRALIA

Amendment No, 3
to
AS 1056.1—1991
Storage water heaters
Part 1: General requirements

REVISED TEXT

The 1991 edition of AS 1056.1 1s amended as follows; the amendment should be inserted in the appropriate
place.

SUMMARY: This Amendment applies to Table 2.1

Published on 5 August 1996,

AMDT  Page 10 Table 2.1

No. 3
?_wm. Delete Table 2.1 and substitute—
TABLE 2.1
ELECTRIC WATER HEATERS —MAXIMUM HEAT LOSS
1 2 3 4
Maximum heat loss, kW.h/24 h (see Note 1)
Hot water delivery Water heaters without an
atiached feed tank Water heaters with
- ted an attached feed
nvente tank
L (See Note 2) Vented
25 1.4 1.4 —
31.5 1.5 1.5 —
40 1.6 1.6 —_
50 1.7 1.7 —
63 1.9 1.9 —
80 1.47 2.1 —
100 1.61 23 2.6
125 1.75 2.5 2.8
160 1.96 2.8 3l
200 2.17 3.1 34
250 2.38 34 3.7
315 2.66 38 4.1
400 2.87 4.1 4.4
500 315 4.5 4.8
630 343 4.9 52
NOTES:

1 These values apply to water heaters with a single heating unit and may be
increased by 0.2 kW.h/24 h for each additional heating unit.

2 The values in Celumn 3 may be used instead of the values in Column 2 for
unvented water heaters without an attached feed tank that are manufactured in
Australia before 1 October 1999 or imported before 1| October 1999.

The values for unvented water heaters without an attached feed tank may be
increased by 0.2 kW.h/24 h for each temperature or temperature/pressure relief
valve mounted cn a hot-water fitting, but not for any valve mounted on a cold-
water fitting.
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