AS 1121.2—2007
ISO 500-2:2004

¢'lZLL SV

002

Australian Standard®

Agricultural tractor power take-offs

Part 2: Rear-mounted power take-off
types 1, 2 and 3—Narrow-track tractors,
dimensions for master shield and

clearance zone

Accessed by MONASH UNIVERSITY LIBRARY on 15 Jun 2015 (Document currency not guaranteed when printed)

Documents

Document Sharing Hub

Full document details: AS 1121.2-2007


http://www.avadocuments.com/doc/as-1121-2-2007
http://www.avadocuments.com/doc/as-1121-2-2007

Accessed by MONASH UNIVERSITY LIBRARY on 15 Jun 2015 (Document currency not guaranteed when printed)

This Australian Standard® was prepared by Committee ME-065, Agricultural Tractors and
Machinery. It was approved on behalf of the Council of Standards Australia on 24 May 2007 .
This Standard was published on 10 August 2007.

The following are represented on Committee ME-065:

Department of Consumer & Employment Protection, WorkSafe Division (WA)
Department of Labour New Zealand

Department of Primary Industries and Fisheries Queensland
Federated Farmers of New Zealand

NSW Department of Primary Industries

National Farmers Federation

National Injury Prevention Advisory Council Standards Working Group
Safety Institute of Australia (Incorporated)

The University of Melbourne

The University of Queensland
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Victorian WorkCover Authority

WorkCover New South Wales

This Standard was issued in draft form for comment as DR 07023.

Standards Australia wishes to acknowledge the participation of the expert individuals that
contributed to the development of this Standard through their representation on the
Committee and through the public comment period.

Keeping Standards up-to-date

Australian Standards® are living documents that reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and new editions
are published. Between editions, amendments may be issued.

Standards may also be withdrawn. It is important that readers assure themselves they are
using a current Standard, which should include any amendments that may have been
published since the Standard was published.

Detailed information about Australian Standards, drafts, amendments and new projects can
be found by visiting www.standards.org.au

Standards Australia welcomes suggestions for improvements, and encourages readers to

notify us immediately of any apparent inaccuracies or ambiguities. Contact us via email at
mail@standards.org.au, or write to Standards Australia, GPO Box 476, Sydney, NSW 2001.
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PREFACE

This Standard was prepared by the Australian members of the Joint Standards
Australia/Standards New Zealand Committee ME-065, Agricultural Tractors and Machinery, as
a revision, in part, of AS 1121—1983, Guards for agricultural tractor PTO drives. After
consultation with stakeholders in both countries, Standards Australia and Standards New
Zealand decided to develop this Standard as an Australian Standard rather than an
Australian/New Zealand Standard.

The objective of this Standard is to provide designers, manufacturers and suppliers of rear-
mounted power take-offs with means for reducing the risks to the health and safety of those who
must work with or near rear-mounted power take-offs, by providing dimensional and clearance
requirements for the master shield for use on narrow-track tractors.

This Standard is identical with and has been reproduced from ISO 500-2:2004, Agricultural
tractors—Rear-mounted power take-off types 1, 2 and 3—Part 2: Narrow-track tractors,
dimensions for master shield and clearance zone.

As this Standard is reproduced from an International Standard, the following applies:

(a) Its number appears on the cover and title page while the International Standard number
appears only on the cover.

(b) In the source text ‘this part of ISO 500° should read ‘this Australian Standard.’
(c) A full point substitutes for a comma when referring to a decimal marker.

The references to international standards should be replaced by references to the following
Australian Standards:

Reference to International Standard Australian Standard

ISO AS

500 Agricultural tractors—Rear- 1121  Agricultural tractors—Rear-mounted
mounted power take-off, types 1, 2 power take-off, types 1, 2 and 3
and 3

500-1 Part 1: General specifications,
safety requirements, dimensions for
master shield and clearance

1121.1 Part 1: General specifications, safety
requirements, dimensions for master
shield and clearance

Other international references not listed have not been adopted as an Australian/New Zealand
Standards.
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