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This Australian Standard was prepared by Committee LG/2, Street Lighting. It was  approved
on behalf of the Council of the Standards Association of Australia on 16 March 1987 and
published on 4 May 1987.

The following interests are represented on Committee LG/2:

Australian Automobile Association

Australian Council of Local Government Engineers Associations

Australian Electrical and Electronic Manufacturers Association

Australian National Committee on Illumination

Australian Road Research Board

Department of Housing Construction

Electricity Supply Association of Australia

Illuminating Engineering Societies of Australia

National Association of Australian State Road Authorities

National Capital Development Commission

The University of N.S.W., Department of Transport Engineering

Traffic Authority of N.S.W.

Review of Australian Standards.  To keep abreast of progress in industry, Australian Standards are subject to
periodic review and are kept up to date by the issue of amendments or new editions as necessary. It is important
therefore that Standards users ensure that they are in possession of the latest edition, and any amendments thereto.

Full details of all Australian Standards and related publications will be found in the Standards Australia Catalogue
of Publications; this information is supplemented each month by the magazine ‘The Australian Standard’, which
subscribing members receive, and which gives details of new publications, new editions and amendments, and of
withdrawn Standards.

Suggestions for improvements to Australian Standards, addressed to the head office of Standards Australia, are
welcomed. Notification of any inaccuracy or ambiguity found in an Australian Standard should be made without
delay in order that the matter may be investigated and appropriate action taken.

This Standard was issued in draft form for comment as DR 86065.
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PREFACE

This Standard was prepared by the Association’s Committee on Street Lighting to supersede
AS 1158, Part 5–1974. It forms Part 4 (designated AS 1158.4) of the new series of Standards
that comprise the SAA Public Lighting Code.*

One objective of AS 1158.1 is to ensure visibility of pedestrians for vehicle drivers anywhere
along a road. Nevertheless, supplementary lighting may be required at some pedestrian
crossing locations of which the following are examples:

(a) On or near crests. From a driver’s viewpoint the background beyond the pedestrian may
comprise dark sky, dark–surfaced fences or buildings, and/or a confused pattern of
lights. Disability glare due to the headlights of approaching vehicles will be much
greater than on level or uniform–grade roads.

(b) At curves. The background beyond the pedestrian may comprise a confusing pattern of
lights and roadside structures.

(c) In locations where experience indicates that drivers may have special difficulty in seeing
pedestrians using the crossing.

Supplementary lighting can be beneficial at most pedestrian crossings in wet weather when
the direct illumination of pedestrians by supplementary lighting can compensate for the
reduced effectiveness of normal road lighting when the road surface is wet.

The requirements of this Standard assume the existence of road lighting to at least Category
A3 in AS 1158.1. Where the pedestrian crossing is located on a road which is unlit or lit only
to Category B in AS 1158.1, upgrading of the road lighting in the vicinity of the crossing will
be necessary.

This Standard differs from AS 1158, Part 5–1974, in that the requirements are specified
solely in terms of the desired photometric performance. However, guidance on the design and
installation of floodlighting systems is provided in an appendix.

* AS 1158.1 SAA Public Lighting Code
Part 1—Performance and Installation Design Requirements

AS 1158.2 SAA Public Lighting Code
Part 2— Computer Procedures for the Calculation of Light Technical Parameters for Category A

Lighting

AS 1158.3 SAA Public Lighting Code
Part 3—Guide to Design, Installation and Maintenance (in course of preparation)

AS 1158.4 SAA Public Lighting Code
Part 4—Supplementary Lighting at Pedestrian Crossings (this Standard).

� Copyright — STANDARDS AUSTRALIA

Users of Standards are reminded that copyright subsists in all Standards Australia publications and software. Except where the Copyright Act allows
and except where provided for below no publications or software produced by Standards Australia may be reproduced, stored in a retrieval system in
any form or transmitted by any means without prior permission in writing from Standards Australia. Permission may be conditional on an appropriate
royalty payment. Requests for permission and information on commercial software royalties should be directed to the head office of Standards
Australia.

Standards Australia will permit up to 10 percent of the technical content pages of a Standard to be copied for use exclusively in–house by
purchasers of the Standard without payment of a royalty or advice to Standards Australia.

Standards Australia will also permit the inclusion of its copyright material in computer software programs for no royalty payment provided
such programs are used exclusively in–house by the creators of the programs.

Care should be taken to ensure that material used is from the current edition of the Standard and that it is updated whenever the Standard is amended or
revised. The number and date of the Standard should therefore be clearly identified.

The use of material in print form or in computer software programs to be used commercially, with or without payment, or in commercial contracts is
subject to the payment of a royalty. This policy may be varied by Standards Australia at any time.
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