Accessed by MONASH UNIVERSITY LIBRARY on 16 Jun 2015 (Document currency not guaranteed when printed)

AS 1289.6.2.1—2001 (Reconfirmed) 2013-07-15

STANDARDS AUSTRALIA

RECONFIRMATION

OF

AS 1289.6.2.1—2001
Methods of testing soils for engineering purposes
Method 6.2.1: Soil strength and consolidation tests—Determination of the shear

strength of a soil

RECONFIRMATION NOTICE

Technical Committee CE-009 has reviewed the content of this publication and in
accordance with Standards Australia procedures for reconfirmation, it has been determined
that the publication is still valid and does not require change.

Certain documents referenced in the publication may have been amended since the original
date of publication. Users are advised to ensure that they are using the latest versions of
such documents as appropriate, unless advised otherwise in this Reconfirmation Notice.

Approved for reconfirmation in accordance with Standards Australia procedures for

reconfirmation on 13 June 2013.

The following are represented on Technical Committee CE-009:

Association of Geotechnical Testing Authorities (Qld)
Australian Building Codes Board

Australian Chamber of Commerce and Industry
Australian Geomechanics Society

Australian Stabilisation Industry Association
AUSTROADS

Cement Concrete & Aggregates Australia—Aggregates
Engineering & Construction Laboratories Association
Engineers Australia

National Association of Testing Authorities Australia
The University of Melbourne

The University of Sydney

Victorian Construction Materials Laboratories Association

Full document details: AS 1289.6.2.1-2001 (2013)

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/as-1289-6-2-1-2001-2013
http://www.avadocuments.com/doc/as-1289-6-2-1-2001-2013

NOTES

Documents

(paund usym pasjuesent Jou Aousiind JuBWINI0Q) GTOZ UNL 9T U0 AHVHEIT ALISHIAINN HSYNOW Aq passadoy

Document Sharing Hub

Full document details: AS 1289.6.2.1-2001 (2013)


http://www.avadocuments.com/doc/as-1289-6-2-1-2001-2013
http://www.avadocuments.com/doc/as-1289-6-2-1-2001-2013

1 AS 1289.6.2.1—2001
Reconfirmed 2013

Australian Standard™

Methods of testing soils for engineering purposes

Method 6.2.1: Soil strength and consolidation
tests—Determination of the shear strength of a
soil—Field test using a vane

1'2°9'68¢T SY

1 SCOPE

This Standard sets out a method for determining the shear strength of a soil in the field by
measuring the torque required to cause a vane of cruciform section to shear the soil. The
method is suitable for use for very soft to firm non-fissured clays.

2 REFERENCED DOCUMENT

The following document is referred to in this Standard:
BS

4019 Rotary core drilling equipment
4019.3 Part 3:  Specification for System A. Metric units

3 APPARATUS
The following apparatus is required:

(8 Vane of cruciform shape, preferably of stainless steel, conforming to Figure 1 (see
Note 1). For soils of shear strength up to 50 kPa, a vane 130 mm long x 65 mm
diameter x 3.0 mm thick is satisfactory (see Note 2). For soils of shear strength in the
range 50 to 75 kPa, a vane 100 mm long x 50 mm diameter x 1.6 mm thick is
satisfactory. The percentage area ratio of the vane, as expressed in the following
equation, shall be kept as low as practicable and shall not exceed 15 percent:

8 (D -d)+md®

Arearatio= 100 ... (3
nD?
where
t = thickness of vane blades, in millimetres
D = overal blade width, in millimetres
d = diameter of vane rod below the sleeve, including any enlargement due

to welding, in millimetres

The vane rod, normally of high-strength steel, shall have a diameter (d) preferably not
exceeding 15 mm. It shall be encased in a suitable sleeve commencing approximately
30 mm above the vane blades and extending for the distance penetrated into the soil,
to exclude soil particles and the effects of soil adhesion.
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(b)  Torque rods connected to the vane rod, which shall be of steel and sufficiently strong
to transmit the required axial thrust and torque. The torque rod couplings shall be
such that sections of the rods cannot tighten or twist relative to each other. The torque
rods shall be supported, as necessary, by bearings to prevent the development of
friction between the rods and the wall of the casing or bore.

(c) Torque equipment for applying torque to the vane through torque rods. The
equipment shall include a means of applying and measuring torque, a means of
clamping the equipment in the required position, together with a height adjustment
and a means of measuring angular motion. Moving parts of the equipment shall be
mounted in ball or roller bearings, to reduce friction to a minimum. The equipment
shall be designed so that the backlash is small. The precision of the torque reading
shall be such that shear strength of a soil can be measured to within 1 kPa. A
maximum reading indicator is desirable.

(d) Drilling rig, associated equipment and casing capable of advancing holes to required
depths and diameter.

© Standards Australia

™~ Bore casing

L/
[——— Torque rod

Vane rod in sleeve

Sleeve (packed with grease)

FIGURE 1 VANE AND ROD MOUNTING
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