AS 1335/Amdt 1/1998-01-05

STANDARDS AUSTRALIA

Amendment No, 1
to
AS 1335—1995
Hose and hose assemblies for welding, cutting and allied processes

REVISED TEXT

The 1995 edition of AS 1335 is amended as follows; the amendment(s) should be inserted in the appropriate
place.

SUMMARY: This Amendment applies to Preface, Clauses 1.1, 1.2, 1.5, 1.7 {new), 2.3.1, 2.4, 2.5.6, and 2.6,
and Appendices B and C {(new).

Published on 5 Januvary 1998.

AMDT Page 2 Preface
No. 1

{‘;}gg Add Item (d) to the penultimate paragraph as follows:
(d) This Standard specifies a minimum rated working pressure of 1.2 MPa whereas
ISO 3821 recognizes two types of hose with different minimum rated working
pressures up to 2 MPa.’

AMDT  Page 4 Clause 1.1
No. 1

{‘égg Add ‘liquefied petroleum gases (LPGs) and mixtures of methylacetylene and propadiene

(MPS)’ after the word ‘oxygen’.

SM?T Page 4 Clause 1.1, Note 2
.

{‘;‘gg Add the following words after ‘LPG’:

‘for transport, automotive, industrial and domestic applications.’

QEA?T Page 4 Clause 1.1, Note §

JAN.

1508 Add a new Note 5 as follows:

‘5 Acetylene and LPG hoses are not interchangeable because of different compatibility
requirements.’

AMDT  Page 4 Clause 1.2
No. 1

{‘égg Add the following:

‘AS 2700  Colour standards for general purposes

AS 4267 Pressure regulators for use with industrial compressed gas cylinders’
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Page 5 Clause 1.5
Add the following after ‘Oxygen ... ... ... . . . . . . . . . . i Blue’

‘Liquefied petroleum gases (LPGs) and mixtures of
methylacetylene and propadiene (MPS) . ... ... .. . . ... . .. . oL, Orange’

Delete the existing Note and insert the following new Note:

‘NOTE: The colour code range for blue is B15, Mid Blue to B23, Bright blue as specified in
AS 2700°

Page 5 Clause 1.6.1
In Item (b), delete ‘Month and’.
Add a new Paragraph after Item (c) as follows:

‘In the case of oxygen hose, the word ‘oxygen’ should also be added.’

Page 6 Clause 1.7 (new)
Add new Clause 1.7 as follows:

‘1.7 HOSE FITTINGS Hose fittings shall comply with the dimensions specified in
AS 4267

Page 7 Clause 2.3.1
Add a ‘Note’ as follows:

‘NOTE: The minimum rated working pressure is 1.2 MPa (see Clause 1.1)."

Page 7 Clause 2.4

Delete the words ‘within 47 s° and insert ‘47 s from the time’.

Page 8 Clause 2.5.6 (new)
Add new Clause 2.5.6 as follows:

‘2.5.6 Resistance of lining to pentane or n-hexane of hose used for LPG
applications When tested in accordance with Appendix C, hose lining shall not absorb
liquid in excess of 15 percent of the initial mass of the lining, and the amount of
extractable matter shall not exceed 15 percent of the initial mass of the lining.’

Page 8 Clause 2.6

In the second paragraph, delete the words ‘four times the rated working pressure’ and
insert the words ‘the proof pressure’.
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