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Preface

This Standard was prepared by the Australian members of Joint Standards Australia/Standards New
Zealand Committee WD-003, Welding of Structures, to supersede AS/NZS 1554.2:2003.

After consultation with stakeholders in both countries, Standards Australia and Standards New
Zealand decided to develop this Standard as an Australian Standard rather than an Australian/New
Zealand Standard.

The objective of this Standard is to provide designers and fabricators with design, production and
testing requirements for the welding of steel studs to steel elements to ensure quality and minimize risk.

This edition is a major revision, with the principal differences between this and the previous
edition as follows:

(@ The structure of the Standard has been aligned with other parts of the AS/NZS 1554 series.

(b) Stud design (including stud materials and stud base qualification) has been removed from the
Standard and reference is now made to AS/NZS ISO 13918.

(9 The option to qualify stud procedures to ISO 14555 has been included.

(d) Provision for the welding of studs to high strength and abrasion resistant steels has
been included.

The terms “normative” and “informative” are used in Standards to define the application of the
appendices to which they apply. A “normative” appendix is an integral part of a Standard, whereas an
“informative” appendix is only for information and guidance.
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1 AS 1554.2:2021
Australian Standard®

Structural steel welding
Part 2: Stud welding (steel studs to steel)

Section1 Scope and general

1.1 Scope

This Standard specifies requirements for the stud welding of steel studs to steel elements; such steel
studs being used for the attachment of members and connection devices to concrete (as concrete
anchors and as shear connectors in composite steel and concrete construction), and for the fastening
of other members and appurtenances. This Standard also applies to the stud welding of steel studs
through light-gauge steel sheet, either coated or not coated, and includes requirements for the stud
material, the parent material, stud-welding operators and procedures, and the workmanship and
testing of the finished welds.

For stud applications, stud welding methods and stud materials not specified within this Standard, or
where specified, ISO 14555 applies.

A list of matters for resolution between the principal and fabricator is given in Appendix A.

1.2 Exclusions

This Standard does not apply to the welding of studs for pressure vessels.

1.3 Innovation

Any novel materials, welding processes or consumables, or methods of construction which do not
conform to a specific requirement of this Standard, or are not mentioned in it, but which give equivalent
results to those specified, are not necessarily prohibited.

1.4 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document.

NOTE Documents referenced for informative purposes are listed in the Bibliography.

AS 1548, Fine grained, weldable steel plates for pressure equipment

AS 1674.1, Safety in welding and allied processes, Part 1: Fire precautions

AS 1674.2, Safety in welding and allied processes, Part 2: Electrical

AS 2799, Resistance welding equipment—Single-phase a.c. transformer type

AS 2812, Welding, brazing and cutting of metals—Glossary of terms

AS 2865, Confined spaces

AS 3597, Structural and pressure vessel steel—Quenched and tempered plate

AS 60974.1, Arc welding equipment—Welding power sources (IEC 60974 1:2000, MOD)
AS/NZS 1163, Cold-formed structural steel hollow sections

AS/NZS 1336, Eye and face protection—Guidelines
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AS/NZS 1337, Eye and face protection— Guidelines

AS/NZS 1338.1, Filters for eye protectors, Part 1: Filters for protection against radiation generated in
welding and allied operations

AS/NZS 1554.1, Structural steel welding, Part 1: Welding of steel structures
AS/NZS 1554.4, Structural steel welding, Part 4: Welding of high strength quenched and tempered steels

AS/NZS 1554.5, Structural steel welding, Part 5: Welding of steel structures subject to high levels of
fatigue loading

AS/NZS 1554.6, Structural steel welding, Part 6: Welding stainless steels for structural purposes
AS/NZS 1554.7, Structural steel welding, Part 7: Welding of sheet steel structures
AS/NZS 1594, Hot-rolled steel flat products

AS/NZS 1595, Cold-rolled, unalloyed, steel sheet and strip

AS/NZS 1995, Welding cables

AS/NZS 3545, Welding and allied processes — Welding positions

AS/NZS 3678, Structural steel—Hot-rolled plates, floorplates and slabs

AS/NZS 3679.1, Structural steel, Part 1: Hot-rolled bars and sections

AS/NZS 3679.2, Structural steel, Part 2: Welded I sections

AS/NZS 5131, Structural steelwork—Fabrication and erection

AS/NZS 1S0 13918, Welding — Studs and ceramic ferrules for arc stud welding
ISO 14555, Welding — Arc stud welding of metallic materials

[SO 14731, Welding coordination — Tasks and responsibilities

1.5 Terms and definitions

For the purposes of this document, the terms and definitions given in AS 2812 and the following apply.
NOTE Weld positions are defined in AS/NZS 3545.

1.5.1

competent person

person who has acquired, through education, training, qualification or experience, or a combination of
these, the knowledge and skill enabling that person to perform the required task correctly and safely

1.5.2
fabricator
person or organization responsible for the welding of the structure during fabrication or erection

1.5.3
inspecting authority
building authority having statutory powers to control the design and erection of buildings or structures

Note 1 to entry: Where the structure is not subject to statutory jurisdiction, the principal is deemed to be the
inspecting authority.
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1.5.4

inspector

person employed by, or acceptable to, the inspecting authority or principal for the purpose of inspecting
welding in accordance with this Standard

1.5.5
may
indicates the existence of an option

1.5.6
principal
purchaser or owner of the structure being fabricated or erected, or a nominated representative

Note 1 to entry: The nominated representative should be suitably qualified to deal with the technical issues of
this document.

1.5.7
ring test
tapping a stud with hammer to test for complete fusion

1.5.8
shall
indicates that a statement is mandatory

1.59
shear connector
stud to transmit shear between a steel member and a concrete element in a composite construction

1.5.10
should
indicates a recommendation

1.5.11
stud
short length of rod or bar, which may take a variety of shapes to suit the individual application

1.5.12
stud base
stud tip at the welding end, including flux and ferrule and 3 mm of the body of the stud adjacent to the tip

1.5.13

stud-welding operator

operator

person who performs the stud welding operation

1.5.14

welding position

position of a weld defined relative to the slope of the axis and rotation of the face of the weld relative to
the horizontal plane

[SOURCE: AS/NZS 3545]

1.5.15
wet weather capable
stud-welding machine designed to safely weld in damp or wet conditions

Note 1 to entry: Damp or wet conditions constitute a Category C environment, refer to AS 1674.2.

Note 2 to entry: Wet weather capable stud welding machines incorporate a cycle that preheats the site to which a
stud will be welded for sufficient time to dry the affected area prior to the welding of the stud.

Documents
© Standards ROGHRENHTRAZ0g 1P

Full document details: AS 1554.2-2021


http://www.avadocuments.com/doc/as-1554-2-2021
http://www.avadocuments.com/doc/as-1554-2-2021

AS 1554.2:2021 4

1.6 Management of quality

1.6.1 Quality requirements

Fabricators shall ensure that all welding and related activities prescribed within Clause 1.6.2 shall
conform to the requirements of this Standard and, as applicable, ISO 14555.

Where specified, all stud welding shall conform to the requirements of AS/NZS 5131 at the relevant
construction category specified for the work.

1.6.2 Basic welding requirements

All stud welds shall —

(@ use only studs or shear connectors and stud bases conforming to AS/NZS ISO 13918;
(b) be made in accordance with a qualified stud-welding procedure;

(9 be made by a welder qualified to carry out the required procedure; and

(d) conform to all the applicable requirements of this Standard.

For certain conditions prescribed herein, the stud welding procedure is deemed to be prequalified and
may not require full qualification testing (see Clause 4.3).

1.7 Safety

1.7.1 Welding safety
Welding shall be carried out in accordance with the following Standards:

AS 1674.1, AS 1674.2, AS 2865, AS/NZS 1336, AS/NZS 1337, AS/NZS 1338.1.

1.7.2 Welding equipment
Welding plant and equipment shall conform to the following Standards:
AS 2799, AS 60974.1, AS/NZS 1995.

NOTE Welding plantand equipment is also subject to additional requirements under various state and territory
legislation.

1.7.3 Other hazards

Other risks and hazards of welding shall be identified and controlled in accordance with Clauses 1.6.1
and 1.6.2. In particular, the control and dispersal of emitted fume shall be taken into account, especially
when welding through paints, primers and other surface coatings.

NOTE1 Guidance on the management of risk is given in AS1SO 31000.

NOTE 2 For further guidance on safety precautions, refer to Weld Australia Technical Notes 7 and 22.
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