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Paints and related materials—Methods of test 

Method 202.4:  Determination of density by 
pressure cup 
 

METHOD 

1   SCOPE 

This test method is for determination of the density of liquid paints that are subject to 

aeration by a metal pycnometer capable of having pressure applied to deflate the aeration. 

2   REFERENCED DOCUMENTS 

AS 

1580 Paints and related materials—Methods of test 

1580.102.1 Method 102.1: Sampling procedure 

1580.103.1 Method 103.1: Examination and preparation of samples for testing 

3   APPARATUS 

3.1   Cup 

A cup with a nominal volume of 100 ml calibrated at 25°C ±0.5°C to within 0.2%. 

Calibration may be done with distilled water. 

3.2   Balance 

A balance, accurate to within 0.01 g. 

3.3   Thermometer 

A thermometer capable of measuring to 25°C with an accuracy of ±0.5°C. 

4    TEST CONDITIONS 

While testing environment may be at ambient temperature, the temperature of the cup and 

the paint shall be controlled at 25.0°C ±1°C. 

5   SAFETY 

During handling follow precautions for use outlined in suppliers Materials Safety Data 

Sheets (MSDS). 

6   PROCEDURE 

Prepare a sample of the material to be tested (sampled according to AS 1580.102.1 and 

prepared in accordance with the procedures described in AS 1580.103.1). The following 

procedure applies: 

(a) Weigh the empty, dry pycnometer and lid to the nearest 0.01 g and record the mass. 

Alternatively, place the pycnometer on the balance and then tare the balance. 

(b) Adjust the test sample to a temperature of 25°C ±0.5°C. 
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(c) Remove the pressure lid, re-screw the plunger to give the maximum possible internal 

volume and then fill the pycnometer until the sample is just below the pressure lid 

rim. 

(d) Replace the pressure lid and screw the clamp as far down as possible. 

(e) Screw the plunger completely down, checking that an excess of liquid had been 

exuded by the pressure lid. 

(f) Remove thoroughly the excess of liquid by the pressure lid and rib of the pycnometer, 

as well as removing any excess liquid in the corners and the worm of the screw. 

(g) Weigh the pycnometer and contents to the nearest 0.01 g and record. 

7   CALCULATION 

ρ = 
V

MM
12

−

 

where   

ρ = Density of paint in kilograms per litre 

M1 = mass of the empty pycnometer in grams 

M2 = mass of the empty pycnometer and contents in grams 

V = capacity of the pycnometer in millilitres 

Alternatively, where the tare system is used: 

ρ = 
V

m
 

where   

ρ = density of paint in kilograms per litre 

m = mass of sample in the pycnometer 

V = capacity of the pycnometer in millilitres 

NOTE: The pycnometer should be cleaned immediately after use with a suitable solvent and 

stored away in separate parts. Do not use objects that may scratch the pycnometer during 

cleaning. 

8   TEST REPORT 

The following information shall be reported: 

(a) Name of testing authority. 

(b) Name of person performing the test. 

(c) Date of test and report number. 

(d) Unambiguous identification of liquid under test. 

(e) Record of results to two decimal places. 

(f) Reference to this Standard, i.e., AS 1580.202.4. 
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