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K eeping Standar ds up-to-date

Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.

Detailed information about Standards can be found by visiting the Standards
Australia web site at www.standards.com.au and looking up the relevant Standard
in the on-line catalogue.

Alternatively, the printed Catalogue provides information current at 1 January each
year, and the monthly magazine, The Australian Standard, has a full listing of
revisions and amendments published each month.

We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Contact us via email at mail @standards.com.au, or write to the Chief
Executive, Standards Australia International Ltd, GPO Box 5420, Sydney,
NSW 2001.

This Standard was issued in draft form for comment as DR 99327.
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PREFACE

This Standard was prepared by the Standards Australia Committee FP-002, Fire Detection,
Warning, Control and Intercom Systems, to provide a Standard for point type carbon
monoxide (CO) fire detectors.

It is recommended that a period of 12 months from the date of publication of this Standard
be allowed for manufacturers to comply with this Standard.

The various components of automatic fire detection and alarm systems are being specified
inthe AS 1603 and AS 4428 series of Standards.

Specifications for the design, installation, commissioning and maintenance of equipment for
fire detection, warning, control and intercom systems and the testing of actuating devices
are given in the following Standards.

AS

1670 Fire detection, warning, control and intercom systems—System design,
installation and commissioning

1670.1 Part1: Fire

1670.2 Part2: Local fire

1851 Maintenance of fire protection equipment
1851.8 Part 8. Automatic fire detection and alarm systems

2362 Automatic fire detection and alarm systems—Methods of test for actuating
devices

The objective of this Standard is to provide designers and manufacturers of detection and
alarm systems with requirements for the design, construction and performance of carbon
monoxide fire detectors intended for inclusion in these systems
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STANDARDS AUSTRALIA

Australian Standard
Automatic fire detection and alarm systems

Part 14: Point type carbon monoxide (CO) fire detectors

SECTION 1 SCOPE AND GENERAL

1.1 SCOPE

This Standard specifies requirements for the design, construction and performance of point
type carbon monoxide (CO) fire detectors as used in fire detection, warning, control and
intercom systems.

This Standard does not cover detectors installed in air handling ducts, athough many
provisions herein could be applied to such applications.

1.2 APPLICATION

This Standard applies to point type CO fire detectors intended for installation in accordance
with AS1670.1 and AS1670.2 and connected to compatible control and indicating
equipment (CIE).

1.3 REFERENCED DOCUMENTS

The following documents are referred to in this Standard:

AS

1670 Fire detection, warning, control and intercom systems—System design,
installation and commissioning

1670.1 Part 1: Fire

1670.2 Part 2: Local fire

1939 Degrees of protection provided by enclosures for electrical equipment (IP Code)
2362 Automatic fire detection and alarm systems—Methods of test for actuating
devices

2362.4 Method 4:  Voltage stability test

2362.5 Method 5:  Insulation resistance test
2362.6 Method 6:  Static discharge test

2362.7 Method 7:  Electromagnetic interference test
2362.8 Method 8:  Impulse voltage withstand test
2362.9 Method 9:  High frequency disturbance test
2362.10 Method 10:  Low temperature test

2362.11 Method 11: Damp heat test

2362.12 Method 12:  Dry heat test

2362.13 Method 13:  Corrosion test

2362.15 Method 15:  Vibration test

2362.16  Method 16:  Impact test

2362.17 Method 17:  Sensitivity test

2362.18 Method 18:  Air velocity stability test
2362.19 Method 19:  Dust test

2362.25 Method 25:  Indicator visibility test
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