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This Australian Standard was prepared by Committee HE-009, Hypodermic
Equipment—General Medical. It was approved on behalf of the Council of
Standards Australia on 9 August 2005. This Standard was published on
31 October 2005.

The following are represented on Committee HE-009:

Auckland Healthcare, New Zealand

Australian Chamber of Commerce and Industry

Australian College of Operating Room Nurses

Australian Medical Association

Commonwealth Department of Health and Ageing

Federation of Sterilizing Research and Advisory Councils of Australia
Medical Industry Association of Australia

Queensland Health

Royal Australian College of General Practitioners

The New Zealand Chemical Industry Council

Keeping Standards up-to-date

Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.

Detailed information about Standards can be found by visiting the Standards Web
Shop at www.standards.com.au and looking up the relevant Standard in the on-line
catalogue.

Alternatively, the printed Catalogue provides information current at 1 January each
year, and the monthly magazine, The Global Standard, has a full listing of revisions
and amendments published each month.

Australian Standards™ and other products and services developed by Standards
Australia are published and distributed under contract by SAI Global, which
operates the Standards Web Shop.

We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Contact us via email at mail@standards.org.au, or write to the Chief
Executive, Standards Australia, GPO Box 476, Sydney, NSW 2001.
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PREFACE

This Standard was prepared by the Standards Australia Committee HE-009, Hypodermic Equipment—
General Medical, to supersede in part AS 1679—1974, Glass syringes (Luer fittings) for general
medical use. After consultation with stakeholders in both countries, Standards Australia and Standards
New Zealand decided to develop this Standard as an Australian Standard rather than an
Australian/New Zealand Standard.

This Standard is identical with, and has been reproduced from ISO 595-2:1987, Reusable all-glass or
metal-and-glass syringes for medical use—Part 2: Design, performance requirements and tests.

As this Standard is reproduced from an International Standard, the following applies:

(a) Its number does not appear on each page of text and its identity is shown only on the cover and
title page.

(b) In the source text, ‘this International Standard’ and ‘this part of ISO 595° should read ‘this
Australian Standard’.

(¢) A full point should be substituted for a comma when referring to a decimal marker.

Reference to International Standards should be replaced by references to the following Australian or
Australian/New Zealand Standards:

Reference to International Standard or Australian/New Zealand Standard

other publication

ISO AS

594 Conical fittings with a 6% (Luer) taper 1600  Medical equipment—Conical fittings with
for syringes, needles and certain other a 6% (Luer) taper for syringes, needles
medical equipment and certain other medical equipment

594-1  Part 1: General requirements 1600.1 Part 1: General requirements

594-2  Part 2: Lock fittings 1600.2 Part 2: Lock fittings
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