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PREACE

This Standad has been prepare by the Standard Australia Committes on Interior Lighting
to provide quantitative recommendatiomwith respet to illuminance and glare contrd for
specific tasksard interiors Thesrecommendatiopare intendel for usein conjunctia with
the generbrecommendatianof AS 1680.1* and will apply until progressivel superseded
by the isste of more comprehensive recommendations in the AS 1680.2 series. It is
anticipated tha the AS 1680.2 series will, when complde, comprise separa¢ Standards
coverirg recommendatiasifor the following:

(a) Circulation spaceard othe generdareas.
(b) Offices.

(c) Screa basel tasks.

(d) Educationafacilities.

(e) Industrid buildings and processes.

() Hospitab ard medicad premises.

Usess of this Standad are advisel to ched with Standard Australia to determire which parts
of the AS 16802 series have been publishel so as to be awale of the recommendatiasin this
Standad that are as aconsequencgesupersededWhen the AS 16802 series is sufficiently
developd this Standad wil | be withdrawn.

The illuminance recommendations in this Standard are based on Appendix A of
AS 1680—1976, Interior lighting and the visual environment, with illuminance values
expressed in terms of the scale of maintenance illuminance adopted in AS 1680.1 (see
Appendk D of AS 1680.1) The recommende values of maximun glare index hawe been
largely drawn from the CIBS Cock for Interior Lighting.t
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3 AS 1680.2.0—1990
STANDARDS AUSTRALIA

Australian Standard
Interior lighting

Part 2.0: Recommendations for specific tasks and interiors

1 SCOPE This Standard sets out certain quantitative recommendations for the lighting of specific tasks and
interiors, in particular, recommendations for maintenance illuminance and maximum glare index. Itis intended
for use in conjunction with the general recommendations of AS 1680.1.

2 APPLICATION The lighting system should comply with the general recommendations of AS 1680.1 and with
the applicable recommendations of this Standard. The recommendations given in this Standard will apply until
such time as they are superseded by relevant recommendations issued in the AS 1680.2 series.

NOTE: Separate Standards covering the lighting of specific tasks and interiors will progressively be issued to form the AS 1680.2 series
(see Preface).

3 REFERENCED DOCUMENTS The following documents are referred to in this Standard.

AS
1680 Interior lighting
1680.1 Part 1: General principles and recommendations

1765 Artificial lighting for clinical observation
2502  The lighting of operating rooms

CIBSE*
TM 10 The calculation of glare indices

4 DEFINITIONS For the purpose of this Standard, the definitions given in AS 1680.1 apply.

5 GENERAL CONSIDERATIONS The purpose of this Standard is to provide quantitative recommendations

for two lighting parameters which are variables depending on the task or interior for which the lighting system
is installed; these are the maintenance illuminance (see Clause 6) and maximum glare index (see Clause 7). It
is emphasized that compliance with these recommendations alone will not necessarily ensure the provision of
satisfactory visual conditions. Attention should be given to all the applicable recommendations in AS 1680.1 in
addition to the quantitative recommendations in this Standard.

Brief reference is also made, by way of notes, to characteristics of the tasks or interiors which may be significant
and which should be specifically considered in conjunction with the recommendations of AS 1680.1. The notes
included are as follows:

CR Colour rendering important (see Section 7 of AS 1680.1)

LL Local lighting necessary or desirable (see recommendations relevant to the use of local lighting in
Sections 3 and 10 of AS 1680.1)

UR Unwanted reflections possible (see Section 5 of AS 1680.1)

6 MAINTENANCE ILLUMINANCE See AS 1680.1 for the definition of maintenance illuminance. The
recommended values of maintenance illuminance for particular tasks or interiors are given in Column 2 of
Tables 1 to 4. The values given are effectively a minimum value of the average illuminance over the task or
throughout the interior which should apply at any time during the life of the lighting system. For design
purposes, it will be necessary to select an initial illuminance which is significantly greater than the recommended
maintenance illuminance to allow for the progressive loss of light which will occur over time (see Section 12 and
Appendix D of AS 1680.1).

For some entries in the tables no recommended maintenance illuminance is given and the qualification ‘special’
is quoted. For these tasks or interiors, satisfactory visual conditions will primarily depend on factors other than
the illuminance provided, e.g. some inspection tasks require a contrasting background or specific directional
gualities.

7 MAXIMUM GLARE INDEX Section 8 of AS 1680.1 provides two alternative systems for the control of
discomfort glare from electric lighting, viz.

(a) A luminaire selection systenThis system involves the selection of luminaires based on the luminance of the
light emitting parts at specified angles or, for some luminaires, in terms of the cut-off angles provided.

* Chartered Institution of Building Services Engineergridon.
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(b) A glare evaluation systenThis involves a calculation of a value of glare index for the interior using the
formula-based method in CIBSE Technical Memorandum No 10.

The recommended values of maximum glare index in Column 3 of Tables 1 to 4 relate to the glare evaluation
system only. Recommendations for the luminaire selection system are fully described in AS 1680.1 and this
system may be used as an alternative to the glare evaluation system for all applications for which a maximum
glare index of 19 or more is recommended.

Guidance on the application of the glare control systems is given below in relation to the maximum glare index
values recommended:

Maximum glare index Applicable glare control system
<16 System (b) only should be used
19 and 22 System (a) or (b) are equally acceptable
> 25 System (a) or (b) may be used but the calculation of a glare index in terms of
S&/;itgrgngb) may not be justified. The application of System (a) will normally be

The glare evaluation system is only appropriate to the evaluation discomfort glare within a general interior and
cannot be applied to specific workstations. Where the interior contains several workstations involving a greater
visual difficulty than those which generally apply, the maximum glare index recommended for the task of higher
visual difficulty will apply for the whole of the interior space.

Recommended values of maximum glare index are not included for all entries in Tables 1 to 4. The absence of
a recommended value may arise because of any of the following circumstances:

(i)  The lighting system for the task requires special consideration such as will apply for the lighting of many
inspection tasks.

(i)  The interior is likely to be occupied only intermittently, or does not involve visual tasks of significant
difficulty, e.g. lift lobbies. It should be noted that discomfort glare is a time-dependant phenomenon and
the degree of glare which can be tolerated is related to the difficulty of the visual tasks performed.

(iii) Some tasks require a high illuminance over a limited area which is normally provided by local lighting.
Because the glare evaluation system is inappropriate for a task lighting application, no glare index value
may be given, however, the interior space within which the task is located should comply with the
appropriate glare index recommendation.
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