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PREFACE

This Standard was prepared by the Standards Australia Committee on Lift Installations. It was requested by
manufacturers and users of lifts, statutory authorities for lifts, and interests concerned about persons having limited
mobility, for the purposes of safety and uniformity.

This Standard is one of a series of Standards covering lifting devices that are able to assist persons with limited
mobility; others in the series are as follows:

AS

1735 Lifts, escalators, and moving walks

1735.2 Part 2: Passenger and goods lifts—Electric

1735.3 Part 3: Passenger and goods lifts—Electrohydraulic

1735.7 Part 7: Stairway lifts

1735.8 Part 8: Inclined lifts

1735.12 Part 12: Facilities for persons with disabilities

1735.13 Part 13: Lifts for persons with limited mobility—Manually powered

1735.14 Part 14: Lifts for people with limited mobility—Restricted use—Low–rise platforms

1735.15 Part 15: Lifts for people with limited mobility—Restricted use—Non–automatically controlled lifts

� Copyright — STANDARDS AUSTRALIA

Users of Standards are reminded that copyright subsists in all Standards Australia publications and software. Except where the Copyright Act allows and
except where provided for below no publications or software produced by Standards Australia may be reproduced, stored in a retrieval system in any form
or transmitted by any means without prior permission in writing from Standards Australia. Permission may be conditional on an appropriate royalty
payment. Requests for permission and information on commercial software royalties should be directed to the head office of Standards Australia.

Standards Australia will permit up to 10 percent of the technical content pages of a Standard to be copied for use exclusively in–house by
purchasers of the Standard without payment of a royalty or advice to Standards Australia.

Standards Australia will also permit the inclusion of its copyright material in computer software programs for no royalty payment provided such
programs are used exclusively in–house by the creators of the programs.

Care should be taken to ensure that material used is from the current edition of the Standard and that it is updated whenever the Standard is amended or
revised. The number and date of the Standard should therefore be clearly identified.

The use of material in print form or in computer software programs to be used commercially, with or without payment, or in commercial contracts is subject
to the payment of a royalty. This policy may be varied by Standards Australia at any time.
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AS 1735.16—1993 6

STANDARDS AUSTRALIA

Australian Standard

Lifts, escalators, and moving walks

Part 16: Lifts for persons with limited mobility—
Restricted use—Automatically controlled

S E C T I O N 1 S C O P E A N D G E N E R A L

1.1 SCOPE This Standard specifies requirements for automatically controlled small-sized
low-speed passenger lifts. The lifts are capable of being electrically isolated by a
key-lockable control.

This Standard is complementary to AS 1735.1, but the requirements of this Standard take
precedence over corresponding requirements of that Standard.

NOTES:

1 Guidance on periodic inspection and testing is given in Appendix A.

2 This Standard is not intended to be applied to lifts that transport goods.

3 This Standard is not complementary to either AS 1735.2 or AS 1735.3.

4 Guidance on the selection of the preferred type of lift is given in Appendix B.

5 This Standard applies to lifts that are primarily intended to be used by people with limited
mobility who infrequently require a means of elevation to upper floors of their home, and in
special cases, small community buildings that are not provided with lifts that comply with
AS 1735.2 or 1735.3, subject to approval of the regulatory authorities.

6 Lifts complying with this Standard —

(a) have a low speed of not more than 0.25 m/s, or 0.3 m/s where car door is fitted.

(b) have a small floor area of not more than 1.6 m2;

(c) have a car travel of not more than 12 m; and

(d) have a key-lockable control, so that the use of the lift can be restricted to persons holding
a locking means.

1.2 APPLICATION It is intended that this Standard be applied only where the lift is used
infrequently, primarily by persons with limited mobility.

NOTES:

1 Installation in other than private locationsWhere installed in other than a single unit
dwelling, regulatory authority may require the lift to be electrically isolated and the locking
means to be kept in the care of a responsible person, whenever the lift is not being used.

2 Catering for specific disabilitiesWhere specific disabilities need to be catered for, helpful
facilities may be required, each of which should comply with the relevant requirements of
AS 1735.12 (inside the lift) and AS 1428.1 (outside the lift).

1.3 INNOVATION It is not intended that this Standard impose unnecessary restrictions
on the use of new or unusual materials or methods, provided that they are approved by the
regulatory authority.

COPYRIGHT
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7 AS 1735.16—1993

1.4 REFERENCED DOCUMENTS The following documents are referred to in this
Standard:

AS
1023 Low voltage switchgear and controlgear —Protection of electric motors
1023.1 Part 1: Built-in thermal detectors and associated control units
1023.2 Part 2: Current sensing protection devices for a.c. motors
1023.3 Part 3: Inherent overheat protectors

1428 Design for access and mobility
1428.1 Part 1: General requirements for access—Buildings

1532 Short pitch transmission precision roller chains and chain wheels

1735 Lifts, escalators, and moving walks
1735.1 Part 1: General requirements
1735.2 Part 2: Passenger and goods lifts—Electric
1735.3 Part 3: Passenger and goods lifts—Electrohydraulic
1735.10 Part 10: Tests
1735.12 Part 12: Facilities for persons with disabilities

1979 Flexible travelling cables for lifts

3000 SAA Wiring Rules

3569 Steel wire ropes

BS
3790 Specification for endless wedge belt drives and endless V-belt

ISO
4347 Leaf chains, clevises and sheaves

1.5 DEFINITIONS For the purpose of this Standard, the definitions given in AS 1735.1
apply.
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S E C T I O N 2 D E S I G N L I M I T A T I O N S

2.1 SPEED The speed of the car shall be not more than 0.25 m/s, or 0.3 m/s where a
car door is fitted.

2.2 TRAVEL The travel of the car shall be not more than 12 m.

2.3 RATED LOAD The rated load shall be not less than 220 kg per square metre of
the floor area of the car, subject to a minimum of 115 kg (see Figure 19.1 for some
typical sizes).

2.4 CAR SIZE

2.4.1 Area The area of the floor of the car shall be not more than 1.6 m2.

For cars without doors, the floor area shall be measured 1000 mm above the car floor and
include any space in doorways to the car sill line.

For cars fitted with doors, the floor area shall be measured in accordance with Section 22
of AS 1735.2.

2.4.2 Dimensions The dimensions of the floor of the car shall be not less than
600 mm× 600 mm.

2.5 FACTOR OF SAFETY

2.5.1 Other than for driving machines Other than for driving machines, the factor of
safety under rated load conditions based on ultimate strength, for each item of equipment
including any supporting structures, shall be not less than the following:

(a) For structural components, car frames, and safety gear . . . . . . . . . . . . . . . . . . . 5

(b) For steel wire rope and its attachments . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7.6

(c) For chain and its attachments . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10

(d) For cast iron . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10

(e) For timber used in a car floor or roof . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8

2.5.2 For driving machines The factors of safety of driving machines shall comply
with the requirements for factors of safety of machines given in AS 1735.2.

S E C T I O N 3 M A T E R I A L S

3.1 GENERAL Materials shall comply with the relevant requirements for materials
given in AS 1735.1.

3.2 WEATHER RESISTANCE Any material or equipment that is exposed to the
weather shall be weatherproof. Metalwork shall be treated to minimize corrosion, and
timber shall be treated to prevent rotting.

COPYRIGHT

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

25
 D

ec
 2

00
9

Full document details: AS 1735.16-1993

http://www.avadocuments.com/doc/as-1735-16-1993
http://www.avadocuments.com/doc/as-1735-16-1993


9 AS 1735.16—1993

S E C T I O N 4 D R I V I N G M A C H I N E S

4.1 GENERAL Driving machines shall comply with the requirements for machines
given in AS 1735.2 that cover bolts transmitting torque, threads for studs or screws in
tensions, shafts, gears, bearings, and brakes; except that a single brake shoe for a disc or
cone type of brake is permitted where the brake is incorporated in the lift motor.

4.2 SHAFTS AND ATTACHMENTS Unless forming an integral part of a shaft on
the driving unit, every sheave, rope drum, spur gear, worm, worm-wheel, and brake drum
shall be positively located axially on its shaft. Keys shall be effectively retained in
position. Transmission of torque to shafts or other driving units shall be by one or more
of the following methods:

(a) Sunken keys.

(b) Splines.

(c) Machined fitted bolts on a flange forming an integral part of the shaft or driving
unit.

(d) Threaded pin (scotch) keys.

4.3 DRIVE DIRECTION Lifts that are not hydraulically supported shall be powered
in both directions.

4.4 MANUAL OPERATION One of the following means shall be provided to enable
an authorized person to move the car at not more than 0.25 m/s, such as may be necessary
during an emergency:

(a) For hydraulic lifts, a manually operated valve, which shall be located in the lift
machine room.

(b) For other than hydraulic lifts, a manual winding unit operated by a smooth
spokeless wheel and, where the resisting torque of the brake is too great to be
overcome by manual effort, a means of manually releasing the brake without
disturbing its adjustment. The means shall ensure immediate re-application of the
brake as soon as hand pressure on the release mechanism is released. Toggles or
other devices that could be left in a locked position shall not be used to hold off the
brake.

4.5 LOCATION OF EQUIPMENT Except for rack-and-pinion drives and equipment
that must necessarily be placed elsewhere to perform its function effectively, the driving
machine, control mechanisms, and other equipment of the lift shall be housed in a
machine room.

NOTE: Rack-and-pinion drives may be located on or in the lift car.
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S E C T I O N 5 S U S P E N S I O N A N D S U P P O R T I N G
S Y S T E M S

5.1 MEANS Cars shall be either —

(a) suspended by means of steel wire rope, steel roller chain, or steel leaf chain; or

(b) supported by means of screw, rack, direct hydraulic, or indirect hydraulic supports.

5.2 ROPE

5.2.1 Number Where a car is suspended by rope, not less than two suspension ropes
shall be used.

5.2.2 Type and diameter Suspension and governor rope shall comply with AS 3569
and have a nominal diameter of not less than 6 mm.

5.2.3 End attachments Suspension ropes shall be terminated at each end by means of
an attachment that will enable all portions of the rope to be readily visible except any
portion inside the attachment.

Attachments shall be of the following approved types:

(a) Spliced eye.

(b) Individual tapered babbitted rope socket.

(c) Wedge-type socket.

(d) Swaged fitting.

(e) Other approved type.

On one end at least of each suspension rope, the attachment shall be threaded to permit
individual adjustment of the rope length.

5.2.4 Angle of fleet The angle of fleet between the rope and a plane perpendicular to
the axis of the pulley or drum shall be not more than 5°.

5.2.5 Equalizers A means of keeping the tension in the suspension ropes equalized
shall be provided. Spring or bar type equalizers may be used, provided that a single
mechanical failure will not allow the car or any counterweight to become wholly
detached.

5.2.6 Drums and sheaves Any drums and any sheaves shall comply with the following
relevant requirements:

(a) Material Drums shall be of steel, cast iron, or aluminium alloy.

Sheaves other than traction sheaves shall be of steel or cast iron.

Traction sheaves shall be of a material that will minimize wear of the ropes and the
sheave.

(b) Diameter The ratio of the diameter of drums and sheaves, measured on rope
centres, to the nominal diameter of the associated rope shall be not less than 30:1;
however, where the rope has a nominal diameter of less than 10 mm, the regulatory
authority may approve a smaller ratio.

(c) Rope grooves The surface of rope grooves shall be a smooth machined finish with
radiused edges.
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