
 

AS 1774.1—2000 (Reconfirmed) 2013-07-16 

STANDARDS AUSTRALIA 
 

RECONFIRMATION  

OF 

AS 1774.1—2000 

Refractories and refractory materials—Physical test methods 

Method 1: Determination of cold compressive strength 
 

RECONFIRMATION NOTICE 

Technical Committee MN-007 has reviewed the content of this publication and in 

accordance with Standards Australia procedures for reconfirmation, it has been determined 

that the publication is still valid and does not require change. 

Certain documents referenced in the publication may have been amended since the original 

date of publication. Users are advised to ensure that they are using the latest versions of 

such documents as appropriate, unless advised otherwise in this Reconfirmation Notice. 

Approved for reconfirmation in accordance with Standards Australia procedures for 

reconfirmation on 4 April 2013. 

The following are represented on Technical Committee MN-007: 
 

Australian Institute of Mining and Metallurgy 

Australian Ceramic Society 

Bureau of Steel Manufacturers of Australia 

Cement Industry Federation  

CSIRO Manufacturing & Materials Technology 

Institute of Refractories Engineers 

Refractories Manufacturers Association of Australia 

The University of New South Wales 
 

 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

24
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS 1774.1-2000 (2013)

http://avadocuments2026.com/doc/as-1774-1-2000-2013
http://avadocuments2026.com/doc/as-1774-1-2000-2013


 

 

NOTES 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

24
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS 1774.1-2000 (2013)

http://avadocuments2026.com/doc/as-1774-1-2000-2013
http://avadocuments2026.com/doc/as-1774-1-2000-2013


AS 1774.1—2000

www.standards.com.au © Standards Australia

1

Australian StandardTM

Refractories and refractory materials—
Physical test methods

Method 1:  Determination of cold compressive
strength

PREFACE

This Standard was prepared by the Standards Australia Committee MN/7, Refractories and
Refractory Materials to supersede AS 1774.1—1991.

Changes from the 1991 edition include—

(a) inclusion of cylindrical test pieces;

(b) adjustment of loading rates; and

(c) cut off for low strength materials increased from 4 MPa to 10 MPa.

METHOD

1   SCOPE

This Standard sets out a method for determining the cold compressive strength of refractory
bricks and monolithics.

2   REFERENCED DOCUMENTS

The following documents are referred to in this Standard:

AS
1774 Refractories and refractory materials—Physical test methods
1774.4.1 Method 4.1: Preparation of test pieces—Castable refractories
1774.4.2 Method 4.2: Preparation of test pieces—Low-cement castable refractories
1774.4.3 Method 4.3: Preparation of test pieces—Unshaped refractories on site
1774.4.4 Method 4.4: Preparation of test pieces—Mouldable refractories
1774.4.5 Method 4.5: Preparation of test pieces—Gunning refractories

2193 Methods for calibration and grading of force-measuring systems of testing
machines

2243 Safety in laboratories (series)

2780 Refractories and refractory materials—Glossary of terms
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