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PREFACE 

This Standard was prepared by the Standards Australia Committee MN-007, Refractories 

and Refractory Materials, to supersede AS 1774.26—1995, Refractories and refractory 

materials—Physical test methods, Method 26: Creep in compression—Deformation under 

constant load and constant temperature. 

The objective of this Standard is to provide the refractories industry with an internationally 

accepted method for determining the deformation of a shaped refractory specimen when 

subjected to a constant compressive stress at a constant temperature. 

This Standard is identical to and has been reproduced from ISO 3187:1989, Refractory 

products—Determination of creep in compression 

As this Standard is reproduced from an international standard, the following applies: 

(a) Its number appears on the cover and title page while the international standard 

number appears only on the cover. 

(b) In the source text ‘this International Standard’ should read ‘this Australian Standard’. 

(c) Replace Item (c) in Clause 9 with 'reference to this Australian Standard, AS 1774.26;' 

(d) A full point substitutes for a comma when referring to a decimal marker. 

References to International Standards should be replaced by references to Australian 

Standards, as follows: 

Reference to International Standard  Australian Standard 

ISO   AS  

R836 Vocabulary for the refractories

industry 

 2780 Refractories and refractory

materials—Glossary of terms 

1174 Refractories and refractory 

materials—Physical test methods  

1893 Refractory products—

Determination of refractoriness-

under load (differential-with rising

temperature) 

 

1774.12 Method 12: Refractoriness under 

load—Temperatures of deformation 

at constant load with rising 

temperature 

International references that are not listed have not been adopted as Australian Standards. 
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INTERNATIONAL STANDARD ISO 3187 : 1989 (E) 

Refractory products - Determination of creep in 
compression 

1 Scope 

This International Standard specifies a method for determining 
creep in compression, which is the deformation of a refractory 
material or product subjected to a constant load under isother- 
mal conditions. 

The test rig used in this method of test is the same as that 
used for the determination of refractoriness-under-Ioad (see 
ISO 1893). 

NOTE - The apparatus described is generally suitable for determi- 
nation of creep in compression up to 1 600 OC. 

4 Principle 

A test piece of given dimensions is heated under specified con- 
ditions to a given temperature and at one of two specified 
stages (see 7.2) in the test a constant compressive load is 
applied to it. The deformation of the test piece at constant 
temperature is recorded and the percentage Change is evalu- 
ated as a function of time. 

There are two forms of the test, one where the load is applied 
at room temperature and the other where it is applied at the test 
temperature. 

NOTE - The values between the end of the fifth hour creep and the 
end of the test are usually in close agreement. 

2 Normative references 

The following Standards contain provisions which, through 
reference in this text, constitute provisions of this International 
Standard. At the time of publication, the editions indicated 
were valid. All Standards are subject to revision, and Parties to 
agreements based on this International Standard areencouraged 
to investigate the possibility of applying the most recent editions 
of the Standards listed below. Members of IEC and ISO main- 
tain registers of currently valid International Standards. 

ISO/ R 836 : 1968, Vocabulaty for the refractories industry. 

ISO 1893 : 1989, Refractory products - Determination of 
refrac toriness-under-load (differential - witb rising tempera- 
ture). 

IEC 584-1 : 1977, Thermocoupfes - Part 7 : Reference tables. 

IEC 584-2 : 1982, Thermocouples - Part 2: Tolerantes. 

3 Definition 

For the purposes of this International Standard, the following 
definition applies. 

creep : Isothermal deformation of a stressed product as a 
function of time. IJ 

5 Apparatus 

5.1 Loading device 

5.1.1 General 

The loading device shall be capable of applying a load centred 
on the common axis of the loading column, the test piece and 
the supporting column, and directed vertically along this axis at 
all stages of the test. The loading device consists of the items 
given in 5.1.2 to 5.1.5. 

A constant compressive load is applied in a downward direction 
from above on the piece resting directly or indirectly on a fixed 
base. lt follows that the deformation of the test piece is re- 
quired to be measured by some device that Passes either 
through the applied load or through an intermediate base. For 
simplicity, the text and the figures 1 and 2 in this International 
Standard show the measuring device passing through the base 
but, by interchanging the bored column and refractory plate 
with the unbored column and plate, it may be arranged that the 
measuring device Passes through the load, as in figure 3. 

NOTE - Although both arrangements are within the scope of the 
Standard, it is preferable that the measuring device should be pos- 
itioned below the assembly, as shown in the figures. The reasons for 
this are outlined in annex A. 

1) This definition is taken from ISO/R 836. 
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ISO 3187 : 1989 (EI 

5.1.2 Fixed column, at least 45 mm in Overall diameter and 
with an axial bore (see 5.1.5). 

5.1.3 Moving column, at least 45 mm in Overall diameter. 

NOTE - Arrangements tan be made for the upper moving column to 
be fixed to the furnace, and the combination of furnace and column 
then forms the moveable loading device. 

5.1.4 Two discs, 5 mm to 10 mm thick and at least 50 mm in 
diameter of an appropriate refractory material compatible with 
the material under test (e.g. high-fired mullite or alumina for 
alumino-silicate products, and magnesia or spinel for basic 
products) which are placed between the test piece and the 
fixed and moving columns. The disc placed between the test 
piece and the fixed column shall have a central bore (see 5.1.5). 
The ends of the fixed and moving columns shall be plane and 
perpendicular to their axes; the faces of each disc shall be plane 
and parallel. 

NOTE - Platinum or platinum/rhodium sheet (0,2 mm) may be placed 
between the Sample and the discs to prevent Chemical reaction, par- 
ticularly in the case of silica. 

5.1.5 The arrangement of the two columns, the two discs, 
the platinum sheet if used, and the test piece is shown in 
figure 2, which also Shows typical diameters of the bores in the 
fixed column and in the disc between them. 

5.1.6 The columns and discs shall be capable of withstanding 
the applied load up to the final test temperature without signifi- 
cant deformation. There should be no reaction between the 
discs and the loading System. 

5.2 Furnace (preferably with a vertical axis), capable of rais- 
ing the temperature of the test piece to the final test 
temperature at the specified rate (see 7.4) in an atmosphere of 
air. The temperature of the region of the furnace occupied by 
the test piece, when above 500 OC at a stable temperature, 
shall be uniform around the test piece (12,5 mm above and 
below) to within + 20 K; this shall be verified by carrying out 
tests using thermocouples located at different Points on the 
curved surface of the test piece. During the period of constant 
temperature, the fluctuations of temperature indicated by the 
control thermocouple shall not exceed 5 K. 

NOTE - The furnace design should be such that the whole of the 
column assembly tan be easily reached, either by movement of the 
supporting column or, if access into the furnace is restricted, by move- 
ment of the furnace itself. The assembly should be such that the test 
piece and loading column stand vertically and Co-axial with the support 
column when unrestrained. 

53 . Measuring device, consisting of the following items : 

5.3.1 Outer alumina tube, placed inside the fixed column to 
abut on the lower side of the lower disc, and free to move 
within the fixed column (see 5.3.3). 

5.3.2 Inner alumina tube, placed inside the outer tube and 
passing through the bores in the lower disc and in the test piece 
to abut on the lower face of the upper disc, and free to move 
within the outer tube, the lower disc and the test piece 
(sec 5.3.3). 

5.3.3 The arrangement of the two tubes, the two discs and 
the test piece as shown in figure 2, which also indicates typical 
external and internal diameters of the outer and inner tubes. 

5.3.4 Appropriate measuring instrument (for example a 
dial-gauge or a length transducer connected to an automatic 
recording System), fixed to the end of the outer tube (see 5.3.1) 
and actuated by the inner tube (see 5.3.2). The sensitivity of the 
measuring device shall be at least 0,005 mm. 

5.3.5 The alumina tubes shall be capable of withstanding the 
load imposed on them by the measuring instrument at all 
temperatures up to the final test temperature without signifi- 
cant distortion. 

5.4 Temperature-measurement devices 

5.4.1 Central thermocouple, passing through the inner 
alumina tube (see 5.3.2) of the dilatometer, with its junction at 
the mid-Point of the test piece, for measuring the temperature 
of the test piece at its geometric centre. 

5.4.2 Control thermocouple, which shall be placed in a 
sheath and situated outside the test piece (see figure l), for 
regulating the rate of rise of temperature. 

NOTE - For certain furnace 
place the thermocouple nearer 

constructions, 
to the heating 

it may be advisable to 
elements. 

5.4.3 The thermocouples shall be made from platinum and/or 
platinum-rhodium wire, and shall be compatible with the final 
test temperature. They shall be in accordance with IEC 584-1 
or 584-2. 

5.4.4 The accuracy of the thermocouples shall be checked on 
a regular basis. 

5.5 Calipers, to measure to 0,l mm. 

6 Test piece 

6.1 The test piece shall be a cylinder 50 mm + 0,5 mm in 
diameter and 50 mm + 0,5 mm in height, with a hole from 
12 mm to 13 mm in diameter, extending throughout the height 
of the test piece, bored co-axially with the outer cylindrical 
surface. 

NOTE - The axis of the test piece 
in which the prod uct was pressed 

should preferabl y be in the di 

6.2 The top and bottom faces of the test piece shall be made 
plane and parallel by sawing (and grinding if necessary), and 
shall be perpendicular to the axis of the cylinder. The surface of 
the cylinder shall be free from visible defects. Measurements of 
the height at any two Points, using Vernier calipers, shall not 
differ by more than 0,2 mm. When one face of the test piece is 
placed on a plane surface and a set Square also in contact with 
the surface is brought into contact with any part of the 
periphery of the test piece, the gap between the side of the test 
piece and the Square shall not exceed 0,5 mm. 
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