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Preface

This Standard was prepared by the Australian members of Joint Standards Australia/Standards New 
Zealand Committee AG-013, Components used for Gas Appliances and Equipment, to supersede in 
part AS/NZS  1869:2012, Hose and hose assemblies for liquefied petroleum gases (LP Gas), natural gas 
and town gas.

After consultation with stakeholders in both countries, Standards Australia and Standards New 
Zealand decided to develop this document as an Australian Standard rather than an Australian/New 
Zealand Standard.

The objective of this document is to provide specific requirements to ensure performance, safety, 
durability and fitness for purpose of hose and hose assemblies with metallic tubes or liners in the 
gas industry.

AS/NZS 1869:2012 has been revised and divided into three parts. AS 1869.0 covers general requirements 
for hose and hose assemblies, AS  1869.1 covers requirements specific to non-metallic liners and 
AS 1869.2 covers requirements specific to metallic liners (see Appendix E for a comparison guide).

The terms “normative” and “informative” are used in Standards to define the application of the 
appendices to which they apply. A “normative” appendix is an integral part of a Standard, whereas an 
“informative” appendix is only for information and guidance.

AS 1869.2:2023

© Standards Australia Limited 2023

Full document details: AS 1869.2-2023

http://www.avadocuments.com/doc/as-1869-2-2023
http://www.avadocuments.com/doc/as-1869-2-2023


Contents

iii

Preface................................................................................................................................................................................................................................................ii
Section 1	 Scope and general................................................................................................................................................................................... 1

1.1 Scope..................................................................................................................................................................................................................... 1
1.2 Normative references............................................................................................................................................................................. 1
1.3 Terms and definitions............................................................................................................................................................................. 1
1.4 Classification.................................................................................................................................................................................................. 1
1.5 Materials and construction................................................................................................................................................................ 1
1.6 Marking............................................................................................................................................................................................................... 1
1.7 Hose assemblies.......................................................................................................................................................................................... 2

Section 2	 Performance requirements.......................................................................................................................................................... 3
2.1 General................................................................................................................................................................................................................. 3
2.2 Resistance to gas......................................................................................................................................................................................... 3
2.3 Hydrostatic pressure............................................................................................................................................................................... 3
2.4 Resistance to oil........................................................................................................................................................................................... 3
2.5 Resistance to ozone.................................................................................................................................................................................. 3
2.6 Resistance to flexing and mechanical loads......................................................................................................................... 3
2.7 Electrical properties................................................................................................................................................................................ 3
2.8 Resistance to cold bending................................................................................................................................................................. 3
2.9 Resistance to kinking.............................................................................................................................................................................. 4
2.10 Resistance to crushing........................................................................................................................................................................ 4
2.11 Permeability................................................................................................................................................................................................ 4
2.12 Flame propagation characteristics of hose....................................................................................................................... 4
2.13 Adhesion......................................................................................................................................................................................................... 4
2.14 Accelerated ageing................................................................................................................................................................................. 4
2.15 Hose and coupling compatibility............................................................................................................................................... 5
2.16 Resistance to corrosion...................................................................................................................................................................... 5
2.17 Resistance to ultraviolet degradation.................................................................................................................................... 5
2.18 Durability of marking.......................................................................................................................................................................... 5
2.19 Details of sample specification.................................................................................................................................................... 5

Appendix A (informative) Illustration of testing apparatus......................................................................................................... 6
Appendix B (informative) Specifications to be submitted for hose assemblies....................................................... 7
Appendix C (normative) Methods of test.......................................................................................................................................................... 8
Appendix D (informative) Guide to testing in-service performance of hose assemblies............................12
Appendix E (informative) Comparison guide of 2012 and 2023 content.....................................................................13
Appendix F (informative) Reduction of hose extractables..........................................................................................................16
Bibliography..............................................................................................................................................................................................................................17

AS 1869.2:2023

Full document details: AS 1869.2-2023

http://www.avadocuments.com/doc/as-1869-2-2023
http://www.avadocuments.com/doc/as-1869-2-2023


NOTES

Full document details: AS 1869.2-2023

http://www.avadocuments.com/doc/as-1869-2-2023
http://www.avadocuments.com/doc/as-1869-2-2023


1

© Standards Australia Limited 2023

Australian Standard®

Hose and hose assemblies for liquefied petroleum gases (LP Gas), natural 
gas and town gas
Part 2: Metallic liners

Section 1	 Scope and general

1.1 Scope

This document sets out specific requirements and test methods for hose and hose assemblies with 
metallic tubes or liners for liquefied petroleum gases (LP Gas) (liquid and gaseous phases), natural gas, 
town gas manufactured from oil products, tempered LP Gas and simulated natural gas in transport, 
automotive, industrial and domestic applications. It provides for hose up to and including 50  mm 
designated size and 2.6 MPa maximum working pressure.

NOTE 1 A guide to the user for continued in-service performance testing of hose assemblies is included in 
AS 1869.0:2023 Appendix D.

NOTE 2 This document should be read in conjunction with AS 1869.0:2023.

1.2 Normative references

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document.

NOTE Documents referenced for informative purposes are listed in the Bibliography.

AS  1869.0, Hose and hose assemblies for liquefied petroleum gases (LP Gas), natural gas and town gas, 
Part 0: General requirements

AS  1869.1, Hose and hose assemblies for liquefied petroleum gases (LP Gas), natural gas and town gas, 
Part 1: Non-metallic liners

1.3 Terms and definitions

For the purposes of this document, the terms and definitions in AS 1869.0 apply.

1.4 Classification

The classification of hose and hose assemblies in AS 1869.0:2023 Clause 1.4 and Table 1.1 applies to 
this document.

1.5 Materials and construction

The general requirements for materials, construction, gas permeation, dimensions and tolerances in 
AS 1869.0:2023 Clause 1.5 apply to this document.

1.6 Marking

Each manufactured hose assembly with a metallic tube or liner shall be permanently and clearly 
marked with the information set out in AS 1869.0:2023 Clause 1.6.
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1.7 Hose assemblies

The general requirements for hose assemblies including couplings, pigtails and testing set out in 
AS 1869.0:2023 Clause 1.7 apply to this document.
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